Page 1



3GPP TSG-RAN WG3 Meeting #63 
(
R3-090161
Athens, Greece, 9th-13th Feb 2009
	CR-Form-v9.6

	CHANGE REQUEST

	

	(

	25.433
	CR
	1583
	(

rev
	-
	(

Current version:
	8.3.0
	(


	

	For HELP on using this form look at the pop-up text over the (
 symbols. Comprehensive instructions on how to use this form can be found at http://www.3gpp.org/specs/CR.htm.

	


	Proposed change affects:
(

	UICC apps(

	
	ME
	
	Radio Access Network
	X
	Core Network
	


	

	Title:
(

	Clarification of the relation between HS-SCCH less HS-PDSCH second code and first code

	
	

	Source to WG:
(

	Huawei

	Source to TSG:
(

	R3

	
	

	Work item code:
(

	TEI7
	
	Date: (

	14/01/2009

	
	
	
	
	

	Category:
(

	F
	
	Release: (

	Rel-8

	
	Use one of the following categories:
F  (correction)
A  (corresponds to a correction in an earlier release)
B  (addition of feature), 
C  (functional modification of feature)
D  (editorial modification)

Detailed explanations of the above categories can
be found in 3GPP TR 21.900.
	Use one of the following releases:
R99
(Release 1999)
Rel-4
(Release 4)
Rel-5
(Release 5)
Rel-6
(Release 6)
Rel-7
(Release 7)
Rel-8
(Release 8)
Rel-9
(Release 9)
Rel-10
(Release 10)

	
	

	Reason for change:
(

	In 25.331 section 10.3.6.36ab, it’s defined that “the HS-PDSCH second code index value is the value of IE “HS-PDSCH Code Index” incremented by 1”. No constraint is defined in 25.423 and 25.433.  

	
	

	Summary of change:
(

	Add note: the "HS-PDSCH second code index" value is the value of IE "HS-PDSCH First Code Index" incremented by 1 in section 9.2.2.75.

This problem exist from Rel7, it’s proposed to add the note from Rel8 just for clarification.
Impact assessment towards the previous version of the specification (same release): 


This CR has isolated impact towards the previous version of the specification (same release).

This CR has an impact under procedure point of view.

The impact can be considered isolated because it only affects the HS-SCCH scheduling feature.

	
	

	Consequences if 
(

not approved:
	The relation between HS-SCCH less HS-PDSCH second code and first code is not clear. UE and NodeB may use different code.

	
	

	Clauses affected:
(

	9.2.2.69

	
	

	
	Y
	N
	
	

	Other specs
(

	X
	
	 Other core specifications
(

	25.423

	affected:
	
	X
	 Test specifications
	

	
	
	X
	 O&M Specifications
	

	
	

	Other comments:
(

	


------------------------------------------------------------------------text omitted----------------------------------------------------------
9.2.2.69
Continuous Packet Connectivity HS-SCCH less Information Response

The Continuous Packet Connectivity HS-SCCH less Information Response IE provides information for HS-SCCH less operation determined within the Node B (see ref. [10]).

	IE/Group Name
	Presence
	Range
	IE Type and Reference
	Semantics Description

	HS-PDSCH First Code Index
	M
	
	INTEGER (1..maxHS‑PDSCHCodeNrComp-1)
	Index of first HS-PDSCH code

	HS-PDSCH Second Code Index
	O
	
	INTEGER (1..maxHS‑PDSCHCodeNrComp-1)
	Index of second HS-PDSCH code. See Note 1.


Note 1: The "HS-PDSCH second code index" value is the value of IE "HS-PDSCH First Code Index" incremented by 1. 
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