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1 Introduction

This contribution discusses the impact of the rel-8 improvement for the HS-SCCH usage per TTIs mode. This enhancement was missed in the Radio Link Reconfiguration procedure; we proposed clean the specification in this way.
2 Discussion
In Release7 and before, it was defined that the same HS-SCCH should be used in contiguous TTIs.
For Release 8 UE, the constraint was removed to improve the scheduling possibilities[1]. 
The specification introduced the UE without HS-SCCH constraint indicator in NBAP/RNSAP HS-DSCH FDD Information IE [2] [3] for the initial addition of HS-DSCH information. Howerver, it’s not introduced to the HS-DSCH Information To Modify IE and HS-DSCH Information To Modify Unsynchronised IE.
We are thinking that this improvement and flexible scheduling needs to be added into the reconfiguration procedure:
Considering the deployment that the SRNC (e.g. Rel7 RNC) does not support the capability, if the SRNS relocation happens, the DRNC takes the role of SRNC, then this new SRNC is supposed to inform the NodeB scheduler in the reconfiguration procedure that the flexible scheduling can be used for this UE after having the UE’s release. 

Without this indicator in the reconfiguration procedure, the scheduler flexibility can not be used, which will decrease the capacity and lost benefit of the improvements.
The use case exists in case RNCs of different releases coexist in the network. We cannot preclude the time that’s the network will switch to another release. So we propose to consider also this use case and make clear specification. 
3 Conclusion and Proposal

To make full use of the new feature, and to make a clear specification, it’s proposed to add UE without HS-SCCH constraint indicator IE in Radio Link Reconfiguration procedure. 
It’s proposed RAN3 to agree the proposal and corresponding CRs.
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