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============= Start of 1st Change =============
9.2.1.4
Trace activation
Defines parameters related to a trace activation. 

	IE/Group Name
	Presence
	Range
	IE type and reference
	Semantics description
	Criticality
	Assigned Criticality

	Trace Reference 
	M
	
	OCTET STRING (8)
	
	
	

	Interfaces To Trace
	M
	
	BIT STRING (8)
	Each position in the bitmap represents a eNB interface

first bit =S1-MME, second bit
 =X2,
 third bit =Uu

other bits reserved for future use.. Value ‘1’ indicates ‘should be traced’
. Value ‘0’ indicates ‘should not be trace’.
	
	

	
	
	
	
	
	
	

	Trace depth 
	M
	
	ENUMERATED(

minimum, medium, maximum, MinimumWithoutVendorSpecificExtension,

MediumWithoutVendorSpecificExtension,

MaximumWithoutVendorSpecificExtension,...)
	Defined in [10]
	
	

	Trace Collection Entity IP Address
	M
	
	Transport Layer Address 9.2.2.1
	Defined in [10]
	
	


============= End of 1st Change =============
============= Start of 2nd  Change =============
9.3.4
Information Element Definitions

-- **************************************************************

--

-- Information Element Definitions

--

-- **************************************************************

S1AP-IEs { 

itu-t (0) identified-organization (4) etsi (0) mobileDomain (0) 

eps-Access (20) modules (3) s1ap (1) version1 (1) s1ap-IEs (2) }
DEFINITIONS AUTOMATIC TAGS ::= 

BEGIN

IMPORTS


id-E-RABInformationListItem,


id-E-RABItem,


id-Bearers-SubjectToStatusTransfer-Item,

maxNrOfCSGs,

maxNrOfE-RABs,


maxNrOfInterfaces,


maxNrOfErrors,


maxnoofBPLMNs,


maxnoofPLMNsPerMME,


maxnoofTACs,

maxnoofEPLMNs,


maxnoofEPLMNsPlusOne,


maxnoofForbLACs,


maxnoofForbTACs,


maxnoofTACs,


maxnoofGUMMEIs,


maxnoofCells,


maxnoofCellID,


maxnoofEmergencyAreaID,


maxnoofTAIforWarning,


maxnoofCellinTAI,


maxnoofCellinEAI
FROM S1AP-Constants


Criticality,


ProcedureCode,


ProtocolIE-ID,


TriggeringMessage

FROM S1AP-CommonDataTypes


ProtocolExtensionContainer{},


S1AP-PROTOCOL-EXTENSION,


ProtocolIE-SingleContainer{},


S1AP-PROTOCOL-IES

FROM S1AP-Containers;


-- A

Unchanged text omitted
-- I

IMSI
::=
OCTET STRING (SIZE (3..8))

IntegrityProtectionAlgorithms ::= BIT STRING (SIZE (16,...))

InterfacesToTrace ::= BIT STRING {SIZE (8)}















-- J

-- K

-- L

Unchanged text omitted
-- T

TAC ::= OCTET STRING (SIZE (2))

TAIListforWarning ::= SEQUENCE (SIZE(1..maxnoofTAIforWarning)) OF TAI

TAI ::= SEQUENCE {


pLMNidentity


PLMNidentity,


tAC





TAC,


iE-Extensions


ProtocolExtensionContainer { {TAI-ExtIEs} } OPTIONAL

}

TAI-ExtIEs S1AP-PROTOCOL-EXTENSION ::= {


...

}
TAI-Broadcast ::= SEQUENCE (SIZE(1..maxnoofTAIforWarning)) OF TAI-Broadcast-Item

TAI-Broadcast-Item ::= SEQUENCE {


tAI




TAI,


completedCellinTAI
CompletedCellinTAI

}

CompletedCellinTAI ::= SEQUENCE (SIZE(0..maxnoofCellinTAI)) OF CompletedCellinTAI-Item

CompletedCellinTAI-Item ::= SEQUENCE{


eCGI



EUTRAN-CGI,


...

}

TBCD-STRING ::= OCTET STRING (SIZE (3))

TargetID ::= CHOICE {


targeteNB-ID


TargeteNB-ID,


targetRNC-ID


TargetRNC-ID,


cGI



CGI,


...

}

TargeteNB-ID ::= SEQUENCE {


global-ENB-ID
Global-ENB-ID,


selected-TAI
TAI,


iE-Extensions
ProtocolExtensionContainer { {TargeteNB-ID-ExtIEs} } OPTIONAL

}

TargeteNB-ID-ExtIEs S1AP-PROTOCOL-EXTENSION ::= {


...

}
TargetRNC-ID ::= SEQUENCE {


lAI




LAI,


rAC




RAC 

OPTIONAL,


rNC-ID



RNC-ID,


extendedRNC-ID

ExtendedRNC-ID

OPTIONAL


}

TargeteNodeB-ToSourceeNodeB-TransparentContainer

::= SEQUENCE {


rRC-Container




RRC-Container,


iE-Extensions


ProtocolExtensionContainer { {TargeteNodeB-ToSourceeNodeB-TransparentContainer-ExtIEs} } OPTIONAL,


...

}

TargeteNodeB-ToSourceeNodeB-TransparentContainer-ExtIEs S1AP-PROTOCOL-EXTENSION ::= {


...

}

Target-ToSource-TransparentContainer ::= OCTET STRING

TargetRNC-ToSourceRNC-TransparentContainer

::= OCTET STRING

TargetBSS-ToSourceBSS-TransparentContainer

::= OCTET STRING

TimeToWait ::= ENUMERATED {v1s, v2s, v5s, v10s, v20s, v60s, ...}

Time-UE-StayedInCell ::= INTEGER (0..4095)

TransportLayerAddress

::= BIT STRING (SIZE(1..160, ...))
TraceActivation ::= SEQUENCE {


traceReference




TraceReference,


interfacesToTrace


InterfacesToTrace,
traceDepth                      TraceDepth,

traceCollectionEntityIPAddress  TraceCollectionEntityIPAddress,

iE-Extensions




ProtocolExtensionContainer { { TraceActivation-ExtIEs} }

OPTIONAL

}

TraceActivation-ExtIEs S1AP-PROTOCOL-EXTENSION ::= {


...

}

TraceDepth ::= ENUMERATED { 


minimum,


medium,


maximum,


MinimumWithoutVendorSpecificExtension,


MediumWithoutVendorSpecificExtension,


MaximumWithoutVendorSpecificExtension,

...

}
TraceReference ::=  OCTET STRING (SIZE (8))
TypeOfError ::= ENUMERATED {


not-understood,


missing,


...

}

-- U

Unchanged text omitted
============= End of 2nd  Change =============
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