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15.1.1
E-MBMS Logical Architecture
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Figure 15.1.1-1: E-MBMS Logical Architecture

Figure 15.1.1-1 depicts the E-MBMS Logical Architecture.
NOTE:
Additional horizontal interfaces e.g. MCE to MCE is FFS.

Multi-cell/multicast Coordination Entity (MCE)

The MCE is a logical entity – this does not preclude the possibility that it may be part of another network element – whose functions are the allocation of the radio resources used by all eNBs in the MBSFN area for multi-cell MBMS transmissions using MBSFN operation. Besides allocation of the time/ frequency radio resources this also includes deciding the further details of the radio configuration e.g. the modulation and coding scheme. The MCE is involved in MBMS Session Control Signalling. The MCE does not perform UE - MCE signalling.
E-MBMS Gateway (MBMS GW)

The MBMS GW is a logical entity – this does not preclude the possibility that it may be part of another network element – that is present between the BMSC and eNBs whose principal functions is the sending/broadcasting of MBMS packets to each eNB transmitting the service. The MBMS GW uses IP Multicast as the means of forwarding MBMS user data to the eNB. The MBMS GW performs MBMS Session Control Signalling (Session start/stop) towards the E-UTRAN via MME.
Control Plane Interfaces
“M3” Interface: MCE – MME
An Application Part is defined for this interface between MME and MCE. This application part allows for MBMS Session Control Signalling on E-RAB level (i.e. does not convey radio configuration data). The procedures comprise e.g. MBMS Session Start and Stop. SCTP is used as signalling transport i.e. Point-to-Point signalling is applied.

“M2” Interface: MCE – eNB
An Application Part is defined for this interface, which conveys at least radio configuration data for the multi-cell transmission mode eNBs and Session Control Signalling. SCTP is used as signalling transport i.e. Point-to-Point signalling is applied.
User Plane Interface

“M1” Interface: MBMS GW – eNB
This interface is a pure user plane interface. Consequently no Control Plane Application Part is defined for this interface. IP Multicast is used for point-to-multipoint delivery of user packets.

Deployment consideration

It is not precluded that M3 interface can be terminated in eNBs. In this case MCE is considered as being part of eNB. Therefore M2 does not exist in this scenario. This is depicted in Figure 15.1.1-2 which depicts two envisaged deployment alternatives. In the scenario depicted on the left MCE is deployed in a separate node. In the scenario on the right MCE is part of the eNBs.
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Figure 15.1.1-2: eMBMS Architecture deployment alternatives
15.1.2
E-MBMS User Plane Protocol Architecture

The overall U-plane architecture of content synchronization is shown in Figure 15.1-1. This architecture is based on the functional allocation for Unicast and the SYNC protocol layer is defined additionally on transport network layer to support content synchronization mechanism.
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Figure 15.1.2-1: The overall u-plane architecture of the MBMS content synchronization

The SYNC protocol is defined as a protocol to carry additional information that enable eNBs to identify the timing for radio frame transmission and detect packet loss. The SYNC protocol is applicable to DL and may be specified as a part of GTP-U, or as an independent protocol.


Complying with the content synchronization mechanism is required for an eNB distributing a MBMS service for Multi-Cell transmission.  
*****************************end first change********************************

*****************************start second change********************************

15.7
Procedures
15.7.1
Procedures for Broadcast mode

15.7.1.1
Session Start procedure
The purpose of the MBMS Session Start procedure is to request the E-UTRAN to notify UEs about an upcoming MBMS Session of a given MBMS Bearer Service and to establish an MBMS E-RAB for this MBMS Session. The MBMS Session Start procedure is triggered by the EPC.
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Figure 15.7.1.1-1. Session Start procedure

1.
The MME sends MBMS session start request message to the MCE(s) controlling eNBs in the targeted MBMS service area. The message includes the IP multicast address and session attributes.

2.
MCE confirms the reception of the MBMS Session Start request to theMME. It is FFS whether this message is transmitted after message 4.

3.
MCE sends the MBMS Session Start message to the eNBs in the targeted MBMS service area. In addition to the session attributes this message provides radio bearer configuration for MBSFN transmission.
4.
eNB confirms the reception of the MBMS Session Start message.
5.
eNB sends the MBMS Session Start message to UEs. The location of the message is FFS, other positions are after messages 6 or 7. The message details are FFS.
6.
eNB joins the IP multicast group to receive the MBMS User Plane data.
7.
eNB sends the MBMS data to radio interface at the determined time.

15.7.1.2
Session Stop procedure

The MBMS Session Stop procedure is to request the E-UTRAN to notify UEs about the end of a given MBMS Session and to release the corresponding MBMS E-RAB this MBMS Session. The MBMS Session Stop procedure is triggered by the EPC.
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Figure 15.7.1.2-1. Session Stop procedure

1.
TheMME sends MBMS session stop request message to the MCE(s) controlling eNBs in the targeted MBMS service area.

2.
MCE confirms the reception of the MBMS Session stop request to the MME.

3.
MCE forwards the MBMS Session stop message to the eNBs in the targeted MBMS service area.

4.
eNB confirms the reception of the MBMS Session stop message.

5.
eNB sends the MBMS Session stop message to UEs. The message details are FFS.

6.
The corresponding E-RAB is released, and eNB leaves the the IP multicast group.
*****************************end second change********************************
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6. eNB will join the IP Multicast group for the user plane data delivery
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SYNC: Protocol to synchronise data used to generate a certain radio frame
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6. RR Release
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6. eNB will join the IP Multicast group for the user plane data delivery
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6. RR Release
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SYNC: Protocol to synchronise data used to generate a certain radio frame
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