Page 1



3GPP TSG-RAN WG3 Meeting #64 
(
R3-091146
San Francisco, USA, 4th – 8th May, 2009
	CR-Form-v9.6

	CHANGE REQUEST

	

	(

	36.423
	CR
	0270
	(

rev
	-
	(

Current version:
	8.5.0
	(


	

	For HELP on using this form look at the pop-up text over the (
 symbols. Comprehensive instructions on how to use this form can be found at http://www.3gpp.org/specs/CR.htm.

	


	Proposed change affects:
(

	UICC apps(

	
	ME
	
	Radio Access Network
	X
	Core Network
	


	

	Title:
(

	Addition of antenna information

	
	

	Source to WG:
(

	Ericsson

	Source to TSG:
(

	R3

	
	

	Work item code:
(

	LTE-interfaces
	
	Date: (

	28/04/2009

	
	
	
	
	

	Category:
(

	F
	
	Release: (

	Rel-8

	
	Use one of the following categories:
F  (correction)
A  (corresponds to a correction in an earlier release)
B  (addition of feature), 
C  (functional modification of feature)
D  (editorial modification)

Detailed explanations of the above categories can
be found in 3GPP TR 21.900.
	Use one of the following releases:
R99
(Release 1999)
Rel-4
(Release 4)
Rel-5
(Release 5)
Rel-6
(Release 6)
Rel-7
(Release 7)
Rel-8
(Release 8)
Rel-9
(Release 9)
Rel-10
(Release 10)

	
	

	Reason for change:
(

	Addition of number of antenna ports

In 36.331, RAN2 has introduced the parameter PresenceAntennaPort1 (R2-091941) indicating if the neighbouring cells have two or more antenna ports. This information is missing in the X2AP and added in the X2 Setup Request, X2 Setup Response and eNB Configuration Update messages.


	
	

	Summary of change:
(

	Added number of antenna ports to X2 Setup Request, X2 Setup Response and eNB Configuration Update messages
This CR has isolated impact with the previous version of the specification (same release)
This CR has an impact under protocol & functional point of view. 

The impact can be considered isolated because the change affects functionality releated to exchange of configuration information only.


	
	

	Consequences if 
(

not approved:
	PresenceAntennaPort1 in SIB3 can not be used.

	
	

	Clauses affected:
(

	8.3.3.2, 8.3.5.2, 9.2.8, 9.2.yy, 9.3.5, 9.3.7

	
	

	
	Y
	N
	
	

	Other specs
(

	
	X
	 Other core specifications
(

	

	affected:
	
	X
	 Test specifications
	

	
	
	X
	 O&M Specifications
	

	
	

	Other comments:
(

	


-------------------
Skip text

------------------

8.3.3
X2 Setup 

8.3.3.1
General

The purpose of the X2 Setup procedure is to exchange application level configuration data needed for two eNBs to interoperate correctly over the X2 interface. This procedure erases any existing application level configuration data in the two nodes and replaces it by the one received. This procedure also resets the X2 interface like a Reset procedure would do.
The procedure uses non UE-associated signalling.
8.3.3.2
Successful Operation
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Figure 8.3.3.2-1: X2 Setup, successful operation
An eNB initiates the procedure by sending the X2 SETUP REQUEST message to a candidate eNB. The candidate eNB replies with the X2 SETUP RESPONSE message. The initiating eNB transfers a list of served cells and, if available, a list of supported GU Group Ids to the candidate eNB. The candidate eNB replies with a list of its served cells and shall include, if available, a list of supported GU Group Ids in the reply.
The initiating eNB may include the Neighbour Information IE in the X2 SETUP REQUEST message. The candidate eNB may also include the Neighbour Information IE in the X2 SETUP RESPONSE message. The Neighbour Information IE shall only include E-UTRAN cells that are direct neighbours of cells in the reporting eNB.
If the Number of Antenna Ports IE is included in the Served Cell Information IE in the X2 SETUP REQUEST message eNB2 may use this IE according to [9]. 
If the Number of Antenna Ports IE is included in the Served Cell Information IE in the X2 SETUP RESPONSE message eNB1 may use this IE according to [9]. 
8.3.3.3
Unsuccessful Operation
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Figure 8.3.3.3-1: X2 Setup, unsuccessful operation
If the candidate eNB cannot accept the setup it shall respond with an X2 SETUP FAILURE message with appropriate cause value.

If the X2 SETUP FAILURE messages includes the Time To Wait IE the initiating eNB shall wait at least for the indicated time before reinitiating the X2 Setup procedure towards the same eNB.
8.3.3.4
Abnormal Conditions

If the X2 SETUP REQUEST message is not the first message received for a specific TNL association then this shall be treated as a logical error.

If the initiating eNB1 does not receive either X2 SETUP RESPONSE message or X2 SETUP FAILURE message, the eNB1 may reinitiate the X2 Setup procedure towards the same eNB, provided that the content of the new X2 SETUP REQUEST message is identical to the content of the previously unacknowledged
-------------------
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8.3.5
eNB Configuration Update 

8.3.5.1
General

The purpose of the eNB Configuration Update procedure is to update application level configuration data needed for two eNBs to interoperate correctly over the X2 interface.

The procedure uses non UE-associated signalling.
8.3.5.2
Successful Operation
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Figure 8.3.5.2-1: eNB Configuration Update, successful operation
An eNB1 initiates the procedure by sending an ENB CONFIGURATION UPDATE message to a peer eNB2. 

Upon reception of an ENB CONFIGURATION UPDATE message, eNB2 shall update the information for eNB1 as follows: 
Update of Served Cell Information: 

-
If Served Cells To Add IE is contained in the ENB CONFIGURATION UPDATE message, eNB2 shall add cell information according to the information in the Served Cell Information IE. 
-
If Number of Antenna Ports IE is contained in the Served Cell Information IE in the ENB CONFIGURATION UPDATE message, eNB2 may use this information according to [9].
-
If Served Cells To Modify IE is contained in the ENB CONFIGURATION UPDATE message, eNB2 shall modify information of cell indicated by Old ECGI IE according to the information in the Served Cell Information IE. 


When either served cell information or neighbour information of an existing served cell in eNB1 need to be updated, the whole list of neighbouring cells, if any, shall be contained in the Neighbour Information IE.


The eNB2 shall overwrite the served cell information and the whole list of neighbour cell information for the affected served cell.

-
If Served Cells To Delete IE is contained in the ENB CONFIGURATION UPDATE message, eNB2 shall delete information of cell indicated by Old ECGI IE.  

Update of GU Group ID List: 

-
If GU Group Id To Add List IE is contained in the ENB CONFIGURATION UPDATE message, eNB2 shall add the GU Group Id to its GU Group Id List.  

-
If GU Group Id To Delete List IE is contained in the ENB CONFIGURATION UPDATE message, eNB2 shall remove the GU Group Id from its GU Group Id List.   

If Neighbour Information IE is contained in the ENB CONFIGURATION UPDATE message, eNB2 may use this information to update its neighbour cell relations, or use it for other functions, like PCI selection. The Neighbour Information IE shall only include E-UTRAN cells that are direct neighbours of cells in the reporting eNB. 

After successful update of requested information, eNB2 shall reply with the ENB CONFIGURATION UPDATE ACKNOWLEDGE message to inform the initiating eNB1 that the requested update of application data was performed successfully. In case the peer eNB2 receives an ENB CONFIGURATION UPDATE without any IE except for Message Type IE it shall reply with ENB CONFIGURATION UPDATE ACKNOWLEDGE message without performing any updates to the existing configuration.

The eNB1 may initiate a further eNB Configuration Update procedure only after a previous eNB Configuration Update procedure has been completed. 
8.3.5.3
Unsuccessful Operation
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Figure 8.3.5.3-1: eNBConfiguration Update, unsuccessful operation
If the eNB2 can not accept the update it shall respond with an ENB CONFIGURATION UPDATE FAILURE message and appropriate cause value.

If the ENB CONFIGURATION UPDATE FAILURE message includes the Time To Wait IE the eNB1 shall wait at least for the indicated time before reinitiating the eNB Configuration Update procedure towards the same eNB2. Both nodes shall continue to operate the X2 with the existing configuration data.

8.3.5.4
Abnormal Conditions

If the eNB1 after initiating eNB Configuration Update procedure receives neither ENB CONFIGURATION UPDATE ACKNOWLEDGE message nor ENB CONFIGURATION UPDATE FAILURE message, the eNB1 may reinitiate the eNB Configuration Update procedure towards the same eNB2, provided that the content of the new ENB CONFIGURATION UPDATE message is identical to the content of the previously unacknowledged ENB CONFIGURATION UPDATE message.
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9.2.8
Served Cell Information

This IE contains cell configuration information of a cell that a neighbour eNB may need for the X2 AP interface. 

	IE/Group Name
	Presence
	Range
	IE type and reference
	Semantics description
	Criticality
	Assigned Criticality

	 PCI
	M
	
	INTEGER (0..503, …)
	Physical Cell ID
	–
	–

	Cell ID
	M
	
	ECGI

9.2.14
	
	–
	–

	TAC
	M
	
	OCTET STRING(2)
	Tracking Area Code
	–
	–

	Broadcast PLMNs
	
	1..<maxnoofBPLMNs>
	
	Broadcast PLMNs 
	–
	–

	>PLMN Identity
	M
	
	9.2.4
	
	–
	–

	CHOICE EUTRA-Mode-Info
	M
	
	
	
	–
	–

	>FDD
	
	
	
	
	
	

	  >>FDD Info
	
	1
	
	
	–
	–

	          >>>UL EARFCN
	M
	
	EARFCN

9.2.26
	Corresponds to NUL in ref. [16]
	–
	–

	          >>>DL EARFCN
	M
	
	EARFCN

9.2.26
	Corresponds to NDL in ref. [16]
	–
	–

	>>>UL Transmission Bandwidth
	M
	
	Transmission Bandwidth

9.2 27
	
	–
	–

	>>>DL Transmission Bandwidth
	M
	
	Transmission Bandwidth

9.2 27
	Same as UL Transmission Bandwidth in this release.
	–
	–

	      >TDD
	
	
	
	
	
	

	  >>TDD Info
	
	1
	
	
	–
	–

	>>>EARFCN
	M
	
	9.2.26
	Corresponds to NDL/NUL in ref. [16]
	–
	–

	>>>Transmission Bandwidth
	M
	
	Transmission Bandwidth

9.2 27
	
	–
	–

	>>>Subframe Assignment
	M
	
	ENUMERATED(sa0, sa1, sa2, sa3, sa4, sa5, sa6,…)
	Uplink-downlink subframe configurationinformation defined in ref. [10]. 
	–
	–

	>>>Special Subframe Info
	
	
	
	Special subframe configurationinformation defined in ref. [10]. 
	
	

	>>>>Special Subframe Patterns
	M
	
	ENUMERATED(ssp0, ssp1, ssp2, ssp3, ssp4, ssp5, ssp6, ssp7, ssp8, …)
	
	–
	–

	>>>>Cyclic Prefix DL
	M
	
	ENUMERATED(Normal, Extended,…)
	
	–
	–

	>>>>Cyclic Prefix UL
	M
	
	ENUMERATED(Normal, Extended,…)
	
	–
	–

	Number of Antenna Ports
	O
	
	9.2.yy
	
	YES
	ignore


	Range bound
	Explanation

	maxnoofBPLMNs
	Maximum no. of Broadcast PLMN Ids. Value is 6.


---------------
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9.2.27
Transmission Bandwidth

The Transmission Bandwidth IE is used to indicate the UL or DL transmission bandwidth expressed in units of resource blocks  " NRB " [16]. The values bw6, bw15, bw25, bw50, bw75, bw100 correspond to the number of resource blocks “NRB” 6, 15, 25, 50, 75, 100.
	IE/Group Name
	Presence
	Range
	IE Type and Reference
	Semantics Description

	Transmission Bandwidth
	
	
	ENUMERATED (bw6, bw15, bw25, bw50, bw75, bw100,...)
	


--------------
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9.2.yy
Number of Antenna Ports

The Number of Antenna Ports IE is used to indicate the number of cell specific antenna ports. 

	IE/Group Name
	Presence
	Range
	IE Type and Reference
	Semantics Description

	Number of Antenna Ports
	
	
	ENUMERATED (an1, an2, an4,...)
	an1 = One antenna port

an2 = Two antenna ports

an4 = Four antenna ports


------------------
Skip text

------------------

9.3.3
Elementary Procedure Definitions

-- **************************************************************

--

-- Elementary Procedure definitions

--

-- **************************************************************

X2AP-PDU-Descriptions {
itu-t (0) identified-organization (4) etsi (0) mobileDomain (0) 

eps-Access (21) modules (3) x2ap (2) version1 (1) x2ap-PDU-Descriptions (0) }
DEFINITIONS AUTOMATIC TAGS ::= 

BEGIN

-- **************************************************************

--

-- IE parameter types from other modules.

--

-- **************************************************************

IMPORTS


Criticality,


ProcedureCode

FROM X2AP-CommonDataTypes


ENBConfigurationUpdate,


ENBConfigurationUpdateAcknowledge,


ENBConfigurationUpdateFailure,


ErrorIndication,


HandoverCancel,


HandoverPreparationFailure,


------------------

Skip text

------------------
9.3.4
PDU Definitions

-- **************************************************************

--

-- PDU definitions for X2AP.

--

-- **************************************************************

X2AP-PDU-Contents {
itu-t (0) identified-organization (4) etsi (0) mobileDomain (0) 

eps-Access (21) modules (3) x2ap (2) version1 (1) x2ap-PDU-Contents (1) }
DEFINITIONS AUTOMATIC TAGS ::= 

BEGIN

-- **************************************************************

--

-- IE parameter types from other modules.

--

-- **************************************************************

IMPORTS


AS-SecurityInformation,


Cause,


COUNTvalue,


CriticalityDiagnostics,

DL-Forwarding,


ECGI,


E-RAB-ID,


E-RAB-Level-QoS-Parameters,


E-RAB-List,


EUTRANTraceID,


GlobalENB-ID,

------------------
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-- **************************************************************

--

-- X2 SETUP REQUEST

--

-- **************************************************************

X2SetupRequest ::= SEQUENCE {


protocolIEs                     ProtocolIE-Container       {{X2SetupRequest-IEs}},


...

}

X2SetupRequest-IEs X2AP-PROTOCOL-IES ::= {


{ ID id-GlobalENB-ID



CRITICALITY reject
TYPE GlobalENB-ID



PRESENCE mandatory} |


{ ID id-ServedCells





CRITICALITY reject
TYPE ServedCells


PRESENCE mandatory} |


{ ID id-GUGroupIDList




CRITICALITY reject  TYPE GUGroupIDList


PRESENCE optional},
...

}

-- **************************************************************

--

-- X2 SETUP RESPONSE

--

-- **************************************************************

X2SetupResponse ::= SEQUENCE {


protocolIEs                     ProtocolIE-Container       {{X2SetupResponse-IEs}},


...

}

X2SetupResponse-IEs X2AP-PROTOCOL-IES ::= {


{ ID id-GlobalENB-ID




CRITICALITY reject
TYPE GlobalENB-ID


PRESENCE mandatory} |


{ ID id-ServedCells





CRITICALITY reject
TYPE ServedCells


PRESENCE mandatory} |


{ ID id-GUGroupIDList




CRITICALITY reject  TYPE GUGroupIDList


PRESENCE optional}|


{ ID id-CriticalityDiagnostics


CRITICALITY ignore
TYPE CriticalityDiagnostics
PRESENCE optional },


...

}

-- **************************************************************

--

-- X2 SETUP FAILURE

--

-- **************************************************************

X2SetupFailure ::= SEQUENCE {


protocolIEs                     ProtocolIE-Container       {{X2SetupFailure-IEs}},


...

}

X2SetupFailure-IEs X2AP-PROTOCOL-IES ::= {


{ ID id-Cause




CRITICALITY ignore

TYPE Cause







PRESENCE mandatory} |


{ ID id-TimeToWait



CRITICALITY ignore

TYPE TimeToWait






PRESENCE optional} |


{ ID id-CriticalityDiagnostics
CRITICALITY ignore

TYPE CriticalityDiagnostics



PRESENCE optional },


...

}

-- **************************************************************

--

-- LOAD INFORMATION
--

-- **************************************************************

LoadInformation ::= SEQUENCE {


protocolIEs                     ProtocolIE-Container       {{LoadInformation-IEs}},


...

}

LoadInformation-IEs X2AP-PROTOCOL-IES ::= {


{ ID id-CellInformation



CRITICALITY ignore
TYPE CellInformation-List

PRESENCE mandatory} ,


...

}

CellInformation-List 

::= SEQUENCE (SIZE (1..maxCellineNB)) OF ProtocolIE-Single-Container { {CellInformation-ItemIEs} }

CellInformation-ItemIEs X2AP-PROTOCOL-IES ::= {


{ ID id-CellInformation-Item
CRITICALITY ignore
TYPE CellInformation-Item 
PRESENCE mandatory
}
}

CellInformation-Item ::= SEQUENCE {


cell-ID






ECGI,


ul-InterferenceOverloadIndication

UL-InterferenceOverloadIndication

OPTIONAL,


ul-HighInterferenceIndicationInfo

UL-HighInterferenceIndicationInfo

OPTIONAL,


relativeNarrowbandTxPower



RelativeNarrowbandTxPower



OPTIONAL,


iE-Extensions






ProtocolExtensionContainer { {CellInformation-Item-ExtIEs} }
OPTIONAL,


...

}

CellInformation-Item-ExtIEs X2AP-PROTOCOL-EXTENSION ::= {


...

}

-- **************************************************************

--

-- ENB CONFIGURATION UPDATE

--

-- **************************************************************

ENBConfigurationUpdate ::= SEQUENCE {


protocolIEs                     ProtocolIE-Container       {{ENBConfigurationUpdate-IEs}},


...

}

ENBConfigurationUpdate-IEs X2AP-PROTOCOL-IES ::= {


{ ID id-ServedCellsToAdd    
CRITICALITY reject
TYPE ServedCells



PRESENCE optional} |


{ ID id-ServedCellsToModify 
CRITICALITY reject
TYPE ServedCellsToModify

PRESENCE optional} |


{ ID id-ServedCellsToDelete 
CRITICALITY reject
TYPE Old-ECGIs




PRESENCE optional} |


{ ID id-GUGroupIDToAddList 

CRITICALITY reject
TYPE GUGroupIDList



PRESENCE optional} |


{ ID id-GUGroupIDToDeleteList 
CRITICALITY reject
TYPE GUGroupIDList



PRESENCE optional},


...

}

ServedCellsToModify::= SEQUENCE (SIZE (1..maxCellineNB)) OF ServedCellsToModify-Item

ServedCellsToModify-Item::= SEQUENCE {


old-ecgi





ECGI,


servedCellInfo




ServedCell-Information,


neighbour-Info




Neighbour-Information


OPTIONAL,


iE-Extensions




ProtocolExtensionContainer { { ServedCellsToModify-Item-ExtIEs} } OPTIONAL,


...

}

ServedCellsToModify-Item-ExtIEs X2AP-PROTOCOL-EXTENSION ::= {


...

}

Old-ECGIs::= SEQUENCE (SIZE (1..maxCellineNB)) OF ECGI

-- **************************************************************

--

-- ENB CONFIGURATION UPDATE ACKNOWLEDGE

--

-- **************************************************************

ENBConfigurationUpdateAcknowledge ::= SEQUENCE {


protocolIEs                     ProtocolIE-Container       {{ENBConfigurationUpdateAcknowledge-IEs}},


...

}

ENBConfigurationUpdateAcknowledge-IEs X2AP-PROTOCOL-IES ::= {


{ ID id-CriticalityDiagnostics

CRITICALITY ignore
TYPE CriticalityDiagnostics


PRESENCE optional
},

...

}

-- **************************************************************

--

-- ENB CONFIGURATION UPDATE FAIURE

--

-- **************************************************************

ENBConfigurationUpdateFailure ::= SEQUENCE {


protocolIEs                     ProtocolIE-Container       {{ENBConfigurationUpdateFailure-IEs}},


...

}

ENBConfigurationUpdateFailure-IEs X2AP-PROTOCOL-IES ::= {


{ ID id-Cause





CRITICALITY ignore
TYPE Cause





PRESENCE mandatory
}|


{ ID id-TimeToWait




CRITICALITY ignore
TYPE TimeToWait




PRESENCE optional
}|


{ ID id-CriticalityDiagnostics

CRITICALITY ignore
TYPE CriticalityDiagnostics

PRESENCE optional },


...

}

------------------
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9.3.5
Information Element definitions

-- **************************************************************

--

-- Information Element Definitions

--

-- **************************************************************

X2AP-IEs {
itu-t (0) identified-organization (4) etsi (0) mobileDomain (0) 

eps-Access (21) modules (3) x2ap (2) version1 (1) x2ap-IEs (2) }
DEFINITIONS AUTOMATIC TAGS ::= 

BEGIN

IMPORTS

id-E-RAB-Item,

id-Number-of-Antennaports,

maxnoofBearers,
maxCellineNB,


maxEARFCN,

maxInterfaces,

maxnoofBPLMNs,


maxnoofCells,


maxnoofEPLMNs,


maxnoofEPLMNsPlusOne,


maxnoofForbLACs,


maxnoofForbTACs,


maxnoofNeighbours,

maxnoofPRBs,


maxNrOfErrors,

maxPools

FROM X2AP-Constants


Criticality,


ProcedureCode,


ProtocolIE-ID,


TriggeringMessage

FROM X2AP-CommonDataTypes


ProtocolExtensionContainer{},


ProtocolIE-Single-Container{},

X2AP-PROTOCOL-EXTENSION,


X2AP-PROTOCOL-IES
FROM X2AP-Containers;

-- A

AS-SecurityInformation ::= SEQUENCE {


key-eNodeB-star

Key-eNodeB-Star,


nextHopChainingCount


NextHopChainingCount,


iE-Extensions





ProtocolExtensionContainer { { AS-SecurityInformation-ExtIEs} } OPTIONAL,


...

}

AS-SecurityInformation-ExtIEs X2AP-PROTOCOL-EXTENSION ::= {


...

}
AllocationAndRetentionPriority ::= SEQUENCE {


priorityLevel



PriorityLevel,


pre-emptionCapability

Pre-emptionCapability,


pre-emptionVulnerability
Pre-emptionVulnerability,


iE-Extensions



ProtocolExtensionContainer { {AllocationAndRetentionPriority-ExtIEs} } OPTIONAL,


...

}

AllocationAndRetentionPriority-ExtIEs X2AP-PROTOCOL-EXTENSION ::= {


...

}

-- B

BitRate ::= INTEGER (0..10000000000)

BroadcastPLMNs-Item ::= SEQUENCE (SIZE(1..maxnoofBPLMNs)) OF PLMN-Identity

-- C

------------------
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-- N

Neighbour-Information ::= SEQUENCE (SIZE (0..maxnoofNeighbours)) OF SEQUENCE {


eCGI





ECGI,


pCI




 
PCI,


eARFCN





EARFCN,


iE-Extensions

 ProtocolExtensionContainer { {Neighbour-Information-ExtIEs} } OPTIONAL,


...

}

Neighbour-Information-ExtIEs X2AP-PROTOCOL-EXTENSION ::= {


...

}

NextHopChainingCount ::= INTEGER (0..7)
Number-Of-Antennaports ::= ENUMERATED {



an1,


 
an2,



an4,



...

}
-- O

-- P

PDCP-SN ::= INTEGER (0..4095)  

PCI ::= INTEGER (0..503, ...)
PLMN-Identity ::= OCTET STRING (SIZE(3))
Pre-emptionCapability ::= ENUMERATED {


shall-not-trigger-pre-emption,


may-trigger-pre-emption

}

Pre-emptionVulnerability ::= ENUMERATED {


not-pre-emptable,


pre-emptable

}

PriorityLevel



::= INTEGER { spare (0), highest (1), lowest (14), no-priority (15) } (0..15)

-- Q

QCI ::= INTEGER (0..255)

-- R

ReceiveStatusofULPDCPSDUs ::= BIT STRING (SIZE(4096))
Registration-Request
::= ENUMERATED {


start,


stop,


...

}

RelativeNarrowbandTxPower ::= SEQUENCE {


rNTP-PerPRB






BIT STRING (SIZE(6..110, ...)),


rNTP-Threshold





RNTP-Threshold,


numberOfCellSpecificAntennaPorts
ENUMERATED {one, two, four, ...},


p-B








INTEGER (0..3,...),


pDCCH-InterferenceImpact


INTEGER (0..4,...),


iE-Extensions





ProtocolExtensionContainer { { RelativeNarrowbandTxPower-ExtIEs} } OPTIONAL,

...

}

RelativeNarrowbandTxPower-ExtIEs X2AP-PROTOCOL-EXTENSION ::= {


...

}
ReportArea ::= ENUMERATED{


ecgi,

...

}

ReportCharacteristics
::= BIT STRING (SIZE (32))

RNTP-Threshold ::= ENUMERATED {


minusInfinity,


minusEleven,


minusTen,


minusNine,


minusEight,


minusSeven,


minusSix,


minusFive,


minusFour,


minusThree,


minusTwo,


minusOne,


zero,


one,


two,


three,


...

}
RRC-Context ::= OCTET STRING

RadioResourceStatus
::= SEQUENCE {


dL-GBR-PRB-usage






DL-GBR-PRB-usage,


uL-GBR-PRB-usage






UL-GBR-PRB-usage,


dL-non-GBR-PRB-usage





DL-non-GBR-PRB-usage,


uL-non-GBR-PRB-usage





UL-non-GBR-PRB-usage,


dL-Total-PRB-usage






DL-Total-PRB-usage,


uL-Total-PRB-usage






UL-Total-PRB-usage,

iE-Extensions







ProtocolExtensionContainer { {RadioResourceStatus-ExtIEs} } OPTIONAL,


...

}

RadioResourceStatus-ExtIEs X2AP-PROTOCOL-EXTENSION ::= {


...

}

DL-GBR-PRB-usage::= INTEGER (0..100)
UL-GBR-PRB-usage::= INTEGER (0..100)
DL-non-GBR-PRB-usage::= INTEGER (0..100)
UL-non-GBR-PRB-usage::= INTEGER (0..100)
DL-Total-PRB-usage::= INTEGER (0..100)
UL-Total-PRB-usage::= INTEGER (0..100)
-- S

S1TNLLoadIndicator ::= SEQUENCE {


dLS1TNLLoadIndicator


LoadIndicator,


uLS1TNLLoadIndicator


LoadIndicator,


iE-Extensions




ProtocolExtensionContainer { { S1TNLLoadIndicator-ExtIEs} } OPTIONAL,

...

}

S1TNLLoadIndicator-ExtIEs X2AP-PROTOCOL-EXTENSION ::= {


...

}

ServedCells ::= SEQUENCE (SIZE (1.. maxCellineNB)) OF SEQUENCE {


servedCellInfo




ServedCell-Information,


neighbour-Info




Neighbour-Information


OPTIONAL,


iE-Extensions




ProtocolExtensionContainer { {ServedCell-ExtIEs} } OPTIONAL,


...

}

ServedCell-ExtIEs X2AP-PROTOCOL-EXTENSION ::= {


...

}

ServedCell-Information ::= SEQUENCE {


pCI




PCI,


cellId



ECGI,


tAC




TAC,


broadcastPLMNs

BroadcastPLMNs-Item,


eUTRA-Mode-Info

EUTRA-Mode-Info,

iE-Extensions

ProtocolExtensionContainer { {ServedCell-Information-ExtIEs} } OPTIONAL,


...

}

ServedCell-Information-ExtIEs X2AP-PROTOCOL-EXTENSION ::= {

{ ID id-Number-of-Antennaports


CRITICALITY ignore
EXTENSION Number-of-Antennaports



PRESENCE optional },

...

}

SRVCCOperationPossible ::= ENUMERATED {


possible,

...

}

------------------
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9.3.6
Common definitions

-- **************************************************************

--

-- Common definitions

--

-- **************************************************************

X2AP-CommonDataTypes {
itu-t (0) identified-organization (4) etsi (0) mobileDomain (0) 

eps-Access (21) modules (3) x2ap (2) version1 (1) x2ap-CommonDataTypes (3)  }
DEFINITIONS AUTOMATIC TAGS ::= 

BEGIN

-- **************************************************************

--

-- Extension constants

--

-- **************************************************************

maxPrivateIEs 








INTEGER ::= 65535

maxProtocolExtensions 






INTEGER ::= 65535

maxProtocolIEs








INTEGER ::= 65535

-- **************************************************************

--

-- Common Data Types

--

-- **************************************************************
Criticality

::= ENUMERATED { reject, ignore, notify }

Presence

::= ENUMERATED { optional, conditional, mandatory }

PrivateIE-ID
::= CHOICE {


local



INTEGER (0.. maxPrivateIEs),


global



OBJECT IDENTIFIER

}

ProcedureCode

::= INTEGER (0..255)

ProtocolIE-ID

::= INTEGER (0..maxProtocolIEs)

TriggeringMessage
::= ENUMERATED { initiating-message, successful-outcome, unsuccessful-outcome}

END
9.3.7
Constant definitions
-- **************************************************************

--

-- Constant definitions

--

-- **************************************************************

X2AP-Constants {
itu-t (0) identified-organization (4) etsi (0) mobileDomain (0) 

eps-Access (21) modules (3) x2ap (2) version1 (1) x2ap-Constants (4) }
DEFINITIONS AUTOMATIC TAGS ::= 

BEGIN

IMPORTS


ProcedureCode,


ProtocolIE-ID

FROM X2AP-CommonDataTypes;
-- **************************************************************

--

-- Elementary Procedures

--

-- **************************************************************

id-handoverPreparation










ProcedureCode ::= 0

id-handoverCancel











ProcedureCode ::= 1

id-loadIndication











ProcedureCode ::= 2

id-errorIndication











ProcedureCode ::= 3

id-snStatusTransfer











ProcedureCode ::= 4

id-uEContextRelease











ProcedureCode ::= 5

id-x2Setup













ProcedureCode ::= 6

id-reset













ProcedureCode ::= 7

id-eNBConfigurationUpdate









ProcedureCode ::= 8

id-resourceStatusReportingInitiation






ProcedureCode ::= 9

id-resourceStatusReporting









ProcedureCode ::= 10

id-privateMessage











ProcedureCode ::= 11

-- **************************************************************

--

-- Lists

--

-- **************************************************************

maxEARFCN








INTEGER ::= 65535


maxInterfaces







INTEGER ::= 16



maxCellineNB







INTEGER ::= 256



maxnoofBearers







INTEGER ::= 256


maxNrOfErrors







INTEGER ::= 256



maxnoofPDCP-SN







INTEGER ::= 16

-- FFS Value to be checked
maxnoofEPLMNs







INTEGER ::= 15



maxnoofEPLMNsPlusOne





INTEGER ::= 16



maxnoofForbLACs







INTEGER ::= 4096



maxnoofForbTACs






    INTEGER ::= 4096


maxnoofBPLMNs







INTEGER ::= 6

maxnoofNeighbours






INTEGER ::= 512

maxnoofPRBs








INTEGER ::= 110



maxPools








INTEGER ::= 16

-- FFS Value to be checked
maxnoofCells







INTEGER ::= 16
-- **************************************************************

--

-- IEs

--

-- **************************************************************

id-E-RABs-Admitted-Item













ProtocolIE-ID ::= 0
id-E-RABs-Admitted-List













ProtocolIE-ID ::= 1

id-E-RAB-Item















ProtocolIE-ID ::= 2
id-E-RABs-NotAdmitted-List












ProtocolIE-ID ::= 3
id-E-RABs-ToBeSetup-Item












ProtocolIE-ID ::= 4

id-Cause
















ProtocolIE-ID ::= 5

id-CellInformation














ProtocolIE-ID ::= 6

id-CellInformation-Item













ProtocolIE-ID ::= 7

id-New-eNB-UE-X2AP-ID













ProtocolIE-ID ::= 9
id-Old-eNB-UE-X2AP-ID













ProtocolIE-ID ::= 10

id-TargetCell-ID














ProtocolIE-ID ::= 11

id-TargeteNBtoSource-eNBTransparentContainer







ProtocolIE-ID ::= 12

id-TraceActivation














ProtocolIE-ID ::= 13

id-UE-ContextInformation












ProtocolIE-ID ::= 14

id-UE-HistoryInformation












ProtocolIE-ID ::= 15

id-UE-X2AP-ID















ProtocolIE-ID ::= 16

id-CriticalityDiagnostics












ProtocolIE-ID ::= 17
id-E-RABs-SubjectToStatusTransfer-List









ProtocolIE-ID ::= 18

id-E-RABs-SubjectToStatusTransfer-Item









ProtocolIE-ID ::= 19

id-ServedCells















ProtocolIE-ID ::= 20

id-GlobalENB-ID















ProtocolIE-ID ::= 21

id-TimeToWait















ProtocolIE-ID ::= 22

id-GUMMEI-ID















ProtocolIE-ID ::= 23

id-GUGroupIDList














ProtocolIE-ID ::= 24

id-ServedCellsToAdd














ProtocolIE-ID ::= 25
id-ServedCellsToModify













ProtocolIE-ID ::= 26
id-ServedCellsToDelete













ProtocolIE-ID ::= 27
id-Registration-Request













ProtocolIE-ID ::= 28

id-CellToReport















ProtocolIE-ID ::= 29

id-ReportingPeriodicity













ProtocolIE-ID ::= 30

id-CellToReport-Item













ProtocolIE-ID ::= 31

id-CellMeasurementResult












ProtocolIE-ID ::= 32

id-CellMeasurementResult-Item











ProtocolIE-ID ::= 33

id-GUGroupIDToAddList













ProtocolIE-ID ::= 34
id-GUGroupIDToDeleteList












ProtocolIE-ID ::= 35

id-SRVCCOperationPossible












ProtocolIE-ID ::= 36

id-Measurement-ID














ProtocolIE-ID ::= 37

id-ReportCharacteristics












ProtocolIE-ID ::= 38

id-ENB1-Measurement-ID













ProtocolIE-ID ::= 39

id-ENB2-Measurement-ID













ProtocolIE-ID ::= 40

id-Number-of-Antennaports












ProtocolIE-ID ::= nn
END
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