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	Reason for change:
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	In the tabular form of the CELL TRAFFIC TRACE messages, two IEs are included for the reference identification; the trace reference and the trace recording session reference. However, the ASN.1 code of the message only has one IE for the reference indication; i.e., id-E-UTRAN-Trace-ID as below.
CellTrafficTrace ::= SEQUENCE {

protocolIEs

ProtocolIE-Container
{ { CellTrafficTraceIEs } },

...
}

CellTrafficTraceIEs S1AP-PROTOCOL-IES ::= {

{ID id-MME-UE-S1AP-ID
CRITICALITY reject
TYPE MME-UE-S1AP-ID
PRESENCE mandatory} |

{ID id-eNB-UE-S1AP-ID
CRITICALITY reject
TYPE ENB-UE-S1AP-ID
PRESENCE mandatory} |

{ID id-E-UTRAN-Trace-ID
CRITICALITY ignore
TYPE E-UTRAN-Trace-ID
PRESENCE mandatory}|

{ID id-EUTRAN-CGI
CRITICALITY ignore
TYPE EUTRAN-CGI
PRESENCE mandatory}|

{ID id-TraceCollectionEntityIPAddress
CRITICALITY ignore
TYPE TransportLayerAddress
PRESENCE mandatory },


...

}
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	Changes: 
The tabular form is changed to be aligned to the frozen ASN.1 code. 
Impact assessment towards the previous version of the specification (same release): 
This CR has isolated impact towards the previous version of the specification (same release) because it only aligns the tabular form to the ASN.1 description. 
This CR has an impact under functional point of view.

The impact can be considered isolated because this CR only affects the Cell Traffic Trace procedure.
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*** Start of change *** 
9.1.18
CELL TRAFFIC TRACE

This message is sent by eNB to transfer specific information.

Direction : eNB ( MME
	IE/Group Name
	Presence
	Range
	IE type and reference
	Semantics description
	Criticality
	Assigned Criticality

	Message Type
	M
	
	9.2.1.1
	
	YES
	ignore

	MME UE S1 AP ID
	M
	
	9.2.3.3
	
	YES
	reject

	eNB UE S1 AP ID
	M
	
	9.2.3.4
	
	YES
	reject

	E-UTRAN Trace ID
	M
	
	OCTET STRING (8)
	The E-UTRAN Trace ID IE is composed of the following: Trace Reference defined in [10] (leftmost 6 octets), and

Trace Recording Session Reference defined in [10] (last 2 octets)
	YES
	ignore

	
	
	
	
	
	
	

	E-UTRAN CGI
	M
	
	9.2.1.38
	
	YES
	ignore

	Trace Collection Entity IP Address
	M
	
	Transport Layer Address 9.2.2.1
	Defined in [10]
	YES
	ignore


*** End of the change ***
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