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8.8
S1 CDMA2000 Tunneling Procedures

8.8.1
General

The purpose of S1 CDMA2000 Tunneling procedures is to carry CDMA2000 signalling between UE and CDMA2000 RAT over the S1 Interface. This includes signalling for pre-registration of UE with CDMA2000 HRPD network, signalling for handover preparation for handover from E-UTRAN to CDMA2000 HRPD/1xRTT and pre-registration and paging of UE with CDMA2000 1xRTT CS system. The CDMA2000 messages are not interpreted by the eNB, and their content is outside the scope of this specification, however, additional information may be sent along with the tunnelled CDMA2000 message to assist the eNB and MME in the tunneling procedure. These procedures use an established UE-associated logical S1-connection.

The CDMA2000 messages are transported in an IE of the DOWNLINK S1 CDMA2000 TUNNELING or UPLINK S1 CDMA2000 TUNNELING messages.

8.8.2
Successful Operations

8.8.2.1
Downlink S1 CDMA2000 Tunneling
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Figure 8.8.2.1-1: Downlink S1 CDMA2000 Tunneling Procedure

If a CDMA2000 message shall be sent from the MME to the UE and a UE-associated logical S1-connection exists for the UE the MME should send a DOWNLINK S1 CDMA2000 TUNNELING message to the eNB including the CDMA2000 message in the CDMA2000-PDU IE. The eNB forwards the received CDMA2000-PDU IE to the UE along with an indication of the RAT Type associated with the CDMA2000-PDU IE based on the CDMA2000 RAT Type IE.

If the MME receives handover status information along with the tunnelled downlink CDMA2000 message the MME should include the handover status information in CDMA2000 HO Status IE in the DOWNLINK S1 CDMA2000 TUNNELING message. 

If the DOWNLINK S1 CDMA2000 TUNNELING message contains the E-RABs Subject to Forwarding List IE it indicates that DL forwarding is available for the indicated E-RABs towards the tunnel endpoint identified by the DL GTP TEID IE for those E-RABs.

Editor’s Note: The DL data forwarding behaviour of the eNB for handover to CDMA2000 HRPD/1xRTT should be aligned to the DL data forwarding behaviour of eNB for 3GPP inter-RAT handover.

8.8.2.2
Uplink S1 CDMA2000 Tunneling
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Figure 8.8.2.2-1: Uplink S1 CDMA2000 Tunneling Procedure

When the eNB has received from the radio interface a CDMA2000 message to be forwarded to the MME to which an UE-associated logical S1-connection for the UE exists, the eNB shall send the UPLINK S1 CDMA2000 TUNNELING message to the MME including the CDMA2000 message in the CDMA2000-PDU IE.

If the MME receives the CDMA2000 HO Required Indication IE set to "true" in UPLINK S1 CDMA2000 TUNNELING message the MME should send the necessary handover preparation information to the CDMA2000 target RAT.

If the MME receives CDMA2000 Round Trip Delay Estimation Info IE the MME should forward the received information to the CDMA2000 HRPD RAT.
If the MME receives any of the CDMA2000 1xRTT SRVCC InfoIE, or the CDMA2000 1xRTT RAND IE in the UPLINK S1 CDMA2000 TUNNELING message the MME should forward the received information to the CDMA2000 1xRTT RAT.
Interactions with E-RAB Management procedures:

If, after an UPLINK S1 CDMA2000 TUNNELING message with CDMA2000 HO Required Indication IE set to "true" is sent but before the DOWNLINK S1 CDMA2000 TUNNELING message with CDMA2000 HO Status IE is received, the source eNB receives a MME initiated E-RAB Management procedure on the same UE associated signaling connection, the source eNB shall terminate the MME initiated E-RAB Management procedure by sending the appropriate response message with an appropriate cause value e.g "S1 intra system or S1 inter system Handover Triggered" to the MME.
8.8.3
Unsuccessful Operation

Not applicable

8.8.4
Abnormal Conditions

Editor’s Note: Further Assessment required.

*** Skip to the Next Change ***
9.1.9.2
UPLINK S1 CDMA2000 TUNNELING

This message is sent by the eNB and is used for carrying CDMA2000 information over the S1 interface.
Direction: eNB ( MME
	IE/Group Name
	Presence
	Range
	IE type and reference
	Semantics description
	Criticality
	Assigned Criticality

	Message Type
	M
	
	9.2.1.1
	
	YES
	ignore

	MME UE S1AP ID
	M
	
	9.2.3.3
	
	YES
	reject

	eNB UE S1AP ID
	M
	
	9.2.3.4
	
	YES
	reject

	CDMA2000 RAT Type
	M
	
	9.2.1.24
	
	YES
	reject

	CDMA2000 Sector ID
	M
	
	9.2.1.25
	
	YES
	reject

	CDMA2000 HO Required Indication
	O
	
	9.2.1.29
	
	YES
	ignore

	CDMA2000 1xRTT SRVCC Info
	O
	
	9.2.1.35
	
	YES
	reject

	CDMA2000 1xRTT RAND
	O
	
	9.2.1.33
	
	YES
	reject

	CDMA2000-PDU
	M
	
	9.2.1.23
	
	YES
	reject

	CDMA2000 Round Trip Delay Estimation Info
	O
	
	9.2.1.xx
	
	YES
	ignore


*** Skip to the Next Change ***
9.2.1.xx
CDMA2000 Round Trip Delay Estimation Info
This IE contains the information to assist target HRPD access with the acquisition of the UE.
	IE/Group Name
	Presence
	Range
	IE Type and Reference
	Semantics Description

	CDMA2000Round Trip Delay Estimation Info  
	M
	
	INTEGER (0..255)
	Includes the Round Trip Delay between the eNB and the UE in unit of 4 PN chips [xx].


*** Skip to the Next Change ***
9.3.3
PDU Definitions

-- **************************************************************

--

-- PDU definitions for S1AP.

--

-- **************************************************************

S1AP-PDU-Contents { 

itu-t (0) identified-organization (4) etsi (0) mobileDomain (0) 
eps-Access (20) modules (3) s1ap (1) version1 (1) s1ap-PDU-Contents (1) }

DEFINITIONS AUTOMATIC TAGS ::= 

BEGIN

-- **************************************************************

--

-- IE parameter types from other modules.

--

-- **************************************************************

IMPORTS


UEAggregateMaximumBitrate,


Cause,


Cdma2000HORequiredIndication,


Cdma2000HOStatus,


Cdma2000OneXSRVCCInfo,


Cdma2000OneXRAND,

Cdma2000PDU,


Cdma2000RATType,


Cdma2000SectorID,

Cdma2000RoundTripDelayEstimationInfo,

CNDomain,


CriticalityDiagnostics,

CSFallbackIndicator,

CSG-Id,


CSG-IdList,


Direct-Forwarding-Path-Availability,

Global-ENB-ID,


EUTRAN-CGI,


ENBname,


ENB-StatusTransfer-TransparentContainer,

ENB-UE-S1AP-ID,


GTP-TEID,


GUMMEI,


HandoverRestrictionList,


HandoverType,


MMEname,


MME-UE-S1AP-ID,

MSClassmark2,

MSClassmark3,

NAS-PDU,


NASSecurityParametersfromE-UTRAN,


NASSecurityParameterstoE-UTRAN,

OverloadResponse,


PagingDRX,


PLMNidentity,


RIMTransfer,


RelativeMMECapacity,


RequestType,


E-RAB-ID,


E-RABLevelQoSParameters,


E-RABList,


SecurityKey,


SecurityContext,


ServedGUMMEIs,


SONConfigurationTransfer,


Source-ToTarget-TransparentContainer,


SourceBSS-ToTargetBSS-TransparentContainer,


SourceeNB-ToTargeteNB-TransparentContainer,


SourceRNC-ToTargetRNC-TransparentContainer,


SubscriberProfileIDforRFP,


SRVCCOperationPossible,

SRVCCHOIndication,

SupportedTAs,


TAI,


Target-ToSource-TransparentContainer,


TargetBSS-ToSourceBSS-TransparentContainer,



TargeteNB-ToSourceeNB-TransparentContainer,


TargetID,


TargetRNC-ToSourceRNC-TransparentContainer,


TimeToWait,


TraceActivation,


E-UTRAN-Trace-ID,


TransportLayerAddress,


UEIdentityIndexValue,


UEPagingID,


UERadioCapability,


UE-S1AP-IDs,

UE-associatedLogicalS1-ConnectionItem,


UESecurityCapabilities,


S-TMSI,


MessageIdentifier,

SerialNumber,

WarningAreaList,

RepetitionPeriod,

NumberofBroadcastRequest,

WarningType,

WarningSecurityInfo,

DataCodingScheme,

WarningMessageContents,

BroadcastCompletedAreaList,

RRC-Establishment-Cause

FROM S1AP-IEs


PrivateIE-Container{},


ProtocolExtensionContainer{},


ProtocolIE-Container{},


ProtocolIE-ContainerList{},


ProtocolIE-ContainerPair{},


ProtocolIE-ContainerPairList{},


ProtocolIE-SingleContainer{},


S1AP-PRIVATE-IES,


S1AP-PROTOCOL-EXTENSION,


S1AP-PROTOCOL-IES,


S1AP-PROTOCOL-IES-PAIR

FROM S1AP-Containers


id-uEaggregateMaximumBitrate,

id-Cause,


id-cdma2000HORequiredIndication,

id-cdma2000HOStatus,


id-cdma2000OneXSRVCCInfo,


id-cdma2000OneXRAND,


id-cdma2000PDU,


id-cdma2000RATType,


id-cdma2000SectorID,

id-cdma2000RoundTripDelayEstimationInfo,

id-CNDomain,


id-CriticalityDiagnostics,


id-CSFallbackIndicator,

id-CSG-Id,


id-CSG-IdList,


id-DefaultPagingDRX,


id-Direct-Forwarding-Path-Availability,


id-Global-ENB-ID,


id-EUTRAN-CGI,


id-eNBname,


id-eNB-StatusTransfer-TransparentContainer,


id-eNB-UE-S1AP-ID, 


id-GERANtoLTEHOInformationRes,


id-GUMMEI-ID,

id-HandoverRestrictionList,


id-HandoverType,


id-InitialContextSetup,


id-Inter-SystemInformationTransferTypeEDT,

id-Inter-SystemInformationTransferTypeMDT,

id-NAS-DownlinkCount,

id-MMEname,


id-MME-UE-S1AP-ID,


id-MSClassmark2,

id-MSClassmark3,

id-NAS-PDU,


id-NASSecurityParametersfromE-UTRAN,


id-NASSecurityParameterstoE-UTRAN,

id-OverloadResponse,


id-pagingDRX,


id-RelativeMMECapacity,


id-RequestType,


id-E-RABAdmittedItem,


id-E-RABAdmittedList,


id-E-RABDataForwardingItem,


id-E-RABFailedToModifyList,


id-E-RABFailedToReleaseList,


id-E-RABFailedtoSetupItemHOReqAck,


id-E-RABFailedToSetupListBearerSURes,


id-E-RABFailedToSetupListCtxtSURes,


id-E-RABFailedToSetupListHOReqAck,


id-E-RABFailedToBeReleasedList,


id-E-RABModify,


id-E-RABModifyItemBearerModRes,


id-E-RABModifyListBearerModRes,


id-E-RABRelease,


id-E-RABReleaseItemBearerRelComp,


id-E-RABReleaseItemHOCmd,


id-E-RABReleaseListBearerRelComp,


id-E-RABReleaseIndication,


id-E-RABSetup,


id-E-RABSetupItemBearerSURes,


id-E-RABSetupItemCtxtSURes,

id-E-RABSetupListBearerSURes,

id-E-RABSetupListCtxtSURes,


id-E-RABSubjecttoDataForwardingList,


id-E-RABToBeModifiedItemBearerModReq,


id-E-RABToBeModifiedListBearerModReq,


id-E-RABToBeReleasedList,


id-E-RABReleasedList,


id-E-RABToBeSetupItemBearerSUReq,


id-E-RABToBeSetupItemCtxtSUReq,


id-E-RABToBeSetupItemHOReq,


id-E-RABToBeSetupListBearerSUReq,


id-E-RABToBeSetupListCtxtSUReq,


id-E-RABToBeSetupListHOReq,


id-E-RABToBeSwitchedDLItem,


id-E-RABToBeSwitchedDLList,


id-E-RABToBeSwitchedULList,


id-E-RABToBeSwitchedULItem,


id-E-RABtoReleaseListHOCmd,


id-SecurityKey,

id-SecurityContext,


id-ServedGUMMEIs,


id-SONConfigurationTransferECT,


id-SONConfigurationTransferMCT,


id-Source-ToTarget-TransparentContainer,


id-SourceMME-UE-S1AP-ID,


id-SRVCCOperationPossible,

id-SRVCCHOIndication,

id-SubscriberProfileIDforRFP,


id-SupportedTAs,


id-S-TMSI,

id-TAI,


id-TAIItem,


id-TAIList,


id-Target-ToSource-TransparentContainer,

id-TargetID,


id-TimeToWait,


id-TraceActivation,


id-E-UTRAN-Trace-ID,


id-UEIdentityIndexValue,

id-UEPagingID,


id-UERadioCapability,

id-UTRANtoLTEHOInformationRes,


id-UE-associatedLogicalS1-ConnectionListResAck,

id-UE-associatedLogicalS1-ConnectionItem,


id-UESecurityCapabilities,


id-UE-S1AP-IDs,

id-ResetType,


id-MessageIdentifier,

id-SerialNumber,

id-WarningAreaList,

id-RepetitionPeriod,

id-NumberofBroadcastRequest,

id-WarningType,

id-WarningSecurityInfo,

id-DataCodingScheme,

id-WarningMessageContents,

id-BroadcastCompletedAreaList,

id-RRC-Establishment-Cause,

id-TraceCollectionEntityIPAddress,


maxnoofTAIs,


maxNrOfErrors,


maxNrOfE-RABs,


maxNrOfIndividualS1ConnectionsToReset,


maxnoofEmergencyAreaID,

maxnoofCellID,

maxnoofTAIforWarning,

maxnoofCellinTAI,

maxnoofCellinEAI
*** Skip to the Next Change ***
-- **************************************************************

--

-- UPLINK S1 CDMA2000 TUNNELING ELEMTARY PROCEDURE

--

-- **************************************************************

-- **************************************************************

--

-- Uplink S1 CDMA2000 Tunneling

--

-- **************************************************************

UplinkS1cdma2000tunneling ::= SEQUENCE {


protocolIEs


ProtocolIE-Container       { {UplinkS1cdma2000tunnelingIEs} },

protocolExtensions


ProtocolExtensionContainer       { {UplinkS1cdma2000tunnelingExtentionss} },
OPTIONAL,

...

}

UplinkS1cdma2000tunnelingIEs S1AP-PROTOCOL-IES ::= {


{ ID id-MME-UE-S1AP-ID



CRITICALITY reject
TYPE MME-UE-S1AP-ID



PRESENCE mandatory
} |


{ ID id-eNB-UE-S1AP-ID



CRITICALITY reject
TYPE ENB-UE-S1AP-ID



PRESENCE mandatory
} |


{ ID id-cdma2000RATType



CRITICALITY reject
TYPE Cdma2000RATType 


PRESENCE mandatory
} |


{ ID id-cdma2000SectorID


CRITICALITY reject
TYPE Cdma2000SectorID 


PRESENCE mandatory
} |


{ ID id-cdma2000HORequiredIndication


CRITICALITY ignore
TYPE Cdma2000HORequiredIndication 


PRESENCE optional
} |


{ ID id-cdma2000OneXSRVCCInfo


CRITICALITY reject
TYPE Cdma2000OneXSRVCCInfo 


PRESENCE optional
} |


{ ID id-cdma2000OneXRAND


CRITICALITY reject
TYPE Cdma2000OneXRAND 


PRESENCE optional
} |


{ ID id-cdma2000PDU




CRITICALITY reject
TYPE Cdma2000PDU
 


PRESENCE mandatory
},


...

}

UplinkS1cdma2000tunnelingExtensions S1AP-PROTOCOL-EXTENSION ::={

-- Extension for Release 9 to assist target HRPD access with the acquisition of the UE --

{ ID id-cdma2000RoundTripDelayEstimationInfo

CRITICALITY reject
TYPE Cdma2000RoundTripDelayEstimationInfo

PRESENCE optional},

...
}
*** Skip to the Next Change ***
9.3.4
Information Element Definitions

-- **************************************************************

--

-- Information Element Definitions

--

-- **************************************************************

S1AP-IEs { 

itu-t (0) identified-organization (4) etsi (0) mobileDomain (0) 
eps-Access (20) modules (3) s1ap (1) version1 (1) s1ap-IEs (2) }

DEFINITIONS AUTOMATIC TAGS ::= 

BEGIN

IMPORTS


id-E-RABInformationListItem,


id-E-RABItem,


id-Bearers-SubjectToStatusTransfer-Item,

maxNrOfCSGs,

maxNrOfE-RABs,


maxNrOfInterfaces,


maxNrOfErrors,


maxnoofBPLMNs,


maxnoofPLMNsPerMME,


maxnoofTACs,

maxnoofEPLMNs,


maxnoofEPLMNsPlusOne,


maxnoofForbLACs,


maxnoofForbTACs,


maxnoofTACs,


maxnoofGUMMEIs,


maxnoofCells,


maxnoofCellID,

maxnoofEmergencyAreaID,

maxnoofTAIforWarning,

maxnoofCellinTAI,

maxnoofCellinEAI,


maxnoofeNBX2TLAs,


maxnoofRATs,


maxnoofGroupIDs,


maxnoofMMECs

*** Skip to the Next Change ***
Cdma2000OneXSRVCCInfo ::= SEQUENCE {


cdma2000OneXMEID


Cdma2000OneXMEID,


cdma2000OneXMSI



Cdma2000OneXMSI,


cdma2000OneXPilot


Cdma2000OneXPilot,


iE-Extensions



ProtocolExtensionContainer { {Cdma2000OneXSRVCCInfo-ExtIEs} } OPTIONAL,


...

}

Cdma2000OneXSRVCCInfo-ExtIEs S1AP-PROTOCOL-EXTENSION ::= {


...

}

Cdma2000RoundTripDelayEstimationInfo ::= INTEGER (0..255)
Cdma2000OneXMEID ::= OCTET STRING

Cdma2000OneXMSI ::= OCTET STRING

Cdma2000OneXPilot ::= OCTET STRING

*** Skip to the Next Change ***
9.3.6
Constant Definitions

-- **************************************************************

--

-- Constant definitions

--

-- **************************************************************

S1AP-Constants { 

itu-t (0) identified-organization (4) etsi (0) mobileDomain (0) 
eps-Access (20) modules (3) s1ap (1) version1 (1) s1ap-Constants (4) } 

*** Skip to the Next Change ***
-- **************************************************************

--

-- IEs

--

-- **************************************************************

id-MME-UE-S1AP-ID








ProtocolIE-ID ::= 0

id-HandoverType








ProtocolIE-ID ::= 1

id-Cause









ProtocolIE-ID ::= 2

id-SourceID









ProtocolIE-ID ::= 3

id-TargetID









ProtocolIE-ID ::= 4

id-eNB-UE-S1AP-ID







ProtocolIE-ID ::= 8

id-E-RABSubjecttoDataForwardingList


ProtocolIE-ID ::= 12

id-E-RABtoReleaseListHOCmd




ProtocolIE-ID ::= 13

id-E-RABDataForwardingItem




ProtocolIE-ID ::= 14

id-E-RABReleaseItemBearerRelComp


ProtocolIE-ID ::= 15

id-E-RABToBeSetupListBearerSUReq


ProtocolIE-ID ::= 16

id-E-RABToBeSetupItemBearerSUReq


ProtocolIE-ID ::= 17

id-E-RABAdmittedList





ProtocolIE-ID ::= 18

id-E-RABFailedToSetupListHOReqAck


ProtocolIE-ID ::= 19

id-E-RABAdmittedItem





ProtocolIE-ID ::= 20

id-E-RABFailedtoSetupItemHOReqAck


ProtocolIE-ID ::= 21

id-E-RABToBeSwitchedDLList




ProtocolIE-ID ::= 22

id-E-RABToBeSwitchedDLItem




ProtocolIE-ID ::= 23

id-E-RABToBeSetupListCtxtSUReq



ProtocolIE-ID ::= 24

id-TraceActivation







ProtocolIE-ID ::= 25

id-NAS-PDU









ProtocolIE-ID ::= 26

id-E-RABToBeSetupItemHOReq




ProtocolIE-ID ::= 27

id-E-RABSetupListBearerSURes



ProtocolIE-ID ::= 28

id-E-RABFailedToSetupListBearerSURes

ProtocolIE-ID ::= 29

id-E-RABToBeModifiedListBearerModReq

ProtocolIE-ID ::= 30
id-E-RABModifyListBearerModRes



ProtocolIE-ID ::= 31
id-E-RABFailedToModifyList




ProtocolIE-ID ::= 32
id-E-RABToBeReleasedList




ProtocolIE-ID ::= 33
id-E-RABFailedToReleaseList




ProtocolIE-ID ::= 34

id-E-RABItem







ProtocolIE-ID ::= 35

id-E-RABToBeModifiedItemBearerModReq

ProtocolIE-ID ::= 36

id-E-RABModifyItemBearerModRes



ProtocolIE-ID ::= 37

id-E-RABReleaseItem






ProtocolIE-ID ::= 38

id-E-RABSetupItemBearerSURes



ProtocolIE-ID ::= 39

id-SecurityContext






ProtocolIE-ID ::= 40

id-HandoverRestrictionList





ProtocolIE-ID ::= 41

id-UEPagingID 








ProtocolIE-ID ::= 43

id-pagingDRX 








ProtocolIE-ID ::= 44

id-TAIList









ProtocolIE-ID ::= 46

id-TAIItem









ProtocolIE-ID ::= 47

id-E-RABFailedToSetupListCtxtSURes


ProtocolIE-ID ::= 48

id-E-RABReleaseItemHOCmd




ProtocolIE-ID ::= 49

id-E-RABSetupItemCtxtSURes




ProtocolIE-ID ::= 50

id-E-RABSetupListCtxtSURes




ProtocolIE-ID ::= 51

id-E-RABToBeSetupItemCtxtSUReq



ProtocolIE-ID ::= 52

id-E-RABToBeSetupListHOReq




ProtocolIE-ID ::= 53

id-GERANtoLTEHOInformationRes




ProtocolIE-ID ::= 55

id-UTRANtoLTEHOInformationRes




ProtocolIE-ID ::= 57

id-CriticalityDiagnostics 





ProtocolIE-ID ::= 58

id-Global-ENB-ID







ProtocolIE-ID ::= 59

id-eNBname









ProtocolIE-ID ::= 60

id-MMEname









ProtocolIE-ID ::= 61

id-ServedPLMNs








ProtocolIE-ID ::= 63
id-SupportedTAs








ProtocolIE-ID ::= 64

id-TimeToWait








ProtocolIE-ID ::= 65

id-uEaggregateMaximumBitrate





ProtocolIE-ID ::= 66

id-TAI










ProtocolIE-ID ::= 67

id-E-RABReleaseListBearerRelComp


ProtocolIE-ID ::= 69

id-cdma2000PDU








ProtocolIE-ID ::= 70

id-cdma2000RATType







ProtocolIE-ID ::= 71

id-cdma2000SectorID







ProtocolIE-ID ::= 72

id-SecurityKey








ProtocolIE-ID ::= 73

id-UERadioCapability






ProtocolIE-ID ::= 74

id-GUMMEI-ID








ProtocolIE-ID ::= 75

id-E-RABInformationListItem




ProtocolIE-ID ::= 78

id-Direct-Forwarding-Path-Availability


ProtocolIE-ID ::= 79

id-UEIdentityIndexValue






ProtocolIE-ID ::= 80
id-cdma2000HOStatus







ProtocolIE-ID ::= 83

id-cdma2000HORequiredIndication




ProtocolIE-ID ::= 84

id-E-UTRAN-Trace-ID







ProtocolIE-ID ::= 86

id-RelativeMMECapacity






ProtocolIE-ID ::= 87

id-SourceMME-UE-S1AP-ID






ProtocolIE-ID ::= 88

id-Bearers-SubjectToStatusTransfer-Item


ProtocolIE-ID ::= 89

id-eNB-StatusTransfer-TransparentContainer

ProtocolIE-ID ::= 90

id-UE-associatedLogicalS1-ConnectionItem

ProtocolIE-ID ::= 91

id-ResetType








ProtocolIE-ID ::= 92

id-UE-associatedLogicalS1-ConnectionListResAck
ProtocolIE-ID ::= 93
id-E-RABToBeSwitchedULItem




ProtocolIE-ID ::= 94

id-E-RABToBeSwitchedULList




ProtocolIE-ID ::= 95

id-S-TMSI









ProtocolIE-ID ::= 96

id-cdma2000OneXRAND







ProtocolIE-ID ::= 97

id-RequestType








ProtocolIE-ID ::= 98

id-UE-S1AP-IDs








ProtocolIE-ID ::= 99

id-EUTRAN-CGI







ProtocolIE-ID ::= 100

id-OverloadResponse







ProtocolIE-ID ::= 101

id-cdma2000OneXSRVCCInfo





ProtocolIE-ID ::= 102

id-E-RABFailedToBeReleasedList



ProtocolIE-ID ::= 103

id-Source-ToTarget-TransparentContainer
ProtocolIE-ID ::= 104

id-ServedGUMMEIs







ProtocolIE-ID ::= 105
id-SubscriberProfileIDforRFP




ProtocolIE-ID ::= 106
id-UESecurityCapabilities





ProtocolIE-ID ::= 107
id-CSFallbackIndicator






ProtocolIE-ID ::= 108

id-CNDomain









ProtocolIE-ID ::= 109

id-E-RABReleasedList





ProtocolIE-ID ::= 110

id-MessageIdentifier






ProtocolIE-ID ::= 111

id-SerialNumber








ProtocolIE-ID ::= 112

id-WarningAreaList







ProtocolIE-ID ::= 113

id-RepetitionPeriod







ProtocolIE-ID ::= 114

id-NumberofBroadcastRequest





ProtocolIE-ID ::= 115

id-WarningType








ProtocolIE-ID ::= 116

id-WarningSecurityInfo






ProtocolIE-ID ::= 117

id-DataCodingScheme







ProtocolIE-ID ::= 118

id-WarningMessageContents





ProtocolIE-ID ::= 119

id-BroadcastCompletedAreaList




ProtocolIE-ID ::= 120

id-Inter-SystemInformationTransferTypeEDT


ProtocolIE-ID ::= 121

id-Inter-SystemInformationTransferTypeMDT


ProtocolIE-ID ::= 122
id-Target-ToSource-TransparentContainer


ProtocolIE-ID ::= 123
id-SRVCCOperationPossible





ProtocolIE-ID ::= 124
id-SRVCCHOIndication






ProtocolIE-ID ::= 125

id-NAS-DownlinkCount






ProtocolIE-ID ::= 126
id-CSG-Id









ProtocolIE-ID ::= 127
id-CSG-IdList








ProtocolIE-ID ::= 128
id-SONConfigurationTransferECT




ProtocolIE-ID ::= 129
id-SONConfigurationTransferMCT




ProtocolIE-ID ::= 130
id-TraceCollectionEntityIPAddress



ProtocolIE-ID ::= 131

id-MSClassmark2








ProtocolIE-ID ::= 132

id-MSClassmark3








ProtocolIE-ID ::= 133

id-RRC-Establishment-Cause





ProtocolIE-ID ::= 134
id-NASSecurityParametersfromE-UTRAN



ProtocolIE-ID ::= 135

id-NASSecurityParameterstoE-UTRAN



ProtocolIE-ID ::= 136

id-DefaultPagingDRX







ProtocolIE-ID ::= 137
id-cdma2000RoundTripDelayEstimationInfo


ProtocolIE-ID ::= 138
END

*** End of the change ***
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