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8.2
Connect

8.2.1
General

The HNB can initiate this procedure to establish an UE-associated Signalling Connection and carry a RANAP message.

8.2.2
Successful Operation (HNB Originated)
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Figure 1: Connect to HNB-GW procedure
This procedure is used to carry the RANAP INITIAL UE MESSAGE defined in [2] from the HNB to the HNB-GW. 

Additional information is provided to enable the HNB-GW to handle the RANAP message without it being necessary to inspect the contents and trigger the establishment of a new UE-associated Signalling Connection between HNB and HNB-GW, which is directly mapped to the Iu Signalling Connection the RANAP message refers to. 

NOTE:
The Context ID is used as the Iu Signalling Connection identifier in the corresponding RANAP messages.
8.2.3
Successful Operation (HNB-GW Originated)
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Figure 1A: Connect to HNB procedure

This procedure is used to carry the RANAP RELOCATION REQUEST message defined in [2] from the HNB-GW to an HNB. 

Additional information is provided by the HNB-GW to the HNB to assist the HNB in handling the RANAP message.

End of change

Start of change

9.1.3
CONNECT
This message is sent by either the HNB to the HNB-GW or the HNB-GW to the HNB to establish a signalling connection and carry a RANAP message.

Direction: HNB ( HNB-GW and HNB-GW ( HNB
	PARAMETER
	PRESENCE
	RANGE
	IE Type and Reference
	Semantics Description
	Criticality
	Assigned Criticality

	Message Type
	M
	
	9.2.1
	
	YES
	reject

	CN Domain ID
	M
	
	9.2.6
	
	YES
	reject

	Context ID
	M
	
	9.2.2
	
	YES
	reject

	Intra Domain NAS Node Selector
	O
	
	9.2.4
	
	YES
	ignore

	Establishment Cause
	M
	
	9.2.3
	
	YES
	reject

	RANAP Message
	M
	
	9.2.5
	
	YES
	reject


End of change
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