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	TS 22.011 describes following requirements for the handling of the temporary CSG subscription:

-     The CSG manager shall be able, under the PLMN operator supervision, to add, remove and view the list of CSG members. The consent of the invited member or guest shall be obtained before being added to the subscriber group. 

-
It shall be possible to limit the period of time during which the UE is allowed to camp on a CSG cell (granted access rights).It shall be possible to configure a time period for each temporary member.

-
The time period shall be configurable by the CSG manager and/or the network operator operating the CSG cell and shall span from 1 decihour to several days. If no value is given unlimited access to the CSG cell is allowed.

-
When the time period expires

-
The CSG shall no longer be considered to be available to provide services, except for emergency calls. 

- 
All affected UEs in connected mode are released.

Due to the above mentioned requirements, it is necessary that CN shall release the call for all the affected users when either the CSG subscription of the user is removed by the CSG manager or time period for the CSG subscription expires. Additionally, while releasing the connection, the CN shall also indicate this sceanrio to the UTRAN via a new cause value for the appropriate handling in the UTRAN.
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Start of change

8.5
Iu Release

8.5.1
General

The purpose of the Iu Release procedure is to enable the CN to release an Iu connection for a particular UE and all UTRAN resources related only to that Iu connection. The procedure uses connection oriented signalling.

The Iu Release procedure can be initiated for at least the following reasons:

-
Completion of transaction between the UE and the CN.

-
UTRAN-generated reasons, e.g. reception of an IU RELEASE REQUEST message.

-
Completion of successful relocation of SRNS.

-
Cancellation of relocation after successful completion of a Relocation Resource Allocation procedure.

-
Detection of two Iu connections in the same domain toward one UE.
-
CSG subscription is removed or expired.
The Iu release procedure should also be initiated when there is a period of Iu signalling inactivity with no existing RAB.

End of change

Start of change

9.2.1.4
Cause

The purpose of the Cause IE is to indicate the reason for a particular event for the RANAP protocol.

	IE/Group Name
	Presence
	Range
	IE type and reference
	Semantics description

	Choice Cause
	
	
	
	

	>Radio Network Layer Cause 
	
	
	INTEGER
(RAB pre-empted(1),

Trelocoverall Expiry(2),

Trelocprep Expiry(3),

Treloccomplete Expiry(4), 
Tqueuing Expiry(5),

 Relocation Triggered(6),

Unable to Establish During Relocation(8),

Unknown Target RNC(9),

Relocation Cancelled(10),

Successful Relocation(11),

Requested Ciphering and/or Integrity Protection Algorithms not Supported(12),

Conflict with already existing Integrity protection and/or Ciphering information (13),

Failure in the Radio Interface Procedure(14),

Release due to UTRAN Generated Reason(15),

User Inactivity(16),

Time Critical Relocation(17),

Requested Traffic Class not Available(18), 

Invalid RAB Parameters Value(19),

Requested Maximum Bit Rate not Available(20),

Requested Maximum Bit Rate for DL not Available(33),

Requested Maximum Bit Rate for UL not Available(34),

Requested Guaranteed Bit Rate not Available(21),

Requested Guaranteed Bit Rate for DL not Available(35),

Requested Guaranteed Bit Rate for UL not Available(36),

Requested Transfer Delay not Achievable(22),

Invalid RAB Parameters Combination(23), 

Condition Violation for SDU Parameters(24), 

Condition Violation for Traffic Handling Priority(25), 

Condition Violation for Guaranteed Bit Rate(26), 

User Plane Versions not Supported(27), 

Iu UP Failure(28),

TRELOCalloc Expiry (7),

Relocation Failure in Target CN/RNC or Target System (29),
Invalid RAB ID(30),

No remaining RAB(31),

Interaction with other procedure(32),

Repeated Integrity Checking Failure(37),
Requested Request Type not supported(38),
Request superseded(39),
Release due to UE generated signalling connection release(40), 
Resource Optimisation Relocation(41),

Requested Information Not Available(42),

Relocation desirable for radio reasons (43),

Relocation not supported in Target RNC or Target system(44),

 Directed Retry (45),

Radio Connection With UE Lost(46),

RNC unable to establish all RFCs (47),

Deciphering Keys Not Available(48),

Dedicated Assistance data Not Available(49),

Relocation Target not allowed(50),

Location Reporting Congestion(51),
Reduce Load in Serving Cell (52),

No Radio Resources Available in Target cell (53),

GERAN Iu-mode failure (54),

Access Restricted Due to Shared Networks(55),

Incoming Relocation Not Supported Due To PUESBINE Feature(56),

Traffic Load In The Target Cell Higher Than In The Source Cell(57),

MBMS - No Multicast Service For This UE(58),

MBMS - Unknown UE ID(59),

Successful MBMS Session Start - No Data Bearer Necessary(60),

MBMS - Superseded Due To NNSF(61),

MBMS - UE Linking Already Done(62),

MBMS - UE De-Linking Failure - No Existing UE Linking(63),

TMGI Unknown(64))
	Value range is 1 – 64.

	>Transport Layer Cause
	
	
	INTEGER
(

Signalling Transport Resource Failure(65),
Iu Transport Connection Failed to Establish(66))
	Value range is 65 – 80.

	>NAS Cause
	
	
	INTEGER
(User Restriction Start Indication(81),

User Restriction End Indication(82),

Normal Release(83)
CSG Subscription finished (84))
	Value range is 81 – 96.

	>Protocol Cause
	
	
	INTEGER
(Transfer Syntax Error(97), 

Semantic Error (98),

Message not compatible with receiver state (99),

Abstract Syntax Error (Reject) (100),

Abstract Syntax Error (Ignore and Notify) (101),
Abstract Syntax Error (Falsely Constructed Message) (102))
	Value range is 97 – 112.

	>Miscellaneous Cause
	
	
	INTEGER
(O&M Intervention(113),

No Resource Available(114),

Unspecified Failure(115),

Network Optimisation(116))
	Value range is 113 – 128.

	>Non-standard Cause
	
	
	INTEGER

()
	Value range is 129 – 256. Cause value 256 shall not be used.

	>Radio Network Layer Cause Extension
	
	
	INTEGER
(IP Multicast Address And APN Not Valid(257),

MBMS De-Registration Rejected Due To Implicit Registration(258),

MBMS - Request Superseded(259),

MBMS De-Registration During Session Not Allowed(260),
MBMS - No Data Bearer Necessary(261) ,

Periodic Location Information not Available(262),

GTP Resources Unavailable(263),

TMGI in Use and Overlapping MBMS Service Area (264),
MBMS – No cell in MBMS Service Area (265),

No Iu CS UP relocation (266) ,

Successful MBMS Session Start – IP Multicast Bearer established (267)),

CS Fallback triggered (268))
	Value range is 257 – 512.


	NAS cause
	Meaning

	Normal Release
	The release is normal.

	User Restriction Start Indication
	A location report is generated due to entering a classified area set by O&M.

	User Restriction End Indication
	A location report is generated due to leaving a classified area set by O&M.

	CSG Subscription finished 
	CSG subscription for the user has been deleted or expired.


End of change

Start of change

9.3.4 Information Element Definitions

CauseNAS ::= INTEGER {


user-restriction-start-indication (81),


user-restriction-end-indication (82),

normal-release (83),

csg-subscription-finished (84)
} (81..96)

End of change
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