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//1st change

8.3
Dedicated Procedures

8.3.1
Radio Link Setup

8.3.1.1
General

This procedure is used for establishing the necessary resources in the DRNS for one or more radio links.

The connection-oriented service of the signalling bearer shall be established in conjunction with this procedure.

8.3.1.2
Successful Operation
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Figure 5: Radio Link Setup procedure: Successful Operation

When the SRNC makes an algorithmic decision to add the first cell or set of cells from a DRNS to the active set of a specific UE-UTRAN connection, the RADIO LINK SETUP REQUEST message is sent to the corresponding DRNC to request establishment of the radio link(s). The Radio Link Setup procedure is initiated with this RADIO LINK SETUP REQUEST message sent from the SRNC to the DRNC.

Upon receipt of the RADIO LINK SETUP REQUEST message, the DRNS shall reserve the necessary resources and configure the new RL(s) according to the parameters given in the message. Unless specified below, the meaning of parameters is specified in other specifications.

The DRNS shall prioritise resource allocation for the RL(s) to be established according to Annex A.

If the RADIO LINK SETUP REQUEST message includes the Allowed Queuing Time IE the DRNS may queue the request for a time period not to exceed the value of the Allowed Queuing Time IE before starting to execute the request.

//partially omitted

HS-DSCH:

If the HS-DSCH Information IE is present in the RADIO LINK SETUP REQUEST message, then:

-
The DRNS shall setup the requested HS-PDSCH resources on the Serving HS-DSCH Radio Link indicated by the HS-PDSCH RL ID IE.

-
The DRNC shall include the HARQ Memory Partitioning IE in the [FDD – HS-DSCH FDD Information Response IE] [TDD – HS-DSCH TDD Information Response IE] in the RADIO LINK SETUP RESPONSE message. [FDD – The HARQ Memory Partitioning IE shall either contain the HARQ Memory Partitioning Information Extension For MIMO IE or the Number of Processes IE set to a value higher than "8", if the MIMO Activation Indicator IE is included in the HS-DSCH Information IE.] [1.28Mcps TDD– The HARQ Memory Partitioning IE shall either contain the HARQ Memory Partitioning Information Extension For MIMO IE or the Number of Processes IE set to a value higher than "8", if the MIMO Activation Indicator IE is included in the HS-DSCH Information IE.]

-
The DRNC shall allocate an HS-DSCH-RNTI to the UE Context and include the HS-DSCH-RNTI IE in the RADIO LINK SETUP RESPONSE message.

-
The DRNC shall include in the RADIO LINK SETUP RESPONSE message the Binding ID IE and Transport Layer Address IE for establishment of transport bearer for every HS-DSCH MAC-d flow being established.

-
If the RADIO LINK SETUP REQUEST message includes the Transport Layer Address IE and Binding ID IE in the HS-DSCH Information IE for an HS-DSCH MAC-d flow, then the DRNC may use the transport layer address and the binding identifier received from the SRNC when establishing a transport bearer for the concerned HS-DSCH MAC-d flow.

-
The DRNS may use the Traffic Class IE for a specific HS-DSCH MAC-d flow to determine the transport bearer characteristics to apply between DRNC and Node B. If TrCH Source Statistics Descriptor IE is present with the value "RRC" in the HS-DSCH MAC-d Flows Information IE, then the  DRNC should ignore the Traffic Class IE.

-
If fields are to be included in the User Plane by the SRNC to handle TNL Congestion Control for HSDPA in the DRNS, then the DRNC shall include the User Plane Congestion Fields Inclusion IE in the HS-DSCH Information Response IE.

-
If the RADIO LINK SETUP REQUEST message includes the MAC-hs Guaranteed Bit Rate IE for a Priority Queue in the HS-DSCH MAC-d Flows Information IE in the HS-DSCH Information IE, then the DRNS shall use this information to optimise MAC-hs scheduling decisions for the related HSDPA Priority Queue.

-
If the RADIO LINK SETUP REQUEST message includes the Discard Timer IE for a Priority Queue in the HS-DSCH MAC-d Flows Information IE in the HS-DSCH Information IE, then the DRNS shall use this information to discard out-of-date MAC-hs SDUs from the related HSDPA Priority Queue.

-
If the RADIO LINK SETUP REQUEST message includes the Maximum MAC-d PDU Size Extended IE for a Priority Queue in the HS-DSCH MAC-d Flows Information IE in the HS-DSCH Information IE, then the DRNS shall ignore the SID IE and MAC-d PDU Size IE in the MAC-d PDU Size Index IE and use Maximum MAC-d PDU Size Extended IE to optimise capacity allocation for the related HSDPA Priority Queue.

-
The DRNC shall include the HS-DSCH Initial Capacity Allocation IE in the [FDD – HS-DSCH FDD Information Response IE] [TDD – HS-DSCH TDD Information Response IE] in the RADIO LINK SETUP RESPONSE message for every HS-DSCH MAC-d flow being established, if the DRNS allows the SRNC to start transmission of MAC-d PDUs before the DRNS has allocated capacity on user plane as described in [32]. If RADIO LINK SETUP REQUEST message includes  HS-DSCH MAC-d PDU Size Format IE in the HS-DSCH  Information IE set to the value "Flexible MAC-d PDU Size", then DRNC shall only set in the HS-DSCH Initial Capacity Allocation IE the values for the peer of  Scheduling Priority Indicator IE and Maximum MAC-d PDU Size Extended IE to the values of the corresponding peer recieved in RADIO LINK SETUP REQUEST in the HS-DSCH MAC-d Flows Information IE in the HS-DSCH Information IE for a Priority Queue including  Scheduling Priority Indicator IE and Maximum MAC-d PDU Size Extended IE.

-
[FDD - If the RADIO LINK SETUP REQUEST message includes the HS-SCCH Power Offset IE in the HS-DSCH Information IE, then the DRNS may use this value to determine the HS-SCCH power. The HS-SCCH Power Offset should be applied for any HS-SCCH transmission to this UE.]

-
[FDD - The DRNC shall include the Measurement Power Offset IE in the HS-DSCH Information Response IE in the RADIO LINK SETUP RESPONSE message.]

-
[FDD - The DRNS shall allocate HS-SCCH codes corresponding to the HS-DSCH and the DRNC shall include the HS-SCCH Specific Information Response IE in the HS-DSCH FDD Information Response IE in the RADIO LINK SETUP RESPONSE message.]

-
[TDD - The DRNS shall allocate HS-SCCH parameters corresponding to the HS-DSCH and the DRNC shall include the [3.84Mcps TDD - HS-SCCH Specific Information Response IE] [1.28Mcps TDD - HS-SCCH Specific Information Response LCR IE] [7.68 Mcps TDD - HS-SCCH Specific Information Response 7.68 Mcps IE] in the HS-DSCH TDD Information Response IE in the RADIO LINK SETUP RESPONSE message.]

-
[TDD - The DRNC shall include the [3.84 Mcps TDD - HS-PDSCH Timeslot Specific Information Response IE] [1.28 Mcps TDD - HS-PDSCH Timeslot Specific Information Response LCR IE] [7.68 Mcps TDD - HS-PDSCH Timeslot Specific Information Response IE] in the HS-DSCH Information Response IE in the RADIO LINK SETUP RESPONSE message.]

-
[FDD - The DRNC shall include the HS-PDSCH And HS-SCCH Scrambling Code IE in the HS-DSCH FDD Information Response IE in the RADIO LINK SETUP RESPONSE message.]
-
[FDD – If the RADIO LINK SETUP REQUEST message includes the HARQ Preamble Mode IE in the HS-DSCH Information IE, then the DRNS shall use the indicated HARQ Preamble Mode as described in [10], if HS-DPCCH ACK/NACK preamble and postamble is supported. Then, in this case, if the mode 1 is applied, the DRNC shall include the HARQ Preamble Mode Activation Indicator IE in the HS-DSCH Information Response IE in the RADIO LINK SETUP RESPONSE message. If the HARQ Preamble Mode IE is not included or if the mode 0 is applied, then the DRNC shall not include the HARQ Preamble Mode Activation Indicator IE in the RADIO LINK SETUP RESPONSE message.]

-
If the RADIO LINK SETUP REQUEST message includes the HS-DSCH MAC-d PDU Size Format  IE in the HS-DSCH  Information IE, then the DRNS shall use the indicated format in user plane frame structure for HS-DSCH channels [32] and MAC-hs [41]. 

-
[FDD – If the TNL QoS IE is included for a MAC-d flow and if ALCAP is not used, the TNL QoS IE may be used by the DRNS to determine the transport bearer characteristics to apply in the uplink between the DRNS and the SRNC for the related MAC-d flow.]

-
[FDD - If the Serving Cell Change CFN IE is included in the RADIO LINK SETUP REQUEST message, then the DRNS shall activate the resources that are allocated for the new serving HS-DSCH Radio Link at the next coming CFN with a value equal to the value requested by the SRNC.]

-
[FDD - If the MIMO Activation Indicator IE is included in the HS-DSCH FDD Information IE, then]

-
[FDD - The DRNS shall activate the MIMO mode for the HS-DSCH Radio Link.]

-
[FDD - The DRNS shall decide the pilot configuration and the UE reporting configuration (N/M ratio) according to [10] for MIMO and include the MIMO Information Response IE in the HS-DSCH FDD Information Response IE in the RADIO LINK SETUP RESPONSE message.]

-
[1.28 Mcps TDD - If the MIMO Activation Indicator IE is included in the HS-DSCH TDD Information IE, then]

-
[1.28 Mcps TDD - The DRNS shall activate the MIMO mode for the HS-DSCH Radio Link.]

-
[1.28 Mcps TDD - The DRNS shall decide the SF mode for HS-PDSCH dual stream and include the MIMO SF Mode for HS-PDSCH dual stream IE in the HS-DSCH TDD Information Response IE in the RADIO LINK SETUP RESPONSE message.]
-
[FDD - If the Sixtyfour QAM Usage Allowed Indicator IE is included in the HS-DSCH FDD Information IE, then the DRNS may if the value is set to "allowed" use 64 QAM for the HS-DSCH Radio Link, and the DRNS shall include the SixtyfourQAM DL Usage Indicator IE in the HS-DSCH FDD Information Response IE in the RADIO LINK SETUP RESPONSE message.]

-
[FDD - If the Sixtyfour QAM Usage Allowed Indicator IE is included in the HS-DSCH FDD Information IE with value set to "not allowed", then the DRNS shall not use 64 QAM for the HS-DSCH Radio Link.]

-
[FDD - If the RADIO LINK SETUP REQUEST message includes the HS-DSCH MAC-d PDU Size Format IE set to "Flexible MAC-d PDU Size" and if Sixtyfour QAM will not be used, the DRNS shall include the HS-DSCH TB Size Table Indicator IE in the RADIO LINK SETUP RESPONSE message if it decides to use the octet aligned table defined in [41] for HS-DSCH Transport Block Size signalling.]

-
[FDD - If the UE without HS-SCCH constraint indicator IE is included in the HS-DSCH FDD Information IE, then the DRNS may use a different HS-SCCH in consecutive TTIs for this UE.]

-
[FDD - The DRNS shall include the SixtyfourQAM DL Support Indicator IE in the RADIO LINK SETUP RESPONSE message.]

-
[1.28 Mcps TDD - The DRNS shall include the SixtyfourQAM DL Support Indicator IE in the RADIO LINK SETUP RESPONSE message.]

-
If the RADIO LINK SETUP REQUEST message includes the DL RLC PDU Size Format IE for a Priority Queue in the HS-DSCH MAC-d Flows Information IE in the HS-DSCH Information IE, the DL RLC PDU Size Format IE may be used by the DRNS to determine the allocated capacity on user plane as described in [32].
[FDD - Secondary Serving HS-DSCH:]

[FDD - If the Additional HS Cell Information RL Setup IE is present in the RADIO LINK SETUP REQUEST message, then:]

-
[FDD - The DRNS shall setup the requested HS-PDSCH resources on the Serving HS-DSCH Radio Link indicated by the HS-PDSCH RL ID IE. Non cell specific secondary serving Radio Link and non cell specific secondary serving HS-DSCH parameters take the same values as for the serving HS-DSCH cell.]

-
[FDD - The DRNC shall allocate an HS-DSCH-RNTI to the UE Context and include the HS-DSCH-RNTI IE in the Additional HS Cell Information Response IE in the RADIO LINK SETUP RESPONSE message.]

-
[FDD - If the RADIO LINK SETUP REQUEST message includes the HS-SCCH Power Offset IE in the HS-DSCH Secondary Serving Information IE, then the DRNS may use this value to determine the HS-SCCH power. The HS-SCCH Power Offset should be applied for any secondary serving HS-SCCH transmission to this UE.]

-
[FDD - The DRNC shall include the Measurement Power Offset IE in the HS-DSCH FDD Secondary Serving Information Response IE in the Additional HS Cell Information Response IE in the RADIO LINK SETUP RESPONSE message.]

-
[FDD - The DRNS shall allocate HS-SCCH codes corresponding to the HS-DSCH and the DRNC shall include the HS-SCCH Specific Secondary Serving Information Response IE in the HS-DSCH FDD Secondary Serving Information Response IE in the Additional HS Cell Information Response IE in the RADIO LINK SETUP RESPONSE message.]

-
[FDD - The DRNC shall include the HS-PDSCH And HS-SCCH Scrambling Code IE in the HS-DSCH FDD Secondary Serving Information Response IE in the Additional HS Cell Information Response IE in the RADIO LINK SETUP RESPONSE message.]
-
[FDD - If the Serving Cell Change CFN IE is included in the RADIO LINK SETUP REQUEST message, then the DRNS shall activate the resources that are allocated for the new serving HS-DSCH Radio Link at the next coming CFN with a value equal to the value requested by the SRNC.]

-
[FDD - If the Sixtyfour QAM Usage Allowed Indicator IE is included in the HS-DSCH FDD Secondary Serving Information IE, then the DRNS may if the value is set to "allowed" use 64 QAM for the secondary serving HS-DSCH Radio Link, and the DRNS shall include the SixtyfourQAM DL Usage Indicator IE in the HS-DSCH FDD Secondary Serving Information Response IE in the Additional HS Cell Information Response IE in the RADIO LINK SETUP RESPONSE message.]

-
[FDD - If the Sixtyfour QAM Usage Allowed Indicator IE is included in the HS-DSCH FDD Secondary Serving Information IE with value set to "not allowed", then the DRNS shall not use 64 QAM for the secondary serving HS-DSCH Radio Link.]

-
[FDD - If Sixtyfour QAM will not be used for the secondary serving HS-DCSH, the DRNS shall include the HS-DSCH TB Size Table Indicator IE in the HS-DSCH FDD Secondary Serving Information Response IE in the Additional HS Cell Information Response IE in the RADIO LINK SETUP RESPONSE message if it decides to use the octet aligned table defined in [41] for the secondary serving HS-DSCH Transport Block Size signalling.]

-
[FDD - The DRNS shall include the SixtyfourQAM DL Support Indicator IE in the Additional HS Cell Information Response IE in the RADIO LINK SETUP RESPONSE message.]
//partially omitted

//2nd change

8.3.2
Radio Link Addition

8.3.2.1
General

This procedure is used for establishing the necessary resources in the DRNS for one [FDD – or more] additional RLs towards a UE when there is already at least one RL established to the concerned UE via this DRNS.

This procedure shall use the signalling bearer connection for the relevant UE Context.

The Radio Link Addition procedure shall not be initiated if a Prepared Reconfiguration exists, as defined in subclause 3.1.

[TDD - The Radio Link Addition procedure serves to establish a new Radio Link with the DSCH and USCH included, if they existed before.]

8.3.2.2
Successful Operation
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Figure 7: Radio Link Addition procedure: Successful Operation

The procedure is initiated with a RADIO LINK ADDITION REQUEST message sent from the SRNC to the DRNC.

Upon receipt, the DRNS shall reserve the necessary resources and configure the new RL(s) according to the parameters given in the message. Unless specified below, the meaning of parameters is specified in other specifications.

The DRNS shall prioritise resource allocation for the RL(s) to be established according to Annex A.
//partially omitted

 [TDD - HS-DSCH Setup:]

[TDD - If the HS-DSCH Information IE is present in the RADIO LINK ADDITION REQUEST message, then:]

-
[TDD - The DRNS shall setup the requested HS-PDSCH resources on the Serving HS-DSCH Radio Link indicated by the HS-PDSCH RL ID IE.]

-
[TDD - The DRNC shall include the HARQ Memory Partitioning IE in the HS-DSCH TDD Information Response IE in the RADIO LINK ADDITION RESPONSE message.]

-
[TDD - If the RADIO LINK ADDITION REQUEST message includes the HS-DSCH MAC-d PDU Size Format  IE in the HS-DSCH  Information IE, then the DRNS shall use the indicated format in user plane frame structure for HS-DSCH channels [32] and MAC-hs [41]. ]

-
[TDD - The DRNS may use the Traffic Class IE for a specific HS-DSCH MAC-d flow to determine the transport bearer characteristics to apply between DRNC and Node B. If TrCH Source Statistics Descriptor IE is present with the value "RRC" in the HS-DSCH MAC-d Flows Information IE, then the DRNC should ignore the Traffic Class IE.]
-
[TDD - The DRNC shall allocate an HS-DSCH-RNTI to the UE Context and include the HS-DSCH-RNTI IE in the RADIO LINK ADDITION RESPONSE message.]

-
[TDD - The DRNC shall include in the RADIO LINK ADDITION RESPONSE message the Binding ID IE and Transport Layer Address IE for establishment of transport bearer for every HS-DSCH MAC-d flow being established.]

-
[TDD - If the RADIO LINK ADDITION REQUEST message includes the Transport Layer Address IE and Binding ID IE in the HS-DSCH Information IE for an HS-DSCH MAC-d flow, then the DRNC may use the transport layer address and the binding identifier received from the SRNC when establishing a transport bearer for the concerned HS-DSCH MAC-d flow. If the TNL QoS IE is included for a MAC-d flow and if ALCAP is not used, the TNL QoS IE may be used by the DRNS to determine the transport bearer characteristics to apply in the uplink between the DRNS and the SRNC for the related MAC-d flow.]

-
[TDD - If the RADIO LINK ADDITION REQUEST message includes the MAC-hs Guaranteed Bit Rate IE for a Priority Queue in the HS-DSCH MAC-d Flows Information IE in the HS-DSCH Information IE, then the DRNS shall use this information to optimise MAC-hs scheduling decisions for the related HSDPA Priority Queue.]

-
[TDD - If the RADIO LINK ADDITION REQUEST message includes the Discard Timer IE for a Priority Queue in the HS-DSCH MAC-d Flows Information IE in the HS-DSCH Information IE, then the DRNS shall use this information to discard out-of-date MAC-hs SDUs from the related HSDPA Priority Queue.]

-
[TDD - If the RADIO LINK ADDITION REQUEST message includes the Maximum MAC-d PDU Size Extended IE for a Priority Queue in the HS-DSCH MAC-d Flows Information IE in the HS-DSCH Information IE, then the DRNC shall ignore the SID IE and MAC-d PDU Size IE in the MAC-d PDU Size Index IE and use Maximum MAC-d PDU Size Extended IE to optimise capacity allocation for the related HSDPA Priority Queue.]
-
[TDD - If the RADIO LINK ADDITION REQUEST message includes DL RLC PDU Size Format IE for a Priority Queue in the HS-DSCH MAC-d Flows Information IE in the HS-DSCH Information IE, the DL RLC PDU Size Format IE may be used by the DRNS to determine the allocated capacity on user plane as described in [32].]
-
[TDD - The DRNC shall include the HS-DSCH Initial Capacity Allocation IE in the HS-DSCH TDD Information Response IE in the RADIO LINK ADDITION RESPONSE message for every HS-DSCH MAC-d flow being established, if the DRNS allows the SRNC to start transmission of MAC-d PDUs before the DRNS has allocated capacity on user plane as described in [32]. If RADIO LINK ADDITION REQUEST message includes  HS-DSCH MAC-d PDU Size Format IE in the HS-DSCH  Information IE set to "Flexible MAC-d PDU Size", then DRNC shall only set in the HS-DSCH Initial Capacity Allocation IE the values for the peer of  Scheduling Priority Indicator IE and Maximum MAC-d PDU Size Extended IE to the values of the corresponding peer recieved in RADIO LINK ADDITION REQUEST in the HS-DSCH MAC-d Flows Information IE in the HS-DSCH Information IE for a Priority Queue including  Scheduling Priority Indicator IE and Maximum MAC-d PDU Size Extended IE.]

-
[TDD - The DRNS shall allocate HS-SCCH parameters corresponding to the HS-DSCH and the DRNC shall include the [3.84Mcps TDD - HS-SCCH Specific Information Response IE] [1.28Mcps TDD - HS-SCCH Specific Information Response LCR IE] in the HS-DSCH TDD Information Response IE in the RADIO LINK ADDITION RESPONSE message.]


[1.28 Mcps TDD - If the MIMO Activation Indicator IE is included in the HS-DSCH TDD Information IE, then, The DRNS shall activate the MIMO mode for the HS-DSCH Radio Link. The DRNS shall decide the SF mode for HS-PDSCH dual stream and include the MIMO SF Mode for HS-PDSCH dual stream IE in the HS-DSCH TDD Information Response IE in the RADIO LINK ADDITION RESPONSE message.]

[TDD - Intra-Node B Serving HS-DSCH Radio Link Change:]

[TDD - If the RADIO LINK ADDITION REQUEST message includes the HS-PDSCH RL ID IE, this indicates the new Serving HS-DSCH Radio Link:]

-
[TDD - The DRNC shall include the HARQ Memory Partitioning IE in the HS-DSCH TDD Information Response IE in the RADIO LINK ADDITION RESPONSE message.]

-
[TDD - The DRNS shall allocate HS-SCCH parameters corresponding to the HS-DSCH and the DRNC shall include the [3.84Mcps TDD - HS-SCCH Specific Information Response IE] [1.28Mcps TDD - HS-SCCH Specific Information Response LCR IE] [7.68Mcps TDD – HS-SCCH Specific Information Response 7.68Mcps IE] in the HS-DSCH TDD Information Response IE in the RADIO LINK ADDITION RESPONSE message.]

//partially omitted
//3rd change

8.3.4
Synchronised Radio Link Reconfiguration Preparation

8.3.4.1
General

The Synchronised Radio Link Reconfiguration Preparation procedure is used to prepare a new configuration of Radio Link(s) related to one UE-UTRAN connection within a DRNS.

This procedure shall use the signalling bearer connection for the relevant UE Context.

The Synchronised Radio Link Reconfiguration Preparation procedure shall not be initiated if a Prepared Reconfiguration exists, as defined in subclause 3.1.

8.3.4.2
Successful Operation
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Figure 10: Synchronised Radio Link Reconfiguration Preparation procedure, Successful Operation

The Synchronised Radio Link Reconfiguration Preparation procedure is initiated by the SRNC by sending the RADIO LINK RECONFIGURATION PREPARE message to the DRNC.

Upon receipt, the DRNS shall reserve necessary resources for the new configuration of the Radio Link(s) according to the parameters given in the message. Unless specified below, the meaning of parameters is specified in other specifications.

If the RADIO LINK RECONFIGURATION PREPARE message includes the Allowed Queuing Time IE the DRNS may queue the request the time corresponding to the value of the Allowed Queuing Time IE before starting to execute the request.

The DRNS shall prioritise resource allocation for the RL(s) to be modified according to Annex A.
//partially omitted
HS-DSCH Setup:

If the HS-DSCH Information IE is present in the RADIO LINK RECONFIGURATION PREPARE message, then:

· The DRNS shall setup the requested HS-PDSCH resources on the Serving HS-DSCH Radio Link indicated by the HS-PDSCH RL ID IE.

· The DRNC shall include the HARQ Memory Partitioning IE in the [FDD – HS-DSCH FDD Information Response IE] [TDD – HS-DSCH TDD Information Response IE] in the RADIO LINK RECONFIGURATION READY message. [FDD – The HARQ Memory Partitioning IE shall either contain the HARQ Memory Partitioning Information Extension For MIMO IE or the Number of Processes IE set to a value higher than "8", if the MIMO Activation Indicator IE is included in the HS-DSCH Information IE.] [1.28Mcps TDD– The HARQ Memory Partitioning IE shall either contain the HARQ Memory Partitioning Information Extension For MIMO IE or the Number of Processes IE set to a value higher than "8", if the MIMO Activation Indicator IE is included in the HS-DSCH Information IE.]

· The DRNC shall allocate an HS-DSCH-RNTI to the UE Context and include the HS-DSCH-RNTI IE in the RADIO LINK RECONFIGURATION READY message.

· The DRNS may use the Traffic Class IE for a specific HS-DSCH MAC-d flow to determine the transport bearer characteristics to apply between DRNC and Node B. If TrCH Source Statistics Descriptor IE is present with the value "RRC" in the HS-DSCH MAC-d Flows Information IE, then the DRNC should ignore the Traffic Class IE.

· If the TNL QoS IE is included for a MAC-d flow and if ALCAP is not used, the TNL QoS IE may be used by the DRNS to determine the transport bearer characteristics to apply in the uplink between the DRNS and the SRNC for the related MAC-d flow.

-
If fields are to be included in the User Plane by the SRNC to handle TNL Congestion Control for HSDPA in the DRNS, then the DRNC shall include the User Plane Congestion Fields Inclusion IE in the HS-DSCH Information Response IE.

· If the RADIO LINK RECONFIGURATION PREPARE message includes the MAC-hs Guaranteed Bit Rate IE for a Priority Queue in the HS-DSCH MAC-d Flows Information IE in the HS-DSCH Information IE, then the DRNS shall use this information to optimise MAC-hs scheduling decisions for the related HSDPA Priority Queue.
· If the RADIO LINK RECONFIGURATION PREPARE message includes the Discard Timer IE for a Priority Queue in the HS-DSCH MAC-d Flows Information IE in the HS-DSCH Information IE, then the DRNS shall use this information to discard out-of-date MAC-hs SDUs from the related HSDPA Priority Queue.
· If the RADIO LINK RECONFIGURATION PREPARE message includes the Maximum MAC-d PDU Size Extended IE for a Priority Queue in the HS-DSCH MAC-d Flows Information IE in the HS-DSCH Information IE, then the DRNS shall ignore the SID IE and MAC-d PDU Size IE in the MAC-d PDU Size Index IE and use Maximum MAC-d PDU Size Extended IE to optimise capacity allocation for the related HSDPA Priority Queue.
· The DRNC shall include the HS-DSCH Initial Capacity Allocation IE in the [FDD – HS-DSCH FDD Information Response IE] [TDD – HS-DSCH TDD Information Response IE] in the RADIO LINK RECONFIGURATION READY message for every HS-DSCH MAC-d flow being established, if the DRNS allows the SRNC to start transmission of MAC-d PDUs before the DRNS has allocated capacity on user plane as described in [32] If RADIO LINK RECONFIGURATION PREPARE message includes  HS-DSCH MAC-d PDU Size Format IE in the HS-DSCH  Information IE set to "Flexible MAC-d PDU Size", then DRNC shall only set in the HS-DSCH Initial Capacity Allocation IE the values for the peer of  Scheduling Priority Indicator IE and Maximum MAC-d PDU Size Extended IE to the values of the corresponding peer recieved in RADIO LINK RECONFIGURATION PREPARE in the HS-DSCH MAC-d Flows Information IE in the HS-DSCH Information IE for a Priority Queue including  Scheduling Priority Indicator IE and Maximum MAC-d PDU Size Extended IE.

· [FDD - If the RADIO LINK RECONFIGURATION PREPARE message includes the HS-SCCH Power Offset IE in the HS-DSCH Information IE, then the DRNS may use this value to determine the HS-SCCH power. The HS-SCCH Power Offset should be applied for any HS-SCCH transmission to this UE.]

· [FDD - The DRNC shall include the Measurement Power Offset IE in the HS-DSCH Information Response IE in the RADIO LINK RECONFIGURATION READY message.]

· [FDD - The DRNS shall allocate HS-SCCH codes corresponding to the HS-DSCH and the DRNC shall include the HS-SCCH Specific Information Response IE in the HS-DSCH FDD Information Response IE in the RADIO LINK RECONFIGURATION READY message.]

· [TDD - The DRNS shall allocate HS-SCCH parameters corresponding to the HS-DSCH and the DRNC shall include the [3.84Mcps TDD - HS-SCCH Specific Information Response IE] [1.28Mcps TDD - HS-SCCH Specific Information Response LCR IE] [7.68 Mcps TDD - HS-SCCH Specific Information Response 7.68 Mcps IE] in the HS-DSCH TDD Information Response IE in the RADIO LINK RECONFIGURATION READY message.]
· [FDD - The DRNC shall include the HS-PDSCH And HS-SCCH Scrambling Code IE in the HS-DSCH FDD Information Response IE in the RADIO LINK RECONFIGURATION READY message.]
· [FDD – If the RADIO LINK RECONFIGURATION PREPARE message includes the HARQ Preamble Mode IE in the HS-DSCH Information IE, then the DRNS shall use the indicated HARQ Preamble Mode as described in [10], if HS-DPCCH ACK/NACK preamble and postamble is supported. Then, in this case, if the mode 1 is applied, the DRNC shall include the HARQ Preamble Mode Activation Indicator IE in the HS-DSCH Information Response IE in the RADIO LINK RECONFIGURATION READY message. If the HARQ Preamble Mode IE is not included or if the mode 0 is applied, then the DRNC shall not include the HARQ Preamble Mode Activation Indicator IE in the HS-DSCH Information Response IE in the RADIO LINK RECONFIGURATION READY message.]
· If the RADIO LINK RECONFIGURATION PREPARE message includes the HS-DSCH MAC-d PDU Size Format  IE in the HS-DSCH  Information IE, then the DRNS shall use the indicated format in user plane frame structure for HS-DSCH channels [32] and MAC-hs [41].
-
[FDD - If the MIMO Activation Indicator IE is included in the HS-DSCH FDD Information IE, then:]
-
[FDD - The DRNS shall activate the MIMO mode for the HS-DSCH Radio Link.]

-
[FDD – The DRNS shall decide the pilot configuration and the UE reporting configuration (N/M ratio) according to [10] for MIMO and include the MIMO Information Response IE in the HS-DSCH FDD Information Response IE in the RADIO LINK RECONFIGURATION READY message.]

-
[1.28 Mcps TDD - If the MIMO Activation Indicator IE is included in the HS-DSCH TDD Information IE, then:]

-
[1.28 Mcps TDD - The DRNS shall activate the MIMO mode for the HS-DSCH Radio Link.]

-
[1.28 Mcps TDD - The DRNS shall decide the SF mode for HS-PDSCH dual stream and include the MIMO SF Mode for HS-PDSCH dual stream IE in the HS-DSCH TDD Information Response IE in the RADIO LINK RECONFIGURATION READY message.]
-
[FDD - If the Sixtyfour QAM Usage Allowed Indicator IE is included in the HS-DSCH FDD Information IE, then the DRNS may if the value is set to "allowed" use 64 QAM for the HS-DSCH Radio Link, and the DRNS shall include the SixtyfourQAM DL Usage Indicator IE in the HS-DSCH FDD Information Response IE in the RADIO LINK RECONFIGURATION READY message.]

-
[FDD - If the Sixtyfour QAM Usage Allowed Indicator IE is included in the HS-DSCH FDD Information IE with value set to "not allowed", then the DRNS shall not use 64 QAM for the HS-DSCH Radio Link.]

-
[FDD - If the RADIO LINK RECONFIGURATION PREPARE message includes the HS-DSCH MAC-d PDU Size Format IE set to "Flexible MAC-d PDU Size" and if Sixtyfour QAM will not be used, the DRNS shall include the HS-DSCH TB Size Table Indicator IE in the RADIO LINK RECONFIGURATION READY message if it decides to use the octet aligned table defined in [41] for HS-DSCH Transport Block Size signalling.]

-
[FDD - If the UE without HS-SCCH constraint indicator IE is included in the HS-DSCH FDD Information IE, then the DRNS may use a different HS-SCCH in consecutive TTIs for this UE.]

-
[FDD - If secondary serving HS-DSCH is applied also in the new configuration, then any changes related to parameters that are common for both the serving and the secondary serving HS-DSCH should be applied also for the secondary serving HS-DSCH.]

-
If the RADIO LINK RECONFIGURATION PREPARE message includes DL RLC PDU Size Format IE for a Priority Queue in the HS-DSCH MAC-d Flows Information IE in the HS-DSCH Information IE, the DL RLC PDU Size Format IE may be used by the DRNS to determine the allocated capacity on user plane as described in [32].
[FDD - Secondary Serving HS-DSCH Setup:]

[FDD - If the C-ID IE is present in the Additional HS Cell Information RL Reconf Prep IE in the RADIO LINK RECONFIGURATION PREPARE message, then:]

-
[FDD - The DRNS shall setup the requested HS-PDSCH resources on the secondary serving HS-DSCH Radio Link indicated by the HS-PDSCH RL ID IE. Non cell specific secondary serving Radio Link and non cell specific secondary serving HS-DSCH parameters take the same values as for the serving HS-DSCH cell.]

-
[FDD - The DRNC shall allocate an HS-DSCH-RNTI to the UE Context and include the HS-DSCH-RNTI IE in the Additional HS Cell Information Response IE in the RADIO LINK RECONFIGURATION READY message.]

-
[FDD - If the RADIO LINK RECONFIGURATION PREPARE message includes the HS-SCCH Power Offset IE in the HS-DSCH FDD Secondary Serving Information IE, then the DRNS may use this value to determine the HS-SCCH power. The HS-SCCH Power Offset should be applied for any secondary serving HS-SCCH transmission to this UE.]

-
[FDD - The DRNC shall include the Measurement Power Offset IE in the HS-DSCH FDD Secondary Serving Information Response IE in the Additional HS Cell Information Response IE in the RADIO LINK RECONFIGURATION READY message.]

-
[FDD - The DRNS shall allocate HS-SCCH codes corresponding to the secondary serving HS-DSCH and the DRNC shall include the HS-SCCH Specific Secondary Serving Information Response IE in the HS-DSCH FDD Secondary Serving Information Response IE in the Additional HS Cell Information Response IE in the RADIO LINK RECONFIGURATION READY message.]

-
[FDD - The DRNC shall include the HS-PDSCH And HS-SCCH Scrambling Code IE in the HS-DSCH FDD Secondary Serving Information Response IE in the Additional HS Cell Information Response IE in the RADIO LINK RECONFIGURATION READY message.]
-
[FDD - If the Sixtyfour QAM Usage Allowed Indicator IE is included in the HS-DSCH FDD Secondary Serving Information IE, then the DRNS may if the value is set to "allowed" use 64 QAM for the secondary serving HS-DSCH Radio Link, and the DRNS shall include the SixtyfourQAM DL Usage Indicator IE in the HS-DSCH FDD Secondary Serving Information Response IE in the Additional HS Cell Information Response IE in the RADIO LINK RECONFIGURATION READY message.]

-
[FDD - If the Sixtyfour QAM Usage Allowed Indicator IE is included in the HS-DSCH FDD Secondary Serving Information IE with value set to "not allowed", then the DRNS shall not use 64 QAM for the secondary serving HS-DSCH Radio Link.]

-
[FDD - If, in the new configuration, the UE context is configured not to use Sixtyfour QAM for the secondaery serving HS-DSCH, then the DRNC shall include the HS-DSCH TB Size Table Indicator IE in the HS-DSCH FDD Secondary Serving Information Response IE in the Additional HS Cell Information Response IE in the RADIO LINK RECONFIGURATION READY message if it decides to use the octet aligned table defined in [41] for secondary serving HS-DSCH Transport Block Size signalling.]
Intra-DRNS Serving HS-DSCH Radio Link Change:

If the RADIO LINK RECONFIGURATION PREPARE message includes the HS-PDSCH RL ID IE, this indicates the new Serving HS-DSCH Radio Link:

· The DRNS shall release the HS-PDSCH resources on the old Serving HS-DSCH Radio Link and setup the HS-PDSCH resources on the new Serving HS-DSCH Radio Link.

· The DRNC may include the HARQ Memory Partitioning IE in the [FDD – HS-DSCH FDD Information Response IE] [TDD – HS-DSCH TDD Information Response IE] in the RADIO LINK RECONFIGURATION READY message. [FDD – The HARQ Memory Partitioning IE may contain the HARQ Memory Partitioning Information Extension For MIMO IE.] [1.28Mcps TDD – The HARQ Memory Partitioning IE may contain the HARQ Memory Partitioning Information Extension For MIMO IE.]

-
If fields are to be included in the User Plane by the SRNC to handle TNL Congestion Control for HSDPA in the DRNS, then the DRNC shall include the User Plane Congestion Fields Inclusion IE in the HS-DSCH Information Response IE.

· The DRNC shall allocate a new HS-DSCH-RNTI to the UE Context and include the HS-DSCH-RNTI IE in the RADIO LINK RECONFIGURATION READY message.

· If a reset of the MAC-hs is not required the DRNS shall include the MAC-hs Reset Indicator IE in the RADIO LINK RECONFIGURATION READY message.

· [FDD - The DRNC shall include the Measurement Power Offset IE in the HS-DSCH Information Response IE in the RADIO LINK RECONFIGURATION READY message.]
· [FDD - The DRNS shall allocate HS-SCCH codes corresponding to the HS-DSCH and the DRNC shall include the HS-SCCH Specific Information Response IE in the HS-DSCH FDD Information Response IE in the RADIO LINK RECONFIGURATION READY message.]

· [TDD - The DRNS shall allocate HS-SCCH parameters corresponding to the HS-DSCH and the DRNC shall include the [3.84Mcps TDD - HS-SCCH Specific Information Response IE] [1.28Mcps TDD - HS-SCCH Specific Information Response LCR IE] [7.68 Mcps TDD - HS-SCCH Specific Information Response 7.68 Mcps IE] in the HS-DSCH TDD Information Response IE in the RADIO LINK RECONFIGURATION READY message.]
· [TDD - The DRNC shall include the [3.84 Mcps TDD - HS-PDSCH Timeslot Specific Information IE] [1.28 Mcps TDD - HS-PDSCH Timeslot Specific Information LCR IE] [7.68 Mcps TDD - HS-PDSCH Timeslot Specific Information 7.68 Mcps IE] in the HS-DSCH Information Response IE in the RADIO LINK RECONFIGURATION READY message.]
· [FDD - The DRNC shall include the HS-PDSCH And HS-SCCH Scrambling Code IE in the HS-DSCH FDD Information Response IE in the RADIO LINK RECONFIGURATION READY message.]
-
The DRNC may include the Transport Layer Address IE and the Binding ID IE for HS-DSCH MAC-d flow in the [FDD – HS-DSCH FDD Information Response IE] [TDD – HS-DSCH TDD Information Response IE] in the RADIO LINK RECONFIGURATION READY message.

-
If the TNL QoS IE is included for a MAC-d flow and if ALCAP is not used, the TNL QoS IE may be used by the DRNS to determine the transport bearer characteristics to apply in the uplink between the DRNS and the SRNC for the related MAC-d flow.

[FDD - Intra-DRNS Secondary Serving HS-DSCH Radio Link Change:]

[FDD - If the RADIO LINK RECONFIGURATION PREPARE message includes the HS-PDSCH RL ID IE in the Additional HS Cell Information RL Reconf Prep IE , this indicates the new Serving HS-DSCH Radio Link:]

-
[FDD - The DRNS shall release the HS-PDSCH resources on the old secondary serving HS-DSCH Radio Link and setup the HS-PDSCH resources on the new secondary serving HS-DSCH Radio Link. Non cell specific secondary serving Radio Link and non cell specific secondary serving HS-DSCH parameters take the same values as for the serving HS-DSCH cell.]

-
[FDD - The DRNC shall allocate an HS-DSCH-RNTI to the UE Context and include the HS-DSCH-RNTI IE in the Additional HS Cell Information Response IE in the RADIO LINK RECONFIGURATION READY message.]

-
[FDD - The DRNC shall include the Measurement Power Offset IE in the HS-DSCH FDD Secondary Serving Information Response IE in the Additional HS Cell Information Response IE in the RADIO LINK RECONFIGURATION READY message.]

-
[FDD - The DRNS shall allocate HS-SCCH codes corresponding to the secondary serving HS-DSCH and the DRNC shall include the HS-SCCH Specific Secondary Serving Information Response IE in the HS-DSCH FDD Secondary Serving Information Response IE in the Additional HS Cell Information Response IE in the RADIO LINK RECONFIGURATION READY message.]

-
[FDD - The DRNC shall include the HS-PDSCH And HS-SCCH Scrambling Code IE in the HS-DSCH FDD Secondary Serving Information Response IE in the Additional HS Cell Information Response IE in the RADIO LINK RECONFIGURATION READY message.]

HS-DSCH Modification:

If the RADIO LINK RECONFIGURATION PREPARE message includes the HS-DSCH Information To Modify IE, then:

· The DRNC shall include the HS-DSCH Initial Capacity Allocation IE for each HS-DSCH MAC-d flow being modified for which the establishment of one or several new Priority Queues was requested, if the DRNS allows the SRNC to start the transmission of MAC-d PDUs for the Priority Queue(s) being established before the DRNS has allocated capacity on user plane as described in [32]. If RADIO LINK RECONFIGURATION PREPARE message includes  HS-DSCH MAC-d PDU Size Format IE in the HS-DSCH Information To Modify IE set to "Flexible MAC-d PDU Size", then DRNC shall only set in the HS-DSCH Initial Capacity Allocation IE the values for the peer of  Scheduling Priority Indicator IE and Maximum MAC-d PDU Size Extended IE to the values of the corresponding peer recieved in RADIO LINK RECONFIGURATION PREPARE in the HS-DSCH Information To Modify IE for a Priority Queue including  Scheduling Priority Indicator IE and Maximum MAC-d PDU Size Extended IE.

· If the RADIO LINK RECONFIGURATION PREPARE message includes the Traffic Class IE in the HS-DSCH Information To Modify IE for a specific HS-DSCH MAC-d flow, the DRNS may use this information to determine the transport bearer characteristics to apply between DRNC and Node B. The DRNC should ignore the Traffic Class IE if the TrCH Source Statistics Descriptor IE for this specific HS-DSCH MAC-d flow indicates the value "RRC".

· If the TNL QoS IE is included for a MAC-d flow and if ALCAP is not used, the TNL QoS IE may be used by the DRNS to determine the transport bearer characteristics to apply in the uplink between the DRNS and the SRNC for the related MAC-d flow.

· If the RADIO LINK RECONFIGURATION PREPARE message includes the MAC-hs Guaranteed Bit Rate IE in the HS-DSCH Information To Modify IE, the DRNS shall use this information to optimise MAC-hs scheduling decisions for the related HSDPA Priority Queue.
· If the RADIO LINK RECONFIGURATION PREPARE message includes the Discard Timer IE for a Priority Queue in the HS-DSCH Information To Modify IE, then the DRNS shall use this information to discard out-of-date MAC-hs SDUs from the related HSDPA Priority Queue.
· If the RADIO LINK RECONFIGURATION PREPARE message includes the Maximum MAC-d PDU Size Extended IE for a Priority Queue in the HS-DSCH Information To Modify IE, then the DRNS shall ignore the SID IE and MAC-d PDU Size IE in the MAC-d PDU Size Index IE and use Maximum MAC-d PDU Size Extended IE to optimise capacity allocation for the related HSDPA Priority Queue.
· If the RADIO LINK RECONFIGURATION PREPARE message includes the MAC-hs Window Size IE or T1 IE in the HS-DSCH Information To Modify IE, then the DRNS shall use the indicated values in the new configuration for the related HSDPA Priority Queue.

· If the RADIO LINK RECONFIGURATION PREPARE message includes the MAC-d PDU Size Index IE in the Modify Priority Queue choice, the DRNS shall delete the previous list of MAC-d PDU Size Index values for the related HSDPA Priority Queue and use the MAC-d PDU Size Index values indicated in the MAC-d PDU Size Index IE in the new configuration.

· [FDD - If the RADIO LINK RECONFIGURATION PREPARE message includes the CQI Feedback Cycle k IE, the CQI Repetition Factor IE, the ACK-NACK Repetition Factor IE, the ACK Power Offset IE, the NACK Power Offset IE or the CQI Power Offset IE in the HS-DSCH Information To Modify IE, then the DRNS shall use the indicated CQI Feedback Cycle k value, the CQI Repetition Factor or the ACK-NACK Repetition Factor, ACK Power Offset, the NACK Power Offset or the CQI Power Offset in the new configuration.]

· [FDD - If the HS-SCCH Power Offset IE is included in the HS-DSCH Information To Modify IE, the DRNS may use this value to determine the HS-SCCH power. The HS-SCCH Power Offset should be applied for any HS-SCCH transmission to this UE.]

· [TDD – If the RADIO LINK RECONFIGURATION PREPARE message includes the TDD ACK NACK Power Offset IE in the HS-DSCH Information To Modify IE, the DRNS shall use the indicated power offset in the new configuration.]

· [FDD - If the HS-DSCH Information To Modify IE includes the HS-SCCH Code Change Grant IE, then the DRNS may modify the HS-SCCH codes corresponding to the HS-DSCH. The DRNC shall then report the codes which are used in the new configuration specified in the HS-SCCH Specific Information Response IE in the RADIO LINK RECONFIGURATION READY message.]

· [FDD - If the HS-DSCH Information To Modify IE includes the HS-PDSCH Code Change Grant IE, then the DRNS may modify the HS-PDSCH codes corresponding to the HS-DSCH. The DRNC shall then report the codes which are used in the new configuration specified in the Continuous Packet Connectivity HS-SCCH less Information Response IE in the RADIO LINK RECONFIGURATION READY message. If the concerned DRNS is not in Continuous Packet Connectivity HS-SCCH less mode, the SRNC shall not include the HS-PDSCH Code Change Grant IE in the HS-DSCH Information To Modify IE.]

· [TDD - If the HS-DSCH Information To Modify IE includes the HS-SCCH Code Change Grant IE, then the DRNS may modify the HS-SCCH parameters corresponding to the HS-DSCH. The DRNC shall then report the values for the parameters which are used in the new configuration specified in the [3.84Mcps TDD - HS-SCCH Specific Information Response IE] [1.28Mcps TDD - HS-SCCH Specific Information Response LCR IE] [7.68 Mcps TDD - HS-SCCH Specific Information Response 7.68 Mcps IE] in the RADIO LINK RECONFIGURATION READY message.]
· [FDD – If the RADIO LINK RECONFIGURATION PREPARE message includes the HARQ Preamble Mode IE in the HS-DSCH Information To Modify IE, then the DRNS shall use the indicated HARQ Preamble Mode in the new configuration as described in [10], if HS-DPCCH ACK/NACK preamble and postamble is supported. Then, in this case, if the mode 1 is applied, the DRNC shall include the HARQ Preamble Mode Activation Indicator IE in the HS-DSCH Information Response IE in the RADIO LINK RECONFIGURATION READY message. If the HARQ Preamble Mode IE is not included or if the mode 0 is applied, then the DRNC shall not include the HARQ Preamble Mode Activation Indicator IE in the HS-DSCH Information Response IE in the RADIO LINK RECONFIGURATION READY message.]
· If the RADIO LINK RECONFIGURATION PREPARE message includes the HS-DSCH MAC-d PDU Size Format  IE in the HS-DSCH Information To Modify IE, then the DRNS shall use, in the new configuration,  the indicated format in user plane frame structure for HS-DSCH channels [32] and MAC-hs [41].
-
[FDD – If the RADIO LINK RECONFIGURATION PREPARE message includes the HS-DSCH Physical Layer Category IE in the HS-DSCH Information To Modify IE, the DRNS shall use this information in the new configuration.]
-
[FDD - If the MIMO Mode Indicator IE is included in the HS-DSCH Information To Modify IE, then:]
-
[FDD - The DRNS shall activate/deactivate the MIMO mode for the HS-DSCH Radio Link in the new configuration in accordance with the MIMO Mode Indicator IE.]

-
[FDD - If the MIMO Mode Indicator IE is set to "Activate", then the DRNS shall decide the pilot configuration and the UE reporting configuration (N/M ratio) according to [10] for MIMO and include the MIMO Information Response IE in the HS-DSCH FDD Information Response IE in the RADIO LINK RECONFIGURATION READY message.]

-
[FDD - The DRNC may include the HARQ Memory Partitioning IE in the RADIO LINK RECONFIGURATION READY message. The HARQ Memory Partitioning IE may contain the HARQ Memory Partitioning Information Extension For MIMO IE.]

-
[FDD - If the Sixtyfour QAM Usage Allowed Indicator IE is included in the HS-DSCH Information To Modify IE, then the DRNS may if the value is set to "allowed" use 64 QAM for the HS-DSCH Radio Link, and the DRNS shall include the SixtyfourQAM DL Usage Indicator IE in the HS-DSCH FDD Information Response IE in the RADIO LINK RECONFIGURATION READY message.]

-
[FDD - If the Sixtyfour QAM Usage Allowed Indicator IE is included in the HS-DSCH Information To Modify IE with value set to "not allowed", then the DRNS shall not use  64 QAM for the HS-DSCH Radio Link.]

-
[FDD - If MAC-ehs is applied in the new configuration, and if Sixtyfour QAM will not be used, the DRNS shall include the HS-DSCH TB Size Table Indicator IE in the RADIO LINK RECONFIGURATION READY message if it decides to use the octet aligned table defined in [41] for HS-DSCH Transport Block Size signalling.]
-
[1.28Mcps TDD - If the MIMO Mode Indicator IE is included in the HS-DSCH Information To Modify IE, then:]
-
[1.28Mcps TDD - The DRNS shall activate/deactivate the MIMO mode for the HS-DSCH Radio Link in the new configuration in accordance with the MIMO Mode Indicator IE.]

-
[1.28 Mcps TDD - If the MIMO Mode Indicator IE is set to "Activate", then the DRNS shall decide the SF mode for HS-PDSCH dual stream and include the MIMO SF Mode for HS-PDSCH dual stream IE in the HS-DSCH TDD Information Response IE in the RADIO LINK RECONFIGURATION READY message.]
-
[1.28Mcps TDD - The DRNC may include the HARQ Memory Partitioning IE in the RADIO LINK RECONFIGURATION READY message. The HARQ Memory Partitioning IE may contain the HARQ Memory Partitioning Information Extension For MIMO IE.]
-
[FDD - Any secondary serving HS-DSCH that was applied in the old configuration shall remain in the new configuration unless it is explicitly removed.]
-
[FDD - If secondary serving HS-DSCH is applied also in the new configuration, then any changes related to parameters that are common for both the serving and the secondary serving HS-DSCH should be applied also for the secondary serving HS-DSCH.]
-
If the RADIO LINK RECONFIGURATION PREPARE message includes DL RLC PDU Size Format IE for a Priority Queue in the in the HS-DSCH Information To Modify IE, the DL RLC PDU Size Format IE may be used by the DRNS to determine the allocated capacity on user plane as described in [32].
[FDD - Secondary Serving HS-DSCH Modification:]

[FDD - If the RADIO LINK RECONFIGURATION PREPARE message includes the HS-DSCH FDD Secondary Serving Information To Modify IE, then:]

-
[FDD - If the HS-SCCH Power Offset IE is included in the HS-DSCH FDD Secondary Serving Information To Modify IE, the DRNS may use this value to determine the HS-SCCH power. The HS-SCCH Power Offset should be applied for any secondary serving HS-SCCH transmission to this UE.]

-
[FDD - If the HS-DSCH FDD Secondary Serving Information To Modify IE includes the HS-SCCH Code Change Grant IE, then the DRNS may modify the HS-SCCH codes corresponding to the secondary serving HS-DSCH. The DRNC shall then report the codes which are used in the new configuration specified in the HS-SCCH Specific Secondary Serving Information Response IE in the HS-DSCH FDD Secondary Serving Information Response IE in the Additional HS Cell Information Response IE in the RADIO LINK RECONFIGURATION READY message.]

-
[FDD - If the Sixtyfour QAM Usage Allowed Indicator IE is included in the HS-DSCH FDD Secondary Serving Information To Modify IE, then the DRNS may if the value is set to "allowed" use 64 QAM for the secondary serving HS-DSCH Radio Link, and the DRNS shall include the SixtyfourQAM DL Usage Indicator IE in the HS-DSCH FDD Secondary Serving Information Response IE in the Additional HS Cell Information Response IE in the RADIO LINK RECONFIGURATION READY message.]

-
[FDD - If the Sixtyfour QAM Usage Allowed Indicator IE is included in the HS-DSCH FDD Secondary Serving Information To Modify IE with value set to "not allowed", then the DRNS shall not use  64 QAM for the secondary serving HS-DSCH Radio Link.]

-
[FDD - If, in the new configuration, the UE context is configured not to use Sixtyfour QAM for the secondaery serving HS-DSCH, then the DRNC shall include the HS-DSCH TB Size Table Indicator IE in the HS-DSCH FDD Secondary Serving Information Response IE in the Additional HS Cell Information Response IE in the RADIO LINK RECONFIGURATION READY message if it decides to use the octet aligned table defined in [41] for secondary serving HS-DSCH Transport Block Size signalling.]
[FDD – Secondary Serving HS-DSCH Removal:]

[FDD - If the RADIO LINK RECONFIGURATION PREPARE message includes the HS-DSCH Secondary Serving Remove IE in the Additional HS Cell Information RL Reconf Prep IE, then the indicated secondary serving HS-DSCH Radio Link shall be removed.]

HS-DSCH MAC-d Flow Addition/Deletion:

If the RADIO LINK RECONFIGURATION PREPARE message includes any HS-DSCH MAC-d Flows To Add or HS-DSCH MAC-d Flows To Delete IEs, then the DRNS shall use this information to add/delete the indicated HS-DSCH MAC-d flows on the Serving HS-DSCH Radio Link. When an HS-DSCH MAC-d flow is deleted, all its associated Priority Queues shall also be removed.

If the RADIO LINK RECONFIGURATION PREPARE message includes an HS-DSCH MAC-d Flows To Delete IE requesting the deletion of all remaining HS-DSCH MAC-d flows for the UE Context, then the DRNC shall delete the HS-DSCH configuration from the UE Context and release the HS-PDSCH resources.

If the RADIO LINK RECONFIGURATION PREPARE message includes the HS-DSCH MAC-d Flows To Add IE, then:

· The DRNS may use the Traffic Class IE for a specific HS-DSCH MAC-d flow to determine the transport bearer characteristics to apply between DRNC and Node B. If TrCH Source Statistics Descriptor IE is present with the value "RRC" in the HS-DSCH MAC-d Flows Information IE, then the DRNC should ignore the Traffic Class IE.

· If the TNL QoS IE is included for a MAC-d flow and if ALCAP is not used, the TNL QoS IE may be used by the DRNS to determine the transport bearer characteristics to apply in the uplink between the DRNS and the SRNC for the related MAC-d flow.

· The DRNC shall include the HS-DSH Initial Capacity Allocation IE in the RADIO LINK RECONFIGURATION READY message for every HS-DSCH MAC-d flow being added, if the DRNS allows the SRNC to start transmission of MAC-d PDUs before the DRNS has allocated capacity on user plane as described in [32]. If the UE context is configured to use the "Flexible MAC-d PDU Size" format for the HS-DSCH, then DRNC shall only set in the HS-DSCH Initial Capacity Allocation IE the values for the peer of  Scheduling Priority Indicator IE and Maximum MAC-d PDU Size Extended IE to the values of the corresponding peer recieved in RADIO LINK RECONFIGURATION PREPARE message in the HS-DSCH MAC-d Flows To Add IE for a Priority Queue including  Scheduling Priority Indicator IE and Maximum MAC-d PDU Size Extended IE.

· If the RADIO LINK RECONFIGURATION PREPARE message includes the MAC-hs Guaranteed Bit Rate IE in the HS-DSCH MAC-d Flows To Add IE, the DRNS shall use this information to optimise MAC-hs scheduling decisions for the related HSDPA Priority Queue.

· If the RADIO LINK RECONFIGURATION PREPARE message includes the Discard Timer IE for a Priority Queue in the HS-DSCH MAC-d Flows To Add IE, then the DRNS shall use this information to discard out-of-date MAC-hs SDUs from the related HSDPA Priority Queue.

· If the RADIO LINK RECONFIGURATION PREPARE message includes the Maximum MAC-d PDU Size Extended IE for a Priority Queue in the HS-DSCH MAC-d Flows To Add IE, then the DRNC shall ignore the SID IE and MAC-d PDU Size IE in the MAC-d PDU Size Index IE and use Maximum MAC-d PDU Size Extended IE to optimise capacity allocation for the related HSDPA Priority Queue.

· The DRNC may include the HARQ Memory Partitioning IE in the RADIO LINK RECONFIGURATION READY message. [FDD – The HARQ Memory Partitioning IE may contain the HARQ Memory Partitioning Information Extension For MIMO IE.]

-
If the RADIO LINK RECONFIGURATION PREPARE message includes DL RLC PDU Size Format IE for a Priority Queue in the in the HS-DSCH MAC-d Flows To Add IE, the DL RLC PDU Size Format IE may be used by the DRNS to determine the allocated capacity on user plane as described in [32].
[FDD – Enhanced HS Serving Cell Change:]

[FDD –-Upon receipt of the RADIO LINK RECONFIGURATION PREPARE message, if the Enhanced HS Serving Cell Change is preconfigured in the DRNS for the UE context, the DRNS may execute the Enhanced HS Serving Cell Change procedure according to [63.]

[FDD - If the RADIO LINK RECONFIGURATION PREPARE message includes the Enhanced HS Serving CC Abort IE in the HS-DSCH Information To Modify IE or the HS-DSCH FDD Information IE then the DRNS shall not execute the synchronized Enhanced HS Serving Cell Change procedure when performing the Serving HS-DSCH Radio Link Change or the HS-DSCH Setup.]

//partially omitted
//4th change

8.3.7
Unsynchronised Radio Link Reconfiguration

8.3.7.1
General

The Unsynchronised Radio Link Reconfiguration procedure is used to reconfigure Radio Link(s) related to one UE‑UTRAN connection within a DRNS.

The procedure is used when there is no need to synchronise the time of the switching from the old to the new radio link configuration in the cells used by the UE-UTRAN connection within the DRNS.

This procedure shall use the signalling bearer connection for the relevant UE Context.

The Unsynchronised Radio Link Reconfiguration procedure shall not be initiated if a Prepared Reconfiguration exists, as defined in subclause 3.1.

8.3.7.2
Successful Operation
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Figure 14: Unsynchronised Radio Link Reconfiguration procedure, Successful Operation

//partially omitted
HS-DSCH Setup:

If the HS-DSCH Information IE is present in the RADIO LINK RECONFIGURATION REQUEST message, then:

· The DRNS shall setup the requested HS-PDSCH resources on the Serving HS-DSCH Radio Link indicated by the HS-PDSCH RL ID IE.

· The DRNC shall include the HARQ Memory Partitioning IE in the [FDD – HS-DSCH FDD Information Response IE] [TDD – HS-DSCH TDD Information Response IE] in the RADIO LINK RECONFIGURATION RESPONSE message. [FDD – The HARQ Memory Partitioning IE shall either contain the HARQ Memory Partitioning Information Extension For MIMO IE or the Number of Processes IE set to a value higher than "8", if the MIMO Activation Indicator IE is included in the HS-DSCH Information IE.] [1.28Mcps TDD– The HARQ Memory Partitioning IE shall either contain the HARQ Memory Partitioning Information Extension For MIMO IE or the Number of Processes IE set to a value higher than "8", if the MIMO Activation Indicator IE is included in the HS-DSCH Information IE.]

· The DRNC shall allocate an HS-DSCH-RNTI to the UE Context and include the HS-DSCH-RNTI IE in the RADIO LINK RECONFIGURATION RESPONSE message.

· The DRNS may use the Traffic Class IE for a specific HS-DSCH MAC-d flow to determine the transport bearer characteristics to apply between DRNC and Node B. If TrCH Source Statistics Descriptor IE is present with the value "RRC" in the HS-DSCH MAC-d Flows Information IE, then the DRNC should ignore the Traffic Class IE.

· If the TNL QoS IE is included for a MAC-d flow and if ALCAP is not used, the TNL QoS IE may be used by the DRNS to determine the transport bearer characteristics to apply in the uplink between the DRNS and the SRNC for the related MAC-d flow.

-
If fields are to be included in the User Plane by the SRNC to handle TNL Congestion Control for HSDPA in the DRNS, then the DRNC shall include the User Plane Congestion Fields Inclusion IE in the HS-DSCH Information Response IE.

· If the RADIO LINK RECONFIGURATION REQUEST message includes the MAC-hs Guaranteed Bit Rate IE for a Priority Queue in the HS-DSCH MAC-d Flows Information IE in the HS-DSCH Information IE, then the DRNS shall use this information to optimise MAC-hs scheduling decisions for the related HSDPA Priority Queue.
· If the RADIO LINK RECONFIGURATION REQUEST message includes the Discard Timer IE for a Priority Queue in the HS-DSCH MAC-d Flows Information IE in the HS-DSCH Information IE, then the DRNS shall use this information to discard out-of-date MAC-hs SDUs from the related HSDPA Priority Queue.
· If the RADIO LINK RECONFIGURATION REQUEST message includes the Maximum MAC-d PDU Size Extended IE for a Priority Queue in the HS-DSCH MAC-d Flows Information IE in the HS-DSCH Information IE, then the DRNS shall ignore the SID IE and MAC-d PDU Size IE in the MAC-d PDU Size Index IE and use Maximum MAC-d PDU Size Extended IE to optimise capacity allocation for the related HSDPA Priority Queue. 
· The DRNC shall include the HS-DSCH Initial Capacity Allocation IE in the [FDD – HS-DSCH FDD Information Response IE] [TDD – HS-DSCH TDD Information Response IE] in the RADIO LINK RECONFIGURATION RESPONSE message for every HS-DSCH MAC-d flow being established, if the DRNS allows the SRNC to start transmission of MAC-d PDUs before the DRNS has allocated capacity on user plane as described in [32]. If RADIO LINK RECONFIGURATION REQUESTmessage includes  HS-DSCH MAC-d PDU Size Format IE in the HS-DSCH  Information IE set to "Flexible MAC-d PDU Size", then DRNC shall only set in the HS-DSCH Initial Capacity Allocation IE the values for the peer of  Scheduling Priority Indicator IE and Maximum MAC-d PDU Size Extended IE to the values of the corresponding peer recieved in RADIO LINK RECONFIGURATION REQUEST in the HS-DSCH MAC-d Flows Information IE in the HS-DSCH Information IE for a Priority Queue including  Scheduling Priority Indicator IE and Maximum MAC-d PDU Size Extended IE.

· [FDD - If the RADIO LINK RECONFIGURATION REQUEST message includes the HS-SCCH Power Offset IE in the HS-DSCH Information IE, then the DRNS may use this value to determine the HS-SCCH power. The HS-SCCH Power Offset should be applied for any HS-SCCH transmission to this UE.]

· [FDD - The DRNS shall allocate HS-SCCH codes corresponding to the HS-DSCH and the DRNC shall include the HS-SCCH Specific Information Response IE in the HS-DSCH FDD Information Response IE in the RADIO LINK RECONFIGURATION RESPONSE message.]

· [TDD - The DRNS shall allocate HS-SCCH parameters corresponding to the HS-DSCH and the DRNC shall include the [3.84Mcps TDD - HS-SCCH Specific Information Response IE] [1.28Mcps TDD - HS-SCCH Specific Information Response LCR IE] [7.68Mcps TDD - HS-SCCH Specific Information Response 7.68Mcps IE] in the HS-DSCH TDD Information Response IE in the RADIO LINK RECONFIGURATION RESPONSE message.]
· [FDD - The DRNC shall include the HS-PDSCH And HS-SCCH Scrambling Code IE in the HS-DSCH FDD Information Response IE in the RADIO LINK RECONFIGURATION RESPONSE message.]
· [FDD – If the RADIO LINK RECONFIGURATION REQUEST message includes the HARQ Preamble Mode IE in the HS-DSCH Information IE, then the DRNS shall use the indicated HARQ Preamble Mode as described in [10], if HS-DPCCH ACK/NACK preamble and postamble is supported. Then, in this case, if the mode 1 is applied, the DRNC shall include the HARQ Preamble Mode Activation Indicator IE in the HS-DSCH Information Response IE in the RADIO LINK RECONFIGURATION RESPONSE message. If the HARQ Preamble Mode IE is not included or if the mode 0 is applied, then the DRNC shall not include the HARQ Preamble Mode Activation Indicator IE in the HS-DSCH Information Response IE in the RADIO LINK RECONFIGURATION RESPONSE message.]
· If the RADIO LINK RECONFIGURATION REQUEST message includes the HS-DSCH MAC-d PDU Size Format  IE in the HS-DSCH  Information IE, then the DRNS shall use the indicated format in user plane frame structure for HS-DSCH channels [32] and MAC-hs [41]. 
· [FDD - The DRNC shall include the Measurement Power Offset IE in the HS-DSCH Information Response IE in the RADIO LINK RECONFIGURATION RESPONSE message.]

-
[FDD - If the MIMO Activation Indicator IE is included in the HS-DSCH FDD Information IE, then]
-
[FDD - The DRNS shall activate the MIMO mode for the HS-DSCH Radio Link.]

-
[FDD – The DRNS shall decide the pilot configuration and the UE reporting configuration (N/M ratio) according to [10] for MIMO and include the MIMO Information Response IE in the HS-DSCH FDD Information Response IE in the RADIO LINK RECONFIGURATION RESPONSE message.]

-
[1.28 Mcps TDD - If the MIMO Activation Indicator IE is included in the HS-DSCH TDD Information IE, then]

-
[1.28 Mcps TDD - The DRNS shall activate the MIMO mode for the HS-DSCH Radio Link.]

-
[1.28 Mcps TDD - The DRNS shall decide the SF mode for HS-PDSCH dual stream and include the MIMO SF Mode for HS-PDSCH dual stream IE in the HS-DSCH TDD Information Response IE in the RADIO LINK RECONFIGURATION RESPONSE message.]
-
[FDD - If the Sixtyfour QAM Usage Allowed Indicator IE is included in the HS-DSCH FDD Information IE, then the DRNS may if the value is set to "allowed" use 64 QAM for the HS-DSCH Radio Link, and the DRNS shall include the SixtyfourQAM DL Usage Indicator IE in the HS-DSCH FDD Information Response IE in the RADIO LINK RECONFIGURATION RESPONSE message.]

-
[FDD - If the Sixtyfour QAM Usage Allowed Indicator IE is included in the HS-DSCH FDD Information IE with value set to "not allowed", then the DRNS shall not use 64 QAM for the HS-DSCH Radio Link.]

-
[FDD - If the RADIO LINK RECONFIGURATION REQUEST message includes the HS-DSCH MAC-d PDU Size Format IE set to "Flexible MAC-d PDU Size" and if Sixtyfour QAM will not be used, the DRNS shall include the HS-DSCH TB Size Table Indicator IE in the RADIO LINK RECONFIGURATION RESPONSE message if it decides to use the octet aligned table defined in [41] for HS-DSCH Transport Block Size signalling.]

-
[FDD - If the UE without HS-SCCH constraint indicator IE is included in the HS-DSCH FDD Information IE, then the DRNS may use a different HS-SCCH in consecutive TTIs for this UE.]

-
[FDD - If secondary serving HS-DSCH is applied also in the new configuration, then any changes related to parameters that are common for both the serving and the secondary serving HS-DSCH should be applied also for the secondary serving HS-DSCH.]
-
If the RADIO LINK RECONFIGURATION REQUEST message includes DL RLC PDU Size Format IE for a Priority Queue in the HS-DSCH MAC-d Flows Information IE in the HS-DSCH Information IE, the DL RLC PDU Size Format IE may be used by the DRNS to determine the allocated capacity on user plane as described in [32].
[FDD - Secondary Serving HS-DSCH Setup:]

[FDD - If the C-ID IE is present in the RADIO LINK RECONFIGURATION REQUEST message, then:]

-
[FDD - The DRNS shall setup the requested HS-PDSCH resources on the secondary serving HS-DSCH Radio Link indicated by the HS-PDSCH RL ID IE. Non cell specific secondary serving Radio Link and non cell specific secondary serving HS-DSCH parameters take the same values as for the serving HS-DSCH cell.]

-
[FDD - The DRNC shall allocate an HS-DSCH-RNTI to the UE Context and include the HS-DSCH-RNTI IE in the Additional HS Cell Information Response IE in the RADIO LINK RECONFIGURATION RESPONSE message.]

-
[FDD - If the RADIO LINK RECONFIGURATION REQUEST message includes the HS-SCCH Power Offset IE in the HS-DSCH FDD Secondary Serving Information IE, then the DRNS may use this value to determine the HS-SCCH power. The HS-SCCH Power Offset should be applied for any secondary serving HS-SCCH transmission to this UE.]

-
[FDD - The DRNS shall allocate HS-SCCH codes corresponding to the secondary serving HS-DSCH and the DRNC shall include the HS-SCCH Specific Secondary Serving Information Response IE in the HS-DSCH FDD Secondary Serving Information Response IE in the Additional HS Cell Information Response IE in the RADIO LINK RECONFIGURATION RESPONSE message.]

-
[FDD - The DRNC shall include the HS-PDSCH And HS-SCCH Scrambling Code IE in the HS-DSCH FDD Secondary Serving Information Response IE in the Additional HS Cell Information Response IE in the RADIO LINK RECONFIGURATION RESPONSE message.]
-
[FDD - The DRNC shall include the Measurement Power Offset IE in the HS-DSCH FDD Secondary Serving Information Response IE in the Additional HS Cell Information Response IE in the RADIO LINK RECONFIGURATION RESPONSE message.]

-
[FDD - If the Sixtyfour QAM Usage Allowed Indicator IE is included in the HS-DSCH FDD Secondary Serving Information IE, then the DRNS may if the value is set to "allowed" use 64 QAM for the secondary serving HS-DSCH Radio Link, and the DRNS shall include the SixtyfourQAM DL Usage Indicator IE in the HS-DSCH FDD Secondary Serving Information Response IE in the Additional HS Cell Information Response IE in the RADIO LINK RECONFIGURATION RESPONSE message.]

-
[FDD - If the Sixtyfour QAM Usage Allowed Indicator IE is included in the HS-DSCH FDD Secondary Serving Information IE with value set to "not allowed", then the DRNS shall not use 64 QAM for the secondary serving HS-DSCH Radio Link.]

-
[FDD - If, in the new configuration, the UE context is configured not to use Sixtyfour QAM for the secondary serving HS-DSCH, the DRNS shall include the HS-DSCH TB Size Table Indicator IE in the HS-DSCH FDD Secondary Serving Information Response IE in the Additional HS Cell Information Response IE in the RADIO LINK RECONFIGURATION RESPONSE message if it decides to use the octet aligned table defined in [41] for HS-DSCH Transport Block Size signalling.]
Intra-DRNS Serving HS-DSCH Radio Link Change:

If the RADIO LINK RECONFIGURATION REQUEST message includes the HS-PDSCH RL ID IE, this indicates the new Serving HS-DSCH Radio Link:

· The DRNS shall release the HS-PDSCH resources on the old Serving HS-DSCH Radio Link and setup the HS-PDSCH resources on the new Serving HS-DSCH Radio Link.

-
If fields are to be included in the User Plane by the SRNC to handle TNL Congestion Control for HSDPA in the DRNS, then the DRNC shall include the User Plane Congestion Fields Inclusion IE in the HS-DSCH Information Response IE.

· The DRNC may include the HARQ Memory Partitioning IE in the [FDD – HS-DSCH FDD Information Response IE] [TDD – HS-DSCH TDD Information Response IE] in the RADIO LINK RECONFIGURATION RESPONSE message. [FDD – The HARQ Memory Partitioning IE may contain the HARQ Memory Partitioning Information Extension For MIMO IE.] [1.28Mcps TDD– The HARQ Memory Partitioning IE may contain the HARQ Memory Partitioning Information Extension For MIMO IE.]

· The DRNC shall allocate a new HS-DSCH-RNTI to the UE Context and include the HS-DSCH-RNTI IE in the RADIO LINK RECONFIGURATION RESPONSE message.

· If a reset of the MAC-hs is not required the DRNS shall include the MAC-hs Reset Indicator IE in the RADIO LINK RECONFIGURATION RESPONSE message.

· [FDD - The DRNC shall include the Measurement Power Offset IE in the HS-DSCH Information Response IE in the RADIO LINK RECONFIGURATION RESPONSE message.]
· [FDD - The DRNS shall allocate HS-SCCH codes corresponding to the HS-DSCH and the DRNC shall include the HS-SCCH Specific Information Response IE in the HS-DSCH FDD Information Response IE in the RADIO LINK RECONFIGURATION RESPONSE message.]

· [TDD - The DRNS shall allocate HS-SCCH parameters corresponding to the HS-DSCH and the DRNC shall include the [3.84Mcps TDD - HS-SCCH Specific Information Response IE] [1.28Mcps TDD - HS-SCCH Specific Information Response LCR IE] [7.68 Mcps TDD - HS-SCCH Specific Information Response 7.68 Mcps IE] in the HS-DSCH TDD Information Response IE in the RADIO LINK RECONFIGURATION RESPONSE message.]
· [TDD - The DRNC shall include the [3.84 Mcps TDD - HS-PDSCH Timeslot Specific Information IE] [1.28 Mcps TDD - HS-PDSCH Timeslot Specific Information LCR IE] [7.68 Mcps TDD - HS-PDSCH Timeslot Specific Information 7.68 Mcps IE]in the HS-DSCH Information Response IE in the RADIO LINK RECONFIGURATION RESPONSE message.]
· [FDD - The DRNC shall include the HS-PDSCH And HS-SCCH Scrambling Code IE in the HS-DSCH FDD Information Response IE in the RADIO LINK RECONFIGURATION RESPONSE message.]

-
The DRNC may include the Transport Layer Address IE and the Binding ID IE for HS-DSCH MAC-d flow in the [FDD – HS-DSCH FDD Information Response IE] [TDD – HS-DSCH TDD Information Response IE] in the RADIO LINK RECONFIGURATION RESPONSE message.

-
If the TNL QoS IE is included for a MAC-d flow and if ALCAP is not used, the TNL QoS IE may be used by the DRNS to determine the transport bearer characteristics to apply in the uplink between the DRNS and the SRNC for the related MAC-d flow.

[FDD - Intra-DRNS Secondary Serving HS-DSCH Radio Link Change:]

[FDD - If the RADIO LINK RECONFIGURATION REQUEST message includes the HS-PDSCH RL ID IE in the Additional HS Cell Information RL Reconf Req IE, this indicates the new Serving HS-DSCH Radio Link:]

-
[FDD - The DRNS shall release the HS-PDSCH resources on the old secondary serving HS-DSCH Radio Link and setup the HS-PDSCH resources on the new secondary serving HS-DSCH Radio Link. Non cell specific secondary serving Radio Link and non cell specific secondary serving HS-DSCH parameters take the same values as for the serving HS-DSCH cell.]

-
[FDD - The DRNC shall allocate a new HS-DSCH-RNTI to the UE Context and include the HS-DSCH-RNTI IE in the Additional HS Cell Information Response IE in the RADIO LINK RECONFIGURATION RESPONSE message.]

-
[FDD - The DRNC shall include the Measurement Power Offset IE in the HS-DSCH FDD Secondary Serving Information Response IE in the Additional HS Cell Information Response IE in the RADIO LINK RECONFIGURATION RESPONSE message.]
-
[FDD - The DRNS shall allocate HS-SCCH codes corresponding to the secondary serving HS-DSCH and the DRNC shall include the HS-SCCH Specific Secondary Serving Information Response IE in the HS-DSCH FDD Secondary Serving Information Response IE in the Additional HS Cell Information Response IE in the RADIO LINK RECONFIGURATION RESPONSE message.]

-
[FDD - The DRNC shall include the HS-PDSCH And HS-SCCH Scrambling Code IE in the HS-DSCH FDD Secondary Serving Information Response IE in the Additional HS Cell Information Response IE in the RADIO LINK RECONFIGURATION RESPONSE message.]

HS-DSCH Modification:

If the RADIO LINK RECONFIGURATION REQUEST message includes the HS-DSCH Information To Modify Unsynchronised IE, then:

· The DRNC shall include the HS-DSCH Initial Capacity Allocation IE for each HS-DSCH MAC-d flow being modified for which the establishment of one or several new Priority Queues was requested, if the DRNS allows the SRNC to start the transmission of MAC-d PDUs for the Priority Queue(s) being established before the DRNS has allocated capacity on user plane as described in [32]. If UE context is configured to use  "Flexible MAC-d PDU Size", then DRNC shall only set in the HS-DSCH Initial Capacity Allocation IE the values for the peer of  Scheduling Priority Indicator IE and Maximum MAC-d PDU Size Extended IE to the values of the corresponding peer for the Priority Queue of UE context.

· If the RADIO LINK RECONFIGURATION REQUEST message includes the Traffic Class IE in the HS-DSCH Information To Modify Unsynchronised IE for a specific HS-DSCH MAC-d flow, the DRNS may use this information to determine the transport bearer characteristics to apply between DRNC and Node B. The DRNC should ignore the Traffic Class IE if the TrCH Source Statistics Descriptor IE for this specific HS-DSCH MAC-d flow indicates the value "RRC".

· If the TNL QoS IE is included for a MAC-d flow and if ALCAP is not used, the TNL QoS IE may be used by the DRNS to determine the transport bearer characteristics to apply in the uplink between the DRNS and the SRNC for the related MAC-d flow.

· If the RADIO LINK RECONFIGURATION REQUEST message includes the MAC-hs Guaranteed Bit Rate IE in the HS-DSCH Information To Modify Unsynchronised IE, the DRNS shall use this information to optimise MAC-hs scheduling decisions for the related HSDPA Priority Queue.
· If the RADIO LINK RECONFIGURATION REQUEST message includes the Discard Timer IE for a Priority Queue in the HS-DSCH Information To Modify Unsynchronised IE, then the DRNS shall use this information to discard out-of-date MAC-hs SDUs from the related HSDPA Priority Queue.
· [FDD - If the RADIO LINK RECONFIGURATION REQUEST message includes the ACK Power Offset IE, the NACK Power Offset IE or the CQI Power Offset IE in the HS-DSCH Information To Modify Unsynchronised IE, then the DRNS shall use the indicated ACK Power Offset, the NACK Power Offset or the CQI Power Offset in the new configuration.]

· [FDD - If the HS-SCCH Power Offset IE is included in the HS-DSCH Information To Modify Unsynchronised IE, the DRNS may use this value to determine the HS-SCCH power. The HS-SCCH Power Offset should be applied for any HS-SCCH transmission to this UE.]

· [TDD – If the RADIO LINK RECONFIGURATION REQUEST message includes the TDD ACK NACK Power Offset IE in the HS-DSCH Information To Modify Unsynchronised IE, the DRNS shall use the indicated power offset in the new configuration.]

· [FDD – If the RADIO LINK RECONFIGURATION REQUEST message includes the HARQ Preamble Mode IE in the HS-DSCH Information To ModifyUnsynchronised IE, then the DRNS shall use the indicated HARQ Preamble Mode in the new configuration as described in [10], if HS-DPCCH ACK/NACK preamble and postamble is supported. Then, in this case, if the mode 1 is applied, the DRNC shall include the HARQ Preamble Mode Activation Indicator IE in the HS-DSCH Information Response IE in the RADIO LINK RECONFIGURATION RESPONSE message. If the HARQ Preamble Mode IE is not included or if the mode 0 is applied, then the DRNC shall not include the HARQ Preamble Mode Activation Indicator IE in the HS-DSCH Information Response IE in the RADIO LINK RECONFIGURATION RESPONSE message.]

-
[FDD - If the MIMO Mode Indicator To Modify IE is included in the HS-DSCH Information To Modify Unsynchronised IE, then]
-
[FDD - The DRNS shall activate/deactivate the MIMO mode for the HS-DSCH Radio Link in the new configuration in accordance with the MIMO Mode Indicator IE.]

-
[FDD - If the MIMO Mode Indicator IE is set to "Activate", then the DRNS shall decide the pilot configuration and the UE reporting configuration (N/M ratio) according to [10] for MIMO and include the MIMO Information Response IE in the HS-DSCH FDD Information Response IE in the RADIO LINK RECONFIGURATION RESPONSE message.]

-
[FDD - The DRNC may include the HARQ Memory Partitioning IE in the RADIO LINK RECONFIGURATION RESPONSE message. The HARQ Memory Partitioning IE may contain the HARQ Memory Partitioning Information Extension For MIMO IE.]

-
[FDD - If the Sixtyfour QAM Usage Allowed Indicator IE is included in the HS-DSCH Information To Modify Unsynchronised IE, then the DRNS may if the value is set to "allowed" use 64 QAM for the HS-DSCH Radio Link, and the DRNS shall include the SixtyfourQAM DL Usage Indicator IE in the HS-DSCH FDD Information Response IE in the RADIO LINK RECONFIGURATION RESPONSE message.]

-
[FDD - If the Sixtyfour QAM Usage Allowed Indicator IE is included in the HS-DSCH Information To Modify Unsynchronised IE with value set to "not allowed", then the DRNS shall not use 64 QAM for the HS-DSCH Radio Link.]

-
[FDD - If MAC-ehs is applied in the new configuration, and if Sixtyfour QAM will not be used, the DRNS shall include the HS-DSCH TB Size Table Indicator IE in the RADIO LINK RECONFIGURATION RESPONSE message if it decides to use the octet aligned table defined in [41] for HS-DSCH Transport Block Size signalling.]

-
[1.28Mcps TDD- If the MIMO Mode Indicator To Modify IE is included in the HS-DSCH Information To Modify Unsynchronised IE, then]
-
[1.28Mcps TDD- The DRNS shall activate/deactivate the MIMO mode for the HS-DSCH Radio Link in the new configuration in accordance with the MIMO Mode Indicator IE.]

-
[1.28 Mcps TDD - If the MIMO Mode Indicator IE is set to "Activate", then the DRNS shall decide the SF mode for HS-PDSCH dual stream and include the MIMO SF Mode for HS-PDSCH dual stream IE in the HS-DSCH TDD Information Response IE in the RADIO LINK RECONFIGURATION RESPONSE message.]
-
[FDD - Any secondary serving HS-DSCH that was applied in the old configuration shall remain in the new configuration unless it is explicitly removed.]
-
[FDD - If secondary serving HS-DSCH is applied also in the new configuration, then any changes related to parameters that are common for both the serving and the secondary serving HS-DSCH should be applied also for the secondary serving HS-DSCH.]
[FDD - Secondary Serving HS-DSCH Modification:]

[FDD - If the RADIO LINK RECONFIGURATION REQUEST message includes the HS-DSCH FDD Secondary Serving Information To Modify Unsynchronised IE in the Additional HS Cell Information RL Reconf Req IE, then:]

-
[FDD - If the HS-SCCH Power Offset IE is included in the HS-DSCH FDD Secondary Serving Information To Modify Unsynchronised IE, the DRNS may use this value to determine the HS-SCCH power. The HS-SCCH Power Offset should be applied for any secondary serving HS-SCCH transmission to this UE.]

-
[FDD - If the Sixtyfour QAM Usage Allowed Indicator IE is included in the HS-DSCH FDD Secondary Serving Information To Modify Unsynchronised IE, then the DRNS may if the value is set to "allowed" use 64 QAM for the secondary serving HS-DSCH Radio Link, and the DRNS shall include the SixtyfourQAM DL Usage Indicator IE in the HS-DSCH FDD Secondary Serving Information Response IE in the Additional HS Cell Information Response IE in the RADIO LINK RECONFIGURATION RESPONSE message.]

-
[FDD - If the Sixtyfour QAM Usage Allowed Indicator IE is included in the HS-DSCH FDD Secondary Serving Information To Modify Unsynchronised IE with value set to "not allowed", then the DRNS shall not use 64 QAM for the secondary serving HS-DSCH Radio Link.]

-
[FDD - If, in the new configuration, the UE context is configured to use the "Flexible MAC-d PDU Size" format and if Sixtyfour QAM will not be used for the secondaery serving HS-DSCH, then the DRNS shall include the HS-DSCH TB Size Table Indicator IE in the HS-DSCH FDD Secondary Serving Information Response IE in the Additional HS Cell Information Response IE in the RADIO LINK RECONFIGURATION RESPONSE message if it decides to use the octet aligned table defined in [41] for HS-DSCH Transport Block Size signalling.]
[FDD – Secondary Serving HS-DSCH Removal:]

[FDD - If the RADIO LINK RECONFIGURATION REQUEST message includes the HS-DSCH Secondary Serving Remove IE in the Additional HS Cell Information RL Reconf Req IE, then the indicated secondary serving HS-DSCH Radio Link shall be removed.]
HS-DSCH MAC-d Flow Addition/Deletion:

If the RADIO LINK RECONFIGURATION REQUEST message includes any HS-DSCH MAC-d Flows To Add or HS-DSCH MAC-d Flows To Delete IEs, then the DRNS shall use this information to add/delete the indicated HS-DSCH MAC-d flows on the Serving HS-DSCH Radio Link. When an HS-DSCH MAC-d flow is deleted, all its associated Priority Queues shall also be removed.

If the RADIO LINK RECONFIGURATION REQUEST message includes an HS-DSCH MAC-d Flows To Delete IE requesting the deletion of all remaining HS-DSCH MAC-d flows for the UE Context, then the DRNC shall delete the HS-DSCH configuration from the UE Context and release the HS-PDSCH resources.

If the RADIO LINK RECONFIGURATION REQUEST message includes the HS-DSCH MAC-d Flows To Add IE, then:

· The DRNS may use the Traffic Class IE for a specific HS-DSCH MAC-d flow to determine the transport bearer characteristics to apply between DRNC and Node B. If TrCH Source Statistics Descriptor IE is present with the value "RRC" in the HS-DSCH MAC-d Flows Information IE, then the DRNC should ignore the Traffic Class IE.

· If the TNL QoS IE is included for a MAC-d flow and if ALCAP is not used, the TNL QoS IE may be used by the DRNS to determine the transport bearer characteristics to apply in the uplink between the DRNS and the SRNC for the related MAC-d flow.

· The DRNC shall include the HS-DSCH Initial Capacity Allocation IE in the RADIO LINK RECONFIGURATION RESPONSE message for every HS-DSCH MAC-d flow being added, if the DRNS allows the SRNC to start transmission of MAC-d PDUs before the DRNS has allocated capacity on user plane as described in [32]. If the UE context is configured to use the "Flexible MAC-d PDU Size" format for the HS-DSCH, then DRNC shall only set in the HS-DSCH Initial Capacity Allocation IE the values for the peer of  Scheduling Priority Indicator IE and Maximum MAC-d PDU Size Extended IE to the values of the corresponding peer recieved in RADIO LINK RECONFIGURATION REQUEST message in the HS-DSCH MAC-d Flows To Add IE for a Priority Queue including  Scheduling Priority Indicator IE and Maximum MAC-d PDU Size Extended IE

· If the RADIO LINK RECONFIGURATION REQUEST message includes the MAC-hs Guaranteed Bit Rate IE in the HS-DSCH MAC-d Flows To Add IE, the DRNS shall use this information to optimise MAC-hs scheduling decisions for the related HSDPA Priority Queue.

· If the RADIO LINK RECONFIGURATION REQUEST message includes the Maximum MAC-d PDU Size Extended IE for a Priority Queue in the HS-DSCH MAC-d Flows To Add IE, then the DRNC shall ignore the SID IE and MAC-d PDU Size IE in the MAC-d PDU Size Index IE and use Maximum MAC-d PDU Size Extended IE to optimise capacity allocation for the related HSDPA Priority Queue.

-
If the RADIO LINK RECONFIGURATION REQUEST message includes DL RLC PDU Size Format IE for a Priority Queue in the in the HS-DSCH MAC-d Flows To Add IE, the DL RLC PDU Size Format IE may be used by the DRNS to determine the allocated capacity on user plane as described in [32].
If the RADIO LINK RECONFIGURATION REQUEST message includes the Discard Timer IE for a Priority Queue in the HS-DSCH MAC-d Flows To Add IE, then the DRNS shall use this information to discard out-of-date MAC-hs SDUs from the related HSDPA Priority Queue.

[FDD – Enhanced HS Serving Cell Change:]

[FDD –-Upon receipt of the RADIO LINK RECONFIGURATION REQUEST message, if the Enhanced HS Serving Cell Change is preconfigured in the DRNS for the UE context, the DRNS may execute the Enhanced HS Serving Cell Change procedure according to [63]

[FDD - If the RADIO LINK RECONFIGURATION REQUEST message includes the Enhanced HS Serving CC Abort IE in the HS-DSCH Information To Modify Unsynchronised IE or the HS-DSCH FDD Information IE then the DRNS shall not execute the unsynchronized Enhanced HS Serving Cell Change procedure when performing the Serving HS-DSCH Radio Link Change or the HS-DSCH Setup.]

[FDD - If the RADIO LINK RECONFIGURATION REQUEST message includes the  No of Target Cell HS-SCCH Order IE then the DRNS shall repeat the Target Cell HS-SCCH Order on the HS-SCCH the number of times defined in the IE.]

-----------------------------------------------------End of change-----------------------------------------------
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