Page 1



²3GPP TSG-RAN WG3 Meeting #64 
(
R3-091411
San Francisco, USA, May 04th- 08th 2009
	CR-Form-v9.4

	CHANGE REQUEST

	

	(

	36.300
	CR
	CR0xxx
	(

rev
	-
	(

Current version:
	8.8.0
	(


	

	For HELP on using this form look at the pop-up text over the (
 symbols. Comprehensive instructions on how to use this form can be found at http://www.3gpp.org/specs/CR.htm.

	


	Proposed change affects:
(

	UICC apps(

	
	ME
	
	Radio Access Network
	X
	Core Network
	X


	

	Title:
(

	Specification of Initial Context Setup Failure

	
	

	Source to WG:
(

	Alcatel-Lucent, Motorola

	Source to TSG:
(

	RAN WG3

	
	

	Work item code:
(

	LTE-Interfaces
	
	Date: (

	04/05/2009

	
	
	
	
	

	Category:
(

	F
	
	Release: (

	Rel-8

	
	Use one of the following categories:
F  (correction)
A  (corresponds to a correction in an earlier release)
B  (addition of feature), 
C  (functional modification of feature)
D  (editorial modification)

Detailed explanations of the above categories can
be found in 3GPP TR 21.900.
	Use one of the following releases:
R99
(Release 1999)
Rel-4
(Release 4)
Rel-5
(Release 5)
Rel-6
(Release 6)
Rel-7
(Release 7)
Rel-8
(Release 8)
Rel-9
(Release 9)

	
	

	Reason for change:
(

	At RAN3#61bis meeting, the CR in tdoc R3-082795 has clarified under which conditions the eNB must send back an INIT CONTEXT SETUP FAILURE message. Besides, it was agreed to capture in the stage 2 TS36.300 at the next meeting RAN3#62 what are the supposed interactions between the nodes after that message is sent. This was however postponed to RAN3#64.

	
	

	Summary of change:
(

	The interactions between the eNB, the MME and the UE are clarified in the scenario of the failure of the Init Context Setup procedure. 

	
	

	Consequences if 
(

not approved:
	IOT issue if some nodes implement implicit release (i.e. consider the connection implicitly terminated) and other nodes the explicit release (i.e. consider that S1 signalling connection is not terminated).

	
	

	Clauses affected:
(

	19.2.2.3

	
	

	
	Y
	N
	
	

	Other specs
(

	
	X
	 Other core specifications
(

	

	affected:
	
	X
	 Test specifications
	

	
	
	X
	 O&M Specifications
	

	
	

	Other comments:
(

	


19.2.2.3
Initial Context Setup procedure
The Initial Context Setup procedure establishes the necessary overall initial UE context in the eNB in case of an Idle-to Active transition. The Initial Context Setup procedure is initiated by the MME.
The Initial Context Setup procedure comprises the following steps:

-
The MME initiates the Initial Context Setup procedure by sending INITIAL CONTEXT SETUP REQUEST to the eNB. This message may include general UE Context (e.g. security context, roaming restrictions, UE capability information, UE S1 signalling connection ID, etc.), E-RAB context (Serving GW TEID, QoS information), and may be piggy-backed with the corresponding NAS message.

-
Upon receipt of INITIAL CONTEXT SETUP REQUEST, the eNB setup the context of the associated UE, and perform the necessary RRC signalling towards the UE, e.g. Radio Bearer Setup procedure.
-
The eNB responds with INITIAL CONTEXT SETUP COMPLETE to inform a successful operation, and with INITIAL CONTEXT SETUP FAILURE to inform an unsuccessful operation. 
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Figure 19.2.2.3-1: Initial Context Setup procedure (highlighted in blue) in Idle-to-Active procedure

Interactions with UE Context Release procedure:

In case of unsuccessful operation, the UE-associated logical connection over S1shall be considered terminated and the eNB should release the pending RRC connection. 
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