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//1st change
8.2.7
Audit

8.2.7.1
General

This procedure is executed by the CRNC to perform an audit of the configuration and status of the logical resources in the Node B. A complete audit of a Node B is performed by one or more Audit procedures, together performing an audit sequence. The audit may cause the CRNC to re-synchronise the Node B to the status of logical resources known by the CRNC, that the Node B can support.

8.2.7.2
Successful Operation
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Figure 10: Audit procedure, Successful Operation

The procedure is initiated with an AUDIT REQUEST message sent from the CRNC to the Node B using the Node B Control Port.

If the Start Of Audit Sequence Indicator IE in the AUDIT REQUEST message is set to "start of audit sequence" a new audit sequence is started, any ongoing audit sequence shall be aborted and the Node B shall provide (part of the) audit information. If the Start Of Audit Sequence Indicator IE is set to "not start of audit sequence", the Node B shall provide (part of) the remaining audit information not already provided during this audit sequence. 

If the information provided in the AUDIT RESPONSE message completes the audit sequence, the Node B shall set the End Of Audit Sequence Indicator IE in the AUDIT RESPONSE message to "End of Audit Sequence". If not all audit information has been provided yet as part of the ongoing audit sequence, the Node B shall set the End Of Audit Sequence Indicator IE in the AUDIT RESPONSE message to "Not End of Audit Sequence".
// partially omitted
Information Provided In One Audit Sequence:
The Node B shall include one Local Cell Information IE for each local cell present in the Node B. The Node B shall include the Maximum DL Power Capability IE, the Minimum Spreading Factor IE and the Minimum DL Power Capability IE when any of those values are known by the Node B. The Node B shall include the HSDPA Capability IE set to "HSDPA Capable" and may include HS-DSCH MAC-d PDU Size Capability IE for every HSDPA-capable Local Cell. The Node B shall include the E-DCH Capability IE set to "E-DCH Capable" and may include E-DCH MAC-d PDU Size Capability IE for every E-DCH-capable Local Cell. The Node B shall include the MBMS Capability IE set to "MBMS Capable" for every MBMS-capable Local Cell. [FDD - The Node B shall include the F-DPCH Capability IE set to "F-DPCH Capable" for every F-DPCH-capable Local Cell.] [FDD - The Node B shall include the Continuous Packet Connectivity DTX-DRX Capability IE set to "Continuous Packet Connectivity DTX-DRX Capable" when Continuous Packet Connectivity DTX-DRX is supported for every Local Cell that is both HSDPA-capable and E-DCH-capable.] [FDD - The Node B shall include the Continuous Packet Connectivity HS-SCCH less Capability IE set to "Continuous Packet Connectivity HS-SCCH less Capable" when Continuous Packet Connectivity HS-SCCH less is supported for every Local Cell that is both HSDPA-capable and E-DCH-capable.] [FDD - The Node B shall include the MIMO Capability IE set to "MIMO Capable" for every MIMO-capable Local Cell.] [FDD - The Node B shall include the SixtyfourQAM DL Capability IE set to "SixtyfourQAM DL Capable" for every SixtyfourQAM DL-capable Local Cell.] [FDD - The Node B shall include the Enhanced FACH Capability IE set to "Enhanced FACH Capable" for every Enhanced FACH-capable Local Cell.] [FDD - The Node B shall include the SixteenQAM UL Capability IE set to "SixteenQAM UL Capable" for every SixteenQAM UL-capable Local Cell.] [1.28Mcps TDD - The Node B shall include the MBSFN Only Mode Capability IE set to "MBSFN Only Mode Capable" for every MBSFN Only Mode-capable Local Cell.] [FDD - The Node B shall include the F-DPCH Slot Format Capability IE set to "F-DPCH Slot Format Capable" for every F-DPCH Slot Format-capable Local Cell.] [1.28Mcps TDD - The Node B shall include the SixtyfourQAM DL Capability IE set to "SixtyfourQAM DL Capable" for every SixtyfourQAM DL-capable Local Cell.] [FDD - The Node B shall include the Common E-DCH Capability IE set to "Common E-DCH Capable" for every Common E-DCH capable Local Cell.] The Node B shall include the E-DPCCH Power Boosting Capability IE set to "E-DPCCH Power Boosting Capable " for every E-DPCCH Power Boosting -capable Local Cell. [FDD - The Node B shall include the SixtyfourQAM DL and MIMO Combined Capability IE set to "SixtyfourQAM DL and MIMO Combined Capable" for every SixtyfourQAM DL and MIMO Combined-Capable Local Cell.][1.28Mcps TDD - The Node B shall include the Enhanced FACH Capability IE set to "Enhanced FACH Capable" for every Enhanced FACH-capable Local Cell.] [1.28Mcps TDD - The Node B shall include the Enhanced PCH Capability IE set to "Enhanced PCH Capable" for every Enhanced PCH-capable Local Cell.] [1.28Mcps TDD - The Node B shall include the Enhanced UE DRX Capability LCR IE set to " Enhanced UE DRX Capable " for every Enhanced UE DRX Capable Local Cell.] [FDD - The Node B shall include the Multi Cell Capability Info IE and set the Multi Cell Capability IE value to "Multi Cell Capable" for every Multi Cell operation capable Local Cell, and if the cell can be the serving HS-DSCH then the possible cells (same sector) that can act as secondary serving HS-DSCH shall be listed in the Possible Secondary Serving Cell List IE.] [1.28Mcps TDD - The Node B shall include the Semi-Persistent scheduling Capability LCR IE set to "Semi-Persistent scheduling Capable" for every semi-persistent scheduling Capable Local Cell.] [1.28Mcps TDD - The Node B shall include the Continuous Packet Connectivity DRX Capability LCR IE set to "Continuous Packet Connectivity DRX Capability Capable" for Continuous Packet Connectivity DRX Capability Capable Local Cell.] [1.28Mcps TDD- The Node B shall include the MIMO Capability IE set to "MIMO Capable" for every MIMO-capable Local Cell.] [1.28Mcps TDD- The Node B shall include the SixtyfourQAM DL and MIMO Combined Capability IE set to "SixtyfourQAM DL and MIMO Combined Capable" for every SixtyfourQAM DL and MIMO Combined-Capable Local Cell.] [FDD - The Node B shall include the Enhanced UE DRX Capability IE set to " Enhanced UE DRX Capable" for every Enhanced UE DRX capable Local Cell.]
[1.28Mcps TDD - The Node B shall include the Special Midamble Supported Capability IE set to " Special-Midamble-Supported " for every Special Midamble Supported Local Cell.]
[TDD - The Node B shall include the Reference Clock Availability IE to indicate the availability of a Reference clock connected to the Local Cell.]
// partially omitted
//2nd change
8.2.15
Resource Status Indication

8.2.15.1
General

This procedure is used in the following cases:

1.
When a Local Cell becomes Existing at the Node B.

2.
When a Local Cell is to be deleted in Node B, i.e. becomes Not Existing.

3.
When the capabilities of the Local Cell change at the Node B.

4.
When a cell has changed its capability and/or its resource operational state at the Node B.

5.
When common physical channels and/or common transport channels have changed their capabilities at the Node B.

6.
When a Communication Control Port has changed its resource operational state at the Node B.

7.
When a Local Cell Group has changed its resource capability at the Node B.

8.
[1.28Mcps TDD - For a multi-frequency cell, when a cell has been successfully set up but a secondary frequency failure has occurred within the cell.]
Each of the above cases shall trigger a Resource Status Indication procedure and the RESOURCE STATUS INDICATION message shall contain the logical resources affected for that case and the cause value when applicable.

8.2.15.2
Successful Operation
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Figure 21: Resource Status Indication procedure, Successful Operation

The procedure is initiated with a RESOURCE STATUS INDICATION message sent from the Node B to the CRNC using the Node B Control Port.
// partially omitted
Local Cell Becomes Existing:
When a Local Cell becomes Existing at the Node B, the Node B shall make it available to the CRNC by sending a RESOURCE STATUS INDICATION message containing a "No Failure" Indication, the Local Cell ID IE and the Add/Delete Indicator IE set equal to "Add".

When the capacity credits and consumption laws are shared between several Local Cells, the Node B includes the Local Cell Group ID IE for the Local Cell. If the Local Cell Group Information IE has not already been reported in a previous RESOURCE STATUS INDICATION message, the Node B shall include the capacity credits and the consumption laws in the Local Cell Group Information IE [FDD - , including also the E-DCH capacity consumption law, if E-DCH is supported].

If the Local Cell IE contains both the DL Or Global Capacity Credit IE and the UL Capacity Credit IE, then the internal resource capabilities of the Local Cell are modelled independently in the Uplink and Downlink direction. If the UL Capacity Credit IE is not present, then the internal resource capabilities of the Local Cell are modelled as shared resources between Uplink and Downlink. If the Local Cell Group Information IE contains both the DL Or Global Capacity Credit IE and the UL Capacity Credit IE, then the internal resource capabilities of the Local Cell Group are modelled independently in the Uplink and Downlink direction. If the UL Capacity Credit IE is not present, then the internal resource capabilities of the Local Cell Group are modelled as shared resources between Uplink and Downlink.

If the Node B internal power resources are pooled for a group of Local Cells, the Node B shall include the Power Local Cell Group ID IE for the Local Cell. If the Power Local Cell Group Information IE has not already been reported in a previous RESOURCE STATUS INDICATION message, the Node B shall include this IE for the concerned Power Local Cell Group in this message. Furthermore, the sum of the Maximum DL Power Capability of all the Local Cells belonging to the same Power Local Cell Group shall not exceed the Maximum DL Power Capability of the concerned Power Local Cell Group.

If the Local Cell is HSDPA-capable when it becomes Existing, the Node B shall include the HSDPA Capability IE set to "HSDPA Capable" and may include HS-DSCH MAC-d PDU Size Capability IE for the Local Cell.
If the Local Cell is E-DCH-capable when it becomes Existing, the Node B shall include the E-DCH Capability IE set to "E-DCH Capable" and may include E-DCH MAC-d PDU Size Capability IE for the Local Cell.
If the Local Cell is MBMS-capable when it becomes Existing, the Node B shall include the MBMS Capability IE set to "MBMS Capable" for the Local Cell.

[FDD - If the Local Cell is F-DPCH-capable when it becomes Existing, the Node B shall include the F-DPCH Capability IE set to "F-DPCH Capable" for the Local Cell.]
[FDD - If the Local Cell is both HSDPA-capable and E-DCH-capable when it becomes Existing, then the Node B shall include the Continuous Packet Connectivity DTX-DRX Capability IE set to "Continuous Packet Connectivity DTX-DRX Capable" for the Local Cell when Continuous Packet Connectivity DTX-DRX is supported.]
[FDD - If the Local Cell is both HSDPA-capable and E-DCH-capable when it becomes Existing, then the Node B shall include the Continuous Packet Connectivity HS-SCCH less Capability IE set to "Continuous Packet Connectivity HS-SCCH less Capable" for the Local Cell when Continuous Packet Connectivity HS-SCCH less is supported.]

[FDD - If the Local Cell is MIMO-capable when it becomes Existing, then the Node B shall include the MIMO Capability IE set to "MIMO Capable" for the Local Cell.]

[FDD - If the Local Cell is SixtyfourQAM DL-capable when it becomes Existing, then the Node B shall include the SixtyfourQAM DL Capability IE set to "SixtyfourQAM DL Capable" for the Local Cell.]
[FDD - If the Local Cell is Enhanced FACH-capable when it becomes Existing, the Node B shall include the Enhanced FACH Capability IE set to "Enhanced FACH Capable" for the Local Cell.]
[FDD - If the Local Cell is SixteenQAM UL-capable when it becomes Existing, then the Node B shall include the SixteenQAM UL Capability IE set to "SixteenQAM UL Capable" for the Local Cell.]

[1.28Mcps TDD - If the Local Cell is MBSFN Only Mode-capable when it becomes Existing, the Node B shall include the MBSFN Only Mode Capability IE set to "MBSFN Only Mode Capable" for the Local Cell.]
[FDD - If the Local Cell is F-DPCH Slot Format-capable when it becomes Existing, then the Node B shall include the F-DPCH Slot Format Capability IE set to " F-DPCH Slot Format Capable" for the Local Cell.]

[1.28Mcps TDD - If the Local Cell is SixtyfourQAM DL-capable when it becomes Existing, then the Node B shall include the SixtyfourQAM DL Capability IE set to "SixtyfourQAM DL Capable" for the Local Cell.]

[FDD - If the Local Cell is Common E-DCH-capable when it becomes Existing, the Node B shall include the Common E-DCH Capability IE set to "Common E-DCH Capable" for the Local Cell.]
If the Local Cell is E-DPCCH Power Boosting-capable when it becomes Existing, the Node B shall include the E-DPCCH Power Boosting Capability IE set to " E-DPCCH Power Boosting Capable" for the Local Cell.

[FDD - If the Local Cell is SixtyfourQAM DL and MIMO Combined-capable when it becomes Existing, then the Node B shall include the SixtyfourQAM DL and MIMO Combined Capability IE set to "SixtyfourQAM DL and MIMO Combined Capable" for the Local Cell.]

[1.28Mcps TDD - If the Local Cell is Enhanced FACH-capable when it becomes Existing, the Node B shall include the Enhanced FACH Capability IE set to "Enhanced FACH Capable" for the Local Cell.]

[1.28Mcps TDD - The Node B shall include the Enhanced PCH Capability IE set to "Enhanced PCH Capable" for every Enhanced PCH-capable Local Cell.] 

[1.28Mcps TDD - The Node B shall include the Enhanced UE DRX Capability LCR IE set to " Enhanced UE DRX Capable " for every Enhanced UE DRX Capable Local Cell.]

[FDD - If the Local Cell is Multi Cell Capable when it becomes Existing, the Node B shall include the Multi Cell Capability Info IE and set the Multi Cell Capability IE value to "Multi Cell Capable" for the Local Cell, and if the cell can be the serving HS-DSCH then the possible cells (same sector) that can act as secondary serving HS-DSCH shall be listed in the Possible Secondary Serving Cell List IE.]
[1.28Mcps TDD - If the Local Cell is both HSDPA-capable and E-DCH-capable when it becomes Existing, then the Node B shall include the Continuous Packet Connectivity DRX Capability LCR IE set to " Continuous Packet Connectivity DRX Capable " for the Local Cell when Continuous Packet Connectivity DRX is supported.]
[1.28Mcps TDD - If the Local Cell is both HSDPA-capable and E-DCH-capable when it becomes Existing, then the Node B shall include the Semi-Persistent scheduling Capability LCR IE set to " Semi-Persistent scheduling Capable" for the Local Cell when Semi-Persistent scheduling operation is supported.][1.28Mcps TDD- If the Local Cell is MIMO-capable when it becomes Existing, then the Node B shall include the MIMO Capability IE set to "MIMO Capable" for the Local Cell.]

[1.28Mcps TDD- If the Local Cell is SixtyfourQAM DL and MIMO Combined-capable when it becomes Existing, then the Node B shall include the SixtyfourQAM DL and MIMO Combined Capability IE set to "SixtyfourQAM DL and MIMO Combined Capable" for the Local Cell.]
[FDD - If the Local Cell is Enhanced UE DRX-capable when it becomes Existing, the Node B shall include the Enhanced UE DRX Capability IE set to " Enhanced UE DRX Capable" for the Local Cell.]
[1.28Mcps TDD - If the Local Cell is Special-Midamble-Supported when it becomes Existing, the Node B shall include the Special Midamble Supported Capability IE set to " Special-Midamble-Supported " for every Special Midamble Supported Local Cell.]
Local Cell Deletion:
When a Local Cell is to be deleted in the Node B, i.e. becomes Not Existing, the Node B shall withdraw the Local Cell from the CRNC by sending a RESOURCE STATUS INDICATION message containing a "No Failure" Indication, the Local Cell ID IE and the Add/Delete Indicator IE set to "Delete". The Node B shall not withdraw a previously configured cell at the Node B that the CRNC had configured using the Cell Setup procedure, until the CRNC has deleted that cell at the Node B using the Cell Delete procedure.

Capability Change of a Local Cell:
When the capabilities of a Local Cell change at the Node B, the Node B shall report the new capability by sending a RESOURCE STATUS INDICATION message containing a "Service Impacting" Indication and the Local Cell ID IE.

The Node B shall include the Minimum DL Power Capability IE when it is known by the Node B.

If the maximum DL power capability of the Local Cell has changed, the new capability shall be indicated in the Maximum DL Power Capability IE.

If the DL capability for supporting the minimum spreading factor has changed, the new capability shall be indicated in the Minimum Spreading Factor IE.

[TDD - If the availability of the Reference clock connected to a Local Cell has changed, the new availability condition shall be indicated in the Reference Clock Availability IE.]

The Cause IE in the RESOURCE STATUS INDICATION message shall be set to the appropriate value.

If the internal resource capabilities of the Local Cell are affected, it shall be reported in the following way:

-
If the internal resource capabilities of the Local Cell are modelled as shared resources between Uplink and Downlink, the new capacity shall be reported in the DL Or Global Capacity Credit IE.

-
If the internal resource capabilities of the Local Cell are modelled independently in the Uplink and Downlink direction, then the DL Or Global Capacity Credit IE and the UL Capacity Credit IE shall be present in the RESOURCE STATUS INDICATION.

If the Capacity Consumption Law for Common Channels has changed for the Local Cell, the new law shall be reported by the Node B in the Common Channels Capacity Consumption Law IE.

If the Capacity Consumption Law for Dedicated Channels has changed for the Local Cell, the new law shall be reported by the Node B in the Dedicated Channels Capacity Consumption Law IE.

[FDD - If the Capacity Consumption Law for E-DCH has changed for the Local Cell, the new law shall be reported by the Node B in the E-DCH Capacity Consumption Law IE.]
[TDD - If the Capacity Consumption Law for E-DCH has changed for the Local Cell, the new law shall be reported by the Node B in the E-DCH TDD Capacity Consumption Law IE.]
If the HSDPA capability has changed for the Local Cell, the new capability shall be indicated in the HSDPA Capability IE.
If the HS-DSCH MAC-d PDU Size Capability has changed for the Local Cell, the new capability shall be indicated in the HS-DSCH MAC-d PDU Size Capability IE.
If the E-DCH capability has changed for the Local Cell, the new capability shall be indicated in the E-DCH Capability IE. [FDD - The Node B shall include the E-DCH Capability IE if any of the E-DCH TTI2ms, SF or HARQ Combining capabilities has changed for the E-DCH capable Local Cell.]

If the E-DCH MAC-d PDU Size Capability has changed for the Local Cell, the new capability shall be indicated in the E-DCH MAC-d PDU Size Capability IE.
If the MBMS capability has changed for the Local Cell, the new capability shall be indicated in the MBMS Capability IE.
[FDD - If the F-DPCH capability has changed for the Local Cell, the new capability shall be indicated in the F-DPCH Capability IE.]
[FDD - If the Continuous Packet Connectivity DTX-DRX capability has changed for the Local Cell that is both HSDPA-capable and E-DCH-capable, then the new capability shall be indicated in the Continuous Packet Connectivity DTX-DRX Capability IE. The Node B shall include the Continuous Packet Connectivity DTX-DRX Capability IE if the Max UE DTX Cycle supported by the Continuous Packet Connectivity DTX-DRX capable Local Cell has changed. If the Continuous Packet Connectivity HS-SCCH less capability has changed for the Local Cell that is both HSDPA-capable and E-DCH-capable, then the new capability shall be indicated in the Continuous Packet Connectivity HS-SCCH less Capability IE.]

[FDD - If the MIMO capability has changed for the Local Cell, then the new capability shall be indicated in the MIMO Capability IE.]

[FDD - If the SixtyfourQAM DL capability has changed for the Local Cell, then the new capability shall be indicated in the SixtyfourQAM DL Capability IE.]
[FDD - If the Enhanced FACH capability has changed for the Local Cell, the new capability shall be indicated in the Enhanced FACH Capability IE. The Node B shall include the Enhanced FACH Capability IE if the Enhanced PCH capability has changed for the Enhanced PCH capable Local Cell.]

[FDD - If the SixteenQAM UL capability has changed for the Local Cell, then the new capability shall be indicated in the SixteenQAM UL Capability IE.]

[1.28Mcps TDD - If the MBSFN Only Mode capability has changed for the Local Cell, the new capability shall be indicated in the MBSFN Only Mode Capability IE.] 

[FDD - If the F-DPCH Slot Format capability has changed for the Local Cell, then the new capability shall be indicated in the F-DPCH Slot Format Capability IE.]

[1.28Mcps TDD - If the SixtyfourQAM DL capability has changed for the Local Cell, then the new capability shall be indicated in the SixtyfourQAM DL Capability IE.]

[FDD - If the Common E-DCH capability has changed for the Local Cell, the new capability shall be indicated in the Common E-DCH Capability IE. The Node B shall include the Common E-DCH Capabilitty IE if the E-AI capability has changed for the Common E-DCH capable Local Cell. The Node B shall include the Common E-DCH Capability IE if the HS-DPCCH capability for Common E-DCH has changed for the Common E-DCH capable Local Cell.]
If the Support for E-DPCCH Power Boosting Capability has changed for the Local Cell, the new capability shall be indicated in the E-DPCCH Power Boosting Capability IE.

[FDD – If the SixtyfourQAM DL and MIMO Combined capability has changed for the Local Cell, then the new capability shall be indicated in the SixtyfourQAM DL and MIMO Combined Capability IE.]

[1.28Mcps TDD - If the Enhanced FACH capability has changed for the Local Cell, the new capability shall be indicated in the Enhanced FACH Capability IE. The Node B shall include the Enhanced FACH Capability IE if the Enhanced PCH capability has changed for the Enhanced PCH capable Local Cell.]

[1.28Mcps TDD - The Node B shall include the Enhanced PCH Capability IE set to "Enhanced PCH Capable" for every Enhanced PCH-capable Local Cell.]
[1.28Mcps TDD - The Node B shall include the Enhanced UE DRX Capability LCR IE set to " Enhanced UE DRX Capable " for every Enhanced UE DRX Capable Local Cell.]

[FDD - If the Multi Cell Capability and/or the possible secondary serving cells has changed for the Local Cell, the new capability shall be indicated in the Multi Cell Capability Info.]
[1.28Mcps TDD - If the Continuous Packet Connectivity DRX capability has changed for the Local Cell that is both HSDPA-capable and E-DCH-capable, then the new capability shall be indicated in the Continuous Packet Connectivity DRX Capability LCR IE. If the Semi-Persistent scheduling operation capability has changed for the Local Cell that is both HSDPA-capable and E-DCH-capable, then the new capability shall be indicated in the Semi-Persistent scheduling Capability LCR IE.]

[1.28Mcps TDD- If the MIMO capability has changed for the Local Cell, then the new capability shall be indicated in the MIMO Capability IE.]

[1.28Mcps TDD– If the SixtyfourQAM DL and MIMO Combined capability has changed for the Local Cell, then the new capability shall be indicated in the SixtyfourQAM DL and MIMO Combined Capability IE.]

[FDD - If the Enhanced UE DRX capability has changed for the Local Cell, the new capability shall be indicated in the Enhanced UE DRX Capability IE.]
[1.28Mcps TDD - If the Special-Midamble-Supported capability has changed for the Local Cell, then the new capability shall be included in the Special Midamble Supported Capability IE]
// partially omitted
//3rd change
8.2.17
Radio Link Setup

8.2.17.1
General

This procedure is used for establishing the necessary resources for a new Node B Communication Context in the Node B.

[FDD - The Radio Link Setup procedure is used to establish one or more radio links. The procedure establishes one or more DCHs on all radio links, and in addition, it can include the establishment of an HS-DSCH on one radio link and it can include the establishment of an E-DCH on one or more radio links.]

[TDD - The Radio Link Setup procedure is used to establish one radio link including one or more transport channels. The transport channels can be a mix of DCHs, DSCHs, and USCHs, or DCHs and an HS-DSCH, or DCHs, an HS-DSCH and an E-DCH, including also combinations where one or more transport channel types are not present.]

8.2.17.2
Successful Operation
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Figure 24: Radio Link Setup procedure, Successful Operation

The procedure is initiated with a RADIO LINK SETUP REQUEST message sent from the CRNC to the Node B using the Node B Control Port.

Upon reception of the RADIO LINK SETUP REQUEST message, the Node B shall reserve necessary resources and configure the new Radio Link(s) according to the parameters given in the message.

The Node B shall prioritise resource allocation for the RL(s) to be established according to Annex A.
// partially omitted
Physical Channels Handling:

[FDD - Compressed Mode]:

[FDD - If the RADIO LINK SETUP REQUEST message includes the Transmission Gap Pattern Sequence Information IE, the Node B shall store the information about the Transmission Gap Pattern Sequences to be used in the Compressed Mode Configuration. This Compressed Mode Configuration shall be valid in the Node B until the next Compressed Mode Configuration is configured in the Node B or the Node B Communication Context is deleted.]

[FDD - If the Downlink Compressed Mode Method IE in one or more Transmission Gap Pattern Sequence is set to "SF/2" in the RADIO LINK SETUP REQUEST message, the Node B shall use or not the alternate scrambling code as indicated for each DL Channelisation Code in the Transmission Gap Pattern Sequence Code Information IE.]

[FDD - If the RADIO LINK SETUP REQUEST message includes the Transmission Gap Pattern Sequence Information IE and the Active Pattern Sequence Information IE, the Node B shall use the information to activate the indicated Transmission Gap Pattern Sequence(s) in the new RL. The received CM Configuration Change CFN refers to the latest passed CFN with that value The Node B shall treat the received TGCFN IEs as follows:]

-
[FDD - If any received TGCFN IE has the same value as the received CM Configuration Change CFN IE, the Node B shall consider the concerned Transmission Gap Pattern Sequence as activated at that CFN.]

-
[FDD - If any received TGCFN IE does not have the same value as the received CM Configuration Change CFN IE but the first CFN after the CM Configuration Change CFN with a value equal to the TGCFN IE has already passed, the Node B shall consider the concerned Transmission Gap Pattern Sequence as activated at that CFN.]

-
[FDD - For all other Transmission Gap Pattern Sequences included in the Active Pattern Sequence Information IE, the Node B shall activate each Transmission Gap Pattern Sequence at the first CFN after the CM Configuration Change CFN with a value equal to the TGCFN IE for the Transmission Gap Pattern Sequence.]

[FDD - If the RADIO LINK SETUP REQUEST message includes the Transmission Gap Pattern Sequence Information IE and the Active Pattern Sequence Information IE and the concerned Node B Communication Context is configured to use F-DPCH in the downlink, the Node B shall not transmit the F-DPCH during the downlink transmission gaps according to [7]. But in all slots outside of the downlink transmission gaps the NodeB shall transmit the F-DPCH with the normal scrambling code and the assigned slot format, regardless of the configured downlink compressed mode method information and of the transmission gap pattern sequence code information, if existing.]

[FDD - DL Code Information]:

[FDD - When more than one DL DPDCH is assigned per RL, the segmented physical channel shall be mapped on to DL DPDCHs according to [8]. When p number of DL DPDCHs are assigned to each RL, the first pair of DL Scrambling Code and FDD DL Channelisation Code Number corresponds to "PhCH number 1", the second to "PhCH number 2", and so on until the pth to "PhCH number p".]

[TDD - PDSCH RL ID]:

[TDD - If the PDSCH RL ID IE is included in RADIO LINK SETUP REQUEST message, the Node B shall use the PDSCH RL ID as an identifier for the PDSCH and/or PUSCH in this radio link.]

[FDD - Phase Reference Handling]:
[FDD - If the RADIO LINK SETUP REQUEST message includes the Primary CPICH Usage For Channel Estimation IE and has the value "Primary CPICH shall not be used", the Node B shall assume that the UE is not using the Primary CPICH for channel estimation. If the RADIO LINK SETUP REQUEST message does not include the Primary CPICH Usage For Channel Estimation IE or includes the Primary CPICH Usage For Channel Estimation IE and has the value "Primary CPICH may be used", the Node B shall assume that the UE may use the Primary CPICH for channel estimation.]

[FDD - If the RADIO LINK SETUP REQUEST message includes the Secondary CPICH Information IE, the Node B shall assume that the UE may use the Secondary CPICH indicated by the Common Physical Channel ID IE for channel estimation.]
General:

[FDD - If the Propagation Delay IE and optionally the Extended Propagation Delay IE are included, the Node B may use this information to speed up the detection of L1 synchronisation.]

[FDD - The UL SIR Target IE included in the message shall be used by the Node B as initial UL SIR target for the UL inner loop power control.]

[1.28Mcps TDD - The UL SIR Target IE included in the message shall be used by the Node B as initial UL SIR target for the UL inner loop power control according [19] and [21].]

[FDD - If the received Limited Power Increase IE is set to "Used", the Node B shall, if supported, use Limited Power Increase according to ref. [10] subclause 5.2.1 for the inner loop DL power control.]

[1.28Mcps TDD - If the UL CCTrCH Information IE includes the TDD TPC UL Step Size IE, the Node B shall configure the uplink TPC step size according to the parameters given in the message.]

[1.28 Mcps TDD - The Node B shall configure the HS-SCCH TPC step size to the same value as the TDD TPC DL Step Size IE of the lowest numbered DL CCTrCH whose DL CCTrCH Information IE includes the TDD TPC DL Step Size IE.]
[1.28Mcps TDD - If the UL Timeslot Information LCR  IE includes the PLCCH Information IE, the Node B shall transmit TPC /SS bits on a PLCCH according to the parameters given in the message.]

[FDD - DPCH Handling]:

[FDD - If the UL DPDCH Indicator For E-DCH Operation IE is set to "UL DPDCH not present", the Min UL Channelisation Code Length IE, the Puncture Limit IE and the TFCS IE within the UL DPCH Information IE shall be ignored and no UL DPDCH resources shall be allocated.]

[FDD - If the RADIO LINK SETUP REQUEST message includes the DL DPCH Information IE, then the Node B shall configure the concerned Node B Communication Context to use DPCH in the downlink, i.e. with a DL DPCCH and a DL DPDCH.]

[FDD - If the RADIO LINK SETUP REQUEST message includes the F-DPCH Information IE, then the Node B shall configure the concerned Node B Communication Context to use F-DPCH in the downlink, i.e. with transmission of only the TPC field.]

[FDD - Continuous Packet Connectivity Handling]:

[FDD - If the RADIO LINK SETUP REQUEST message includes the Continuous Packet Connectivity DTX-DRX Information IE, then:]

· [FDD - The Node B shall configure the concerned Node B Communication Context for DTX operation according to [10].]

· [FDD - If DRX Information IE is included in the Continuous Packet Connectivity DTX-DRX Information IE, then the Node B shall configure the concerned Node B Communication Context for DRX operation according to [10].]

[FDD - If the RADIO LINK SETUP REQUEST message includes the Continuous Packet Connectivity HS-SCCH less Information IE, then:]

-
[FDD - The Node B shall configure the Serving HS-DSCH Radio Link indicated by the HS-PDSCH RL ID IE for Continuous Packet Connectivity HS-SCCH less operation according to [10].]

-
[FDD - The Node B shall allocate the HS-PDSCH codes needed for HS-SCCH less operation and include the Continuous Packet Connectivity HS-SCCH less Information Response IE in the RADIO LINK SETUP RESPONSE message.]

-
[FDD - If at least one of  HS-PDSCH Second Code Support IE is set to "True", then the Node B shall include HS-PDSCH Second Code Index IE in the RADIO LINK SETUP RESPONSE message.]

[1.28 Mcps TDD - Continuous Packet Connectivity Handling]:

[1.28 Mcps TDD - If the RADIO LINK SETUP REQUEST message includes the Continuous Packet Connectivity DRX Information LCR IE, then the Node B shall take account into these parameters to decide the DRX operation related parameters and configure the concerned Node B Communication Context for DRX operation according to [21] and include the parameter(s) in the Continuous Packet Connectivity DRX Information Response LCR IE in the RADIO LINK SETUP RESPONSE message.]

[1.28 Mcps TDD - If the RADIO LINK SETUP REQUEST message includes the HS-DSCH Semi-Persistent scheduling Information LCR IE, then:]

-
[1.28 Mcps TDD - The Node B shall configure the Serving HS-DSCH Radio Link indicated by the HS-PDSCH RL ID IE for HS-DSCH Semi-Persistent scheduling operation according to [21].]

-
[1.28 Mcps TDD - The Node B shall allocate the HS-SICH information needed for HS-DSCH Semi-Persistent scheduling operation and include the HS-DSCH Semi-Persistent scheduling Information Response LCR IE in the RADIO LINK SETUP RESPONSE message.]

-
[1.28 Mcps TDD - If the HS-DSCH Semi-Persistent Resource Reservation Indicator IE is included in the HS-DSCH Semi-Persistent scheduling Information LCR IE, then the Node B shall include Allcoated HS-PDSCH Semi-persistent resource IE in the RADIO LINK SETUP RESPONSE message.]
-
[1.28 Mcps TDD – The Node B shall include the Buffer Size for HS-DSCH Semi-Persistent scheduling IE in the RADIO LINK SETUP RESPONSE message.]

-
[1.28 Mcps TDD – The Node B shall include the Number of Processes for HS-DSCH Semi-Persistent scheduling IE in the RADIO LINK SETUP RESPONSE message.]
[1.28 Mcps TDD - If the RADIO LINK SETUP REQUEST message includes the E-DCH Semi-Persistent scheduling Information LCR IE, then:]

-
[1.28 Mcps TDD - The Node B shall configure the Serving E-DCH Radio Link indicated by the E-DCH Serving RL IE for E-DCH Semi-Persistent scheduling operation according to [21].]

-
[1.28 Mcps TDD - The Node B shall allocate the E-PUCH codes needed for E-DCH Semi-Persistent scheduling operation and include the E-DCH Semi-Persistent scheduling Information Response LCR IE in the RADIO LINK SETUP RESPONSE message.]

-
[1.28 Mcps TDD - If the E-DCH Semi-Persistent Resource Reservation Indicator IE is included in the E-DCH Semi-Persistent scheduling Information LCR IE, then the Node B shall include Allcoated E-DCH Semi-persistent resource IE in the RADIO LINK SETUP RESPONSE message.]
[1.28 Mcps TDD - Special default midamble allocation Handling:]
[1.28Mcps TDD - If the RADIO LINK SETUP REQUEST message includes the Special default midamble allocation Indicator IE, then the Node B may if the value is set to " Special-default midamble-allocation-Activate" activate the Special default midamble allocation for the radio link, and the Node B shall include the Special default midamble allocation Usage Indicator IE in the RADIO LINK SETUP RESPONSE message.]
//4th change
8.2.18
Physical Shared Channel Reconfiguration

8.2.18.1
General

This procedure is used to assign HS-DSCH related resources to the Node B.

[TDD - This procedure is also used for handling PDSCH Sets and PUSCH Sets in the Node B, i.e.

-
Adding new PDSCH Sets and/or PUSCH Sets,

-
Modifying these, and

-
Deleting them.]

This procedure is also used to assign E-DCH related resources to the Node B.

8.2.18.2
Successful Operation
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Figure 26: Physical Shared Channel Reconfiguration, Successful Operation

The procedure is initiated with a PHYSICAL SHARED CHANNEL RECONFIGURATION REQUEST message sent from the CRNC to the Node B using the Node B Control Port.

Upon reception, the Node B shall activate the new configuration at the head boundary of the SFN according to the parameters given in the message.

If the PHYSICAL SHARED CHANNEL RECONFIGURATION REQUEST message includes an SFN IE, the Node B shall activate the new configuration at the head boundary of that specified SFN. If no SFN IE is included Node B shall activate the new configuration immediately.

//partially omitted
[1.28Mcps TDD - Enhanced Cell_FACH Operation]:
[1.28Mcps TDD - If the PHYSICAL SHARED CHANNEL RECONFIGURATION REQUEST message includes the HS-DSCH Common System Information LCR IE, then the Node B shall: 

-
If the HS-DSCH Common Information LCR IE is included, then the Node B shall apply the parameters to the enhanced FACH in new configuration:

-
If the Discard Timer IE is included in the Priority Queue Information for Enhanced FACH LCR IE, then the Node B shall use this information to discard out-of-date MAC-ehs SDUs from the related HSDPA Priority Queue.
-
If the FACH Measurement Occasion Cycle Length Coefficient IE is included in the HS-DSCH Common Information LCR IE, then the Node B shall use this information for MAC-hs scheduling decisions. 

-
The Node B shall allocate HS-SCCH codes and include the HS-SCCH Specific Information Response LCR IE in the HS-DSCH Common System Information Response LCR IE in the PHYSICAL SHARED CHANNEL RECONFIGURATION RESPONSE message.
-
The Node B shall include the HARQ Memory Partitioning IE in the HS-DSCH Common System Information Response LCR IE in the PHYSICAL SHARED CHANNEL RECONFIGURATION RESPONSE message.

-
If the Common MAC Flow Specific Information LCR IE is included, then the Node B shall apply the parameters to the enhanced FACH in new configuration:

-
If the common MAC flow indicated by the Common MAC Flow ID LCR IE exsits in the NodeB, then the NodeB shall apply the parameters to modify this common MAC flow; otherwise, the NodeB shall apply the parameters to newly establish the common MAC flow.

-
If the Transport Layer Address IE and Binding ID IE are included in the Common MAC Flow Specific Information LCR IE, then the Node B may use the transport layer address and the binding identifier received from the CRNC when establishing a transport bearer for the concerned Common MAC flow or Common MAC flow being modified for which a new transport bearer was requested with the Transport Bearer Request Indicator IE.

-
If the TNL QoS IE is included and if ALCAP is not used, the TNL QoS IE may be used by the Node B to determine the transport bearer characteristics to apply in the uplink between the Node B and the CRNC for the related transport bearer.
-
The Node B shall include in the PHYSICAL SHARED CHANNEL RECONFIGURATION RESPONSE message the Binding ID IE and Transport Layer Address IE for establishment of transport bearer for every Common MAC flow being established.

-
The Node B shall include the HS-DSCH Initial Capacity Allocation IE in the HS-DSCH Common System Information Response LCR IE in the PHYSICAL SHARED CHANNEL RECONFIGURATION RESPONSE message for every Common MAC flow being established, if the Node B allows the CRNC to start transmission of MAC-c PDUs before the Node B has allocated capacity on user plane as described in [24]. 

-
If the Common MAC Flow Priority Queue Information LCR IE is included in the Common MAC Flow Specific Information LCR IE, the Node B shall use the information for configuring HSDPA Priority Queues.]
[1.28Mcps TDD - If the PHYSICAL SHARED CHANNEL RECONFIGURATION REQUEST message includes the Common MAC Flows To Delete LCR IEs, then the Node B shall use this information to delete the indicated Common MAC flows. When a Common MAC flow is deleted, all its associated Priority Queues shall also be removed. If the PHYSICAL SHARED CHANNEL RECONFIGURATION REQUEST message includes the Common MAC Flows To Delete LCR IE requesting the deletion of all remaining Common MAC flows, then the Node B shall delete the HS-DSCH common system configuration and release the resources for enhanced FACH.] 
[1.28Mcps TDD - If the PHYSICAL SHARED CHANNEL RECONFIGURATION REQUEST message includes the Special default midamble allocation Indicator IE and UARFCN IE, then the Node B may if the value of the Special default midamble allocation Indicator IE is set to " Special-default midamble-allocation-Activate" activate the Special default midamble allocation on the indicated carrier, and the Node B shall include the Special default midamble allocation Usage Indicator IE and the related UARFCN IE in the RADIO LINK ADDITION RESPONSE message.]
//partially omitted
//5th change
8.3.1
Radio Link Addition

8.3.1.1
General

This procedure is used for establishing the necessary resources in the Node B for one or more additional RLs towards a UE when there is already a Node B Communication Context for this UE in the Node B.

The Radio Link Addition procedure shall not be initiated if a Prepared Reconfiguration exists, as defined in subclause 3.1.

8.3.1.2
Successful Operation
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Figure: 28 Radio Link Addition procedure, Successful Operation

The procedure is initiated with a RADIO LINK ADDITION REQUEST message sent from the CRNC to the Node B using the Communication Control Port assigned to the concerned Node B Communication Context.

Upon reception, the Node B shall reserve the necessary resources and configure the new RL(s) according to the parameters given in the message. Unless specified below, the meaning of parameters is specified in other specifications.

The Node B shall prioritise resource allocation for the RL(s) to be established according to Annex A.
// partially omitted
 [1.28 Mcps TDD - Continuous Packet Connectivity Handling]:

[1.28 Mcps TDD - If the RADIO LINK ADDITION REQUEST message includes the Continuous Packet Connectivity DRX Information LCR IE, then the Node B shall take account into these parameters to decide the DRX operation related parameters and configure the concerned Node B Communication Context for DRX operation according to [21] and include the parameter(s) in the Continuous Packet Connectivity DRX Information Response LCR IE in the RADIO LINK ADDITION RESPONSE message.]
[1.28 Mcps TDD - If the RADIO LINK ADDITION REQUEST message includes the HS-DSCH Semi-Persistent scheduling Information LCR IE, then:]

-
[1.28 Mcps TDD - The Node B shall configure the Serving HS-DSCH Radio Link indicated by the HS-PDSCH RL ID IE for HS-DSCH Semi-Persistent scheduling operation according to [21].]

-
[1.28 Mcps TDD - The Node B shall allocate the HS-SICH information needed for HS-DSCH Semi-Persistent scheduling operation and include the HS-DSCH Semi-Persistent scheduling Information Response LCR IE in the RADIO LINK ADDITION RESPONSE message.]

-
[1.28 Mcps TDD - If the HS-DSCH Semi-Persistent Resource Reservation Indicator IE is included in the HS-DSCH Semi-Persistent scheduling Information LCR IE, then the Node B shall include Allcoated HS-PDSCH Semi-persistent resource IE in the RADIO LINK ADDITION RESPONSE message.]
-
[1.28 Mcps TDD - The Node B shall include the Buffer Size for HS-DSCH Semi-Persistent scheduling IE in the RADIO LINK SETUP RESPONSE message.]

-
[1.28 Mcps TDD - The Node B shall include the Number of Processes for HS-DSCH Semi-Persistent scheduling IE in the RADIO LINK SETUP RESPONSE message.]
[1.28 Mcps TDD - If the RADIO LINK ADDITION REQUEST message includes the E-DCH Semi-Persistent scheduling Information LCR IE, then:]

-
[1.28 Mcps TDD - The Node B shall configure the Serving E-DCH Radio Link indicated by the E-DCH Serving RL IE for E-DCH Semi-Persistent scheduling operation according to [21].]

-
[1.28 Mcps TDD - The Node B shall allocate the E-PUCH codes needed for E-DCH Semi-Persistent scheduling operation and include the E-DCH Semi-Persistent scheduling Information Response LCR IE in the RADIO LINK ADDTION RESPONSE message.]
-
[1.28 Mcps TDD - If the E-DCH Semi-Persistent Resource Reservation Indicator IE is included in the E-DCH Semi-Persistent scheduling Information LCR IE, then the Node B shall include Allcoated E-DCH Semi-persistent resource IE in the RADIO LINK ADDITON RESPONSE message.]
[1.28 Mcps TDD - Special default midamble allocation Handling:]
[1.28Mcps TDD - If the RADIO LINK ADDITION REQUEST message includes the Special default midamble allocation Indicator IE, then the Node B may if the value is set to " Special-default midamble-allocation-Activate" activate the Special default midamble allocation for the radio link, and the Node B shall include the Special default midamble allocation Usage Indicator IE in the RADIO LINK ADDITION RESPONSE message.]
Response Message:

If all requested RLs are successfully added, the Node B shall respond with a RADIO LINK ADDITION RESPONSE message.

After sending the RADIO LINK ADDITION RESPONSE message, the Node B shall continuously attempt to obtain UL synchronisation on the Uu interface.

For each RL for which the Delayed Activation IE is not included in the RADIO LINK ADDITION REQUEST message, the Node B shall:

-
[FDD - start transmission on the DL DPDCH(s) of the new RL as specified in [16].]

-
[TDD - start transmission on the new RL immediately as specified in [16].]

For each RL for which the Delayed Activation IE is included in the RADIO LINK ADDITION REQUEST message, the Node B shall:

-
if the Delayed Activation IE indicates "Separate Indication":

-
not start any DL transmission for the concerned RL on the Uu interface;

-
if the Delayed Activation IE indicates "CFN":

-
[FDD - start transmission on the DL DPDCH(s) of the new RL as specified in [16], however never before the CFN indicated in the Activation CFN IE.]

-
[TDD - start transmission on the new RL at the CFN indicated in the Activation CFN IE as specified in [16].]
// partially omitted
//6th change
8.3.2
Synchronised Radio Link Reconfiguration Preparation

8.3.2.1
General

The Synchronised Radio Link Reconfiguration Preparation procedure is used to prepare a new configuration of Radio Link(s) related to one Node B Communication Context.

The Synchronised Radio Link Reconfiguration Preparation procedure shall not be initiated if a Prepared Reconfiguration exists, as defined in subclause 3.1.

8.3.2.2
Successful Operation
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Figure 30: Synchronised Radio Link Reconfiguration Preparation procedure, Successful Operation

The Synchronised Radio Link Reconfiguration Preparation procedure is initiated by the CRNC by sending the RADIO LINK RECONFIGURATION PREPARE message to the Node B. The message shall use the Communication Control Port assigned for this Node B Communication Context.

Upon reception, the Node B shall reserve necessary resources for the new configuration of the Radio Link(s) according to the parameters given in the message. Unless specified below, the meaning of parameters is specified in other specifications.

The Node B shall prioritise resource allocation for the RL(s) to be modified according to Annex A.
// partially omitted
DCH Modification:

If the RADIO LINK RECONFIGURATION PREPARE message includes any DCHs To Modify IE then the Node B shall treat them each as follows:

-
If the DCHs To Modify IE includes the Frame Handling Priority IE, the Node B should store this information for this DCH in the new configuration. The received Frame Handling Priority should be used when prioritising between different frames in the downlink on the radio interface in congestion situations within the Node B once the new configuration has been activated.

-
If the DCHs To Modify IE includes the Transport Format Set IE for the UL of a DCH, the Node B shall apply the new Transport Format Set in the Uplink of this DCH in the new configuration.

-
If the DCHs To Modify IE includes the TNL QoS IE for a DCH or a set of co-ordinated DCHs to be modified and if ALCAP is not used, the Node B may store this information for this DCH in the new configuration. The TNL QoS IE may be used to determine the transport bearer characteristics to apply in the uplink for the related DCH or set of co-ordinated DCHs.

-
If the DCHs To Modify IE includes the Transport Format Set IE for the DL of a DCH, the Node B shall apply the new Transport Format Set in the Downlink of this DCH in the new configuration.

-
If the DCHs To Modify IE includes the Allocation/Retention Priority IE for a DCH, the Node B shall apply the new Allocation/Retention Priority to this DCH in the new configuration according to Annex A.

-
If the DCHs To Modify IE includes multiple DCH Specific Info IEs, the Node B shall treat the DCHs in the DCHs to Modify IE as a set of co-ordinated DCHs. The Node B shall include these DCHs in the new configuration only if it can include all of them in the new configuration.

-
[FDD - If the DCHs to Modify IE contains a DCH Specific Info IE which includes the Unidirectional DCH indicator IE set to "Uplink DCH only", the Node BNode B shall ignore the Transport Format Set IE for the downlink for this DCH. As a consequence this DCH is not included as a part of the downlink CCTrCH.]

-
[FDD - If the DCHs to Modify IE contains a DCH Specific Info IE which includes the Unidirectional DCH indicator IE set to "Downlink DCH only", the Node BNode B shall ignore the Transport Format Set IE for the uplink for this DCH. As a consequence this DCH is not included as a part of the uplink CCTrCH.]

-
If the DCHs To Modify IE includes the UL FP Mode IE for a DCH or a DCH which belongs to a set of co-ordinated DCHs, the Node B shall apply the new FP Mode in the Uplink of the user plane for the DCH or the set of co-ordinated DCHs in the new configuration.

-
If the DCHs To Modify IE includes the ToAWS IE for a DCH or a DCH which belongs to a set of co-ordinated DCHs, the Node B shall apply the new ToAWS in the user plane for the DCH or the set of co-ordinated DCHs in the new configuration.

-
If the DCHs To Modify IE includes the ToAWE IE for a DCH or a DCH which belongs to a set of co-ordinated DCHs, the Node B shall apply the new ToAWE in the user plane for the DCH or the set of co-ordinated DCHs in the new configuration.

-
[TDD - If the DCHs To Modify IE includes the CCTrCH ID IE for the DL of a DCH to be modified, the Node B shall apply the new CCTrCH ID in the Downlink of this DCH in the new configuration.]

-
[TDD - If the DCHs To Modify IE includes the CCTrCH ID IE for the UL of a DCH to be modified, the Node B shall apply the new CCTrCH ID in the Uplink of this DCH in the new configuration.]

DCH Addition:

If the RADIO LINK RECONFIGURATION PREPARE message includes any DCHs To Add IEs then the Node B shall treat them each as follows:

-
If the DCHs To Add IE includes multiple DCH Specific Info IEs, the Node B shall treat the DCHs in the DCHs To Add IE as a set of co-ordinated DCHs. The Node B shall include these DCHs in the new configuration only if it can include all of them in the new configuration.

-
If the DCH Specific Info IE includes the Unidirectional DCH Indicator IE set to "Uplink DCH only", the Node B shall ignore the Transport Format Set IE for the downlink for this DCH. As a consequence this DCH is not included as a part of the downlink CCTrCH.

-
If the DCH Specific Info IE includes the Unidirectional DCH Indicator IE set to "Downlink DCH only", the Node B shall ignore the Transport Format Set IE for the uplink for this DCH. As a consequence this DCH is not included as a part of the uplink CCTrCH.

-
[FDD - For DCHs which do not belong to a set of co-ordinated DCHs with the QE-Selector IE set to "selected", the Transport channel BER from that DCH shall be the base for the QE in the UL data frames. If no Transport channel BER is available for the selected DCH, the Physical channel BER shall be used for the QE, ref. [16]. If the QE-Selector IE is set to "non-selected", the Physical channel BER shall be used for the QE in the UL data frames, ref. [16].]

-
For a set of co-ordinated DCHs, the Transport channel BER from the DCH with the QE-Selector IE set to "selected" shall be used for the QE in the UL data frames, ref. [16]. [FDD - If no Transport channel BER is available for the selected DCH, the Physical channel BER shall be used for the QE, ref. [16]. If all DCHs have the QE-Selector IE set to "non-selected", the Physical channel BER shall be used for the QE, ref. [16].]

-
The Node B should store the Frame Handling Priority IE received for a DCH to be added in the new configuration. The received Frame Handling Priority should be used when prioritising between different frames in the downlink on the Uu interface in congestion situations within the Node B once the new configuration has been activated.

-
If the TNL QoS IE is included for a DCH or a set of co-ordinated DCHs and if ALCAP is not used, the Node B may store this information for this DCH in the new configuration. The TNL QoS IE may be used to determine the transport bearer characteristics to apply for the uplink between the Node B and the CRNC for the related DCH or set of co-ordinated DCHs.

-
The Node B shall use the included UL FP Mode IE for a DCH or a set of co-ordinated DCHs to be added as the new FP Mode in the Uplink of the user plane for the DCH or the set of co-ordinated DCHs in the new configuration.

-
The Node B shall use the included ToAWS IE for a DCH or a set of co-ordinated DCHs to be added as the new Time of Arrival Window Startpoint in the user plane for the DCH or the set of co-ordinated DCHs in the new configuration.

-
The Node B shall use the included ToAWE IE for a DCH or a set of co-ordinated DCHs to be added as the new Time of Arrival Window Endpoint in the user plane for the DCH or the set of co-ordinated DCHs in the new configuration.

-
[TDD - The Node B shall apply the CCTrCH ID IE (for the DL) in the Downlink of this DCH in the new configuration.]

-
[TDD - The Node B shall apply the CCTrCH ID IE (for the UL) in the Uplink of this DCH in the new configuration.]

DCH Deletion:

If the RADIO LINK RECONFIGURATION PREPARE message includes any DCHs To Delete IE, the Node B shall not include the referenced DCHs in the new configuration.

If all of the DCHs belonging to a set of co-ordinated DCHs are requested to be deleted, the Node B shall not include this set of co-ordinated DCHs in the new configuration.

Physical Channel Modification:

[FDD - If the RADIO LINK RECONFIGURATION PREPARE message includes an UL DPCH Information IE, then the Node B shall apply the parameters to the new configuration as follows:]

-
[FDD - If the UL DPCH Information IE includes the Uplink Scrambling Code IE, the Node B shall apply this Uplink Scrambling Code to the new configuration.]

-
[FDD - If the UL DPCH Information IE includes the Min UL Channelisation Code Length IE, the Node B shall apply the value in the new configuration. The Node B shall apply the contents of the Max Number of UL DPDCHs IE (if it is included) in the new configuration.]

-
[FDD - If the UL DPCH Information IE includes the UL SIR Target IE, the Node B shall use the value for the UL inner loop power control when the new configuration is being used.]

-
[FDD - If the UL DPCH Information IE includes the Puncture Limit IE, the Node B shall apply the value in the uplink of the new configuration.]

-
[FDD - The Node B shall use the TFCS IE for the UL (if present) when reserving resources for the uplink of the new configuration. The Node B shall apply the new TFCS in the Uplink of the new configuration.]

-
[FDD - If the UL DPCH Information IE includes the UL DPCCH Slot Format IE, the Node B shall set the new Uplink DPCCH Structure to the new configuration.]

-
[FDD - If the UL DPCH Information IE includes the Diversity Mode IE, the Node B shall apply diversity according to the given value.]

-
[FDD - If the UL DPCH Information IE includes the UL DPDCH Indicator For E-DCH Operation IE and it is set to "UL DPDCH not present", the UL DPDCH resources shall be removed from the configuration.]

[FDD - If the RADIO LINK RECONFIGURATION PREPARE message includes the DL DPCH Information IE and the concerned Node B Communication Context is configured to use F-DPCH in the downlink in the old configuration, the Node B shall configure the concerned Node B Communication Context to use DPCH in the downlink in the new configuration.]

-
[FDD - If the RADIO LINK RECONFIGURATION PREPARE message includes the DL DPCH Power Information IE, the Node B shall use the information contained in it for the power settings of the DL DPCH. In particular, if the received Inner Loop DL PC Status IE is set to "Active", the Node B shall activate the inner loop DL power control for all RLs. If Inner Loop DL PC Status IE is set to "Inactive", the Node B shall deactivate the inner loop DL power control for all RLs according to ref. [10].]

[FDD - If the RADIO LINK RECONFIGURATION PREPARE message includes a DL DPCH Information IE, the Node B shall apply the parameters to the new configuration as follows:]

-
[FDD - The Node B shall use the TFCS IE for the DL (if it is present) when reserving resources for the downlink of the new configuration. The Node B shall apply the new TFCS in the Downlink of the new configuration.]

-
[FDD - If the DL DPCH Information IE includes the TFCI Signalling Mode IE or the TFCI Presence IE, the Node B shall use the information when building TFCIs in the new configuration.]

-
[FDD - If the DL DPCH Information IE includes the DL DPCH Slot Format IE, the Node B shall set the new Downlink DPCH Structure to the new configuration.]

-
[FDD - If the DL DPCH Information IE includes the Multiplexing Position IE, the Node B shall apply the indicated multiplexing type in the new configuration.]

-
[FDD - If the DL DPCH Information IE includes the Limited Power Increase IE set to "Used", the Node B shall, if supported, use Limited Power Increase according to ref. [10] subclause 5.2.1 for the inner loop DL power control in the new configuration.]

-
[FDD - If the DL DPCH Information IE includes the Limited Power Increase IE set to "Not Used", the Node B shall not use Limited Power Increase for the inner loop DL power control in the new configuration.]

[FDD - If the RADIO LINK RECONFIGURATION PREPARE message includes the F-DPCH Information IE, the Node B shall configure the concerned Node B Communication Context to use F-DPCH in the downlink in the new configuration.]

[FDD - If the RADIO LINK RECONFIGURATION PREPARE message includes the Transmission Gap Pattern Sequence Information IE, the Node B shall store the new information about the Transmission Gap Pattern Sequences to be used in the new Compressed Mode Configuration. Any Transmission Gap Pattern Sequences already existing in the previous Compressed Mode Configuration are replaced by the new sequences once the new Compressed Mode Configuration has been activated or once the previous Compressed Mode Configuration has been deactivated. This new Compressed Mode Configuration shall be valid in the Node B until the next Compressed Mode Configuration is configured in the Node B or Node B Communication Context is deleted.]

[FDD - If the RADIO LINK RECONFIGURATION PREPARE message includes the Continuous Packet Connectivity DTX-DRX Information IE, then:] 

·  [FDD - The Node B shall configure the concerned Node B Communication Context for DTX operation according to [10].]

· [FDD - If DRX Information IE is included in the Continuous Packet Connectivity DTX-DRX Information IE, then the Node B shall configure the concerned Node B Communication Context for DRX operation according to [10].]

[FDD - If the RADIO LINK RECONFIGURATION PREPARE message includes the Continuous Packet Connectivity DTX-DRX Information To Modify IE, then:]

· [FDD - If the UE DTX DRX Offset IE is included in the Continuous Packet Connectivity DTX-DRX Information To Modify IE, then the Node B shall apply the indicated Offset in UE DTX DRX Cycle IE in the new configuration.]
· [FDD - If the Enabling Delay IE is included in the Continuous Packet Connectivity DTX-DRX Information To Modify IE, then the Node B shall use this value to determine the beginning of uplink transmission in the new configuration according to [10].]
· [FDD - If the DTX Information To Modify IE is included in the Continuous Packet Connectivity DTX-DRX Information To Modify IE, then the Node B shall use this information to modify the indicated DTX Information parameter in the new configuration. If the choice of DTX Information To Modify IE is "Deactivate", then DRX should be deactived together with DTX.]
· [FDD - If the DRX Information To Modify IE is included in the Continuous Packet Connectivity DTX-DRX Information To Modify IE, then the Node B shall use this information to modify the indicated DRX Information in the new configuration.]
[FDD - If the RADIO LINK RECONFIGURATION PREPARE message includes the Continuous Packet Connectivity HS-SCCH less Information IE, then:]

-
[FDD - The Node B shall configure the Serving HS-DSCH Radio Link for Continuous Packet Connectivity HS-SCCH less operation in the new configuration according to [10].]

-
[FDD - The Node B shall allocate the HS-PDSCH codes needed for HS-SCCH less operation and include the Continuous Packet Connectivity HS-SCCH less Information Response IE in the RADIO LINK RECONFIGURATION READY message.]
-
[FDD - If at least one of  HS-PDSCH Second Code Support IE is set to "True", then the Node B shall include HS-PDSCH Second Code Index IE in the RADIO LINK RECONFIGURATION READY message.]

[FDD - If the RADIO LINK RECONFIGURATION PREPARE message includes the Continuous Packet Connectivity HS-SCCH less Deactivate Indicator IE, then the Node B shall deactivate the Continuous Packet Connectivity HS-SCCH less operation for the HS-DSCH Radio Link.]
[1.28 Mcps TDD - If the RADIO LINK RECONFIGURATION PREPARE message includes the Continuous Packet Connectivity DRX Information LCR IE, then the Node B shall take account into these parameters to decide the DRX operation related parameters and configure the concerned Node B Communication Context for DRX operation according to [21] and include the parameter(s) in the Continuous Packet Connectivity DRX Information Response LCR IE in the RADIO LINK RECONFIGURATION READY message.]
[1.28 Mcps TDD - If the RADIO LINK RECONFIGURATION PREPARE message includes the Continuous Packet Connectivity DRX Information To Modify LCR IE, then:]

· [1.28 Mcps TDD - If the UE DTX DRX Offset IE is included in the Continuous Packet Connectivity DRX Information To Modify LCR IE, then the Node B shall apply the indicated Offset in UE DTX DRX Cycle IE in the new configuration.]
· [1.28 Mcps TDD - If the Enabling Delay IE is included in the Continuous Packet Connectivity DRX Information To Modify LCR IE, then the Node B shall use this value to determine the beginning of uplink transmission in the new configuration according to [21].]
· [1.28 Mcps TDD - If the DRX Information To Modify IE is included in the Continuous Packet Connectivity DRX Information To Modify LCR IE, then the Node B shall use this information to modify the indicated DRX Information in the new configuration.]
[1.28 Mcps TDD - If the RADIO LINK RECONFIGURATION PREPARE message includes the HS-DSCH Semi-Persistent scheduling Information LCR IE, then:]

-
[1.28 Mcps TDD - The Node B shall configure the Serving HS-DSCH Radio Link indicated by the HS-PDSCH RL ID IE for HS-DSCH Semi-Persistent scheduling operation according to [21].]

-
[1.28 Mcps TDD - The Node B shall allocate the HS-SICH information needed for HS-DSCH Semi-Persistent scheduling operation and include the HS-DSCH Semi-Persistent scheduling Information Response LCR IE in the RADIO LINK RECONFIGURATION READY message.]

-
[1.28 Mcps TDD - If the HS-DSCH Semi-Persistent Resource Reservation Indicator IE is included in the HS-DSCH Semi-Persistent scheduling Information LCR IE, then the Node B shall include Allcoated HS-PDSCH Semi-persistent resource IE in the RADIO LINK RECONFIGURATION READY message.]

[1.28 Mcps TDD - If the RADIO LINK RECONFIGURATION PREPARE message includes the E-DCH Semi-Persistent scheduling Information LCR IE, then:]

-
[1.28 Mcps TDD - The Node B shall configure the Serving E-DCH Radio Link indicated by the E-DCH Serving RL IE for E-DCH Semi-Persistent scheduling operation according to [21].]

-
[1.28 Mcps TDD - The Node B shall allocate the E-PUCH codes needed for E-DCH Semi-Persistent scheduling operation and include the E-DCH Semi-Persistent scheduling Information Response LCR IE in the RADIO LINK RECONFIGURATION READY message.]
[1.28 Mcps TDD - If the RADIO LINK RECONFIGURATION PREPARE message includes the HS-DSCH Semi-Persistent scheduling Information to modify LCR IE, then:]

-
[1.28 Mcps TDD - If the Transport Block Size List IE or/and Repetition Period list IE is/are included in the HS-DSCH Semi-Persistent scheduling Information to modify LCR IE, the Node B shall modifiy the configuration of Serving HS-DSCH Radio Link indicated by the HS-PDSCH RL ID IE for HS-DSCH Semi-Persistent scheduling operation according to [21].
-
[1.28 Mcps TDD - If the Buffer Size for HS-DSCH Semi-Persistent scheduling IE is included in the HS-DSCH Semi-Persistent scheduling Information to modify LCR IE, the Node B shall use this information to modify the buffer size for HS-DSCH Semi-Persistent scheduling operation.

-
[1.28 Mcps TDD - If the Number of Processes for HS-DSCH Semi-Persistent scheduling IE is included in the HS-DSCH Semi-Persistent scheduling Information to modify LCR IE, the Node B shall use this information to allocate the number of processes for HS-DSCH Semi-Persistent scheduling operation.

-
[1.28 Mcps TDD - The Node B shall allocate the HS-SICH information needed for HS-DSCH Semi-Persistent scheduling operation and include the HS-DSCH Semi-Persistent scheduling Information Response LCR IE in the RADIO LINK RECONFIGURATION READY message.]

-
[1.28 Mcps TDD - If the HS-DSCH Semi-Persistent Resource Reservation Indicator IE is included in the HS-DSCH Semi-Persistent scheduling Information LCR IE, then the Node B shall include Allcoated HS-PDSCH Semi-persistent resource IE in the RADIO LINK RECONFIGURATION READY message.]

[1.28 Mcps TDD - If the HS-DSCH Semi-Persistent scheduling operation Indicator IE is included in the HS-DSCH Semi-Persistent scheduling Information LCR IE, then the Node B shall apply this information for HS-DSCH Semi-Persistent scheduling operation.]
-
[1.28 Mcps TDD - If the buffer size for HS-DSCH Semi-Persistent scheduling needs to be modified, then the Node B shall include the Buffer Size for HS-DSCH Semi-Persistent scheduling IE in the RADIO LINK RECONFIGURATION READY message.]
-
[1.28 Mcps TDD - If the number of processes for HS-DSCH Semi-Persistent scheduling needs to be modified, then the Node B shall include the Number of Processes for HS-DSCH Semi-Persistent scheduling IE in the RADIO LINK RECONFIGURATION READY message.]
[1.28 Mcps TDD - If the RADIO LINK RECONFIGURATION PREPARE message includes the E-DCH Semi-Persistent scheduling Information LCR IE, then:]

-
[1.28 Mcps TDD - If the Repetition Period list IE is included in the E-DCH Semi-Persistent scheduling Information to modify LCR IE, the Node B shall modifiy the configuration of Serving HS-DSCH Radio Link indicated by the E-DCH Serving RL IE for E-DCH Semi-Persistent scheduling operation according to [21].

[1.28 Mcps TDD - If the E-DCH Semi-Persistent scheduling Indicator IE is included in the E-DCH Semi-Persistent scheduling Information LCR IE, then the Node B shall apply this information for E-DCH Semi-Persistent scheduling operation.]
-
[1.28 Mcps TDD - If the Semi-Persistent E-DCH releted E-HICH Information IE is included in the E-DCH Semi-Persistent scheduling Information LCR IE, then the Node B shall use this information to modify the configuration of Semi-Persistent E-DCH releted E-HICH.]
-
[1.28 Mcps TDD - The Node B shall allocate the E-PUCH codes needed for E-DCH Semi-Persistent scheduling operation and include the E-DCH Semi-Persistent scheduling Information Response LCR IE in the RADIO LINK RECONFIGURATION READY message.]
[1.28 Mcps TDD - If the RADIO LINK RECONFIGURATION PREPARE message includes the HS-DSCH Semi-Persistent scheduling Deactivate Indicator LCR IE, then the Node B shall deactivate the HS-DSCH Semi-Persistent scheduling operation for the HS-DSCH Radio Link.]
[1.28 Mcps TDD - If the RADIO LINK RECONFIGURATION PREPARE message includes the E-DCH Semi-Persistent scheduling Deactivate Indicator LCR IE, then the Node B shall deactivate the E-DCH Semi-Persistent scheduling operation for the E-DCH Radio Link.]
[1.28Mcps TDD - If the RADIO LINK RECONFIGURATION PREPARE message includes the Special default midamble allocation Indicator IE, then the Node B may if the value is set to " Special-default midamble-allocation-Activate" activate the Special default midamble allocation for the radio link, and the Node B shall include the Special default midamble allocation Usage Indicator IE in the RADIO LINK RECONFIGURATION READY message.]
// partially omitted
//7th change
8.3.5
Unsynchronised Radio Link Reconfiguration

8.3.5.1
General

The Unsynchronised Radio Link Reconfiguration procedure is used to reconfigure Radio Link(s) related to one UE-UTRAN connection within a Node B.

The Unsynchronised Radio Link Reconfiguration procedure is used when there is no need to synchronise the time of the switching from the old to the new configuration in one Node B used for a UE-UTRAN connection with any other Node B also used for the UE–UTRAN connection.

The Unsynchronised Radio Link Reconfiguration procedure shall not be initiated if a Prepared Reconfiguration exists, as defined in subclause 3.1.

8.3.5.2
Successful Operation
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Figure 34: Unsynchronised Radio Link Reconfiguration Procedure, Successful Operation

The Unsynchronised Radio Link Reconfiguration procedure is initiated by the CRNC by sending the RADIO LINK RECONFIGURATION REQUEST message to the Node B. The message shall use the Communication Control Port assigned for this Node B Communication Context.

Upon reception, the Node B shall modify the configuration of the Radio Link(s) according to the parameters given in the message. Unless specified below, the meaning of parameters is specified in other specifications.

The Node B shall prioritise resource allocation for the RL(s) to be modified according to Annex A.

DCH Modification:

If the RADIO LINK RECONFIGURATION REQUEST message includes any DCHs To Modify IE then the Node B shall treat them each as follows:

-
If the DCHs To Modify IE includes the Frame Handling Priority IE, the Node B should store this information for this DCH in the new configuration. The received Frame Handling Priority should be used when prioritising between different frames in the downlink on the Uu interface in congestion situations within the Node B once the new configuration has been activated.

-
If the DCHs To Modify IE includes the TNL QoS IE for a DCH or a set of co-ordinated DCHs to be modified and if ALCAP is not used, the Node B may store this information for this DCH in the new configuration. The TNL QoS IE may be used to determine the transport bearer characteristics to apply for the uplink between the Node B and the CRNC for the related DCH or set of co-ordinated DCHs.

-
If the DCHs To Modify IE includes the Transport Format Set IE for the UL, the Node B shall apply the new Transport Format Set in the Uplink of this DCH in the new configuration.

-
If the DCHs To Modify IE includes the Transport Format Set IE for the DL, the Node B shall apply the new Transport Format Set in the Downlink of this DCH in the new configuration.

-
If the DCHs To Modify IE includes the Allocation/Retention Priority IE for a DCH, the Node B shall apply the new Allocation/Retention Priority to this DCH in the new configuration according to Annex A.

-
If the DCHs To Modify IE includes multiple DCH Specific Info IEs, then the Node B shall treat the DCHs in the DCHs To Modify IE as a set of co-ordinated DCHs. The Node B shall include these DCHs in the new configuration only if it can include all of them in the new configuration.

-
[FDD - If the DCHs to Modify IE contains a DCH Specific Info IE which includes the Unidirectional DCH indicator IE set to "Uplink DCH only", the Node B shall ignore the Transport Format Set IE for the downlink for this DCH. As a consequence this DCH is not included as a part of the downlink CCTrCH.]
-
[FDD - If the DCHs to Modify IE contains a DCH Specific Info IE which includes the Unidirectional DCH indicator IE set to "Downlink DCH only", the Node B shall ignore the Transport Format Set IE for the uplink for this DCH. As a consequence this DCH is not included as a part of the uplink CCTrCH.]

-
If the DCHs To Modify IE includes the UL FP Mode IE for a DCH or a set of co-ordinated DCHs, the Node B shall apply the new FP Mode in the Uplink of the user plane for the DCH or the set of co-ordinated DCHs in the new configuration.

-
If the DCHs To Modify IE includes the ToAWS IE for a DCH or a set of co-ordinated DCHs, the Node B shall apply the new ToAWS in the user plane for the DCH or the set of co-ordinated DCHs in the new configuration.

-
If the DCHs To Modify IE includes the ToAWE IE for a DCH or a set of co-ordinated DCHs, the Node B shall apply the new ToAWE in the user plane for the DCH or the set of co-ordinated DCHs in the new configuration.

-
[TDD - If the RADIO LINK RECONFIGURATION REQUEST message includes the CCTrCH ID IE for the DL of a DCH to be modified, the Node B shall apply the new CCTrCH ID in the Downlink of this DCH in the new configuration.]

-
[TDD - If the RADIO LINK RECONFIGURATION REQUEST message includes the CCTrCH ID IE for the UL of a DCH to be modified, the Node B shall apply the new CCTrCH ID in the Uplink of this DCH in the new configuration.]

DCH Addition:

If the RADIO LINK RECONFIGURATION REQUEST message includes any DCH To Add IE, the Node B shall reserve necessary resources for the new configuration of the Radio Link(s) according to the parameters given in the message and include these DCHs in the new configuration. In particular:

-
If a DCHs To Add IE includes multiple DCH Specific Info IEs for a DCH to be added, the Node B shall treat the DCHs in the DCHs To Add IE as a set of co-ordinated DCHs. The Node B shall include these DCHs in the new configuration only if it can include all of them in the new configuration.

-
If the DCH Specific Info IE includes the Unidirectional DCH Indicator IE set to "Uplink DCH only", the Node B shall ignore the Transport Format Set IE for the downlink for this DCH. As a consequence this DCH is not included as a part of the downlink CCTrCH.

-
If the DCH Specific Info IE includes the Unidirectional DCH Indicator IE set to "Downlink DCH only", the Node B shall ignore the Transport Format Set IE for the uplink for this DCH. As a consequence this DCH is not included as a part of the uplink CCTrCH.

-
[FDD - For DCHs which do not belong to a set of co-ordinated DCHs with the QE-Selector IE set to "selected", the Node B shall use the Transport channel BER from that DCHas the base for the QE in the UL data frames. If no Transport channel BER is available for the selected DCH, the Physical channel BER shall be used for the QE [16]. If the QE-Selector IE is set to "non-selected", the Physical channel BER shall be used for the QE in the UL data frames, ref. [16].]

-
For a set of co-ordinated DCHs, the Node B shall use the Transport channel BER from the DCH with the QE-Selector IE set to "selected" as the QE in the UL data frames [16]. [FDD - If no Transport channel BER is available for the selected DCH, the Physical channel BER shall be used for the QE [16]. If all DCHs have the QE-Selector IE set to "non-selected", the Physical channel BER shall be used for the QE [16].]

-
The Node B should store the Frame Handling Priority IE received for a DCH to be added in the new configuration. The received Frame Handling Priority should be used when prioritising between different frames in the downlink on the Uu interface in congestion situations within the Node B once the new configuration has been activated.

-
If the TNL QoS IE is included for a DCH or a set of co-ordinated DCHs and if ALCAP is not used, the Node B may store this information for this DCH in the new configuration. The TNL QoS IE may be used to determine the transport bearer characteristics to apply for the uplink between the Node B and the CRNC for the related DCH or set of co-ordinated DCHs.

-
The Node B shall use the included UL FP Mode IE for a DCH or a set of co-ordinated DCHs to be added as the new FP Mode in the Uplink of the user plane for the DCH or the set of co-ordinated DCHs in the new configuration.

-
The Node B shall use the included ToAWS IE for a DCH or a set of co-ordinated DCHs to be added as the new Time of Arrival Window Startpoint in the user plane for the DCH or the set of co-ordinated DCHs in the new configuration.

-
The Node B shall use the included ToAWE IE for a DCH or a set of co-ordinated DCHs to be added as the new Time of Arrival Window Endpoint in the user plane for the DCH or the set of co-ordinated DCHs in the new configuration.

-
[TDD - If the RADIO LINK RECONFIGURATION REQUEST message includes the CCTrCH ID IE for the DL of a DCH to be added, the Node B shall apply the new CCTrCH ID in the downlink of this DCH in the new configuration.]

-
[TDD - If the RADIO LINK RECONFIGURATION REQUEST message includes the CCTrCH ID IE for the UL of a DCH to be added, the Node B shall apply the new CCTrCH ID in the Uplink of this DCH in the new configuration.]
DCH Deletion:

If the RADIO LINK RECONFIGURATION REQUEST message includes any DCH to be deleted from the Radio Link(s), the Node B shall not include this DCH in the new configuration.

If all of the DCHs belonging to a set of co-ordinated DCHs are requested to be deleted, the Node B shall not include this set of co-ordinated DCHs in the new configuration.

[FDD - Physical Channel Modification]:

[FDD - If the RADIO LINK RECONFIGURATION REQUEST message includes an UL DPCH Information IE, then the Node B shall apply the parameters to the new configuration as follows:]

-
[FDD - If the UL DPCH Information IE includes the TFCS IE for the UL, the Node B shall apply the new TFCS in the Uplink of the new configuration.]

-
[FDD - If the UL DPCH Information IE includes the UL DPDCH Indicator For E-DCH Operation IE set to "UL DPDCH not present", the UL DPDCH resources shall be removed from the configuration.]

[FDD - If the RADIO LINK RECONFIGURATION REQUEST message includes a DL DPCH Information IE, then the Node B shall apply the parameters to the new configuration as follows:]

-
[FDD - If the DL DPCH Information IE includes on the TFCS IE for the DL, the Node B shall apply the new TFCS in the Downlink of the new configuration.]

-
[FDD - If the DL DPCH Information IE includes the TFCI Signalling Mode IE, the Node B shall use the information when building TFCIs in the new configuration.

-
[FDD - If the DL DPCH Information IE includes the Limited Power Increase IE set to "Used", the Node B shall, if supported, use Limited Power Increase according to ref. [10] subclause 5.2.1 for the inner loop DL power control in the new configuration.]

-
[FDD - If the DL DPCH Information IE includes the Limited Power Increase IE set to "Not Used", the Node B shall not use Limited Power Increase for the inner loop DL power control in the new configuration.]

[FDD - If the RADIO LINK RECONFIGURATION REQUEST message includes the Transmission Gap Pattern Sequence Information IE, the Node B shall store the new information about the Transmission Gap Pattern Sequences to be used in the new Compressed Mode Configuration. Any Transmission Gap Pattern Sequences already existing in the previous Compressed Mode Configuration are replaced by the new sequences once the new Compressed Mode Configuration has been activated. This new Compressed Mode Configuration shall be valid in the Node B until the next Compressed Mode Configuration is configured in the Node B or Node B Communication Context is deleted.]

[FDD - If the RADIO LINK RECONFIGURATION REQUEST message includes the Continuous Packet Connectivity DTX-DRX Information IE, then:] 

·  [FDD -  The Node B shall configure the concerned Node B Communication Context for DTX operation according to [10].]

· [FDD - If DRX Information IE is included in the Continuous Packet Connectivity DTX-DRX Information IE, then the Node B shall configure the concerned Node B Communication Context for DRX operation according to [10].]

[FDD - If the RADIO LINK RECONFIGURATION REQUEST message includes the Continuous Packet Connectivity DTX-DRX Information To Modify IE, then:] 
· [FDD - If the UE DTX DRX Offset IE is included in the Continuous Packet Connectivity DTX-DRX Information To Modify IE, then the Node B shall apply the indicated Offset in UE DTX DRX Cycle IE in the new configuration.]
· [FDD - If the Enabling Delay IE is included in the Continuous Packet Connectivity DTX-DRX Information To Modify IE, then the Node B shall use this value to determine the beginning of uplink transmission in the new configuration according to [10] .]
· [FDD - If the DTX Information To Modify IE is included in the Continuous Packet Connectivity DTX-DRX Information To Modify IE, then the Node B shall use this information to modify the indicated DTX Information parameter in the new configuration. If the choice of DTX Information To Modify IE is "Deactivate", then DRX should be deactived together with DTX.]
· [FDD - If the DRX Information To Modify IE is included in the Continuous Packet Connectivity DTX-DRX Information To Modify IE, then the Node B shall use this information to modify the indicated DRX Information in the new configuration.]
[FDD - If the RADIO LINK RECONFIGURATION REQUEST message includes the Continuous Packet Connectivity HS-SCCH less Information IE, then:]

-
[FDD - The Node B shall configure the Serving HS-DSCH Radio Link for Continuous Packet Connectivity HS-SCCH less operation in the new configuration according to [10].]

-
[FDD - The Node B shall allocate the HS-PDSCH codes needed for HS-SCCH less operation and include the Continuous Packet Connectivity HS-SCCH less Information Response IE in the RADIO LINK RECONFIGURATION RESPONSE message.]
-
[FDD - If at least one of  HS-PDSCH Second Code Support IE is set to "True", then the Node B shall include HS-PDSCH Second Code Index IE in the RADIO LINK RECONFIGURATION RESPONSE message.]

[FDD - If the RADIO LINK RECONFIGURATION REQUEST message includes the Continuous Packet Connectivity HS-SCCH less Deactivate Indicator IE, then the Node B shall deactivate the Continuous Packet Connectivity HS-SCCH less operation for the HS-DSCH Radio Link.]
[1.28 Mcps TDD - If the RADIO LINK RECONFIGURATION REQUEST message includes the Continuous Packet Connectivity DRX Information LCR IE, then the Node B shall take account into these parameters to decide the DRX operation related parameters and configure the concerned Node B Communication Context for DRX operation according to [21] and include the parameter(s) in the Continuous Packet Connectivity DRX Information Response LCR IE in the RADIO LINK RECONFIGURATION RESPONSE message.]
[1.28 Mcps TDD - If the RADIO LINK RECONFIGURATION REQUEST message includes the Continuous Packet Connectivity DRX Information To Modify LCR IE, then:]

· [1.28 Mcps TDD - If the UE DTX DRX Offset IE is included in the Continuous Packet Connectivity DRX Information To Modify LCR IE, then the Node B shall apply the indicated Offset in UE DTX DRX Cycle IE in the new configuration.]
· [1.28 Mcps TDD - If the Enabling Delay IE is included in the Continuous Packet Connectivity DRX Information To Modify LCR IE, then the Node B shall use this value to determine the beginning of uplink transmission in the new configuration according to [21].]
· [1.28 Mcps TDD - If the DRX Information To Modify IE is included in the Continuous Packet Connectivity DRX Information To Modify LCR IE, then the Node B shall use this information to modify the indicated DRX Information in the new configuration.]
[1.28 Mcps TDD - If the RADIO LINK RECONFIGURATION REQUEST message includes the HS-DSCH Semi-Persistent scheduling Information LCR IE, then:]

-
[1.28 Mcps TDD - The Node B shall configure the Serving HS-DSCH Radio Link indicated by the HS-PDSCH RL ID IE for HS-DSCH Semi-Persistent scheduling operation according to [21].]

-
[1.28 Mcps TDD - The Node B shall allocate the HS-SICH information needed for HS-DSCH Semi-Persistent scheduling operation and include the HS-DSCH Semi-Persistent scheduling Information Response LCR IE in the RADIO LINK RECONFIGURATION READY message.]

-
[1.28 Mcps TDD - If the HS-DSCH Semi-Persistent Resource Reservation Indicator IE is included in the HS-DSCH Semi-Persistent scheduling Information LCR IE, then the Node B shall include Allcoated HS-PDSCH Semi-persistent resource IE in the RADIO LINK RECONFIGURATION RESPONSE message.]

[1.28 Mcps TDD - If the RADIO LINK RECONFIGURATION REQUEST message includes the E-DCH Semi-Persistent scheduling Information LCR IE, then:]

-
[1.28 Mcps TDD - The Node B shall configure the Serving E-DCH Radio Link indicated by the E-DCH Serving RL IE for E-DCH Semi-Persistent scheduling operation according to [21].]

-
[1.28 Mcps TDD - The Node B shall allocate the E-PUCH codes needed for E-DCH Semi-Persistent scheduling operation and include the E-DCH Semi-Persistent scheduling Information Response LCR IE in the RADIO LINK RECONFIGURATION RESPONSE message.]
[1.28 Mcps TDD - If the RADIO LINK RECONFIGURATION REQUEST message includes the HS-DSCH Semi-Persistent scheduling Information to modify LCR IE, then:]

-
[1.28 Mcps TDD - If the Transport Block Size List IE or/and Repetition Period list IE is/are included in the HS-DSCH Semi-Persistent scheduling Information to modify LCR IE, the Node B shall modifiy the configuration of Serving HS-DSCH Radio Link indicated by the HS-PDSCH RL ID IE for HS-DSCH Semi-Persistent scheduling operation according to [21].
-
[1.28 Mcps TDD - If the Buffer Size for HS-DSCH Semi-Persistent scheduling IE is included in the HS-DSCH Semi-Persistent scheduling Information to modify LCR IE, the Node B shall use this information to modify the buffer size for HS-DSCH Semi-Persistent scheduling operation.

-
[1.28 Mcps TDD - If the Number of Processes for HS-DSCH Semi-Persistent scheduling IE is included in the HS-DSCH Semi-Persistent scheduling Information to modify LCR IE, the Node B shall use this information to allocate the number of processes for HS-DSCH Semi-Persistent scheduling operation.

-
[1.28 Mcps TDD - The Node B shall allocate the HS-SICH information needed for HS-DSCH Semi-Persistent scheduling operation and include the HS-DSCH Semi-Persistent scheduling Information Response LCR IE in the RADIO LINK RECONFIGURATION RESPONSE message.]

-
[1.28 Mcps TDD - If the HS-DSCH Semi-Persistent Resource Reservation Indicator IE is included in the HS-DSCH Semi-Persistent scheduling Information LCR IE, then the Node B shall include Allcoated HS-PDSCH Semi-persistent resource IE in the RADIO LINK RECONFIGURATION RESPONSE message.]

[1.28 Mcps TDD - If the HS-DSCH Semi-Persistent scheduling operation Indicator IE is included in the HS-DSCH Semi-Persistent scheduling Information LCR IE, then the Node B shall apply this information for HS-DSCH Semi-Persistent scheduling operation.]
-
[1.28 Mcps TDD - If the buffer size for HS-DSCH Semi-Persistent scheduling needs to be modified, then the Node B shall include the Buffer Size for HS-DSCH Semi-Persistent scheduling IE in the RADIO LINK RECONFIGURATION RESPONSE message.]
-
[1.28 Mcps TDD - If the number of processes for HS-DSCH Semi-Persistent scheduling needs to be modified, then the Node B shall include the Number of Processes for HS-DSCH Semi-Persistent scheduling IE in the RADIO LINK RECONFIGURATION RESPONSE message.]
[1.28 Mcps TDD - If the RADIO LINK RECONFIGURATION REQUEST message includes the E-DCH Semi-Persistent scheduling Information LCR IE, then:]

-
[1.28 Mcps TDD - If the Repetition Period list IE is included in the E-DCH Semi-Persistent scheduling Information to modify LCR IE, the Node B shall modifiy the configuration of Serving HS-DSCH Radio Link indicated by the E-DCH Serving RL IE for E-DCH Semi-Persistent scheduling operation according to [21].

[1.28 Mcps TDD - If the E-DCH Semi-Persistent scheduling Indicator IE is included in the E-DCH Semi-Persistent scheduling Information LCR IE, then the Node B shall apply this information for E-DCH Semi-Persistent scheduling operation.]
-
[1.28 Mcps TDD - If the Semi-Persistent E-DCH releted E-HICH Information IE is included in the E-DCH Semi-Persistent scheduling Information LCR IE, then the Node B shall use this information to modify the configuration of Semi-Persistent E-DCH releted E-HICH.]
-
[1.28 Mcps TDD - The Node B shall allocate the E-PUCH codes needed for E-DCH Semi-Persistent scheduling operation and include the E-DCH Semi-Persistent scheduling Information Response LCR IE in the RADIO LINK RECONFIGURATION RESPONSE message.]
[1.28 Mcps TDD - If the RADIO LINK RECONFIGURATION REQUEST message includes the HS-DSCH Semi-Persistent scheduling Deactivate Indicator LCR IE, then the Node B shall deactivate the HS-DSCH Semi-Persistent scheduling operation for the HS-DSCH Radio Link.]
[1.28 Mcps TDD - If the RADIO LINK RECONFIGURATION REQUEST message includes the E-DCH Semi-Persistent scheduling Deactivate Indicator LCR IE, then the Node B shall deactivate the E-DCH Semi-Persistent scheduling operation for the E-DCH Radio Link.]
[1.28Mcps TDD - If the RADIO LINK RECONFIGURATION REQUEST message includes the Special default midamble allocation Indicator IE, then the Node B may if the value is set to " Special-default midamble-allocation-Activate" activate the Special default midamble allocation for the radio link, and the Node B shall include the Special default midamble allocation Usage Indicator IE in the RADIO LINK RECONFIGURATION RESPONSE message.]
// partially omitted
//8th change
9.1.17
AUDIT RESPONSE

	IE/Group Name
	Presence
	Range
	IE Type and Reference
	Semantics Description
	Criticality
	Assigned Criticality

	Message Discriminator
	M
	
	9.2.1.45
	
	–
	

	Message Type
	M
	
	9.2.1.46
	
	YES
	reject

	Transaction ID
	M
	
	9.2.1.62
	
	–
	

	End Of Audit Sequence Indicator
	M
	
	9.2.1.29A
	
	YES
	ignore

	Cell Information
	
	0..<maxCellinNode B>
	
	
	EACH
	ignore

	>C-ID
	M
	
	9.2.1.9
	
	–
	

	>Configuration Generation ID
	M
	
	9.2.1.16
	
	–
	

	>Resource Operational State
	M
	
	9.2.1.52
	
	–
	

	>Availability Status
	M
	
	9.2.1.2
	
	–
	

	>Local Cell ID
	M
	
	9.2.1.38
	The local cell that the cell is configured on
	–
	

	>Primary SCH Information
	O
	
	Common Physical Channel Status Information 9.2.1.13A
	Applicable to FDD only
	YES
	ignore

	>Secondary SCH Information
	O
	
	Common Physical Channel Status Information 9.2.1.13A
	Applicable to FDD only
	YES
	ignore

	>Primary CPICH Information
	O
	
	Common Physical Channel Status Information 9.2.1.13A
	Applicable to FDD only
	YES
	ignore

	>Secondary CPICH Information
	
	0..<maxSCPICHCell>
	
	Applicable to FDD only
	EACH
	ignore

	>>Secondary CPICH Individual Information
	M
	
	Common Physical Channel Status Information 9.2.1.13A
	
	–
	

	>Primary CCPCH Information
	O
	
	Common Physical Channel Status Information 9.2.1.13A
	
	YES
	ignore

	>BCH Information
	O
	
	Common Transport Channel Status Information 9.2.1.14B
	
	YES
	ignore

	>Secondary CCPCH Information
	
	0..<maxSCCPCHCell>
	
	See note 1 below
	EACH
	ignore

	>>Secondary CCPCH Individual Information
	M
	
	Common Physical Channel Status Information 9.2.1.13A
	
	–
	

	>PCH Information
	O
	
	Common Transport Channel Status Information 9.2.1.14B
	
	YES
	ignore

	>PICH Information
	O
	
	Common Physical Channel Status Information 9.2.1.13A
	
	YES
	ignore

	>FACH Information
	
	0..<maxFACHCell>
	
	
	EACH
	ignore

	>>FACH Individual Information
	M
	
	Common Transport Channel Status Information 9.2.1.14B
	
	–
	

	>PRACH Information
	
	0..<maxPRACHCell>
	
	
	EACH
	ignore

	>>PRACH Individual Information 
	M
	
	Common Physical Channel Status Information 9.2.1.13A
	
	–
	

	>RACH Information
	
	0..<maxRACHCell> 
	
	
	EACH
	ignore

	>>RACH Individual Information 
	M
	
	Common Transport Channel Status Information 9.2.1.14B
	
	–
	

	>AICH Information
	
	0..<maxPRACHCell>
	
	Applicable to FDD only
	EACH
	ignore

	>>AICH Individual Information 
	M
	
	Common Physical Channel Status Information 9.2.1.13A
	
	–
	

	>Not Used 1
	O
	
	NULL
	This item shall not be used. Ignore if received.
	–
	

	>Not Used 2
	O
	
	NULL
	This item shall not be used. Ignore if received. 
	–
	

	>Not Used 3
	O
	 
	NULL
	This item shall not be used. Ignore if received. 
	–
	

	>Not Used 4
	O
	 
	NULL
	This item shall not be used. Ignore if received. 
	–
	

	>SCH Information
	O
	
	Common Physical Channel Status Information 9.2.1.13A
	TDD Sync Channel
Applicable to 3.84Mcps TDD only
	YES
	ignore

	>FPACH Information
	
	0..<maxFPACHCell>
	
	Applicable to 1.28Mcps TDD only
	EACH
	ignore

	>>FPACH Individual lnformation
	M
	
	Common Physical Channel Status Information 9.2.1.13A
	
	–
	

	>DwPCH Information
	O
	
	Common Physical Channel Status Information 9.2.1.13A
	Applicable to 1.28Mcps TDD only
	YES
	ignore

	>HS-DSCH Resources Information
	
	0..<maxFrequencyinCell>
	
	See note 2 below
	EACH
	ignore

	>>Resource Operational State
	M
	
	9.2.1.52
	
	–
	

	>>Availability Status
	M
	
	9.2.1.2
	
	–
	

	>>UARFCN
	O
	
	9.2.1.65
	Corresponds to Nt [15]
Applicable to 1.28Mcps TDD when using multiple frequencies.
	YES
	ignore

	>MICH Information
	O
	
	Common Physical Channel Status Information 9.2.1.13A
	
	YES
	ignore

	>E-DCH Resources Information
	
	0..<maxFrequencyinCell>
	
	See note 2 below
	EACH
	ignore

	>>Resource Operational State
	M
	
	9.2.1.52
	
	–
	

	>>Availability Status
	M
	
	9.2.1.2
	
	–
	

	>>UARFCN
	O
	
	9.2.1.65
	Corresponds to Nt [15]
Applicable to 1.28Mcps TDD when using multiple frequencies.
	YES
	ignore

	>PLCCH Information
	
	0..<maxPLCCHCell>
	
	Applicable to 1.28Mcps TDD only
	EACH
	ignore

	>>PLCCH Individual lnformation
	M
	
	Common Physical Channel Status Information 9.2.1.13A
	
	–
	

	>Primary CCPCH Information 7.68Mcps
	O
	
	Common Physical Channel Status Information 7.68 Mcps 9.2.3.36
	
	YES
	ignore

	>Secondary CCPCH Information 7.68Mcps
	
	0..<maxSCCPCHCell768>
	
	
	EACH
	ignore

	>>Secondary CCPCH Individual Information 7.68 Mcps
	M
	
	Common Physical Channel Status Information 7.68 Mcps 9.2.3.36
	
	–
	

	>PICH Information 7.68Mcps
	O
	
	Common Physical Channel Status Information 7.68 Mcps 9.2.3.36
	
	YES
	ignore

	>PRACH Information 7.68Mcps
	
	0..<maxPRACHCell>
	
	
	EACH
	ignore

	>>PRACH Individual Information 7.68Mcps 
	M
	
	Common Physical Channel Status Information 7.68 Mcps 9.2.3.36
	
	–
	

	>SCH Information 7.68Mcps
	O
	
	Common Physical Channel Status Information 7.68 Mcps 9.2.3.36
	TDD Sync Channel
Applicable to 7.68Mcps TDD only
	YES
	ignore

	>MICH Information 7.68Mcps
	O
	
	Common Physical Channel Status Information 7.68 Mcps 9.2.3.36
	
	YES
	ignore

	>E-RUCCH Information
	
	0..<maxE-RUCCHCell>
	
	3.84Mcps TDD only
	EACH
	ignore

	>>E-RUCCH Individual Information 
	M
	
	Common Physical Channel Status Information 9.2.1.13A
	
	–
	

	>E-RUCCH Information 7.68Mcps
	
	0..<maxE-RUCCHCell>
	
	7.68Mcps TDD only
	EACH
	ignore

	>>E-RUCCH Individual Information 7.68Mcps
	M
	
	Common Physical Channel Status Information 7.68 Mcps 9.2.3.36
	
	–
	

	>UARFCN Information LCR
	
	0..<maxFrequencyinCell>
	
	Applicable to 1.28Mcps TDD when using multiple frequencies.
	EACH
	ignore

	>>UARFCN
	M
	
	9.2.1.65
	Corresponds to Nt [15]
	–
	

	>>Resource Operational State
	M
	
	9.2.1.52
	
	–
	

	>>Availability Status
	M
	
	9.2.1.2
	
	–
	

	>UpPCH Information LCR
	
	0..<maxFrequencyinCell>
	
	Applicable to 1.28Mcps TDD only.
	EACH
	ignore

	>>UARFCN
	O
	
	9.2.1.65
	Mandatory for 1.28Mcps TDD when using multiple frequencies. Corresponds to Nt [15]
	–
	

	>>UpPCH Position LCR
	M
	
	9.2.3.4Q
	
	–
	

	>>Resource Operational State
	M
	
	9.2.1.52
	
	–
	

	>>Availability Status
	M
	
	9.2.1.2
	
	–
	

	Communication Control Port Information
	
	0..<maxCCPinNode B>
	
	
	EACH
	ignore

	>Communication Control Port ID
	M
	
	9.2.1.15
	
	–
	

	>Resource Operational State
	M
	
	9.2.1.52
	
	–
	

	>Availability Status
	M
	
	9.2.1.2
	
	–
	

	Local Cell Information
	
	0..<maxLocalCellinNode B>
	
	
	EACH
	ignore

	>Local Cell ID
	M
	
	9.2.1.38
	
	–
	

	>DL Or Global Capacity Credit
	M
	
	9.2.1.20B
	
	–
	

	>UL Capacity Credit
	O
	
	9.2.1.65A
	
	–
	

	>Common Channels Capacity Consumption Law
	M
	
	9.2.1.9A
	
	–
	

	>Dedicated Channels Capacity Consumption Law
	M
	
	9.2.1.20A
	
	–
	

	>Maximum DL Power Capability
	O
	
	9.2.1.39
	
	–
	

	>Minimum Spreading Factor
	O
	
	9.2.1.47
	
	–
	

	>Minimum DL Power Capability
	O
	
	9.2.1.46A
	
	–
	

	>Local Cell Group ID
	O
	
	9.2.1.37A
	
	–
	

	>Reference Clock Availability
	O
	
	9.2.3.14A
	TDD only
	YES
	ignore

	>Power Local Cell Group ID
	O
	
	9.2.1.49B
	
	YES
	ignore

	>HSDPA Capability
	O
	
	9.2.1.31Ga
	
	YES
	ignore

	>E-DCH Capability
	O
	
	9.2.1.70
	
	YES
	ignore

	>E-DCH TTI2ms Capability
	C-EDCHCapability
	
	9.2.2.13V
	FDD only
	YES
	ignore

	>E-DCH SF Capability
	C-EDCHCapability
	
	9.2.2.13W
	FDD only
	YES
	ignore

	>E-DCH HARQ Combining Capability
	C-EDCHCapability
	
	9.2.2.13X
	FDD only
	YES
	ignore

	>E-DCH Capacity Consumption Law
	O
	
	9.2.2.13Ja
	FDD only
	YES
	ignore

	>F-DPCH Capability
	O
	
	9.2.2.16a
	FDD only
	YES
	ignore

	>E-DCH TDD Capacity Consumption Law
	O
	
	9.2.3.60
	TDD only
	YES
	ignore

	>Continuous Packet Connectivity DTX-DRX Capability
	O
	
	9.2.2.64
	FDD only
	YES
	ignore

	>Max UE DTX Cycle
	C-DTX-DRXCapability
	
	9.2.2.95
	FDD only
	YES
	ignore

	>Continuous Packet Connectivity HS-SCCH less Capability
	O
	
	9.2.2.65
	FDD only
	YES
	ignore

	>MIMO Capability
	O
	
	9.2.1.118
	FDD and 1.28Mcps TDD only
	YES
	ignore

	>SixtyfourQAM DL Capability
	O
	
	9.2.1.110
	FDD and 1.28Mcps TDD only
	YES
	ignore

	>MBMS Capability
	O
	
	9.2.1.86
	
	YES
	ignore

	>Enhanced FACH Capability
	O
	
	9.2.1.114
	FDD and 1.28Mcps TDD only
	YES
	ignore

	>Enhanced PCH Capability
	C-EnhancedFACHCapability
	
	9.2.1.115
	FDD and 1.28Mcps TDD only
	YES
	ignore

	>SixteenQAM UL Capability
	O
	
	9.2.2.88
	FDD only
	YES
	ignore

	>HS-DSCH MAC-d PDU Size Capability  
	O
	
	9.2.1.31IC
	
	YES
	ignore

	>MBSFN Only Mode Capability
	O
	
	9.2.3.71
	1.28Mcps TDD only
	YES
	ignore

	>F-DPCH Slot Format Capability
	O
	
	9.2.2.94
	FDD only
	YES
	ignore

	>E-DCH MAC-d PDU Size Capability
	O
	
	9.2.1.74A
	
	YES
	ignore

	>Common E-DCH Capability
	O
	
	9.2.2.101
	FDD only
	YES
	Ignore

	>E-AI Capability
	C-CommonEDCHCapability
	
	9.2.2.102
	FDD only
	YES
	Ignore

	>Enhanced UE DRX Capability
	O
	
	9.2.1.116
	FDD only
	YES
	ignore

	>Enhanced UE DRX Capability LCR
	O
	
	9.2.1.116
	1.28Mcps TDD only
	YES
	ignore

	>E-DPCCH Power Boosting Capability
	O
	
	9.2.2.109
	
	YES
	ignore

	>SixtyfourQAM DL and MIMO Combined Capability
	C- SixtyfourQAMDLandMIMOCapability
	
	9.2.1.121
	FDD and 1.28Mcps TDD only only 
	YES
	ignore

	>Multi Cell Capability Info
	O
	
	9.2.2.113
	FDD only
	YES
	ignore

	>Semi-Persistent scheduling Capability LCR
	O
	
	9.2.3.91
	1.28Mcps TDD only
	YES
	ignore

	>Continuous Packet Connectivity DRX Capability LCR
	O
	
	9.2.3.92
	1.28Mcps TDD only
	YES
	ignore

	>Common E-DCH HS-DPCCH Capability
	C-CommonEDCHCapability
	
	9.2.2.116
	FDD only
	YES
	Ignore

	>Special Midamble Supported Capability
	O
	
	9.2.3.zzz
	1.28Mcps TDD only
	YES
	ignore

	Local Cell Group Information
	
	0..<maxLocalCellinNode B>
	
	
	EACH
	ignore

	>Local Cell Group ID
	M
	
	9.2.1.37A
	
	–
	

	>DL Or Global Capacity Credit
	M
	
	9.2.1.20B
	
	–
	

	>UL Capacity Credit
	O
	
	9.2.1.65A
	
	–
	

	>Common Channels Capacity Consumption Law
	M
	
	9.2.1.9A
	
	–
	

	>Dedicated Channels Capacity Consumption Law
	M
	
	9.2.1.20A
	
	–
	

	>E-DCH Capacity Consumption Law
	O
	
	9.2.2.13Ja
	FDD only
	YES
	ignore

	>E-DCH TDD Capacity Consumption Law
	O
	
	9.2.3.60
	TDD only
	YES
	ignore

	Criticality Diagnostics
	O
	
	9.2.1.17
	
	YES
	ignore

	Power Local Cell Group Information
	
	0..<maxLocalCellinNode B>
	
	
	EACH
	ignore

	>Power Local Cell Group ID
	M
	
	9.2.1.49B
	
	–
	

	>Maximum DL Power Capability
	M
	
	9.2.1.39
	
	–
	

	NOTE 1:
This information element is a simplified representation of the ASN.1. [TDD - Repetitions 1 to 8 and repetitions 9 to maxSCCPCHCell are represented by separate ASN.1 structures.] Furthermore, maxSCCPCHCell has different values in the ASN.1 for FDD and for each of the two TDD options.

NOTE 2:
For 1.28Mcps TDD when using multiple frequencies, this information element for Repetition 1 and repetition 2 through maxFrequencyinCell are represented by respective ASN.1 structures with different criticalities.


	Condition
	Explanation

	EDCHCapability
	The IE shall be present if the E-DCH Capability IE is set to "E-DCH Capable".

	EnhancedFACHCapability
	The IE shall be present if the Enhanced FACH Capability IE is set to "Enhanced FACH Capable".

	DTX-DRXCapability
	The IE shall be present if the Continuous Packet Connectivity DTX-DRX Capability IE is present and set to "Continuous Packet Connectivity DTX-DRX Capable".

	CommonEDCHCapability
	The IE shall be present if the Common E-DCH Capability IE is set to "Common E-DCH Capable".

	SixtyfourQAMDLandMIMOCapability
	The IE shall be present if SixtyfourQAM DL Capability IE is set to “SixtyfourQAM DL Capable” and MIMO Capability IE is set to “MIMO Capable”.


	Range Bound
	Explanation

	maxCellinNode B
	Maximum number of Cells that can be configured in Node B

	maxCCPinNode B
	Maximum number of Communication Control Ports that can exist in the Node B

	maxLocalCellinNode B
	Maximum number of Local Cells that can exist in the Node B

	maxSCPICHCell
	Maximum number of Secondary CPICHs that can be defined in a Cell.

	maxSCCPCHCell
	Maximum number of Secondary CCPCHs that can be defined in a Cell.

	maxSCCPCHCell768
	Maximum number of Secondary CCPCHs that can be defined in a Cell for 7.68 Mcps TDD.

	maxFACHCell
	Maximum number of FACHs that can be defined in a Cell

	maxPRACHCell
	Maximum number of PRACHs that can be defined in a Cell

	maxRACHCell
	Maximum number of RACHs that can be defined in a Cell

	maxFPACHCell
	Maximum number of FPACHs that can be defined in a Cell

	maxPLCCHCell
	Maximum number of  PLCCHs that can be defined in a Cell

	maxE-RUCCHCell
	Maximum number of E-RUCCHs that can be defined in a Cell

	maxFrequencyinCell
	Maximum number of Frequencies that can be defined in a Cell


//9th change
9.1.32
RESOURCE STATUS INDICATION

	IE/Group Name
	Presence
	Range
	IE Type and Reference
	Semantics Description
	Criticality
	Assigned Criticality

	Message Discriminator
	M
	
	9.2.1.45
	
	–
	

	Message Type
	M
	
	9.2.1.46
	
	YES
	ignore

	Transaction ID
	M
	
	9.2.1.62
	
	–
	

	CHOICE Indication Type
	M
	
	
	
	YES
	ignore

	>No Failure
	
	
	
	
	
	

	>>Local Cell Information
	
	1..<max LocalCellinNode B>
	
	
	EACH
	ignore

	>>>Local Cell ID
	M
	
	9.2.1.38
	
	–
	

	>>>Add/Delete Indicator
	M
	
	9.2.1.1
	
	–
	

	>>>DL Or Global Capacity Credit
	C-add
	
	9.2.1.20B
	
	–
	

	>>>UL Capacity Credit
	O
	
	9.2.1.65A
	
	–
	

	>>>Common Channels Capacity Consumption Law
	C-add
	
	9.2.1.9A
	
	–
	

	>>>Dedicated Channels Capacity Consumption Law
	C-add
	
	9.2.1.20A
	
	–
	

	>>>Maximum DL Power Capability
	C-add
	
	9.2.1.39
	
	–
	

	>>>Minimum Spreading Factor
	C-add
	
	9.2.1.47
	
	–
	

	>>>Minimum DL Power Capability
	C-add
	
	9.2.1.46A
	
	–
	

	>>>Local Cell Group ID
	O
	
	9.2.1.37A
	
	–
	

	>>>Reference Clock Availability
	O
	
	9.2.3.14A
	TDD only
	YES
	ignore

	>>>Power Local Cell Group ID
	O
	
	9.2.1.49B
	
	YES
	ignore

	>>>HSDPA Capability
	O
	
	9.2.1.31Ga
	
	YES
	ignore

	>>>E-DCH Capability
	O
	
	9.2.1.70
	
	YES
	ignore

	>>>E-DCH TTI2ms Capability
	C-EDCHCapability
	
	9.2.2.13V
	FDD only
	YES
	ignore

	>>>E-DCH SF Capability
	C-EDCHCapability
	
	9.2.2.13W
	FDD only
	YES
	ignore

	>>>E-DCH HARQ Combining Capability
	C-EDCHCapability
	
	9.2.2.13X
	FDD only
	YES
	ignore

	>>>E-DCH Capacity Consumption Law
	O
	
	 9.2.2.13Ja
	FDD only
	YES
	ignore

	>>>F-DPCH Capability
	O
	
	9.2.2.16a
	FDD only
	YES
	ignore

	>>>E-DCH TDD Capacity Consumption Law
	O
	
	9.2.3.60
	TDD only
	YES
	ignore

	>>>Continuous Packet Connectivity DTX-DRX Capability
	O
	
	9.2.2.64
	FDD only
	YES
	ignore

	>>>Max UE DTX Cycle
	C-DTX-DRXCapability
	
	9.2.2.95
	FDD only
	YES
	ignore

	>>>Continuous Packet Connectivity HS-SCCH less Capability
	O
	
	9.2.2.65
	FDD only
	YES
	ignore

	>>>MIMO Capability
	O
	
	9.2.1.118
	FDD and 1.28Mcps TDD only
	YES
	ignore

	>>>SixtyfourQAM DL Capability
	O
	
	9.2.1.110
	FDD and 1.28Mcps TDD only 
	YES
	ignore

	>>>MBMS Capability
	O
	
	9.2.1.86
	
	YES
	ignore

	>>>Enhanced FACH Capability
	O
	
	9.2.1.114
	FDD and 1.28Mcps TDD only
	YES
	ignore

	>>>Enhanced PCH Capability
	C-EnhancedFACHCapability
	
	9.2.1.115
	FDD and 1.28Mcps TDD only
	YES
	ignore

	>>>SixteenQAM UL Capability
	O
	
	9.2.2.88
	FDD only
	YES
	ignore

	>>>HS-DSCH MAC-d PDU Size Capability  
	O
	
	9.2.1.31IC
	
	YES
	ignore

	>>>MBSFN Only Mode Capability
	O
	
	9.2.3.71
	1.28Mcps TDD only
	YES
	ignore

	>>>F-DPCH Slot Format Capability
	O
	
	9.2.2.94
	FDD only
	YES
	ignore

	>>>E-DCH MAC-d PDU Size Capability
	O
	
	9.2.1.74A
	
	YES
	ignore

	>>>Common E-DCH Capability
	O
	
	9.2.2.101
	FDD only
	YES
	Ignore

	>>>E-AI Capability
	C-CommonEDCHCapability
	
	9.2.2.102
	FDD only
	YES
	Ignore

	>>>Enhanced UE DRX Capability
	O
	
	9.2.1.116
	FDD only
	YES
	ignore

	>>>Enhanced UE DRX Capability LCR
	O
	
	9.2.1.116
	1.28Mcps TDD only
	YES
	ignore

	>>>E-DPCCH Power Boosting Capability
	O
	
	9.2.2.109
	
	YES
	ignore

	>>>SixtyfourQAM DL and MIMO Combined Capability
	C- SixtyfourQAMDLandMIMOCapability
	
	9.2.1.121
	FDD and 1.28Mcps TDD only
	YES
	ignore

	>>>Multi Cell Capability Info
	O
	
	9.2.2.113
	FDD only
	YES
	ignore

	>>>Semi-Persistent scheduling Capability LCR
	O
	
	9.2.3.91
	1.28Mcps TDD only
	YES
	ignore

	>>>Continuous Packet Connectivity DRX Capability LCR
	O
	
	9.2.3.92
	1.28Mcps TDD only
	YES
	ignore

	>>>Common E-DCH HS-DPCCH Capability
	C-CommonEDCHCapability
	
	9.2.2.116
	FDD only
	YES
	Ignore

	>>>Special Midamble Supported Capability
	O
	
	9.2.3.zzz
	1.28Mcps TDD only
	YES
	ignore

	
	
	
	
	
	
	

	>>Local Cell Group Information
	
	0..<maxLocalCellinNode B>
	
	
	EACH
	ignore

	>>>Local Cell Group ID
	M
	
	9.2.1.37A
	
	–
	

	>>>DL Or Global Capacity Credit
	M
	
	9.2.1.20B
	
	–
	

	>>>UL Capacity Credit
	O
	
	9.2.1.65A
	
	–
	

	>>>Common Channels Capacity Consumption Law
	M
	
	9.2.1.9A
	
	–
	

	>>>Dedicated Channels Capacity Consumption Law
	M
	
	9.2.1.20A
	
	–
	

	>>>E-DCH Capacity Consumption Law
	O
	
	9.2.2.13Ja
	FDD only
	YES
	ignore

	>>>E-DCH TDD Capacity Consumption Law
	O
	
	9.2.3.60
	TDD only
	YES
	ignore

	>>Power Local Cell Group Information
	
	0..<maxLocalCellinNode B>
	
	
	EACH
	ignore

	>>>Power Local Cell Group ID
	M
	
	9.2.1.49B
	
	–
	

	>>>Maximum DL Power Capability
	M
	
	9.2.1.39
	
	–
	

	>Service Impacting
	
	
	
	
	
	

	>>Local Cell Information
	
	0..<maxLocalCellinNode B>
	
	
	EACH
	ignore

	>>>Local Cell ID
	M
	
	9.2.1.38
	
	–
	

	>>>DL Or Global Capacity Credit
	O
	
	9.2.1.20B
	
	–
	

	>>>UL Capacity Credit
	O
	
	9.2.1.65A
	
	–
	

	>>>Common Channels Capacity Consumption Law
	O
	
	9.2.1.9A
	
	–
	

	>>>Dedicated Channels Capacity Consumption Law
	O
	
	9.2.1.20A
	
	–
	

	>>>Maximum DL Power Capability
	O
	
	9.2.1.39
	
	–
	

	>>>Minimum Spreading Factor
	O
	
	9.2.1.47
	
	–
	

	>>>Minimum DL Power Capability
	O
	
	9.2.1.46A
	
	–
	

	>>>Reference Clock Availability
	O
	
	9.2.3.14A
	TDD only
	YES
	ignore

	>>>HSDPA Capability
	O
	
	9.2.1.31Ga
	
	YES
	ignore

	>>>E-DCH Capability
	O
	
	9.2.1.70
	
	YES
	ignore

	>>>E-DCH TTI2ms Capability
	C-EDCHCapability
	
	9.2.2.13V
	FDD only
	YES
	ignore

	>>>E-DCH SF Capability
	C-EDCHCapability
	
	9.2.2.13W
	FDD only
	YES
	ignore

	>>>E-DCH HARQ Combining Capability
	C-EDCHCapability
	
	9.2.2.13X
	FDD only
	YES
	ignore

	>>>E-DCH Capacity Consumption Law
	O
	
	9.2.2.13Ja
	FDD only
	YES
	ignore

	>>>F-DPCH Capability
	O
	
	9.2.2.16a
	
	YES
	ignore

	>>>E-DCH TDD Capacity Consumption Law
	O
	
	9.2.3.60
	TDD only
	YES
	ignore

	>>>Continuous Packet Connectivity DTX-DRX Capability
	O
	
	9.2.2.64
	FDD only
	YES
	ignore

	>>>Max UE DTX Cycle
	C-DTX-DRXCapability
	
	9.2.2.95
	FDD only
	YES
	ignore

	>>>Continuous Packet Connectivity HS-SCCH less Capability
	O
	
	9.2.2.65
	FDD only
	YES
	ignore

	>>>MIMO Capability
	O
	
	9.2.1.118
	FDD and 1.28Mcps TDD only
	YES
	ignore

	>>>SixtyfourQAM DL Capability
	O
	
	9.2.1.110
	FDD and 1.28Mcps TDD only 
	YES
	ignore

	>>>MBMS Capability
	O
	
	9.2.1.86
	
	YES
	ignore

	>>>Enhanced FACH Capability
	O
	
	9.2.1.114
	FDD only and 1.28Mcps TDD
	YES
	ignore

	>>>Enhanced PCH Capability
	C-EnhancedFACHCapability
	
	9.2.1.115
	FDD only and 1.28Mcps TDD
	YES
	ignore

	>>>SixteenQAM UL Capability
	O
	
	9.2.2.88
	FDD only
	YES
	ignore

	>>>HS-DSCH MAC-d PDU Size Capability 
	O
	
	9.2.1.31IC
	
	YES
	ignore

	>>>MBSFN Only Mode Capability
	O
	
	9.2.3.71
	1.28Mcps TDD only
	YES
	ignore

	>>>F-DPCH Slot Format Capability
	O
	
	9.2.2.94
	FDD only
	YES
	ignore

	>>>E-DCH MAC-d PDU Size Capability
	O
	
	9.2.1.74A
	
	YES
	ignore

	>>>Common E-DCH Capability
	O
	
	9.2.2.101
	FDD only
	YES
	Ignore

	>>>E-AI Capability
	C-CommonEDCHCapability
	
	9.2.2.102
	FDD only
	YES
	Ignore

	>>>Enhanced UE DRX Capability
	O
	
	9.2.2.107
	FDD only
	YES
	ignore

	>>>Enhanced UE DRX Capability LCR
	O
	
	9.2.1.116
	1.28Mcps TDD only
	YES
	ignore

	>>>E-DPCCH Power Boosting Capability
	O
	
	9.2.2.109
	
	YES
	ignore

	>>>SixtyfourQAM DL and MIMO Combined Capability
	C- SixtyfourQAMDLandMIMOCapability
	
	9.2.1.121
	FDD and 1.28Mcps TDD only
	YES
	ignore

	>>>Multi Cell Capability Info
	O
	
	9.2.2.113
	FDD only
	YES
	ignore

	>>>Semi-Persistent scheduling Capability LCR
	O
	
	9.2.3.91
	1.28Mcps TDD only
	YES
	ignore

	>>>Continuous Packet Connectivity DRX Capability LCR
	O
	
	9.2.3.92
	1.28Mcps TDD only
	YES
	ignore

	>>>Common E-DCH HS-DPCCH Capability
	C-CommonEDCHCapability
	
	9.2.2.116
	FDD only
	YES
	Ignore

	>>>Special Midamble Supported Capability
	O
	
	9.2.3.zzz
	1.28Mcps TDD only
	YES
	ignore

	>>Local Cell Group Information
	
	0..<maxLocalCellinNode B>
	
	
	EACH
	ignore

	>>>Local Cell Group ID
	M
	
	9.2.1.37A
	
	–
	

	>>>DL Or Global Capacity Credit
	O
	
	9.2.1.20B
	
	–
	

	>>>UL Capacity Credit
	O
	
	9.2.1.65A
	
	–
	

	>>>Common Channels Capacity Consumption Law
	O
	
	9.2.1.9A
	
	–
	

	>>>Dedicated Channels Capacity Consumption Law
	O
	
	9.2.1.20A
	
	–
	

	>>>E-DCH Capacity Consumption Law
	O
	
	9.2.2.13Ja
	FDD only
	YES
	ignore

	>>>E-DCH TDD Capacity Consumption Law
	O
	
	9.2.3.60
	TDD only
	YES
	ignore

	>>Communication Control Port Information
	
	0..<maxCCPinNode B>
	
	
	EACH
	ignore

	>>>Communication Control Port ID
	M
	
	9.2.1.15
	
	–
	

	>>>Resource Operational State
	M
	
	9.2.1.52
	
	–
	

	>>>Availability Status
	M
	
	9.2.1.2
	
	–
	

	>>Cell Information
	
	0..<maxCellinNode B>
	
	
	EACH
	ignore

	>>>C-ID
	M
	
	9.2.1.9
	
	–
	

	>>>Resource Operational State
	O
	
	9.2.1.52
	
	–
	

	>>>Availability Status
	O
	
	9.2.1.2
	
	–
	

	>>>Primary SCH Information
	O
	
	Common Physical Channel Status Information 9.2.1.13A
	FDD only
	YES
	ignore

	>>>Secondary SCH Information
	O
	
	Common Physical Channel Status Information 9.2.1.13A
	FDD only
	YES
	ignore

	>>>Primary CPICH Information
	O
	
	Common Physical Channel Status Information 9.2.1.13A
	FDD only
	YES
	ignore

	>>>Secondary CPICH Information
	
	0..<maxSCPICHCell>
	
	FDD only
	EACH
	ignore

	>>>>Secondary CPICH Individual Information
	M
	
	Common Physical Channel Status Information 9.2.1.13A
	
	–
	

	>>>Primary CCPCH Information
	O
	
	Common Physical Channel Status Information 9.2.1.13A
	
	YES
	ignore

	>>>BCH Information
	O
	
	Common Transport Channel Status Information 9.2.1.14B
	
	YES
	ignore

	>>>Secondary CCPCH Information
	
	0..<maxSCCPCHCell>
	
	See note 1 below
	EACH
	ignore

	>>>>Secondary CCPCH Individual Information
	M
	
	Common Physical Channel Status Information 9.2.1.13A
	
	–
	

	>>>PCH Information
	O
	
	Common Transport Channel Status Information 9.2.1.14B
	
	YES
	ignore

	>>>PICH Information
	O
	
	Common Physical Channel Status Information 9.2.1.13A
	
	YES
	ignore

	>>>FACH Information
	
	0..<maxFACHCell>
	
	
	EACH
	ignore

	>>>>FACH Individual Information
	M
	
	Common Transport Channel Status Information 9.2.1.14B
	
	–
	

	>>>PRACH Information
	
	0..<maxPRACHCell>
	
	
	EACH
	ignore

	>>>>PRACH Individual Information
	M
	
	Common Physical Channel Status Information 9.2.1.13A
	
	–
	

	>>>RACH Information
	
	0..<maxPRACHCell>
	
	
	EACH
	ignore

	>>>>RACH Individual Information
	M
	
	Common Transport Channel Status Information 9.2.1.14B
	
	–
	

	>>>AICH Information
	
	0..<maxPRACHCell>
	
	FDD only
	EACH
	ignore

	>>>>AICH Individual Information
	M
	
	Common Physical Channel Status Information 9.2.1.13A
	
	–
	

	>>>Not Used 1
	O
	
	NULL
	This item shall not be used. Ignore if received. 
	–
	

	>>>Not Used 2
	O
	
	NULL
	This item shall not be used. Ignore if received. 
	–
	

	>>>Not Used 3
	O
	
	NULL
	This item shall not be used. Ignore if received. 
	–
	

	>>>Not Used 4
	O
	
	NULL
	This item shall not be used. Ignore if received. 
	–
	

	>>>SCH Information
	O
	
	Common Physical Channel Status Information 9.2.1.13A
	Applicable to 3.84Mcps TDD only
	YES
	ignore

	>>>FPACH Information
	
	0..<maxFPACHCell>
	
	Applicable to 1.28Mcps TDD only
	EACH
	ignore

	>>>>FPACH Individual Information
	M
	
	Common Physical Channel Status Information 9.2.1.13A
	
	–
	

	>>>DwPCH Information
	O
	
	Common Physical Channel Status Information 9.2.1.13A
	Applicable to 1.28Mcps TDD only
	YES
	ignore

	>>>HS-DSCH Resources Information
	
	0.. <maxFrequencyinCell>
	
	See note 2 below
	EACH
	ignore

	>>>>Resource Operational State
	M
	
	9.2.1.52
	
	–
	

	>>>>Availability Status
	M
	
	9.2.1.2
	
	–
	

	>>>>UARFCN
	O
	
	9.2.1.65
	Corresponds to Nt [15]
Applicable to 1.28Mcps TDD when using multiple frequencies.
	YES
	ignore

	>>>MICH Information
	O
	
	Common Physical Channel Status Information 9.2.1.13A
	
	YES
	ignore

	>>>E-DCH Resources Information
	
	0..<maxFrequencyinCell>
	
	See note 2 below
	EACH
	ignore

	>>>>Resource Operational State
	M
	
	9.2.1.52
	
	–
	

	>>>>Availability Status
	M
	
	9.2.1.2
	
	–
	

	>>>>UARFCN
	O
	
	9.2.1.65
	Corresponds to Nt [15]

Applicable to 1.28Mcps TDD when using multiple frequencies.
	YES
	ignore

	>>>PLCCH Information
	
	0..<maxPLCCHCell>
	
	Applicable to 1.28Mcps TDD only
	EACH
	ignore

	>>>>PLCCH Individual Information
	M
	
	Common Physical Channel Status Information 9.2.1.13A
	
	–
	

	>>>Primary CCPCH Information 7.68Mcps 
	O
	
	Common Physical Channel Status Information 7.68Mcps 9.2.3.36
	
	YES
	ignore

	>>>Secondary CCPCH Information 7.68Mcps
	
	0..<maxSCCPCHCell768>
	
	
	EACH
	ignore

	>>>>Secondary CCPCH Individual Information 7.68Mcps 
	M
	
	Common Physical Channel Status Information 7.68Mcps 9.2.3.36
	
	–
	

	>>>PICH Information 7.68Mcps
	O
	
	Common Physical Channel Status Information 7.68Mcps 9.2.3.36
	
	YES
	ignore

	>>>PRACH Information 7.68Mcps
	
	0..<maxPRACHCell>
	
	
	EACH
	ignore

	>>>>PRACH Individual Information 7.68Mcps
	M
	
	Common Physical Channel Status Information 7.68Mcps 9.2.3.36
	
	–
	

	>>>SCH Information 7.68Mcps
	O
	
	Common Physical Channel Status Information 7.68Mcps 9.2.3.36
	Applicable to 7.68Mcps TDD only
	YES
	ignore

	>>>MICH Information 7.68Mcps
	O
	
	Common Physical Channel Status Information 7.68Mcps 9.2.3.36
	
	YES
	ignore

	>>>E-RUCCH Information
	
	0..<maxE-RUCCHCell>
	
	Applicable to 3.84Mcps TDD only
	EACH
	ignore

	>>>>E-RUCCH Individual Information
	M
	
	Common Physical Channel Status Information 9.2.1.13A
	
	–
	

	>>>E-RUCCH Information 7.68Mcps
	
	0..<maxE-RUCCHCell>
	
	Applicable to 7.68Mcps TDD only
	EACH
	ignore

	>>>>E-RUCCH Individual Information 7.68Mcps
	M
	
	Common Physical Channel Status Information 7.68Mcps 9.2.3.36
	
	–
	

	>>>UARFCN Information LCR
	
	0..<maxFrequencyinCell>
	
	Applicable to 1.28Mcps TDD when using multiple frequencies.
	EACH
	ignore

	>>>>UARFCN
	M
	
	9.2.1.65
	Corresponds to Nt [15]
	–
	

	>>>>Resource Operational State
	M
	
	9.2.1.52
	
	–
	

	>>>>Availability Status
	M
	
	9.2.1.2
	
	–
	

	>>>>Cause
	O
	
	9.2.1.6
	
	–
	

	>>>UpPCH Information LCR
	
	0..<maxFrequencyinCell>
	
	Applicable to 1.28Mcps TDD only.
	EACH
	ignore

	>>>>UARFCN
	O
	
	9.2.1.65
	Mandatory for 1.28Mcps TDD when using multiple frequencies. Corresponds to Nt [15]
	–
	

	>>>>UpPCH Position LCR
	M
	
	9.2.3.4Q
	
	–
	

	>>>>Resource Operational State
	M
	
	9.2.1.52
	
	–
	

	>>>>Availability Status
	M
	
	9.2.1.2
	
	–
	

	>>Power Local Cell Group Information
	
	0..<maxLocalCellinNode B>
	
	
	EACH
	ignore

	>>>Power Local Cell Group ID
	M
	
	9.2.1.49B
	
	–
	

	>>>Maximum DL Power Capability
	M
	
	9.2.1.39
	
	–
	

	Cause
	O
	
	9.2.1.6
	
	YES
	ignore

	NOTE 1:
This information element is a simplified representation of the ASN.1. [TDD - Repetitions 1 to 8 and repetitions 9 to maxSCCPCHCell are represented by separate ASN.1 structures.] Furthermore, maxSCCPCHCell has different values in the ASN.1 for FDD and for each of the two TDD options.

NOTE 2:
For 1.28Mcps TDD when using multiple frequencies, this information element for Repetition 1 and repetition 2 through maxFrequencyinCell are represented by respective ASN.1 structures with different criticalities.


	Condition
	Explanation

	add
	The IE shall be present if the Add/Delete Indicator IE is set to "Add".

	EDCHCapability
	The IE shall be present if the E-DCH Capability IE is set to "E-DCH Capable".

	EnhancedFACHCapability
	The IE shall be present if the Enhanced FACH Capability IE is set to "Enhanced FACH Capable".

	DTX-DRXCapability
	The IE shall be present if the Continuous Packet Connectivity DTX-DRX Capability IE is present and set to " Continuous Packet Connectivity DTX-DRX Capable".

	CommonEDCHCapability
	The IE shall be present if the Common E-DCH Capability IE is set to "Common E-DCH Capable".

	SixtyfourQAMDLandMIMOCapability
	The IE shall be present if SixtyfourQAM DL Capability IE is set to “SixtyfourQAM DL Capable” and MIMO Capability IE is set to “MIMO Capable”.


	Range Bound
	Explanation

	maxLocalCellinNode B
	Maximum number of Local Cells that can exist in the Node B

	maxCellinNode B
	Maximum number of C-IDs that can be configured in the Node B

	maxSCPICHCell
	Maximum number of Secondary CPICHs that can be defined in a Cell.

	maxSCCPCHCell
	Maximum number of Secondary CCPCHs that can be defined in a Cell.

	maxFACHCell
	Maximum number of FACHs that can be defined in a Cell

	maxPRACHCell
	Maximum number of PRACHs and AICHs that can be defined in a Cell

	maxCCPinNode B
	Maximum number of Communication Control Ports that can exist in the Node B

	maxFPACHCell
	Maximum number of FPACHs that can be defined in a Cell

	maxPLCCHCell
	Maximum number of PLCCHs that can be defined in a Cell

	maxE-RUCCHCell
	Maximum number of E-RUCCHs that can be defined in a Cell


//10th change
9.1.36
RADIO LINK SETUP REQUEST
// partially omitted
9.1.36.2
TDD message

	IE/Group Name
	Presence
	Range
	IE Type and Reference
	Semantics Description
	Criticality
	Assigned Criticality

	Message Discriminator
	M
	
	9.2.1.45
	
	–
	

	Message Type
	M
	
	9.2.1.46
	
	YES
	reject

	Transaction ID
	M
	
	9.2.1.62
	
	–
	

	CRNC Communication Context ID
	M
	
	9.2.1.18
	The reserved value "All CRNCCC" shall not be used.
	YES
	reject

	UL CCTrCH Information
	
	0..<maxnoCCTrCH>
	
	
	EACH
	notify

	>CCTrCH ID
	M
	
	9.2.3.3
	
	–
	

	>TFCS
	M
	
	9.2.1.58
	
	–
	

	>TFCI Coding
	M
	
	9.2.3.22
	
	–
	

	>Puncture Limit
	M
	
	9.2.1.50
	
	–
	

	>UL DPCH Information
	
	0..1
	
	Applicable to 3.84Mcps TDD only
	YES
	notify

	>>Repetition Period
	M
	
	9.2.3.16
	
	–
	

	>>Repetition Length
	M
	
	9.2.3.15
	
	–
	

	>>TDD DPCH Offset
	M
	
	9.2.3.19A
	
	–
	

	>>UL Timeslot Information
	M
	
	9.2.3.26C
	
	–
	

	>UL DPCH Information LCR
	
	0..1
	
	Applicable to 1.28Mcps TDD only
	YES
	notify

	>>Repetition Period
	M
	
	9.2.3.16
	
	–
	

	>>Repetition Length
	M
	
	9.2.3.15
	
	–
	

	>>TDD DPCH Offset
	M
	
	9.2.3.19A
	
	–
	

	>>UL Timeslot Information LCR
	M
	
	9.2.3.26E
	
	–
	

	>UL SIR Target
	O
	
	UL SIR

9.2.1.67A
	Mandatory for 1.28Mcps TDD. Not Applicable to 3.84Mcps TDD or 7.68Mcps TDD.
	YES
	reject

	>TDD TPC UL Step Size
	O
	
	9.2.3.21a
	Mandatory for 1.28Mcps TDD. Not Applicable to 3.84Mcps TDD or 7.68Mcps TDD.
	YES
	reject

	>UL DPCH Information 7.68Mcps
	
	0..1
	
	Applicable to 7.68Mcps TDD only
	YES
	notify

	>>Repetition Period
	M
	
	9.2.3.16
	
	–
	

	>>Repetition Length
	M
	
	9.2.3.15
	
	–
	

	>>TDD DPCH Offset
	M
	
	9.2.3.19A
	
	–
	

	>>UL Timeslot Information 7.68Mcps
	M
	
	9.2.3.38
	
	–
	

	DL CCTrCH Information
	
	0..<maxnoCCTrCH>
	
	
	EACH
	notify

	>CCTrCH ID
	M
	
	9.2.3.3
	
	–
	

	>TFCS
	M
	
	9.2.1.58
	
	–
	

	>TFCI Coding
	M
	
	9.2.3.22
	
	–
	

	>Puncture Limit
	M
	
	9.2.1.50
	
	–
	

	>TDD TPC DL Step Size
	M
	
	9.2.3.21
	
	–
	

	>TPC CCTrCH List
	
	0..<maxnoCCTrCH>
	
	List of uplink CCTrCH which provide TPC
	–
	

	>>TPC CCTrCH ID 
	M
	
	CCTrCH ID

9.2.3.3
	
	–
	

	>DL DPCH information
	
	0..1
	
	Applicable to 3.84Mcps TDD only
	YES
	notify

	>>Repetition Period
	M
	
	9.2.3.16
	
	–
	

	>>Repetition Length
	M
	
	9.2.3.15
	
	–
	

	>>TDD DPCH Offset
	M
	
	9.2.3.19A
	
	–
	

	>>DL Timeslot Information
	M
	
	9.2.3.4E
	
	–
	

	>DL DPCH information LCR
	
	0..1
	
	Applicable to 1.28Mcps TDD only
	YES
	notify

	>>Repetition Period
	M
	
	9.2.3.16
	
	–
	

	>>Repetition Length
	M
	
	9.2.3.15
	
	–
	

	>>TDD DPCH Offset
	M
	
	9.2.3.19A
	
	–
	

	>>DL Timeslot Information LCR
	M
	
	9.2.3.4O
	
	–
	

	>>TSTD Indicator
	M
	
	9.2.1.64
	
	–
	

	>CCTrCH Initial DL  Transmission Power
	O
	
	DL Power

9.2.1.21
	
	YES
	ignore

	>CCTrCH Maximum DL Transmission Power
	O
	
	DL Power

9.2.1.21
	
	YES
	ignore

	>CCTrCH Minimum DL Transmission Power
	O
	
	DL Power

9.2.1.21
	
	YES
	ignore

	>DL DPCH information 7.68Mcps
	
	0..1
	
	Applicable to 7.68Mcps TDD only
	YES
	notify

	>>Repetition Period
	M
	
	9.2.3.16
	
	–
	

	>>Repetition Length
	M
	
	9.2.3.15
	
	–
	

	>>TDD DPCH Offset
	M
	
	9.2.3.19A
	
	–
	

	>>DL Timeslot Information 7.68Mcps
	M
	
	9.2.3.39
	
	–
	

	DCH Information
	O
	
	DCH TDD Information 9.2.3.4C
	
	YES
	reject

	DSCH Information
	O
	
	DSCH TDD Information 9.2.3.5A
	
	YES
	reject

	USCH Information
	O
	
	9.2.3.28
	
	YES
	reject

	RL Information
	
	1
	
	
	YES
	reject

	>RL ID
	M
	
	9.2.1.53
	
	–
	

	>C-ID
	M
	
	9.2.1.9
	
	–
	

	>Frame Offset
	M
	
	9.2.1.31
	
	–
	

	>Special Burst Scheduling
	M
	
	9.2.3.18A
	
	–
	

	>Initial DL Transmission Power
	M
	
	DL Power

9.2.1.21
	
	–
	

	>Maximum DL Power
	M
	
	DL Power

9.2.1.21
	
	–
	

	>Minimum DL Power
	M
	
	DL Power

9.2.1.21
	
	–
	

	>DL Time Slot ISCP Info
	O
	
	9.2.3.4F
	Applicable to 3.84Mcps TDD and 7.68Mcps TDD only
	–
	

	>DL Time Slot ISCP Info LCR
	O
	
	9.2.3.4P
	Applicable to 1.28Mcps TDD only
	YES
	reject

	>RL Specific DCH Information
	O
	
	9.2.1.53G
	
	YES
	ignore

	>Delayed Activation
	O
	
	9.2.1.24C
	
	YES
	reject

	>UL Synchronisation Parameters LCR
	
	0..1
	
	Mandatory for 1.28Mcps TDD. Not Applicable to 3.84Mcps TDD or 7.68Mcps TDD.
	YES
	reject

	>>Uplink Synchronisation Step Size
	M
	
	9.2.3.26H
	
	–
	

	>>Uplink Synchronisation Frequency
	M
	
	9.2.3.26G
	
	–
	

	>UARFCN
	O
	
	9.2.1.65
	Mandatory for 1.28Mcps TDD when using multiple frequencies. 

Corresponds to Nt [15]
	YES
	reject

	HS-DSCH Information
	O
	
	HS-DSCH TDD Information 9.2.3.5F
	
	YES
	reject

	HS-DSCH-RNTI
	C-InfoHSDSCH
	
	9.2.1.31J
	
	YES
	reject

	HS-PDSCH RL ID
	C-InfoHSDSCH
	
	RL ID 9.2.1.53
	
	YES
	reject

	PDSCH-RL-ID
	O
	
	RL ID

9.2.1.53
	
	YES
	ignore

	E-DCH Information
	
	0..1
	
	3.84Mcps TDD only
	YES
	reject

	>E-PUCH Information
	M
	
	9.2.3.45
	
	–
	

	>E-TFCS Information TDD
	M
	
	9.2.3.46
	
	–
	

	>E-DCH MAC-d Flows Information TDD
	M
	
	9.2.3.47
	
	–
	

	>E-DCH Non-scheduled Grant Information TDD
	O
	
	9.2.3.48
	
	–
	

	>E-DCH TDD Information
	M
	
	9.2.3.49
	
	–
	

	E-DCH Serving RL
	O
	
	9.2.1.53
	
	YES
	reject

	E-DCH Information 7.68Mcps
	
	0..1
	
	7.68Mcps TDD only
	YES
	reject

	>E-PUCH Information
	M
	
	9.2.3.45
	
	–
	

	>E-TFCS Information TDD
	M
	
	9.2.3.46
	
	–
	

	>E-DCH MAC-d Flows Information TDD
	M
	
	9.2.3.47
	
	–
	

	>E-DCH Non-scheduled Grant Information 7.68Mcps TDD
	O
	
	9.2.3.64
	
	–
	

	>E-DCH TDD Information 7.68Mcps
	M
	
	9.2.3.65
	
	–
	

	E-DCH Information 1.28Mcps
	
	0..1
	
	1.28Mcps TDD only
	YES 
	reject

	>E-PUCH Information LCR
	M
	
	9.2.3.45a
	
	–
	

	>E-TFCS Information TDD
	M
	
	9.2.3.46
	
	–
	

	>E-DCH MAC-d Flows Information TDD
	M
	
	9.2.3.47
	
	–
	

	>E-DCH Non-scheduled Grant Information LCR TDD
	O
	
	9.2.3.48a
	
	–
	

	>E-DCH TDD Information LCR
	M
	
	9.2.3.49a
	
	–
	

	Power Control GAP
	O
	
	INTEGER (1..255)
	Unit: Number of subframes

Applicable to 1.28Mcps TDD only
	YES
	ignore

	Continuous Packet Connectivity DRX Information LCR
	O
	
	9.2.3.93
	1.28 Mcps TDD only
	YES
	reject

	HS-DSCH Semi-Persistent scheduling Information LCR
	O
	
	9.2.3.96
	1.28 Mcps TDD only
	YES
	reject

	E-DCH Semi-Persistent scheduling Information LCR
	O
	
	9.2.3.97
	1.28 Mcps TDD only
	YES
	reject

	Idle Interval Information
	O
	
	9.2.3.102
	TDD only
	YES
	ignore

	UE Selected MBMS Service Information
	O
	
	9.2.3.104
	This IE indicates the Time Slot information and/or TDM information of UE selected MBMS service in the other frequency. For 1.28Mcps TDD only.
	YES
	ignore

	Special default midamble allocation indicator
	O
	
	9.2.3. xxx
	1.28 Mcps TDD only
	YES
	reject


	Range Bound
	Explanation

	maxnoCCTrCH
	Number of CCTrCHs for one UE


	Condition
	Explanation

	InfoHSDSCH
	The IE shall be present if HS-DSCH Information IE is present.


//11th change
9.1.37
RADIO LINK SETUP RESPONSE
9.1.37.2
TDD Message

	IE/Group Name
	Presence
	Range
	IE Type and Reference
	Semantics Description
	Criticality
	Assigned Criticality

	Message Discriminator
	M
	
	9.2.1.45
	
	–
	

	Message Type
	M
	
	9.2.1.46
	
	YES
	reject

	Transaction ID
	M
	
	9.2.1.62
	
	–
	

	CRNC Communication Context ID
	M
	
	9.2.1.18
	The reserved value "All CRNCCC" shall not be used.
	YES
	ignore

	Node B Communication Context ID
	M
	
	9.2.1.48
	The reserved value "All NBCC” shall not be used.
	YES
	ignore

	Communication Control Port ID
	M
	
	9.2.1.15
	
	YES
	ignore

	RL Information Response
	
	0..1
	
	Mandatory for 3.84Mcps TDD and 7.68Mcps TDD. Not Applicable to 1.28Mcps TDD.
	YES
	ignore

	>RL ID
	M
	
	9.2.1.53
	
	–
	

	>UL Time Slot ISCP Info
	M
	
	9.2.3.26D
	
	–
	

	>UL PhysCH SF Variation
	M
	
	9.2.3.26B
	
	–
	

	>DCH Information Response
	O
	
	9.2.1.20C
	
	YES
	ignore

	>DSCH Information Response
	O
	
	9.2.3.5b
	
	YES
	ignore

	>USCH Information Response
	O
	
	9.2.3.29
	
	YES
	ignore

	Criticality Diagnostics
	O
	
	9.2.1.17
	
	YES
	ignore

	RL Information Response LCR
	
	0..1
	
	Mandatory for 1.28Mcps TDD. Not Applicable to 3.84Mcps TDD or 7.68Mcps TDD.
	YES
	ignore

	>RL ID
	M
	
	9.2.1.53
	
	–
	

	>UL Time Slot ISCP Info LCR
	M
	
	9.2.3.26F
	
	–
	

	>UL PhysCH SF Variation
	M
	
	9.2.3.26B
	
	–
	

	>DCH Information Response
	O
	
	9.2.1.20C
	
	YES
	ignore

	>DSCH Information Response
	O
	
	9.2.3.5b
	
	YES
	ignore

	>USCH Information Response
	O
	
	9.2.3.29
	
	YES
	ignore

	HS-DSCH Information Response
	O
	
	HS-DSCH TDD Information Response 9.2.3.5G
	
	YES
	ignore

	E-DCH Information Response
	O
	
	E-DCH TDD Information Response 9.2.3.50
	
	YES
	ignore

	Continuous Packet Connectivity DRX Information Response LCR
	O
	
	9.2.3.95
	1.28 Mcps TDD only
	YES
	ignore

	HS-DSCH Semi-Persistent scheduling Information Response LCR
	O
	
	9.2.3.98
	1.28 Mcps TDD only
	YES
	ignore

	E-DCH Semi-Persistent scheduling Information Response LCR
	O
	
	9.2.3.99
	1.28 Mcps TDD only
	YES
	ignore

	Special default midamble allocation Usage Indicator
	O
	
	9.2.3. yyy
	1.28 Mcps TDD only
	YES
	ignore


//12th change
9.1.39
RADIO LINK ADDITION REQUEST
// partially omitted
9.1.39.2
TDD Message

	IE/Group Name
	Presence
	Range
	IE Type and Reference
	Semantics Description
	Criticality
	Assigned Criticality

	Message Discriminator
	M
	
	9.2.1.45
	
	–
	

	Message Type
	M
	
	9.2.1.46
	
	YES
	reject

	Transaction ID
	M
	
	9.2.1.62
	
	–
	

	Node B Communication Context ID
	M
	
	9.2.1.48
	The reserved value "All NBCC” shall not be used.
	YES
	reject

	UL CCTrCH Information
	
	0..<maxnoCCTrCH>
	
	
	GLOBAL
	reject

	>CCTrCH ID
	M
	
	9.2.3.3
	
	–
	

	>UL DPCH Information
	
	0..1
	
	Applicable to 3.84Mcps TDD only
	YES
	notify

	>>Repetition Period
	M
	
	9.2.3.16
	
	–
	

	>>Repetition Length
	M
	
	9.2.3.15
	
	–
	

	>>TDD DPCH Offset
	M
	
	9.2.3.19A
	
	–
	

	>>UL Timeslot Information
	M
	
	9.2.3.26C
	
	–
	

	>UL DPCH Information LCR
	
	0..1
	
	Applicable to 1.28Mcps TDD only
	YES
	notify

	>>Repetition Period
	M
	
	9.2.3.16
	
	–
	

	>>Repetition Length
	M
	
	9.2.3.15
	
	–
	

	>>TDD DPCH Offset
	M
	
	9.2.3.19A
	
	–
	

	>>UL Timeslot Information LCR
	M
	
	9.2.3.26E
	
	–
	

	>TDD TPC UL Step Size
	O
	
	9.2.3.21a
	Applicable to 1.28Mcps TDD only
	YES
	reject

	>UL DPCH Information 7.68Mcps
	
	0..1
	
	Applicable to 7.68Mcps TDD only
	YES
	notify

	>>Repetition Period
	M
	
	9.2.3.16
	
	–
	

	>>Repetition Length
	M
	
	9.2.3.15
	
	–
	

	>>TDD DPCH Offset
	M
	
	9.2.3.19A
	
	–
	

	>>UL Timeslot Information 7.68Mcps
	M
	
	9.2.3.38
	
	–
	

	DL CCTrCH Information
	
	0..<maxnoCCTrCH>
	
	
	GLOBAL
	reject

	>CCTrCH ID
	M
	
	9.2.3.3
	
	–
	

	>DL DPCH information
	
	0..1
	
	Applicable to 3.84Mcps TDD only
	YES
	notify

	>>Repetition Period
	M
	
	9.2.3.16
	
	–
	

	>>Repetition Length
	M
	
	9.2.3.15
	
	–
	

	>>TDD DPCH Offset
	M
	
	9.2.3.19A
	
	–
	

	>>DL Timeslot Information
	M
	
	9.2.3.4E
	
	–
	

	>DL DPCH information LCR
	
	0..1
	
	Applicable to 1.28Mcps TDD only
	YES
	notify

	>>Repetition Period
	M
	
	9.2.3.16
	
	–
	

	>>Repetition Length
	M
	
	9.2.3.15
	
	–
	

	>>TDD DPCH Offset
	M
	
	9.2.3.19A
	
	–
	

	>>DL Timeslot Information LCR
	M
	
	9.2.3.4O
	
	–
	

	>CCTrCH Initial DL Transmission Power
	O
	
	DL Power

9.2.1.21
	
	YES
	ignore

	>TDD TPC DL Step Size
	O
	
	9.2.3.21
	
	YES
	reject

	>CCTrCH Maximum DL Transmission Power
	O
	
	DL Power

9.2.1.21
	
	YES
	ignore

	>CCTrCH Minimum DL Transmission Power
	O
	
	DL Power

9.2.1.21
	
	YES
	ignore

	>DL DPCH information 7.68Mcps
	
	0..1
	
	Applicable to 7.68Mcps TDD only
	YES
	notify

	>>Repetition Period
	M
	
	9.2.3.16
	
	–
	

	>>Repetition Length
	M
	
	9.2.3.15
	
	–
	

	>>TDD DPCH Offset
	M
	
	9.2.3.19A
	
	–
	

	>>DL Timeslot Information 7.68Mcps
	M
	
	9.2.3.39
	
	–
	

	RL Information
	
	1
	
	
	YES
	reject

	>RL ID
	M
	
	9.2.1.53
	
	–
	

	>C-ID
	M
	
	9.2.1.9
	
	–
	

	>Frame Offset
	M
	
	9.2.1.31
	
	–
	

	>Diversity Control Field
	M
	
	9.2.1.25
	
	–
	

	>Initial DL Transmission Power
	O
	
	DL Power

9.2.1.21
	
	–
	

	>Maximum DL Power
	O
	
	DL Power

9.2.1.21
	
	–
	

	>Minimum DL Power
	O
	
	DL Power

9.2.1.21
	
	–
	

	>DL Time Slot ISCP Info
	O
	
	9.2.3.4F
	Applicable to 3.84Mcps TDD and 7.68Mcps TDD only
	–
	

	>DL Time Slot ISCP Info LCR
	O
	
	9.2.3.4P
	Applicable to 1.28Mcps TDD only
	YES
	reject

	>RL Specific DCH Information
	O
	
	9.2.1.53G
	
	YES
	ignore

	>Delayed Activation
	O
	
	9.2.1.24C
	
	YES
	reject

	>UL Synchronisation Parameters LCR
	
	0..1
	
	Mandatory for 1.28Mcps TDD. Not Applicable to 3.84Mcps TDD or 7.68Mcps TDD.
	YES
	reject

	>>Uplink Synchronisation Step Size
	M
	
	9.2.3.26H
	
	–
	

	>>Uplink Synchronisation Frequency
	M
	
	9.2.3.26G
	
	–
	

	>UARFCN
	O
	
	9.2.1.65
	Mandatory for 1.28Mcps TDD when using multiple frequencies. 

Corresponds to Nt [15]
	YES
	reject

	HS-DSCH Information
	O
	
	HS-DSCH TDD Information 9.2.3.5F
	
	YES
	reject

	HS-DSCH-RNTI
	C-HSDSCHRadioLink
	
	9.2.1.31J
	
	YES
	reject

	HS-PDSCH RL ID
	O
	
	RL ID 9.2.1.53
	
	YES
	reject

	E-DCH Information
	
	0..1
	
	3.84Mcps TDD only
	YES
	reject

	>E-PUCH Information
	M
	
	9.2.3.45
	
	–
	

	>E-TFCS Information TDD
	M
	
	9.2.3.46
	
	–
	

	>E-DCH MAC-d Flows Information TDD
	M
	
	9.2.3.47
	
	–
	

	>E-DCH Non-scheduled Grant Information TDD
	O
	
	9.2.3.48
	
	–
	

	>E-DCH TDD Information
	M
	
	9.2.3.49
	
	–
	

	E-DCH Serving RL
	O
	
	9.2.1.53
	
	YES
	reject

	E-DCH Information 7.68Mcps
	
	0..1
	
	7.68Mcps TDD only
	YES
	reject

	>E-PUCH Information
	M
	
	9.2.3.45
	
	–
	

	>E-TFCS Information TDD
	M
	
	9.2.3.46
	
	–
	

	>E-DCH MAC-d Flows Information TDD
	M
	
	9.2.3.47
	
	–
	

	>E-DCH Non-scheduled Grant Information 7.68Mcps TDD
	O
	
	9.2.3.64
	
	–
	

	>E-DCH TDD Information 7.68Mcps
	M
	
	9.2.3.65
	
	–
	

	E-DCH Information 1.28Mcps
	
	0..1
	
	1.28Mcps TDD only
	YES 
	reject

	>E-PUCH Information LCR
	M
	
	9.2.3.45a
	
	–
	

	>E-TFCS Information TDD
	M
	
	9.2.3.46
	
	–
	

	>E-DCH MAC-d Flows Information TDD
	M
	
	9.2.3.47
	
	–
	

	>E-DCH Non-scheduled Grant Information LCR TDD
	O
	
	9.2.3.48a
	
	–
	

	>E-DCH TDD Information LCR
	M
	
	9.2.3.49a
	
	–
	

	Power Control GAP
	O
	
	INTEGER (1..255)
	Unit: Number of subframes

Applicable to 1.28Mcps TDD only
	YES
	ignore

	Continuous Packet Connectivity DRX Information LCR
	O
	
	9.2.3.93
	1.28 Mcps TDD only
	YES
	reject

	HS-DSCH Semi-Persistent scheduling Information LCR
	O
	
	9.2.3.96
	1.28 Mcps TDD only
	YES
	reject

	E-DCH Semi-Persistent scheduling Information LCR
	O
	
	9.2.3.97
	1.28 Mcps TDD only
	YES
	reject

	Idle Interval Information
	O
	
	9.2.3.102
	TDD only
	YES
	ignore

	UE Selected MBMS Service Information
	O
	
	9.2.3.104
	This IE indicates the Time Slot information and/or TDM information of UE selected MBMS service in the other frequency. For 1.28Mcps TDD only.
	YES
	ignore

	Special default midamble allocation indicator
	O
	
	9.2.3. xxx
	1.28 Mcps TDD only
	YES
	reject


	Range Bound
	Explanation

	maxnoCCTrCH
	Number of CCTrCH for one UE


	Condition
	Explanation

	HSDSCHRadioLink
	The IE shall be present if HS-PDSCH RL ID IE is present


//13th change
9.1.40
RADIO LINK ADDITION RESPONSE

9.1.40.2
TDD Message

	IE/Group Name
	Presence
	Range
	IE Type and Reference
	Semantics Description
	Criticality
	Assigned Criticality

	Message Discriminator
	M
	
	9.2.1.45
	
	–
	

	Message Type
	M
	
	9.2.1.46
	
	YES
	reject

	Transaction ID
	M
	
	9.2.1.62
	
	–
	

	CRNC Communication Context ID
	M
	
	9.2.1.18
	The reserved value "All CRNCCC" shall not be used.
	YES
	ignore

	RL Information Response
	
	0..1
	
	Mandatory for 3.84Mcps TDD and 7.68Mcps TDD. Not Applicable to 1.28Mcps TDD.
	YES
	ignore

	>RL ID
	M
	
	9.2.1.53
	
	–
	

	>UL Time Slot ISCP Info 
	M
	
	9.2.3.26D
	
	–
	

	>UL PhysCH SF Variation
	M
	
	9.2.3.26B
	
	–
	

	>DCH Information
	
	0..1
	
	
	–
	

	>>CHOICE Diversity Indication
	M
	
	
	
	–
	

	>>>Combining
	
	
	
	Indicates whether the old Transport Bearer shall be reused or not
	
	

	>>>>RL ID
	M
	
	9.2.1.53
	Reference RL
	–
	

	>>>Non Combining
	
	
	
	
	
	

	>>>>DCH Information Response
	M
	
	9.2.1.20C
	
	–
	

	>DSCH Information Response
	O
	
	9.2.3.5b
	
	YES
	ignore

	>USCH Information Response
	O
	
	9.2.3.29
	
	YES
	ignore

	Criticality Diagnostics
	O
	
	9.2.1.17
	
	YES
	ignore

	RL Information Response LCR
	
	0..1
	
	Mandatory for 1.28Mcps TDD. Not Applicable to 3.84Mcps TDD or 7.68Mcps TDD.
	YES
	ignore

	>RL ID
	M
	
	9.2.1.53
	
	–
	

	>UL Time Slot ISCP Info LCR
	M
	
	9.2.3.26F
	
	–
	

	>UL PhysCH SF Variation
	M
	
	9.2.3.26B
	
	–
	

	>DCH Information
	
	0..1
	
	
	–
	

	>>CHOICE Diversity indication
	M
	
	
	
	–
	

	>>>Combining
	
	
	
	Indicates whether the old Transport Bearer shall be reused or not
	
	

	>>>>RL ID
	M
	
	9.2.1.53
	Reference RL
	–
	

	>>>Non Combining
	
	
	
	
	
	

	>>>>DCH Information Response
	M
	
	9.2.1.20C
	
	–
	

	>DSCH Information Response
	O
	
	9.2.3.5b
	
	YES
	ignore

	>USCH Information Response
	O
	
	9.2.3.29
	
	YES
	ignore

	HS-DSCH Information Response
	O
	
	HS-DSCH TDD Information Response 9.2.3.5G
	
	YES
	ignore

	E-DCH Information Response
	O
	
	E-DCH TDD Information Response 9.2.3.50
	
	YES
	ignore

	Continuous Packet Connectivity DRX Information Response LCR
	O
	
	9.2.3.95
	1.28 Mcps TDD only
	YES
	ignore

	HS-DSCH Semi-Persistent scheduling Information Response LCR
	O
	
	9.2.3.98
	1.28 Mcps TDD only
	YES
	ignore

	E-DCH Semi-Persistent scheduling Information Response LCR
	O
	
	9.2.3.99
	1.28 Mcps TDD only
	YES
	ignore

	Special default midamble allocation Usage Indicator
	O
	
	9.2.3. yyy
	1.28 Mcps TDD only
	YES
	ignore


//14th change
9.1.42 RADIO LINK RECONFIGURATION PREPARE
// partially omitted
9.1.42.2
TDD Message

	IE/Group Name
	Presence
	Range
	IE Type and Reference
	Semantics Description
	Criticality
	Assigned Criticality

	Message Discriminator
	M
	
	9.2.1.45
	
	–
	

	Message Type
	M
	
	9.2.1.46
	
	YES
	reject

	Transaction ID
	M
	
	9.2.1.62
	
	–
	

	Node B Communication Context ID
	M
	
	9.2.1.48
	The reserved value "All NBCC” shall not be used.
	YES
	reject

	UL CCTrCH To Add
	
	0..<maxnoofCCTrCHs>
	
	
	GLOBAL
	reject

	>CCTrCH ID
	M
	
	9.2.3.3
	
	–
	

	>TFCS
	M
	
	9.2.1.58
	
	–
	

	>TFCI Coding
	M
	
	9.2.3.22
	
	–
	

	>Puncture Limit
	M
	
	9.2.1.50
	
	–
	

	>UL DPCH To Add Per RL
	
	0..<maxnoofRLs>
	
	See note 1 below
	–
	

	>>UL DPCH Information
	
	0..1
	
	Applicable to 3.84Mcps TDD only
	YES
	reject

	>>>Repetition Period
	M
	
	9.2.3.16
	
	–
	

	>>>Repetition Length
	M
	
	9.2.3.15
	
	–
	

	>>>TDD DPCH Offset
	M
	
	9.2.3.19A
	
	–
	

	>>>UL Timeslot Information
	M
	
	9.2.3.26C
	
	–
	

	>>UL DPCH Information LCR
	
	0..1
	
	Applicable to 1.28Mcps TDD only
	YES
	reject

	>>>Repetition Period
	M
	
	9.2.3.16
	
	–
	

	>>>Repetition Length
	M
	
	9.2.3.15
	
	–
	

	>>>TDD DPCH Offset
	M
	
	9.2.3.19A
	
	–
	

	>>>UL Timeslot Information LCR
	M
	
	9.2.3.26E
	
	–
	

	>>UL SIR Target
	O
	
	UL SIR

9.2.1.67A
	Mandatory for 1.28Mcps TDD. Not Applicable to 3.84Mcps TDD or 7.68Mcps TDD
	YES
	reject

	>>TDD TPC UL Step Size
	O
	
	9.2.3.21a
	Mandatory for 1.28Mcps TDD. Not Applicable to 3.84Mcps TDD or 7.68Mcps TDD.
	YES
	reject

	>>RL ID
	O
	
	9.2.1.53
	
	YES
	ignore

	>>UL DPCH Information 7.68Mcps 
	
	0..1
	
	Applicable to 7.68Mcps TDD only
	YES
	reject

	>>>Repetition Period
	M
	
	9.2.3.16
	
	–
	

	>>>Repetition Length
	M
	
	9.2.3.15
	
	–
	

	>>>TDD DPCH Offset
	M
	
	9.2.3.19A
	
	–
	

	>>>UL Timeslot Information 7.68Mcps 
	M
	
	9.2.3.38
	
	–
	

	UL CCTrCH To Modify
	
	0..<maxnoofCCTrCHs>
	
	
	GLOBAL
	reject

	>CCTrCH ID
	M
	
	9.2.3.3
	
	–
	

	>TFCS
	O
	
	9.2.1.58
	
	–
	

	>TFCI Coding
	O
	
	9.2.3.22
	
	–
	

	>Puncture Limit
	O
	
	9.2.1.50
	
	–
	

	>UL DPCH To Modify Per RL
	
	0..<maxnoofRLs>
	
	See note 1 below
	–
	

	>>UL DPCH To Add
	
	0..1
	
	Applicable to 3.84Mcps TDD only
	YES
	reject

	>>>Repetition Period
	M
	
	9.2.3.16
	
	–
	

	>>>Repetition Length
	M
	
	9.2.3.15
	
	–
	

	>>>TDD DPCH Offset
	M
	
	9.2.3.19A
	
	–
	

	>>>UL Timeslot Information
	M
	
	9.2.3.26C
	
	–
	

	>>UL DPCH To Modify
	
	0..1
	
	
	YES
	reject

	>>>Repetition Period
	O
	
	9.2.3.16
	
	–
	

	>>>Repetition Length
	O
	
	9.2.3.15
	
	–
	

	>>>TDD DPCH Offset
	O
	
	9.2.3.19A
	
	–
	

	>>>UL Timeslot Information
	
	0..<maxnoofULts>
	
	Applicable to 3.84Mcps TDD only
	–
	

	>>>>Time Slot
	M
	
	9.2.3.23
	
	–
	

	>>>>Midamble Shift And Burst Type
	O
	
	9.2.3.7
	
	–
	

	>>>>TFCI Presence
	O
	
	9.2.1.57
	
	–
	

	>>>>UL Code Information
	
	0..<maxnoofDPCHs>
	
	
	–
	

	>>>>>DPCH ID
	M
	
	9.2.3.5
	
	–
	

	>>>>>TDD Channelisation Code
	O
	
	9.2.3.19
	
	–
	

	>>>UL Timeslot Information LCR
	
	0..<maxnoofULtsLCR>
	
	Applicable to 1.28Mcps TDD only
	GLOBAL
	reject

	>>>>Time Slot LCR
	M
	
	9.2.3.24A
	
	–
	

	>>>>Midamble Shift LCR
	O
	
	9.2.3.7A
	
	
	

	>>>>TFCI Presence
	O
	
	9.2.1.57
	
	–
	

	>>>>UL Code Information LCR
	
	0..<maxnoofDPCHsLCR>
	
	
	–
	

	>>>>>DPCH ID
	M
	
	9.2.3.5
	
	–
	

	>>>>>TDD Channelisation Code LCR
	O
	
	9.2.3.19a
	
	–
	

	>>>>>TDD UL DPCH Time Slot Format LCR
	O
	
	9.2.3.21C
	
	YES
	reject

	>>>>PLCCH Information
	O
	
	9.2.3.31
	
	YES
	reject

	>>>UL Timeslot Information 7.68Mcps
	
	0..<maxnoofULts>
	
	Applicable to 7.68Mcps TDD only
	GLOBAL
	reject

	>>>>Time Slot
	M
	
	9.2.3.23
	
	–
	

	>>>>Midamble Shift And Burst Type 7.68Mcps 
	O
	
	9.2.3.35
	
	–
	

	>>>>TFCI Presence
	O
	
	9.2.1.57
	
	–
	

	>>>>UL Code Information 7.68Mcps
	
	0..<maxnoofDPCHs>
	
	
	–
	

	>>>>>DPCH ID
	M
	
	9.2.3.5
	
	–
	

	>>>>>TDD Channelisation Code 7.68Mcps 
	O
	
	9.2.3.34
	
	–
	

	>>UL DPCH To Delete
	
	0..<maxnoofDPCHs>
	
	
	GLOBAL
	reject

	>>>DPCH ID
	M
	
	9.2.3.5
	
	–
	

	>>UL DPCH To Add LCR
	
	0..1
	
	Applicable to 1.28Mcps TDD only
	YES
	reject

	>>>Repetition Period
	M
	
	9.2.3.16
	
	–
	

	>>>Repetition Length
	M
	
	9.2.3.15
	
	–
	

	>>>TDD DPCH Offset
	M
	
	9.2.3.19A
	
	–
	

	>>>UL Timeslot Information LCR
	M
	
	9.2.3.26E
	
	–
	

	>>UL SIR Target
	O
	
	UL SIR

9.2.1.67A
	Applicable to 1.28Mcps TDD only
	YES
	reject

	>>TDD TPC UL Step Size
	O
	
	9.2.3.21a
	Applicable to 1.28Mcps TDD only
	YES
	reject

	>>RL ID
	O
	
	9.2.1.53
	
	YES
	ignore

	>>UL DPCH To Add 7.68Mcps 
	
	0..1
	
	Applicable to 7.68Mcps TDD only
	YES
	reject

	>>>Repetition Period
	M
	
	9.2.3.16
	
	–
	

	>>>Repetition Length
	M
	
	9.2.3.15
	
	–
	

	>>>TDD DPCH Offset
	M
	
	9.2.3.19A
	
	–
	

	>>>UL Timeslot Information 7.68Mcps 
	M
	
	9.2.3.38
	
	–
	

	UL CCTrCH To Delete
	
	0..<maxnoofCCTrCHs>
	
	
	GLOBAL
	reject

	>CCTrCH ID
	M
	
	9.2.3.3
	
	–
	

	DL CCTrCH To Add
	
	0..<maxnoofCCTrCHs>
	
	
	GLOBAL
	reject

	>CCTrCH ID
	M
	
	9.2.3.3
	
	–
	

	>TFCS
	M
	
	9.2.1.58
	
	–
	

	>TFCI Coding
	M
	
	9.2.3.22
	
	–
	

	>Puncture Limit
	M
	
	9.2.1.50
	
	–
	

	>TPC CCTrCH List
	
	0..<maxnoofCCTrCHs>
	
	List of uplink CCTrCH which provide TPC
	–
	

	>>TPC CCTrCH ID 
	M
	
	CCTrCH ID

9.2.3.3
	
	–
	

	>DL DPCH To Add Per RL
	
	0..<maxnoofRLs>
	
	See Note 1 below
	–
	

	>>DL DPCH Information
	
	0..1
	
	Applicable to 3.84Mcps TDD only
	YES
	reject

	>>>Repetition Period
	M
	
	9.2.3.16
	
	–
	

	>>>Repetition Length
	M
	
	9.2.3.15
	
	–
	

	>>>TDD DPCH Offset
	M
	
	9.2.3.19A
	
	–
	

	>>>DL Timeslot Information
	M
	
	9.2.3.4E
	
	–
	

	>>DL DPCH Information LCR
	
	0..1
	
	Applicable to 1.28Mcps TDD only
	YES
	reject

	>>>Repetition Period
	M
	
	9.2.3.16
	
	–
	

	>>>Repetition Length
	M
	
	9.2.3.15
	
	–
	

	>>>TDD DPCH Offset
	M
	
	9.2.3.19A
	
	–
	

	>>>DL Timeslot Information LCR
	M
	
	9.2.3.4O
	
	–
	

	>>CCTrCH Initial DL Transmission Power
	O
	
	DL Power

9.2.1.21
	
	YES
	ignore

	>>TDD TPC DL Step Size
	O
	
	9.2.3.21
	
	YES
	reject

	>>CCTrCH Maximum DL Transmission Power
	O
	
	DL Power

9.2.1.21
	
	YES
	ignore

	>>CCTrCH Minimum DL Transmission Power
	O
	
	DL Power

9.2.1.21
	
	YES
	ignore

	>>RL ID
	O
	
	9.2.1.53
	
	YES
	ignore

	>>DL DPCH Information 7.68Mcps 
	
	0..1
	
	Applicable to 7.68Mcps TDD only
	YES
	reject

	>>>Repetition Period
	M
	
	9.2.3.16
	
	–
	

	>>>Repetition Length
	M
	
	9.2.3.15
	
	–
	

	>>>TDD DPCH Offset
	M
	
	9.2.3.19A
	
	–
	

	>>>DL Timeslot Information 7.68Mcps 
	M
	
	9.2.3.39
	
	–
	

	DL CCTrCH To Modify
	
	0..<maxnoofCCTrCHs>
	
	
	GLOBAL
	reject

	>CCTrCH ID
	M
	
	9.2.3.3
	
	–
	

	>TFCS
	O
	
	9.2.1.58
	
	–
	

	>TFCI Coding
	O
	
	9.2.3.22
	
	–
	

	>Puncture Limit
	O
	
	9.2.1.50
	
	–
	

	>TPC CCTrCH List
	
	0..<maxnoofCCTrCHs>
	
	List of uplink CCTrCH which provide TPC
	–
	

	>>TPC CCTrCH ID 
	M
	
	CCTrCH ID

9.2.3.3
	
	–
	

	>DL DPCH To Modify Per RL
	
	0..<maxnoofRLs>
	
	See Note 1 below
	–
	

	>>DL DPCH To Add
	
	0..1
	
	Applicable to 3.84Mcps TDD only
	YES
	reject

	>>>Repetition Period
	M
	
	9.2.3.16
	
	–
	

	>>>Repetition Length
	M
	
	9.2.3.15
	
	–
	

	>>>TDD DPCH Offset
	M
	
	9.2.3.19A
	
	–
	

	>>>DL Timeslot Information
	M
	
	9.2.3.4E
	
	–
	

	>>DL DPCH To Modify
	
	0..1
	
	
	YES
	reject

	>>>Repetition Period
	O
	
	9.2.3.16
	
	–
	

	>>>Repetition Length
	O
	
	9.2.3.15
	
	–
	

	>>>TDD DPCH Offset
	O
	
	9.2.3.19A
	
	–
	

	>>>DL Timeslot Information
	
	0..<maxnoofDLts>
	
	Applicable to 3.84Mcps TDD only
	–
	

	>>>>Time Slot
	M
	
	9.2.3.23
	
	–
	

	>>>>Midamble Shift And Burst Type
	O
	
	9.2.3.7
	
	–
	

	>>>>TFCI Presence
	O
	
	9.2.1.57
	
	–
	

	>>>>DL Code Information
	
	0..<maxnoofDPCHs>
	
	
	–
	

	>>>>>DPCH ID
	M
	
	9.2.3.5
	
	–
	

	>>>>>TDD Channelisation Code
	O
	
	9.2.3.19
	
	–
	

	>>>DL Timeslot Information LCR
	
	0..<maxnoofDLtsLCR>
	
	Applicable to 1.28Mcps TDD only
	GLOBAL
	reject

	>>>>Time Slot LCR
	M
	
	9.2.3.24A
	
	–
	

	>>>>Midamble Shift LCR
	O
	
	9.2.3.7A
	
	
	

	>>>>TFCI Presence
	O
	
	9.2.1.57
	
	–
	

	>>>>DL Code Information LCR
	
	0..<maxnoofDPCHsLCR>
	
	
	–
	

	>>>>>DPCH ID
	M
	
	9.2.3.5
	
	–
	

	>>>>>TDD Channelisation Code LCR
	O
	
	9.2.3.19a
	
	–
	

	>>>>>TDD DL DPCH Time Slot Format LCR
	O
	
	9.2.3.19D
	
	YES
	reject

	>>>>Maximum DL Power to Modify LCR 
	O
	
	DL Power

9.2.1.21
	Maximum allowed power on DPCH 
	YES
	ignore

	>>>>Minimum DL Power to Modify LCR
	O
	
	DL Power

9.2.1.21
	Minimum allowed power on DPCH
	YES
	ignore

	>>>DL Timeslot Information 7.68Mcps 
	
	0..<maxnoofDLts>
	
	Applicable to 7.68Mcps TDD only
	GLOBAL
	reject

	>>>>Time Slot
	M
	
	9.2.3.23
	
	–
	

	>>>>Midamble Shift And Burst Type 7.68Mcps 
	O
	
	9.2.3.35
	
	–
	

	>>>>TFCI Presence
	O
	
	9.2.1.57
	
	–
	

	>>>>DL Code Information 7.68Mcps 
	
	0..<maxnoofDPCHs768>
	
	
	–
	

	>>>>>DPCH ID 7.68Mcps
	M
	
	9.2.3.42
	
	–
	

	>>>>>TDD Channelisation Code 7.68Mcps 
	O
	
	9.2.3.34
	
	–
	

	>>DL DPCH To Delete
	
	0..<maxnoofDPCHs>
	
	
	GLOBAL
	reject

	>>>DPCH ID
	M
	
	9.2.3.5
	
	–
	

	>>DL DPCH To Add LCR
	
	0..1
	
	Applicable to 1.28Mcps TDD only
	YES
	reject

	>>>Repetition Period
	M
	
	9.2.3.16
	
	–
	

	>>>Repetition Length
	M
	
	9.2.3.15
	
	–
	

	>>>TDD DPCH Offset
	M
	
	9.2.3.19A
	
	–
	

	>>>DL Timeslot Information LCR
	M
	
	9.2.3.4O
	
	–
	

	>>TDD TPC DL Step Size
	O
	
	9.2.3.21
	
	YES
	reject

	>>Maximum CCTrCH DL Power to Modify
	O
	
	DL Power

9.2.1.21
	
	YES
	ignore

	>>Minimum CCTrCH DL Power to Modify
	O
	
	DL Power

9.2.1.21
	
	YES
	ignore

	>>RL ID
	O
	
	9.2.1.53
	
	YES
	ignore

	>>DL DPCH To Add 7.68Mcps 
	
	0..1
	
	Applicable to 7.68Mcps TDD only
	YES
	reject

	>>>Repetition Period
	M
	
	9.2.3.16
	
	–
	

	>>>Repetition Length
	M
	
	9.2.3.15
	
	–
	

	>>>TDD DPCH Offset
	M
	
	9.2.3.19A
	
	–
	

	>>>DL Timeslot Information 7.68Mcps 
	M
	
	9.2.3.39
	
	–
	

	DL CCTrCH To Delete
	
	0..<maxnoofCCTrCHs>
	
	
	GLOBAL
	reject

	>CCTrCH ID
	M
	
	9.2.3.3
	
	–
	

	DCHs To Modify
	O
	
	DCHs TDD To Modify 9.2.3.4D
	
	YES
	reject

	DCHs To Add
	O
	
	DCH TDD Information 9.2.3.4C
	
	YES
	reject

	DCHs To Delete
	
	0..<maxnoofDCHs>
	
	
	GLOBAL
	reject

	>DCH ID
	M
	
	9.2.1.20
	
	–
	

	DSCH To Modify
	
	0..<maxnoofDSCHs>
	
	
	GLOBAL
	reject

	>DSCH ID
	M
	
	9.2.3.5a
	
	–
	

	>CCTrCH ID
	O
	
	9.2.3.3
	DL CCTrCH in which the DSCH is mapped
	–
	

	>Transport Format Set
	O
	
	9.2.1.59
	
	–
	

	>Allocation/Retention Priority
	O
	
	9.2.1.1A
	
	–
	

	>Frame Handling Priority
	O
	
	9.2.1.30
	
	–
	

	>ToAWS
	O
	
	9.2.1.61
	
	–
	

	>ToAWE
	O
	
	9.2.1.60
	
	–
	

	>Transport Bearer Request Indicator
	M
	
	9.2.1.62A
	
	–
	

	>Binding ID
	O
	
	9.2.1.4
	Shall be ignored if bearer establishment with ALCAP.
	YES
	ignore

	>Transport Layer Address
	O
	
	9.2.1.63
	Shall be ignored if bearer establishment with ALCAP.
	YES
	ignore

	>TNL QoS
	O
	
	9.2.1.58A
	Shall be ignored if bearer establishment with ALCAP.
	YES
	ignore

	DSCH To Add
	O
	
	DSCH TDD Information 9.2.3.5A
	
	YES
	reject

	DSCH To Delete
	
	0..<maxnoofDSCHs>
	
	
	GLOBAL
	reject

	>DSCH ID
	M
	
	9.2.3.5a
	
	–
	

	USCH To Modify
	
	0..<maxnoofUSCHs>
	
	
	GLOBAL
	reject

	>USCH ID
	M
	
	9.2.3.27
	
	–
	

	>Transport Format Set
	O
	
	9.2.1.59
	
	–
	

	>Allocation/Retention Priority
	O
	
	9.2.1.1A
	
	–
	

	>CCTrCH ID
	O
	
	9.2.3.3
	UL CCTrCH in which the USCH is mapped
	–
	

	>Transport Bearer Request Indicator
	M
	
	9.2.1.62A
	
	–
	

	>Binding ID
	O
	
	9.2.1.4
	Shall be ignored if bearer establishment with ALCAP.
	YES
	ignore

	>Transport Layer Address
	O
	
	9.2.1.63
	Shall be ignored if bearer establishment with ALCAP.
	YES
	ignore

	>TNL QoS
	O
	
	9.2.1.58A
	
	YES
	ignore

	USCH To Add
	O
	
	USCH Information 9.2.3.28
	
	YES
	reject

	USCH To Delete
	
	0..<maxnoofUSCHs>
	
	
	GLOBAL
	reject

	>USCH ID
	M
	
	9.2.3.27
	
	–
	

	RL Information
	
	0..<maxnoofRLs>
	
	See Note 1 below
	YES
	reject

	>RL ID
	M
	
	9.2.1.53
	
	–
	

	>Maximum Downlink Power 
	O
	
	DL Power

9.2.1.21
	
	–
	

	>Minimum Downlink Power 
	O
	
	DL Power

9.2.1.21
	
	–
	

	>Initial DL Transmission Power
	O
	
	DL Power

9.2.1.21
	
	YES
	ignore

	>RL Specific DCH Information
	O
	
	9.2.1.53G
	
	YES
	ignore

	>UL Synchronisation Parameters LCR
	
	0..1
	
	Mandatory for 1.28Mcps TDD. Not Applicable to 3.84Mcps TDD or 7.68Mcps TDD.
	YES
	ignore

	>>Uplink Synchronisation Step Size
	M
	
	9.2.3.26H
	
	–
	

	>>Uplink Synchronisation Frequency
	M
	
	9.2.3.26G
	
	–
	

	>DL Time Slot ISCP Info LCR
	O
	
	9.2.3.4P
	Applicable to 1.28Mcps TDD only
	YES
	ignore

	>UARFCN
	O
	
	9.2.1.65
	Applicable to 1.28Mcps TDD when using multiple frequencies. 

Corresponds to Nt [15]
	YES
	reject

	Signalling Bearer Request Indicator
	O
	
	9.2.1.55A
	
	YES
	reject

	HS-DSCH Information
	O
	
	HS-DSCH TDD Information 9.2.3.5F
	
	YES
	reject

	HS-DSCH Information To Modify
	O
	
	9.2.1.31H
	
	YES
	reject

	HS-DSCH MAC-d Flows To Add
	O
	
	HS-DSCH MAC-d Flows Information 9.2.1.31IA
	
	YES
	reject

	HS-DSCH MAC-d Flows To Delete
	O
	
	9.2.1.31IB
	
	YES
	reject

	HS-DSCH-RNTI
	C-HSDSCHRadioLink
	
	9.2.1.31J
	
	YES
	reject

	HS-PDSCH RL ID
	O
	
	RL ID 9.2.1.53
	
	YES
	reject

	PDSCH-RL-ID
	O
	
	RL ID

9.2.1.53
	
	YES
	ignore

	E-DCH Information
	
	0..1
	
	3.84Mcps TDD only
	YES
	reject

	>E-PUCH Information
	O
	
	9.2.3.45
	
	–
	

	>E-TFCS Information TDD
	O
	
	9.2.3.46
	
	–
	

	>E-DCH MAC-d Flows to Add
	O
	
	9.2.3.47
	
	–
	

	>E-DCH MAC-d Flows to Delete
	O
	
	9.2.1.73
	
	–
	

	>E-DCH Non-scheduled Grant Information TDD
	O
	
	9.2.3.48
	
	–
	

	>E-DCH TDD Information
	O
	
	9.2.3.49
	
	–
	

	>E-DCH TDD Information to Modify
	O
	
	9.2.3.52
	
	–
	

	E-DCH Serving RL
	O
	
	9.2.1.53
	
	YES
	reject

	E-DCH Information 7.68Mcps
	
	0..1
	
	7.68Mcps TDD only
	YES
	reject

	>E-PUCH Information
	O
	
	9.2.3.45
	
	–
	

	>E-TFCS Information TDD
	O
	
	9.2.3.46
	
	–
	

	>E-DCH MAC-d Flows to Add
	O
	
	9.2.3.47
	
	–
	

	>E-DCH MAC-d Flows to Delete
	O
	
	9.2.1.73
	
	–
	

	>E-DCH Non-scheduled Grant Information 7.68Mcps TDD
	O
	
	9.2.3.64
	
	–
	

	>E-DCH TDD Information 7.68Mcps
	O
	
	9.2.3.65
	
	–
	

	>E-DCH TDD Information to Modify
	O
	
	9.2.3.52
	
	–
	

	E-DCH Information 1.28Mcps
	
	0..1
	
	1.28Mcps TDD only
	YES 
	reject

	>E-PUCH Information LCR
	O
	
	9.2.3.45a
	
	–
	

	>E-TFCS Information TDD
	O
	
	9.2.3.46
	
	–
	

	>E-DCH MAC-d Flows to Add
	O
	
	9.2.3.47
	
	–
	

	>E-DCH MAC-d Flows to Delete
	O
	
	9.2.1.73
	
	–
	

	>E-DCH Non-scheduled Grant Information LCR TDD
	O
	
	9.2.3.48a
	
	–
	

	>E-DCH TDD Information LCR 
	O
	
	9.2.3.49a
	
	–
	

	>E-DCH TDD Information to Modify
	O
	
	9.2.3.52
	
	–
	

	Power Control GAP
	O
	
	INTEGER (1..255)
	Unit: Number of subframes

Applicable to 1.28Mcps TDD only
	YES
	ignore

	CPC Information
	
	0..1
	
	1.28Mcps TDD only
	YES
	reject

	>Continuous Packet Connectivity DRX Information LCR
	O
	
	9.2.3.93
	
	_
	

	>Continuous Packet Connectivity DRX Information To Modify LCR
	O
	
	9.2.3.94
	
	_
	

	>HS-DSCH Semi-Persistent scheduling Information LCR
	O
	
	9.2.3.96
	
	_
	

	>HS-DSCH Semi-Persistent scheduling Information to modify LCR
	O
	
	9.2.3.96a
	
	_
	

	>HS-DSCH Semi-Persistent scheduling Deactivate Indicator LCR
	O
	
	9.2.2.x10
	
	_
	

	>E-DCH Semi-Persistent scheduling Information LCR
	O
	
	9.2.3.97
	
	_
	

	>E-DCH Semi-Persistent scheduling Information to modify LCR
	O
	
	9.2.3.97a
	
	_
	

	>E-DCH Semi-Persistent scheduling Deactivate Indicator LCR
	O
	
	9.2.3.101
	
	_
	

	Idle Interval Information
	O
	
	9.2.3.102
	TDD only
	YES
	Ignore

	UE Selected MBMS Service Information
	O
	
	9.2.3.104
	This IE indicates the Time Slot information and/or TDM information of UE selected MBMS service in the other frequency. For 1.28Mcps TDD only.
	YES
	ignore

	Special default midamble allocation indicator
	O
	
	9.2.3. xxx
	1.28 Mcps TDD only
	YES
	reject

	NOTE 1:
This information element is a simplified representation of the ASN.1. Repetition 1 and repetition 2 through maxnoofRLs are represented by separate ASN.1 structures with different criticalities.


	Condition
	Explanation

	HSDSCHRadioLink
	The IE shall be present if HS-PDSCH RL ID IE is present.


	Range Bound
	Explanation

	maxnoofDCHs
	Maximum number of DCHs for a UE

	maxnoofCCTrCHs
	Maximum number of CCTrCHs for a UE

	maxnoofDPCHs
	Maximum number of DPCHs in one CCTrCH for 3.84Mcps TDD. Maximum number of uplink DPCHs in one CCTrCH for 7.68Mcps TDD

	maxnoofDPCHsLCR
	Maximum number of DPCHs in one CCTrCH for 1.28Mcps TDD

	maxnoofDPCHs768
	Maximum number of downlink DPCHs in one CCTrCH for 7.68Mcps TDD

	maxnoofDSCHs
	Maximum number of DSCHs for one UE

	maxnoofUSCHs
	Maximum number of USCHs for one UE

	maxnoofDLts
	Maximum number of Downlink time slots per Radio Link for 3.84Mcps TDD

	maxnoofDLtsLCR
	Maximum number of Downlink time slots per Radio Link for 1.28Mcps TDD

	maxnoofULts
	Maximum number of Uplink time slots per Radio Link for 3.84Mcps TDD

	maxnoofULtsLCR
	Maximum number of Uplink time slots per Radio Link for 1.28Mcps TDD

	maxnoofRLs
	Maximum number of RLs for one UE


//15th change
9.1.43
RADIO LINK RECONFIGURATION READY

	IE/Group Name
	Presence
	Range
	IE Type and Reference
	Semantics Description
	Criticality
	Assigned Criticality

	Message Discriminator
	M
	
	9.2.1.45
	
	–
	

	Message Type
	M
	
	9.2.1.46
	
	YES
	reject

	Transaction ID
	M
	
	9.2.1.62
	
	–
	

	CRNC Communication Context ID
	M
	
	9.2.1.18
	The reserved value "All CRNCCC" shall not be used.
	YES
	ignore

	RL Information Response
	
	0..<maxnoofRLs>
	
	
	EACH
	ignore

	>RL ID
	M
	
	9.2.1.53
	
	–
	

	>DCH Information Response
	O
	
	9.2.1.20C
	
	YES
	ignore

	>DSCH Information Response
	O
	
	9.2.3.5b
	TDD only
	YES
	ignore

	>USCH Information Response
	O
	
	9.2.3.29
	TDD only
	YES
	ignore

	>Not Used
	O
	
	NULL
	
	–
	

	>DL Power Balancing Updated Indicator
	O
	
	9.2.2.12D
	
	YES
	ignore

	>E-DCH RL Set ID
	O
	
	RL Set ID

9.2.2.39
	
	YES
	ignore

	>E-DCH FDD DL Control Channel Information
	O
	
	9.2.2.13Dc
	
	YES
	ignore

	>E-DCH FDD Information Response
	O
	
	9.2.2.13Db
	
	YES
	ignore

	Criticality Diagnostics
	O
	
	9.2.1.17
	
	YES
	ignore

	Target Communication Control Port ID
	O
	
	Communication Control Port ID 9.2.1.15
	
	YES
	ignore

	HS-DSCH FDD Information Response
	O
	
	9.2.2.18E
	FDD only
	YES
	ignore

	HS-DSCH TDD Information Response
	O
	
	9.2.3.5G
	TDD only
	YES
	ignore

	E-DCH TDD Information Response
	O
	
	E-DCH TDD Information Response 9.2.3.50
	TDD only
	YES
	ignore

	MAC-hs Reset Indicator
	O
	
	9.2.1.38Ac
	
	YES
	ignore

	Fast Reconfiguration Permission
	O
	
	9.2.2.63
	FDD only
	YES
	ignore

	Continuous Packet Connectivity HS-SCCH less Information Response
	O
	
	9.2.2.69
	FDD only
	YES
	ignore

	Additional HS Cell Information Response
	
	0..<maxnoofHSDSCH-1>
	
	For secondary serving HS-DSCH cell. Max 1 in this 3GPP release. 
	EACH
	ignore

	>HS-PDSCH RL ID
	M
	
	RL ID 9.2.1.53
	
	–
	

	>HS-DSCH FDD Secondary Serving Information Response
	M
	
	9.2.2.18EA
	FDD only
	–
	

	Continuous Packet Connectivity DRX Information Response LCR
	O
	
	9.2.3.95
	1.28 Mcps TDD only
	YES
	ignore

	HS-DSCH Semi-Persistent scheduling Information Response LCR
	O
	
	9.2.3.98
	1.28 Mcps TDD only
	YES
	ignore

	E-DCH Semi-Persistent scheduling Information Response LCR
	O
	
	9.2.3.99
	1.28 Mcps TDD only
	YES
	ignore

	Special default midamble allocation Usage Indicator
	O
	
	9.2.3.zzz
	1.28 Mcps TDD only
	YES
	ignore


	Range Bound
	Explanation

	maxnoofRLs
	Maximum number of RLs for a UE

	maxnoofHSDSCH-1
	Maximum number of Secondary Serving HS-DSCH cells for one UE


//16th change
9.1.47
RADIO LINK RECONFIGURATION REQUEST
// partially omitted
9.1.47.2
TDD Message

	IE/Group Name
	Presence
	Range
	IE Type and Reference
	Semantics Description
	Criticality
	Assigned Criticality

	Message Discriminator
	M
	
	9.2.1.45
	
	–
	

	Message Type
	M
	
	9.2.1.46
	
	YES
	reject

	Transaction ID
	M
	
	9.2.1.62
	
	–
	

	Node B Communication Context ID
	M
	
	9.2.1.48
	The reserved value "All NBCC” shall not be used.
	YES
	reject

	UL CCTrCH To Modify
	
	0..<maxnoofCCTrCHs>
	
	
	EACH
	notify

	>CCTrCH ID
	M
	
	9.2.3.3
	
	–
	

	>TFCS
	O
	
	9.2.1.58
	
	–
	

	>Puncture Limit
	O
	
	9.2.1.50
	
	–
	

	>UL SIR Target
	O
	
	UL SIR

9.2.1.67A
	Applicable to 1.28Mcps TDD only
	YES
	reject

	UL CCTrCH To Delete
	
	0..<maxnoofCCTrCHs>
	
	
	EACH
	notify

	>CCTrCH ID
	M
	
	9.2.3.3
	
	–
	

	DL CCTrCH To Modify
	
	0..<maxnoofCCTrCHs>
	
	
	EACH
	notify

	>CCTrCH ID
	M
	
	9.2.3.3
	
	–
	

	>TFCS
	O
	
	9.2.1.58
	
	–
	

	>Puncture Limit
	O
	
	9.2.1.50
	
	–
	

	>DL CCTrCH To Modify Per RL
	
	0..<maxnoofRLs>
	
	See note 1 below
	
	

	>>DL DPCH To Modify LCR
	
	0..1
	
	Applicable to 1.28Mcps TDD only
	YES
	 ignore

	>>>DL Timeslot Information LCR
	
	0..<maxnoofDLtsLCR>
	
	
	–
	

	>>>>Time Slot LCR
	M
	
	9.2.3.24A
	
	–
	

	>>>>Maximum DL Power
	O
	
	DL Power

9.2.1.21
	Maximum allowed power on DPCH
	–
	

	>>>>Minimum DL Power
	O
	
	DL Power

9.2.1.21
	Minimum allowed power on DPCH
	–
	

	>>CCTrCH Maximum DL Transmission Power
	O
	
	DL Power

9.2.1.21
	
	YES
	ignore

	>>CCTrCH Minimum DL Transmission Power
	O
	
	DL Power

9.2.1.21
	
	YES
	ignore

	>>RL ID
	O
	
	9.2.1.53
	
	YES
	ignore

	DL CCTrCH To Delete
	
	0..<maxnoofCCTrCHs>
	
	
	EACH
	notify

	>CCTrCH ID
	M
	
	9.2.3.3
	
	–
	

	DCHs To Modify
	O
	
	DCHs TDD To Modify 9.2.3.4D
	
	YES
	reject

	DCHs To Add
	O
	
	DCH TDD Information 9.2.3.4C
	
	YES
	reject

	DCHs To Delete
	
	0..<maxnoofDCHs>
	
	
	GLOBAL
	reject

	>DCH ID
	M
	
	9.2.1.20
	
	–
	

	RL Information
	
	0..<maxnoofRLs>
	
	See note 1 below
	YES
	reject

	>RL ID
	M
	
	9.2.1.53
	
	–
	

	>Maximum Downlink Power 
	O
	
	DL Power

9.2.1.21
	
	–
	

	>Minimum Downlink Power 
	O
	
	DL Power

9.2.1.21
	
	–
	

	>RL Specific DCH Information
	O
	
	9.2.1.53G
	
	YES
	ignore

	>UL Synchronisation Parameters LCR
	
	0..1
	
	Mandatory for 1.28Mcps TDD. Not Applicable to 3.84Mcps TDD or 7.68Mcps TDD.
	YES
	ignore

	>>Uplink Synchronisation Step Size
	M
	
	9.2.3.26H
	
	–
	

	>>Uplink Synchronisation Frequency
	M
	
	9.2.3.26G
	
	–
	

	Signalling Bearer Request Indicator
	O
	
	9.2.1.55A
	
	YES
	reject

	HS-DSCH Information
	O
	
	HS-DSCH TDD Information 
9.2.3.5F
	
	YES
	reject

	HS-DSCH Information To Modify Unsynchronised
	O
	
	9.2.1.31HA
	
	YES
	reject

	HS-DSCH MAC-d Flows To Add
	O
	
	HS-DSCH MAC-d Flows Information 9.2.1.31IA
	
	YES
	reject

	HS-DSCH MAC-d Flows To Delete
	O
	
	9.2.1.31IB
	
	YES
	reject

	HS-DSCH-RNTI
	C-HSDSCHRadioLink
	
	9.2.1.31J
	
	YES
	reject

	HS-PDSCH RL ID
	O
	
	RL ID 9.2.1.53
	
	YES
	reject

	E-DCH Information
	
	0..1
	
	3.84Mcps TDD only
	YES
	reject

	>E-PUCH Information
	O
	
	9.2.3.45
	
	–
	

	>E-TFCS Information TDD
	O
	
	9.2.3.46
	
	–
	

	>E-DCH MAC-d Flows to Add
	O
	
	9.2.3.47
	
	–
	

	>E-DCH MAC-d Flows to Delete
	O
	
	9.2.1.73
	
	–
	

	>E-DCH Non-scheduled Grant Information TDD
	O
	
	9.2.3.48
	
	–
	

	>E-DCH TDD Information
	O
	
	9.2.3.49
	
	–
	

	>E-DCH TDD Information to Modify
	O
	
	9.2.3.52
	
	–
	

	E-DCH Serving RL
	O
	
	9.2.1.53
	
	YES
	reject

	E-DCH Information 7.68Mcps
	
	0..1
	
	7.68Mcps TDD only
	YES
	reject

	>E-PUCH Information
	O
	
	9.2.3.45
	
	–
	

	>E-TFCS Information TDD
	O
	
	9.2.3.46
	
	–
	

	>E-DCH MAC-d Flows to Add
	O
	
	9.2.3.47
	
	–
	

	>E-DCH MAC-d Flows to Delete
	O
	
	9.2.1.73
	
	–
	

	>E-DCH Non-scheduled Grant Information 7.68Mcps TDD
	O
	
	9.2.3.64
	
	–
	

	>E-DCH TDD Information 7.68Mcps
	O
	
	9.2.3.65
	
	–
	

	>E-DCH TDD Information to Modify
	O
	
	9.2.3.52
	
	–
	

	E-DCH Information 1.28Mcps
	
	0..1
	
	1.28Mcps TDD only 
	YES
	reject

	>E-PUCH Information LCR
	O
	
	9.2.3.45a
	
	–
	

	>E-TFCS Information TDD
	O
	
	9.2.3.46
	
	–
	

	>E-DCH MAC-d Flows to Add
	O
	
	9.2.3.47
	
	–
	

	>E-DCH MAC-d Flows to Delete
	O
	
	9.2.1.73
	
	–
	

	>E-DCH Non-scheduled Grant Information LCR TDD
	O
	
	9.2.3.48a
	
	–
	

	>E-DCH TDD Information LCR
	O
	
	9.2.3.49a
	
	–
	

	>E-DCH TDD Information to Modify
	O
	
	9.2.3.52
	
	–
	

	Power Control GAP
	O
	
	INTEGER (1..255)
	Unit: Number of subframes

Applicable to 1.28Mcps TDD only
	YES
	ignore

	CPC Information
	
	0..1
	
	
	YES
	reject

	>Continuous Packet Connectivity DRX Information LCR
	O
	
	9.2.3.93
	
	_
	

	>Continuous Packet Connectivity DRX Information To Modify LCR
	O
	
	9.2.3.94
	
	_
	

	>HS-DSCH Semi-Persistent scheduling Information LCR
	O
	
	9.2.3.96
	
	_
	

	>HS-DSCH Semi-Persistent scheduling Information to modify LCR
	O
	
	9.2.3.96a
	
	_
	

	>HS-DSCH Semi-Persistent scheduling Deactivate Indicator LCR
	O
	
	9.2.2.x10
	
	YES
	reject

	>E-DCH Semi-Persistent scheduling Information LCR
	O
	
	9.2.3.97
	
	_
	

	>E-DCH Semi-Persistent scheduling Information to modify LCR
	O
	
	9.2.3.97a
	
	_
	

	>E-DCH Semi-Persistent scheduling Deactivate Indicator LCR
	O
	
	9.2.3.101
	
	YES
	reject

	Idle Interval Information
	O
	
	9.2.3.102
	TDD only
	YES
	Ignore

	UE Selected MBMS Service Information
	O
	
	9.2.3.104
	This IE indicates the Time Slot information and/or TDM information of UE selected MBMS service in the other frequency. For 1.28Mcps TDD only.
	YES
	ignore

	Special default midamble allocation indicator
	O
	
	9.2.3. xxx
	1.28 Mcps TDD only
	YES
	reject

	NOTE 1:
This information element is a simplified representation of the ASN.1. Repetition 1 and repetition 2 through maxnoofRLs are represented by separate ASN.1 structures with different criticality.


	Range Bound
	Explanation

	maxnoofCCTrCHs
	Maximum number of CCTrCHs for a UE

	maxnoofDLtsLCR
	Maximum number of Downlink time slots per Radio Link for 1.28Mcps TDD

	maxnoofDCHs
	Maximum number of DCHs for a UE

	maxnoofRLs
	Maximum number of RLs for one UE


	Condition
	Explanation

	HSDSCHRadioLink
	The IE shall be present if HS-PDSCH RL ID IE is present.


//17th change
9.1.48
RADIO LINK RECONFIGURATION RESPONSE

	IE/Group Name
	Presence
	Range
	IE Type and Reference
	Semantics Description
	Criticality
	Assigned Criticality

	Message Discriminator
	M
	
	9.2.1.45
	
	–
	

	Message Type
	M
	
	9.2.1.46
	
	YES
	reject

	Transaction ID
	M
	
	9.2.1.62
	
	–
	

	CRNC Communication Context ID
	M
	
	9.2.1.18
	The reserved value "All CRNCCC" shall not be used.
	YES
	ignore

	RL Information Response
	
	0..<maxnoofRLs>
	
	
	EACH
	ignore

	>RL ID
	M
	
	9.2.1.53
	
	–
	

	>DCH Information Response
	O
	
	9.2.1.20C
	
	YES
	ignore

	>DL Power Balancing Updated Indicator
	O
	
	9.2.2.12D
	FDD only
	YES
	ignore

	>E-DCH RL Set ID
	O
	
	RL Set ID

9.2.2.39
	
	YES
	ignore

	>E-DCH FDD DL Control Channel Information
	O
	
	9.2.2.13Dc
	
	YES
	ignore

	>E-DCH FDD Information Response
	O
	
	9.2.2.13Db
	
	YES
	ignore

	Criticality Diagnostics
	O
	
	9.2.1.17
	
	YES
	ignore

	Target Communication Control Port ID
	O
	
	Communication Control Port ID 9.2.1.15
	
	YES
	ignore

	HS-DSCH FDD Information Response
	O
	
	9.2.2.18E
	FDD only
	YES
	ignore

	HS-DSCH TDD Information Response
	O
	
	9.2.3.5G
	TDD only
	YES
	ignore

	E-DCH TDD Information Response
	O
	
	E-DCH TDD Information Response 9.2.3.50
	TDD only
	YES
	ignore

	MAC-hs Reset Indicator
	O
	
	9.2.1.38Ac
	
	YES
	ignore

	Continuous Packet Connectivity HS-SCCH less Information Response
	O
	
	9.2.2.69
	FDD only
	YES
	ignore

	Additional HS Cell Information Response
	
	0..<maxnoofHSDSCH-1>
	
	For secondary serving HS-DSCH cell. Max 1 in this 3GPP release. 
	EACH
	ignore

	>HS-PDSCH RL ID
	M
	
	RL ID 9.2.1.53
	
	–
	

	>HS-DSCH FDD Secondary Serving Information Response
	M
	
	9.2.2.18EA
	FDD only
	–
	

	Continuous Packet Connectivity DRX Information Response LCR
	O
	
	9.2.3.95
	1.28 Mcps TDD only
	YES
	ignore

	HS-DSCH Semi-Persistent scheduling Information Response LCR
	O
	
	9.2.3.98
	1.28 Mcps TDD only
	YES
	ignore

	E-DCH Semi-Persistent scheduling Information Response LCR
	O
	
	9.2.3.99
	1.28 Mcps TDD only
	YES
	ignore

	Special default midamble allocation Usage Indicator
	O
	
	9.2.3. xxx
	1.28 Mcps TDD only
	YES
	ignore


	Range Bound
	Explanation

	maxnoofRLs
	Maximum number of RLs for a UE

	maxnoofHSDSCH-1
	Maximum number of Secondary Serving HS-DSCH cells for one UE


//18th change

9.1.62
PHYSICAL SHARED CHANNEL RECONFIGURATION REQUEST
// partially omitted
9.1.62.2
TDD Message

	IE/Group Name
	Presence
	Range
	IE Type and Reference
	Semantics Description
	Criticality
	Assigned Criticality

	Message Discriminator
	M
	
	9.2.1.45
	
	–
	

	Message Type
	M
	
	9.2.1.46
	
	YES
	reject

	Transaction ID 
	M
	
	9.2.1.62
	
	–
	

	C-ID
	M
	
	9.2.1.9
	
	YES
	reject

	SFN
	O
	
	9.2.1.53A
	
	YES
	reject

	PDSCH Sets To Add
	
	0..<maxnoofPDSCHSets>
	
	
	GLOBAL
	reject

	>PDSCH Set ID
	M
	
	9.2.3.11
	
	–
	

	>PDSCH To Add Information
	
	0..1
	
	Mandatory for 3.84Mcps TDD. Not Applicable to 1.28Mcps TDD or 7.68Mcps TDD.
	YES
	reject

	>>Repetition Period
	M
	
	9.2.3.16
	
	–
	

	>>Repetition Length
	M
	
	9.2.3.15
	
	–
	

	>>TDD Physical Channel Offset
	M
	
	9.2.3.20
	
	–
	

	>>DL Timeslot Information
	
	1..<maxnoofDLts>
	
	
	–
	

	>>>Time Slot
	M
	
	9.2.3.23
	
	–
	

	>>>Midamble Shift And Burst Type
	M
	
	9.2.3.7
	
	–
	

	>>>TFCI Presence
	M
	
	9.2.1.57
	
	–
	

	>>>DL Code Information
	
	1..<maxnoofPDSCHs>
	
	
	–
	

	>>>>PDSCH ID
	M
	
	9.2.3.10
	
	–
	

	>>>>TDD Channelisation Code
	M
	
	9.2.3.19
	
	–
	

	>PDSCH To Add Information LCR
	
	0..1
	
	Mandatory for 1.28Mcps TDD. Not Applicable to 3.84Mcps TDD or 7.68Mcps TDD.
	YES
	reject

	>>Repetition Period
	M
	
	9.2.3.16
	
	–
	

	>>Repetition Length
	M
	
	9.2.3.15
	
	–
	

	>>TDD Physical Channel Offset
	M
	
	9.2.3.20
	
	–
	

	>>DL Timeslot Information LCR
	
	1..<maxnoofDLtsLCR>
	
	
	–
	

	>>>Time Slot LCR
	M
	
	9.2.3.24A
	
	–
	

	>>>Midamble Shift LCR
	M
	
	9.2.3.7A
	
	–
	

	>>>TFCI Presence
	M
	
	9.2.1.57
	
	–
	

	>>>DL Code Information LCR
	
	1..<maxnoofPDSCHs>
	
	
	–
	

	>>>>PDSCH ID
	M
	
	9.2.3.10
	
	–
	

	>>>>TDD Channelisation Code LCR
	M
	
	9.2.3.19a
	
	–
	

	>>>>TDD DL DPCH Time Slot Format LCR
	O
	
	9.2.3.19D
	
	YES
	reject

	>>TSTD Indicator
	O
	
	9.2.1.64
	
	YES
	reject

	>PDSCH To Add Information 7.68Mcps
	
	0..1
	
	Mandatory for 7.68Mcps TDD. Not Applicable to 1.28Mcps TDD or 3.84Mcps TDD.
	YES
	reject

	>>Repetition Period
	M
	
	9.2.3.16
	
	–
	

	>>Repetition Length
	M
	
	9.2.3.15
	
	–
	

	>>TDD Physical Channel Offset
	M
	
	9.2.3.20
	
	–
	

	>>DL Timeslot Information 7.68Mcps 
	
	1..<maxnoofDLts>
	
	
	–
	

	>>>Time Slot
	M
	
	9.2.3.23
	
	–
	

	>>>Midamble Shift And Burst Type 7.68Mcps
	M
	
	9.2.3.35
	
	–
	

	>>>TFCI Presence
	M
	
	9.2.1.57
	
	–
	

	>>>DL Code Information 7.68Mcps
	
	1..<maxnoofPDSCHs>
	
	
	–
	

	>>>>PDSCH ID 7.68Mcps
	M
	
	9.2.3.43
	
	–
	

	>>>>TDD Channelisation Code 7.68Mcps
	M
	
	9.2.3.34
	
	–
	

	PDSCH Sets To Modify
	
	0..<maxnoof PDSCHSets>
	
	
	GLOBAL
	reject

	>PDSCH Set ID
	M
	
	9.2.3.11
	
	–
	

	>CHOICE HCR or LCR or 7.68 Mcps
	M
	
	
	See note 1 below
	–
	

	>>3.84Mcps TDD
	
	
	
	
	–
	

	>>>PDSCH To Modify Information
	
	1
	
	
	YES
	reject

	>>>>Repetition Period
	O
	
	9.2.3.16
	
	–
	

	>>>>Repetition Length
	O
	
	9.2.3.15
	
	–
	

	>>>>TDD Physical Channel Offset
	O
	
	9.2.3.20
	
	–
	

	>>>>DL Timeslot Information
	
	0..<maxnoofDLts>
	
	
	–
	

	>>>>>Time Slot
	M
	
	9.2.3.23
	
	–
	

	>>>>>Midamble Shift And Burst Type
	O
	
	9.2.3.7
	
	–
	

	>>>>>TFCI Presence
	O
	
	9.2.1.57
	
	–
	

	>>>>>DL Code Information
	
	0..<maxnoofPDSCHs>
	
	
	–
	

	>>>>>>PDSCH ID
	M
	
	9.2.3.10
	
	–
	

	>>>>>>TDD Channelisation Code
	M
	
	9.2.3.19
	
	–
	

	>>1.28Mcps TDD
	
	
	
	
	–
	

	>>>PDSCH To Modify Information LCR
	
	1
	
	
	YES
	reject

	>>>>Repetition Period
	O
	
	9.2.3.16
	
	–
	

	>>>>Repetition Length
	O
	
	9.2.3.15
	
	–
	

	>>>>TDD Physical Channel Offset
	O
	
	9.2.3.20
	
	–
	

	>>>>DL Timeslot Information LCR
	
	0..<maxnoofDLtsLCR>
	
	
	–
	

	>>>>>Time Slot LCR
	M
	
	9.2.3.24A
	
	–
	

	>>>>>Midamble Shift LCR
	O
	
	9.2.3.7A
	
	–
	

	>>>>>TFCI Presence
	O
	
	9.2.1.57
	
	–
	

	>>>>>DL Code Information LCR
	
	0..<maxnoofPDSCHs>
	
	
	–
	

	>>>>>>PDSCH ID
	M
	
	9.2.3.10
	
	–
	

	>>>>>>TDD Channelisation Code LCR
	M
	
	9.2.3.19a
	
	–
	

	>>>>>>TDD DL DPCH Time Slot Format LCR
	O
	
	9.2.3.19D
	
	YES
	reject

	>>7.68Mcps TDD
	
	
	
	
	–
	

	>>>PDSCH To Modify Information 7.68Mcps 
	
	1
	
	
	YES
	reject

	>>>>Repetition Period
	O
	
	9.2.3.16
	
	–
	

	>>>>Repetition Length
	O
	
	9.2.3.15
	
	–
	

	>>>>TDD Physical Channel Offset
	O
	
	9.2.3.20
	
	–
	

	>>>>DL Timeslot Information 7.68Mcps
	
	0..<maxnoofDLts>
	
	
	–
	

	>>>>>Time Slot
	M
	
	9.2.3.23
	
	–
	

	>>>>>Midamble Shift And Burst Type 7.68Mcps 
	O
	
	9.2.3.35
	
	–
	

	>>>>>TFCI Presence
	O
	
	9.2.1.57
	
	–
	

	>>>>>DL Code Information 7.68Mcps 
	
	0..<maxnoofPDSCHs>
	
	
	–
	

	>>>>>>PDSCH ID 7.68Mcps
	M
	
	9.2.3.43
	
	–
	

	>>>>>>TDD Channelisation Code 7.68Mcps
	M
	
	9.2.3.34
	
	–
	

	PDSCH Sets To Delete
	
	0..<maxnoof PDSCHSets>
	
	
	GLOBAL
	reject

	>PDSCH Set ID
	M
	
	9.2.3.11
	
	–
	

	PUSCH Sets To Add
	
	0..<maxnoof PUSCHSets>
	
	
	GLOBAL
	reject

	>PUSCH Set ID
	M
	
	9.2.3.13
	
	–
	

	>PUSCH To Add Information
	
	0..1
	
	Mandatory for 3.84Mcps TDD. Not Applicable to 1.28Mcps TDD or 7.68Mcps TDD.
	YES
	reject

	>>Repetition Period
	M
	
	9.2.3.16
	
	–
	

	>>Repetition Length
	M
	
	9.2.3.15
	
	–
	

	>>TDD Physical Channel Offset
	M
	
	9.2.3.20
	
	–
	

	>>UL Timeslot Information
	
	1..<maxnoofULts>
	
	
	–
	

	>>>Time Slot
	M
	
	9.2.3.23
	
	–
	

	>>>Midamble Shift And Burst Type
	M
	
	9.2.3.7
	
	–
	

	>>>TFCI Presence
	M
	
	9.2.1.57
	
	–
	

	>>>UL Code Information
	
	1..<maxnoofPUSCHs>
	
	
	–
	

	>>>>PUSCH ID
	M
	
	9.2.3.12
	
	–
	

	>>>>TDD Channelisation Code
	M
	
	9.2.3.19
	
	–
	

	>PUSCH To Add Information LCR
	
	0..1
	
	Mandatory for 1.28Mcps TDD. Not Applicable to 3.84Mcps TDD or 7.68Mcps TDD.
	YES
	reject

	>>Repetition Period
	M
	
	9.2.3.16
	
	–
	

	>>Repetition Length
	M
	
	9.2.3.15
	
	–
	

	>>TDD Physical Channel Offset
	M
	
	9.2.3.20
	
	–
	

	>>UL Timeslot Information LCR
	
	1..<maxnoofULtsLCR>
	
	
	–
	

	>>>Time Slot LCR
	M
	
	9.2.3.24A
	
	–
	

	>>>Midamble Shift LCR
	M
	
	9.2.3.7A
	
	–
	

	>>>TFCI Presence
	M
	
	9.2.1.57
	
	–
	

	>>>UL Code Information LCR
	
	1..<maxnoofPUSCHs>
	
	
	–
	

	>>>>PUSCH ID
	M
	
	9.2.3.12
	
	–
	

	>>>>TDD Channelisation Code LCR
	M
	
	9.2.3.19a
	
	–
	

	>>>>TDD UL DPCH Time Slot Format LCR
	O
	
	9.2.3.21C
	
	YES
	reject

	>PUSCH To Add Information 7.68Mcps 
	
	0..1
	
	Mandatory for 7.68Mcps TDD. Not Applicable to 1.28Mcps TDD or 3.84 Mcps TDD.
	YES
	reject

	>>Repetition Period
	M
	
	9.2.3.16
	
	–
	

	>>Repetition Length
	M
	
	9.2.3.15
	
	–
	

	>>TDD Physical Channel Offset
	M
	
	9.2.3.20
	
	–
	

	>>UL Timeslot Information 7.68Mcps 
	
	1..<maxnoofULts>
	
	
	–
	

	>>>Time Slot
	M
	
	9.2.3.23
	
	–
	

	>>>Midamble Shift And Burst Type 7.68Mcps
	M
	
	9.2.3.35
	
	–
	

	>>>TFCI Presence
	M
	
	9.2.1.57
	
	–
	

	>>>UL Code Information 7.68Mcps 
	
	1..<maxnoofPUSCHs>
	
	
	–
	

	>>>>PUSCH ID
	M
	
	9.2.3.12
	
	–
	

	>>>>TDD Channelisation Code 7.68Mcps
	M
	
	9.2.3.34
	
	–
	

	PUSCH Sets To Modify
	
	0..<maxnoof PUSCHSets>
	
	
	GLOBAL
	reject

	>PUSCH Set ID
	M
	
	9.2.3.13
	
	–
	

	>CHOICE HCR or LCR or 7.68Mcps
	M
	
	
	See note 1 below
	–
	

	>>3.84Mcps TDD
	
	
	
	
	–
	

	>>>PUSCH To Modify Information
	
	1
	
	
	YES
	reject

	>>>>Repetition Period
	O
	
	9.2.3.16
	
	–
	

	>>>>Repetition Length
	O
	
	9.2.3.15
	
	–
	

	>>>>TDD Physical Channel Offset
	O
	
	9.2.3.20
	
	–
	

	>>>>UL Timeslot Information
	
	0..<maxnoofULts>
	
	
	–
	

	>>>>>Time Slot
	M
	
	9.2.3.23
	
	–
	

	>>>>>Midamble Shift And Burst Type
	O
	
	9.2.3.7
	
	–
	

	>>>>>TFCI Presence
	O
	
	9.2.1.57
	
	–
	

	>>>>>UL Code Information
	
	0..<maxnoofPUSCHs>
	
	
	–
	

	>>>>>>PUSCH ID
	M
	
	9.2.3.12
	
	–
	

	>>>>>>TDD Channelisation Code
	M
	
	9.2.3.19
	
	–
	

	>>1.28Mcps TDD
	
	
	
	
	–
	

	>>>PUSCH To Modify Information LCR 
	
	1
	
	
	YES
	reject

	>>>>Repetition Period
	O
	
	9.2.3.16
	
	–
	

	>>>>Repetition Length
	O
	
	9.2.3.15
	
	–
	

	>>>>TDD Physical Channel Offset
	O
	
	9.2.3.20
	
	–
	

	>>>>UL Timeslot Information LCR
	
	0..<maxnoofULtsLCR>
	
	
	–
	

	>>>>>Time Slot LCR
	M
	
	9.2.3.24A
	
	–
	

	>>>>>Midamble Shift LCR
	O
	
	9.2.3.7A
	
	–
	

	>>>>>TFCI Presence
	O
	
	9.2.1.57
	
	–
	

	>>>>>UL Code Information LCR
	
	0..<maxnoofPUSCHs>
	
	
	–
	

	>>>>>>PUSCH ID
	M
	
	9.2.3.12
	
	–
	

	>>>>>>TDD Channelisation Code LCR
	M
	
	9.2.3.19a
	
	–
	

	>>>>>>TDD UL DPCH Time Slot Format LCR
	O
	
	9.2.3.21C
	
	YES
	reject

	>>7.68Mcps TDD
	
	
	
	
	–
	

	>>>PUSCH To Modify Information 7.68Mcps 
	
	1
	
	
	YES
	reject

	>>>>Repetition Period
	O
	
	9.2.3.16
	
	–
	

	>>>>Repetition Length
	O
	
	9.2.3.15
	
	–
	

	>>>>TDD Physical Channel Offset
	O
	
	9.2.3.20
	
	–
	

	>>>>UL Timeslot Information 7.68Mcps
	
	0..<maxnoofULts>
	
	
	–
	

	>>>>>Time Slot
	M
	
	9.2.3.23
	
	–
	

	>>>>>Midamble Shift And Burst Type 7.68Mcps
	O
	
	9.2.3.35
	
	–
	

	>>>>>TFCI Presence
	O
	
	9.2.1.57
	
	–
	

	>>>>>UL Code Information 7.68Mcps
	
	0..<maxnoofPUSCHs>
	
	
	–
	

	>>>>>>PUSCH ID
	M
	
	9.2.3.12
	
	–
	

	>>>>>>TDD Channelisation Code 7.68Mcps
	M
	
	9.2.3.34
	
	–
	

	PUSCH Sets To Delete
	
	0..<maxnoofPUSCHSets>
	
	
	GLOBAL
	reject

	>PUSCH Set ID
	M
	
	9.2.3.13
	
	–
	

	HS-PDSCH TDD Information
	
	0..1
	
	
	GLOBAL
	reject

	>DL Timeslot and Code Information
	
	0..<maxnoofDLts>
	
	Mandatory for 3.84Mcps TDD. Not Applicable to 1.28Mcps TDD or 7.68Mcps TDD.
	–
	

	>>Time Slot
	M
	
	9.2.3.23
	
	–
	

	>>Midamble Shift And Burst Type
	M
	
	9.2.3.7
	
	–
	

	>>Codes
	
	1..<maxnoofHSPDSCHs>
	
	
	–
	

	>>>TDD Channelisation Code
	M
	
	9.2.3.19
	
	–
	

	>>HS-PDSCH and HS-SCCH Total Power
	O
	
	Maximum Transmission Power

9.2.1.40
	Maximum transmission power to be allowed for HS-PDSCH and HS-SCCH codes in the timeslot
	YES
	reject

	>DL Timeslot and Code Information LCR per UARFCN
	
	0.. <maxFrequencyinCell>
	
	Mandatory for 1.28Mcps TDD 

Not Applicable to 3.84Mcps TDD or 7.68Mcps TDD.
See note 2 below
	EACH
	reject

	>>DL Timeslot and Code Information LCR
	
	0..<maxnoofDLtsLCR>
	
	.
	–
	

	>>>Time Slot LCR
	M
	
	9.2.3.24A
	
	–
	

	>>>Midamble Shift LCR
	M
	
	9.2.3.7A
	
	–
	

	>>>Codes LCR
	
	1..<maxnoofHSPDSCHs>
	
	
	–
	

	>>>>TDD Channelisation Code
	M
	
	9.2.3.19
	
	–
	

	>>>HS-PDSCH and HS-SCCH Total Power
	O
	
	Maximum Transmission Power

9.2.1.40
	Maximum transmission power to be allowed for HS-PDSCH and HS-SCCH codes in the timeslot
	YES
	reject

	>>UARFCN
	O
	
	9.2.1.65
	Corresponds to Nt [15]
Mandatory for 1.28Mcps TDD when using multiple frequencies.
	–
	

	>DL Timeslot and Code Information 7.68Mcps
	
	0..<maxnoofDLts>
	
	Mandatory for 7.68Mcps TDD. Not Applicable to 1.28Mcps TDD or 3.84 Mcps TDD.
	GLOBAL
	reject

	>>Time Slot
	M
	
	9.2.3.23
	
	–
	

	>>Midamble Shift And Burst Type 7.68Mcps
	M
	
	9.2.3.35
	
	–
	

	>>Codes 7.68Mcps
	
	1..<maxnoofHSPDSCHs768>
	
	
	–
	

	>>>TDD Channelisation Code 7.68Mcps
	M
	
	9.2.3.34
	
	–
	

	>>HS-PDSCH and HS-SCCH Total Power
	O
	
	Maximum Transmission Power

9.2.1.40
	Maximum transmission power to be allowed for HS-PDSCH and HS-SCCH codes in the timeslot
	–
	–

	Add to HS-SCCH Resource Pool
	
	0..1
	
	
	GLOBAL
	reject

	>HS-SCCH Information
	
	0..<maxnoofHSSCCHs>
	
	Applicable to 3.84Mcps TDD only
	–
	

	>>HS-SCCH ID
	M
	
	9.2.3.5Ga
	
	–
	

	>>Time Slot
	M
	
	9.2.3.23
	
	–
	

	>>Midamble Shift And Burst Type
	M
	
	9.2.3.7
	
	–
	

	>>TDD Channelisation Code
	M
	
	9.2.3.19
	
	–
	

	>>Maximum HS-SCCH Power
	M
	
	DL Power

9.2.1.21
	
	–
	

	>>HS-SICH Information
	
	1
	
	
	–
	

	>>>HS-SICH ID
	M
	
	9.2.3.5Gb
	
	–
	

	>>>Time Slot
	M
	
	9.2.3.23
	
	–
	

	>>>Midamble Shift And Burst Type
	M
	
	9.2.3.7
	
	–
	

	>>>TDD Channelisation Code
	M
	
	9.2.3.19
	
	–
	

	>HS-SCCH Information LCR
	
	0..<maxnoofHSSCCHs>
	
	Applicable to 1.28Mcps TDD only
See note 3 below
	–
	

	>>HS-SCCH ID
	M
	
	9.2.3.5Ga
	If the Extended HS-SCCH ID IE is included in the HS-SCCH Information LCR IE, the HS-SCCH ID IE shall be ignored.
	–
	

	>>Time Slot LCR
	M
	
	9.2.3.24A
	
	–
	

	>>Midamble Shift LCR
	M
	
	9.2.3.7A
	
	–
	

	>>First TDD Channelisation Code
	M
	
	TDD Channelisation Code 9.2.3.19
	
	–
	

	>>Second TDD Channelisation Code
	M
	
	TDD Channelisation Code 9.2.3.19
	
	–
	

	>>Maximum HS-SCCH Power
	M
	
	DL Power

9.2.1.21
	
	–
	

	>>HS-SICH Information LCR
	
	1
	
	
	–
	

	>>>HS-SICH ID
	M
	
	9.2.3.5Gb
	If the Extended HS-SICH ID IE is included in the HS-SICH Information LCR IE, the HS-SICH ID IE shall be ignored.
	–
	

	>>>Time Slot LCR
	M
	
	9.2.3.24A
	
	–
	

	>>>Midamble Shift LCR
	M
	
	9.2.3.7A
	
	–
	

	>>>TDD Channelisation Code
	M
	
	9.2.3.19
	
	–
	

	>>>Extended HS-SICH ID
	O
	
	9.2.3.5K
	The Extended HS-SICH ID IE shall be used if the HS-SICH identity has a value larger than 31.
	YES
	ignore

	>>Extended HS-SCCH ID
	O
	
	9.2.3.5J
	The Extended HS-SCCH ID IE shall be used if the HS-SCCH identity has a value larger than 31.
	YES
	ignore

	>>UARFCN
	O
	
	9.2.1.65
	Corresponds to Nt [15]

Mandatory for 1.28Mcps TDD when using multiple frequencies.
	YES–
	ignore

	>>HS-SICH Reference Signal Information
	O
	
	9.2.3.103
	
	YES
	ignore

	>HS-SCCH Information 7.68Mcps
	
	0..<maxnoofHSSCCHs>
	
	Applicable to 7.68Mcps TDD only
	GLOBAL
	reject

	>>HS-SCCH ID
	M
	
	9.2.3.5Ga
	
	–
	

	>>Time Slot
	M
	
	9.2.3.23
	
	–
	

	>>Midamble Shift And Burst Type 7.68Mcps
	M
	
	9.2.3.35
	
	–
	

	>>TDD Channelisation Code 7.68Mcps
	M
	
	9.2.3.34
	
	–
	

	>>Maximum HS-SCCH Power
	M
	
	DL Power

9.2.1.21
	
	–
	

	>>HS-SICH Information 7.68Mcps
	
	1
	
	
	–
	

	>>>HS-SICH ID
	M
	
	9.2.3.5Gb
	
	–
	

	>>>Time Slot
	M
	
	9.2.3.23
	
	–
	

	>>>Midamble Shift And Burst Type 7.68Mcps
	M
	
	9.2.3.35
	
	–
	

	>>>TDD Channelisation Code 7.68Mcps
	M
	
	9.2.3.34
	
	–
	

	Modify HS-SCCH Resource Pool
	
	0..1
	
	
	GLOBAL
	reject

	>HS-SCCH Information
	
	0..<maxnoofHSSCCHs>
	
	Applicable to 3.84Mcps TDD only
	–
	

	>>HS-SCCH ID
	M
	
	9.2.3.5Ga
	
	–
	

	>>Time Slot
	O
	
	9.2.3.23
	
	–
	

	>>Midamble Shift And Burst Type
	O
	
	9.2.3.7
	
	–
	

	>>TDD Channelisation Code
	O
	
	9.2.3.19
	
	–
	

	>>Maximum HS-SCCH Power
	O
	
	DL Power

9.2.1.21
	
	–
	

	>>HS-SICH Information
	
	0..1
	
	
	–
	

	>>>HS-SICH ID
	M
	
	9.2.3.5Gb
	
	–
	

	>>>Time Slot
	O
	
	9.2.3.23
	
	–
	

	>>>Midamble Shift And Burst Type
	O
	
	9.2.3.7
	
	–
	

	>>>TDD Channelisation Code
	O
	
	9.2.3.19
	
	–
	

	>HS-SCCH Information LCR
	
	0..<maxnoofHSSCCHs>
	
	Applicable to 1.28Mcps TDD only
See note 3 below
	–
	

	>>HS-SCCH ID
	M
	
	9.2.3.5Ga
	If the Extended HS-SCCH ID IE is included in the HS-SCCH Information LCR IE, the HS-SCCH ID IE shall be ignored.
	–
	

	>>Time Slot LCR
	O
	
	9.2.3.24A
	
	–
	

	>>Midamble Shift LCR
	O
	
	9.2.3.7A
	
	–
	

	>>First TDD Channelisation Code
	O
	
	TDD Channelisation Code 9.2.3.19
	
	–
	

	>>Second TDD Channelisation Code
	O
	
	TDD Channelisation Code 9.2.3.19
	
	–
	

	>>Maximum HS-SCCH Power
	O
	
	DL Power

9.2.1.21
	
	–
	

	>>HS-SICH Information LCR
	
	0..1
	
	
	–
	

	>>>HS-SICH ID
	M
	
	9.2.3.5Gb
	If the Extended HS-SICH ID IE is included in the HS-SICH Information LCR IE, the HS-SICH ID IE shall be ignored.
	–
	

	>>>Time Slot LCR
	O
	
	9.2.3.24A
	
	–
	

	>>Midamble Shift LCR
	O
	
	9.2.3.7A
	
	–
	

	>>>TDD Channelisation Code
	O
	
	9.2.3.19
	
	–
	

	>>>Extended HS-SICH ID
	O
	
	9.2.3.5K
	The Extended HS-SICH ID IE shall be used if the HS-SICH identity has a value larger than 31.
	YES
	ignore

	>>Extended HS-SCCH ID
	O
	
	9.2.3.5J
	The Extended HS-SCCH ID IE shall be used if the HS-SCCH identity has a value larger than 31.
	YES
	ignore

	>>UARFCN
	O
	
	9.2.1.65
	Corresponds to Nt [15]

Applicable to 1.28Mcps TDD when using multiple frequencies.
	YES
	ignore

	>>HS-SICH Reference Signal Information Modify 
	
	0..1
	
	
	YES
	reject

	>>>HS-SICH Reference Signal Information
	O
	
	9.2.3.103
	
	–
	

	>HS-SCCH Information 7.68Mcps
	
	0..<maxnoofHSSCCHs>
	
	Applicable to 7.68Mcps TDD only
	GLOBAL
	reject

	>>HS-SCCH ID
	M
	
	9.2.3.5Ga
	
	–
	

	>>Time Slot
	O
	
	9.2.3.23
	
	–
	

	>>Midamble Shift And Burst Type 7.68Mcps
	M
	
	9.2.3.35
	
	–
	

	>>TDD Channelisation Code 7.68Mcps
	M
	
	9.2.3.34
	
	–
	

	>>Maximum HS-SCCH Power
	O
	
	DL Power

9.2.1.21
	
	–
	

	>>HS-SICH Information 7.68Mcps
	
	0..1
	
	
	–
	

	>>>HS-SICH ID
	M
	
	9.2.3.5Gb
	
	–
	

	>>>Time Slot
	O
	
	9.2.3.23
	
	–
	

	>>>Midamble Shift And Burst Type 7.68Mcps
	M
	
	9.2.3.35
	
	–
	

	>>>TDD Channelisation Code 7.68Mcps
	M
	
	9.2.3.34
	
	–
	

	Delete from HS-SCCH Resource Pool
	
	0..<maxnoof HSSCCHs>
	
	For 1.28Mcps TDD ,see note 3 below
	GLOBAL
	reject

	>HS-SCCH ID
	M
	
	9.2.3.5Ga
	For 1.28Mcps TDD, if the Extended HS-SCCH ID IE is included in the Delete from HS-SCCH Resource Pool IE, the HS-SCCH ID IE shall be ignored
	–
	

	>Extended HS-SCCH ID
	O
	
	9.2.3.5J
	Applicable to 1.28Mcps TDD only, the Extended HS-SCCH ID IE shall be used if the HS-SCCH identity has a value larger than 31.
	YES
	ignore

	Configuration Generation ID
	O
	
	9.2.1.16
	
	YES
	reject

	E-PUCH Information
	
	0..1
	
	3.84Mcps TDD only
	GLOBAL
	reject

	>LTGI Presence
	M
	
	9.2.3.58
	
	–
	

	>SNPL Reporting Type
	M
	
	9.2.3.62
	
	–
	

	>Midamble Shift And Burst Type
	M
	
	9.2.3.7
	
	–
	

	>E-PUCH Timeslot Information
	
	1..<maxnoofEPUCHslots>
	
	
	–
	

	>>Time Slot
	M
	
	9.2.3.23
	
	
	

	Add to E-AGCH Resource Pool
	
	0..1
	
	3.84Mcps TDD only
	GLOBAL
	reject

	>E-AGCH Information
	
	0..<maxnoofEAG CHs>
	
	
	–
	

	>>E-AGCH ID TDD
	M
	
	9.2.3.51
	
	–
	

	>>Time Slot
	M
	
	9.2.3.23
	
	–
	

	>>Midamble Shift And Burst Type
	M
	
	9.2.3.7
	
	–
	

	>>TDD Channelisation Code
	M
	
	9.2.3.19
	
	–
	

	>>Maximum E-AGCH Power
	M
	
	DL Power

9.2.1.21
	
	–
	

	Modify E-AGCH Resource Pool
	
	0..1
	
	3.84Mcps TDD only
	GLOBAL
	reject

	>E-AGCH Information
	
	0..<maxnoofEAG CHs>
	
	
	–
	

	>>E-AGCH ID TDD
	M
	
	9.2.3.51
	
	–
	

	>>Time Slot
	O
	
	9.2.3.23
	
	–
	

	>>Midamble Shift And Burst Type
	O
	
	9.2.3.7
	
	–
	

	>>TDD Channelisation Code
	O
	
	9.2.3.19
	
	–
	

	>>Maximum E-AGCH Power
	O
	
	DL Power

9.2.1.21
	
	–
	

	Delete from E-AGCH Resource Pool
	
	0..<maxnoofEAG CHs>
	
	
	GLOBAL
	reject

	>E-AGCH ID TDD
	M
	
	9.2.3.51
	
	–
	

	E-HICH Information
	
	0..1
	
	3.84Mcps TDD only
	GLOBAL
	reject

	>Midamble Shift And Burst Type
	M
	
	9.2.3.7
	
	–
	

	>TDD Channelisation Code
	M
	
	9.2.3.19
	
	–
	

	>Maximum E-HICH Power
	M
	
	DL Power

9.2.1.21
	
	–
	

	Maximum Generated Received Total Wide Band Power in Other Cells
	O
	
	9.2.3.63
	Applicable to 3.84Mcps and 7.68 Mcps TDD only
	YES
	reject

	E-PUCH Information 7.68Mcps
	
	0..1
	
	7.68Mcps TDD only
	GLOBAL
	reject

	>LTGI Presence
	M
	
	9.2.3.58
	
	–
	

	>SNPL Reporting Type
	M
	
	9.2.3.62
	
	–
	

	>Midamble Shift And Burst Type 7.68Mcps
	M
	
	9.2.3.35
	
	–
	

	>E-PUCH Timeslot Information
	
	1..<maxnoofEPUCHslots>
	
	
	–
	

	>>Time Slot
	M
	
	9.2.3.23
	
	–
	

	Add to E-AGCH Resource Pool 7.68Mcps
	
	0..1
	
	7.68Mcps TDD only
	GLOBAL
	reject

	>E-AGCH Information
	
	0..<maxnoofEAG CHs>
	
	
	–
	

	>>E-AGCH ID TDD
	M
	
	9.2.3.51
	
	–
	

	>>Time Slot
	M
	
	9.2.3.23
	
	–
	

	>>Midamble Shift And Burst Type 7.68Mcps
	M
	
	9.2.3.35
	
	–
	

	>>TDD Channelisation Code 7.68Mcps
	M
	
	9.2.3.34
	
	–
	

	>>Maximum E-AGCH Power
	M
	
	DL Power

9.2.1.21
	
	–
	

	Modify E-AGCH Resource Pool 7.68Mcps
	
	0..1
	
	7.68Mcps TDD only
	GLOBAL
	reject

	>E-AGCH Information
	
	0..<maxnoofEAG CHs>
	
	
	–
	

	>>E-AGCH ID TDD
	M
	
	9.2.3.51
	
	–
	

	>>Time Slot
	O
	
	9.2.3.23
	
	–
	

	>>Midamble Shift And Burst Type 7.68Mcps
	O
	
	9.2.3.35
	
	–
	

	>>TDD Channelisation Code 7.68Mcps
	O
	
	9.2.3.34
	
	–
	

	>>Maximum E-AGCH Power
	O
	
	DL Power

9.2.1.21
	
	–
	

	E-HICH Information 7.68Mcps
	
	0..1
	
	7.68Mcps TDD only
	GLOBAL
	reject

	>Midamble Shift And Burst Type 7.68Mcps
	M
	
	9.2.3.35
	
	–
	

	>TDD Channelisation Code 7.68Mcps
	M
	
	9.2.3.34
	
	–
	

	>Maximum E-HICH Power
	M
	
	DL Power

9.2.1.21
	
	–
	

	E-PUCH Information 1.28Mcps
	
	0..1
	
	1.28Mcps TDD only
	GLOBAL
	reject

	>LTGI Presence
	M
	
	9.2.3.58
	
	–
	

	>SNPL Reporting Type
	M
	
	9.2.3.62
	
	–
	

	>E-PUCH Timeslot information 1.28Mcps per UARFCN
	
	0..<maxFrequencyinCell>
	
	See note 2 below
	
	

	>>E-PUCH Timeslot Information 1.28Mcps
	
	0..<maxnoofEPUCHslotsLCR>
	
	
	–
	

	>>>Time Slot LCR
	M
	
	9.2.3.24A
	
	–
	

	>>>Midamble Shift LCR
	M
	
	9.2.3.7A
	
	–
	

	>>>Codes LCR
	
	1..<maxnoofEPUCHcodes>
	
	
	–
	

	>>>>TDD Channelisation Code
	M
	
	9.2.3.19
	
	–
	

	>>UARFCN
	O
	
	9.2.1.65
	Corresponds to Nt [15]

Mandatory for 1.28Mcps TDD when using multiple frequencies.
	YES
	ignore

	Add to E-AGCH Resource Pool 1.28Mcps
	
	0..1
	
	1.28Mcps TDD only
	GLOBAL
	reject

	>E-AGCH Information 1.28Mcps
	
	1..<maxnoofEAG CHs>
	
	
	–
	

	>>E-AGCH ID TDD
	M
	
	9.2.3.51
	
	–
	

	>>Time Slot LCR
	M
	
	9.2.3.24A
	
	–
	

	>>Midamble Shift LCR
	M
	
	9.2.3.7A
	
	–
	

	>>First TDD Channelisation Code
	M
	
	TDD Channelisation Code 9.2.3.19
	
	–
	

	>>Second TDD Channelisation Code
	M
	
	TDD Channelisation Code 9.2.3.19
	
	–
	

	>>Maximum E-AGCH Power
	M
	
	DL Power

9.2.1.21
	
	–
	

	>>UARFCN
	O
	
	9.2.1.65
	Corresponds to Nt [15]

Mandatory for 1.28Mcps TDD when using multiple frequencies.
	YES
	ignore

	Modify E-AGCH Resource Pool 1.28Mcps
	
	0..1
	
	1.28Mcps TDD only
	GLOBAL
	reject

	>E-AGCH Information 1.28Mcps
	
	1..<maxnoofEAG CHs>
	
	
	–
	

	>>E-AGCH ID TDD
	M
	
	9.2.3.51
	
	–
	

	>>Time Slot LCR
	O
	
	9.2.3.24A
	
	–
	

	>>Midamble Shift LCR
	O
	
	9.2.3.7A
	
	–
	

	>>First TDD Channelisation Code
	O
	
	TDD Channelisation Code 9.2.3.19
	
	–
	

	>>Second TDD Channelisation Code
	O
	
	TDD Channelisation Code 9.2.3.19
	
	–
	

	>>Maximum E-AGCH Power
	O
	
	DL Power

9.2.1.21
	
	–
	

	>>UARFCN
	O
	
	9.2.1.65
	Corresponds to Nt [15]

Mandatory for 1.28Mcps TDD when using multiple frequencies.
	YES
	ignore

	Add to E-HICH Resource Pool 1.28Mcps
	
	0..1
	
	1.28Mcps TDD only
	GLOBAL
	reject

	>E-HICH Information 1.28Mcps
	
	1..<maxnoofEHICHs>
	
	
	–
	

	>>E-HICH ID TDD
	M
	
	9.2.3.51a
	If the Extended E-HICH ID TDD IE is included in the E-HICH Information 1.28Mcps IE, the E-HICH ID TDD IE shall be ignored.
	–
	

	>>E-HICH Type
	M
	
	9.2.3.68
	
	–
	

	>>TDD Channelisation Code
	M
	
	9.2.3.19
	
	–
	

	>>Time Slot LCR
	M
	
	9.2.3.24A
	
	–
	

	>>Midamble Shift LCR
	M
	
	9.2.3.7A
	
	–
	

	>>Maximum E-HICH Power
	M
	
	DL Power

9.2.1.21
	
	–
	

	>>Extended E-HICH ID TDD
	O
	
	9.2.3.51b
	Applicable to 1.28Mcps TDD only, the Extended E-HICH ID TDD IE shall be used if the E-HICH identity has a value larger than 31.
	YES
	ignore

	>>UARFCN
	O
	
	9.2.1.65
	Corresponds to Nt[15]

Mandatory for 1.28Mcps TDD when using multiple frequencies.
	YES
	ignore

	Modify E-HICH Resource Pool 1.28Mcps
	
	0..1
	
	1.28Mcps TDD only
	GLOBAL
	reject

	>E-HICH Information 1.28Mcps
	
	1..<maxnoofEHICHs>
	
	
	–
	

	>>E-HICH ID TDD
	M
	
	9.2.3.51a
	If the Extended E-HICH ID TDD IE is included in the E-HICH Information 1.28Mcps IE, the E-HICH ID TDD IE shall be ignored.
	–
	

	>>E-HICH Type
	O
	
	9.2.3.68
	
	–
	

	>>TDD Channelisation Code
	O
	
	9.2.3.19
	
	–
	

	>>Time Slot LCR
	O
	
	9.2.3.24A
	
	–
	

	>>Midamble Shift LCR
	O
	
	9.2.3.7A
	
	–
	

	>>Maximum E-HICH Power
	O
	
	DL Power

9.2.1.21
	
	–
	

	>>Extended E-HICH ID TDD
	O
	
	9.2.3.51b
	Applicable to 1.28Mcps TDD only, the Extended E-HICH ID TDD IE shall be used if the E-HICH identity has a value larger than 31.
	YES
	ignore

	>>UARFCN
	O
	
	9.2.1.65
	Corresponds to Nt [15]

Mandatory for 1.28Mcps TDD when using multiple frequencies.
	YES
	ignore

	Delete from E-HICH Resource Pool 1.28Mcps
	
	0..<maxnoofEHICHs>
	
	1.28Mcps TDD only
	GLOBAL
	reject

	>E-HICH ID TDD
	M
	
	9.2.3.51a
	If the Extended E-HICH ID TDD IE is included in the Delete from E-HICH Resource Pool 1.28Mcps IE, the E-HICH ID TDD IE shall be ignored.
	–
	

	>Extended E-HICH ID TDD
	O
	
	9.2.3.51b
	Applicable to 1.28Mcps TDD only, the Extended E-HICH ID TDD IE shall be used if the E-HICH identity has a value larger than 31.
	YES
	ignore

	SYNC_UL Partition Information
	
	0..1
	
	Applicable to 1.28Mcps TDD to indicate the SYNC_UL partition information for the Primary Frequency. Not Applicable to 3.84Mcps TDD or 7.68Mcps TDD.
	GLOBAL
	reject

	>E-RUCCH SYNC_UL codes bitmap 
	M
	
	BITSTRING(8)
	Each bit indicates availability of a SYNC_UL code, where the SYNC_UL codes are numbered "code 0" to "code 7".

The value 1 of a bit indicates that the corresponding SYNC_UL code can be used.

The value 0 of a bit indicates that the corresponding SYNC_UL code can not be used.
	–
	

	Maximum Target Received Total Wide Band Power LCR
	O
	
	9.2.3.69
	1.28Mcps TDD only
	YES
	reject

	HS-DSCH Common System Information LCR
	O
	
	9.2.3.72
	1.28Mcps TDD only
	YES
	reject

	Common MAC Flows To Delete LCR
	O
	
	9.2.3.78
	1.28Mcps TDD only
	YES
	reject

	HS-DSCH Paging System Information LCR
	O
	
	9.2.3.73
	1.28Mcps TDD only
	YES
	reject

	Paging MAC Flows to Delete LCR
	O
	
	9.2.3.85
	1.28Mcps TDD only
	YES
	reject

	Common E-DCH System Information LCR
	O
	
	9.2.3.79
	1.28Mcps TDD only
	YES
	reject

	Common UL MAC Flows to Delete LCR
	O
	
	Common MAC Flows To Delete LCR

9.2.3.78
	1.28Mcps TDD only
	YES
	reject

	Common E-DCH MAC-d Flows to Delete LCR
	O
	
	9.2.3.86
	1.28Mcps TDD only
	YES
	reject

	Enhanced UE DRX Information LCR
	O
	
	9.2.3.82
	1.28Mcps TDD only
	YES
	reject

	Add to Non-HS-SCCH associated HS-SICH Resource Pool
	
	0..1
	
	1.28Mcps TDD only
	GLOBAL
	reject

	>Non-HS-SCCH associated HS-SICH Information
	
	0..<maxnoofNonHSAHSSICH>
	
	
	–
	

	>>Non-HS-SCCH associated HS-SICH ID
	M
	
	INTEGER (0..255)
	
	–
	

	>>Time Slot LCR
	M
	
	9.2.3.24A
	
	–
	

	>>Midamble Shift LCR
	M
	
	9.2.3.7A
	
	–
	

	>>TDD Channelisation Code
	M
	
	9.2.3.19
	
	–
	

	>>UARFCN
	O
	
	9.2.1.65
	Corresponds to Nt [15]

Mandatory for 1.28Mcps TDD when using multiple frequencies.
	–
	

	Modify Non-HS-SCCH associated HS-SICH Resource Pool
	
	0..1
	
	1.28Mcps TDD only
	GLOBAL
	reject

	>Non-HS-SCCH associated HS-SICH Information
	
	0..<maxnoofNonHSAHSSICH>
	
	
	–
	

	>>Non-HS-SCCH associated HS-SICH ID
	M
	
	INTEGER (0..255)
	
	–
	

	>>Time Slot LCR
	O
	
	9.2.3.24A
	
	–
	

	>>Midamble Shift LCR
	O
	
	9.2.3.7A
	
	–
	

	>>TDD Channelisation Code
	O
	
	9.2.3.19
	
	–
	

	>>UARFCN
	O
	
	9.2.1.65
	Corresponds to Nt [15]

Mandatory for 1.28Mcps TDD when using multiple frequencies.
	–
	

	Delete from Non-HS-SCCH associated HS-SICH Resource Pool
	
	0..<maxnoofNonHSAHSSICH>
	
	1.28Mcps TDD only
	GLOBAL
	reject

	>Non-HS-SCCH associated HS-SICH ID
	M
	
	INTEGER (0..255)
	
	–
	

	Special default midamble allocation Information
	
	0.. < maxFrequencyinCell>
	
	1.28Mcps TDD only
	EACH
	reject

	>Special default midamble allocation indicator
	O
	
	9.2.3. xxx
	1.28 Mcps TDD only
	–
	

	>UARFCN
	O
	
	9.2.1.65
	
	–
	


Note 1: 
This information element is a simplified representation of the ASN.1. The choice is in reality performed through the use of ProtocolIE-Single-Container within the ASN.1.

Note 2: 
This information element is a simplified representation of the ASN.1. Repetition 1 and repetition 2 through maxFrequencyinCell are represented by separate ASN.1 structures with different criticalities.
Note 3: 
This information element is a simplified representation of the ASN.1. Repetitions 1 to 32 and repetitions 33 to maxnoofHSSCCHs are represented by separate ASN.1 structures.

	Range Bound
	Explanation

	maxnoofPDSCHSets
	Maximum number of PDSCH Sets in a cell.

	maxnoofPDSCHs
	Maximum number of PDSCH in a cell.

	maxnoofPUSCHSets
	Maximum number of PUSCH Sets in a cell.

	maxnoofPUSCHs
	Maximum number of PUSCH in a cell.

	maxnoofDLts
	Maximum number of Downlink time slots in a cell for 3.84Mcps TDD.

	maxnoofDLtsLCR
	Maximum number of Downlink time slots in a cell for 1.28Mcps TDD.

	maxnoofULts
	Maximum number of Uplink time slots in a cell for 3.84Mcps TDD.

	maxnoofULtsLCR
	Maximum number of Uplink time slots in a cell for 1.28Mcps TDD

	maxnoofHSSCCHs
	Maximum number of HS-SCCHs in a Cell

	maxnoofHSPDSCHs
	Maximum number of HS-PDSCHs in one time slot of a Cell for 1.28Mcps TDD and 3.84Mcps TDD

	maxnoofHSPDSCHs768
	Maximum number of HS-PDSCHs in one time slot of a Cell for  7.68Mcps TDD

	maxnoofEAGCHs
	Maximum number of E-AGCHs in a Cell

	maxnoofEPUCHslots
	Maximum number of E-PUCH time slots in a Cell for 3.84Mcps TDD and 7.68Mcps TDD

	maxnoofEHICHs
	Maximum number of E-HICHs in a Cell

	maxnoofEPUCHslotsLCR
	Maximum number of E-PUCH time slots in a Carrier for 1.28Mcps  TDD

	maxnoofEPUCHcodes
	Maximum number of E-PUCH codes in one time slot for 1.28Mcps TDD

	maxFrequencyinCell
	Maximum number of Frequencies that can be defined in a Cell


9.1.63
PHYSICAL SHARED CHANNEL RECONFIGURATION RESPONSE

	IE/Group Name
	Presence
	Range
	IE Type and Reference
	Semantics Description
	Criticality
	Assigned Criticality

	Message Discriminator
	M
	
	9.2.1.45
	
	–
	

	Message Type
	M
	
	9.2.1.46
	
	YES
	reject

	Transaction ID 
	M
	
	9.2.1.62
	
	–
	

	Criticality Diagnostics
	O
	
	9.2.1.17
	
	YES
	ignore

	E-HICH Time Offset
	O
	
	9.2.3.59
	Applicable to 3.84Mcps and 7.68 Mcps TDD only
	YES
	reject

	E-HICH Time Offset LCR per UARFCN
	
	0.. < maxFrequencyinCell>
	
	1.28Mcps TDD only.

See note 1 below
	EACH
	reject

	>E-HICH Time Offset LCR
	M
	
	9.2.3.59a
	
	–
	

	>UARFCN
	O
	
	9.2.1.65
	Corresponds to Nt [15].

Mandatory for 1.28Mcps TDD when using multiple frequencies.
	–
	

	HS-DSCH Common System Information Response
	O
	
	9.2.2.77
	FDD only
	YES
	ignore

	HS-DSCH Paging System Information Response
	O
	
	9.2.2.78
	FDD only
	YES
	ignore

	Common E-DCH System Information Response
	O
	
	9.2.2.104
	FDD only
	YES
	Ignore

	HS-DSCH Common System Information Response LCR
	O
	
	9.2.3.74
	1.28Mcps TDD only
	YES
	ignore

	HS-DSCH Paging System Information Response LCR
	O
	
	9.2.3.75
	1.28Mcps TDD only
	YES
	ignore

	Common E-DCH System Information Response LCR
	O
	
	9.2.3.80
	1.28Mcps TDD only
	YES
	Ignore

	Special default midamble Usage Information
	
	0.. < maxFrequencyinCell>
	
	1.28Mcps TDD only
	EACH
	ignore

	>Special default midamble allocation Usage Indicator
	O
	
	9.2.3.yyy
	1.28 Mcps TDD only
	–
	

	>UARFCN
	O
	
	9.2.1.65
	Corresponds to Nt [15].

Mandatory for 1.28Mcps TDD when using multiple frequencies.
	–
	

	Note 1
This information element is a simplified representation of the ASN.1. Repetition 1 and repetition 2 through maxFrequencyinCell are represented by separate ASN.1 structures with different criticalities.


	Range Bound
	Explanation

	maxFrequencyinCell
	Maximum number of Frequencies that can be defined in a Cell


//19th change

9.2.3. xxx
Special default midamble allocation indicator
The Special default midamble allocation indicator IE is used to deactivate or activate Special default midamble allocation for 1.28 Mcps TDD.
	IE/Group Name
	Presence
	Range
	IE Type and Reference
	Semantics Description

	Special default midamble allocation indicator
	
	
	ENUMERATED (Special-default midamble-allocation-Activate, Special-default-midamble-allocation-Deactivate)
	


//20th change

9. 2.3. yyy
Special default midamble allocation Usage Indicator

The Special default midamble allocation Usage Indicator IE indicates if the Node B is using Special default midamble allocation, or if the Node B is not using Special default midamble allocation.

	IE/Group Name
	Presence
	Range
	IE Type and Reference
	Semantics Description

	Special default midamble allocation Usage Indicator
	
	
	ENUMERATED (Special-default-midamble-allocation-Used, Special-default-midamble-allocation-Not-Used)
	


//21th change

9.2.3.zzz
Special Midamble Supported Capability
	IE/Group Name
	Presence
	Range
	IE Type and Reference
	Semantics Description

	Special Midamble Supported Capability
	
	
	ENUMERATED (Special-Midamble-Supported, non-Special-Midamble-Supported)
	


//22th change

9.3.3
PDU Definitions

-- **************************************************************

--

-- PDU definitions for NBAP.

--

-- **************************************************************

NBAP-PDU-Contents {

itu-t (0) identified-organization (4) etsi (0) mobileDomain (0) 

umts-Access (20) modules (3) nbap (2) version1 (1) nbap-PDU-Contents (1) }

DEFINITIONS AUTOMATIC TAGS ::= 

BEGIN

-- **************************************************************

--

-- IE parameter types from other modules.

--

-- **************************************************************

IMPORTS


Active-Pattern-Sequence-Information,


AddorDeleteIndicator,


AICH-Power,


AICH-TransmissionTiming,


AllocationRetentionPriority,

AlternativeFormatReportingIndicator,

AvailabilityStatus,


BCCH-ModificationTime,


BindingID,


BlockingPriorityIndicator,


BroadcastReference,


SCTD-Indicator,


Cause,


CCTrCH-ID,


Cell-ERNTI-Status-Information,


CellParameterID,


CellPortionID,


CellSyncBurstCode,


CellSyncBurstCodeShift,


CellSyncBurstRepetitionPeriod,


CellSyncBurstSIR,


CellSyncBurstTiming,


CellSyncBurstTimingThreshold,


CFN,


ChipOffset,


C-ID,


Closedlooptimingadjustmentmode,

CommonChannelsCapacityConsumptionLaw,


Compressed-Mode-Deactivation-Flag,


Common-MACFlows-to-DeleteFDD,

CommonMeasurementAccuracy,


CommonMeasurementType,


CommonMeasurementValue,


CommonMeasurementValueInformation,


CommonPhysicalChannelID,


CommonPhysicalChannelID768,

Common-EDCH-Capability,

Common-E-DCH-HSDPCCH-Capability,

Common-EDCH-System-InformationFDD,


Common-EDCH-System-Information-ResponseFDD,

Common-PhysicalChannel-Status-Information,


Common-PhysicalChannel-Status-Information768,


Common-TransportChannel-Status-Information,


CommonTransportChannelID,


CommonTransportChannel-InformationResponse,


CommunicationControlPortID,


ConfigurationGenerationID,


ConstantValue,


ContinuousPacketConnectivityDTX-DRX-Capability,


ContinuousPacketConnectivityDTX-DRX-Information,


ContinuousPacketConnectivityHS-SCCH-less-Capability,


ContinuousPacketConnectivityHS-SCCH-less-Information,


ContinuousPacketConnectivityHS-SCCH-less-Information-Response,


ContinuousPacketConnectivity-DRX-CapabilityLCR,


ContinuousPacketConnectivity-DRX-InformationLCR,


ContinuousPacketConnectivity-DRX-Information-ResponseLCR,


CPC-InformationLCR,


CPC-Information,


CriticalityDiagnostics,


CRNC-CommunicationContextID,


CSBMeasurementID,


CSBTransmissionID,


DCH-FDD-Information,


DCH-Indicator-For-E-DCH-HSDPA-Operation,


DCH-InformationResponse,


DCH-ID,


FDD-DCHs-to-Modify,


TDD-DCHs-to-Modify,


DCH-TDD-Information,


DedicatedChannelsCapacityConsumptionLaw,


DedicatedMeasurementType,


DedicatedMeasurementValue,


DedicatedMeasurementValueInformation,


DelayedActivation,


DelayedActivationUpdate,

DiversityControlField,


DiversityMode,
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id-E-DCH-TDD-CapacityConsumptionLaw,


id-E-HICH-TimeOffset,


id-Maximum-Generated-ReceivedTotalWideBandPowerInOtherCells,


id-E-DCH-Serving-RL-ID,


id-E-RUCCH-768-InformationList-AuditRsp,


id-E-RUCCH-768-InformationList-ResourceStatusInd,


id-E-RUCCH-768-Information,


id-E-DCH-768-Information,


id-E-DCH-768-Information-Reconfig,


id-E-PUCH-Information-768-PSCH-ReconfRqst,


id-Add-To-E-AGCH-Resource-Pool-768-PSCH-ReconfRqst,


id-Modify-E-AGCH-Resource-Pool-768-PSCH-ReconfRqst,


id-E-HICH-Information-768-PSCH-ReconfRqst,


id-RTWP-ReportingIndicator,


id-RTWP-CellPortion-ReportingIndicator,


id-Received-Scheduled-EDCH-Power-Share-Value,


id-Received-Scheduled-EDCH-Power-Share-For-CellPortion-Value,


id-Received-Scheduled-EDCH-Power-Share,


id-Received-Scheduled-EDCH-Power-Share-For-CellPortion,


id-ueCapability-Info,


id-MAChs-ResetIndicator,


id-SYNC-UL-Partition-LCR,


id-E-DCH-LCR-Information,


id-E-DCH-LCR-Information-Reconfig,


id-E-PUCH-Information-LCR-PSCH-ReconfRqst,


id-Add-To-E-AGCH-Resource-Pool-LCR-PSCH-ReconfRqst,


id-Modify-E-AGCH-Resource-Pool-LCR-PSCH-ReconfRqst,


id-Add-To-E-HICH-Resource-Pool-LCR-PSCH-ReconfRqst,


id-Modify-E-HICH-Resource-Pool-LCR-PSCH-ReconfRqst,

id-Delete-From-E-HICH-Resource-Pool-PSCH-ReconfRqst,

id-E-HICH-TimeOffsetLCR,


id-HSDSCH-MACdPDU-SizeCapability,

id-ModulationPO-MBSFN,


id-Secondary-CCPCH-SlotFormat-Extended,


id-MBSFN-Only-Mode-Indicator-Cell-SetupRqstTDD-LCR,


id-Time-Slot-Parameter-ID,


id-MBSFN-Only-Mode-Capability,


id-MBSFN-Cell-ParameterID-Cell-SetupRqstTDD,


id-MBSFN-Cell-ParameterID-Cell-ReconfRqstTDD,


id-S-CCPCH-Modulation,


id-TimeSlotConfigurationList-LCR-CTCH-SetupRqstTDD,


id-Cell-Frequency-List-Information-LCR-MulFreq-AuditRsp,


id-Cell-Frequency-List-InformationItem-LCR-MulFreq-AuditRsp, 


id-Cell-Frequency-List-LCR-MulFreq-Cell-SetupRqstTDD,


id-UARFCN-Adjustment,


id-Cell-Frequency-List-Information-LCR-MulFreq-ResourceStatusInd,


id-Cell-Frequency-List-InformationItem-LCR-MulFreq-ResourceStatusInd,

id-UPPCHPositionLCR,


id-UPPCH-LCR-Parameters-CTCH-ReconfRqstTDD,


id-UPPCH-LCR-InformationList-AuditRsp,


id-UPPCH-LCR-InformationItem-AuditRsp,


id-UPPCH-LCR-InformationList-ResourceStatusInd,


id-UPPCH-LCR-InformationItem-ResourceStatusInd,

id-multipleFreq-dL-HS-PDSCH-Timeslot-Information-LCR-PSCH-ReconfRqst,


id-multipleFreq-HS-DSCH-Resources-InformationList-AuditRsp,


id-multipleFreq-HS-DSCH-Resources-InformationList-ResourceStatusInd,


id-UARFCNSpecificCauseList,id-Unsuccessful-UARFCNItem-PSCH-ReconfFailureTDD,

id-MultipleFreq-DL-HS-PDSCH-Timeslot-Information-LCRItem-PSCH-ReconfRqst,


id-Extended-HS-SCCH-ID,

id-Extended-HS-SICH-ID,

id-HSSICH-InfoExt-DM-Rqst,

id-Delete-From-HS-SCCH-Resource-PoolExt-PSCH-ReconfRqst,

id-HS-SCCH-InformationExt-LCR-PSCH-ReconfRqst,

id-HS-SCCH-InformationModifyExt-LCR-PSCH-ReconfRqst,


id-PowerControlGAP,

id-IdleIntervalInformation,

id-MBSFN-SpecialTimeSlot-LCR,


id-MultipleFreq-E-DCH-Resources-InformationList-AuditRsp,


id-MultipleFreq-E-DCH-Resources-InformationList-ResourceStatusInd,


id-MultipleFreq-E-PUCH-Timeslot-InformationList-LCR-PSCH-ReconfRqst,


id-MultipleFreq-E-PUCH-Timeslot-Information-LCRItem-PSCH-ReconfRqst,


id-Extended-E-HICH-ID-TDD,


id-E-DCH-MACdPDU-SizeCapability,


id-E-HICH-TimeOffset-Extension,

id-MultipleFreq-E-HICH-TimeOffsetLCR,


id-PLCCH-parameters,


id-E-RUCCH-parameters,


id-E-RUCCH-768-parameters,


id-HS-Cause,


id-E-Cause,


id-AdditionalTimeSlotListLCR,


id-AdditionalMeasurementValueList,

id-HSDSCH-Paging-System-InformationLCR,

id-HSDSCH-Paging-System-Information-ResponseLCR,


id-HSDSCH-Common-System-InformationLCR,


id-HSDSCH-Common-System-Information-ResponseLCR,


id-Paging-MACFlows-to-DeleteLCR,


id-Enhanced-UE-DRX-CapabilityLCR,


id-Enhanced-UE-DRX-InformationLCR,

id-Common-EDCH-MACdFlows-to-DeleteLCR,

id-Common-EDCH-System-InformationLCR,


id-Common-EDCH-System-Information-ResponseLCR,


id-Common-MACFlows-to-DeleteLCR,


id-Common-UL-MACFlows-to-DeleteLCR,

id-HSDSCH-PreconfigurationSetup,


id-HSDSCH-PreconfigurationInfo,


id-NoOfTargetCellHS-SCCH-Order,


id-EnhancedHSServingCC-Abort,

id-GANSS-Time-ID,


id-Additional-HS-Cell-Information-RL-Setup,


id-Additional-HS-Cell-Information-Response,


id-Additional-HS-Cell-Information-RL-Addition,


id-Additional-HS-Cell-Change-Information-Response,


id-Additional-HS-Cell-Information-RL-Reconf-Prep,


id-Additional-HS-Cell-Information-RL-Reconf-Req,

id-Additional-HS-Cell-Information-RL-Param-Upd,


id-Multi-Cell-Capability-Info,

id-MinimumReducedE-DPDCH-GainFactor,


id-IMB-Parameters,

id-E-RNTI,

id-E-DCH-Semi-PersistentScheduling-Information-LCR,


id-HS-DSCH-Semi-PersistentScheduling-Information-LCR,


id-Add-To-Non-HS-SCCH-Associated-HS-SICH-Resource-Pool-LCR-PSCH-ReconfRqst,


id-Modify-Non-HS-SCCH-Associated-HS-SICH-Resource-Pool-LCR-PSCH-ReconfRqst,


id-Delete-From-Non-HS-SCCH-Associated-HS-SICH-Resource-Pool-LCR-PSCH-ReconfRqst,


id-HS-DSCH-Semi-PersistentScheduling-Information-ResponseLCR,


id-E-DCH-Semi-PersistentScheduling-Information-ResponseLCR,

id-HSSICH-ReferenceSignal-InformationLCR,


id-UE-Selected-MBMS-Service-Information, 


id-HSSICH-ReferenceSignal-InformationModifyLCR,


id-Special-Default-Midamble-Allocation-Indicator,

id-Special-Midamble-Supported-Capability,

id-Special-Default-Midamble-Allocation-Usage-Indicator,

id-Special-Default-Midamble-Allocation-Information,


id-Special-Default-Midamble-Usage-Information,
// partially omitted
-- **************************************************************

--

-- AUDIT RESPONSE

--

-- **************************************************************

AuditResponse ::= SEQUENCE {


protocolIEs




ProtocolIE-Container

{{AuditResponse-IEs}},


protocolExtensions


ProtocolExtensionContainer
{{AuditResponse-Extensions}}

OPTIONAL,


...

}

AuditResponse-IEs NBAP-PROTOCOL-IES ::= {


{ ID id-End-Of-Audit-Sequence-Indicator



CRITICALITY ignore
TYPE End-Of-Audit-Sequence-Indicator



PRESENCE mandatory }|


{ ID id-Cell-InformationList-AuditRsp



CRITICALITY ignore
TYPE Cell-InformationList-AuditRsp



PRESENCE optional }|


{ ID id-CCP-InformationList-AuditRsp



CRITICALITY ignore
TYPE CCP-InformationList-AuditRsp



PRESENCE optional }|


-- CCP (Communication Control Port) --


{ ID id-Local-Cell-InformationList-AuditRsp


CRITICALITY ignore
TYPE Local-Cell-InformationList-AuditRsp


PRESENCE optional }|


{ ID id-Local-Cell-Group-InformationList-AuditRsp
CRITICALITY ignore
TYPE Local-Cell-Group-InformationList-AuditRsp
PRESENCE optional }|


{ ID id-CriticalityDiagnostics





CRITICALITY ignore
TYPE CriticalityDiagnostics



PRESENCE optional },


...

}

AuditResponse-Extensions NBAP-PROTOCOL-EXTENSION ::= {


{ ID id-Power-Local-Cell-Group-InformationList-AuditRsp
CRITICALITY ignore
EXTENSION Power-Local-Cell-Group-InformationList-AuditRsp

PRESENCE optional },


...

}

Cell-InformationList-AuditRsp ::= SEQUENCE (SIZE (1..maxCellinNodeB)) OF ProtocolIE-Single-Container {{ Cell-InformationItemIE-AuditRsp}}

Cell-InformationItemIE-AuditRsp NBAP-PROTOCOL-IES ::= {


{ ID
id-Cell-InformationItem-AuditRsp

CRITICALITY ignore

TYPE Cell-InformationItem-AuditRsp


PRESENCE optional
}

}

Cell-InformationItem-AuditRsp ::= SEQUENCE {


c-ID
C-ID,


configurationGenerationID
ConfigurationGenerationID,


resourceOperationalState
ResourceOperationalState,


availabilityStatus
AvailabilityStatus,


local-Cell-ID
Local-Cell-ID,


primary-SCH-Information
P-SCH-Information-AuditRsp
OPTIONAL,


secondary-SCH-Information
S-SCH-Information-AuditRsp
OPTIONAL,


primary-CPICH-Information
P-CPICH-Information-AuditRsp
OPTIONAL,


secondary-CPICH-InformationList
S-CPICH-InformationList-AuditRsp
OPTIONAL,


primary-CCPCH-Information
P-CCPCH-Information-AuditRsp
OPTIONAL,


bCH-Information
BCH-Information-AuditRsp
OPTIONAL,


secondary-CCPCH-InformationList
S-CCPCH-InformationList-AuditRsp
OPTIONAL,


pCH-Information
PCH-Information-AuditRsp
OPTIONAL,


pICH-Information
PICH-Information-AuditRsp
OPTIONAL,


fACH-InformationList
FACH-InformationList-AuditRsp
OPTIONAL,


pRACH-InformationList
PRACH-InformationList-AuditRsp
OPTIONAL,


rACH-InformationList
RACH-InformationList-AuditRsp
OPTIONAL,


aICH-InformationList
AICH-InformationList-AuditRsp
OPTIONAL,


notUsed-1-pCPCH-InformationList
NULL
OPTIONAL,



notUsed-2-cPCH-InformationList
NULL
OPTIONAL,


notUsed-3-aP-AICH-InformationList
NULL
OPTIONAL,


notUsed-4-cDCA-ICH-InformationList
NULL
OPTIONAL,


sCH-Information
SCH-Information-AuditRsp
OPTIONAL,


iE-Extensions
ProtocolExtensionContainer  { { Cell-InformationItem-AuditRsp-ExtIEs} }
OPTIONAL,


...

}

Cell-InformationItem-AuditRsp-ExtIEs NBAP-PROTOCOL-EXTENSION ::= {


{ ID id-FPACH-LCR-InformationList-AuditRsp

CRITICALITY ignore
EXTENSION FPACH-LCR-InformationList-AuditRsp


PRESENCE optional }|


-- Applicable to 1.28Mcps TDD only


{ ID id-DwPCH-LCR-InformationList-AuditRsp

CRITICALITY ignore
EXTENSION Common-PhysicalChannel-Status-Information
PRESENCE optional }|


-- Applicable to 1.28Mcps TDD only


{ ID id-HSDSCH-Resources-Information-AuditRsp
CRITICALITY ignore
EXTENSION HS-DSCH-Resources-Information-AuditRsp

PRESENCE optional }|


-- For 1.28Mcps TDD, this HS-DSCH Resource Information is for the first Frequency repetition, HS-DSCH Resource Information for Frequency repetitions 2 and on, should be defined in MultipleFreq-HS-DSCH-Resources-InformationList-AuditRsp.


{ ID id-MICH-Information-AuditRsp



CRITICALITY ignore
EXTENSION Common-PhysicalChannel-Status-Information

PRESENCE optional }|


{ ID id-S-CCPCH-InformationListExt-AuditRsp

CRITICALITY ignore
EXTENSION S-CCPCH-InformationListExt-AuditRsp



PRESENCE optional }|


-- Applicable to 3.84Mcps TDD only, used when there are more than maxSCCPCHCell SCCPCHs in the cell.


{ ID id-S-CCPCH-LCR-InformationListExt-AuditRsp
CRITICALITY ignore
EXTENSION S-CCPCH-LCR-InformationListExt-AuditRsp


PRESENCE optional }|


-- Applicable to 1.28Mcps TDD only, used when there are more than maxSCCPCHCell SCCPCHs in the cell.


{ ID id-E-DCH-Resources-Information-AuditRsp
CRITICALITY ignore
EXTENSION E-DCH-Resources-Information-AuditRsp



PRESENCE optional }|

-- For 1.28Mcps TDD, this E-DCH Resource Information is for the first Frequency repetition, E-DCH Resource Information for Frequency repetitions 2 and on, should be defined in MultipleFreq-E-DCH-Resources-InformationList-AuditRsp.


{ ID id-PLCCH-InformationList-AuditRsp


CRITICALITY ignore
EXTENSION PLCCH-InformationList-AuditRsp




PRESENCE optional }|


{ ID id-P-CCPCH-768-Information-AuditRsp

CRITICALITY ignore
EXTENSION Common-PhysicalChannel-Status-Information768
PRESENCE optional }|


{ ID id-S-CCPCH-768-InformationList-AuditRsp
CRITICALITY ignore
EXTENSION S-CCPCH-768-InformationList-AuditRsp



PRESENCE optional }|


{ ID id-PICH-768-Information-AuditRsp


CRITICALITY ignore
EXTENSION Common-PhysicalChannel-Status-Information768
PRESENCE optional }|


{ ID id-PRACH-768-InformationList-AuditRsp

CRITICALITY ignore
EXTENSION PRACH-768-InformationList-AuditRsp



PRESENCE optional }|


{ ID id-SCH-768-Information-AuditRsp


CRITICALITY ignore
EXTENSION Common-PhysicalChannel-Status-Information768
PRESENCE optional }|


{ ID id-MICH-768-Information-AuditRsp


CRITICALITY ignore
EXTENSION Common-PhysicalChannel-Status-Information768
PRESENCE optional }|


{ ID id-E-RUCCH-InformationList-AuditRsp

CRITICALITY ignore
EXTENSION E-RUCCH-InformationList-AuditRsp




PRESENCE optional }|


{ ID id-E-RUCCH-768-InformationList-AuditRsp
CRITICALITY ignore
EXTENSION E-RUCCH-768-InformationList-AuditRsp



PRESENCE optional }|


{ ID id-Cell-Frequency-List-Information-LCR-MulFreq-AuditRsp
CRITICALITY ignore
EXTENSION  Cell-Frequency-List-Information-LCR-MulFreq-AuditRsp
 PRESENCE optional }| 
-- Applicable to 1.28Mcps TDD when using multiple frequencies

{ ID id-UPPCH-LCR-InformationList-AuditRsp

CRITICALITY ignore

EXTENSION UPPCH-LCR-InformationList-AuditRsp

PRESENCE optional
}|


  -- Applicable to 1.28Mcps TDD only

{ ID id-multipleFreq-HS-DSCH-Resources-InformationList-AuditRsp
CRITICALITY ignore
EXTENSION MultipleFreq-HS-DSCH-Resources-InformationList-AuditRsp
PRESENCE optional }|

-- Applicable to 1.28Mcps TDD when using multiple frequencies.This HS-DSCH Resource Information is for the 2nd and beyond frequencies.

{ ID id-MultipleFreq-E-DCH-Resources-InformationList-AuditRsp
CRITICALITY ignore
EXTENSION MultipleFreq-E-DCH-Resources-InformationList-AuditRsp
PRESENCE optional },

-- Applicable to 1.28Mcps TDD when using multiple frequencies. This E-DCH Resource Information is for the 2nd and beyond frequencies.

...

}

P-SCH-Information-AuditRsp ::= ProtocolIE-Single-Container {{ P-SCH-InformationIE-AuditRsp }}

P-SCH-InformationIE-AuditRsp NBAP-PROTOCOL-IES ::= {


{ ID id-P-SCH-Information
CRITICALITY ignore
TYPE Common-PhysicalChannel-Status-Information
PRESENCE
mandatory }

}

S-SCH-Information-AuditRsp ::= ProtocolIE-Single-Container {{ S-SCH-InformationIE-AuditRsp }}

S-SCH-InformationIE-AuditRsp NBAP-PROTOCOL-IES ::= {


{ ID id-S-SCH-Information
CRITICALITY ignore
TYPE Common-PhysicalChannel-Status-Information
PRESENCE
mandatory }

}

P-CPICH-Information-AuditRsp ::= ProtocolIE-Single-Container {{ P-CPICH-InformationIE-AuditRsp }}

P-CPICH-InformationIE-AuditRsp NBAP-PROTOCOL-IES ::= {


{ ID id-P-CPICH-Information
CRITICALITY ignore
TYPE Common-PhysicalChannel-Status-Information
PRESENCE
mandatory }

}

S-CPICH-InformationList-AuditRsp ::= SEQUENCE (SIZE (1..maxSCPICHCell)) OF ProtocolIE-Single-Container {{ S-CPICH-InformationItemIE-AuditRsp }}

S-CPICH-InformationItemIE-AuditRsp NBAP-PROTOCOL-IES ::= {


{ ID id-S-CPICH-Information
CRITICALITY ignore
TYPE Common-PhysicalChannel-Status-Information
PRESENCE mandatory }

}

P-CCPCH-Information-AuditRsp ::= ProtocolIE-Single-Container {{ P-CCPCH-InformationIE-AuditRsp }}

P-CCPCH-InformationIE-AuditRsp NBAP-PROTOCOL-IES ::= {


{ ID id-P-CCPCH-Information
CRITICALITY ignore
TYPE Common-PhysicalChannel-Status-Information
PRESENCE mandatory }

}

BCH-Information-AuditRsp ::= ProtocolIE-Single-Container {{ BCH-InformationIE-AuditRsp }}

BCH-InformationIE-AuditRsp NBAP-PROTOCOL-IES ::= {


{ ID id-BCH-Information
CRITICALITY ignore
TYPE Common-TransportChannel-Status-Information
PRESENCE mandatory }

}

S-CCPCH-InformationList-AuditRsp ::= SEQUENCE (SIZE (1..maxSCCPCHCell)) OF ProtocolIE-Single-Container {{ S-CCPCH-InformationItemIE-AuditRsp }}

S-CCPCH-InformationItemIE-AuditRsp NBAP-PROTOCOL-IES ::= {


{ ID id-S-CCPCH-Information
CRITICALITY ignore
TYPE Common-PhysicalChannel-Status-Information
PRESENCE mandatory }

}

PCH-Information-AuditRsp ::= ProtocolIE-Single-Container {{ PCH-InformationIE-AuditRsp }}

PCH-InformationIE-AuditRsp NBAP-PROTOCOL-IES ::= {


{ ID id-PCH-Information
CRITICALITY ignore
TYPE Common-TransportChannel-Status-Information
PRESENCE mandatory }

}

PICH-Information-AuditRsp ::= ProtocolIE-Single-Container {{ PICH-InformationIE-AuditRsp }}

PICH-InformationIE-AuditRsp NBAP-PROTOCOL-IES ::= {


{ ID id-PICH-Information
CRITICALITY ignore
TYPE Common-PhysicalChannel-Status-Information
PRESENCE mandatory }

}

FACH-InformationList-AuditRsp ::= SEQUENCE (SIZE (1..maxFACHCell)) OF ProtocolIE-Single-Container {{ FACH-InformationItemIE-AuditRsp }}

FACH-InformationItemIE-AuditRsp NBAP-PROTOCOL-IES ::= {


{ ID id-FACH-Information
CRITICALITY ignore
TYPE Common-TransportChannel-Status-Information
PRESENCE mandatory }

}

PRACH-InformationList-AuditRsp ::= SEQUENCE (SIZE (1..maxPRACHCell)) OF ProtocolIE-Single-Container {{ PRACH-InformationItemIE-AuditRsp }}

PRACH-InformationItemIE-AuditRsp NBAP-PROTOCOL-IES ::= {


{ ID id-PRACH-Information
CRITICALITY ignore
TYPE Common-PhysicalChannel-Status-Information
PRESENCE mandatory }

}

RACH-InformationList-AuditRsp ::= SEQUENCE (SIZE (1..maxRACHCell)) OF ProtocolIE-Single-Container {{ RACH-InformationItemIE-AuditRsp }}

RACH-InformationItemIE-AuditRsp NBAP-PROTOCOL-IES ::= {


{ ID id-RACH-Information
CRITICALITY ignore
TYPE Common-TransportChannel-Status-Information
PRESENCE mandatory }

}

AICH-InformationList-AuditRsp ::= SEQUENCE (SIZE (1..maxPRACHCell)) OF ProtocolIE-Single-Container {{ AICH-InformationItemIE-AuditRsp }}

AICH-InformationItemIE-AuditRsp NBAP-PROTOCOL-IES ::= {


{ ID id-AICH-Information
CRITICALITY ignore
TYPE Common-PhysicalChannel-Status-Information
PRESENCE mandatory }

}

SCH-Information-AuditRsp ::= ProtocolIE-Single-Container {{ SCH-InformationIE-AuditRsp }}

SCH-InformationIE-AuditRsp NBAP-PROTOCOL-IES ::= {


{ ID id-SCH-Information
CRITICALITY ignore
TYPE Common-PhysicalChannel-Status-Information
PRESENCE mandatory }

}

FPACH-LCR-InformationList-AuditRsp ::= SEQUENCE (SIZE (1..maxFPACHCell)) OF ProtocolIE-Single-Container {{ FPACH-LCR-InformationItemIE-AuditRsp }}

FPACH-LCR-InformationItemIE-AuditRsp NBAP-PROTOCOL-IES ::= {


{ ID id-FPACH-LCR-Information-AuditRsp
CRITICALITY ignore
TYPE Common-PhysicalChannel-Status-Information
PRESENCE mandatory }

}

HS-DSCH-Resources-Information-AuditRsp ::= SEQUENCE {


resourceOperationalState


ResourceOperationalState,


availabilityStatus




AvailabilityStatus,


iE-Extensions





ProtocolExtensionContainer  {{ HS-DSCH-Resources-Information-AuditRsp-ExtIEs }}

OPTIONAL,


...

}

HS-DSCH-Resources-Information-AuditRsp-ExtIEs NBAP-PROTOCOL-EXTENSION ::= {

{ ID id-UARFCNforNt

CRITICALITY ignore

EXTENSION UARFCN

PRESENCE
optional },


--  Applicable to 1.28Mcps TDD when using multiple frequencies.

...

}

S-CCPCH-InformationListExt-AuditRsp ::= SEQUENCE (SIZE (1..maxSCCPCHCellinExt)) OF ProtocolIE-Single-Container {{ S-CCPCH-InformationItemIE-AuditRsp }}

S-CCPCH-LCR-InformationListExt-AuditRsp ::= SEQUENCE (SIZE (1..maxSCCPCHCellinExtLCR)) OF ProtocolIE-Single-Container {{ S-CCPCH-InformationItemIE-AuditRsp }}

E-DCH-Resources-Information-AuditRsp ::= SEQUENCE {


resourceOperationalState


ResourceOperationalState,


availabilityStatus




AvailabilityStatus,


iE-Extensions





ProtocolExtensionContainer  {{ E-DCH-Resources-Information-AuditRsp-ExtIEs }}

OPTIONAL,


...

}

E-DCH-Resources-Information-AuditRsp-ExtIEs NBAP-PROTOCOL-EXTENSION ::= {

{ ID id-UARFCNforNt

CRITICALITY ignore

EXTENSION UARFCN

PRESENCE
optional },


-- Applicable to 1.28Mcps TDD when using multiple frequencies.

...

}

PLCCH-InformationList-AuditRsp ::= SEQUENCE (SIZE (1..maxPLCCHCell)) OF ProtocolIE-Single-Container {{ PLCCH-InformationItemIE-AuditRsp }}

PLCCH-InformationItemIE-AuditRsp NBAP-PROTOCOL-IES ::= {


{ ID id-PLCCH-Information-AuditRsp   CRITICALITY ignore
TYPE Common-PhysicalChannel-Status-Information

PRESENCE mandatory }

}

S-CCPCH-768-InformationList-AuditRsp ::= SEQUENCE (SIZE (1..maxSCCPCHCell768)) OF ProtocolIE-Single-Container {{ S-CCPCH-768-InformationItemIE-AuditRsp }}

S-CCPCH-768-InformationItemIE-AuditRsp NBAP-PROTOCOL-IES ::= {


{ ID id-S-CCPCH-768-Information-AuditRsp   CRITICALITY ignore
TYPE Common-PhysicalChannel-Status-Information768

PRESENCE mandatory }

}

PRACH-768-InformationList-AuditRsp ::= SEQUENCE (SIZE (1..maxPRACHCell)) OF ProtocolIE-Single-Container {{ PRACH-768-InformationItemIE-AuditRsp }}

PRACH-768-InformationItemIE-AuditRsp NBAP-PROTOCOL-IES ::= {


{ ID id-PRACH-768-Information   CRITICALITY ignore
TYPE Common-PhysicalChannel-Status-Information768

PRESENCE mandatory }

}

E-RUCCH-InformationList-AuditRsp ::= SEQUENCE (SIZE (1..maxE-RUCCHCell)) OF ProtocolIE-Single-Container {{ E-RUCCH-InformationItemIE-AuditRsp }}

E-RUCCH-InformationItemIE-AuditRsp NBAP-PROTOCOL-IES ::= {


{ ID id-E-RUCCH-Information   CRITICALITY ignore
TYPE Common-PhysicalChannel-Status-Information

PRESENCE mandatory }

}

E-RUCCH-768-InformationList-AuditRsp ::= SEQUENCE (SIZE (1..maxE-RUCCHCell)) OF ProtocolIE-Single-Container {{ E-RUCCH-768-InformationItemIE-AuditRsp }}

E-RUCCH-768-InformationItemIE-AuditRsp NBAP-PROTOCOL-IES ::= {


{ ID id-E-RUCCH-768-Information   CRITICALITY ignore
TYPE Common-PhysicalChannel-Status-Information768

PRESENCE mandatory }

}

Cell-Frequency-List-Information-LCR-MulFreq-AuditRsp ::= SEQUENCE (SIZE (1..maxFrequencyinCell)) OF ProtocolIE-Single-Container {{ Cell-Frequency-List-InformationIE-LCR-MulFreq-AuditRsp }}

Cell-Frequency-List-InformationIE-LCR-MulFreq-AuditRsp NBAP-PROTOCOL-IES ::= {


{ ID id-Cell-Frequency-List-InformationItem-LCR-MulFreq-AuditRsp
CRITICALITY ignore
TYPE Cell-Frequency-List-InformationItem-LCR-MulFreq-AuditRsp

PRESENCE mandatory }

}

Cell-Frequency-List-InformationItem-LCR-MulFreq-AuditRsp ::= SEQUENCE {


uARFCN







UARFCN,


resourceOperationalState


ResourceOperationalState,


availabilityStatus




AvailabilityStatus,


iE-Extensions





ProtocolExtensionContainer  {{ Cell-Frequency-List-InformationItem-LCR-MulFreq-AuditRsp-ExtIEs }}

OPTIONAL,


...

}

Cell-Frequency-List-InformationItem-LCR-MulFreq-AuditRsp-ExtIEs NBAP-PROTOCOL-EXTENSION ::= {


...

}
UPPCH-LCR-InformationList-AuditRsp ::= SEQUENCE (SIZE (1..maxFrequencyinCell)) OF ProtocolIE-Single-Container {{ UPPCH-LCR-InformationIE-AuditRsp }}

UPPCH-LCR-InformationIE-AuditRsp NBAP-PROTOCOL-IES ::= {


{ ID id-UPPCH-LCR-InformationItem-AuditRsp   CRITICALITY ignore
TYPE UPPCH-LCR-InformationItem-AuditRsp

PRESENCE mandatory }

}

UPPCH-LCR-InformationItem-AuditRsp ::= SEQUENCE {


uARFCN







UARFCN



OPTIONAL,


uPPCHPositionLCR




UPPCHPositionLCR, 


resourceOperationalState


ResourceOperationalState,


availabilityStatus




AvailabilityStatus,

iE-Extensions





ProtocolExtensionContainer {{ UPPCH-LCR-InformationItem-AuditRsp-ExtIEs }}

OPTIONAL,


...

}

UPPCH-LCR-InformationItem-AuditRsp-ExtIEs NBAP-PROTOCOL-EXTENSION ::= {


...

}
MultipleFreq-HS-DSCH-Resources-InformationList-AuditRsp ::= SEQUENCE (SIZE (1..maxFrequencyinCell-1)) OF ProtocolIE-Single-Container {{ MultipleFreq-HS-DSCH-Resources-InformationItem-AuditRsp}} 

--Includes the 2nd through the max number of frequencies information repetitions.
MultipleFreq-HS-DSCH-Resources-InformationItem-AuditRsp NBAP-PROTOCOL-IES ::= {


{ ID id-HSDSCH-Resources-Information-AuditRsp
CRITICALITY ignore
TYPE HS-DSCH-Resources-Information-AuditRsp

PRESENCE mandatory }

}

MultipleFreq-E-DCH-Resources-InformationList-AuditRsp ::= SEQUENCE (SIZE (1..maxFrequencyinCell-1)) OF ProtocolIE-Single-Container {{ MultipleFreq-E-DCH-Resources-InformationItem-AuditRsp}} 


-- Includes the 2nd through the max number of frequencies information repetitions.
MultipleFreq-E-DCH-Resources-InformationItem-AuditRsp NBAP-PROTOCOL-IES ::= {


{ ID id-E-DCH-Resources-Information-AuditRsp
CRITICALITY ignore
TYPE E-DCH-Resources-Information-AuditRsp

PRESENCE mandatory }

}

CCP-InformationList-AuditRsp ::= SEQUENCE (SIZE (1..maxCCPinNodeB)) OF ProtocolIE-Single-Container {{ CCP-InformationItemIE-AuditRsp }}

CCP-InformationItemIE-AuditRsp NBAP-PROTOCOL-IES ::= {


{ ID id-CCP-InformationItem-AuditRsp


CRITICALITY ignore


TYPE CCP-InformationItem-AuditRsp


PRESENCE mandatory }

}

CCP-InformationItem-AuditRsp ::= SEQUENCE {


communicationControlPortID


CommunicationControlPortID,


resourceOperationalState


ResourceOperationalState,


availabilityStatus




AvailabilityStatus,


iE-Extensions





ProtocolExtensionContainer  {{ CCP-InformationItem-AuditRsp-ExtIEs }}

OPTIONAL,


...

}

CCP-InformationItem-AuditRsp-ExtIEs NBAP-PROTOCOL-EXTENSION ::= {


...

}

Local-Cell-InformationList-AuditRsp
 ::=SEQUENCE (SIZE (1..maxLocalCellinNodeB)) OF ProtocolIE-Single-Container {{ Local-Cell-InformationItemIE-AuditRsp }}

Local-Cell-InformationItemIE-AuditRsp NBAP-PROTOCOL-IES ::= {


{ ID id-Local-Cell-InformationItem-AuditRsp

CRITICALITY ignore
TYPE Local-Cell-InformationItem-AuditRsp
PRESENCE
mandatory}

}

Local-Cell-InformationItem-AuditRsp ::= SEQUENCE {


local-Cell-ID







Local-Cell-ID,


dl-or-global-capacityCredit




DL-or-Global-CapacityCredit,


ul-capacityCredit






UL-CapacityCredit












OPTIONAL,


commonChannelsCapacityConsumptionLaw 

CommonChannelsCapacityConsumptionLaw,


dedicatedChannelsCapacityConsumptionLaw 
DedicatedChannelsCapacityConsumptionLaw,


maximumDL-PowerCapability




MaximumDL-PowerCapability










OPTIONAL,


minSpreadingFactor






MinSpreadingFactor












OPTIONAL,


minimumDL-PowerCapability




MinimumDL-PowerCapability










OPTIONAL,


local-Cell-Group-ID






Local-Cell-ID













OPTIONAL,


iE-Extensions







ProtocolExtensionContainer  {{ Local-Cell-InformationItem-AuditRsp-ExtIEs}}

OPTIONAL,


...

}

Local-Cell-InformationItem-AuditRsp-ExtIEs NBAP-PROTOCOL-EXTENSION ::= {


{ ID id-ReferenceClockAvailability


CRITICALITY ignore


EXTENSION ReferenceClockAvailability


PRESENCE
optional }|


{ ID id-Power-Local-Cell-Group-ID


CRITICALITY ignore


EXTENSION Local-Cell-ID


PRESENCE
optional }|


{ ID id-HSDPA-Capability




CRITICALITY ignore


EXTENSION HSDPA-Capability


PRESENCE
optional }|


{ ID id-E-DCH-Capability




CRITICALITY ignore


EXTENSION E-DCH-Capability


PRESENCE
optional }|


{ ID id-E-DCH-TTI2ms-Capability



CRITICALITY ignore


EXTENSION E-DCH-TTI2ms-Capability


PRESENCE
conditional }|


-- The IE shall be present if E-DCH Capability IE is set to ”E-DCH Capable”.

{ ID id-E-DCH-SF-Capability




CRITICALITY ignore


EXTENSION E-DCH-SF-Capability


PRESENCE
conditional }|

-- The IE shall be present if E-DCH Capability IE is set to ”E-DCH Capable”.

{ ID id-E-DCH-HARQ-Combining-Capability

CRITICALITY ignore


EXTENSION E-DCH-HARQ-Combining-Capability

PRESENCE
conditional }|


-- The IE shall be present if E-DCH Capability IE is set to ”E-DCH Capable”.


{ ID id-E-DCH-CapacityConsumptionLaw

CRITICALITY ignore


EXTENSION E-DCHCapacityConsumptionLaw


PRESENCE
optional }|


{ ID id-F-DPCH-Capability




CRITICALITY ignore


EXTENSION F-DPCH-Capability


PRESENCE
optional }|


{ ID id-E-DCH-TDD-CapacityConsumptionLaw
CRITICALITY ignore


EXTENSION E-DCH-TDD-CapacityConsumptionLaw

PRESENCE
optional }|


{ ID id-ContinuousPacketConnectivityDTX-DRX-Capability


CRITICALITY ignore


EXTENSION ContinuousPacketConnectivityDTX-DRX-Capability


PRESENCE
optional }|


{ ID id-Max-UE-DTX-Cycle




CRITICALITY ignore


EXTENSION Max-UE-DTX-Cycle


PRESENCE
conditional }|

-- The IE shall be present if Continuous Packet Connectivity DTX-DRX Capability IE is present and set to ”Continuous Packet Connectivity DTX-DRX Capable”.

{ ID id-ContinuousPacketConnectivityHS-SCCH-less-Capability

CRITICALITY ignore


EXTENSION ContinuousPacketConnectivityHS-SCCH-less-Capability


PRESENCE
optional }|


{ ID id-MIMO-Capability





CRITICALITY ignore


EXTENSION MIMO-Capability


PRESENCE
optional }|


{ ID id-SixtyfourQAM-DL-Capability


CRITICALITY ignore


EXTENSION SixtyfourQAM-DL-Capability


PRESENCE
optional }|


{ ID id-MBMS-Capability





CRITICALITY ignore


EXTENSION MBMS-Capability


PRESENCE
optional }|

{ ID id-Enhanced-FACH-Capability


CRITICALITY ignore


EXTENSION Enhanced-FACH-Capability


PRESENCE
optional }|


{ ID id-Enhanced-PCH-Capability



CRITICALITY ignore


EXTENSION Enhanced-PCH-Capability


PRESENCE
conditional }|


-- The IE shall be present if Enhanced FACH Capability IE is set to ”Enhanced FACH Capable”.


{ ID id-SixteenQAM-UL-Capability


CRITICALITY ignore


EXTENSION SixteenQAM-UL-Capability


PRESENCE
optional }|


{ ID id-HSDSCH-MACdPDU-SizeCapability

CRITICALITY ignore


EXTENSION HSDSCH-MACdPDU-SizeCapability


PRESENCE
optional }|


{ ID id-MBSFN-Only-Mode-Capability


CRITICALITY ignore


EXTENSION MBSFN-Only-Mode-Capability


PRESENCE
optional }|


{ ID id-F-DPCH-SlotFormatCapability


CRITICALITY ignore


EXTENSION F-DPCH-SlotFormatCapability


PRESENCE
optional }|


{ ID id-E-DCH-MACdPDU-SizeCapability

CRITICALITY ignore


EXTENSION E-DCH-MACdPDU-SizeCapability


PRESENCE
optional }|


{ ID id-Common-EDCH-Capability



CRITICALITY ignore


EXTENSION Common-EDCH-Capability


PRESENCE
optional }|


{ ID id-E-AI-Capability




CRITICALITY ignore


EXTENSION E-AI-Capability


PRESENCE
optional }|

-- The IE shall be present if Common E-DCH Capability IE is present and set to ”Common E-DCH Capable”.

{ ID id-Enhanced-UE-DRX-Capability



CRITICALITY ignore


EXTENSION Enhanced-UE-DRX-Capability


PRESENCE
optional }|

{ ID id-Enhanced-UE-DRX-CapabilityLCR

CRITICALITY ignore


EXTENSION Enhanced-UE-DRX-Capability


PRESENCE
optional }|


{ ID id-E-DPCCH-Power-Boosting-Capability
CRITICALITY ignore


EXTENSION E-DPCCH-Power-Boosting-Capability
PRESENCE
optional }|


{ ID id-SixtyfourQAM-DL-MIMO-Combined-Capability
CRITICALITY ignore
EXTENSION SixtyfourQAM-DL-MIMO-Combined-Capability





PRESENCE
conditional }|

{ ID id-Multi-Cell-Capability-Info


CRITICALITY ignore


EXTENSION Multi-Cell-Capability-Info


PRESENCE
optional }|


{ ID id-Semi-PersistentScheduling-CapabilityLCR

CRITICALITY ignore


EXTENSION Semi-PersistentScheduling-CapabilityLCR


PRESENCE
optional }|


{ ID id-ContinuousPacketConnectivity-DRX-CapabilityLCR

CRITICALITY ignore


EXTENSION ContinuousPacketConnectivity-DRX-CapabilityLCR


PRESENCE
optional }|

{ ID id-Common-E-DCH-HSDPCCH-Capability




CRITICALITY ignore


EXTENSION Common-E-DCH-HSDPCCH-Capability


PRESENCE
optional }|

-- The IE shall be present if Common E-DCH Capability IE is present and set to ”Common E-DCH Capable”.

{ ID id-Special-Midamble-Supported-Capability

CRITICALITY ignore


EXTENSION Special-Midamble-Supported-Capability


PRESENCE
optional },

...

}

Local-Cell-Group-InformationList-AuditRsp
 ::= SEQUENCE (SIZE (1..maxLocalCellinNodeB)) OF ProtocolIE-Single-Container {{ Local-Cell-Group-InformationItemIE-AuditRsp }}

Local-Cell-Group-InformationItemIE-AuditRsp NBAP-PROTOCOL-IES ::= {


{ ID id-Local-Cell-Group-InformationItem-AuditRsp
CRITICALITY ignore
TYPE Local-Cell-Group-InformationItem-AuditRsp
PRESENCE mandatory}

}

Local-Cell-Group-InformationItem-AuditRsp ::= SEQUENCE {


local-Cell-Group-ID






Local-Cell-ID,


dl-or-global-capacityCredit




DL-or-Global-CapacityCredit,


ul-capacityCredit






UL-CapacityCredit





OPTIONAL,


commonChannelsCapacityConsumptionLaw 

CommonChannelsCapacityConsumptionLaw,


dedicatedChannelsCapacityConsumptionLaw 
DedicatedChannelsCapacityConsumptionLaw,


iE-Extensions







ProtocolExtensionContainer  {{ Local-Cell-Group-InformationItem-AuditRsp-ExtIEs}}

OPTIONAL,


...

}

Local-Cell-Group-InformationItem-AuditRsp-ExtIEs NBAP-PROTOCOL-EXTENSION ::= {


{ ID id-E-DCH-CapacityConsumptionLaw

CRITICALITY ignore


EXTENSION E-DCHCapacityConsumptionLaw


PRESENCE
optional }|


{ ID id-E-DCH-TDD-CapacityConsumptionLaw
CRITICALITY ignore


EXTENSION E-DCH-TDD-CapacityConsumptionLaw

PRESENCE
optional },


...

}

Power-Local-Cell-Group-InformationList-AuditRsp
 ::= SEQUENCE (SIZE (1..maxLocalCellinNodeB)) OF ProtocolIE-Single-Container {{ Power-Local-Cell-Group-InformationItemIE-AuditRsp }}

Power-Local-Cell-Group-InformationItemIE-AuditRsp NBAP-PROTOCOL-IES ::= {


{ ID
id-Power-Local-Cell-Group-InformationItem-AuditRsp


CRITICALITY

ignore


TYPE
Power-Local-Cell-Group-InformationItem-AuditRsp

PRESENCE
mandatory}

}

Power-Local-Cell-Group-InformationItem-AuditRsp ::= SEQUENCE {


power-Local-Cell-Group-ID




Local-Cell-ID,


maximumDL-PowerCapability




MaximumDL-PowerCapability,


iE-Extensions







ProtocolExtensionContainer  {{ Power-Local-Cell-Group-InformationItem-AuditRsp-ExtIEs}}

OPTIONAL,


...

}

Power-Local-Cell-Group-InformationItem-AuditRsp-ExtIEs NBAP-PROTOCOL-EXTENSION ::= {


...

}

// partially omitted
-- **************************************************************

--

-- RESOURCE STATUS INDICATION

--

-- **************************************************************

ResourceStatusIndication ::= SEQUENCE {


protocolIEs



ProtocolIE-Container

{{ResourceStatusIndication-IEs}},


protocolExtensions

ProtocolExtensionContainer
{{ResourceStatusIndication-Extensions}}

OPTIONAL,


...

}

ResourceStatusIndication-IEs NBAP-PROTOCOL-IES ::= {


{ ID id-IndicationType-ResourceStatusInd
CRITICALITY ignore
TYPE IndicationType-ResourceStatusInd

PRESENCE mandatory }|


{ ID id-Cause







CRITICALITY ignore
TYPE Cause






PRESENCE optional },


...

}

ResourceStatusIndication-Extensions NBAP-PROTOCOL-EXTENSION ::= {


...

}

IndicationType-ResourceStatusInd ::= CHOICE {


no-Failure







No-Failure-ResourceStatusInd,


serviceImpacting





ServiceImpacting-ResourceStatusInd,


...

}

No-Failure-ResourceStatusInd ::= SEQUENCE {


local-Cell-InformationList



Local-Cell-InformationList-ResourceStatusInd,


local-Cell-Group-InformationList

Local-Cell-Group-InformationList-ResourceStatusInd
OPTIONAL,


iE-Extensions






ProtocolExtensionContainer { { No-FailureItem-ResourceStatusInd-ExtIEs} }
OPTIONAL,


...

}

No-FailureItem-ResourceStatusInd-ExtIEs NBAP-PROTOCOL-EXTENSION ::= {


{ ID
id-Power-Local-Cell-Group-InformationList-ResourceStatusInd

CRITICALITY

ignore


EXTENSION
Power-Local-Cell-Group-InformationList-ResourceStatusInd

PRESENCE
optional
},


...

}

Local-Cell-InformationList-ResourceStatusInd ::= SEQUENCE(SIZE (1..maxLocalCellinNodeB)) OF ProtocolIE-Single-Container {{ Local-Cell-InformationItemIE-ResourceStatusInd }}

Local-Cell-InformationItemIE-ResourceStatusInd NBAP-PROTOCOL-IES ::= {


{ ID id-Local-Cell-InformationItem-ResourceStatusInd   CRITICALITY ignore
TYPE Local-Cell-InformationItem-ResourceStatusInd

PRESENCE mandatory }

}

Local-Cell-InformationItem-ResourceStatusInd ::= SEQUENCE {


local-CellID







Local-Cell-ID,


addorDeleteIndicator





AddorDeleteIndicator,


dl-or-global-capacityCredit




DL-or-Global-CapacityCredit




OPTIONAL,


-- This IE shall be present if AddorDeleteIndicator IE is set to “add”


ul-capacityCredit






UL-CapacityCredit






OPTIONAL,


commonChannelsCapacityConsumptionLaw 

CommonChannelsCapacityConsumptionLaw

OPTIONAL,


-- This IE shall be present if AddorDeleteIndicator IE is set to “add”


dedicatedChannelsCapacityConsumptionLaw 
DedicatedChannelsCapacityConsumptionLaw

OPTIONAL,


-- This IE shall be present if AddorDeleteIndicator IE is set to “add”


maximumDL-PowerCapability




MaximumDL-PowerCapability




OPTIONAL,


-- This IE shall be present if AddorDeleteIndicator IE is set to “add”


minSpreadingFactor






MinSpreadingFactor






OPTIONAL,


-- This IE shall be present if AddorDeleteIndicator IE is set to “add”


minimumDL-PowerCapability




MinimumDL-PowerCapability




OPTIONAL,


-- This IE shall be present if AddorDeleteIndicator IE is set to “add”


local-Cell-Group-ID






Local-Cell-ID







OPTIONAL,


iE-Extensions







ProtocolExtensionContainer { { Local-Cell-InformationItem-ResourceStatusInd-ExtIEs} }
OPTIONAL,


...

}

Local-Cell-InformationItem-ResourceStatusInd-ExtIEs NBAP-PROTOCOL-EXTENSION ::= {


{ ID
id-ReferenceClockAvailability

CRITICALITY ignore

EXTENSION ReferenceClockAvailability


PRESENCE
optional }|


-- This IE shall be present if AddorDeleteIndicator IE is set to “add“ and the Local Cell is related to a TDD cell


{ ID
id-Power-Local-Cell-Group-ID

CRITICALITY ignore

EXTENSION Local-Cell-ID



PRESENCE
optional }|


{ ID
id-HSDPA-Capability




CRITICALITY ignore

EXTENSION HSDPA-Capability


PRESENCE
optional }|


{ ID
id-E-DCH-Capability




CRITICALITY ignore

EXTENSION E-DCH-Capability


PRESENCE
optional }|


{ ID
id-E-DCH-TTI2ms-Capability


CRITICALITY ignore

EXTENSION E-DCH-TTI2ms-Capability


PRESENCE
conditional }|


-- The IE shall be present if E-DCH Capability IE is set to ”E-DCH Capable”.

{ ID
id-E-DCH-SF-Capability



CRITICALITY ignore

EXTENSION E-DCH-SF-Capability


PRESENCE
conditional }|

-- The IE shall be present if E-DCH Capability IE is set to ”E-DCH Capable”.

{ ID
id-E-DCH-HARQ-Combining-Capability



CRITICALITY ignore


EXTENSION E-DCH-HARQ-Combining-Capability


PRESENCE
conditional }|


-- The IE shall be present if E-DCH Capability IE is set to ”E-DCH Capable”.


{ ID
id-E-DCH-CapacityConsumptionLaw

CRITICALITY ignore

EXTENSION E-DCHCapacityConsumptionLaw

PRESENCE
optional }|


{ ID
id-F-DPCH-Capability



CRITICALITY ignore

EXTENSION F-DPCH-Capability

PRESENCE
optional }|


{ ID
id-E-DCH-TDD-CapacityConsumptionLaw

CRITICALITY ignore

EXTENSION E-DCH-TDD-CapacityConsumptionLaw

PRESENCE
optional }|


{ ID
id-ContinuousPacketConnectivityDTX-DRX-Capability


CRITICALITY ignore


EXTENSION ContinuousPacketConnectivityDTX-DRX-Capability


PRESENCE
optional }|


{ ID
id-Max-UE-DTX-Cycle




CRITICALITY ignore

EXTENSION Max-UE-DTX-Cycle

PRESENCE
conditional }|

-- The IE shall be present if Continuous Packet Connectivity DTX-DRX Capability IE is present and set to ”Continuous Packet Connectivity DTX-DRX Capable”.

{ ID
id-ContinuousPacketConnectivityHS-SCCH-less-Capability

CRITICALITY ignore


EXTENSION ContinuousPacketConnectivityHS-SCCH-less-Capability


PRESENCE
optional }|


{ ID
id-MIMO-Capability




CRITICALITY ignore

EXTENSION MIMO-Capability

PRESENCE
optional }|


{ ID
id-SixtyfourQAM-DL-Capability

CRITICALITY ignore

EXTENSION SixtyfourQAM-DL-Capability

PRESENCE
optional }|


{ ID
id-MBMS-Capability




CRITICALITY ignore

EXTENSION MBMS-Capability

PRESENCE
optional }|

{ ID
id-Enhanced-FACH-Capability


CRITICALITY ignore

EXTENSION Enhanced-FACH-Capability

PRESENCE
optional }|


{ ID
id-Enhanced-PCH-Capability


CRITICALITY ignore

EXTENSION Enhanced-PCH-Capability

PRESENCE
conditional }|


-- The IE shall be present if Enhanced FACH Capability IE is set to ”Enhanced FACH Capable”.

{ ID
id-SixteenQAM-UL-Capability


CRITICALITY ignore

EXTENSION SixteenQAM-UL-Capability

PRESENCE
optional }|

{ ID
id-HSDSCH-MACdPDU-SizeCapability
CRITICALITY ignore

EXTENSION HSDSCH-MACdPDU-SizeCapability

PRESENCE
optional }|

{ ID
id-MBSFN-Only-Mode-Capability

CRITICALITY ignore

EXTENSION MBSFN-Only-Mode-Capability

PRESENCE
optional }|


{ ID
id-F-DPCH-SlotFormatCapability

CRITICALITY ignore

EXTENSION F-DPCH-SlotFormatCapability

PRESENCE
optional }|


{ ID
id-E-DCH-MACdPDU-SizeCapability

CRITICALITY ignore

EXTENSION E-DCH-MACdPDU-SizeCapability

PRESENCE
optional }|


{ ID 
id-Common-EDCH-Capability


CRITICALITY ignore

EXTENSION Common-EDCH-Capability

PRESENCE
optional }|


{ ID 
id-E-AI-Capability



CRITICALITY ignore

EXTENSION E-AI-Capability

PRESENCE
optional }|


-- The IE shall be present if Common E-DCH Capability IE is present and set to ”Common E-DCH Capable”.

{ ID id-Enhanced-UE-DRX-Capability



CRITICALITY ignore

EXTENSION Enhanced-UE-DRX-Capability

PRESENCE
optional }|

{ ID id-Enhanced-UE-DRX-CapabilityLCR


CRITICALITY ignore

EXTENSION Enhanced-UE-DRX-Capability

PRESENCE
optional }|

{ ID id-E-DPCCH-Power-Boosting-Capability

CRITICALITY ignore

EXTENSION E-DPCCH-Power-Boosting-Capability

PRESENCE
optional }|


{ ID
id-SixtyfourQAM-DL-MIMO-Combined-Capability

CRITICALITY ignore

EXTENSION SixtyfourQAM-DL-MIMO-Combined-Capability


PRESENCE
conditional }|

{ ID id-Multi-Cell-Capability-Info



CRITICALITY ignore

EXTENSION Multi-Cell-Capability-Info

PRESENCE
optional }|


{ ID id-Semi-PersistentScheduling-CapabilityLCR

CRITICALITY ignore


EXTENSION Semi-PersistentScheduling-CapabilityLCR


PRESENCE
optional }|


{ ID id-ContinuousPacketConnectivity-DRX-CapabilityLCR

CRITICALITY ignore


EXTENSION ContinuousPacketConnectivity-DRX-CapabilityLCR


PRESENCE
optional }|

{ ID id-Common-E-DCH-HSDPCCH-Capability




CRITICALITY ignore


EXTENSION Common-E-DCH-HSDPCCH-Capability


PRESENCE
optional }|

-- The IE shall be present if Common E-DCH Capability IE is present and set to ”Common E-DCH Capable”.

{ ID id-Special-Midamble-Supported-Capability

CRITICALITY ignore


EXTENSION Special-Midamble-Supported-Capability


PRESENCE
optional },


...
}

Local-Cell-Group-InformationList-ResourceStatusInd ::= SEQUENCE(SIZE (1..maxLocalCellinNodeB)) OF ProtocolIE-Single-Container {{ Local-Cell-Group-InformationItemIE-ResourceStatusInd }}

Local-Cell-Group-InformationItemIE-ResourceStatusInd NBAP-PROTOCOL-IES ::= {


{ ID id-Local-Cell-Group-InformationItem-ResourceStatusInd   CRITICALITY ignore
TYPE Local-Cell-Group-InformationItem-ResourceStatusInd

PRESENCE mandatory }

}

Local-Cell-Group-InformationItem-ResourceStatusInd::= SEQUENCE {


local-Cell-Group-ID






Local-Cell-ID,


dl-or-global-capacityCredit




DL-or-Global-CapacityCredit,


ul-capacityCredit






UL-CapacityCredit

OPTIONAL,


commonChannelsCapacityConsumptionLaw 

CommonChannelsCapacityConsumptionLaw,


dedicatedChannelsCapacityConsumptionLaw 
DedicatedChannelsCapacityConsumptionLaw,


iE-Extensions







ProtocolExtensionContainer { { Local-Cell-Group-InformationItem-ResourceStatusInd-ExtIEs} }
OPTIONAL,


...

}

Local-Cell-Group-InformationItem-ResourceStatusInd-ExtIEs NBAP-PROTOCOL-EXTENSION ::= {


{ ID id-E-DCH-CapacityConsumptionLaw

CRITICALITY ignore

EXTENSION E-DCHCapacityConsumptionLaw

PRESENCE optional }|


{ ID id-E-DCH-TDD-CapacityConsumptionLaw
CRITICALITY ignore

EXTENSION E-DCH-TDD-CapacityConsumptionLaw

PRESENCE optional },

...

}

Power-Local-Cell-Group-InformationList-ResourceStatusInd ::= SEQUENCE(SIZE (1..maxLocalCellinNodeB)) OF ProtocolIE-Single-Container {{ Power-Local-Cell-Group-InformationItemIE-ResourceStatusInd }}

Power-Local-Cell-Group-InformationItemIE-ResourceStatusInd NBAP-PROTOCOL-IES ::= {


{ ID id-Power-Local-Cell-Group-InformationItem-ResourceStatusInd
CRITICALITY ignore
TYPE Power-Local-Cell-Group-InformationItem-ResourceStatusInd

PRESENCE mandatory
}

}

Power-Local-Cell-Group-InformationItem-ResourceStatusInd::= SEQUENCE {


power-Local-Cell-Group-ID




Local-Cell-ID,


maximumDL-PowerCapability




MaximumDL-PowerCapability,


iE-Extensions







ProtocolExtensionContainer { { Power-Local-Cell-Group-InformationItem-ResourceStatusInd-ExtIEs} }
OPTIONAL,


...

}

Power-Local-Cell-Group-InformationItem-ResourceStatusInd-ExtIEs NBAP-PROTOCOL-EXTENSION ::= {


...

}

ServiceImpacting-ResourceStatusInd ::= SEQUENCE {


local-Cell-InformationList



Local-Cell-InformationList2-ResourceStatusInd
OPTIONAL,


local-Cell-Group-InformationList

Local-Cell-Group-InformationList2-ResourceStatusInd
OPTIONAL,


cCP-InformationList





CCP-InformationList-ResourceStatusInd 


OPTIONAL,


cell-InformationList




Cell-InformationList-ResourceStatusInd 


OPTIONAL,


iE-Extensions






ProtocolExtensionContainer { { ServiceImpactingItem-ResourceStatusInd-ExtIEs} }

OPTIONAL,


...

}

ServiceImpactingItem-ResourceStatusInd-ExtIEs NBAP-PROTOCOL-EXTENSION ::= {


{ ID id-Power-Local-Cell-Group-InformationList2-ResourceStatusInd

CRITICALITY ignore
EXTENSION Power-Local-Cell-Group-InformationList2-ResourceStatusInd

PRESENCE optional
},


...

}

Local-Cell-InformationList2-ResourceStatusInd ::= SEQUENCE(SIZE (1..maxLocalCellinNodeB)) OF ProtocolIE-Single-Container {{ Local-Cell-InformationItemIE2-ResourceStatusInd }}

Local-Cell-InformationItemIE2-ResourceStatusInd NBAP-PROTOCOL-IES ::= {


{ ID id-Local-Cell-InformationItem2-ResourceStatusInd   CRITICALITY ignore
TYPE Local-Cell-InformationItem2-ResourceStatusInd

PRESENCE mandatory }

}

Local-Cell-InformationItem2-ResourceStatusInd ::= SEQUENCE {


local-Cell-ID







Local-Cell-ID,


dl-or-global-capacityCredit




DL-or-Global-CapacityCredit



OPTIONAL,


ul-capacityCredit






UL-CapacityCredit





OPTIONAL,


commonChannelsCapacityConsumptionLaw

CommonChannelsCapacityConsumptionLaw
OPTIONAL,


dedicatedChannelsCapacityConsumptionLaw

DedicatedChannelsCapacityConsumptionLaw
OPTIONAL,


maximum-DL-PowerCapability




MaximumDL-PowerCapability



OPTIONAL,


minSpreadingFactor






MinSpreadingFactor





OPTIONAL,


minimumDL-PowerCapability




MinimumDL-PowerCapability



OPTIONAL,


iE-Extensions






ProtocolExtensionContainer { { Local-Cell-InformationItem2-ResourceStatusInd-ExtIEs} }

OPTIONAL,


...

}

Local-Cell-InformationItem2-ResourceStatusInd-ExtIEs NBAP-PROTOCOL-EXTENSION ::= {


{ ID
id-ReferenceClockAvailability

CRITICALITY ignore


EXTENSION ReferenceClockAvailability


PRESENCE
optional }|


{ ID
id-HSDPA-Capability




CRITICALITY ignore


EXTENSION HSDPA-Capability


PRESENCE
optional }|


{ ID
id-E-DCH-Capability




CRITICALITY ignore


EXTENSION E-DCH-Capability


PRESENCE
optional }|


{ ID
id-E-DCH-TTI2ms-Capability


CRITICALITY ignore


EXTENSION E-DCH-TTI2ms-Capability


PRESENCE
conditional }|


-- The IE shall be present if E-DCH Capability IE is set to ”E-DCH Capable”.

{ ID
id-E-DCH-SF-Capability



CRITICALITY ignore


EXTENSION E-DCH-SF-Capability


PRESENCE
conditional }|

-- The IE shall be present if E-DCH Capability IE is set to ”E-DCH Capable”.

{ ID
id-E-DCH-HARQ-Combining-Capability



CRITICALITY ignore


EXTENSION E-DCH-HARQ-Combining-Capability


PRESENCE
conditional }|


-- The IE shall be present if E-DCH Capability IE is set to ”E-DCH Capable”.


{ ID
id-E-DCH-CapacityConsumptionLaw

CRITICALITY ignore


EXTENSION E-DCHCapacityConsumptionLaw


PRESENCE
optional }|


{ ID
id-F-DPCH-Capability



CRITICALITY ignore


EXTENSION F-DPCH-Capability


PRESENCE
optional }|


{ ID
id-E-DCH-TDD-CapacityConsumptionLaw

CRITICALITY ignore

EXTENSION E-DCH-TDD-CapacityConsumptionLaw

PRESENCE
optional }|


{ ID
id-ContinuousPacketConnectivityDTX-DRX-Capability


CRITICALITY ignore


EXTENSION ContinuousPacketConnectivityDTX-DRX-Capability


PRESENCE
optional }|


{ ID
id-Max-UE-DTX-Cycle




CRITICALITY ignore


EXTENSION Max-UE-DTX-Cycle


PRESENCE
conditional }|

-- The IE shall be present if Continuous Packet Connectivity DTX-DRX Capability IE is present and set to ”Continuous Packet Connectivity DTX-DRX Capable”.

{ ID
id-ContinuousPacketConnectivityHS-SCCH-less-Capability

CRITICALITY ignore


EXTENSION ContinuousPacketConnectivityHS-SCCH-less-Capability


PRESENCE
optional }|


{ ID
id-MIMO-Capability




CRITICALITY ignore

EXTENSION MIMO-Capability


PRESENCE
optional }|


{ ID
id-SixtyfourQAM-DL-Capability

CRITICALITY ignore

EXTENSION SixtyfourQAM-DL-Capability


PRESENCE
optional }|


{ ID
id-MBMS-Capability




CRITICALITY ignore

EXTENSION MBMS-Capability


PRESENCE
optional }|

{ ID
id-Enhanced-FACH-Capability


CRITICALITY ignore

EXTENSION Enhanced-FACH-Capability


PRESENCE
optional }|


{ ID
id-Enhanced-PCH-Capability


CRITICALITY ignore

EXTENSION Enhanced-PCH-Capability


PRESENCE
conditional }|


-- The IE shall be present if Enhanced FACH Capability IE is set to ”Enhanced FACH Capable”.

{ ID
id-SixteenQAM-UL-Capability


CRITICALITY ignore

EXTENSION SixteenQAM-UL-Capability


PRESENCE
optional }|

{ ID
id-HSDSCH-MACdPDU-SizeCapability
CRITICALITY ignore

EXTENSION HSDSCH-MACdPDU-SizeCapability


PRESENCE
optional }|


{ ID
id-MBSFN-Only-Mode-Capability

CRITICALITY ignore

EXTENSION MBSFN-Only-Mode-Capability


PRESENCE
optional }|


{ ID
id-F-DPCH-SlotFormatCapability

CRITICALITY ignore

EXTENSION F-DPCH-SlotFormatCapability


PRESENCE
optional }|


{ ID id-E-DCH-MACdPDU-SizeCapability

CRITICALITY ignore

EXTENSION E-DCH-MACdPDU-SizeCapability


PRESENCE
optional }|


{ ID 
id-Common-EDCH-Capability


CRITICALITY ignore

EXTENSION Common-EDCH-Capability


PRESENCE
optional }|


{ ID 
id-E-AI-Capability



CRITICALITY ignore

EXTENSION E-AI-Capability


PRESENCE
optional }|

-- The IE shall be present if Common E-DCH Capability IE is present and set to ”Common E-DCH Capable”.

{ ID 
id-Enhanced-UE-DRX-Capability


CRITICALITY ignore

EXTENSION Enhanced-UE-DRX-Capability


PRESENCE
optional }|

{ ID 
id-Enhanced-UE-DRX-CapabilityLCR
CRITICALITY ignore

EXTENSION Enhanced-UE-DRX-Capability


PRESENCE
optional }|

{ ID 
id-E-DPCCH-Power-Boosting-Capability

CRITICALITY ignore
EXTENSION E-DPCCH-Power-Boosting-Capability






PRESENCE
optional }|


{ ID
id-SixtyfourQAM-DL-MIMO-Combined-Capability

CRITICALITY ignore

EXTENSION SixtyfourQAM-DL-MIMO-Combined-Capability


PRESENCE
conditional }|

{ ID 
id-Multi-Cell-Capability-Info


CRITICALITY ignore

EXTENSION Multi-Cell-Capability-Info


PRESENCE
optional }|


{ ID id-Semi-PersistentScheduling-CapabilityLCR

CRITICALITY ignore


EXTENSION Semi-PersistentScheduling-CapabilityLCR


PRESENCE
optional }|


{ ID id-ContinuousPacketConnectivity-DRX-CapabilityLCR

CRITICALITY ignore


EXTENSION ContinuousPacketConnectivity-DRX-CapabilityLCR


PRESENCE
optional }|

{ ID id-Common-E-DCH-HSDPCCH-Capability




CRITICALITY ignore


EXTENSION Common-E-DCH-HSDPCCH-Capability


PRESENCE
optional }|

-- The IE shall be present if Common E-DCH Capability IE is present and set to ”Common E-DCH Capable”.

{ ID id-Special-Midamble-Supported-Capability

CRITICALITY ignore


EXTENSION Special-Midamble-Supported-Capability


PRESENCE
optional },


...

}

Local-Cell-Group-InformationList2-ResourceStatusInd ::= SEQUENCE(SIZE (1..maxLocalCellinNodeB)) OF ProtocolIE-Single-Container {{ Local-Cell-Group-InformationItemIE2-ResourceStatusInd }}

Local-Cell-Group-InformationItemIE2-ResourceStatusInd NBAP-PROTOCOL-IES ::= {


{ ID id-Local-Cell-Group-InformationItem2-ResourceStatusInd   CRITICALITY ignore
TYPE Local-Cell-Group-InformationItem2-ResourceStatusInd

PRESENCE mandatory }

}

Local-Cell-Group-InformationItem2-ResourceStatusInd ::= SEQUENCE {


local-Cell-Group-ID






Local-Cell-ID,


dl-or-global-capacityCredit




DL-or-Global-CapacityCredit




OPTIONAL,


ul-capacityCredit






UL-CapacityCredit






OPTIONAL,


commonChannelsCapacityConsumptionLaw

CommonChannelsCapacityConsumptionLaw

OPTIONAL,


dedicatedChannelsCapacityConsumptionLaw

DedicatedChannelsCapacityConsumptionLaw

OPTIONAL,


iE-Extensions






ProtocolExtensionContainer { { Local-Cell-Group-InformationItem2-ResourceStatusInd-ExtIEs} }

OPTIONAL,


...

}

Local-Cell-Group-InformationItem2-ResourceStatusInd-ExtIEs NBAP-PROTOCOL-EXTENSION ::= {


{ ID id-E-DCH-CapacityConsumptionLaw

CRITICALITY ignore

EXTENSION E-DCHCapacityConsumptionLaw

PRESENCE optional }|


{ ID id-E-DCH-TDD-CapacityConsumptionLaw
CRITICALITY ignore

EXTENSION E-DCH-TDD-CapacityConsumptionLaw
 PRESENCE
optional },

...

}

CCP-InformationList-ResourceStatusInd ::= SEQUENCE (SIZE (1..maxCCPinNodeB)) OF ProtocolIE-Single-Container {{ CCP-InformationItemIE-ResourceStatusInd }}

CCP-InformationItemIE-ResourceStatusInd NBAP-PROTOCOL-IES ::= {


{ ID id-CCP-InformationItem-ResourceStatusInd   CRITICALITY ignore
TYPE CCP-InformationItem-ResourceStatusInd

PRESENCE mandatory }

}

CCP-InformationItem-ResourceStatusInd ::= SEQUENCE {


communicationControlPortID



CommunicationControlPortID,


resourceOperationalState



ResourceOperationalState,


availabilityStatus





AvailabilityStatus,


iE-Extensions






ProtocolExtensionContainer { { CCP-InformationItem-ResourceStatusInd-ExtIEs} }

OPTIONAL,


...

}

CCP-InformationItem-ResourceStatusInd-ExtIEs NBAP-PROTOCOL-EXTENSION ::= {


...

}

Cell-InformationList-ResourceStatusInd ::= SEQUENCE (SIZE (1..maxCellinNodeB)) OF ProtocolIE-Single-Container {{ Cell-InformationItemIE-ResourceStatusInd }}

Cell-InformationItemIE-ResourceStatusInd NBAP-PROTOCOL-IES ::= {


{ ID id-Cell-InformationItem-ResourceStatusInd   CRITICALITY ignore
TYPE Cell-InformationItem-ResourceStatusInd

PRESENCE mandatory }

}

Cell-InformationItem-ResourceStatusInd  ::= SEQUENCE {


c-ID








C-ID,


resourceOperationalState 



ResourceOperationalState





OPTIONAL,


availabilityStatus





AvailabilityStatus







OPTIONAL,


primary-SCH-Information




P-SCH-Information-ResourceStatusInd



OPTIONAL, -- FDD only

secondary-SCH-Information



S-SCH-Information-ResourceStatusInd



OPTIONAL, -- FDD only

primary-CPICH-Information



P-CPICH-Information-ResourceStatusInd


OPTIONAL, -- FDD only

secondary-CPICH-Information



S-CPICH-InformationList-ResourceStatusInd

OPTIONAL, -- FDD only

primary-CCPCH-Information



P-CCPCH-Information-ResourceStatusInd


OPTIONAL,


bCH-Information






BCH-Information-ResourceStatusInd 



OPTIONAL,


secondary-CCPCH-InformationList


S-CCPCH-InformationList-ResourceStatusInd

OPTIONAL,


pCH-Information






PCH-Information-ResourceStatusInd 



OPTIONAL,


pICH-Information





PICH-Information-ResourceStatusInd



OPTIONAL,


fACH-InformationList




FACH-InformationList-ResourceStatusInd 


OPTIONAL,


pRACH-InformationList




PRACH-InformationList-ResourceStatusInd


OPTIONAL,


rACH-InformationList




RACH-InformationList-ResourceStatusInd 


OPTIONAL,


aICH-InformationList




AICH-InformationList-ResourceStatusInd 


OPTIONAL, -- FDD only

notUsed-1-pCPCH-InformationList


NULL










OPTIONAL,


notUsed-2-cPCH-InformationList


NULL










OPTIONAL,


notUsed-3-aP-AICH-InformationList

NULL










OPTIONAL,


notUsed-4-cDCA-ICH-InformationList

NULL










OPTIONAL,


sCH-Information






SCH-Information-ResourceStatusInd 



OPTIONAL, -- Applicable to 3.84Mcps TDD only

iE-Extensions






ProtocolExtensionContainer { { Cell-InformationItem-ResourceStatusInd-ExtIEs} }
OPTIONAL,


...

}

Cell-InformationItem-ResourceStatusInd-ExtIEs NBAP-PROTOCOL-EXTENSION ::= {


{ ID id-FPACH-LCR-InformationList-ResourceStatusInd


CRITICALITY ignore
EXTENSION FPACH-LCR-InformationList-ResourceStatusInd


PRESENCE optional }|
-- Applicable to 1.28Mcps TDD only


{ ID id-DwPCH-LCR-Information-ResourceStatusInd



CRITICALITY ignore
EXTENSION DwPCH-LCR-Information-ResourceStatusInd




PRESENCE optional }|
-- Applicable to 1.28Mcps TDD only


{ ID id-HSDSCH-Resources-Information-ResourceStatusInd

CRITICALITY ignore
EXTENSION HS-DSCH-Resources-Information-ResourceStatusInd


PRESENCE optional }|
-- For 1.28Mcps TDD, this HS-DSCH Resource Information is for the first Frequency repetition, HS-DSCH Resource Information for Frequency repetitions 2 and on, should be defined in MultipleFreq-HS-DSCH-Resources-InformationList-ResourceStatusInd.


{ ID id-MICH-Information-ResourceStatusInd




CRITICALITY ignore
EXTENSION Common-PhysicalChannel-Status-Information



PRESENCE optional }|


{ ID id-S-CCPCH-InformationListExt-ResourceStatusInd

CRITICALITY ignore
EXTENSION S-CCPCH-InformationListExt-ResourceStatusInd


PRESENCE optional }|


-- Applicable to 3.84Mcps TDD only, used when there are more than maxSCCPCHCell SCCPCHs in the message.


{ ID id-S-CCPCH-LCR-InformationListExt-ResourceStatusInd
CRITICALITY ignore
EXTENSION S-CCPCH-LCR-InformationListExt-ResourceStatusInd

PRESENCE optional }|


-- Applicable to 1.28Mcps TDD only, used when there are more than maxSCCPCHCell SCCPCHs in the message.


{ ID id-E-DCH-Resources-Information-ResourceStatusInd

CRITICALITY ignore
EXTENSION E-DCH-Resources-Information-ResourceStatusInd


PRESENCE optional }|

-- For 1.28Mcps TDD, this E-DCH Resource Information is for the first Frequency repetition, E-DCH Resource Information for Frequency repetitions 2 and on, should be defined in MultipleFreq-E-DCH-Resources-InformationList-ResourceStatusInd.


{ ID id-PLCCH-InformationList-ResourceStatusInd



CRITICALITY ignore
EXTENSION PLCCH-InformationList-ResourceStatusInd





PRESENCE optional }|


{ ID id-P-CCPCH-768-Information-ResourceStatusInd


CRITICALITY ignore
EXTENSION Common-PhysicalChannel-Status-Information768


PRESENCE optional }|


{ ID id-S-CCPCH-768-InformationList-ResourceStatusInd

CRITICALITY ignore
EXTENSION S-CCPCH-768-InformationList-ResourceStatusInd


PRESENCE optional }|


{ ID id-PICH-768-Information-ResourceStatusInd



CRITICALITY ignore
EXTENSION Common-PhysicalChannel-Status-Information768

PRESENCE optional }|


{ ID id-PRACH-768-InformationList-ResourceStatusInd


CRITICALITY ignore
EXTENSION PRACH-768-InformationList-ResourceStatusInd


PRESENCE optional }|


{ ID id-SCH-768-Information-ResourceStatusInd



CRITICALITY ignore
EXTENSION Common-PhysicalChannel-Status-Information768

PRESENCE optional }|


{ ID id-MICH-768-Information-ResourceStatusInd



CRITICALITY ignore
EXTENSION Common-PhysicalChannel-Status-Information768

PRESENCE optional }|


{ ID id-E-RUCCH-InformationList-ResourceStatusInd


CRITICALITY ignore
EXTENSION E-RUCCH-InformationList-ResourceStatusInd


PRESENCE optional }|


{ ID id-E-RUCCH-768-InformationList-ResourceStatusInd


CRITICALITY ignore
EXTENSION E-RUCCH-768-InformationList-ResourceStatusInd


PRESENCE optional }|

{ ID id-Cell-Frequency-List-Information-LCR-MulFreq-ResourceStatusInd

CRITICALITY ignore

EXTENSION Cell-Frequency-List-Information-LCR-MulFreq-ResourceStatusInd


PRESENCE optional }|
-- Applicable to 1.28Mcps TDD when using multiple frequencies


{ ID id-UPPCH-LCR-InformationList-ResourceStatusInd






CRITICALITY ignore

EXTENSION UPPCH-LCR-InformationList-ResourceStatusInd




PRESENCE optional }|
-- Applicable to 1.28Mcps TDD only

{ ID id-multipleFreq-HS-DSCH-Resources-InformationList-ResourceStatusInd
CRITICALITY ignore

EXTENSION MultipleFreq-HS-DSCH-Resources-InformationList-ResourceStatusInd
PRESENCE optional }|


-- Applicable to 1.28Mcps TDD when using multiple frequencies, This HS-DSCH Resource Information is for the 2nd and beyond frequencies.

{ ID id-MultipleFreq-E-DCH-Resources-InformationList-ResourceStatusInd

CRITICALITY ignore

EXTENSION MultipleFreq-E-DCH-Resources-InformationList-ResourceStatusInd
PRESENCE optional },

-- Applicable to 1.28Mcps TDD when using multiple frequencies. This E-DCH Resource Information is for the 2nd and beyond frequencies.

...

}

P-SCH-Information-ResourceStatusInd ::= ProtocolIE-Single-Container {{ P-SCH-InformationIE-ResourceStatusInd }}

P-SCH-InformationIE-ResourceStatusInd NBAP-PROTOCOL-IES ::= {


{ ID id-P-SCH-Information   CRITICALITY ignore
TYPE Common-PhysicalChannel-Status-Information

PRESENCE mandatory }

}

S-SCH-Information-ResourceStatusInd ::= ProtocolIE-Single-Container {{ S-SCH-InformationIE-ResourceStatusInd }}

S-SCH-InformationIE-ResourceStatusInd NBAP-PROTOCOL-IES ::= {


{ ID id-S-SCH-Information   CRITICALITY ignore
TYPE Common-PhysicalChannel-Status-Information

PRESENCE mandatory }

}

P-CPICH-Information-ResourceStatusInd ::= ProtocolIE-Single-Container {{ P-CPICH-InformationIE-ResourceStatusInd }}

P-CPICH-InformationIE-ResourceStatusInd NBAP-PROTOCOL-IES ::= {


{ ID id-P-CPICH-Information   CRITICALITY ignore
TYPE Common-PhysicalChannel-Status-Information

PRESENCE mandatory }

}

S-CPICH-InformationList-ResourceStatusInd ::= SEQUENCE (SIZE (1..maxSCPICHCell)) OF ProtocolIE-Single-Container {{ S-CPICH-InformationItemIE-ResourceStatusInd }}

S-CPICH-InformationItemIE-ResourceStatusInd NBAP-PROTOCOL-IES ::= {


{ ID id-S-CPICH-Information   CRITICALITY ignore
TYPE Common-PhysicalChannel-Status-Information

PRESENCE mandatory }

}

P-CCPCH-Information-ResourceStatusInd ::= ProtocolIE-Single-Container {{ P-CCPCH-InformationIE-ResourceStatusInd }}

P-CCPCH-InformationIE-ResourceStatusInd NBAP-PROTOCOL-IES ::= {


{ ID id-P-CCPCH-Information   CRITICALITY ignore
TYPE Common-PhysicalChannel-Status-Information

PRESENCE mandatory }

}

BCH-Information-ResourceStatusInd ::= ProtocolIE-Single-Container {{ BCH-InformationIE-ResourceStatusInd }}

BCH-InformationIE-ResourceStatusInd NBAP-PROTOCOL-IES ::= {


{ ID id-BCH-Information   CRITICALITY ignore
TYPE Common-TransportChannel-Status-Information

PRESENCE mandatory }

}

S-CCPCH-InformationList-ResourceStatusInd ::= SEQUENCE (SIZE (1..maxSCCPCHCell)) OF ProtocolIE-Single-Container {{ S-CCPCH-InformationItemIE-ResourceStatusInd }}

S-CCPCH-InformationItemIE-ResourceStatusInd NBAP-PROTOCOL-IES ::= {


{ ID id-S-CCPCH-Information   CRITICALITY ignore
TYPE Common-PhysicalChannel-Status-Information

PRESENCE mandatory }

}

PCH-Information-ResourceStatusInd ::= ProtocolIE-Single-Container {{ PCH-InformationIE-ResourceStatusInd }}

PCH-InformationIE-ResourceStatusInd NBAP-PROTOCOL-IES ::= {


{ ID id-PCH-Information   CRITICALITY ignore
TYPE Common-TransportChannel-Status-Information

PRESENCE mandatory }

}

PICH-Information-ResourceStatusInd ::= ProtocolIE-Single-Container {{ PICH-InformationIE-ResourceStatusInd }}

PICH-InformationIE-ResourceStatusInd NBAP-PROTOCOL-IES ::= {


{ ID id-PICH-Information   CRITICALITY ignore
TYPE Common-PhysicalChannel-Status-Information

PRESENCE mandatory }

}

FACH-InformationList-ResourceStatusInd ::= SEQUENCE (SIZE (1..maxFACHCell)) OF ProtocolIE-Single-Container {{ FACH-InformationItemIE-ResourceStatusInd }}

FACH-InformationItemIE-ResourceStatusInd NBAP-PROTOCOL-IES ::= {


{ ID id-FACH-Information   CRITICALITY ignore
TYPE Common-TransportChannel-Status-Information

PRESENCE mandatory }

}

PRACH-InformationList-ResourceStatusInd ::= SEQUENCE (SIZE (1..maxPRACHCell)) OF ProtocolIE-Single-Container {{ PRACH-InformationItemIE-ResourceStatusInd }}

PRACH-InformationItemIE-ResourceStatusInd NBAP-PROTOCOL-IES ::= {


{ ID id-PRACH-Information   CRITICALITY ignore
TYPE Common-PhysicalChannel-Status-Information

PRESENCE mandatory }

}

RACH-InformationList-ResourceStatusInd ::= SEQUENCE (SIZE (1..maxPRACHCell)) OF ProtocolIE-Single-Container {{ RACH-InformationItemIE-ResourceStatusInd }}

RACH-InformationItemIE-ResourceStatusInd NBAP-PROTOCOL-IES ::= {


{ ID id-RACH-Information   CRITICALITY ignore
TYPE Common-TransportChannel-Status-Information

PRESENCE mandatory }

}

AICH-InformationList-ResourceStatusInd ::= SEQUENCE (SIZE (1..maxPRACHCell)) OF ProtocolIE-Single-Container {{ AICH-InformationItemIE-ResourceStatusInd }}

AICH-InformationItemIE-ResourceStatusInd NBAP-PROTOCOL-IES ::= {


{ ID id-AICH-Information   CRITICALITY ignore
TYPE Common-PhysicalChannel-Status-Information

PRESENCE mandatory }

}

SCH-Information-ResourceStatusInd ::= ProtocolIE-Single-Container {{ SCH-InformationIE-ResourceStatusInd }}

SCH-InformationIE-ResourceStatusInd NBAP-PROTOCOL-IES ::= {


{ ID id-SCH-Information   CRITICALITY ignore
TYPE Common-PhysicalChannel-Status-Information

PRESENCE mandatory }

}

FPACH-LCR-InformationList-ResourceStatusInd ::= SEQUENCE (SIZE (1..maxFPACHCell)) OF ProtocolIE-Single-Container {{ FPACH-LCR-InformationItemIE-ResourceStatusInd }}

FPACH-LCR-InformationItemIE-ResourceStatusInd NBAP-PROTOCOL-IES ::= {


{ ID id-FPACH-LCR-Information  CRITICALITY ignore
TYPE Common-PhysicalChannel-Status-Information

PRESENCE mandatory }

}

DwPCH-LCR-Information-ResourceStatusInd ::= ProtocolIE-Single-Container {{ DwPCH-LCR-InformationIE-ResourceStatusInd }}

DwPCH-LCR-InformationIE-ResourceStatusInd NBAP-PROTOCOL-IES ::= {


{ ID id-DwPCH-LCR-Information   CRITICALITY ignore
TYPE Common-PhysicalChannel-Status-Information

PRESENCE mandatory }

}

HS-DSCH-Resources-Information-ResourceStatusInd ::= SEQUENCE {


resourceOperationalState


ResourceOperationalState,


availabilityStatus




AvailabilityStatus,


iE-Extensions





ProtocolExtensionContainer  {{ HS-DSCH-Resources-Information-ResourceStatusInd-ExtIEs }}

OPTIONAL,


...

}

HS-DSCH-Resources-Information-ResourceStatusInd-ExtIEs NBAP-PROTOCOL-EXTENSION ::= {

{ID id-UARFCNforNt

CRITICALITY ignore

EXTENSION UARFCN

PRESENCE optional},


--  Applicable to 1.28Mcps TDD when using multiple frequencies.

...

}

S-CCPCH-InformationListExt-ResourceStatusInd ::= SEQUENCE (SIZE (1..maxSCCPCHCellinExt)) OF ProtocolIE-Single-Container {{ S-CCPCH-InformationItemIE-ResourceStatusInd }}

S-CCPCH-LCR-InformationListExt-ResourceStatusInd ::= SEQUENCE (SIZE (1..maxSCCPCHCellinExtLCR)) OF ProtocolIE-Single-Container {{ S-CCPCH-InformationItemIE-ResourceStatusInd }}

E-DCH-Resources-Information-ResourceStatusInd ::= SEQUENCE {


resourceOperationalState


ResourceOperationalState,


availabilityStatus




AvailabilityStatus,


iE-Extensions





ProtocolExtensionContainer  {{ E-DCH-Resources-Information-ResourceStatusInd-ExtIEs }}

OPTIONAL,


...

}

E-DCH-Resources-Information-ResourceStatusInd-ExtIEs NBAP-PROTOCOL-EXTENSION ::= {


{ID id-UARFCNforNt

CRITICALITY ignore

EXTENSION UARFCN

PRESENCE optional},


--  Applicable to 1.28Mcps TDD when using multiple frequencies.

...

}

PLCCH-InformationList-ResourceStatusInd ::= SEQUENCE (SIZE (1..maxPLCCHCell)) OF ProtocolIE-Single-Container {{ PLCCH-InformationItemIE-ResourceStatusInd }}

PLCCH-InformationItemIE-ResourceStatusInd NBAP-PROTOCOL-IES ::= {


{ ID id-PLCCH-Information-ResourceStatusInd  CRITICALITY ignore
TYPE Common-PhysicalChannel-Status-Information

PRESENCE mandatory }

}

S-CCPCH-768-InformationList-ResourceStatusInd ::= SEQUENCE (SIZE (1..maxSCCPCHCell768)) OF ProtocolIE-Single-Container {{ S-CCPCH-768-InformationItemIE-ResourceStatusInd }}

S-CCPCH-768-InformationItemIE-ResourceStatusInd NBAP-PROTOCOL-IES ::= {


{ ID id-S-CCPCH-768-Information-ResourceStatusInd   CRITICALITY ignore
TYPE Common-PhysicalChannel-Status-Information768

PRESENCE mandatory }

}

PRACH-768-InformationList-ResourceStatusInd ::= SEQUENCE (SIZE (1..maxPRACHCell)) OF ProtocolIE-Single-Container {{ PRACH-768-InformationItemIE-ResourceStatusInd }}

PRACH-768-InformationItemIE-ResourceStatusInd NBAP-PROTOCOL-IES ::= {


{ ID id-PRACH-768-Information   CRITICALITY ignore
TYPE Common-PhysicalChannel-Status-Information768

PRESENCE mandatory }

}

E-RUCCH-InformationList-ResourceStatusInd ::= SEQUENCE (SIZE (1..maxE-RUCCHCell)) OF ProtocolIE-Single-Container {{ E-RUCCH-InformationItemIE-ResourceStatusInd }}

E-RUCCH-InformationItemIE-ResourceStatusInd NBAP-PROTOCOL-IES ::= {


{ ID id-E-RUCCH-Information

CRITICALITY ignore
TYPE Common-PhysicalChannel-Status-Information

PRESENCE mandatory }

}

E-RUCCH-768-InformationList-ResourceStatusInd ::= SEQUENCE (SIZE (1..maxE-RUCCHCell)) OF ProtocolIE-Single-Container {{ E-RUCCH-768-InformationItemIE-ResourceStatusInd }}

E-RUCCH-768-InformationItemIE-ResourceStatusInd NBAP-PROTOCOL-IES ::= {


{ ID id-E-RUCCH-768-Information

CRITICALITY ignore
TYPE Common-PhysicalChannel-Status-Information768

PRESENCE mandatory }

}

Cell-Frequency-List-Information-LCR-MulFreq-ResourceStatusInd ::= SEQUENCE (SIZE (1..maxFrequencyinCell)) OF ProtocolIE-Single-Container {{ Cell-Frequency-List-InformationIE-LCR-MulFreq-ResourceStatusInd }}

Cell-Frequency-List-InformationIE-LCR-MulFreq-ResourceStatusInd NBAP-PROTOCOL-IES ::= {


{ ID id-Cell-Frequency-List-InformationItem-LCR-MulFreq-ResourceStatusInd   CRITICALITY ignore
TYPE Cell-Frequency-List-InformationItem-LCR-MulFreq-ResourceStatusInd

PRESENCE mandatory }

}

Cell-Frequency-List-InformationItem-LCR-MulFreq-ResourceStatusInd ::= SEQUENCE {


uARFCN







UARFCN,


resourceOperationalState


ResourceOperationalState,


availabilityStatus




AvailabilityStatus,

cause







Cause



OPTIONAL,


iE-Extensions





ProtocolExtensionContainer {{ Cell-Frequency-List-InformationItem-LCR-MulFreq-ResourceStatusInd-ExtIEs }}

OPTIONAL,


...

}

Cell-Frequency-List-InformationItem-LCR-MulFreq-ResourceStatusInd-ExtIEs NBAP-PROTOCOL-EXTENSION ::= {


...

}
UPPCH-LCR-InformationList-ResourceStatusInd ::= SEQUENCE (SIZE (1..maxFrequencyinCell)) OF ProtocolIE-Single-Container {{ UPPCH-LCR-InformationIE-ResourceStatusInd }}

UPPCH-LCR-InformationIE-ResourceStatusInd NBAP-PROTOCOL-IES ::= {


{ ID id-UPPCH-LCR-InformationItem-ResourceStatusInd

CRITICALITY ignore
TYPE UPPCH-LCR-InformationItem-ResourceStatusInd

PRESENCE mandatory }

}

UPPCH-LCR-InformationItem-ResourceStatusInd ::= SEQUENCE {


uARFCN







UARFCN



OPTIONAL,


uPPCHPositionLCR




UPPCHPositionLCR, 


resourceOperationalState


ResourceOperationalState,


availabilityStatus




AvailabilityStatus,

iE-Extensions





ProtocolExtensionContainer  {{ UPPCH-LCR-InformationItem-ResourceStatusInd-ExtIEs }}

OPTIONAL,


...

}

UPPCH-LCR-InformationItem-ResourceStatusInd-ExtIEs NBAP-PROTOCOL-EXTENSION ::= {


...

}
MultipleFreq-HS-DSCH-Resources-InformationList-ResourceStatusInd ::= SEQUENCE (SIZE (1..maxFrequencyinCell-1)) OF ProtocolIE-Single-Container{{ MultipleFreq-HS-DSCH-Resources-InformationItem-ResourceStatusInd }} 

--Includes the 2nd through the max number of frequencies information repetitions.
MultipleFreq-HS-DSCH-Resources-InformationItem-ResourceStatusInd  NBAP-PROTOCOL-IES ::= {


{ ID id-HSDSCH-Resources-Information-ResourceStatusInd
CRITICALITY ignore
TYPE HS-DSCH-Resources-Information-ResourceStatusInd

PRESENCE mandatory }

}

Power-Local-Cell-Group-InformationList2-ResourceStatusInd ::= SEQUENCE(SIZE (1..maxLocalCellinNodeB)) OF ProtocolIE-Single-Container {{ Power-Local-Cell-Group-InformationItemIE2-ResourceStatusInd }}

Power-Local-Cell-Group-InformationItemIE2-ResourceStatusInd NBAP-PROTOCOL-IES ::= {


{ ID id-Power-Local-Cell-Group-InformationItem2-ResourceStatusInd
CRITICALITY ignore
TYPE Power-Local-Cell-Group-InformationItem2-ResourceStatusInd

PRESENCE mandatory
}

}

Power-Local-Cell-Group-InformationItem2-ResourceStatusInd::= SEQUENCE {


power-Local-Cell-Group-ID


Local-Cell-ID,


maximumDL-PowerCapability


MaximumDL-PowerCapability,


iE-Extensions





ProtocolExtensionContainer { { Power-Local-Cell-Group-InformationItem2-ResourceStatusInd-ExtIEs} }
OPTIONAL,


...

}

Power-Local-Cell-Group-InformationItem2-ResourceStatusInd-ExtIEs NBAP-PROTOCOL-EXTENSION ::= {


...

}

MultipleFreq-E-DCH-Resources-InformationList-ResourceStatusInd ::= SEQUENCE (SIZE (1..maxFrequencyinCell-1)) OF ProtocolIE-Single-Container{{ MultipleFreq-E-DCH-Resources-InformationItem-ResourceStatusInd }} 


--Includes the 2nd through the max number of frequencies information repetitions.
MultipleFreq-E-DCH-Resources-InformationItem-ResourceStatusInd  NBAP-PROTOCOL-IES ::= {


{ ID id-E-DCH-Resources-Information-ResourceStatusInd
CRITICALITY ignore
TYPE E-DCH-Resources-Information-ResourceStatusInd

PRESENCE mandatory }

}

// partially omitted
-- **************************************************************

--

-- RADIO LINK SETUP REQUEST TDD

--

-- **************************************************************

RadioLinkSetupRequestTDD ::= SEQUENCE {


protocolIEs



ProtocolIE-Container

{{RadioLinkSetupRequestTDD-IEs}},


protocolExtensions

ProtocolExtensionContainer
{{RadioLinkSetupRequestTDD-Extensions}}

OPTIONAL,


...

}

RadioLinkSetupRequestTDD-IEs NBAP-PROTOCOL-IES ::= {


{ ID
id-CRNC-CommunicationContextID




CRITICALITY reject
TYPE CRNC-CommunicationContextID




PRESENCE mandatory }|


{ ID
id-UL-CCTrCH-InformationList-RL-SetupRqstTDD
CRITICALITY notify
TYPE UL-CCTrCH-InformationList-RL-SetupRqstTDD
PRESENCE optional }|


{ ID
id-DL-CCTrCH-InformationList-RL-SetupRqstTDD
CRITICALITY notify
TYPE DL-CCTrCH-InformationList-RL-SetupRqstTDD
PRESENCE optional }|


{ ID
id-DCH-TDD-Information






CRITICALITY reject
TYPE DCH-TDD-Information




PRESENCE optional }|


{ ID
id-DSCH-TDD-Information






CRITICALITY reject
TYPE DSCH-TDD-Information




PRESENCE optional }|


{ ID
id-USCH-Information







CRITICALITY reject
TYPE USCH-Information




PRESENCE optional }|


{ ID
id-RL-Information-RL-SetupRqstTDD



CRITICALITY reject
TYPE RL-Information-RL-SetupRqstTDD




PRESENCE mandatory },


...

}

RadioLinkSetupRequestTDD-Extensions NBAP-PROTOCOL-EXTENSION ::= {


{ ID id-HSDSCH-TDD-Information


CRITICALITY reject

EXTENSION HSDSCH-TDD-Information
PRESENCE optional
}|


{ ID id-HSDSCH-RNTI





CRITICALITY reject

EXTENSION HSDSCH-RNTI


PRESENCE conditional
}|


-- The IE shall be present if HS-DSCH Information IE is present


{ ID id-HSPDSCH-RL-ID




CRITICALITY reject

EXTENSION RL-ID




PRESENCE conditional
}|


-- The IE shall be present if HS-DSCH Information IE is present


{ ID id-PDSCH-RL-ID





CRITICALITY ignore

EXTENSION RL-ID




PRESENCE optional }|


{ ID id-E-DCH-Information



CRITICALITY reject

EXTENSION E-DCH-Information

PRESENCE optional
}|


{ ID id-E-DCH-Serving-RL-ID



CRITICALITY reject

EXTENSION RL-ID




PRESENCE optional
}|

{ ID id-E-DCH-768-Information


CRITICALITY reject

EXTENSION E-DCH-768-Information
PRESENCE optional
}|

{ ID id-E-DCH-LCR-Information


CRITICALITY reject

EXTENSION E-DCH-LCR-Information





PRESENCE optional
}|

{ ID id-PowerControlGAP




CRITICALITY ignore

EXTENSION ControlGAP








PRESENCE optional }|


 -- Applicable to 1.28Mcps TDD only

{ ID id-ContinuousPacketConnectivity-DRX-InformationLCR



CRITICALITY reject

EXTENSION ContinuousPacketConnectivity-DRX-InformationLCR


PRESENCE optional }|


{ ID id-HS-DSCH-Semi-PersistentScheduling-Information-LCR


CRITICALITY reject

EXTENSION
HS-DSCH-Semi-PersistentScheduling-Information-LCR

PRESENCE optional }|


{ ID id-E-DCH-Semi-PersistentScheduling-Information-LCR



CRITICALITY reject

EXTENSION
E-DCH-Semi-PersistentScheduling-Information-LCR

PRESENCE optional }|


{ ID id-IdleIntervalInformation


CRITICALITY ignore

EXTENSION

IdleIntervalInformation








PRESENCE optional }|

{ ID id-UE-Selected-MBMS-Service-Information


CRITICALITY ignore

EXTENSION UE-Selected-MBMS-Service-Information





PRESENCE optional
}|


{ ID id-Special-Default-Midamble-Allocation-Indicator



CRITICALITY reject
EXTENSION Special-Default-Midamble-Allocation-Indicator

PRESENCE optional },


...

}

UL-CCTrCH-InformationList-RL-SetupRqstTDD ::= SEQUENCE (SIZE(1..maxNrOfCCTrCHs)) OF


ProtocolIE-Single-Container{{ UL-CCTrCH-InformationItemIE-RL-SetupRqstTDD }}

UL-CCTrCH-InformationItemIE-RL-SetupRqstTDD NBAP-PROTOCOL-IES ::= {


{ ID id-UL-CCTrCH-InformationItem-RL-SetupRqstTDD

CRITICALITY notify

TYPE UL-CCTrCH-InformationItem-RL-SetupRqstTDD

PRESENCE mandatory }

}

UL-CCTrCH-InformationItem-RL-SetupRqstTDD ::= SEQUENCE {


cCTrCH-ID







CCTrCH-ID,


tFCS








TFCS,


tFCI-Coding







TFCI-Coding,


punctureLimit






PunctureLimit,


uL-DPCH-Information





UL-DPCH-Information-RL-SetupRqstTDD

OPTIONAL, 
-- Applicable to 3.84Mcps TDD only


iE-Extensions






ProtocolExtensionContainer { { UL-CCTrCH-InformationItem-RL-SetupRqstTDD-ExtIEs} }

OPTIONAL,


...

}

UL-CCTrCH-InformationItem-RL-SetupRqstTDD-ExtIEs NBAP-PROTOCOL-EXTENSION ::= {


{ ID id-UL-DPCH-LCR-Information-RL-SetupRqstTDD

CRITICALITY notify
EXTENSION UL-DPCH-LCR-Information-RL-SetupRqstTDD
PRESENCE optional
}|
-- Applicable to 1.28Mcps TDD only


{ ID id-UL-SIRTarget







CRITICALITY reject
EXTENSION UL-SIR





PRESENCE optional
}|


-- Mandatory for 1.28Mcps TDD, Not Applicable to 3.84Mcps TDD or 7.68Mcps TDD.


{ ID id-TDD-TPC-UplinkStepSize-LCR-RL-SetupRqstTDD
CRITICALITY reject
EXTENSION TDD-TPC-UplinkStepSize-LCR




PRESENCE optional
}|

-- Mandatory for 1.28Mcps TDD, Not Applicable to 3.84Mcps TDD or 7.68Mcps TDD.


{ ID id-UL-DPCH-768-Information-RL-SetupRqstTDD

CRITICALITY notify
EXTENSION UL-DPCH-768-Information-RL-SetupRqstTDD
PRESENCE optional
},
-- Applicable to 7.68Mcps TDD only


...

}

UL-DPCH-Information-RL-SetupRqstTDD ::= ProtocolIE-Single-Container{{ UL-DPCH-InformationIE-RL-SetupRqstTDD }}

UL-DPCH-InformationIE-RL-SetupRqstTDD NBAP-PROTOCOL-IES ::= {


{ ID id-UL-DPCH-InformationList-RL-SetupRqstTDD

CRITICALITY notify
TYPE UL-DPCH-InformationItem-RL-SetupRqstTDD

PRESENCE mandatory
}

}

UL-DPCH-InformationItem-RL-SetupRqstTDD ::= SEQUENCE {


repetitionPeriod





RepetitionPeriod,


repetitionLength





RepetitionLength,


tdd-DPCHOffset






TDD-DPCHOffset,


uL-Timeslot-Information




UL-Timeslot-Information,


iE-Extensions






ProtocolExtensionContainer { { UL-DPCH-InformationItem-RL-SetupRqstTDD-ExtIEs} }

OPTIONAL,


...

}

UL-DPCH-InformationItem-RL-SetupRqstTDD-ExtIEs NBAP-PROTOCOL-EXTENSION ::= {


...

}

UL-DPCH-LCR-Information-RL-SetupRqstTDD ::= SEQUENCE {


repetitionPeriod





RepetitionPeriod,


repetitionLength





RepetitionLength,


tdd-DPCHOffset






TDD-DPCHOffset,


uL-TimeslotLCR-Information



UL-TimeslotLCR-Information,


iE-Extensions






ProtocolExtensionContainer { { UL-DPCH-LCR-InformationItem-RL-SetupRqstTDD-ExtIEs} }

OPTIONAL,


...

}

UL-DPCH-LCR-InformationItem-RL-SetupRqstTDD-ExtIEs NBAP-PROTOCOL-EXTENSION ::= {


...

}

UL-DPCH-768-Information-RL-SetupRqstTDD ::= SEQUENCE {


repetitionPeriod





RepetitionPeriod,


repetitionLength





RepetitionLength,


tdd-DPCHOffset






TDD-DPCHOffset,


uL-Timeslot768-Information



UL-Timeslot768-Information,


iE-Extensions






ProtocolExtensionContainer { { UL-DPCH-768-InformationItem-RL-SetupRqstTDD-ExtIEs} }

OPTIONAL,


...

}

UL-DPCH-768-InformationItem-RL-SetupRqstTDD-ExtIEs NBAP-PROTOCOL-EXTENSION ::= {


...

}

DL-CCTrCH-InformationList-RL-SetupRqstTDD ::= SEQUENCE (SIZE (1..maxNrOfCCTrCHs)) OF ProtocolIE-Single-Container{{ DL-CCTrCH-InformationItemIE-RL-SetupRqstTDD }}

DL-CCTrCH-InformationItemIE-RL-SetupRqstTDD NBAP-PROTOCOL-IES ::= {


{ ID id-DL-CCTrCH-InformationItem-RL-SetupRqstTDD
CRITICALITY notify
TYPE DL-CCTrCH-InformationItem-RL-SetupRqstTDD

PRESENCE mandatory}

}

DL-CCTrCH-InformationItem-RL-SetupRqstTDD ::= SEQUENCE {


cCTrCH-ID







CCTrCH-ID,


tFCS








TFCS,


tFCI-Coding







TFCI-Coding,


punctureLimit






PunctureLimit,


tdd-TPC-DownlinkStepSize



TDD-TPC-DownlinkStepSize,


cCTrCH-TPCList






CCTrCH-TPCList-RL-SetupRqstTDD


OPTIONAL,


dL-DPCH-Information





DL-DPCH-Information-RL-SetupRqstTDD

OPTIONAL, 
-- Applicable to 3.84Mcps TDD only


iE-Extensions






ProtocolExtensionContainer { { DL-CCTrCH-InformationItem-RL-SetupRqstTDD-ExtIEs} }

OPTIONAL,


...

}

DL-CCTrCH-InformationItem-RL-SetupRqstTDD-ExtIEs NBAP-PROTOCOL-EXTENSION ::= {


{ ID id-DL-DPCH-LCR-Information-RL-SetupRqstTDD

CRITICALITY notify

EXTENSION DL-DPCH-LCR-Information-RL-SetupRqstTDD

PRESENCE optional
}|
-- Applicable to 1.28Mcps TDD only


{ ID id-CCTrCH-Initial-DL-Power-RL-SetupRqstTDD

CRITICALITY ignore

EXTENSION DL-Power

PRESENCE optional
}|


{ ID id-CCTrCH-Maximum-DL-Power-RL-SetupRqstTDD

CRITICALITY ignore

EXTENSION DL-Power

PRESENCE optional
}|


{ ID id-CCTrCH-Minimum-DL-Power-RL-SetupRqstTDD

CRITICALITY ignore

EXTENSION DL-Power

PRESENCE optional
}|


{ ID id-DL-DPCH-768-Information-RL-SetupRqstTDD

CRITICALITY notify

EXTENSION DL-DPCH-768-Information-RL-SetupRqstTDD

PRESENCE optional
},
-- Applicable to 7.68Mcps TDD only


...

}

CCTrCH-TPCList-RL-SetupRqstTDD ::= SEQUENCE (SIZE (1..maxNrOfCCTrCHs)) OF CCTrCH-TPCItem-RL-SetupRqstTDD

CCTrCH-TPCItem-RL-SetupRqstTDD
 ::= SEQUENCE {


cCTrCH-ID







CCTrCH-ID,


iE-Extensions






ProtocolExtensionContainer { { CCTrCH-TPCItem-RL-SetupRqstTDD-ExtIEs} }

OPTIONAL,


...

}

CCTrCH-TPCItem-RL-SetupRqstTDD-ExtIEs NBAP-PROTOCOL-EXTENSION ::= {


...

}

DL-DPCH-Information-RL-SetupRqstTDD ::= ProtocolIE-Single-Container{{ DL-DPCH-InformationIE-RL-SetupRqstTDD }}

DL-DPCH-InformationIE-RL-SetupRqstTDD NBAP-PROTOCOL-IES ::= {


{ ID id-DL-DPCH-InformationList-RL-SetupRqstTDD

CRITICALITY notify
TYPE DL-DPCH-InformationItem-RL-SetupRqstTDD

PRESENCE mandatory
}

}

DL-DPCH-InformationItem-RL-SetupRqstTDD
 ::= SEQUENCE {


repetitionPeriod





RepetitionPeriod,


repetitionLength





RepetitionLength,


tdd-DPCHOffset






TDD-DPCHOffset,


dL-Timeslot-Information




DL-Timeslot-Information,


iE-Extensions






ProtocolExtensionContainer { { DL-DPCH-InformationItem-RL-SetupRqstTDD-ExtIEs} }

OPTIONAL,


...

}

DL-DPCH-InformationItem-RL-SetupRqstTDD-ExtIEs NBAP-PROTOCOL-EXTENSION ::= {


...

}

DL-DPCH-LCR-Information-RL-SetupRqstTDD ::= SEQUENCE {


repetitionPeriod





RepetitionPeriod,


repetitionLength





RepetitionLength,


tdd-DPCHOffset






TDD-DPCHOffset,


dL-TimeslotLCR-Information



DL-TimeslotLCR-Information,


tstdIndicator






TSTD-Indicator,


iE-Extensions






ProtocolExtensionContainer { { DL-DPCH-LCR-InformationItem-RL-SetupRqstTDD-ExtIEs} }

OPTIONAL,


...

}

DL-DPCH-LCR-InformationItem-RL-SetupRqstTDD-ExtIEs NBAP-PROTOCOL-EXTENSION ::= {


...

}

DL-DPCH-768-Information-RL-SetupRqstTDD ::= SEQUENCE {


repetitionPeriod





RepetitionPeriod,


repetitionLength





RepetitionLength,


tdd-DPCHOffset






TDD-DPCHOffset,


dL-Timeslot768-Information



DL-Timeslot768-Information,


iE-Extensions






ProtocolExtensionContainer { { DL-DPCH-768-InformationItem-RL-SetupRqstTDD-ExtIEs} }

OPTIONAL,


...

}

DL-DPCH-768-InformationItem-RL-SetupRqstTDD-ExtIEs NBAP-PROTOCOL-EXTENSION ::= {


...

}

RL-Information-RL-SetupRqstTDD ::= SEQUENCE {


rL-ID








RL-ID,


c-ID








C-ID,


frameOffset







FrameOffset,


specialBurstScheduling




SpecialBurstScheduling,


initialDL-transmissionPower



DL-Power,


maximumDL-power






DL-Power,


minimumDL-power






DL-Power,


dL-TimeSlotISCPInfo





DL-TimeslotISCPInfo
OPTIONAL, 
-- Applicable to 3.84Mcps TDD and 7.68Mcps TDD only


iE-Extensions






ProtocolExtensionContainer { { RL-Information-RL-SetupRqstTDD-ExtIEs} }

OPTIONAL,


...

}

RL-Information-RL-SetupRqstTDD-ExtIEs NBAP-PROTOCOL-EXTENSION ::= {


{ ID id-TimeslotISCP-LCR-InfoList-RL-SetupRqstTDD
CRITICALITY reject

EXTENSION DL-TimeslotISCPInfoLCR



PRESENCE optional }|


-- Applicable to 1.28Mcps TDD only


{ ID id-RL-Specific-DCH-Info





CRITICALITY ignore

EXTENSION RL-Specific-DCH-Info



PRESENCE optional }|


{ ID id-DelayedActivation






CRITICALITY reject

EXTENSION DelayedActivation 



PRESENCE optional }|

{ ID id-UL-Synchronisation-Parameters-LCR


CRITICALITY reject

EXTENSION UL-Synchronisation-Parameters-LCR
PRESENCE optional }|

-- Mandatory for 1.28Mcps TDD, Not Applicable to 3.84Mcps TDD or 7.68Mcps TDD


{ ID id-UARFCNforNt








CRITICALITY reject

EXTENSION UARFCN



PRESENCE optional },


-- Mandatory for 1.28Mcps TDD when using multiple frequencies

...

}

// partially omitted
-- **************************************************************

--

-- RADIO LINK SETUP RESPONSE TDD

--

-- **************************************************************

RadioLinkSetupResponseTDD ::= SEQUENCE {


protocolIEs



ProtocolIE-Container

{{RadioLinkSetupResponseTDD-IEs}},


protocolExtensions

ProtocolExtensionContainer
{{RadioLinkSetupResponseTDD-Extensions}}

OPTIONAL,


...

}

RadioLinkSetupResponseTDD-IEs NBAP-PROTOCOL-IES ::= {


{ ID id-CRNC-CommunicationContextID



CRITICALITY ignore
TYPE CRNC-CommunicationContextID



PRESENCE mandatory }|


{ ID id-NodeB-CommunicationContextID


CRITICALITY ignore
TYPE NodeB-CommunicationContextID



PRESENCE mandatory }|


{ ID id-CommunicationControlPortID



CRITICALITY ignore
TYPE CommunicationControlPortID



PRESENCE mandatory }|


{ ID id-RL-InformationResponse-RL-SetupRspTDD
CRITICALITY ignore
TYPE RL-InformationResponse-RL-SetupRspTDD



PRESENCE optional }|


-- Mandatory for 3.84Mcps TDD and 7.68Mcps TDD, Not Applicable to 1.28Mcps TDD


{ ID id-CriticalityDiagnostics




CRITICALITY ignore
TYPE CriticalityDiagnostics



PRESENCE optional },


...

}

RadioLinkSetupResponseTDD-Extensions NBAP-PROTOCOL-EXTENSION ::= {


{ ID id-RL-InformationResponse-LCR-RL-SetupRspTDD
CRITICALITY ignore
EXTENSION RL-InformationResponse-LCR-RL-SetupRspTDD

PRESENCE 
optional
}|
-- Mandatory for 1.28Mcps TDD, Not Applicable to 3.84Mcps TDD or 7.68Mcps TDD


{ ID id-HSDSCH-TDD-Information-Response


CRITICALITY ignore

EXTENSION HSDSCH-TDD-Information-Response

PRESENCE optional
}|


{ ID id-E-DCH-Information-Response



CRITICALITY ignore

EXTENSION E-DCH-Information-Response


PRESENCE optional
}|


{ ID id-ContinuousPacketConnectivity-DRX-Information-ResponseLCR



CRITICALITY ignore

EXTENSION ContinuousPacketConnectivity-DRX-Information-ResponseLCR


PRESENCE optional
}|


{ ID id-HS-DSCH-Semi-PersistentScheduling-Information-ResponseLCR

CRITICALITY ignore

EXTENSION HS-DSCH-Semi-PersistentScheduling-Information-ResponseLCR


PRESENCE optional
}|


{ ID id-E-DCH-Semi-PersistentScheduling-Information-ResponseLCR


CRITICALITY ignore

EXTENSION E-DCH-Semi-PersistentScheduling-Information-ResponseLCR


PRESENCE optional}|


{ ID id-Special-Default-Midamble-Allocation-Usage-Indicator


CRITICALITY ignore
EXTENSION Special-Default-Midamble-Allocation-Usage-Indicator


PRESENCE optional},


...

}

RL-InformationResponse-RL-SetupRspTDD ::= SEQUENCE {


rL-ID










RL-ID,


uL-TimeSlot-ISCP-Info






UL-TimeSlot-ISCP-Info,


ul-PhysCH-SF-Variation






UL-PhysCH-SF-Variation,


dCH-InformationResponseList





DCH-InformationResponseList-RL-SetupRspTDD


OPTIONAL,


dSCH-InformationResponseList




DSCH-InformationResponseList-RL-SetupRspTDD


OPTIONAL,


uSCH-InformationResponseList




USCH-InformationResponseList-RL-SetupRspTDD


OPTIONAL,


iE-Extensions








ProtocolExtensionContainer { { RL-InformationResponseList-RL-SetupRspTDD-ExtIEs} }

OPTIONAL,


...

}

RL-InformationResponseList-RL-SetupRspTDD-ExtIEs NBAP-PROTOCOL-EXTENSION ::= {


...

}

DCH-InformationResponseList-RL-SetupRspTDD ::= ProtocolIE-Single-Container{{ DCH-InformationResponseListIEs-RL-SetupRspTDD }}

DCH-InformationResponseListIEs-RL-SetupRspTDD NBAP-PROTOCOL-IES ::= {


{ ID id-DCH-InformationResponse
CRITICALITY 
ignore

TYPE 
DCH-InformationResponse  PRESENCE
mandatory}

 }

DSCH-InformationResponseList-RL-SetupRspTDD ::= ProtocolIE-Single-Container {{ DSCH-InformationResponseListIEs-RL-SetupRspTDD }}

DSCH-InformationResponseListIEs-RL-SetupRspTDD NBAP-PROTOCOL-IES ::= {


{ ID id-DSCH-InformationResponse   CRITICALITY ignore
TYPE DSCH-InformationResponse

PRESENCE mandatory }

}

USCH-InformationResponseList-RL-SetupRspTDD ::= ProtocolIE-Single-Container {{ USCH-InformationResponseListIEs-RL-SetupRspTDD }}

USCH-InformationResponseListIEs-RL-SetupRspTDD NBAP-PROTOCOL-IES ::= {


{ ID id-USCH-InformationResponse   CRITICALITY ignore
TYPE USCH-InformationResponse

PRESENCE mandatory }

}

RL-InformationResponse-LCR-RL-SetupRspTDD ::= SEQUENCE {


rL-ID










RL-ID,


uL-TimeSlot-ISCP-LCR-Info





UL-TimeSlot-ISCP-LCR-Info,


ul-PhysCH-SF-Variation






UL-PhysCH-SF-Variation,


dCH-InformationResponseList





DCH-InformationResponseList-RL-SetupRspTDD


OPTIONAL,


dSCH-InformationResponseList




DSCH-InformationResponseList-RL-SetupRspTDD


OPTIONAL,


uSCH-InformationResponseList




USCH-InformationResponseList-RL-SetupRspTDD


OPTIONAL,


iE-Extensions








ProtocolExtensionContainer { { RL-InformationResponseList-LCR-RL-SetupRspTDD-ExtIEs} }

OPTIONAL,


...

}

RL-InformationResponseList-LCR-RL-SetupRspTDD-ExtIEs NBAP-PROTOCOL-EXTENSION ::= {


...

}

// partially omitted
-- **************************************************************

--

-- RADIO LINK ADDITION REQUEST TDD

--

-- **************************************************************

RadioLinkAdditionRequestTDD ::= SEQUENCE {


protocolIEs



ProtocolIE-Container

{{RadioLinkAdditionRequestTDD-IEs}},


protocolExtensions

ProtocolExtensionContainer
{{RadioLinkAdditionRequestTDD-Extensions}}

OPTIONAL,


...

}

RadioLinkAdditionRequestTDD-IEs NBAP-PROTOCOL-IES ::= {


{ ID id-NodeB-CommunicationContextID




CRITICALITY reject
TYPE NodeB-CommunicationContextID





PRESENCE mandatory }|


{ ID id-UL-CCTrCH-InformationList-RL-AdditionRqstTDD
CRITICALITY reject
TYPE UL-CCTrCH-InformationList-RL-AdditionRqstTDD
PRESENCE optional }|


{ ID id-DL-CCTrCH-InformationList-RL-AdditionRqstTDD
CRITICALITY reject
TYPE DL-CCTrCH-InformationList-RL-AdditionRqstTDD
PRESENCE optional }|


{ ID id-RL-Information-RL-AdditionRqstTDD



CRITICALITY reject
TYPE RL-Information-RL-AdditionRqstTDD




PRESENCE mandatory },


...

}

RadioLinkAdditionRequestTDD-Extensions NBAP-PROTOCOL-EXTENSION ::= {


{ ID id-HSDSCH-TDD-Information


CRITICALITY reject

EXTENSION HSDSCH-TDD-Information
PRESENCE optional
}|


{ ID id-HSDSCH-RNTI





CRITICALITY reject

EXTENSION HSDSCH-RNTI


PRESENCE conditional
}|


-- The IE shall be present if HS-PDSCH RL ID IE is present.


{ ID id-HSPDSCH-RL-ID




CRITICALITY reject

EXTENSION RL-ID




PRESENCE optional
}|


{ ID id-E-DCH-Information



CRITICALITY reject

EXTENSION E-DCH-Information

PRESENCE optional
}|


{ ID id-E-DCH-Serving-RL-ID



CRITICALITY reject

EXTENSION RL-ID




PRESENCE optional
}|


{ ID id-E-DCH-768-Information


CRITICALITY reject

EXTENSION E-DCH-768-Information
PRESENCE optional
}|

{ ID id-E-DCH-LCR-Information


CRITICALITY reject

EXTENSION E-DCH-LCR-Information





PRESENCE optional
}|

{ ID id-PowerControlGAP




CRITICALITY ignore

EXTENSION ControlGAP








PRESENCE optional }|


 -- Applicable to 1.28Mcps TDD only

{ ID id-ContinuousPacketConnectivity-DRX-InformationLCR



CRITICALITY reject

EXTENSION ContinuousPacketConnectivity-DRX-InformationLCR


PRESENCE optional }|


{ ID id-HS-DSCH-Semi-PersistentScheduling-Information-LCR


CRITICALITY reject

EXTENSION
HS-DSCH-Semi-PersistentScheduling-Information-LCR

PRESENCE optional }|


{ ID id-E-DCH-Semi-PersistentScheduling-Information-LCR



CRITICALITY reject

EXTENSION
E-DCH-Semi-PersistentScheduling-Information-LCR

PRESENCE optional }|


{ ID id-IdleIntervalInformation


CRITICALITY ignore

EXTENSION

IdleIntervalInformation


PRESENCE optional }|


{ ID id-UE-Selected-MBMS-Service-Information


CRITICALITY ignore

EXTENSION UE-Selected-MBMS-Service-Information





PRESENCE optional
}|


{ ID id-Special-Default-Midamble-Allocation-Indicator



CRITICALITY reject
EXTENSION Special-Default-Midamble-Allocation-Indicator

PRESENCE optional },


...

}

UL-CCTrCH-InformationList-RL-AdditionRqstTDD ::= SEQUENCE (SIZE (1..maxNrOfCCTrCHs)) OF UL-CCTrCH-InformationItem-RL-AdditionRqstTDD

UL-CCTrCH-InformationItem-RL-AdditionRqstTDD ::= SEQUENCE {


cCTrCH-ID








CCTrCH-ID,


uL-DPCH-Information






UL-DPCH-InformationList-RL-AdditionRqstTDD

OPTIONAL, -- Applicable to 3.84cps TDD only


iE-Extensions







ProtocolExtensionContainer { { UL-CCTrCH-InformationItem-RL-AdditionRqstTDD-ExtIEs} }

OPTIONAL,


...

}

UL-CCTrCH-InformationItem-RL-AdditionRqstTDD-ExtIEs NBAP-PROTOCOL-EXTENSION ::= {


{ ID id-UL-DPCH-InformationItem-LCR-RL-AdditionRqstTDD
CRITICALITY notify
EXTENSION UL-DPCH-InformationItem-LCR-RL-AdditionRqstTDD


PRESENCE
optional }|
-- Applicable to 1.28cps TDD only


{ ID id-TDD-TPC-UplinkStepSize-LCR-RL-AdditionRqstTDD
CRITICALITY reject
EXTENSION TDD-TPC-UplinkStepSize-LCR
PRESENCE optional
}|-- Applicable to 1.28cps TDD only


{ ID id-UL-DPCH-InformationItem-768-RL-AdditionRqstTDD
CRITICALITY notify
EXTENSION UL-DPCH-InformationItem-768-RL-AdditionRqstTDD


PRESENCE
optional },
-- Applicable to 7.68Mcps TDD only


...

}

UL-DPCH-InformationList-RL-AdditionRqstTDD ::= ProtocolIE-Single-Container {{ UL-DPCH-InformationItemIE-RL-AdditionRqstTDD }}

UL-DPCH-InformationItemIE-RL-AdditionRqstTDD NBAP-PROTOCOL-IES ::= {


{ ID id-UL-DPCH-InformationItem-RL-AdditionRqstTDD
CRITICALITY notify
TYPE UL-DPCH-InformationItem-RL-AdditionRqstTDD
PRESENCE optional }


-- For 3.84Mcps TDD only

}

UL-DPCH-InformationItem-RL-AdditionRqstTDD ::= SEQUENCE {



repetitionPeriod





RepetitionPeriod,


repetitionLength





RepetitionLength,


tdd-DPCHOffset






TDD-DPCHOffset,


uL-Timeslot-Information




UL-Timeslot-Information,


iE-Extensions






ProtocolExtensionContainer { { UL-DPCH-InformationItem-RL-AdditionRqstTDD-ExtIEs} }

OPTIONAL,


...

}

UL-DPCH-InformationItem-RL-AdditionRqstTDD-ExtIEs  NBAP-PROTOCOL-EXTENSION ::= {


...

}

UL-DPCH-InformationItem-LCR-RL-AdditionRqstTDD ::= SEQUENCE {


repetitionPeriod





RepetitionPeriod,


repetitionLength





RepetitionLength,


tdd-DPCHOffset






TDD-DPCHOffset,


uL-TimeslotLCR-Information



UL-TimeslotLCR-Information,


iE-Extensions






ProtocolExtensionContainer { { UL-DPCH-InformationItem-LCR-RL-AdditionRqstTDD-ExtIEs} }

OPTIONAL,


...

}

UL-DPCH-InformationItem-LCR-RL-AdditionRqstTDD-ExtIEs NBAP-PROTOCOL-EXTENSION ::= {


...

}

UL-DPCH-InformationItem-768-RL-AdditionRqstTDD ::= SEQUENCE {


repetitionPeriod





RepetitionPeriod,


repetitionLength





RepetitionLength,


tdd-DPCHOffset






TDD-DPCHOffset,


uL-Timeslot768-Information



UL-Timeslot768-Information,


iE-Extensions






ProtocolExtensionContainer { { UL-DPCH-InformationItem-768-RL-AdditionRqstTDD-ExtIEs} }

OPTIONAL,


...

}

UL-DPCH-InformationItem-768-RL-AdditionRqstTDD-ExtIEs NBAP-PROTOCOL-EXTENSION ::= {


...

}

DL-CCTrCH-InformationList-RL-AdditionRqstTDD ::= SEQUENCE (SIZE (1..maxNrOfCCTrCHs)) OF DL-CCTrCH-InformationItem-RL-AdditionRqstTDD

DL-CCTrCH-InformationItem-RL-AdditionRqstTDD ::= SEQUENCE {


cCTrCH-ID





CCTrCH-ID,


dL-DPCH-Information



DL-DPCH-InformationList-RL-AdditionRqstTDD

OPTIONAL, 
-- Applicable to 3.84Mcps TDD only


iE-Extensions




ProtocolExtensionContainer { { DL-CCTrCH-InformationItem-RL-AdditionRqstTDD-ExtIEs} }

OPTIONAL,


...

}

DL-CCTrCH-InformationItem-RL-AdditionRqstTDD-ExtIEs  NBAP-PROTOCOL-EXTENSION ::= {


{ ID
id-DL-DPCH-InformationItem-LCR-RL-AdditionRqstTDD
CRITICALITY notify

EXTENSION DL-DPCH-InformationItem-LCR-RL-AdditionRqstTDD


PRESENCE
optional }|
-- Applicable to 1.28Mcps TDD only


{ ID id-CCTrCH-Initial-DL-Power-RL-AdditionRqstTDD


CRITICALITY ignore

EXTENSION DL-Power



PRESENCE optional
}|


{ ID id-TDD-TPC-DownlinkStepSize-RL-AdditionRqstTDD


CRITICALITY reject

EXTENSION TDD-TPC-DownlinkStepSize
PRESENCE optional
}|

{ ID id-CCTrCH-Maximum-DL-Power-RL-AdditionRqstTDD


CRITICALITY ignore

EXTENSION DL-Power



PRESENCE optional
}|


{ ID id-CCTrCH-Minimum-DL-Power-RL-AdditionRqstTDD


CRITICALITY ignore

EXTENSION DL-Power



PRESENCE optional
}|


{ ID
id-DL-DPCH-InformationItem-768-RL-AdditionRqstTDD
CRITICALITY notify

EXTENSION DL-DPCH-InformationItem-768-RL-AdditionRqstTDD


PRESENCE
optional },
-- Applicable to 7.68Mcps TDD only


...

}

DL-DPCH-InformationList-RL-AdditionRqstTDD ::= ProtocolIE-Single-Container {{ DL-DPCH-InformationItemIE-RL-AdditionRqstTDD }}

DL-DPCH-InformationItemIE-RL-AdditionRqstTDD NBAP-PROTOCOL-IES ::= {


{ ID id-DL-DPCH-InformationItem-RL-AdditionRqstTDD
CRITICALITY notify
TYPE DL-DPCH-InformationItem-RL-AdditionRqstTDD

PRESENCE mandatory }

}

DL-DPCH-InformationItem-RL-AdditionRqstTDD ::= SEQUENCE {


repetitionPeriod





RepetitionPeriod,


repetitionLength





RepetitionLength,


tdd-DPCHOffset






TDD-DPCHOffset,


dL-Timeslot-Information




DL-Timeslot-Information,


iE-Extensions






ProtocolExtensionContainer { { DL-DPCH-InformationItem-RL-AdditionRqstTDD-ExtIEs} }


OPTIONAL,


...

}

DL-DPCH-InformationItem-RL-AdditionRqstTDD-ExtIEs  NBAP-PROTOCOL-EXTENSION ::= {


...

}

DL-DPCH-InformationItem-LCR-RL-AdditionRqstTDD ::= SEQUENCE {


repetitionPeriod





RepetitionPeriod,


repetitionLength





RepetitionLength,


tdd-DPCHOffset






TDD-DPCHOffset,


dL-TimeslotLCR-Information



DL-TimeslotLCR-Information,


iE-Extensions






ProtocolExtensionContainer { { DL-DPCH-InformationItem-LCR-RL-AdditionRqstTDD-ExtIEs} }

OPTIONAL,


...

}

DL-DPCH-InformationItem-LCR-RL-AdditionRqstTDD-ExtIEs NBAP-PROTOCOL-EXTENSION ::= {


...

}

DL-DPCH-InformationItem-768-RL-AdditionRqstTDD ::= SEQUENCE {


repetitionPeriod





RepetitionPeriod,


repetitionLength





RepetitionLength,


tdd-DPCHOffset






TDD-DPCHOffset,


dL-Timeslot768-Information



DL-Timeslot768-Information,


iE-Extensions






ProtocolExtensionContainer { { DL-DPCH-InformationItem-768-RL-AdditionRqstTDD-ExtIEs} }

OPTIONAL,


...

}

DL-DPCH-InformationItem-768-RL-AdditionRqstTDD-ExtIEs NBAP-PROTOCOL-EXTENSION ::= {


...

}

RL-Information-RL-AdditionRqstTDD ::= SEQUENCE {

 
rL-ID









RL-ID,

 
c-ID









C-ID,

 
frameOffset








FrameOffset,

 
diversityControlField





DiversityControlField,


initial-DL-Transmission-Power



DL-Power


OPTIONAL,

 
maximumDL-Power







DL-Power


OPTIONAL,

 
minimumDL-Power







DL-Power


OPTIONAL,


dL-TimeSlotISCPInfo






DL-TimeslotISCPInfo
OPTIONAL, 
-- Applicable to 3.84Mcps TDD and 7.68Mcps TDD only


iE-Extensions







ProtocolExtensionContainer { { RL-information-RL-AdditionRqstTDD-ExtIEs} }


OPTIONAL,


...

 }

RL-information-RL-AdditionRqstTDD-ExtIEs  NBAP-PROTOCOL-EXTENSION ::= {


{ ID id-TimeslotISCP-InformationList-LCR-RL-AdditionRqstTDD
CRITICALITY reject
EXTENSION DL-TimeslotISCPInfoLCR


PRESENCE optional }|


-- Applicable to 1.28Mcps TDD only


{ ID id-RL-Specific-DCH-Info







CRITICALITY ignore
EXTENSION RL-Specific-DCH-Info

PRESENCE 
optional
}|


{ ID id-DelayedActivation 








CRITICALITY reject
EXTENSION DelayedActivation PRESENCE optional }|

{ ID id-UL-Synchronisation-Parameters-LCR




CRITICALITY reject
EXTENSION UL-Synchronisation-Parameters-LCR

PRESENCE 
optional }|
-- Mandatory for 1.28Mcps TDD, Not Applicable to 3.84Mcps TDD or 7.68Mcps TDD


{ ID id-UARFCNforNt










CRITICALITY reject
EXTENSION UARFCN

PRESENCE optional },


  -- Mandatory for 1.28Mcps TDD when using multiple frequencies

...

}

// partially omitted
-- **************************************************************

--

-- RADIO LINK ADDITION RESPONSE TDD

--

-- **************************************************************

RadioLinkAdditionResponseTDD ::= SEQUENCE {


protocolIEs



ProtocolIE-Container

{{RadioLinkAdditionResponseTDD-IEs}},


protocolExtensions

ProtocolExtensionContainer
{{RadioLinkAdditionResponseTDD-Extensions}}

OPTIONAL,


...

}

RadioLinkAdditionResponseTDD-IEs NBAP-PROTOCOL-IES ::= {


{ ID id-CRNC-CommunicationContextID




CRITICALITY ignore
TYPE CRNC-CommunicationContextID



PRESENCE mandatory
}|


{ ID id-RL-InformationResponse-RL-AdditionRspTDD
CRITICALITY ignore
TYPE RL-InformationResponse-RL-AdditionRspTDD

PRESENCE optional
}|

-- Mandatory for 3.84Mcps TDD and 7.68Mcps TDD, Not Applicable to 1.28Mcps TDD


{ ID id-CriticalityDiagnostics





CRITICALITY ignore
TYPE CriticalityDiagnostics



PRESENCE optional
},


...

}

RadioLinkAdditionResponseTDD-Extensions NBAP-PROTOCOL-EXTENSION ::= {


{ ID id-RL-InformationResponse-LCR-RL-AdditionRspTDD

CRITICALITY ignore


EXTENSION RL-InformationResponse-LCR-RL-AdditionRspTDD 
PRESENCE optional }|
-- Mandatory for 1.28Mcps TDD, Not Applicable to 3.84Mcps TDD or 7.68Mcps TDD


{ ID id-HSDSCH-TDD-Information-Response





CRITICALITY ignore


EXTENSION HSDSCH-TDD-Information-Response



PRESENCE optional}|


{ ID id-E-DCH-Information-Response






CRITICALITY ignore


EXTENSION E-DCH-Information-Response




PRESENCE optional
}|


{ ID id-ContinuousPacketConnectivity-DRX-Information-ResponseLCR



CRITICALITY ignore
EXTENSION ContinuousPacketConnectivity-DRX-Information-ResponseLCR


PRESENCE optional
}|


{ ID id-HS-DSCH-Semi-PersistentScheduling-Information-ResponseLCR

CRITICALITY ignore

EXTENSION HS-DSCH-Semi-PersistentScheduling-Information-ResponseLCR


PRESENCE optional
}|


{ ID id-E-DCH-Semi-PersistentScheduling-Information-ResponseLCR

CRITICALITY ignore


EXTENSION E-DCH-Semi-PersistentScheduling-Information-ResponseLCR


PRESENCE optional}|


{ ID id-Special-Default-Midamble-Allocation-Usage-Indicator


CRITICALITY ignore
EXTENSION Special-Default-Midamble-Allocation-Usage-Indicator


PRESENCE optional},


...

}

RL-InformationResponse-RL-AdditionRspTDD ::= SEQUENCE {


rL-ID









RL-ID,


uL-TimeSlot-ISCP-Info





UL-TimeSlot-ISCP-Info,


ul-PhysCH-SF-Variation





UL-PhysCH-SF-Variation,


dCH-Information







DCH-Information-RL-AdditionRspTDD










OPTIONAL,

dSCH-InformationResponseList



DSCH-InformationResponseList-RL-AdditionRspTDD







OPTIONAL,


uSCH-InformationResponseList



USCH-InformationResponseList-RL-AdditionRspTDD







OPTIONAL,


iE-Extensions







ProtocolExtensionContainer { { RL-InformationResponse-RL-AdditionRspTDD-ExtIEs} }

OPTIONAL,


...

}

RL-InformationResponse-RL-AdditionRspTDD-ExtIEs  NBAP-PROTOCOL-EXTENSION ::= {


...

}

DCH-Information-RL-AdditionRspTDD ::= SEQUENCE {


diversityIndication




DiversityIndication-RL-AdditionRspTDD,


iE-Extensions





ProtocolExtensionContainer { { DCH-Information-RL-AdditionRspTDD-ExtIEs} } OPTIONAL,


...

}

DCH-Information-RL-AdditionRspTDD-ExtIEs NBAP-PROTOCOL-EXTENSION ::= {


...

}
DiversityIndication-RL-AdditionRspTDD ::= CHOICE {


combining








Combining-RL-AdditionRspTDD,
-- Indicates whether the old Transport Bearer shall be reused or not


non-Combining







Non-Combining-RL-AdditionRspTDD

}

Combining-RL-AdditionRspTDD ::= SEQUENCE {


rL-ID









RL-ID,
-- Reference RL


iE-Extensions







ProtocolExtensionContainer { { CombiningItem-RL-AdditionRspTDD-ExtIEs} }

OPTIONAL,


...

}

CombiningItem-RL-AdditionRspTDD-ExtIEs  NBAP-PROTOCOL-EXTENSION ::= {


...

}

Non-Combining-RL-AdditionRspTDD ::= SEQUENCE {


dCH-InformationResponse





DCH-InformationResponse,


iE-Extensions







ProtocolExtensionContainer { { Non-CombiningItem-RL-AdditionRspTDD-ExtIEs} }


OPTIONAL,


...

}

Non-CombiningItem-RL-AdditionRspTDD-ExtIEs  NBAP-PROTOCOL-EXTENSION ::= {


...

}

DSCH-InformationResponseList-RL-AdditionRspTDD ::= ProtocolIE-Single-Container {{ DSCH-InformationResponseListIEs-RL-AdditionRspTDD }}

DSCH-InformationResponseListIEs-RL-AdditionRspTDD NBAP-PROTOCOL-IES ::= {


{ ID id-DSCH-InformationResponse   CRITICALITY ignore
TYPE DSCH-InformationResponse

PRESENCE mandatory }

}

USCH-InformationResponseList-RL-AdditionRspTDD ::= ProtocolIE-Single-Container {{ USCH-InformationResponseListIEs-RL-AdditionRspTDD }}

USCH-InformationResponseListIEs-RL-AdditionRspTDD NBAP-PROTOCOL-IES ::= {


{ ID id-USCH-InformationResponse   CRITICALITY ignore
TYPE USCH-InformationResponse

PRESENCE mandatory }

}

RL-InformationResponse-LCR-RL-AdditionRspTDD ::= SEQUENCE {


rL-ID









RL-ID,


uL-TimeSlot-ISCP-InfoLCR




UL-TimeSlot-ISCP-LCR-Info,


ul-PhysCH-SF-Variation





UL-PhysCH-SF-Variation,


dCH-Information







DCH-Information-RL-AdditionRspTDD
OPTIONAL,

dSCH-InformationResponseList



DSCH-InformationResponseList-RL-AdditionRspTDD
OPTIONAL,


uSCH-InformationResponseList



USCH-InformationResponseList-RL-AdditionRspTDD
OPTIONAL,


iE-Extensions







ProtocolExtensionContainer { { RL-InformationResponse-LCR-RL-AdditionRspTDD-ExtIEs} }
OPTIONAL,


...

}

RL-InformationResponse-LCR-RL-AdditionRspTDD-ExtIEs  NBAP-PROTOCOL-EXTENSION ::= {


...

}

// partially omitted
-- **************************************************************

--

-- RADIO LINK RECONFIGURATION PREPARE TDD

--

-- **************************************************************

RadioLinkReconfigurationPrepareTDD ::= SEQUENCE {


protocolIEs



ProtocolIE-Container

{{RadioLinkReconfigurationPrepareTDD-IEs}},


protocolExtensions

ProtocolExtensionContainer
{{RadioLinkReconfigurationPrepareTDD-Extensions}}

OPTIONAL,


...

}

RadioLinkReconfigurationPrepareTDD-IEs NBAP-PROTOCOL-IES ::= {


{ ID id-NodeB-CommunicationContextID





CRITICALITY reject
TYPE NodeB-CommunicationContextID



PRESENCE mandatory }|


{ ID id-UL-CCTrCH-InformationAddList-RL-ReconfPrepTDD

CRITICALITY reject
TYPE UL-CCTrCH-InformationAddList-RL-ReconfPrepTDD


PRESENCE optional }|


{ ID id-UL-CCTrCH-InformationModifyList-RL-ReconfPrepTDD
CRITICALITY reject
TYPE UL-CCTrCH-InformationModifyList-RL-ReconfPrepTDD


PRESENCE optional }|


{ ID id-UL-CCTrCH-InformationDeleteList-RL-ReconfPrepTDD
CRITICALITY reject
TYPE UL-CCTrCH-InformationDeleteList-RL-ReconfPrepTDD


PRESENCE optional }|


{ ID id-DL-CCTrCH-InformationAddList-RL-ReconfPrepTDD

CRITICALITY reject
TYPE DL-CCTrCH-InformationAddList-RL-ReconfPrepTDD


PRESENCE optional }|


{ ID id-DL-CCTrCH-InformationModifyList-RL-ReconfPrepTDD
CRITICALITY reject
TYPE DL-CCTrCH-InformationModifyList-RL-ReconfPrepTDD


PRESENCE optional }|


{ ID id-DL-CCTrCH-InformationDeleteList-RL-ReconfPrepTDD
CRITICALITY reject
TYPE DL-CCTrCH-InformationDeleteList-RL-ReconfPrepTDD


PRESENCE optional }|


{ ID id-TDD-DCHs-to-Modify








CRITICALITY reject
TYPE TDD-DCHs-to-Modify




PRESENCE optional }|


{ ID id-DCHs-to-Add-TDD









CRITICALITY reject
TYPE DCH-TDD-Information




PRESENCE optional }|


{ ID id-DCH-DeleteList-RL-ReconfPrepTDD





CRITICALITY reject
TYPE DCH-DeleteList-RL-ReconfPrepTDD


PRESENCE optional }|


{ ID id-DSCH-Information-ModifyList-RL-ReconfPrepTDD

CRITICALITY reject
TYPE DSCH-Information-ModifyList-RL-ReconfPrepTDD



PRESENCE optional }|


{ ID id-DSCHs-to-Add-TDD








CRITICALITY reject
TYPE DSCH-TDD-Information




PRESENCE optional }|


{ ID id-DSCH-Information-DeleteList-RL-ReconfPrepTDD

CRITICALITY reject
TYPE DSCH-Information-DeleteList-RL-ReconfPrepTDD



PRESENCE optional }|


{ ID id-USCH-Information-ModifyList-RL-ReconfPrepTDD

CRITICALITY reject
TYPE USCH-Information-ModifyList-RL-ReconfPrepTDD



PRESENCE optional }|


{ ID id-USCH-Information-Add







CRITICALITY reject
TYPE USCH-Information




PRESENCE optional }|


{ ID id-USCH-Information-DeleteList-RL-ReconfPrepTDD

CRITICALITY reject
TYPE USCH-Information-DeleteList-RL-ReconfPrepTDD



PRESENCE optional }|


{ ID id-RL-Information-RL-ReconfPrepTDD





CRITICALITY reject
TYPE RL-Information-RL-ReconfPrepTDD


PRESENCE optional },

-- This RL Information is the for the 1st RL IE repetition


...

}

RadioLinkReconfigurationPrepareTDD-Extensions NBAP-PROTOCOL-EXTENSION ::= {


{ ID
id-SignallingBearerRequestIndicator

CRITICALITY reject
EXTENSION SignallingBearerRequestIndicator



PRESENCE optional }|


{ ID
id-HSDSCH-TDD-Information



CRITICALITY reject
EXTENSION HSDSCH-TDD-Information



PRESENCE optional
}|


{ ID
id-HSDSCH-Information-to-Modify


CRITICALITY reject
EXTENSION HSDSCH-Information-to-Modify



PRESENCE optional }|


{ ID
id-HSDSCH-MACdFlows-to-Add



CRITICALITY reject
EXTENSION HSDSCH-MACdFlows-Information



PRESENCE optional }|


{ ID
id-HSDSCH-MACdFlows-to-Delete


CRITICALITY reject
EXTENSION HSDSCH-MACdFlows-to-Delete



PRESENCE optional }|


{ ID
id-HSDSCH-RNTI






CRITICALITY reject
EXTENSION HSDSCH-RNTI




PRESENCE conditional }|


-- The IE shall be present if HS-PDSCH RL ID IE is present.


{ ID
id-HSPDSCH-RL-ID





CRITICALITY reject
EXTENSION RL-ID






PRESENCE optional }|


{ ID
id-PDSCH-RL-ID






CRITICALITY ignore
EXTENSION RL-ID






PRESENCE optional }|


{ ID
id-multiple-RL-Information-RL-ReconfPrepTDD

CRITICALITY reject
EXTENSION MultipleRL-Information-RL-ReconfPrepTDD

PRESENCE optional
}|

-- This RL Information is the for the 2nd and beyond repetition of RL information,


{ ID id-E-DCH-Information-Reconfig



CRITICALITY reject
EXTENSION E-DCH-Information-Reconfig



PRESENCE optional }|


{ ID id-E-DCH-Serving-RL-ID





CRITICALITY reject
EXTENSION RL-ID






PRESENCE optional }|


{ ID id-E-DCH-768-Information-Reconfig


CRITICALITY reject
EXTENSION E-DCH-768-Information-Reconfig



PRESENCE optional }|

{ ID id-E-DCH-LCR-Information-Reconfig


CRITICALITY reject
EXTENSION E-DCH-LCR-Information-Reconfig




PRESENCE optional }|

{ ID id-PowerControlGAP







CRITICALITY ignore
EXTENSION ControlGAP








PRESENCE optional }|


-- Applicable to 1.28Mcps TDD only

{ ID id-CPC-InformationLCR






CRITICALITY reject
EXTENSION CPC-InformationLCR




PRESENCE optional }|


{ ID id-IdleIntervalInformation


CRITICALITY ignore

EXTENSION

IdleIntervalInformation








PRESENCE optional }|


{ ID id-UE-Selected-MBMS-Service-Information


CRITICALITY ignore

EXTENSION UE-Selected-MBMS-Service-Information





PRESENCE optional
}|


{ ID id-Special-Default-Midamble-Allocation-Indicator
CRITICALITY reject
EXTENSION Special-Default-Midamble-Allocation-Indicator

PRESENCE optional },


...

}

UL-CCTrCH-InformationAddList-RL-ReconfPrepTDD ::= SEQUENCE (SIZE (1..maxNrOfCCTrCHs)) OF UL-CCTrCH-InformationAddItem-RL-ReconfPrepTDD

UL-CCTrCH-InformationAddItem-RL-ReconfPrepTDD ::= SEQUENCE {


cCTrCH-ID








CCTrCH-ID,


tFCS









TFCS,


tFCI-Coding








TFCI-Coding,


punctureLimit







PunctureLimit,


ul-DPCH-InformationList





UL-DPCH-InformationAddList-RL-ReconfPrepTDD
OPTIONAL,

-- This DPCH Information is the for the first RL repetition, DPCH information for RL repetitions 2 and on, should be defined in MultipleRL-UL-DPCH-InformationAddList-RL-ReconfPrepTDD


iE-Extensions







ProtocolExtensionContainer { { UL-CCTrCH-InformationAddItem-RL-ReconfPrepTDD-ExtIEs} }

OPTIONAL,


...

}

UL-CCTrCH-InformationAddItem-RL-ReconfPrepTDD-ExtIEs  NBAP-PROTOCOL-EXTENSION ::= {


{ ID id-UL-DPCH-LCR-InformationAddListIE-RL-ReconfPrepTDD
CRITICALITY reject
EXTENSION UL-DPCH-LCR-InformationAddList-RL-ReconfPrepTDD

PRESENCE optional }|
-- Applicable to 1.28Mcps TDD only

-- This DPCH Information is the for the first RL repetition, DPCH information for RL repetitions 2 and on, should be defined in MultipleRL-UL-DPCH-InformationAddList-RL-ReconfPrepTDD


{ ID id-UL-SIRTarget









CRITICALITY reject
EXTENSION UL-SIR
PRESENCE optional }|


-- Mandatory for 1.28Mcps TDD, Not Applicable to 3.84Mcps TDD or 7.68Mcps TDD.

-- This Information is the for the first RL repetition, SIR Target information for RL repetitions 2 and on, should be defined in MultipleRL-UL-DPCH-InformationAddList-RL-ReconfPrepTDD


{ ID id-TDD-TPC-UplinkStepSize-InformationAdd-LCR-RL-ReconfPrepTDD
CRITICALITY reject
EXTENSION TDD-TPC-UplinkStepSize-LCR
PRESENCE optional
}|

-- This Information is the for the first RL repetition, TPCinformation for RL repetitions 2 and on, should be defined in MultipleRL-UL-DPCH-InformationAddList-RL-ReconfPrepTDD

-- Mandatory for 1.28Mcps TDD, Not Applicable to 3.84Mcps TDD or 7.68Mcps TDD.


{ ID id-RL-ID











CRITICALITY ignore
EXTENSION RL-ID
PRESENCE optional }|

-- This is the RL ID for the first RL repetition


{ ID id-multipleRL-ul-DPCH-InformationList




CRITICALITY reject
EXTENSION MultipleRL-UL-DPCH-InformationAddList-RL-ReconfPrepTDD
PRESENCE optional }|

-- This Information is the for the 2nd and beyond RL repetition,


{ ID id-UL-DPCH-768-InformationAddItemIE-RL-ReconfPrepTDD
CRITICALITY reject
EXTENSION UL-DPCH-768-InformationAddList-RL-ReconfPrepTDD

PRESENCE optional },
-- Applicable to 7.68Mcps TDD only, first radio link


...

}

UL-DPCH-InformationAddList-RL-ReconfPrepTDD ::= ProtocolIE-Single-Container {{ UL-DPCH-InformationAddListIEs-RL-ReconfPrepTDD }}

UL-DPCH-InformationAddListIEs-RL-ReconfPrepTDD NBAP-PROTOCOL-IES ::= {


{ ID id-UL-DPCH-InformationAddListIE-RL-ReconfPrepTDD   CRITICALITY reject

TYPE UL-DPCH-InformationAddItem-RL-ReconfPrepTDD

PRESENCE mandatory }

}

UL-DPCH-InformationAddItem-RL-ReconfPrepTDD ::= SEQUENCE {


repetitionPeriod





RepetitionPeriod,


repetitionLength





RepetitionLength,


tdd-DPCHOffset






TDD-DPCHOffset,


uL-Timeslot-Information




UL-Timeslot-Information,


iE-Extensions






ProtocolExtensionContainer { { UL-DPCH-InformationAddItem-RL-ReconfPrepTDD-ExtIEs} }

OPTIONAL,


...

}

UL-DPCH-InformationAddItem-RL-ReconfPrepTDD-ExtIEs  NBAP-PROTOCOL-EXTENSION ::= {


...

}

UL-DPCH-LCR-InformationAddList-RL-ReconfPrepTDD ::= SEQUENCE {


repetitionPeriod





RepetitionPeriod,


repetitionLength





RepetitionLength,


tdd-DPCHOffset






TDD-DPCHOffset,


uL-Timeslot-InformationLCR



UL-TimeslotLCR-Information,


iE-Extensions






ProtocolExtensionContainer { { UL-DPCH-LCR-InformationAddItem-RL-ReconfPrepTDD-ExtIEs} }

OPTIONAL,


...

}

UL-DPCH-LCR-InformationAddItem-RL-ReconfPrepTDD-ExtIEs  NBAP-PROTOCOL-EXTENSION ::= {


...

}

MultipleRL-UL-DPCH-InformationAddList-RL-ReconfPrepTDD ::= SEQUENCE (SIZE (1..maxNrOfRLs-1)) OF MultipleRL-UL-DPCH-InformationAddListIE-RL-ReconfPrepTDD

--Includes the 2nd through the max number of radio link repetitions.

MultipleRL-UL-DPCH-InformationAddListIE-RL-ReconfPrepTDD ::= SEQUENCE {


ul-DPCH-InformationList





UL-DPCH-InformationAddList-RL-ReconfPrepTDD

OPTIONAL,


ul-DPCH-InformationListLCR




UL-DPCH-LCR-InformationAddList-RL-ReconfPrepTDD
OPTIONAL,


ul-sir-target







UL-SIR










OPTIONAL,


-- Mandatory for 1.28Mcps TDD, Not Applicable to 3.84Mcps TDD or 7.68Mcps TDD.


tDD-TPC-UplinkStepSize-LCR 




TDD-TPC-UplinkStepSize-LCR





OPTIONAL,


-- Mandatory for 1.28Mcps TDD, Not Applicable to 3.84Mcps TDD or 7.68Mcps TDD.


rL-ID









RL-ID










OPTIONAL,


iE-Extensions







ProtocolExtensionContainer { { MultipleRL-UL-DPCH-InformationAddListIE-RL-ReconfPrepTDD-ExtIEs} }

OPTIONAL,


...

}

MultipleRL-UL-DPCH-InformationAddListIE-RL-ReconfPrepTDD-ExtIEs  NBAP-PROTOCOL-EXTENSION ::= {


{ ID id-UL-DPCH-768-InformationAddListIE-RL-ReconfPrepTDD
CRITICALITY reject
EXTENSION
UL-DPCH-768-InformationAddList-RL-ReconfPrepTDD
PRESENCE optional },


...

}

UL-DPCH-768-InformationAddList-RL-ReconfPrepTDD ::= SEQUENCE {


repetitionPeriod





RepetitionPeriod,


repetitionLength





RepetitionLength,


tdd-DPCHOffset






TDD-DPCHOffset,


uL-Timeslot-Information768



UL-Timeslot768-Information,


iE-Extensions






ProtocolExtensionContainer { { UL-DPCH-768-InformationAddItem-RL-ReconfPrepTDD-ExtIEs} }

OPTIONAL,


...

}

UL-DPCH-768-InformationAddItem-RL-ReconfPrepTDD-ExtIEs  NBAP-PROTOCOL-EXTENSION ::= {


...

}

UL-CCTrCH-InformationModifyList-RL-ReconfPrepTDD ::= SEQUENCE (SIZE (1..maxNrOfCCTrCHs)) OF UL-CCTrCH-InformationModifyItem-RL-ReconfPrepTDD

UL-CCTrCH-InformationModifyItem-RL-ReconfPrepTDD ::= SEQUENCE {


cCTrCH-ID








CCTrCH-ID,


tFCS









TFCS











OPTIONAL,


tFCI-Coding








TFCI-Coding










OPTIONAL,


punctureLimit







PunctureLimit 









OPTIONAL,


ul-DPCH-InformationAddList




UL-DPCH-InformationModify-AddList-RL-ReconfPrepTDD
OPTIONAL,

-- This DPCH Information is the for the first RL repetition, DPCH information for RL repetitions 2 and on, should be defined in MultipleRL-UL-DPCH-InformationModifyList-RL-ReconfPrepTDD


ul-DPCH-InformationModifyList



UL-DPCH-InformationModify-ModifyList-RL-ReconfPrepTDD
OPTIONAL,

-- This DPCH Information is the for the first RL repetition, DPCH information for RL repetitions 2 and on, should be defined in MultipleRL-UL-DPCH-InformationModifyList-RL-ReconfPrepTDD


ul-DPCH-InformationDeleteList



UL-DPCH-InformationModify-DeleteList-RL-ReconfPrepTDD
OPTIONAL,

-- This DPCH Information is the for the first RL repetition, DPCH information for RL repetitions 2 and on, should be defined in MultipleRL-UL-DPCH-InformationModifyList-RL-ReconfPrepTDD


iE-Extensions







ProtocolExtensionContainer { { UL-CCTrCH-InformationModifyItem-RL-ReconfPrepTDD-ExtIEs} }

OPTIONAL,


...

}

UL-CCTrCH-InformationModifyItem-RL-ReconfPrepTDD-ExtIEs  NBAP-PROTOCOL-EXTENSION ::= {


{ ID id-UL-DPCH-LCR-InformationModify-AddList
 CRITICALITY reject

EXTENSION
 UL-DPCH-LCR-InformationModify-AddList-RL-ReconfPrepTDD

PRESENCE optional }|
-- Applicable to 1.28Mcps TDD only

-- This DPCH Information is the for the first RL repetition, DPCH information for RL repetitions 2 and on, should be defined in MultipleRL-UL-DPCH-InformationModifyList-RL-ReconfPrepTDD


{ ID id-UL-SIRTarget

CRITICALITY reject

EXTENSION

UL-SIR

PRESENCE optional
}|


-- Applicable to 1.28Mcps TDD only.

-- This Information is the for the first RL repetition, SIR Target information for RL repetitions 2 and on, should be defined in MultipleRL-UL-DPCH-InformationModifyList-RL-ReconfPrepTDD


{ ID id-TDD-TPC-UplinkStepSize-InformationModify-LCR-RL-ReconfPrepTDD

CRITICALITY reject

EXTENSION
TDD-TPC-UplinkStepSize-LCR
PRESENCE optional
}|

-- Applicable to 1.28Mcps TDD only

-- This Information is the for the first RL repetition, Step Size information for RL repetitions 2 and on, should be defined in MultipleRL-UL-DPCH-InformationModifyList-RL-ReconfPrepTDD


{ ID id-RL-ID









CRITICALITY ignore

EXTENSION

RL-ID

PRESENCE optional
}|

-- This is the RL ID for the first RL repetition


{ ID id-multipleRL-ul-DPCH-InformationModifyList
CRITICALITY reject

EXTENSION

MultipleRL-UL-DPCH-InformationModifyList-RL-ReconfPrepTDD
PRESENCE optional
}|

-- This DPCH Information is the for the 2nd and beyond RL repetition,


{ ID id-UL-DPCH-768-InformationModify-AddItem
 CRITICALITY reject

EXTENSION
 UL-DPCH-768-InformationModify-AddList-RL-ReconfPrepTDD

PRESENCE optional },
-- Applicable to 7.68Mcps TDD only

-- This DPCH Information is the for the first RL repetition, DPCH information for RL repetitions 2 and on, should be defined in MultipleRL-UL-DPCH-InformationModifyList-RL-ReconfPrepTDD


...

}

UL-DPCH-InformationModify-AddList-RL-ReconfPrepTDD ::= ProtocolIE-Single-Container {{ UL-DPCH-InformationModify-AddListIEs-RL-ReconfPrepTDD }}

UL-DPCH-InformationModify-AddListIEs-RL-ReconfPrepTDD NBAP-PROTOCOL-IES ::= {


{ ID id-UL-DPCH-InformationModify-AddListIE-RL-ReconfPrepTDD   CRITICALITY reject

TYPE UL-DPCH-InformationModify-AddItem-RL-ReconfPrepTDD

PRESENCE mandatory }

}

UL-DPCH-InformationModify-AddItem-RL-ReconfPrepTDD ::= SEQUENCE {


repetitionPeriod





RepetitionPeriod,


repetitionLength





RepetitionLength,


tdd-DPCHOffset






TDD-DPCHOffset,


uL-Timeslot-Information




UL-Timeslot-Information,


iE-Extensions






ProtocolExtensionContainer { { UL-DPCH-InformationModify-AddItem-RL-ReconfPrepTDD-ExtIEs} }

OPTIONAL,


...

}

UL-DPCH-InformationModify-AddItem-RL-ReconfPrepTDD-ExtIEs  NBAP-PROTOCOL-EXTENSION ::= {


...

}

UL-DPCH-InformationModify-ModifyList-RL-ReconfPrepTDD ::= ProtocolIE-Single-Container {{ UL-DPCH-InformationModify-ModifyListIEs-RL-ReconfPrepTDD }}

UL-DPCH-InformationModify-ModifyListIEs-RL-ReconfPrepTDD NBAP-PROTOCOL-IES ::= {


{ ID id-UL-DPCH-InformationModify-ModifyListIE-RL-ReconfPrepTDD   CRITICALITY reject

TYPE UL-DPCH-InformationModify-ModifyItem-RL-ReconfPrepTDD

PRESENCE mandatory }

}

UL-DPCH-InformationModify-ModifyItem-RL-ReconfPrepTDD ::= SEQUENCE {


repetitionPeriod





RepetitionPeriod
OPTIONAL,


repetitionLength





RepetitionLength
OPTIONAL,


tdd-DPCHOffset






TDD-DPCHOffset

OPTIONAL,


uL-Timeslot-InformationModify-ModifyList-RL-ReconfPrepTDD



UL-Timeslot-InformationModify-ModifyList-RL-ReconfPrepTDD


OPTIONAL,


iE-Extensions






ProtocolExtensionContainer { { UL-DPCH-InformationModify-ModifyItem-RL-ReconfPrepTDD-ExtIEs} }

OPTIONAL,


...

}

UL-DPCH-InformationModify-ModifyItem-RL-ReconfPrepTDD-ExtIEs  NBAP-PROTOCOL-EXTENSION ::= {


{ ID id-UL-TimeslotLCR-Information-RL-ReconfPrepTDD   
CRITICALITY reject

EXTENSION 
UL-TimeslotLCR-InformationModify-ModifyList-RL-ReconfPrepTDD

PRESENCE optional }|
-- Applicable to 1.28Mcps TDD only


{ ID id-UL-Timeslot768-Information-RL-ReconfPrepTDD   
CRITICALITY reject

EXTENSION 
UL-Timeslot768-InformationModify-ModifyList-RL-ReconfPrepTDD

PRESENCE optional },
-- Applicable to 7.68Mcps TDD only


...

}

UL-Timeslot-InformationModify-ModifyList-RL-ReconfPrepTDD ::= SEQUENCE (SIZE (1..maxNrOfULTSs)) OF UL-Timeslot-InformationModify-ModifyItem-RL-ReconfPrepTDD
-- Applicable to 3.84Mcps TDD only

UL-Timeslot-InformationModify-ModifyItem-RL-ReconfPrepTDD ::= SEQUENCE {


timeSlot







TimeSlot,


midambleShiftAndBurstType



MidambleShiftAndBurstType

OPTIONAL,


tFCI-Presence






TFCI-Presence




OPTIONAL,


uL-Code-InformationModify-ModifyList-RL-ReconfPrepTDD



UL-Code-InformationModify-ModifyList-RL-ReconfPrepTDD

OPTIONAL,


iE-Extensions






ProtocolExtensionContainer { { UL-Timeslot-InformationModify-ModifyItem-RL-ReconfPrepTDD-ExtIEs} }

OPTIONAL,


...

}

UL-Timeslot-InformationModify-ModifyItem-RL-ReconfPrepTDD-ExtIEs NBAP-PROTOCOL-EXTENSION ::= {


...

}

UL-Code-InformationModify-ModifyList-RL-ReconfPrepTDD ::= SEQUENCE (SIZE (1..maxNrOfDPCHs)) OF UL-Code-InformationModify-ModifyItem-RL-ReconfPrepTDD

UL-Code-InformationModify-ModifyItem-RL-ReconfPrepTDD ::= SEQUENCE {


dPCH-ID








DPCH-ID,


tdd-ChannelisationCode




TDD-ChannelisationCode

OPTIONAL,


iE-Extensions






ProtocolExtensionContainer { { UL-Code-InformationModify-ModifyItem-RL-ReconfPrepTDD-ExtIEs} }

OPTIONAL,


...

}

UL-Code-InformationModify-ModifyItem-RL-ReconfPrepTDD-ExtIEs NBAP-PROTOCOL-EXTENSION ::= {


...

}

UL-TimeslotLCR-InformationModify-ModifyList-RL-ReconfPrepTDD ::= SEQUENCE (SIZE (1..maxNrOfULTSLCRs)) OF UL-Timeslot-LCR-InformationModify-ModifyItem-RL-ReconfPrepTDD
-- Applicable to 1.28Mcps TDD only

UL-Timeslot-LCR-InformationModify-ModifyItem-RL-ReconfPrepTDD ::= SEQUENCE {


timeSlotLCR







TimeSlotLCR,


midambleShiftLCR





MidambleShiftLCR
OPTIONAL,


tFCI-Presence






TFCI-Presence

OPTIONAL,


uL-Code-InformationModify-ModifyList-RL-ReconfPrepTDDLCR



UL-Code-InformationModify-ModifyList-RL-ReconfPrepTDDLCR

OPTIONAL,


iE-Extensions






ProtocolExtensionContainer { { UL-Timeslot-LCR-InformationModify-ModifyItem-RL-ReconfPrepTDD-ExtIEs} }

OPTIONAL,


...

}

UL-Timeslot-LCR-InformationModify-ModifyItem-RL-ReconfPrepTDD-ExtIEs NBAP-PROTOCOL-EXTENSION ::= {


{ ID id-PLCCH-Information-RL-ReconfPrepTDDLCR
CRITICALITY reject

EXTENSION PLCCHinformation
PRESENCE optional },


...

}

UL-Code-InformationModify-ModifyList-RL-ReconfPrepTDDLCR ::= SEQUENCE (SIZE (1..maxNrOfDPCHLCRs)) OF UL-Code-InformationModify-ModifyItem-RL-ReconfPrepTDDLCR

UL-Code-InformationModify-ModifyItem-RL-ReconfPrepTDDLCR ::= SEQUENCE {


dPCH-ID








DPCH-ID,


tdd-ChannelisationCodeLCR



TDD-ChannelisationCodeLCR

OPTIONAL,


iE-Extensions






ProtocolExtensionContainer { { UL-Code-InformationModify-ModifyItem-RL-ReconfPrepTDDLCR-ExtIEs} }

OPTIONAL,


...

}

UL-Code-InformationModify-ModifyItem-RL-ReconfPrepTDDLCR-ExtIEs NBAP-PROTOCOL-EXTENSION ::= {

{ ID id-UL-DPCH-TimeSlotFormat-LCR-ModifyItem-RL-ReconfPrepTDD  CRITICALITY
reject
 EXTENSION TDD-UL-DPCH-TimeSlotFormat-LCR   PRESENCE  optional},


...

}

UL-Timeslot768-InformationModify-ModifyList-RL-ReconfPrepTDD ::= SEQUENCE (SIZE (1..maxNrOfULTSs)) OF UL-Timeslot-768-InformationModify-ModifyItem-RL-ReconfPrepTDD
-- Applicable to 7.68Mcps TDD only

UL-Timeslot-768-InformationModify-ModifyItem-RL-ReconfPrepTDD ::= SEQUENCE {


timeSlot







TimeSlot,


midambleShiftAndBurstType768


MidambleShiftAndBurstType768
OPTIONAL,


tFCI-Presence






TFCI-Presence




OPTIONAL,


uL-Code-InformationModify-ModifyList-RL-ReconfPrepTDD768



UL-Code-InformationModify-ModifyList-RL-ReconfPrepTDD768

OPTIONAL,


iE-Extensions






ProtocolExtensionContainer { { UL-Timeslot-768-InformationModify-ModifyItem-RL-ReconfPrepTDD-ExtIEs} }

OPTIONAL,


...

}

UL-Timeslot-768-InformationModify-ModifyItem-RL-ReconfPrepTDD-ExtIEs NBAP-PROTOCOL-EXTENSION ::= {


...

}

UL-Code-InformationModify-ModifyList-RL-ReconfPrepTDD768 ::= SEQUENCE (SIZE (1..maxNrOfDPCHs)) OF UL-Code-InformationModify-ModifyItem-RL-ReconfPrepTDD768

UL-Code-InformationModify-ModifyItem-RL-ReconfPrepTDD768 ::= SEQUENCE {


dPCH-ID








DPCH-ID,


tdd-ChannelisationCode768



TDD-ChannelisationCode768

OPTIONAL,


iE-Extensions






ProtocolExtensionContainer { { UL-Code-InformationModify-ModifyItem-RL-ReconfPrepTDD768-ExtIEs} }

OPTIONAL,


...

}

UL-Code-InformationModify-ModifyItem-RL-ReconfPrepTDD768-ExtIEs NBAP-PROTOCOL-EXTENSION ::= {


...

}

UL-DPCH-InformationModify-DeleteList-RL-ReconfPrepTDD ::= ProtocolIE-Single-Container {{ UL-DPCH-InformationModify-DeleteListIEs-RL-ReconfPrepTDD }}

UL-DPCH-InformationModify-DeleteListIEs-RL-ReconfPrepTDD NBAP-PROTOCOL-IES ::= {


{ ID id-UL-DPCH-InformationModify-DeleteListIE-RL-ReconfPrepTDD   CRITICALITY reject

TYPE UL-DPCH-InformationModify-DeleteListIE-RL-ReconfPrepTDD

PRESENCE mandatory }

}

UL-DPCH-InformationModify-DeleteListIE-RL-ReconfPrepTDD ::= SEQUENCE (SIZE (1..maxNrOfDPCHs)) OF UL-DPCH-InformationModify-DeleteItem-RL-ReconfPrepTDD

UL-DPCH-InformationModify-DeleteItem-RL-ReconfPrepTDD ::= SEQUENCE {


dPCH-ID







DPCH-ID,


iE-Extensions





ProtocolExtensionContainer { { UL-DPCH-InformationModify-DeleteItem-RL-ReconfPrepTDD-ExtIEs} }

OPTIONAL,


...

}

UL-DPCH-InformationModify-DeleteItem-RL-ReconfPrepTDD-ExtIEs  NBAP-PROTOCOL-EXTENSION ::= {


...

}

UL-DPCH-LCR-InformationModify-AddList-RL-ReconfPrepTDD ::= SEQUENCE {


repetitionPeriod





RepetitionPeriod,


repetitionLength





RepetitionLength,


tdd-DPCHOffset






TDD-DPCHOffset,


uL-Timeslot-InformationLCR



UL-TimeslotLCR-Information,


iE-Extensions






ProtocolExtensionContainer { { UL-DPCH-LCR-InformationModify-AddItem-RL-ReconfPrepTDD-ExtIEs} }

OPTIONAL,


...

}

UL-DPCH-LCR-InformationModify-AddItem-RL-ReconfPrepTDD-ExtIEs  NBAP-PROTOCOL-EXTENSION ::= {


...

}

MultipleRL-UL-DPCH-InformationModifyList-RL-ReconfPrepTDD ::= SEQUENCE (SIZE (1..maxNrOfRLs-1)) OF MultipleRL-UL-DPCH-InformationModifyListIE-RL-ReconfPrepTDD

--Includes the 2nd through the max number of radio link information repetitions.

MultipleRL-UL-DPCH-InformationModifyListIE-RL-ReconfPrepTDD ::= SEQUENCE {


ul-DPCH-InformationAddList




UL-DPCH-InformationModify-AddList-RL-ReconfPrepTDD
OPTIONAL,


ul-DPCH-InformationModifyList



UL-DPCH-InformationModify-ModifyList-RL-ReconfPrepTDD
OPTIONAL,


ul-DPCH-InformationDeleteList



UL-DPCH-InformationModify-DeleteList-RL-ReconfPrepTDD
OPTIONAL,


ul-DPCH-InformationAddListLCR



UL-DPCH-LCR-InformationModify-AddList-RL-ReconfPrepTDD
OPTIONAL,


ul-sir-target







UL-SIR











OPTIONAL,


tDD-TPC-UplinkStepSize-LCR




TDD-TPC-UplinkStepSize-LCR






OPTIONAL,


rL-ID









RL-ID











OPTIONAL,


-- This DPCH Information is the for the 2nd and beyond RL repetitions, 


iE-Extensions







ProtocolExtensionContainer { { MultipleRL-UL-DPCH-InformationModifyListIE-RL-ReconfPrepTDD-ExtIEs} }

OPTIONAL,

...

}

MultipleRL-UL-DPCH-InformationModifyListIE-RL-ReconfPrepTDD-ExtIEs  NBAP-PROTOCOL-EXTENSION ::= {


{ ID id-UL-DPCH-768-InformationModify-AddList
 CRITICALITY reject

EXTENSION UL-DPCH-768-InformationModify-AddList-RL-ReconfPrepTDD

PRESENCE optional },
-- Applicable to 7.68Mcps TDD only


...

}

UL-DPCH-768-InformationModify-AddList-RL-ReconfPrepTDD ::= SEQUENCE {


repetitionPeriod





RepetitionPeriod,


repetitionLength





RepetitionLength,


tdd-DPCHOffset






TDD-DPCHOffset,


uL-Timeslot-Information768



UL-Timeslot768-Information,


iE-Extensions






ProtocolExtensionContainer { { UL-DPCH-768-InformationModify-AddItem-RL-ReconfPrepTDD-ExtIEs} }

OPTIONAL,


...

}

UL-DPCH-768-InformationModify-AddItem-RL-ReconfPrepTDD-ExtIEs  NBAP-PROTOCOL-EXTENSION ::= {


...

}

UL-CCTrCH-InformationDeleteList-RL-ReconfPrepTDD ::= SEQUENCE (SIZE (1..maxNrOfCCTrCHs)) OF UL-CCTrCH-InformationDeleteItem-RL-ReconfPrepTDD

UL-CCTrCH-InformationDeleteItem-RL-ReconfPrepTDD ::= SEQUENCE {


cCTrCH-ID








CCTrCH-ID,


iE-Extensions







ProtocolExtensionContainer { { UL-CCTrCH-InformationDeleteItem-RL-ReconfPrepTDD-ExtIEs} }

OPTIONAL,


...

}

UL-CCTrCH-InformationDeleteItem-RL-ReconfPrepTDD-ExtIEs  NBAP-PROTOCOL-EXTENSION ::= {


...

}

DL-CCTrCH-InformationAddList-RL-ReconfPrepTDD ::= SEQUENCE (SIZE (1..maxNrOfCCTrCHs)) OF DL-CCTrCH-InformationAddItem-RL-ReconfPrepTDD

DL-CCTrCH-InformationAddItem-RL-ReconfPrepTDD ::= SEQUENCE {


cCTrCH-ID









CCTrCH-ID,


tFCS










TFCS,


tFCI-Coding









TFCI-Coding,


punctureLimit








PunctureLimit,


cCTrCH-TPCList








CCTrCH-TPCAddList-RL-ReconfPrepTDD



OPTIONAL,


dl-DPCH-InformationList






DL-DPCH-InformationAddList-RL-ReconfPrepTDD 
OPTIONAL,

-- This DPCH Information is the for the first RL repetition, DPCH information for RL repetitions 2 and on, should be defined in MultipleRL-DL-DPCH-InformationAddList-RL-ReconfPrepTDD


iE-Extensions








ProtocolExtensionContainer { { DL-CCTrCH-InformationAddItem-RL-ReconfPrepTDD-ExtIEs} }


OPTIONAL,


...

}

DL-CCTrCH-InformationAddItem-RL-ReconfPrepTDD-ExtIEs  NBAP-PROTOCOL-EXTENSION ::= {


{ ID id-DL-DPCH-LCR-InformationAddList-RL-ReconfPrepTDD



CRITICALITY reject
EXTENSION DL-DPCH-LCR-InformationAddList-RL-ReconfPrepTDD

PRESENCE optional }|
-- Applicable to 1.28Mcps TDD only

-- This DPCH Information is the for the first RL repetition, DPCH information for RL repetitions 2 and on, should be defined in MultipleRL-DL-DPCH-InformationAddList-RL-ReconfPrepTDD


{ ID id-CCTrCH-Initial-DL-Power-RL-ReconfPrepTDD




CRITICALITY ignore
EXTENSION DL-Power
PRESENCE optional
}|

-- This DL Power information is the for the first RL repetition, DL power information for RL repetitions 2 and on, should be defined in MultipleRL-DL-DPCH-InformationAddList-RL-ReconfPrepTDD

{ ID id-TDD-TPC-DownlinkStepSize-InformationAdd-RL-ReconfPrepTDD
CRITICALITY reject
EXTENSION  TDD-TPC-DownlinkStepSize
 PRESENCE optional}|

-- This DL step size is the for the first RL repetition, DL step size information for RL repetitions 2 and on, should be defined in MultipleRL-DL-DPCH-InformationAddList-RL-ReconfPrepTDD

{ ID id-CCTrCH-Maximum-DL-Power-InformationAdd-RL-ReconfPrepTDD

CRITICALITY ignore
EXTENSION DL-Power
PRESENCE optional
}|

-- This DL Power information is the for the first RL repetition, DL power information for RL repetitions 2 and on, should be defined in MultipleRL-DL-DPCH-InformationAddList-RL-ReconfPrepTDD

{ ID id-CCTrCH-Minimum-DL-Power-InformationAdd-RL-ReconfPrepTDD

CRITICALITY ignore
EXTENSION DL-Power
PRESENCE optional
}|

-- This DL Power information is the for the first RL repetition, DL power information for RL repetitions 2 and on, should be defined in MultipleRL-DL-DPCH-InformationAddList-RL-ReconfPrepTDD


{ ID id-RL-ID













CRITICALITY ignore
EXTENSION RL-ID
PRESENCE optional
}|

-- This is the RL ID for the first RL repetition


{ ID id-multipleRL-dl-DPCH-InformationList






CRITICALITY reject
EXTENSION MultipleRL-DL-DPCH-InformationAddList-RL-ReconfPrepTDD
PRESENCE optional
}|

-- This DPCH Information is the for the 2nd and beyond RL repetition,


{ ID id-DL-DPCH-768-InformationAddItem-RL-ReconfPrepTDD



CRITICALITY reject
EXTENSION DL-DPCH-768-InformationAddList-RL-ReconfPrepTDD

PRESENCE optional },
-- Applicable to 7.68Mcps TDD only

...

}

CCTrCH-TPCAddList-RL-ReconfPrepTDD ::= SEQUENCE (SIZE (1..maxNrOfCCTrCHs)) OF CCTrCH-TPCAddItem-RL-ReconfPrepTDD

-- Applicable to 3.84Mcps TDD and 7.68Mcps TDD only

CCTrCH-TPCAddItem-RL-ReconfPrepTDD
 ::= SEQUENCE {


cCTrCH-ID







CCTrCH-ID,


iE-Extensions






ProtocolExtensionContainer { { CCTrCH-TPCAddItem-RL-ReconfPrepTDD-ExtIEs} }

OPTIONAL,


...

}

CCTrCH-TPCAddItem-RL-ReconfPrepTDD-ExtIEs  NBAP-PROTOCOL-EXTENSION ::= {


...

}

DL-DPCH-InformationAddList-RL-ReconfPrepTDD ::= ProtocolIE-Single-Container {{ DL-DPCH-InformationAddListIEs-RL-ReconfPrepTDD }}

DL-DPCH-InformationAddListIEs-RL-ReconfPrepTDD NBAP-PROTOCOL-IES ::= {


{ ID id-DL-DPCH-InformationAddListIE-RL-ReconfPrepTDD   CRITICALITY reject

TYPE DL-DPCH-InformationAddItem-RL-ReconfPrepTDD

PRESENCE mandatory }

}

DL-DPCH-InformationAddItem-RL-ReconfPrepTDD ::= SEQUENCE {


repetitionPeriod





RepetitionPeriod,


repetitionLength





RepetitionLength,


tdd-DPCHOffset






TDD-DPCHOffset,


dL-Timeslot-Information




DL-Timeslot-Information,


iE-Extensions






ProtocolExtensionContainer { { DL-DPCH-InformationAddItem-RL-ReconfPrepTDD-ExtIEs} }

OPTIONAL,


...

}

DL-DPCH-InformationAddItem-RL-ReconfPrepTDD-ExtIEs  NBAP-PROTOCOL-EXTENSION ::= {


...

}

DL-DPCH-LCR-InformationAddList-RL-ReconfPrepTDD ::= SEQUENCE {


repetitionPeriod





RepetitionPeriod,


repetitionLength





RepetitionLength,


tdd-DPCHOffset






TDD-DPCHOffset,


dL-Timeslot-InformationLCR



DL-TimeslotLCR-Information,


iE-Extensions






ProtocolExtensionContainer { { DL-DPCH-LCR-InformationAddItem-RL-ReconfPrepTDD-ExtIEs} }

OPTIONAL,


...

}

DL-DPCH-LCR-InformationAddItem-RL-ReconfPrepTDD-ExtIEs  NBAP-PROTOCOL-EXTENSION ::= {


...

}

MultipleRL-DL-DPCH-InformationAddList-RL-ReconfPrepTDD ::= SEQUENCE (SIZE (1..maxNrOfRLs-1)) OF MultipleRL-DL-DPCH-InformationAddListIE-RL-ReconfPrepTDD


--Includes the 2nd through the max number of radio link information repetitions.

MultipleRL-DL-DPCH-InformationAddListIE-RL-ReconfPrepTDD ::= SEQUENCE {


dl-DPCH-InformationList









DL-DPCH-InformationAddList-RL-ReconfPrepTDD
OPTIONAL,


dl-DPCH-InformationListLCR








DL-DPCH-LCR-InformationAddList-RL-ReconfPrepTDD
OPTIONAL,


cCTrCH-Initial-DL-Power









DL-Power






OPTIONAL,

tDD-TPC-DownlinkStepSize








TDD-TPC-DownlinkStepSize


OPTIONAL,


cCTrCH-Maximum-DL-Power-InformationAdd-RL-ReconfPrepTDD

DL-Power






OPTIONAL,


cCTrCH-Minimum-DL-Power-InformationAdd-RL-ReconfPrepTDD

DL-Power






OPTIONAL,


rL-ID













RL-ID







OPTIONAL,


iE-Extensions




ProtocolExtensionContainer { { MultipleRL-DL-DPCH-InformationAddListIE-RL-ReconfPrepTDD-ExtIEs} }

OPTIONAL,


...

}

MultipleRL-DL-DPCH-InformationAddListIE-RL-ReconfPrepTDD-ExtIEs  NBAP-PROTOCOL-EXTENSION ::= {


{ ID id-DL-DPCH-768-InformationAddList-RL-ReconfPrepTDD

CRITICALITY reject
EXTENSION DL-DPCH-768-InformationAddList-RL-ReconfPrepTDD

PRESENCE optional },
-- Applicable to 7.68Mcps TDD only

...

}

DL-DPCH-768-InformationAddList-RL-ReconfPrepTDD ::= SEQUENCE {


repetitionPeriod





RepetitionPeriod,


repetitionLength





RepetitionLength,


tdd-DPCHOffset






TDD-DPCHOffset,


dL-Timeslot-Information768



DL-Timeslot768-Information,


iE-Extensions






ProtocolExtensionContainer { { DL-DPCH-768-InformationAddItem-RL-ReconfPrepTDD-ExtIEs} }

OPTIONAL,


...

}

DL-DPCH-768-InformationAddItem-RL-ReconfPrepTDD-ExtIEs  NBAP-PROTOCOL-EXTENSION ::= {


...

}

DL-CCTrCH-InformationModifyList-RL-ReconfPrepTDD ::= SEQUENCE (SIZE (1..maxNrOfCCTrCHs)) OF DL-CCTrCH-InformationModifyItem-RL-ReconfPrepTDD

DL-CCTrCH-InformationModifyItem-RL-ReconfPrepTDD ::= SEQUENCE {


cCTrCH-ID









CCTrCH-ID,


tFCS










TFCS










OPTIONAL,


tFCI-Coding









TFCI-Coding









OPTIONAL,


punctureLimit








PunctureLimit 








OPTIONAL,


cCTrCH-TPCList








CCTrCH-TPCModifyList-RL-ReconfPrepTDD


OPTIONAL,


dl-DPCH-InformationAddList





DL-DPCH-InformationModify-AddList-RL-ReconfPrepTDD 
OPTIONAL,

-- This DPCH Information is the for the first RL repetition, DPCH information for RL repetitions 2 and on, should be defined in MultipleRL-DL-DPCH-InformationModifyList-RL-ReconfPrepTDD


dl-DPCH-InformationModifyList




DL-DPCH-InformationModify-ModifyList-RL-ReconfPrepTDD 
OPTIONAL,

-- This DPCH Information is the for the first RL repetition, DPCH information for RL repetitions 2 and on, should be defined in MultipleRL-DL-DPCH-InformationModifyList-RL-ReconfPrepTDD


dl-DPCH-InformationDeleteList




DL-DPCH-InformationModify-DeleteList-RL-ReconfPrepTDD 
OPTIONAL,

-- This DPCH Information is the for the first RL repetition, DPCH information for RL repetitions 2 and on, should be defined in MultipleRL-DL-DPCH-InformationModifyList-RL-ReconfPrepTDD


iE-Extensions








ProtocolExtensionContainer { { DL-CCTrCH-InformationModifyItem-RL-ReconfPrepTDD-ExtIEs} }


OPTIONAL,


...

}

DL-CCTrCH-InformationModifyItem-RL-ReconfPrepTDD-ExtIEs  NBAP-PROTOCOL-EXTENSION ::= {


{ ID id-DL-DPCH-LCR-InformationModify-AddList-RL-ReconfPrepTDD CRITICALITY reject

EXTENSION 
DL-DPCH-LCR-InformationModify-AddList-RL-ReconfPrepTDD

PRESENCE optional }|  -- Applicable to 1.28Mcps TDD only

-- This DPCH Information is the for the first RL repetition, DPCH information for RL repetitions 2 and on, should be defined in MultipleRL-DL-DPCH-InformationModifyList-RL-ReconfPrepTDD

{ ID id-TDD-TPC-DownlinkStepSize-InformationModify-RL-ReconfPrepTDD
CRITICALITY reject
EXTENSION TDD-TPC-DownlinkStepSize
PRESENCE optional}|

-- This Step Size Information is the for the first RL repetition, step size information for RL repetitions 2 and on, should be defined in MultipleRL-DL-DPCH-InformationModifyList-RL-ReconfPrepTDD

{ ID id-CCTrCH-Maximum-DL-Power-InformationModify-RL-ReconfPrepTDD

CRITICALITY ignore
EXTENSION DL-Power

PRESENCE optional
}|

-- This power Information is the for the first RL repetition, power information for RL repetitions 2 and on, should be defined in MultipleRL-DL-DPCH-InformationModifyList-RL-ReconfPrepTDD

{ ID id-CCTrCH-Minimum-DL-Power-InformationModify-RL-ReconfPrepTDD

CRITICALITY ignore
EXTENSION DL-Power

PRESENCE optional
}|

-- This power Information is the for the first RL repetition, power information for RL repetitions 2 and on, should be defined in MultipleRL-DL-DPCH-InformationModifyList-RL-ReconfPrepTDD

{ ID id-RL-ID

CRITICALITY ignore

EXTENSION

RL-ID

PRESENCE optional
}|

-- This is the RL ID for the first RL repetition


{ ID id-multipleRL-dl-DPCH-InformationModifyList
CRITICALITY reject

EXTENSION

MultipleRL-DL-DPCH-InformationModifyList-RL-ReconfPrepTDD
PRESENCE optional
}|

-- This DPCH Information is the for the 2nd and beyond RL repetitions,

{ ID id-DL-DPCH-768-InformationModify-AddItem-RL-ReconfPrepTDD CRITICALITY reject

EXTENSION 
DL-DPCH-768-InformationModify-AddList-RL-ReconfPrepTDD

PRESENCE optional },  -- Applicable to 7.68Mcps TDD only first radio link


...

}

CCTrCH-TPCModifyList-RL-ReconfPrepTDD ::= SEQUENCE (SIZE (1..maxNrOfCCTrCHs)) OF CCTrCH-TPCModifyItem-RL-ReconfPrepTDD

CCTrCH-TPCModifyItem-RL-ReconfPrepTDD
 ::= SEQUENCE {


cCTrCH-ID







CCTrCH-ID,


iE-Extensions






ProtocolExtensionContainer { { CCTrCH-TPCModifyItem-RL-ReconfPrepTDD-ExtIEs} }

OPTIONAL,


...

}

CCTrCH-TPCModifyItem-RL-ReconfPrepTDD-ExtIEs  NBAP-PROTOCOL-EXTENSION ::= {


...

}

DL-DPCH-InformationModify-AddList-RL-ReconfPrepTDD ::= ProtocolIE-Single-Container {{ DL-DPCH-InformationModify-AddListIEs-RL-ReconfPrepTDD }}


-- Applicable to 3.84Mcps TDD only

DL-DPCH-InformationModify-AddListIEs-RL-ReconfPrepTDD NBAP-PROTOCOL-IES ::= {


{ ID id-DL-DPCH-InformationModify-AddListIE-RL-ReconfPrepTDD   CRITICALITY reject

TYPE DL-DPCH-InformationModify-AddItem-RL-ReconfPrepTDD

PRESENCE mandatory }

}

DL-DPCH-InformationModify-AddItem-RL-ReconfPrepTDD ::= SEQUENCE {


repetitionPeriod





RepetitionPeriod,


repetitionLength





RepetitionLength,


tdd-DPCHOffset






TDD-DPCHOffset,


dL-Timeslot-Information




DL-Timeslot-Information,


iE-Extensions






ProtocolExtensionContainer { { DL-DPCH-InformationModify-AddItem-RL-ReconfPrepTDD-ExtIEs} }

OPTIONAL,


...

}

DL-DPCH-InformationModify-AddItem-RL-ReconfPrepTDD-ExtIEs  NBAP-PROTOCOL-EXTENSION ::= {


...

}

DL-DPCH-InformationModify-ModifyList-RL-ReconfPrepTDD ::= ProtocolIE-Single-Container {{ DL-DPCH-InformationModify-ModifyListIEs-RL-ReconfPrepTDD }}

DL-DPCH-InformationModify-ModifyListIEs-RL-ReconfPrepTDD NBAP-PROTOCOL-IES ::= {


{ ID id-DL-DPCH-InformationModify-ModifyListIE-RL-ReconfPrepTDD   CRITICALITY reject

TYPE DL-DPCH-InformationModify-ModifyItem-RL-ReconfPrepTDD

PRESENCE mandatory }

}

DL-DPCH-InformationModify-ModifyItem-RL-ReconfPrepTDD ::= SEQUENCE {


repetitionPeriod





RepetitionPeriod


OPTIONAL,


repetitionLength





RepetitionLength


OPTIONAL,


tdd-DPCHOffset






TDD-DPCHOffset



OPTIONAL,


dL-Timeslot-InformationAddModify-ModifyList-RL-ReconfPrepTDD

DL-Timeslot-InformationModify-ModifyList-RL-ReconfPrepTDD


OPTIONAL,


iE-Extensions






ProtocolExtensionContainer { { DL-DPCH-InformationModify-ModifyItem-RL-ReconfPrepTDD-ExtIEs} }

OPTIONAL,


...

}

DL-DPCH-InformationModify-ModifyItem-RL-ReconfPrepTDD-ExtIEs  NBAP-PROTOCOL-EXTENSION ::= {


{ ID id-DL-Timeslot-LCR-InformationModify-ModifyList-RL-ReconfPrepTDD   CRITICALITY reject


EXTENSION

 DL-Timeslot-LCR-InformationModify-ModifyList-RL-ReconfPrepTDD

PRESENCE optional }|


{ ID id-DL-Timeslot-768-InformationModify-ModifyList-RL-ReconfPrepTDD   CRITICALITY reject


EXTENSION

 DL-Timeslot-768-InformationModify-ModifyList-RL-ReconfPrepTDD

PRESENCE optional },


...

}

DL-Timeslot-InformationModify-ModifyList-RL-ReconfPrepTDD ::= SEQUENCE (SIZE (1..maxNrOfDLTSs)) OF DL-Timeslot-InformationModify-ModifyItem-RL-ReconfPrepTDD

DL-Timeslot-InformationModify-ModifyItem-RL-ReconfPrepTDD
 ::= SEQUENCE {


timeSlot







TimeSlot,


midambleShiftAndBurstType



MidambleShiftAndBurstType


OPTIONAL,


tFCI-Presence






TFCI-Presence





OPTIONAL,


dL-Code-InformationModify-ModifyList-RL-ReconfPrepTDD



DL-Code-InformationModify-ModifyList-RL-ReconfPrepTDD


OPTIONAL,


iE-Extensions






ProtocolExtensionContainer { { DL-Timeslot-InformationModify-ModifyItem-RL-ReconfPrepTDD-ExtIEs} }

OPTIONAL,


...

}

DL-Timeslot-InformationModify-ModifyItem-RL-ReconfPrepTDD-ExtIEs NBAP-PROTOCOL-EXTENSION ::= {


...

}

DL-Code-InformationModify-ModifyList-RL-ReconfPrepTDD ::= SEQUENCE (SIZE (0..maxNrOfDPCHs)) OF DL-Code-InformationModify-ModifyItem-RL-ReconfPrepTDD

DL-Code-InformationModify-ModifyItem-RL-ReconfPrepTDD
 ::= SEQUENCE {


dPCH-ID








DPCH-ID,


tdd-ChannelisationCode




TDD-ChannelisationCode

OPTIONAL,


iE-Extensions






ProtocolExtensionContainer { { DL-Code-InformationModify-ModifyItem-RL-ReconfPrepTDD-ExtIEs} }

OPTIONAL,


...

}

DL-Code-InformationModify-ModifyItem-RL-ReconfPrepTDD-ExtIEs NBAP-PROTOCOL-EXTENSION ::= {


...

}

DL-Timeslot-LCR-InformationModify-ModifyList-RL-ReconfPrepTDD ::= SEQUENCE (SIZE (1..maxNrOfDLTSLCRs)) OF DL-Timeslot-LCR-InformationModify-ModifyItem-RL-ReconfPrepTDD

DL-Timeslot-LCR-InformationModify-ModifyItem-RL-ReconfPrepTDD
 ::= SEQUENCE {


timeSlotLCR







TimeSlotLCR,


midambleShiftLCR





MidambleShiftLCR

OPTIONAL,


tFCI-Presence






TFCI-Presence


OPTIONAL,


dL-Code-LCR-InformationModify-ModifyList-RL-ReconfPrepTDD



DL-Code-LCR-InformationModify-ModifyList-RL-ReconfPrepTDD


OPTIONAL,


iE-Extensions






ProtocolExtensionContainer { { DL-Timeslot-LCR-InformationModify-ModifyItem-RL-ReconfPrepTDD-ExtIEs} }

OPTIONAL,


...

}

DL-Timeslot-LCR-InformationModify-ModifyItem-RL-ReconfPrepTDD-ExtIEs NBAP-PROTOCOL-EXTENSION ::= {


{ ID id-Maximum-DL-Power-Modify-LCR-InformationModify-RL-ReconfPrepTDD
CRITICALITY ignore
EXTENSION DL-Power

PRESENCE optional
}|


-- Applicable to 1.28Mcps TDD only

{ ID id-Minimum-DL-Power-Modify-LCR-InformationModify-RL-ReconfPrepTDD
CRITICALITY ignore
EXTENSION DL-Power

PRESENCE optional
},


-- Applicable to 1.28Mcps TDD only


...

}

DL-Code-LCR-InformationModify-ModifyList-RL-ReconfPrepTDD ::= SEQUENCE (SIZE (1..maxNrOfDPCHLCRs)) OF DL-Code-LCR-InformationModify-ModifyItem-RL-ReconfPrepTDD

DL-Code-LCR-InformationModify-ModifyItem-RL-ReconfPrepTDD
 ::= SEQUENCE {


dPCH-ID








DPCH-ID,


tdd-ChannelisationCodeLCR



TDD-ChannelisationCodeLCR

OPTIONAL,


iE-Extensions






ProtocolExtensionContainer { { DL-Code-LCR-InformationModify-ModifyItem-RL-ReconfPrepTDD-ExtIEs} }

OPTIONAL,


...

}

DL-Code-LCR-InformationModify-ModifyItem-RL-ReconfPrepTDD-ExtIEs NBAP-PROTOCOL-EXTENSION ::= {


{ ID id-DL-DPCH-TimeSlotFormat-LCR-ModifyItem-RL-ReconfPrepTDD
 CRITICALITY
reject
 EXTENSION TDD-DL-DPCH-TimeSlotFormat-LCR   PRESENCE  optional},

...

}

DL-Timeslot-768-InformationModify-ModifyList-RL-ReconfPrepTDD ::= SEQUENCE (SIZE (1..maxNrOfDLTSs)) OF DL-Timeslot-768-InformationModify-ModifyItem-RL-ReconfPrepTDD

DL-Timeslot-768-InformationModify-ModifyItem-RL-ReconfPrepTDD
 ::= SEQUENCE {


timeSlot







TimeSlot,


midambleShiftAndBurstType



MidambleShiftAndBurstType


OPTIONAL,


tFCI-Presence






TFCI-Presence





OPTIONAL,


dL-Code-768-InformationModify-ModifyList-RL-ReconfPrepTDD



DL-Code-768-InformationModify-ModifyList-RL-ReconfPrepTDD


OPTIONAL,


iE-Extensions






ProtocolExtensionContainer { { DL-Timeslot-768-InformationModify-ModifyItem-RL-ReconfPrepTDD-ExtIEs} }

OPTIONAL,


...

}

DL-Timeslot-768-InformationModify-ModifyItem-RL-ReconfPrepTDD-ExtIEs NBAP-PROTOCOL-EXTENSION ::= {


...

}

DL-Code-768-InformationModify-ModifyList-RL-ReconfPrepTDD ::= SEQUENCE (SIZE (1..maxNrOfDPCHs768)) OF DL-Code-768-InformationModify-ModifyItem-RL-ReconfPrepTDD

DL-Code-768-InformationModify-ModifyItem-RL-ReconfPrepTDD
 ::= SEQUENCE {


dPCH-ID768







DPCH-ID768,


tdd-ChannelisationCode768



TDD-ChannelisationCode768

OPTIONAL,


iE-Extensions






ProtocolExtensionContainer { { DL-Code-768-InformationModify-ModifyItem-RL-ReconfPrepTDD-ExtIEs} }

OPTIONAL,


...

}

DL-Code-768-InformationModify-ModifyItem-RL-ReconfPrepTDD-ExtIEs NBAP-PROTOCOL-EXTENSION ::= {


...

}

DL-DPCH-InformationModify-DeleteList-RL-ReconfPrepTDD ::= ProtocolIE-Single-Container {{ DL-DPCH-InformationModify-DeleteListIEs-RL-ReconfPrepTDD }}

DL-DPCH-InformationModify-DeleteListIEs-RL-ReconfPrepTDD NBAP-PROTOCOL-IES ::= {


{ ID id-DL-DPCH-InformationModify-DeleteListIE-RL-ReconfPrepTDD   CRITICALITY reject

TYPE DL-DPCH-InformationModify-DeleteListIE-RL-ReconfPrepTDD

PRESENCE mandatory }

}

DL-DPCH-InformationModify-DeleteListIE-RL-ReconfPrepTDD ::= SEQUENCE (SIZE (1..maxNrOfDPCHs)) OF DL-DPCH-InformationModify-DeleteItem-RL-ReconfPrepTDD

DL-DPCH-InformationModify-DeleteItem-RL-ReconfPrepTDD ::= SEQUENCE {


dPCH-ID









DPCH-ID,


iE-Extensions







ProtocolExtensionContainer { { DL-DPCH-InformationModify-DeleteItem-RL-ReconfPrepTDD-ExtIEs} }

OPTIONAL,


...

}

DL-DPCH-InformationModify-DeleteItem-RL-ReconfPrepTDD-ExtIEs  NBAP-PROTOCOL-EXTENSION ::= {


...

}

DL-DPCH-LCR-InformationModify-AddList-RL-ReconfPrepTDD ::= SEQUENCE {


repetitionPeriod





RepetitionPeriod,


repetitionLength





RepetitionLength,


tdd-DPCHOffset






TDD-DPCHOffset,


dL-Timeslot-InformationLCR



DL-TimeslotLCR-Information,


iE-Extensions






ProtocolExtensionContainer { { DL-DPCH-LCR-InformationModify-AddItem-RL-ReconfPrepTDD-ExtIEs} }

OPTIONAL,


...

}

DL-DPCH-LCR-InformationModify-AddItem-RL-ReconfPrepTDD-ExtIEs  NBAP-PROTOCOL-EXTENSION ::= {


...

}

MultipleRL-DL-DPCH-InformationModifyList-RL-ReconfPrepTDD ::= SEQUENCE (SIZE (1..maxNrOfRLs-1)) OF MultipleRL-DL-DPCH-InformationModifyListIE-RL-ReconfPrepTDD


--Includes the 2nd through the max number of radio link information repetitions.

MultipleRL-DL-DPCH-InformationModifyListIE-RL-ReconfPrepTDD ::= SEQUENCE {


dl-DPCH-InformationAddList









DL-DPCH-InformationModify-AddList-RL-ReconfPrepTDD


OPTIONAL,


dl-DPCH-InformationModifyList








DL-DPCH-InformationModify-ModifyList-RL-ReconfPrepTDD

OPTIONAL,


dl-DPCH-InformationDeleteList








DL-DPCH-InformationModify-DeleteList-RL-ReconfPrepTDD

OPTIONAL,


dl-DPCH-InformationAddListLCR








DL-DPCH-LCR-InformationModify-AddList-RL-ReconfPrepTDD
OPTIONAL,


tDD-TPC-DownlinkStepSize-InformationModify-RL-ReconfPrepTDD

TDD-TPC-DownlinkStepSize










OPTIONAL,

cCTrCH-Maximum-DL-Power-InformationModify-RL-ReconfPrepTDD

DL-Power








OPTIONAL,

cCTrCH-Minimum-DL-Power-InformationModify-RL-ReconfPrepTDD

DL-Power








OPTIONAL,

rL-ID














RL-ID









OPTIONAL,


iE-Extensions












ProtocolExtensionContainer { { MultipleRL-DL-DPCH-InformationModifyListIE-RL-ReconfPrepTDD-ExtIEs} }

OPTIONAL,


...

} 

MultipleRL-DL-DPCH-InformationModifyListIE-RL-ReconfPrepTDD-ExtIEs  NBAP-PROTOCOL-EXTENSION ::= {


{ ID id-DL-DPCH-768-InformationModify-AddList-RL-ReconfPrepTDD CRITICALITY reject

EXTENSION 
DL-DPCH-768-InformationModify-AddList-RL-ReconfPrepTDD

PRESENCE optional },  -- Applicable to 7.68Mcps TDD only


...

}

DL-DPCH-768-InformationModify-AddList-RL-ReconfPrepTDD ::= SEQUENCE {


repetitionPeriod





RepetitionPeriod,


repetitionLength





RepetitionLength,


tdd-DPCHOffset






TDD-DPCHOffset,


dL-Timeslot-Information768



DL-Timeslot768-Information,


iE-Extensions






ProtocolExtensionContainer { { DL-DPCH-768-InformationModify-AddItem-RL-ReconfPrepTDD-ExtIEs} }

OPTIONAL,


...

}

DL-DPCH-768-InformationModify-AddItem-RL-ReconfPrepTDD-ExtIEs  NBAP-PROTOCOL-EXTENSION ::= {


...

}

DL-CCTrCH-InformationDeleteList-RL-ReconfPrepTDD ::= SEQUENCE (SIZE (1..maxNrOfCCTrCHs)) OF DL-CCTrCH-InformationDeleteItem-RL-ReconfPrepTDD

DL-CCTrCH-InformationDeleteItem-RL-ReconfPrepTDD ::= SEQUENCE {


cCTrCH-ID









CCTrCH-ID,


iE-Extensions








ProtocolExtensionContainer { { DL-CCTrCH-InformationDeleteItem-RL-ReconfPrepTDD-ExtIEs} }


OPTIONAL,


...

}

DL-CCTrCH-InformationDeleteItem-RL-ReconfPrepTDD-ExtIEs  NBAP-PROTOCOL-EXTENSION ::= {


...

}

DCH-DeleteList-RL-ReconfPrepTDD ::= SEQUENCE (SIZE (1..maxNrOfDCHs)) OF DCH-DeleteItem-RL-ReconfPrepTDD

DCH-DeleteItem-RL-ReconfPrepTDD ::= SEQUENCE {


dCH-ID









DCH-ID,


iE-Extensions







ProtocolExtensionContainer { { DCH-DeleteItem-RL-ReconfPrepTDD-ExtIEs} }

OPTIONAL,


...

}

DCH-DeleteItem-RL-ReconfPrepTDD-ExtIEs  NBAP-PROTOCOL-EXTENSION ::= {


...

}

DSCH-Information-ModifyList-RL-ReconfPrepTDD ::= SEQUENCE (SIZE (1..maxNrOfDSCHs)) OF DSCH-Information-ModifyItem-RL-ReconfPrepTDD

DSCH-Information-ModifyItem-RL-ReconfPrepTDD ::= SEQUENCE {


dSCH-ID









DSCH-ID,


cCTrCH-ID








CCTrCH-ID




OPTIONAL,


-- DL CCTrCH in which the DSCH is mapped


transportFormatSet






TransportFormatSet


OPTIONAL,


allocationRetentionPriority




AllocationRetentionPriority
OPTIONAL,


frameHandlingPriority





FrameHandlingPriority

OPTIONAL,


toAWS









ToAWS





OPTIONAL,


toAWE









ToAWE





OPTIONAL,


transportBearerRequestIndicator



TransportBearerRequestIndicator,


iE-Extensions







ProtocolExtensionContainer { { DSCH-Information-ModifyItem-RL-ReconfPrepTDD-ExtIEs} }

OPTIONAL,


...

 }

DSCH-Information-ModifyItem-RL-ReconfPrepTDD-ExtIEs  NBAP-PROTOCOL-EXTENSION ::= {


{ ID id-bindingID




CRITICALITY ignore
EXTENSION BindingID




PRESENCE optional
}|


-- Shall be ignored if bearer establishment with ALCAP.


{ ID id-transportlayeraddress

CRITICALITY ignore
EXTENSION TransportLayerAddress

PRESENCE optional
}|


-- Shall be ignored if bearer establishment with ALCAP.


{ ID id-TnlQos





CRITICALITY ignore
EXTENSION TnlQos




PRESENCE optional
},


...

}

DSCH-Information-DeleteList-RL-ReconfPrepTDD ::= SEQUENCE (SIZE (1..maxNrOfDSCHs)) OF DSCH-Information-DeleteItem-RL-ReconfPrepTDD

DSCH-Information-DeleteItem-RL-ReconfPrepTDD ::= SEQUENCE {


dSCH-ID









DSCH-ID,


iE-Extensions







ProtocolExtensionContainer { { DSCH-Information-DeleteItem-RL-ReconfPrepTDD-ExtIEs} }

OPTIONAL,


...

}

DSCH-Information-DeleteItem-RL-ReconfPrepTDD-ExtIEs  NBAP-PROTOCOL-EXTENSION ::= {


...

}

USCH-Information-ModifyList-RL-ReconfPrepTDD ::= SEQUENCE (SIZE (1..maxNrOfUSCHs)) OF USCH-Information-ModifyItem-RL-ReconfPrepTDD

USCH-Information-ModifyItem-RL-ReconfPrepTDD ::= SEQUENCE {

 
uSCH-ID









USCH-ID,

 
transportFormatSet






TransportFormatSet


OPTIONAL,


allocationRetentionPriority




AllocationRetentionPriority
OPTIONAL,


cCTrCH-ID








CCTrCH-ID




OPTIONAL,
-- UL CCTrCH in which the USCH is mapped


transportBearerRequestIndicator



TransportBearerRequestIndicator,


iE-Extensions







ProtocolExtensionContainer { { USCH-Information-ModifyItem-RL-ReconfPrepTDD-ExtIEs} }

OPTIONAL,


...

}

USCH-Information-ModifyItem-RL-ReconfPrepTDD-ExtIEs  NBAP-PROTOCOL-EXTENSION ::= {


{ ID id-bindingID





CRITICALITY
ignore

EXTENSION BindingID



PRESENCE optional
}|


-- Shall be ignored if bearer establishment with ALCAP.


{ ID id-transportlayeraddress


CRITICALITY
ignore

EXTENSION TransportLayerAddress
PRESENCE optional
}|


-- Shall be ignored if bearer establishment with ALCAP.


{ ID id-TnlQos






CRITICALITY
ignore

EXTENSION TnlQos



PRESENCE optional
},


...

}

USCH-Information-DeleteList-RL-ReconfPrepTDD ::= SEQUENCE (SIZE (1..maxNrOfUSCHs)) OF USCH-Information-DeleteItem-RL-ReconfPrepTDD

USCH-Information-DeleteItem-RL-ReconfPrepTDD ::= SEQUENCE {


uSCH-ID









USCH-ID,


iE-Extensions







ProtocolExtensionContainer { { USCH-Information-DeleteItem-RL-ReconfPrepTDD-ExtIEs} }

OPTIONAL,


...

}

USCH-Information-DeleteItem-RL-ReconfPrepTDD-ExtIEs  NBAP-PROTOCOL-EXTENSION ::= {


...

}

MultipleRL-Information-RL-ReconfPrepTDD ::= SEQUENCE (SIZE (1..maxNrOfRLs-1)) OF RL-Information-RL-ReconfPrepTDD

--Includes the 2nd through the max number of radio link information repetitions.

RL-Information-RL-ReconfPrepTDD ::= SEQUENCE {


rL-ID









RL-ID,


maxDL-Power








DL-Power


OPTIONAL,


minDL-Power








DL-Power


OPTIONAL,


iE-Extensions







ProtocolExtensionContainer { { RL-Information-RL-ReconfPrepTDD-ExtIEs} }

OPTIONAL,


...

}

RL-Information-RL-ReconfPrepTDD-ExtIEs  NBAP-PROTOCOL-EXTENSION ::= {


{ ID id-InitDL-Power







CRITICALITY ignore
EXTENSION DL-Power



PRESENCE optional
}|

{ ID id-RL-Specific-DCH-Info





CRITICALITY ignore
EXTENSION RL-Specific-DCH-Info


PRESENCE optional
}|


{ ID id-UL-Synchronisation-Parameters-LCR


CRITICALITY ignore
EXTENSION UL-Synchronisation-Parameters-LCR
PRESENCE optional
}|


-- Mandatory for 1.28Mcps TDD, Not Applicable to 3.84Mcps TDD or 7.68Mcps TDD


{ ID id-TimeslotISCP-LCR-InfoList-RL-ReconfPrepTDD
CRITICALITY ignore
EXTENSION DL-TimeslotISCPInfoLCR


PRESENCE optional
}|

-- Applicable to 1.28Mcps TDD only


{ ID id-UARFCNforNt








CRITICALITY reject
EXTENSION UARFCN



PRESENCE optional
},


  -- Applicable to 1.28Mcps TDD when using multiple frequencies

...

}

// partially omitted
-- **************************************************************

--

-- RADIO LINK RECONFIGURATION READY

--

-- **************************************************************

RadioLinkReconfigurationReady ::= SEQUENCE {


protocolIEs



ProtocolIE-Container

{{RadioLinkReconfigurationReady-IEs}},


protocolExtensions

ProtocolExtensionContainer
{{RadioLinkReconfigurationReady-Extensions}}

OPTIONAL,


...

}

RadioLinkReconfigurationReady-IEs NBAP-PROTOCOL-IES ::= {


{ ID id-CRNC-CommunicationContextID




CRITICALITY ignore
TYPE CRNC-CommunicationContextID



PRESENCE mandatory }|


{ ID id-RL-InformationResponseList-RL-ReconfReady
CRITICALITY ignore
TYPE RL-InformationResponseList-RL-ReconfReady
PRESENCE optional }|


{ ID id-CriticalityDiagnostics





CRITICALITY ignore
TYPE CriticalityDiagnostics



PRESENCE optional },


...

}

RadioLinkReconfigurationReady-Extensions NBAP-PROTOCOL-EXTENSION ::= {


{ ID id-TargetCommunicationControlPortID
CRITICALITY ignore

EXTENSION CommunicationControlPortID

PRESENCE optional }|

{ ID id-HSDSCH-FDD-Information-Response

CRITICALITY ignore

EXTENSION HSDSCH-FDD-Information-Response

PRESENCE optional }|


-- FDD only

{ ID id-HSDSCH-TDD-Information-Response

CRITICALITY ignore

EXTENSION HSDSCH-TDD-Information-Response

PRESENCE optional }|


-- TDD only

{ ID id-E-DCH-Information-Response


CRITICALITY ignore

EXTENSION E-DCH-Information-Response

PRESENCE optional }|


{ ID id-MAChs-ResetIndicator



CRITICALITY ignore

EXTENSION MAChs-ResetIndicator





PRESENCE optional }|


{ ID id-Fast-Reconfiguration-Permission

CRITICALITY ignore

EXTENSION Fast-Reconfiguration-Permission

PRESENCE optional }|


{ ID id-ContinuousPacketConnectivityHS-SCCH-less-Information-Response

CRITICALITY ignore

EXTENSION
ContinuousPacketConnectivityHS-SCCH-less-Information-Response


PRESENCE optional }|


{ ID id-Additional-HS-Cell-Information-Response

CRITICALITY ignore

EXTENSION
Additional-HS-Cell-Information-Response-List


PRESENCE optional }|


{ ID id-ContinuousPacketConnectivity-DRX-Information-ResponseLCR



CRITICALITY ignore

EXTENSION ContinuousPacketConnectivity-DRX-Information-ResponseLCR


PRESENCE optional
}|


{ ID id-HS-DSCH-Semi-PersistentScheduling-Information-ResponseLCR

CRITICALITY ignore

EXTENSION HS-DSCH-Semi-PersistentScheduling-Information-ResponseLCR


PRESENCE optional
}|


{ ID id-E-DCH-Semi-PersistentScheduling-Information-ResponseLCR

CRITICALITY ignore

EXTENSION E-DCH-Semi-PersistentScheduling-Information-ResponseLCR


PRESENCE optional}|


{ ID id-Special-Default-Midamble-Allocation-Usage-Indicator


CRITICALITY ignore
EXTENSION Special-Default-Midamble-Allocation-Usage-Indicator


PRESENCE optional},

...

}

RL-InformationResponseList-RL-ReconfReady
 ::= SEQUENCE (SIZE (1..maxNrOfRLs)) OF ProtocolIE-Single-Container {{ RL-InformationResponseItemIE-RL-ReconfReady}}

RL-InformationResponseItemIE-RL-ReconfReady NBAP-PROTOCOL-IES ::= {


{ ID id-RL-InformationResponseItem-RL-ReconfReady
CRITICALITY ignore
TYPE RL-InformationResponseItem-RL-ReconfReady
PRESENCE mandatory }

}

RL-InformationResponseItem-RL-ReconfReady ::= SEQUENCE {


rL-ID










RL-ID,


dCH-InformationResponseList-RL-ReconfReady

DCH-InformationResponseList-RL-ReconfReady
OPTIONAL,


dSCH-InformationResponseList-RL-ReconfReady

DSCH-InformationResponseList-RL-ReconfReady
OPTIONAL, -- TDD only


uSCH-InformationResponseList-RL-ReconfReady

USCH-InformationResponseList-RL-ReconfReady
OPTIONAL, -- TDD only


not-Used-tFCI2-BearerInformationResponse

NULL









OPTIONAL,


iE-Extensions








ProtocolExtensionContainer { { RL-InformationResponseItem-RL-ReconfReady-ExtIEs} }

OPTIONAL,


...

}

RL-InformationResponseItem-RL-ReconfReady-ExtIEs  NBAP-PROTOCOL-EXTENSION ::= {


{ ID id-DL-PowerBalancing-UpdatedIndicator


CRITICALITY ignore
EXTENSION DL-PowerBalancing-UpdatedIndicator



PRESENCE optional }|

{ ID id-E-DCH-RL-Set-ID







CRITICALITY ignore
EXTENSION RL-Set-ID






PRESENCE optional }|

{ ID id-E-DCH-FDD-DL-Control-Channel-Information
CRITICALITY ignore
EXTENSION E-DCH-FDD-DL-Control-Channel-Information

PRESENCE optional }|


{ ID id-E-DCH-FDD-Information-Response



CRITICALITY ignore
EXTENSION E-DCH-FDD-Information-Response




PRESENCE optional },


...

}

DCH-InformationResponseList-RL-ReconfReady ::= ProtocolIE-Single-Container {{ DCH-InformationResponseListIEs-RL-ReconfReady }}

DCH-InformationResponseListIEs-RL-ReconfReady NBAP-PROTOCOL-IES ::= {


{ ID id-DCH-InformationResponse   CRITICALITY ignore
TYPE DCH-InformationResponse
PRESENCE mandatory }

}

DSCH-InformationResponseList-RL-ReconfReady ::= ProtocolIE-Single-Container {{ DSCH-InformationResponseListIEs-RL-ReconfReady }}

DSCH-InformationResponseListIEs-RL-ReconfReady NBAP-PROTOCOL-IES ::= {


{ ID id-DSCH-InformationResponse   CRITICALITY ignore
TYPE DSCH-InformationResponse
PRESENCE mandatory }

}

USCH-InformationResponseList-RL-ReconfReady ::= ProtocolIE-Single-Container {{ USCH-InformationResponseListIEs-RL-ReconfReady }}

USCH-InformationResponseListIEs-RL-ReconfReady NBAP-PROTOCOL-IES ::= {


{ ID id-USCH-InformationResponse   CRITICALITY ignore
TYPE USCH-InformationResponse
PRESENCE mandatory }

}

// partially omitted
-- **************************************************************

--

-- RADIO LINK RECONFIGURATION REQUEST TDD

--

-- **************************************************************

RadioLinkReconfigurationRequestTDD ::= SEQUENCE {


protocolIEs



ProtocolIE-Container

{{RadioLinkReconfigurationRequestTDD-IEs}},


protocolExtensions

ProtocolExtensionContainer
{{RadioLinkReconfigurationRequestTDD-Extensions}}

OPTIONAL,


...

}

RadioLinkReconfigurationRequestTDD-IEs NBAP-PROTOCOL-IES ::= {


{ ID id-NodeB-CommunicationContextID





CRITICALITY reject
TYPE NodeB-CommunicationContextID



PRESENCE mandatory }|


{ ID id-UL-CCTrCH-InformationModifyList-RL-ReconfRqstTDD
CRITICALITY notify
TYPE UL-CCTrCH-InformationModifyList-RL-ReconfRqstTDD

PRESENCE optional } |


{ ID id-UL-CCTrCH-InformationDeleteList-RL-ReconfRqstTDD
CRITICALITY notify
TYPE UL-CCTrCH-InformationDeleteList-RL-ReconfRqstTDD

PRESENCE optional } |


{ ID id-DL-CCTrCH-InformationModifyList-RL-ReconfRqstTDD
CRITICALITY notify
TYPE DL-CCTrCH-InformationModifyList-RL-ReconfRqstTDD

PRESENCE optional } |


{ ID id-DL-CCTrCH-InformationDeleteList-RL-ReconfRqstTDD
CRITICALITY notify
TYPE DL-CCTrCH-InformationDeleteList-RL-ReconfRqstTDD

PRESENCE optional } |


{ ID id-TDD-DCHs-to-Modify








CRITICALITY reject
TYPE TDD-DCHs-to-Modify




PRESENCE optional }|


{ ID
id-DCHs-to-Add-TDD








CRITICALITY reject
TYPE DCH-TDD-Information




PRESENCE optional }|


{ ID id-DCH-DeleteList-RL-ReconfRqstTDD





CRITICALITY reject
TYPE DCH-DeleteList-RL-ReconfRqstTDD


PRESENCE optional }|


{ ID id-RL-Information-RL-ReconfRqstTDD





CRITICALITY reject
TYPE RL-Information-RL-ReconfRqstTDD


PRESENCE optional },

-- This RL-Information-RL-ReconfRqstTDD is the first RL information repetition in the RL-Information List. Repetition 2 and on, should be defined in Multiple-RL-Information-RL-ReconfRqstTDD,


...

}

RadioLinkReconfigurationRequestTDD-Extensions NBAP-PROTOCOL-EXTENSION ::= {


{ ID id-SignallingBearerRequestIndicator


CRITICALITY reject
EXTENSION SignallingBearerRequestIndicator
PRESENCE optional }|


{ ID id-multiple-RL-Information-RL-ReconfRqstTDD



CRITICALITY reject
EXTENSION Multiple-RL-Information-RL-ReconfRqstTDD

PRESENCE optional }|

--Includes the 2nd through the max number of radio link information repetitions.


{ ID id-HSDSCH-TDD-Information





CRITICALITY reject
EXTENSION HSDSCH-TDD-Information


PRESENCE optional }|


{ ID id-HSDSCH-Information-to-Modify-Unsynchronised
CRITICALITY reject
EXTENSION HSDSCH-Information-to-Modify-Unsynchronised

PRESENCE optional }|


{ ID id-HSDSCH-MACdFlows-to-Add





CRITICALITY reject
EXTENSION HSDSCH-MACdFlows-Information


PRESENCE optional }|


{ ID id-HSDSCH-MACdFlows-to-Delete




CRITICALITY reject
EXTENSION HSDSCH-MACdFlows-to-Delete


PRESENCE optional }|


{ ID id-HSDSCH-RNTI








CRITICALITY reject
EXTENSION HSDSCH-RNTI


PRESENCE conditional }|


-- The IE shall be present if HS-PDSCH RL ID IE is present.


{ ID id-HSPDSCH-RL-ID







CRITICALITY reject
EXTENSION RL-ID




PRESENCE optional }|

{ ID id-E-DCH-Information-Reconfig




CRITICALITY reject
EXTENSION E-DCH-Information-Reconfig


PRESENCE optional }|


{ ID id-E-DCH-Serving-RL-ID






CRITICALITY reject
EXTENSION RL-ID




PRESENCE optional }|


{ ID id-E-DCH-768-Information-Reconfig



CRITICALITY reject
EXTENSION E-DCH-768-Information-Reconfig

PRESENCE optional }|

{ ID id-E-DCH-LCR-Information-Reconfig



CRITICALITY reject
EXTENSION E-DCH-LCR-Information-Reconfig

PRESENCE optional }|


{ ID id-PowerControlGAP







CRITICALITY ignore
EXTENSION ControlGAP








PRESENCE optional }|


-- Applicable to 1.28Mcps TDD only

{ ID id-CPC-InformationLCR






CRITICALITY reject
EXTENSION CPC-InformationLCR




PRESENCE optional }|


{ ID id-IdleIntervalInformation


CRITICALITY ignore

EXTENSION

IdleIntervalInformation








PRESENCE optional }|


{ ID id-UE-Selected-MBMS-Service-Information


CRITICALITY ignore

EXTENSION UE-Selected-MBMS-Service-Information





PRESENCE optional
}|


{ ID id-Special-Default-Midamble-Allocation-Indicator
CRITICALITY reject
EXTENSION Special-Default-Midamble-Allocation-Indicator

PRESENCE optional },


...

}

UL-CCTrCH-InformationModifyList-RL-ReconfRqstTDD ::= SEQUENCE (SIZE (1..maxNrOfCCTrCHs)) OF ProtocolIE-Single-Container {{ UL-CCTrCH-InformationModifyItemIE-RL-ReconfRqstTDD}}

UL-CCTrCH-InformationModifyItemIE-RL-ReconfRqstTDD NBAP-PROTOCOL-IES ::= {


{ ID id-UL-CCTrCH-InformationModifyItem-RL-ReconfRqstTDD
CRITICALITY notify
TYPE UL-CCTrCH-InformationModifyItem-RL-ReconfRqstTDD

PRESENCE mandatory}

}

UL-CCTrCH-InformationModifyItem-RL-ReconfRqstTDD ::= SEQUENCE {


cCTrCH-ID









CCTrCH-ID,


tFCS










TFCS


OPTIONAL,


punctureLimit








PunctureLimit
OPTIONAL,


iE-Extensions








ProtocolExtensionContainer { { UL-CCTrCH-InformationModifyItem-RL-ReconfRqstTDD-ExtIEs} }


OPTIONAL,


...

}

UL-CCTrCH-InformationModifyItem-RL-ReconfRqstTDD-ExtIEs  NBAP-PROTOCOL-EXTENSION ::= {

{ ID id-UL-SIRTarget

CRITICALITY reject

EXTENSION UL-SIR

PRESENCE optional },


-- Applicable to 1.28Mcps TDD only


...

}

UL-CCTrCH-InformationDeleteList-RL-ReconfRqstTDD ::= SEQUENCE (SIZE (1..maxNrOfCCTrCHs)) OF ProtocolIE-Single-Container {{ UL-CCTrCH-InformationDeleteItemIE-RL-ReconfRqstTDD}}

UL-CCTrCH-InformationDeleteItemIE-RL-ReconfRqstTDD NBAP-PROTOCOL-IES ::= {


{ ID id-UL-CCTrCH-InformationDeleteItem-RL-ReconfRqstTDD


CRITICALITY notify
TYPE UL-CCTrCH-InformationDeleteItem-RL-ReconfRqstTDD

PRESENCE mandatory }

}

UL-CCTrCH-InformationDeleteItem-RL-ReconfRqstTDD ::= SEQUENCE {


cCTrCH-ID









CCTrCH-ID,


iE-Extensions








ProtocolExtensionContainer { { UL-CCTrCH-InformationDeleteItem-RL-ReconfRqstTDD-ExtIEs} }


OPTIONAL,


...

}

UL-CCTrCH-InformationDeleteItem-RL-ReconfRqstTDD-ExtIEs  NBAP-PROTOCOL-EXTENSION ::= {


...

}

DL-CCTrCH-InformationModifyList-RL-ReconfRqstTDD ::= SEQUENCE (SIZE (1..maxNrOfCCTrCHs)) OF ProtocolIE-Single-Container {{ DL-CCTrCH-InformationModifyItemIE-RL-ReconfRqstTDD}}

DL-CCTrCH-InformationModifyItemIE-RL-ReconfRqstTDD NBAP-PROTOCOL-IES ::= {


{ ID id-DL-CCTrCH-InformationModifyItem-RL-ReconfRqstTDD

CRITICALITY notify

TYPE DL-CCTrCH-InformationModifyItem-RL-ReconfRqstTDD
PRESENCE mandatory }

}

DL-CCTrCH-InformationModifyItem-RL-ReconfRqstTDD ::= SEQUENCE {


cCTrCH-ID









CCTrCH-ID,


tFCS










TFCS


OPTIONAL,


punctureLimit








PunctureLimit
OPTIONAL,


iE-Extensions








ProtocolExtensionContainer { { DL-CCTrCH-InformationModifyItem-RL-ReconfRqstTDD-ExtIEs} }


OPTIONAL,


...

}

DL-CCTrCH-InformationModifyItem-RL-ReconfRqstTDD-ExtIEs  NBAP-PROTOCOL-EXTENSION ::= {


{ ID id-DL-DPCH-LCR-InformationModify-ModifyList-RL-ReconfRqstTDD
CRITICALITY ignore
EXTENSION  DL-DPCH-LCR-InformationModify-ModifyList-RL-ReconfRqstTDD

PRESENCE optional }|
-- Applicable to 1.28Mcps TDD only
-- This DPCH LCR Information is the for the first RL repetition, DPCH LCR information for RL repetitions 2 and on, should be defined in MultipleRL-DL-CCTrCH-InformationModifyList-RL-ReconfRqstTDD.


{ ID id-CCTrCH-Maximum-DL-Power-InformationModify-RL-ReconfRqstTDD
CRITICALITY ignore
EXTENSION DL-Power

PRESENCE optional
}|

-- This power Information is the for the first RL repetition, power information for RL repetitions 2 and on, should be defined in MultipleRL-DL-CCTrCH-InformationModifyList-RL-ReconfRqstTDD.

{ ID id-CCTrCH-Minimum-DL-Power-InformationModify-RL-ReconfRqstTDD
CRITICALITY ignore
EXTENSION DL-Power

PRESENCE optional
}|

-- This power Information is the for the first RL repetition, power information for RL repetitions 2 and on, should be defined in MultipleRL-DL-CCTrCH-InformationModifyList-RL-ReconfRqstTDD.

{ ID id-RL-ID













CRITICALITY ignore
EXTENSION RL-ID

PRESENCE optional
}|

-- This is the RL ID for the first RL repetition.


{ ID id-multipleRL-dl-CCTrCH-InformationModifyList-RL-ReconfRqstTDD
CRITICALITY reject
EXTENSION
MultipleRL-DL-CCTrCH-InformationModifyList-RL-ReconfRqstTDD
PRESENCE optional
},
-- This CCTrCH Information is the for the 2nd and beyond RL repetitions.

...

}

MultipleRL-DL-CCTrCH-InformationModifyList-RL-ReconfRqstTDD ::= SEQUENCE (SIZE (1..maxNrOfRLs-1)) OF  MultipleRL-DL-CCTrCH-InformationModifyListIE-RL-ReconfRqstTDD

--Includes the 2nd through the max number of radio link information repetitions.

MultipleRL-DL-CCTrCH-InformationModifyListIE-RL-ReconfRqstTDD ::= SEQUENCE {


dl-DPCH-LCR-InformationModifyList







DL-DPCH-LCR-InformationModify-ModifyList-RL-ReconfRqstTDD
OPTIONAL,


cCTrCH-Maximum-DL-Power-InformationModify-RL-ReconfRqstTDD

DL-Power









OPTIONAL,

cCTrCH-Minimum-DL-Power-InformationModify-RL-ReconfRqstTDD

DL-Power









OPTIONAL,

rL-ID














RL-ID










OPTIONAL,


...

}

DL-DPCH-LCR-InformationModify-ModifyList-RL-ReconfRqstTDD ::= SEQUENCE {



dL-Timeslot-LCR-InformationModify-ModifyList-RL-ReconfRqstTDD

DL-Timeslot-LCR-InformationModify-ModifyList-RL-ReconfRqstTDD

OPTIONAL,

iE-Extensions






ProtocolExtensionContainer { { DL-DPCH-LCR-InformationModify-ModifyList-RL-ReconfRqstTDD-ExtIEs} }

OPTIONAL,


...

}

DL-DPCH-LCR-InformationModify-ModifyList-RL-ReconfRqstTDD-ExtIEs  NBAP-PROTOCOL-EXTENSION ::= {

...

}
DL-Timeslot-LCR-InformationModify-ModifyList-RL-ReconfRqstTDD
::= SEQUENCE (SIZE (1..maxNrOfDLTSLCRs)) OF DL-Timeslot-LCR-InformationModify-ModifyItem-RL-ReconfRqstTDD


DL-Timeslot-LCR-InformationModify-ModifyItem-RL-ReconfRqstTDD
 ::= SEQUENCE {


timeSlotLCR







TimeSlotLCR,


maxPowerLCR







DL-Power
OPTIONAL,


minPowerLCR







DL-Power
OPTIONAL,


iE-Extensions






ProtocolExtensionContainer { { DL-Timeslot-LCR-InformationModify-ModifyItem-RL-ReconfRqstTDD-ExtIEs} }

OPTIONAL,


...

}

DL-Timeslot-LCR-InformationModify-ModifyItem-RL-ReconfRqstTDD-ExtIEs  NBAP-PROTOCOL-EXTENSION ::= {

...

}
DL-CCTrCH-InformationDeleteList-RL-ReconfRqstTDD ::= SEQUENCE (SIZE (1..maxNrOfCCTrCHs)) OF ProtocolIE-Single-Container {{ DL-CCTrCH-InformationDeleteItemIE-RL-ReconfRqstTDD}}

DL-CCTrCH-InformationDeleteItemIE-RL-ReconfRqstTDD NBAP-PROTOCOL-IES ::= {


{ ID id-DL-CCTrCH-InformationDeleteItem-RL-ReconfRqstTDD

CRITICALITY notify
TYPE DL-CCTrCH-InformationDeleteItem-RL-ReconfRqstTDD

PRESENCE mandatory }

}

DL-CCTrCH-InformationDeleteItem-RL-ReconfRqstTDD ::= SEQUENCE {


cCTrCH-ID









CCTrCH-ID,


iE-Extensions








ProtocolExtensionContainer { { DL-CCTrCH-InformationDeleteItem-RL-ReconfRqstTDD-ExtIEs} }


OPTIONAL,


...

}

DL-CCTrCH-InformationDeleteItem-RL-ReconfRqstTDD-ExtIEs  NBAP-PROTOCOL-EXTENSION ::= {


...

}

DCH-DeleteList-RL-ReconfRqstTDD ::= SEQUENCE (SIZE (1..maxNrOfDCHs)) OF DCH-DeleteItem-RL-ReconfRqstTDD

DCH-DeleteItem-RL-ReconfRqstTDD ::= SEQUENCE {


dCH-ID










DCH-ID,


iE-Extensions








ProtocolExtensionContainer { { DCH-DeleteItem-RL-ReconfRqstTDD-ExtIEs} }


OPTIONAL,


...

}

DCH-DeleteItem-RL-ReconfRqstTDD-ExtIEs  NBAP-PROTOCOL-EXTENSION ::= {


...

}

Multiple-RL-Information-RL-ReconfRqstTDD ::= SEQUENCE (SIZE (1..maxNrOfRLs-1)) OF RL-Information-RL-ReconfRqstTDD

--Includes the 2nd through the max number of radio link information repetitions.

RL-Information-RL-ReconfRqstTDD ::= SEQUENCE {


rL-ID









RL-ID,


maxDL-Power








DL-Power

OPTIONAL,


minDL-Power








DL-Power

OPTIONAL,


iE-Extensions







ProtocolExtensionContainer { { RL-InformationItem-RL-ReconfRqstTDD-ExtIEs} }


OPTIONAL,


...

}

RL-InformationItem-RL-ReconfRqstTDD-ExtIEs  NBAP-PROTOCOL-EXTENSION ::= {


{ ID id-RL-Specific-DCH-Info



CRITICALITY
ignore

EXTENSION 
RL-Specific-DCH-Info

PRESENCE optional
}|


{ ID id-UL-Synchronisation-Parameters-LCR
CRITICALITY
ignore

EXTENSION 
UL-Synchronisation-Parameters-LCR
PRESENCE optional
},


-- Mandatory for 1.28Mcps TDD, Not Applicable to 3.84Mcps TDD or 7.68Mcps TDD


...

}

// partially omitted
-- **************************************************************

--

-- RADIO LINK RECONFIGURATION RESPONSE

--

-- **************************************************************

RadioLinkReconfigurationResponse ::= SEQUENCE {


protocolIEs



ProtocolIE-Container

{{RadioLinkReconfigurationResponse-IEs}},


protocolExtensions

ProtocolExtensionContainer
{{RadioLinkReconfigurationResponse-Extensions}}

OPTIONAL,


...

}

RadioLinkReconfigurationResponse-IEs NBAP-PROTOCOL-IES ::= {


{ ID
id-CRNC-CommunicationContextID




CRITICALITY
ignore

TYPE
CRNC-CommunicationContextID





PRESENCE
mandatory
} |


{ ID
id-RL-InformationResponseList-RL-ReconfRsp

CRITICALITY
ignore

TYPE
RL-InformationResponseList-RL-ReconfRsp

PRESENCE
optional
} |


{ ID
id-CriticalityDiagnostics





CRITICALITY
ignore

TYPE
CriticalityDiagnostics







PRESENCE
optional
},


...

}

RadioLinkReconfigurationResponse-Extensions NBAP-PROTOCOL-EXTENSION ::= {


{ ID id-TargetCommunicationControlPortID
CRITICALITY ignore

EXTENSION CommunicationControlPortID

PRESENCE optional }|

{ ID id-HSDSCH-FDD-Information-Response

CRITICALITY ignore

EXTENSION HSDSCH-FDD-Information-Response

PRESENCE optional }|


-- FDD only

{ ID id-HSDSCH-TDD-Information-Response

CRITICALITY ignore

EXTENSION HSDSCH-TDD-Information-Response

PRESENCE optional }|


-- TDD only

{ ID id-E-DCH-Information-Response


CRITICALITY ignore

EXTENSION E-DCH-Information-Response

PRESENCE optional
}|


{ ID id-MAChs-ResetIndicator



CRITICALITY ignore

EXTENSION MAChs-ResetIndicator

PRESENCE optional }|


{ ID id-ContinuousPacketConnectivityHS-SCCH-less-Information-Response

CRITICALITY ignore

EXTENSION
ContinuousPacketConnectivityHS-SCCH-less-Information-Response


PRESENCE optional }|


{ ID id-Additional-HS-Cell-Information-Response

CRITICALITY ignore

EXTENSION
Additional-HS-Cell-Information-Response-List


PRESENCE optional }|


{ ID id-ContinuousPacketConnectivity-DRX-Information-ResponseLCR



CRITICALITY ignore

EXTENSION ContinuousPacketConnectivity-DRX-Information-ResponseLCR


PRESENCE optional
}|


{ ID id-HS-DSCH-Semi-PersistentScheduling-Information-ResponseLCR

CRITICALITY ignore

EXTENSION HS-DSCH-Semi-PersistentScheduling-Information-ResponseLCR


PRESENCE optional
}|


{ ID id-E-DCH-Semi-PersistentScheduling-Information-ResponseLCR

CRITICALITY ignore

EXTENSION E-DCH-Semi-PersistentScheduling-Information-ResponseLCR


PRESENCE optional}|


{ ID id-Special-Default-Midamble-Allocation-Usage-Indicator


CRITICALITY ignore
EXTENSION Special-Default-Midamble-Allocation-Usage-Indicator


PRESENCE optional},

...

}

RL-InformationResponseList-RL-ReconfRsp ::= SEQUENCE (SIZE (1..maxNrOfRLs)) OF ProtocolIE-Single-Container {{RL-InformationResponseItemIE-RL-ReconfRsp}}

RL-InformationResponseItemIE-RL-ReconfRsp NBAP-PROTOCOL-IES ::= {


{ ID id-RL-InformationResponseItem-RL-ReconfRsp
CRITICALITY ignore
TYPE RL-InformationResponseItem-RL-ReconfRsp
PRESENCE mandatory }

}

RL-InformationResponseItem-RL-ReconfRsp ::= SEQUENCE {


rL-ID









RL-ID,


dCH-InformationResponseList-RL-ReconfRsp
DCH-InformationResponseList-RL-ReconfRsp








OPTIONAL,


iE-Extensions







ProtocolExtensionContainer { { RL-InformationResponseItem-RL-ReconfRsp-ExtIEs} }

OPTIONAL,


...

}

RL-InformationResponseItem-RL-ReconfRsp-ExtIEs  NBAP-PROTOCOL-EXTENSION ::= {


{ ID id-DL-PowerBalancing-UpdatedIndicator


CRITICALITY ignore
EXTENSION DL-PowerBalancing-UpdatedIndicator



PRESENCE optional }|

-- FDD only


{ ID id-E-DCH-RL-Set-ID







CRITICALITY ignore
EXTENSION RL-Set-ID






PRESENCE optional }|

{ ID id-E-DCH-FDD-DL-Control-Channel-Information
CRITICALITY ignore
EXTENSION E-DCH-FDD-DL-Control-Channel-Information

PRESENCE optional }|


{ ID id-E-DCH-FDD-Information-Response



CRITICALITY ignore
EXTENSION E-DCH-FDD-Information-Response




PRESENCE optional },


...

}

DCH-InformationResponseList-RL-ReconfRsp::= ProtocolIE-Single-Container {{ DCH-InformationResponseListIEs-RL-ReconfRsp }}

DCH-InformationResponseListIEs-RL-ReconfRsp NBAP-PROTOCOL-IES ::= {


{ ID id-DCH-InformationResponse   CRITICALITY ignore
TYPE DCH-InformationResponse
PRESENCE mandatory }

}

//partially omitted
-- **************************************************************

--

-- PHYSICAL SHARED CHANNEL RECONFIGURATION REQUEST TDD

--

-- **************************************************************

PhysicalSharedChannelReconfigurationRequestTDD ::= SEQUENCE {


protocolIEs


ProtocolIE-Container

{{PhysicalSharedChannelReconfigurationRequestTDD-IEs}},


protocolExtensions
ProtocolExtensionContainer
{{PhysicalSharedChannelReconfigurationRequestTDD-Extensions}}
OPTIONAL,


...

}

PhysicalSharedChannelReconfigurationRequestTDD-IEs NBAP-PROTOCOL-IES ::= {


{ ID id-C-ID








CRITICALITY reject
TYPE C-ID





PRESENCE mandatory }|


{ ID id-SFN









CRITICALITY reject
TYPE SFN





PRESENCE optional }|


{ ID id-PDSCHSets-AddList-PSCH-ReconfRqst

CRITICALITY reject
TYPE PDSCHSets-AddList-PSCH-ReconfRqst

PRESENCE optional }|


{ ID id-PDSCHSets-ModifyList-PSCH-ReconfRqst
CRITICALITY reject
TYPE PDSCHSets-ModifyList-PSCH-ReconfRqst

PRESENCE optional }|


{ ID id-PDSCHSets-DeleteList-PSCH-ReconfRqst
CRITICALITY reject
TYPE PDSCHSets-DeleteList-PSCH-ReconfRqst

PRESENCE optional }|


{ ID id-PUSCHSets-AddList-PSCH-ReconfRqst

CRITICALITY reject
TYPE PUSCHSets-AddList-PSCH-ReconfRqst

PRESENCE optional }|


{ ID id-PUSCHSets-ModifyList-PSCH-ReconfRqst
CRITICALITY reject
TYPE PUSCHSets-ModifyList-PSCH-ReconfRqst

PRESENCE optional }|


{ ID id-PUSCHSets-DeleteList-PSCH-ReconfRqst
CRITICALITY reject
TYPE PUSCHSets-DeleteList-PSCH-ReconfRqst

PRESENCE optional },


...

}

PhysicalSharedChannelReconfigurationRequestTDD-Extensions NBAP-PROTOCOL-EXTENSION ::= {


{ ID id-HS-PDSCH-TDD-Information-PSCH-ReconfRqst


CRITICALITY reject
EXTENSION HS-PDSCH-TDD-Information-PSCH-ReconfRqst


PRESENCE optional } |


{ ID id-Add-To-HS-SCCH-Resource-Pool-PSCH-ReconfRqst

CRITICALITY reject
EXTENSION Add-To-HS-SCCH-Resource-Pool-PSCH-ReconfRqst


PRESENCE optional } |


{ ID id-Modify-HS-SCCH-Resource-Pool-PSCH-ReconfRqst

CRITICALITY reject
EXTENSION Modify-HS-SCCH-Resource-Pool-PSCH-ReconfRqst


PRESENCE optional } |


{ ID id-Delete-From-HS-SCCH-Resource-Pool-PSCH-ReconfRqst
CRITICALITY reject
EXTENSION Delete-From-HS-SCCH-Resource-Pool-PSCH-ReconfRqst

PRESENCE optional } |


{ ID id-ConfigurationGenerationID





CRITICALITY reject
EXTENSION ConfigurationGenerationID



PRESENCE optional }|


{ ID id-E-PUCH-Information-PSCH-ReconfRqst







CRITICALITY reject
EXTENSION E-PUCH-Information-PSCH-ReconfRqst













PRESENCE optional }|


{ ID id-Add-To-E-AGCH-Resource-Pool-PSCH-ReconfRqst





CRITICALITY reject
EXTENSION Add-To-E-AGCH-Resource-Pool-PSCH-ReconfRqst




PRESENCE optional } |


{ ID id-Modify-E-AGCH-Resource-Pool-PSCH-ReconfRqst





CRITICALITY reject
EXTENSION Modify-E-AGCH-Resource-Pool-PSCH-ReconfRqst








PRESENCE optional } |


{ ID id-Delete-From-E-AGCH-Resource-Pool-PSCH-ReconfRqst



CRITICALITY reject
EXTENSION Delete-From-E-AGCH-Resource-Pool-PSCH-ReconfRqst








PRESENCE optional } |


{ ID id-E-HICH-Information-PSCH-ReconfRqst







CRITICALITY reject
EXTENSION E-HICH-Information-PSCH-ReconfRqst



PRESENCE optional }|


{ ID id-Maximum-Generated-ReceivedTotalWideBandPowerInOtherCells

CRITICALITY reject
EXTENSION Maximum-Generated-ReceivedTotalWideBandPowerInOtherCells

PRESENCE optional }|-- Applicable to 3.84Mcps TDD or 7.68Mcps TDD.


{ ID id-E-PUCH-Information-768-PSCH-ReconfRqst






CRITICALITY reject
EXTENSION E-PUCH-Information-768-PSCH-ReconfRqst












PRESENCE optional }|


{ ID id-Add-To-E-AGCH-Resource-Pool-768-PSCH-ReconfRqst




CRITICALITY reject
EXTENSION Add-To-E-AGCH-Resource-Pool-768-PSCH-ReconfRqst


PRESENCE optional } |


{ ID id-Modify-E-AGCH-Resource-Pool-768-PSCH-ReconfRqst





CRITICALITY reject
EXTENSION Modify-E-AGCH-Resource-Pool-768-PSCH-ReconfRqst








PRESENCE optional } |


{ ID id-E-HICH-Information-768-PSCH-ReconfRqst






CRITICALITY reject
EXTENSION E-HICH-Information-768-PSCH-ReconfRqst



PRESENCE optional }|


{ ID id-E-PUCH-Information-LCR-PSCH-ReconfRqst






CRITICALITY reject
EXTENSION E-PUCH-Information-LCR-PSCH-ReconfRqst












PRESENCE optional }|


{ ID id-Add-To-E-AGCH-Resource-Pool-LCR-PSCH-ReconfRqst




CRITICALITY reject
EXTENSION Add-To-E-AGCH-Resource-Pool-LCR-PSCH-ReconfRqst


PRESENCE optional }|


{ ID id-Modify-E-AGCH-Resource-Pool-LCR-PSCH-ReconfRqst




CRITICALITY reject
EXTENSION Modify-E-AGCH-Resource-Pool-LCR-PSCH-ReconfRqst








PRESENCE optional }|


{ ID id-Add-To-E-HICH-Resource-Pool-LCR-PSCH-ReconfRqst
    CRITICALITY reject
EXTENSION Add-To-E-HICH-Resource-Pool-LCR-PSCH-ReconfRqst



PRESENCE optional }|


{ ID id-Modify-E-HICH-Resource-Pool-LCR-PSCH-ReconfRqst

CRITICALITY reject
EXTENSION Modify-E-HICH-Resource-Pool-LCR-PSCH-ReconfRqst



PRESENCE optional }|

{ ID id-Delete-From-E-HICH-Resource-Pool-PSCH-ReconfRqst

CRITICALITY reject
EXTENSION Delete-From-E-HICH-Resource-Pool-PSCH-ReconfRqst








PRESENCE optional }|


{ ID id-SYNC-UL-Partition-LCR










CRITICALITY reject
EXTENSION SYNC-UL-Partition-LCR














PRESENCE optional }|


 -- Applicable to 1.28Mcps TDD, Not Applicable to 3.84Mcps TDD or 7.68Mcps TDD.


{ ID id-Maximum-Target-ReceivedTotalWideBandPower-LCR




CRITICALITY reject
EXTENSION Maximum-Target-ReceivedTotalWideBandPower-LCR





PRESENCE optional }|

-- Applicable to 1.28Mcps TDD only.


{ ID id-Delete-From-HS-SCCH-Resource-PoolExt-PSCH-ReconfRqst
CRITICALITY reject

EXTENSION Delete-From-HS-SCCH-Resource-PoolExt-PSCH-ReconfRqst

PRESENCE optional }|


-- Applicable to 1.28Mcps TDD only, used when there are more than maxNrOfHSSCCHs HS-SCCHs in the message.

{ ID id-HSDSCH-Common-System-InformationLCR





CRITICALITY reject
EXTENSION HSDSCH-Common-System-InformationLCR



PRESENCE optional }|

{ ID id-Common-MACFlows-to-DeleteLCR






CRITICALITY reject
EXTENSION Common-MACFlows-to-DeleteLCR








PRESENCE optional }|


{ ID id-HSDSCH-Paging-System-InformationLCR





CRITICALITY reject
EXTENSION HSDSCH-Paging-System-InformationLCR





PRESENCE optional }|

{ ID id-Paging-MACFlows-to-DeleteLCR






CRITICALITY reject
EXTENSION Paging-MACFlows-to-DeleteLCR








PRESENCE optional }|

{ ID id-Common-EDCH-System-InformationLCR





CRITICALITY reject
EXTENSION Common-EDCH-System-InformationLCR






PRESENCE optional }|

{ ID id-Common-UL-MACFlows-to-DeleteLCR






CRITICALITY reject
EXTENSION Common-MACFlows-to-DeleteLCR








PRESENCE optional }|

{ ID id-Common-EDCH-MACdFlows-to-DeleteLCR





CRITICALITY reject
EXTENSION E-DCH-MACdFlows-to-DeleteLCR








PRESENCE optional }|


{ ID id-Enhanced-UE-DRX-InformationLCR






CRITICALITY reject
EXTENSION Enhanced-UE-DRX-InformationLCR







PRESENCE optional }|


{ ID id-Add-To-Non-HS-SCCH-Associated-HS-SICH-Resource-Pool-LCR-PSCH-ReconfRqst

CRITICALITY reject
EXTENSION Add-To-Non-HS-SCCH-Associated-HS-SICH-Resource-Pool-LCR-PSCH-ReconfRqst


PRESENCE optional }|


{ ID id-Modify-Non-HS-SCCH-Associated-HS-SICH-Resource-Pool-LCR-PSCH-ReconfRqst

CRITICALITY reject

EXTENSION Modify-Non-HS-SCCH-Associated-HS-SICH-Resource-Pool-LCR-PSCH-ReconfRqst

PRESENCE optional }|

{ ID
id-Delete-From-Non-HS-SCCH-Associated-HS-SICH-Resource-Pool-LCR-PSCH-ReconfRqst

CRITICALITY reject

EXTENSION Delete-From-Non-HS-SCCH-Associated-HS-SICH-Resource-Pool-LCR-PSCH-ReconfRqst

PRESENCE optional }|


{ ID id-Special-Default-Midamble-Allocation-Information
CRITICALITY reject
EXTENSION Special-Default-Midamble-Allocation-Information

PRESENCE optional },


...

}

PDSCHSets-AddList-PSCH-ReconfRqst ::= SEQUENCE (SIZE (1..maxNrOfPDSCHSets)) OF PDSCHSets-AddItem-PSCH-ReconfRqst

PDSCHSets-AddItem-PSCH-ReconfRqst
 ::= SEQUENCE {


pDSCHSet-ID








PDSCHSet-ID,


pDSCH-InformationList





PDSCH-Information-AddList-PSCH-ReconfRqst 
OPTIONAL,
-- Mandatory for 3.84Mcps TDD. Not Applicable to 1.28Mcps TDD or 7.68Mcps TDD


iE-Extensions







ProtocolExtensionContainer { {PDSCHSets-AddItem-PSCH-ReconfRqst-ExtIEs} }

OPTIONAL,


...

}

PDSCHSets-AddItem-PSCH-ReconfRqst-ExtIEs  NBAP-PROTOCOL-EXTENSION ::= {


{ID id-PDSCH-AddInformation-LCR-PSCH-ReconfRqst 
CRITICALITY
reject

EXTENSION 
PDSCH-AddInformation-LCR-AddItem-PSCH-ReconfRqst


PRESENCE
optional}| -- Mandatory for 1.28Mcps TDD. Not Applicable to 3.84Mcps TDD or 7.68Mcps TDD.


{ID id-PDSCH-AddInformation-768-PSCH-ReconfRqst 
CRITICALITY
reject

EXTENSION 
PDSCH-AddInformation-768-AddItem-PSCH-ReconfRqst


PRESENCE
optional}, -- Mandatory for 7.68 Mcps TDD. Not Applicable to 3.84Mcps TDD or 1.28 Mcps TDD.


...

}

PDSCH-Information-AddList-PSCH-ReconfRqst ::= ProtocolIE-Single-Container {{ PDSCH-Information-AddListIEs-PSCH-ReconfRqst }}

-- Mandatory for 3.84Mcps TDD, Not Applicable to 1.28Mcps TDD or 7.68Mcps TDD

PDSCH-Information-AddListIEs-PSCH-ReconfRqst
NBAP-PROTOCOL-IES ::= { 


{ID id-PDSCH-Information-AddListIE-PSCH-ReconfRqst 
CRITICALITY
reject

TYPE 
PDSCH-Information-AddItem-PSCH-ReconfRqst


PRESENCE
mandatory}

}

PDSCH-Information-AddItem-PSCH-ReconfRqst ::= SEQUENCE {


repetitionPeriod





RepetitionPeriod,


repetitionLength





RepetitionLength,


tdd-PhysicalChannelOffset



TDD-PhysicalChannelOffset,


dL-Timeslot-InformationAddList-PSCH-ReconfRqst



DL-Timeslot-InformationAddList-PSCH-ReconfRqst,


iE-Extensions






ProtocolExtensionContainer { {PDSCH-Information-AddItem-PSCH-ReconfRqst-ExtIEs} }

OPTIONAL,


...


}

PDSCH-Information-AddItem-PSCH-ReconfRqst-ExtIEs  NBAP-PROTOCOL-EXTENSION ::= {


...

}

DL-Timeslot-InformationAddList-PSCH-ReconfRqst ::= SEQUENCE (SIZE (1.. maxNrOfDLTSs)) OF DL-Timeslot-InformationAddItem-PSCH-ReconfRqst

DL-Timeslot-InformationAddItem-PSCH-ReconfRqst ::= SEQUENCE {


timeSlot







TimeSlot,


midambleShiftAndBurstType



MidambleShiftAndBurstType,


tFCI-Presence






TFCI-Presence,


dL-Code-InformationAddList-PSCH-ReconfRqst



DL-Code-InformationAddList-PSCH-ReconfRqst,


iE-Extensions






ProtocolExtensionContainer { { DL-Timeslot-InformationAddItem-PSCH-ReconfRqst-ExtIEs} }

OPTIONAL,


...

}

DL-Timeslot-InformationAddItem-PSCH-ReconfRqst-ExtIEs NBAP-PROTOCOL-EXTENSION ::= {


...

}

DL-Code-InformationAddList-PSCH-ReconfRqst ::= SEQUENCE (SIZE (1..maxNrOfPDSCHs)) OF DL-Code-InformationAddItem-PSCH-ReconfRqst

DL-Code-InformationAddItem-PSCH-ReconfRqst ::= SEQUENCE {


pDSCH-ID







PDSCH-ID,


tdd-ChannelisationCode




TDD-ChannelisationCode,


iE-Extensions






ProtocolExtensionContainer { { DL-Code-InformationAddItem-PSCH-ReconfRqst-ExtIEs} }

OPTIONAL,


...

}

DL-Code-InformationAddItem-PSCH-ReconfRqst-ExtIEs NBAP-PROTOCOL-EXTENSION ::= {


...

}

PDSCH-AddInformation-LCR-AddItem-PSCH-ReconfRqst ::= SEQUENCE {


repetitionPeriod





RepetitionPeriod,


repetitionLength





RepetitionLength,


tdd-PhysicalChannelOffset



TDD-PhysicalChannelOffset,


dL-Timeslot-InformationAddList-LCR-PSCH-ReconfRqst



DL-Timeslot-InformationAddList-LCR-PSCH-ReconfRqst,


iE-Extensions







ProtocolExtensionContainer { {PDSCH-AddInformation-LCR-AddItem-PSCH-ReconfRqst-ExtIEs} }

OPTIONAL,


...


}

PDSCH-AddInformation-LCR-AddItem-PSCH-ReconfRqst-ExtIEs  NBAP-PROTOCOL-EXTENSION ::= {

{ID
id-Tstd-indicator


CRITICALITY
reject

EXTENSION 
TSTD-Indicator

PRESENCE 
optional
},


-- Applicable to 1.28Mcps TDD only


...

}

DL-Timeslot-InformationAddList-LCR-PSCH-ReconfRqst ::= SEQUENCE (SIZE (1.. maxNrOfDLTSLCRs)) OF DL-Timeslot-InformationAddItem-LCR-PSCH-ReconfRqst

DL-Timeslot-InformationAddItem-LCR-PSCH-ReconfRqst ::= SEQUENCE {


timeSlotLCR







TimeSlotLCR,


midambleShiftLCR





MidambleShiftLCR,


tFCI-Presence






TFCI-Presence,


dL-Code-InformationAddList-LCR-PSCH-ReconfRqst



DL-Code-InformationAddList-LCR-PSCH-ReconfRqst,


iE-Extensions






ProtocolExtensionContainer { { DL-Timeslot-InformationAddItem-LCR-PSCH-ReconfRqst-ExtIEs} }

OPTIONAL,


...

}

DL-Timeslot-InformationAddItem-LCR-PSCH-ReconfRqst-ExtIEs NBAP-PROTOCOL-EXTENSION ::= {


...

}

DL-Code-InformationAddList-LCR-PSCH-ReconfRqst ::= SEQUENCE (SIZE (1..maxNrOfPDSCHs)) OF DL-Code-InformationAddItem-LCR-PSCH-ReconfRqst

DL-Code-InformationAddItem-LCR-PSCH-ReconfRqst ::= SEQUENCE {


pDSCH-ID







PDSCH-ID,


tdd-ChannelisationCodeLCR



TDD-ChannelisationCodeLCR,


iE-Extensions






ProtocolExtensionContainer { { DL-Code-InformationAddItem-LCR-PSCH-ReconfRqst-ExtIEs} }

OPTIONAL,


...

}

DL-Code-InformationAddItem-LCR-PSCH-ReconfRqst-ExtIEs NBAP-PROTOCOL-EXTENSION ::= {


{ID id-PDSCH-Timeslot-Format-PSCH-ReconfRqst-LCR
CRITICALITY reject

EXTENSION TDD-DL-DPCH-TimeSlotFormat-LCR

PRESENCE optional},


...

}

PDSCH-AddInformation-768-AddItem-PSCH-ReconfRqst ::= SEQUENCE {


repetitionPeriod





RepetitionPeriod,


repetitionLength





RepetitionLength,


tdd-PhysicalChannelOffset



TDD-PhysicalChannelOffset,


dL-Timeslot-InformationAddList-768-PSCH-ReconfRqst



DL-Timeslot-InformationAddList-768-PSCH-ReconfRqst,


iE-Extensions







ProtocolExtensionContainer { {PDSCH-AddInformation-768-AddItem-PSCH-ReconfRqst-ExtIEs} }

OPTIONAL,


...


}

PDSCH-AddInformation-768-AddItem-PSCH-ReconfRqst-ExtIEs  NBAP-PROTOCOL-EXTENSION ::= {


...

}

DL-Timeslot-InformationAddList-768-PSCH-ReconfRqst ::= SEQUENCE (SIZE (1.. maxNrOfDLTSs)) OF DL-Timeslot-InformationAddItem-768-PSCH-ReconfRqst

DL-Timeslot-InformationAddItem-768-PSCH-ReconfRqst ::= SEQUENCE {


timeSlot







TimeSlot,


midambleShiftAndBurstType768


MidambleShiftAndBurstType768,


tFCI-Presence






TFCI-Presence,


dL-Code-InformationAddList-768-PSCH-ReconfRqst



DL-Code-InformationAddList-768-PSCH-ReconfRqst,


iE-Extensions






ProtocolExtensionContainer { { DL-Timeslot-InformationAddItem-768-PSCH-ReconfRqst-ExtIEs} }

OPTIONAL,


...

}

DL-Timeslot-InformationAddItem-768-PSCH-ReconfRqst-ExtIEs NBAP-PROTOCOL-EXTENSION ::= {


...

}

DL-Code-InformationAddList-768-PSCH-ReconfRqst ::= SEQUENCE (SIZE (1..maxNrOfPDSCHs)) OF DL-Code-InformationAddItem-768-PSCH-ReconfRqst

DL-Code-InformationAddItem-768-PSCH-ReconfRqst ::= SEQUENCE {


pDSCH-ID768







PDSCH-ID768,


tdd-ChannelisationCode768



TDD-ChannelisationCode768,


iE-Extensions






ProtocolExtensionContainer { { DL-Code-InformationAddItem-768-PSCH-ReconfRqst-ExtIEs} }

OPTIONAL,


...

}

DL-Code-InformationAddItem-768-PSCH-ReconfRqst-ExtIEs NBAP-PROTOCOL-EXTENSION ::= {


...

}

PDSCHSets-ModifyList-PSCH-ReconfRqst ::= SEQUENCE (SIZE (1..maxNrOfPDSCHSets)) OF PDSCHSets-ModifyItem-PSCH-ReconfRqst

PDSCHSets-ModifyItem-PSCH-ReconfRqst
 ::= SEQUENCE {


pDSCHSet-ID








PDSCHSet-ID,


pDSCH-InformationList





PDSCH-Information-ModifyList-PSCH-ReconfRqst,


iE-Extensions







ProtocolExtensionContainer { {PDSCHSets-ModifyItem-PSCH-ReconfRqst-ExtIEs} }

OPTIONAL,


...

}

PDSCHSets-ModifyItem-PSCH-ReconfRqst-ExtIEs  NBAP-PROTOCOL-EXTENSION ::= {


{ID id-PDSCH-ModifyInformation-768-PSCH-ReconfRqst 
CRITICALITY
reject

EXTENSION 
PDSCH-ModifyInformation-768-ModifyItem-PSCH-ReconfRqst


PRESENCE
optional}, -- For 7.68 Mcps TDD. Not Applicable to 3.84Mcps TDD or 1.28 Mcps TDD.


...

}

PDSCH-Information-ModifyList-PSCH-ReconfRqst ::= ProtocolIE-Single-Container {{ PDSCH-Information-ModifyListIEs-PSCH-ReconfRqst }}

PDSCH-Information-ModifyListIEs-PSCH-ReconfRqst NBAP-PROTOCOL-IES ::= {


{ID id-PDSCH-Information-ModifyListIE-PSCH-ReconfRqst
CRITICALITY reject
TYPE PDSCH-Information-ModifyItem-PSCH-ReconfRqst


PRESENCE
optional}|


{ID id-PDSCH-ModifyInformation-LCR-PSCH-ReconfRqst

CRITICALITY reject
TYPE PDSCH-ModifyInformation-LCR-ModifyItem-PSCH-ReconfRqst


PRESENCE
optional}

}

PDSCH-Information-ModifyItem-PSCH-ReconfRqst ::= SEQUENCE {


repetitionPeriod








RepetitionPeriod







OPTIONAL,


repetitionLength








RepetitionLength







OPTIONAL,


tdd-PhysicalChannelOffset






TDD-PhysicalChannelOffset





OPTIONAL,


dL-Timeslot-InformationModifyList-PSCH-ReconfRqst
DL-Timeslot-InformationModifyList-PSCH-ReconfRqst

OPTIONAL,


iE-Extensions







ProtocolExtensionContainer { {PDSCH-Information-ModifyItem-PSCH-ReconfRqst-ExtIEs} }

OPTIONAL,


...

}

PDSCH-Information-ModifyItem-PSCH-ReconfRqst-ExtIEs  NBAP-PROTOCOL-EXTENSION ::= {


...

}

DL-Timeslot-InformationModifyList-PSCH-ReconfRqst ::= SEQUENCE (SIZE (1.. maxNrOfDLTSs)) OF DL-Timeslot-InformationModifyItem-PSCH-ReconfRqst

DL-Timeslot-InformationModifyItem-PSCH-ReconfRqst ::= SEQUENCE {


timeSlot









TimeSlot,


midambleShiftAndBurstType





MidambleShiftAndBurstType






OPTIONAL,


tFCI-Presence








TFCI-Presence









OPTIONAL,


dL-Code-InformationModifyList-PSCH-ReconfRqst



DL-Code-InformationModifyList-PSCH-ReconfRqst

OPTIONAL,


iE-Extensions






ProtocolExtensionContainer { { DL-Timeslot-InformationModifyItem-PSCH-ReconfRqst-ExtIEs} }

OPTIONAL,


...

}

DL-Timeslot-InformationModifyItem-PSCH-ReconfRqst-ExtIEs NBAP-PROTOCOL-EXTENSION ::= {


...

}

DL-Code-InformationModifyList-PSCH-ReconfRqst ::= SEQUENCE (SIZE (1..maxNrOfPDSCHs)) OF DL-Code-InformationModifyItem-PSCH-ReconfRqst

DL-Code-InformationModifyItem-PSCH-ReconfRqst ::= SEQUENCE {


pDSCH-ID







PDSCH-ID,


tdd-ChannelisationCode




TDD-ChannelisationCode,


iE-Extensions






ProtocolExtensionContainer { { DL-Code-InformationModifyItem-PSCH-ReconfRqst-ExtIEs} }

OPTIONAL,


...

}

DL-Code-InformationModifyItem-PSCH-ReconfRqst-ExtIEs NBAP-PROTOCOL-EXTENSION ::= {


...

}

PDSCH-ModifyInformation-LCR-ModifyItem-PSCH-ReconfRqst ::= SEQUENCE {


repetitionPeriod










RepetitionPeriod






OPTIONAL,


repetitionLength










RepetitionLength






OPTIONAL,


tdd-PhysicalChannelOffset








TDD-PhysicalChannelOffset




OPTIONAL,


dL-Timeslot-LCR-InformationModifyList-PSCH-ReconfRqst

DL-Timeslot-LCR-InformationModifyList-PSCH-ReconfRqst

OPTIONAL,


iE-Extensions







ProtocolExtensionContainer { {PDSCH-ModifyInformation-LCR-ModifyListIE-PSCH-ReconfRqst-ExtIEs} }

OPTIONAL,


...

}

PDSCH-ModifyInformation-LCR-ModifyListIE-PSCH-ReconfRqst-ExtIEs NBAP-PROTOCOL-EXTENSION ::= {


...

}

DL-Timeslot-LCR-InformationModifyList-PSCH-ReconfRqst ::= SEQUENCE (SIZE (1.. maxNrOfDLTSLCRs)) OF DL-Timeslot-LCR-InformationModifyItem-PSCH-ReconfRqst

DL-Timeslot-LCR-InformationModifyItem-PSCH-ReconfRqst ::= SEQUENCE {


timeSlotLCR











TimeSlotLCR,


midambleShiftLCR









MidambleShiftLCR






OPTIONAL,


tFCI-Presence










TFCI-Presence







OPTIONAL,


dL-Code-LCR-InformationModifyList-PSCH-ReconfRqst

DL-Code-LCR-InformationModifyList-PSCH-ReconfRqst

OPTIONAL,


iE-Extensions






ProtocolExtensionContainer { { DL-Timeslot-LCR-InformationModifyItem-PSCH-ReconfRqst-ExtIEs} }

OPTIONAL,


...

}

DL-Timeslot-LCR-InformationModifyItem-PSCH-ReconfRqst-ExtIEs NBAP-PROTOCOL-EXTENSION ::= {


...

}

DL-Code-LCR-InformationModifyList-PSCH-ReconfRqst ::= SEQUENCE (SIZE (1..maxNrOfPDSCHs)) OF DL-Code-LCR-InformationModifyItem-PSCH-ReconfRqst

DL-Code-LCR-InformationModifyItem-PSCH-ReconfRqst ::= SEQUENCE {


pDSCH-ID







PDSCH-ID,


tdd-ChannelisationCodeLCR



TDD-ChannelisationCodeLCR,


iE-Extensions






ProtocolExtensionContainer { { DL-Code-LCR-InformationModifyItem-PSCH-ReconfRqst-ExtIEs} }

OPTIONAL,


...

}

DL-Code-LCR-InformationModifyItem-PSCH-ReconfRqst-ExtIEs NBAP-PROTOCOL-EXTENSION ::= {


{ID id-PDSCH-Timeslot-Format-PSCH-ReconfRqst-LCR
CRITICALITY reject

EXTENSION TDD-DL-DPCH-TimeSlotFormat-LCR

PRESENCE optional},


...

}

PDSCH-ModifyInformation-768-ModifyItem-PSCH-ReconfRqst ::= SEQUENCE {


repetitionPeriod










RepetitionPeriod






OPTIONAL,


repetitionLength










RepetitionLength






OPTIONAL,


tdd-PhysicalChannelOffset








TDD-PhysicalChannelOffset




OPTIONAL,


dL-Timeslot-768-InformationModifyList-PSCH-ReconfRqst

DL-Timeslot-768-InformationModifyList-PSCH-ReconfRqst

OPTIONAL,


iE-Extensions







ProtocolExtensionContainer { {PDSCH-ModifyInformation-768-ModifyListIE-PSCH-ReconfRqst-ExtIEs} }

OPTIONAL,


...


}

PDSCH-ModifyInformation-768-ModifyListIE-PSCH-ReconfRqst-ExtIEs NBAP-PROTOCOL-EXTENSION ::= {


...

}

DL-Timeslot-768-InformationModifyList-PSCH-ReconfRqst ::= SEQUENCE (SIZE (1.. maxNrOfDLTSs)) OF DL-Timeslot-768-InformationModifyItem-PSCH-ReconfRqst

DL-Timeslot-768-InformationModifyItem-PSCH-ReconfRqst ::= SEQUENCE {


timeSlot











TimeSlot,


midambleShiftAndBurstType768






MidambleShiftAndBurstType768









OPTIONAL,


tFCI-Presence










TFCI-Presence













OPTIONAL,


dL-Code-768-InformationModifyList-PSCH-ReconfRqst

DL-Code-768-InformationModifyList-PSCH-ReconfRqst






OPTIONAL,


iE-Extensions






ProtocolExtensionContainer { { DL-Timeslot-768-InformationModifyItem-PSCH-ReconfRqst-ExtIEs} }

OPTIONAL,


...

}

DL-Timeslot-768-InformationModifyItem-PSCH-ReconfRqst-ExtIEs NBAP-PROTOCOL-EXTENSION ::= {


...

}

DL-Code-768-InformationModifyList-PSCH-ReconfRqst ::= SEQUENCE (SIZE (1..maxNrOfPDSCHs)) OF DL-Code-768-InformationModifyItem-PSCH-ReconfRqst

DL-Code-768-InformationModifyItem-PSCH-ReconfRqst ::= SEQUENCE {


pDSCH-ID768







PDSCH-ID768,


tdd-ChannelisationCode768



TDD-ChannelisationCode768,


iE-Extensions






ProtocolExtensionContainer { { DL-Code-768-InformationModifyItem-PSCH-ReconfRqst-ExtIEs} }

OPTIONAL,


...

}

DL-Code-768-InformationModifyItem-PSCH-ReconfRqst-ExtIEs NBAP-PROTOCOL-EXTENSION ::= {


...

}

PDSCHSets-DeleteList-PSCH-ReconfRqst ::= SEQUENCE (SIZE (1..maxNrOfPDSCHSets)) OF PDSCHSets-DeleteItem-PSCH-ReconfRqst

PDSCHSets-DeleteItem-PSCH-ReconfRqst
 ::= SEQUENCE {


pDSCHSet-ID








PDSCHSet-ID,


iE-Extensions







ProtocolExtensionContainer { {PDSCHSets-DeleteItem-PSCH-ReconfRqst-ExtIEs} }

OPTIONAL,


...

}

PDSCHSets-DeleteItem-PSCH-ReconfRqst-ExtIEs  NBAP-PROTOCOL-EXTENSION ::= {


...

}

PUSCHSets-AddList-PSCH-ReconfRqst ::= SEQUENCE (SIZE (1..maxNrOfPUSCHSets)) OF PUSCHSets-AddItem-PSCH-ReconfRqst

PUSCHSets-AddItem-PSCH-ReconfRqst
 ::= SEQUENCE {


pUSCHSet-ID








PUSCHSet-ID,


pUSCH-InformationList





PUSCH-Information-AddList-PSCH-ReconfRqst 
OPTIONAL,


-- Mandatory for 3.84Mcps TDD, Not Applicable to 1.28Mcps TDD or 7.68Mcps TDD


iE-Extensions







ProtocolExtensionContainer { {PUSCHSets-AddItem-PSCH-ReconfRqst-ExtIEs} }

OPTIONAL,


...

}

PUSCHSets-AddItem-PSCH-ReconfRqst-ExtIEs  NBAP-PROTOCOL-EXTENSION ::= {


{ ID id-PUSCH-AddInformation-LCR-PSCH-ReconfRqst
CRITICALITY
reject

EXTENSION 
PUSCH-AddInformation-LCR-AddItem-PSCH-ReconfRqst


PRESENCE
optional}|
-- Mandatory for 1.28Mcps TDD, Not Applicable to 3.84Mcps TDD or 7.68Mcps TDD


{ ID id-PUSCH-AddInformation-768-PSCH-ReconfRqst 
CRITICALITY reject

EXTENSION PUSCH-AddInformation-768-AddItem-PSCH-ReconfRqst


PRESENCE optional}, -- Mandatory for 7.68 Mcps TDD. Not Applicable to 3.84Mcps TDD or 1.28 Mcps TDD.


...

}

PUSCH-Information-AddList-PSCH-ReconfRqst ::=  ProtocolIE-Single-Container {{ PUSCH-Information-AddListIEs-PSCH-ReconfRqst }}

PUSCH-Information-AddListIEs-PSCH-ReconfRqst NBAP-PROTOCOL-IES ::= {


{ ID id-PUSCH-Information-AddListIE-PSCH-ReconfRqst
CRITICALITY
reject
TYPE PUSCH-Information-AddItem-PSCH-ReconfRqst

PRESENCE mandatory }

}

PUSCH-Information-AddItem-PSCH-ReconfRqst ::= SEQUENCE {


repetitionPeriod







RepetitionPeriod,


repetitionLength







RepetitionLength,


tdd-PhysicalChannelOffset





TDD-PhysicalChannelOffset,


uL-Timeslot-InformationAddList-PSCH-ReconfRqst
UL-Timeslot-InformationAddList-PSCH-ReconfRqst,


iE-Extensions








ProtocolExtensionContainer { {PUSCH-Information-AddItem-PSCH-ReconfRqst-ExtIEs} }

OPTIONAL,


...

}

PUSCH-Information-AddItem-PSCH-ReconfRqst-ExtIEs  NBAP-PROTOCOL-EXTENSION ::= {


...

}

UL-Timeslot-InformationAddList-PSCH-ReconfRqst ::= SEQUENCE (SIZE (1..maxNrOfULTSs)) OF UL-Timeslot-InformationAddItem-PSCH-ReconfRqst

UL-Timeslot-InformationAddItem-PSCH-ReconfRqst ::= SEQUENCE {


timeSlot








TimeSlot,


midambleShiftAndBurstType




MidambleShiftAndBurstType,


tFCI-Presence







TFCI-Presence,


uL-Code-InformationAddList-PSCH-ReconfRqst
UL-Code-InformationAddList-PSCH-ReconfRqst,


iE-Extensions







ProtocolExtensionContainer { { UL-Timeslot-InformationAddItem-PSCH-ReconfRqst-ExtIEs} }

OPTIONAL,


...

}

UL-Timeslot-InformationAddItem-PSCH-ReconfRqst-ExtIEs NBAP-PROTOCOL-EXTENSION ::= {


...

}

UL-Code-InformationAddList-PSCH-ReconfRqst ::= SEQUENCE (SIZE (1..maxNrOfPUSCHs)) OF UL-Code-InformationAddItem-PSCH-ReconfRqst

UL-Code-InformationAddItem-PSCH-ReconfRqst ::= SEQUENCE {


pUSCH-ID







PUSCH-ID,


tdd-ChannelisationCode




TDD-ChannelisationCode,


iE-Extensions






ProtocolExtensionContainer { { UL-Code-InformationAddItem-PSCH-ReconfRqst-ExtIEs} }

OPTIONAL,


...

}

UL-Code-InformationAddItem-PSCH-ReconfRqst-ExtIEs NBAP-PROTOCOL-EXTENSION ::= {


...

}

PUSCH-AddInformation-LCR-AddItem-PSCH-ReconfRqst ::= SEQUENCE {


repetitionPeriod








RepetitionPeriod,


repetitionLength








RepetitionLength,


tdd-PhysicalChannelOffset






TDD-PhysicalChannelOffset,


uL-Timeslot-InformationAddList-LCR-PSCH-ReconfRqst
UL-Timeslot-InformationAddList-LCR-PSCH-ReconfRqst,


iE-Extensions







ProtocolExtensionContainer { {PUSCH-AddInformation-LCR-AddItem-PSCH-ReconfRqst-ExtIEs} }

OPTIONAL,


...

}

PUSCH-AddInformation-LCR-AddItem-PSCH-ReconfRqst-ExtIEs  NBAP-PROTOCOL-EXTENSION ::= {


...

}

UL-Timeslot-InformationAddList-LCR-PSCH-ReconfRqst ::= SEQUENCE (SIZE (1.. maxNrOfULTSLCRs)) OF UL-Timeslot-InformationAddItem-LCR-PSCH-ReconfRqst

UL-Timeslot-InformationAddItem-LCR-PSCH-ReconfRqst ::= SEQUENCE {


timeSlotLCR









TimeSlotLCR,


midambleShiftLCR







MidambleShiftLCR,


tFCI-Presence








TFCI-Presence,


uL-Code-InformationAddList-LCR-PSCH-ReconfRqst
UL-Code-InformationAddList-LCR-PSCH-ReconfRqst,


iE-Extensions






ProtocolExtensionContainer { { UL-Timeslot-InformationAddItem-LCR-PSCH-ReconfRqst-ExtIEs} }

OPTIONAL,


...

}

UL-Timeslot-InformationAddItem-LCR-PSCH-ReconfRqst-ExtIEs NBAP-PROTOCOL-EXTENSION ::= {


...

}

UL-Code-InformationAddList-LCR-PSCH-ReconfRqst ::= SEQUENCE (SIZE (1..maxNrOfPUSCHs)) OF UL-Code-InformationAddItem-LCR-PSCH-ReconfRqst

UL-Code-InformationAddItem-LCR-PSCH-ReconfRqst ::= SEQUENCE {


pUSCH-ID







PUSCH-ID,


tdd-ChannelisationCodeLCR



TDD-ChannelisationCodeLCR,


iE-Extensions






ProtocolExtensionContainer { { UL-Code-InformationAddItem-LCR-PSCH-ReconfRqst-ExtIEs} }

OPTIONAL,


...

}

UL-Code-InformationAddItem-LCR-PSCH-ReconfRqst-ExtIEs NBAP-PROTOCOL-EXTENSION ::= {


{ID id-PUSCH-Timeslot-Format-PSCH-ReconfRqst-LCR
CRITICALITY reject

EXTENSION TDD-UL-DPCH-TimeSlotFormat-LCR

PRESENCE optional},


...

}

PUSCH-AddInformation-768-AddItem-PSCH-ReconfRqst ::= SEQUENCE {


repetitionPeriod








RepetitionPeriod,


repetitionLength








RepetitionLength,


tdd-PhysicalChannelOffset






TDD-PhysicalChannelOffset,


uL-Timeslot-InformationAddList-768-PSCH-ReconfRqst
UL-Timeslot-InformationAddList-768-PSCH-ReconfRqst,


iE-Extensions







ProtocolExtensionContainer { {PUSCH-AddInformation-768-AddItem-PSCH-ReconfRqst-ExtIEs} }

OPTIONAL,


...

}

PUSCH-AddInformation-768-AddItem-PSCH-ReconfRqst-ExtIEs  NBAP-PROTOCOL-EXTENSION ::= {


...

}

UL-Timeslot-InformationAddList-768-PSCH-ReconfRqst ::= SEQUENCE (SIZE (1.. maxNrOfULTSs)) OF UL-Timeslot-InformationAddItem-768-PSCH-ReconfRqst

UL-Timeslot-InformationAddItem-768-PSCH-ReconfRqst ::= SEQUENCE {


timeSlot









TimeSlot,


midambleShiftAndBurstType768




MidambleShiftAndBurstType768,


tFCI-Presence








TFCI-Presence,


uL-Code-InformationAddList-768-PSCH-ReconfRqst
UL-Code-InformationAddList-768-PSCH-ReconfRqst,


iE-Extensions






ProtocolExtensionContainer { { UL-Timeslot-InformationAddItem-768-PSCH-ReconfRqst-ExtIEs} }

OPTIONAL,


...

}

UL-Timeslot-InformationAddItem-768-PSCH-ReconfRqst-ExtIEs NBAP-PROTOCOL-EXTENSION ::= {


...

}

UL-Code-InformationAddList-768-PSCH-ReconfRqst ::= SEQUENCE (SIZE (1..maxNrOfPUSCHs)) OF UL-Code-InformationAddItem-768-PSCH-ReconfRqst

UL-Code-InformationAddItem-768-PSCH-ReconfRqst ::= SEQUENCE {


pUSCH-ID







PUSCH-ID,


tdd-ChannelisationCode768



TDD-ChannelisationCode768,


iE-Extensions






ProtocolExtensionContainer { { UL-Code-InformationAddItem-768-PSCH-ReconfRqst-ExtIEs} }

OPTIONAL,


...

}

UL-Code-InformationAddItem-768-PSCH-ReconfRqst-ExtIEs NBAP-PROTOCOL-EXTENSION ::= {


...

}

PUSCHSets-ModifyList-PSCH-ReconfRqst ::= SEQUENCE (SIZE (1..maxNrOfPUSCHSets)) OF PUSCHSets-ModifyItem-PSCH-ReconfRqst

PUSCHSets-ModifyItem-PSCH-ReconfRqst
 ::= SEQUENCE {


pUSCHSet-ID








PUSCHSet-ID,


pUSCH-InformationList





PUSCH-Information-ModifyList-PSCH-ReconfRqst,


iE-Extensions







ProtocolExtensionContainer { {PUSCHSets-ModifyItem-PSCH-ReconfRqst-ExtIEs} }

OPTIONAL,


...

}

PUSCHSets-ModifyItem-PSCH-ReconfRqst-ExtIEs  NBAP-PROTOCOL-EXTENSION ::= {


{ID id-PUSCH-ModifyInformation-768-PSCH-ReconfRqst 
CRITICALITY
reject

EXTENSION 
PUSCH-ModifyInformation-768-ModifyItem-PSCH-ReconfRqst


PRESENCE
optional}, -- For 7.68 Mcps TDD. Not Applicable to 3.84Mcps TDD or 1.28 Mcps TDD.


...

}

PUSCH-Information-ModifyList-PSCH-ReconfRqst ::= ProtocolIE-Single-Container {{ PUSCH-Information-ModifyListIEs-PSCH-ReconfRqst }}


PUSCH-Information-ModifyListIEs-PSCH-ReconfRqst NBAP-PROTOCOL-IES ::= {


{ID id-PUSCH-Information-ModifyListIE-PSCH-ReconfRqst
CRITICALITY reject

TYPE PUSCH-Information-ModifyItem-PSCH-ReconfRqst


PRESENCE
optional}|


{ID id-PUSCH-ModifyInformation-LCR-PSCH-ReconfRqst

CRITICALITY reject

TYPE PUSCH-ModifyInformation-LCR-ModifyItem-PSCH-ReconfRqst


PRESENCE
optional}

}

PUSCH-Information-ModifyItem-PSCH-ReconfRqst ::= SEQUENCE {


repetitionPeriod








RepetitionPeriod






OPTIONAL,


repetitionLength








RepetitionLength






OPTIONAL,


tdd-PhysicalChannelOffset






TDD-PhysicalChannelOffset


OPTIONAL,


uL-Timeslot-InformationModifyList-PSCH-ReconfRqst
UL-Timeslot-InformationModifyList-PSCH-ReconfRqst

OPTIONAL,


iE-Extensions







ProtocolExtensionContainer { {PUSCH-Information-ModifyItem-PSCH-ReconfRqst-ExtIEs} }

OPTIONAL,


...

}

PUSCH-Information-ModifyItem-PSCH-ReconfRqst-ExtIEs  NBAP-PROTOCOL-EXTENSION ::= {


...

}

UL-Timeslot-InformationModifyList-PSCH-ReconfRqst ::= SEQUENCE (SIZE (1..maxNrOfULTSs)) OF UL-Timeslot-InformationModifyItem-PSCH-ReconfRqst

UL-Timeslot-InformationModifyItem-PSCH-ReconfRqst ::= SEQUENCE {


timeSlot









TimeSlot,


midambleShiftAndBurstType





MidambleShiftAndBurstType





OPTIONAL,


tFCI-Presence








TFCI-Presence








OPTIONAL,


uL-Code-InformationModifyList-PSCH-ReconfRqst
UL-Code-InformationModifyList-PSCH-ReconfRqst

OPTIONAL,


iE-Extensions






ProtocolExtensionContainer { { UL-Timeslot-InformationModifyItem-PSCH-ReconfRqst-ExtIEs} }

OPTIONAL,


...

}

UL-Timeslot-InformationModifyItem-PSCH-ReconfRqst-ExtIEs NBAP-PROTOCOL-EXTENSION ::= {


...

}

UL-Code-InformationModifyList-PSCH-ReconfRqst ::= SEQUENCE (SIZE (1..maxNrOfPUSCHs)) OF UL-Code-InformationModifyItem-PSCH-ReconfRqst

UL-Code-InformationModifyItem-PSCH-ReconfRqst ::= SEQUENCE {


pUSCH-ID







PUSCH-ID,


tdd-ChannelisationCode




TDD-ChannelisationCode,


iE-Extensions






ProtocolExtensionContainer { { UL-Code-InformationModifyItem-PSCH-ReconfRqst-ExtIEs} }

OPTIONAL,


...

}

UL-Code-InformationModifyItem-PSCH-ReconfRqst-ExtIEs NBAP-PROTOCOL-EXTENSION ::= {


...

}

PUSCH-ModifyInformation-LCR-ModifyItem-PSCH-ReconfRqst ::= SEQUENCE {


repetitionPeriod









RepetitionPeriod





OPTIONAL,


repetitionLength









RepetitionLength





OPTIONAL,


tdd-PhysicalChannelOffset







TDD-PhysicalChannelOffset



OPTIONAL,


uL-Timeslot-InformationModifyList-LCR-PSCH-ReconfRqst
UL-Timeslot-LCR-InformationModifyList-PSCH-ReconfRqst
OPTIONAL,


iE-Extensions







ProtocolExtensionContainer { {PUSCH-ModifyInformation-LCR-ModifyItem-PSCH-ReconfRqst-ExtIEs} }

OPTIONAL,


...

}

PUSCH-ModifyInformation-LCR-ModifyItem-PSCH-ReconfRqst-ExtIEs  NBAP-PROTOCOL-EXTENSION ::= {


...

}

UL-Timeslot-LCR-InformationModifyList-PSCH-ReconfRqst ::= SEQUENCE (SIZE (1..maxNrOfULTSLCRs)) OF UL-Timeslot-LCR-InformationModifyItem-PSCH-ReconfRqst

UL-Timeslot-LCR-InformationModifyItem-PSCH-ReconfRqst ::= SEQUENCE {


timeSlotLCR










TimeSlotLCR,


midambleShiftLCR








MidambleShiftLCR 






OPTIONAL,


tFCI-Presence









TFCI-Presence







OPTIONAL,


uL-Code-LCR-InformationModifyList-PSCH-ReconfRqst
UL-Code-LCR-InformationModifyList-PSCH-ReconfRqst
OPTIONAL,


iE-Extensions






ProtocolExtensionContainer { { UL-Timeslot-LCR-InformationModifyItem-PSCH-ReconfRqst-ExtIEs} }

OPTIONAL,


...

}

UL-Timeslot-LCR-InformationModifyItem-PSCH-ReconfRqst-ExtIEs NBAP-PROTOCOL-EXTENSION ::= {


...

}

UL-Code-LCR-InformationModifyList-PSCH-ReconfRqst ::= SEQUENCE (SIZE (1..maxNrOfPUSCHs)) OF UL-Code-LCR-InformationModifyItem-PSCH-ReconfRqst

UL-Code-LCR-InformationModifyItem-PSCH-ReconfRqst ::= SEQUENCE {


pUSCH-ID







PUSCH-ID,


tdd-ChannelisationCodeLCR



TDD-ChannelisationCodeLCR,


iE-Extensions






ProtocolExtensionContainer { { UL-Code-LCR-InformationModifyItem-PSCH-ReconfRqst-ExtIEs} }

OPTIONAL,


...

}

UL-Code-LCR-InformationModifyItem-PSCH-ReconfRqst-ExtIEs NBAP-PROTOCOL-EXTENSION ::= {


{ ID id-PUSCH-Timeslot-Format-PSCH-ReconfRqst-LCR
CRITICALITY reject

EXTENSION TDD-UL-DPCH-TimeSlotFormat-LCR

PRESENCE optional},


...

}

PUSCH-ModifyInformation-768-ModifyItem-PSCH-ReconfRqst ::= SEQUENCE {


repetitionPeriod









RepetitionPeriod





OPTIONAL,


repetitionLength









RepetitionLength





OPTIONAL,


tdd-PhysicalChannelOffset







TDD-PhysicalChannelOffset



OPTIONAL,


uL-Timeslot-InformationModifyList-768-PSCH-ReconfRqst
UL-Timeslot-768-InformationModifyList-PSCH-ReconfRqst
OPTIONAL,


iE-Extensions







ProtocolExtensionContainer { {PUSCH-ModifyInformation-768-ModifyItem-PSCH-ReconfRqst-ExtIEs} }

OPTIONAL,


...

}

PUSCH-ModifyInformation-768-ModifyItem-PSCH-ReconfRqst-ExtIEs  NBAP-PROTOCOL-EXTENSION ::= {


...

}

UL-Timeslot-768-InformationModifyList-PSCH-ReconfRqst ::= SEQUENCE (SIZE (1..maxNrOfULTSs)) OF UL-Timeslot-768-InformationModifyItem-PSCH-ReconfRqst

UL-Timeslot-768-InformationModifyItem-PSCH-ReconfRqst ::= SEQUENCE {


timeSlot










TimeSlot,


midambleShiftAndBurstType768





MidambleShiftAndBurstType768







OPTIONAL,


tFCI-Presence









TFCI-Presence

















OPTIONAL,


uL-Code-768-InformationModifyList-PSCH-ReconfRqst
UL-Code-768-InformationModifyList-PSCH-ReconfRqst
OPTIONAL,


iE-Extensions






ProtocolExtensionContainer { { UL-Timeslot-768-InformationModifyItem-PSCH-ReconfRqst-ExtIEs} }

OPTIONAL,


...

}

UL-Timeslot-768-InformationModifyItem-PSCH-ReconfRqst-ExtIEs NBAP-PROTOCOL-EXTENSION ::= {


...

}

UL-Code-768-InformationModifyList-PSCH-ReconfRqst ::= SEQUENCE (SIZE (1..maxNrOfPUSCHs)) OF UL-Code-768-InformationModifyItem-PSCH-ReconfRqst

UL-Code-768-InformationModifyItem-PSCH-ReconfRqst ::= SEQUENCE {


pUSCH-ID







PUSCH-ID,


tdd-ChannelisationCode768



TDD-ChannelisationCode768,


iE-Extensions






ProtocolExtensionContainer { { UL-Code-768-InformationModifyItem-PSCH-ReconfRqst-ExtIEs} }

OPTIONAL,


...

}

UL-Code-768-InformationModifyItem-PSCH-ReconfRqst-ExtIEs NBAP-PROTOCOL-EXTENSION ::= {


...

}

PUSCHSets-DeleteList-PSCH-ReconfRqst ::= SEQUENCE (SIZE (1..maxNrOfPUSCHSets)) OF PUSCHSets-DeleteItem-PSCH-ReconfRqst

PUSCHSets-DeleteItem-PSCH-ReconfRqst
 ::= SEQUENCE {


pUSCHSet-ID








PUSCHSet-ID,


iE-Extensions







ProtocolExtensionContainer { {PUSCHSets-DeleteItem-PSCH-ReconfRqst-ExtIEs} }

OPTIONAL,


...

}

PUSCHSets-DeleteItem-PSCH-ReconfRqst-ExtIEs  NBAP-PROTOCOL-EXTENSION ::= {


...

}

HS-PDSCH-TDD-Information-PSCH-ReconfRqst ::= SEQUENCE {


dL-HS-PDSCH-Timeslot-Information-PSCH-ReconfRqst




DL-HS-PDSCH-Timeslot-Information-PSCH-ReconfRqst


OPTIONAL,


dL-HS-PDSCH-Timeslot-Information-LCR-PSCH-ReconfRqst



DL-HS-PDSCH-Timeslot-Information-LCR-PSCH-ReconfRqst

OPTIONAL,

-- This HS-PDSCH Timeslot Information is for the first Frequency repetition, HS-PDSCH Timeslot information for Frequency repetitions 2 and on, should be defined in MultipleFreq-DL-HS-PDSCH-Timeslot-Information-LCR-PSCH-ReconfRqst


iE-Extensions







ProtocolExtensionContainer { { HS-PDSCH-TDD-Information-PSCH-ReconfRqst-ExtIEs} }

OPTIONAL,


...

}

HS-PDSCH-TDD-Information-PSCH-ReconfRqst-ExtIEs  NBAP-PROTOCOL-EXTENSION ::= {


{ ID id-dL-HS-PDSCH-Timeslot-Information-768-PSCH-ReconfRqst 







CRITICALITY reject

EXTENSION  DL-HS-PDSCH-Timeslot-Information-768-PSCH-ReconfRqst


PRESENCE
optional }| -- For 7.68 Mcps TDD. Not Applicable to 3.84Mcps TDD or 1.28 Mcps TDD.


{ ID id-UARFCNforNt


















CRITICALITY ignore

EXTENSION UARFCN

















PRESENCE optional }|


-- This is the UARFCN for the first Frequency repetition. Mandatory for 1.28Mcps TDD when using multiple frequencies.


{ ID id-multipleFreq-dL-HS-PDSCH-Timeslot-Information-LCR-PSCH-ReconfRqst




CRITICALITY reject

EXTENSION MultipleFreq-DL-HS-PDSCH-Timeslot-Information-LCR-PSCH-ReconfRqst

PRESENCE optional },


-- Applicable to 1.28Mcps TDD when using multiple frequencies, This Information is for the 2nd and beyond Frequency repetition

...

}

DL-HS-PDSCH-Timeslot-Information-PSCH-ReconfRqst ::= SEQUENCE (SIZE (1..maxNrOfDLTSs)) OF DL-HS-PDSCH-Timeslot-InformationItem-PSCH-ReconfRqst

DL-HS-PDSCH-Timeslot-InformationItem-PSCH-ReconfRqst::= SEQUENCE {


timeSlot







TimeSlot,


midambleShiftAndBurstType



MidambleShiftAndBurstType,


dl-HS-PDSCH-Codelist-PSCH-ReconfRqst
DL-HS-PDSCH-Codelist-PSCH-ReconfRqst,


maxHSDSCH-HSSCCH-Power




MaximumTransmissionPower



OPTIONAL,


iE-Extensions






ProtocolExtensionContainer { { DL-HS-PDSCH-Timeslot-InformationItem-PSCH-ReconfRqst-ExtIEs} }

OPTIONAL,


...

}

DL-HS-PDSCH-Timeslot-InformationItem-PSCH-ReconfRqst-ExtIEs NBAP-PROTOCOL-EXTENSION ::= {


...

}

DL-HS-PDSCH-Codelist-PSCH-ReconfRqst ::= SEQUENCE (SIZE (1..maxNrOfHSPDSCHs)) OF TDD-ChannelisationCode

DL-HS-PDSCH-Timeslot-Information-768-PSCH-ReconfRqst ::= SEQUENCE (SIZE (1..maxNrOfDLTSs)) OF DL-HS-PDSCH-Timeslot-InformationItem-768-PSCH-ReconfRqst

DL-HS-PDSCH-Timeslot-InformationItem-768-PSCH-ReconfRqst::= SEQUENCE {


timeSlot








TimeSlot,


midambleShiftAndBurstType768



MidambleShiftAndBurstType768,


dl-HS-PDSCH-Codelist-768-PSCH-ReconfRqst
DL-HS-PDSCH-Codelist-768-PSCH-ReconfRqst,


maxHSDSCH-HSSCCH-Power





MaximumTransmissionPower




OPTIONAL,


iE-Extensions






ProtocolExtensionContainer { { DL-HS-PDSCH-Timeslot-InformationItem-768-PSCH-ReconfRqst-ExtIEs} }

OPTIONAL,


...

}

DL-HS-PDSCH-Timeslot-InformationItem-768-PSCH-ReconfRqst-ExtIEs NBAP-PROTOCOL-EXTENSION ::= {


...

}

DL-HS-PDSCH-Codelist-768-PSCH-ReconfRqst ::= SEQUENCE (SIZE (1..maxNrOfHSPDSCHs768)) OF TDD-ChannelisationCode768

MultipleFreq-DL-HS-PDSCH-Timeslot-Information-LCR-PSCH-ReconfRqst ::= SEQUENCE (SIZE (1..maxFrequencyinCell-1)) OF ProtocolIE-Single-Container{{ MultipleFreq-DL-HS-PDSCH-Timeslot-Information-LCRItemIE-PSCH-ReconfRqst}}


-- Includes the 2nd through the max number of frequency repetitions.
MultipleFreq-DL-HS-PDSCH-Timeslot-Information-LCRItemIE-PSCH-ReconfRqst NBAP-PROTOCOL-IES ::= {


{ ID id-MultipleFreq-DL-HS-PDSCH-Timeslot-Information-LCRItem-PSCH-ReconfRqst
CRITICALITY  reject
TYPE
MultipleFreq-DL-HS-PDSCH-Timeslot-Information-LCRItem-PSCH-ReconfRqst PRESENCE optional }

}
MultipleFreq-DL-HS-PDSCH-Timeslot-Information-LCRItem-PSCH-ReconfRqst ::= SEQUENCE {


dL-HS-PDSCH-Timeslot-Information-LCR-PSCH-ReconfRqst
DL-HS-PDSCH-Timeslot-Information-LCR-PSCH-ReconfRqst 
OPTIONAL,

uARFCN












UARFCN,

iE-Extensions










ProtocolExtensionContainer { { MultipleFreq-DL-HS-PDSCH-Timeslot-Information-LCRItem-PSCH-ReconfRqst-ExtIEs} }

OPTIONAL,


...

}

MultipleFreq-DL-HS-PDSCH-Timeslot-Information-LCRItem-PSCH-ReconfRqst-ExtIEs  NBAP-PROTOCOL-EXTENSION ::= {


...

}
Add-To-HS-SCCH-Resource-Pool-PSCH-ReconfRqst::= SEQUENCE {


hS-SCCH-Information-PSCH-ReconfRqst

HS-SCCH-Information-PSCH-ReconfRqst


OPTIONAL,


hS-SCCH-Information-LCR-PSCH-ReconfRqst
HS-SCCH-Information-LCR-PSCH-ReconfRqst

OPTIONAL,


iE-Extensions






ProtocolExtensionContainer { { Add-To-HS-SCCH-Resource-Pool-PSCH-ReconfRqst-ExtIEs} }

OPTIONAL,


...

}

Add-To-HS-SCCH-Resource-Pool-PSCH-ReconfRqst-ExtIEs NBAP-PROTOCOL-EXTENSION ::= {


{ ID id-hS-SCCH-Information-768-PSCH-ReconfRqst CRITICALITY
reject

EXTENSION HS-SCCH-Information-768-PSCH-ReconfRqst


PRESENCE optional }|


-- 7.68 Mcps TDD. Not Applicable to 3.84Mcps TDD or 1.28 Mcps TDD.


{ ID id-HS-SCCH-InformationExt-LCR-PSCH-ReconfRqst
CRITICALITY ignore
EXTENSION HS-SCCH-InformationExt-LCR-PSCH-ReconfRqst

PRESENCE optional },


-- Applicable to 1.28Mcps TDD only, used when there are more than maxNrOfHSSCCHs HS-SCCHs in the message.

...

}

HS-SCCH-Information-PSCH-ReconfRqst::= SEQUENCE (SIZE (1..maxNrOfHSSCCHs)) OF HS-SCCH-InformationItem-PSCH-ReconfRqst

HS-SCCH-InformationItem-PSCH-ReconfRqst
 ::= SEQUENCE {


hS-SCCH-ID







HS-SCCH-ID,


timeSlot







TimeSlot,


midambleShiftAndBurstType



MidambleShiftAndBurstType,


tdd-ChannelisationCode




TDD-ChannelisationCode,


hS-SCCH-MaxPower





DL-Power,


hS-SICH-Information





HS-SICH-Information-PSCH-ReconfRqst,


iE-Extensions






ProtocolExtensionContainer { { HS-SCCH-InformationItem-PSCH-ReconfRqst-ExtIEs} }

OPTIONAL,


...

}

HS-SCCH-InformationItem-PSCH-ReconfRqst-ExtIEs  NBAP-PROTOCOL-EXTENSION ::= {


...

}

HS-SICH-Information-PSCH-ReconfRqst
 ::= SEQUENCE {


hsSICH-ID







HS-SICH-ID,


timeSlot







TimeSlot,


midambleShiftAndBurstType



MidambleShiftAndBurstType,


tdd-ChannelisationCode




TDD-ChannelisationCode,


iE-Extensions






ProtocolExtensionContainer { { HS-SICH-Information-PSCH-ReconfRqst-ExtIEs} }

OPTIONAL,


...

}

HS-SICH-Information-PSCH-ReconfRqst-ExtIEs  NBAP-PROTOCOL-EXTENSION ::= {


...

}

HS-SCCH-Information-LCR-PSCH-ReconfRqst::= SEQUENCE (SIZE (1..maxNrOfHSSCCHs)) OF HS-SCCH-InformationItem-LCR-PSCH-ReconfRqst

HS-SCCH-InformationItem-LCR-PSCH-ReconfRqst
 ::= SEQUENCE {


hS-SCCH-ID







HS-SCCH-ID,


timeSlotLCR







TimeSlotLCR,


midambleShiftLCR





MidambleShiftLCR,


first-TDD-ChannelisationCode


TDD-ChannelisationCode,


second-TDD-ChannelisationCode


TDD-ChannelisationCode,

hS-SCCH-MaxPower





DL-Power,


hS-SICH-Information-LCR




HS-SICH-Information-LCR-PSCH-ReconfRqst,


iE-Extensions






ProtocolExtensionContainer { { HS-SCCH-InformationItem-LCR-PSCH-ReconfRqst-ExtIEs} }

OPTIONAL,


...

}

HS-SCCH-InformationItem-LCR-PSCH-ReconfRqst-ExtIEs  NBAP-PROTOCOL-EXTENSION ::= {

{ ID id-Extended-HS-SCCH-ID






CRITICALITY ignore

EXTENSION Extended-HS-SCCH-ID
PRESENCE optional}|


-- used if the HS-SCCH identity has a value larger than 31


{ ID id-UARFCNforNt







CRITICALITY ignore

EXTENSION UARFCN

PRESENCE optional}|


-- Mandatory for 1.28Mcps TDD when using multiple frequencies


{ ID id-HSSICH-ReferenceSignal-InformationLCR
CRITICALITY ignore

EXTENSION HSSICH-ReferenceSignal-InformationLCR

PRESENCE optional},


...

}

HS-SICH-Information-LCR-PSCH-ReconfRqst
 ::= SEQUENCE {


hsSICH-ID







HS-SICH-ID,


timeSlotLCR







TimeSlotLCR,


midambleShiftLCR





MidambleShiftLCR,


tdd-ChannelisationCode




TDD-ChannelisationCode,


iE-Extensions






ProtocolExtensionContainer { { HS-SICH-Information-LCR-PSCH-ReconfRqst-ExtIEs} }

OPTIONAL,


...

}

HS-SICH-Information-LCR-PSCH-ReconfRqst-ExtIEs  NBAP-PROTOCOL-EXTENSION ::= {

{ ID id-Extended-HS-SICH-ID






CRITICALITY ignore
EXTENSION Extended-HS-SICH-ID
PRESENCE optional},


-- used if the HS-SICH identity has a value larger than 31

...

}

HS-SCCH-Information-768-PSCH-ReconfRqst::= SEQUENCE (SIZE (1..maxNrOfHSSCCHs)) OF HS-SCCH-InformationItem-768-PSCH-ReconfRqst

HS-SCCH-InformationItem-768-PSCH-ReconfRqst
 ::= SEQUENCE {


hS-SCCH-ID







HS-SCCH-ID,


timeSlot







TimeSlot,


midambleShiftAndBurstType768


MidambleShiftAndBurstType768,


tdd-ChannelisationCode768



TDD-ChannelisationCode768,


hS-SCCH-MaxPower





DL-Power,


hS-SICH-Information-768




HS-SICH-Information-768-PSCH-ReconfRqst,


iE-Extensions






ProtocolExtensionContainer { { HS-SCCH-InformationItem-768-PSCH-ReconfRqst-ExtIEs} }

OPTIONAL,


...

}

HS-SCCH-InformationItem-768-PSCH-ReconfRqst-ExtIEs  NBAP-PROTOCOL-EXTENSION ::= {


...

}

HS-SICH-Information-768-PSCH-ReconfRqst
 ::= SEQUENCE {


hsSICH-ID







HS-SICH-ID,


timeSlot







TimeSlot,


midambleShiftAndBurstType768


MidambleShiftAndBurstType768,


tdd-ChannelisationCode768



TDD-ChannelisationCode768,


iE-Extensions






ProtocolExtensionContainer { { HS-SICH-Information-768-PSCH-ReconfRqst-ExtIEs} }

OPTIONAL,


...

}

HS-SICH-Information-768-PSCH-ReconfRqst-ExtIEs  NBAP-PROTOCOL-EXTENSION ::= {


...

}

HS-SCCH-InformationExt-LCR-PSCH-ReconfRqst ::= SEQUENCE (SIZE (1.. maxNrOfHSSCCHsinExt)) OF HS-SCCH-InformationItem-LCR-PSCH-ReconfRqst
Modify-HS-SCCH-Resource-Pool-PSCH-ReconfRqst::= SEQUENCE {


hS-SCCH-InformationModify-PSCH-ReconfRqst

HS-SCCH-InformationModify-PSCH-ReconfRqst

OPTIONAL,


hS-SCCH-InformationModify-LCR-PSCH-ReconfRqst
HS-SCCH-InformationModify-LCR-PSCH-ReconfRqst
OPTIONAL,


iE-Extensions








ProtocolExtensionContainer { { Modify-HS-SCCH-Resource-Pool-PSCH-ReconfRqst-ExtIEs} }

OPTIONAL,


...

}

Modify-HS-SCCH-Resource-Pool-PSCH-ReconfRqst-ExtIEs NBAP-PROTOCOL-EXTENSION ::= {


{ ID id-hS-SCCH-InformationModify-768-PSCH-ReconfRqst

CRITICALITY reject
EXTENSION HS-SCCH-InformationModify-768-PSCH-ReconfRqst 
PRESENCE
optional }|

-- 7.68 Mcps TDD. Not Applicable to 3.84Mcps TDD or 1.28 Mcps TDD.


{ ID id-HS-SCCH-InformationModifyExt-LCR-PSCH-ReconfRqst
CRITICALITY ignore
EXTENSION HS-SCCH-InformationModifyExt-LCR-PSCH-ReconfRqst

PRESENCE optional },


-- Applicable to 1.28Mcps TDD only, used when there are more than maxNrOfHSSCCHs HS-SCCHs in the message.

...

}

HS-SCCH-InformationModifyItem-PSCH-ReconfRqst
 ::= SEQUENCE {


hS-SCCH-ID







HS-SCCH-ID,


timeSlot







TimeSlot 








OPTIONAL,


midambleShiftAndBurstType



MidambleShiftAndBurstType 




OPTIONAL,


tdd-ChannelisationCode




TDD-ChannelisationCode 





OPTIONAL,


hS-SCCH-MaxPower





DL-Power 








OPTIONAL,


hS-SICH-Information





HS-SICH-InformationModify-PSCH-ReconfRqst 
OPTIONAL,


iE-Extensions






ProtocolExtensionContainer { { HS-SCCH-InformationModifyItem-PSCH-ReconfRqst-ExtIEs} }

OPTIONAL,


...

}

HS-SCCH-InformationModifyItem-PSCH-ReconfRqst-ExtIEs  NBAP-PROTOCOL-EXTENSION ::= {


...

}

HS-SICH-InformationModify-PSCH-ReconfRqst
 ::= SEQUENCE {


hsSICH-ID







HS-SICH-ID,


timeSlot







TimeSlot 




OPTIONAL,


midambleShiftAndBurstType



MidambleShiftAndBurstType 
OPTIONAL,


tdd-ChannelisationCode




TDD-ChannelisationCode 

OPTIONAL,


iE-Extensions






ProtocolExtensionContainer { { HS-SICH-InformationModify-PSCH-ReconfRqst-ExtIEs} }

OPTIONAL,


...

}

HS-SICH-InformationModify-PSCH-ReconfRqst-ExtIEs  NBAP-PROTOCOL-EXTENSION ::= {


...

}

HS-SCCH-InformationModify-LCR-PSCH-ReconfRqst::= SEQUENCE (SIZE (1..maxNrOfHSSCCHs)) OF HS-SCCH-InformationModifyItem-LCR-PSCH-ReconfRqst

HS-SCCH-InformationModifyItem-LCR-PSCH-ReconfRqst
 ::= SEQUENCE {


hS-SCCH-ID







HS-SCCH-ID,


timeSlotLCR







TimeSlotLCR 








OPTIONAL,


midambleShiftLCR





MidambleShiftLCR 







OPTIONAL,


first-TDD-ChannelisationCode


TDD-ChannelisationCode






OPTIONAL,


second-TDD-ChannelisationCode


TDD-ChannelisationCode






OPTIONAL,


hS-SCCH-MaxPower





DL-Power









OPTIONAL,


hS-SICH-Information-LCR




HS-SICH-InformationModify-LCR-PSCH-ReconfRqst 
OPTIONAL,


iE-Extensions






ProtocolExtensionContainer { { HS-SCCH-InformationModifyItem-LCR-PSCH-ReconfRqst-ExtIEs} }

OPTIONAL,


...

}

HS-SCCH-InformationModifyItem-LCR-PSCH-ReconfRqst-ExtIEs  NBAP-PROTOCOL-EXTENSION ::= {

{ ID id-Extended-HS-SCCH-ID






CRITICALITY ignore
EXTENSION Extended-HS-SCCH-ID
PRESENCE optional}|


-- used if the HS-SCCH identity has a value larger than 31


{ ID id-UARFCNforNt








CRITICALITY ignore
EXTENSION UARFCN

PRESENCE optional}|

-- Applicable to 1.28Mcps TDD when using multiple frequencies


{ ID id-HSSICH-ReferenceSignal-InformationModifyLCR

CRITICALITY reject

EXTENSION HSSICH-ReferenceSignal-InformationModifyLCR

PRESENCE optional},


...

}

HS-SCCH-InformationModifyExt-LCR-PSCH-ReconfRqst ::= SEQUENCE (SIZE (1.. maxNrOfHSSCCHsinExt)) OF HS-SCCH-InformationModifyItem-LCR-PSCH-ReconfRqst
HS-SICH-InformationModify-LCR-PSCH-ReconfRqst
 ::= SEQUENCE {


hsSICH-ID







HS-SICH-ID,


timeSlotLCR







TimeSlotLCR 


OPTIONAL,


midambleShiftLCR





MidambleShiftLCR 

OPTIONAL,


tdd-ChannelisationCode




TDD-ChannelisationCode
OPTIONAL,


iE-Extensions






ProtocolExtensionContainer { { HS-SICH-InformationModify-LCR-PSCH-ReconfRqst-ExtIEs} }

OPTIONAL,


...

}

HS-SICH-InformationModify-LCR-PSCH-ReconfRqst-ExtIEs  NBAP-PROTOCOL-EXTENSION ::= {

{ ID id-Extended-HS-SICH-ID






CRITICALITY ignore
EXTENSION Extended-HS-SICH-ID
PRESENCE optional },


-- used if the HS-SICH identity has a value larger than 31

...

}

HS-SCCH-InformationModify-768-PSCH-ReconfRqst::= SEQUENCE (SIZE (1..maxNrOfHSSCCHs)) OF HS-SCCH-InformationModifyItem-768-PSCH-ReconfRqst

HS-SCCH-InformationModifyItem-768-PSCH-ReconfRqst
 ::= SEQUENCE {


hS-SCCH-ID







HS-SCCH-ID,


timeSlot







TimeSlot









OPTIONAL,


midambleShiftAndBurstType768


MidambleShiftAndBurstType768,


tdd-ChannelisationCode768



TDD-ChannelisationCode768,


hS-SCCH-MaxPower





DL-Power 


















OPTIONAL,


hS-SICH-Information-768




HS-SICH-InformationModify-768-PSCH-ReconfRqst 
OPTIONAL,


iE-Extensions






ProtocolExtensionContainer { { HS-SCCH-InformationModifyItem-768-PSCH-ReconfRqst-ExtIEs} }

OPTIONAL,


...

}

HS-SCCH-InformationModifyItem-768-PSCH-ReconfRqst-ExtIEs  NBAP-PROTOCOL-EXTENSION ::= {


...

}

HS-SICH-InformationModify-768-PSCH-ReconfRqst
 ::= SEQUENCE {


hsSICH-ID







HS-SICH-ID,


timeSlot







TimeSlot









OPTIONAL,


midambleShiftAndBurstType768


MidambleShiftAndBurstType768,


tdd-ChannelisationCode768



TDD-ChannelisationCode768,


iE-Extensions






ProtocolExtensionContainer { { HS-SICH-InformationModify-768-PSCH-ReconfRqst-ExtIEs} }

OPTIONAL,


...

}

HS-SICH-InformationModify-768-PSCH-ReconfRqst-ExtIEs  NBAP-PROTOCOL-EXTENSION ::= {


...

}

HS-SCCH-InformationModify-PSCH-ReconfRqst::= SEQUENCE (SIZE (1..maxNrOfHSSCCHs)) OF HS-SCCH-InformationModifyItem-PSCH-ReconfRqst

Delete-From-HS-SCCH-Resource-Pool-PSCH-ReconfRqst ::= SEQUENCE (SIZE (1..maxNrOfHSSCCHs)) OF Delete-From-HS-SCCH-Resource-PoolItem-PSCH-ReconfRqst

Delete-From-HS-SCCH-Resource-PoolItem-PSCH-ReconfRqst
 ::= SEQUENCE {


hS-SCCH-ID




HS-SCCH-ID,


iE-Extensions



ProtocolExtensionContainer { { Delete-From-HS-SCCH-Resource-PoolItem-PSCH-ReconfRqst-ExtIEs} }

OPTIONAL,


...

}

Delete-From-HS-SCCH-Resource-PoolItem-PSCH-ReconfRqst-ExtIEs  NBAP-PROTOCOL-EXTENSION ::= {

{ ID id-Extended-HS-SCCH-ID






CRITICALITY ignore
EXTENSION Extended-HS-SCCH-ID
PRESENCE optional },


-- used if the HS-SCCH identity has a value larger than 31


...

}

E-PUCH-Information-PSCH-ReconfRqst ::= SEQUENCE {


lTGI-Presence






LTGI-Presence,


sNPL-Reporting-Type





SNPL-Reporting-Type,


midambleShiftAndBurstType



MidambleShiftAndBurstType,


e-PUCH-Timeslot-Info




E-PUCH-Timeslot-Info,


iE-Extensions






ProtocolExtensionContainer { { E-PUCH-Information-PSCH-ReconfRqst-ExtIEs} }

OPTIONAL,


...

}

E-PUCH-Information-PSCH-ReconfRqst-ExtIEs  NBAP-PROTOCOL-EXTENSION ::= {


...

}

E-PUCH-Timeslot-Info ::= SEQUENCE (SIZE (1..maxNrOfE-PUCHSlots)) OF TimeSlot

Add-To-E-AGCH-Resource-Pool-PSCH-ReconfRqst::= SEQUENCE {


e-AGCH-Information-PSCH-ReconfRqst

E-AGCH-Information-PSCH-ReconfRqst

OPTIONAL,


iE-Extensions






ProtocolExtensionContainer { { Add-To-E-AGCH-Resource-Pool-PSCH-ReconfRqst-ExtIEs} }

OPTIONAL,


...

}

Add-To-E-AGCH-Resource-Pool-PSCH-ReconfRqst-ExtIEs NBAP-PROTOCOL-EXTENSION ::= {


...

}

E-AGCH-Information-PSCH-ReconfRqst::= SEQUENCE (SIZE (1..maxNrOfEAGCHs)) OF E-AGCH-InformationItem-PSCH-ReconfRqst

E-AGCH-InformationItem-PSCH-ReconfRqst
 ::= SEQUENCE {


e-AGCH-ID







E-AGCH-Id,


timeSlot







TimeSlot,


midambleShiftAndBurstType



MidambleShiftAndBurstType,


tdd-ChannelisationCode




TDD-ChannelisationCode,


e-AGCH-MaxPower






DL-Power,


iE-Extensions






ProtocolExtensionContainer { { E-AGCH-InformationItem-PSCH-ReconfRqst-ExtIEs} }

OPTIONAL,


...

}

E-AGCH-InformationItem-PSCH-ReconfRqst-ExtIEs  NBAP-PROTOCOL-EXTENSION ::= {


...

}

Modify-E-AGCH-Resource-Pool-PSCH-ReconfRqst::= SEQUENCE {


e-AGCH-InformationModify-PSCH-ReconfRqst

E-AGCH-InformationModify-PSCH-ReconfRqst
OPTIONAL,


iE-Extensions








ProtocolExtensionContainer { { Modify-E-AGCH-Resource-Pool-PSCH-ReconfRqst-ExtIEs} }

OPTIONAL,


...

}

Modify-E-AGCH-Resource-Pool-PSCH-ReconfRqst-ExtIEs NBAP-PROTOCOL-EXTENSION ::= {


...

}

E-AGCH-InformationModify-PSCH-ReconfRqst::= SEQUENCE (SIZE (1..maxNrOfEAGCHs)) OF E-AGCH-InformationModifyItem-PSCH-ReconfRqst

E-AGCH-InformationModifyItem-PSCH-ReconfRqst
 ::= SEQUENCE {


e-AGCH-ID







E-AGCH-Id,


timeSlot







TimeSlot 




OPTIONAL,


midambleShiftAndBurstType



MidambleShiftAndBurstType 
OPTIONAL,


tdd-ChannelisationCode




TDD-ChannelisationCode 

OPTIONAL,


e-AGCH-MaxPower






DL-Power 




OPTIONAL,


iE-Extensions






ProtocolExtensionContainer { { E-AGCH-InformationModifyItem-PSCH-ReconfRqst-ExtIEs} }

OPTIONAL,


...

}

E-AGCH-InformationModifyItem-PSCH-ReconfRqst-ExtIEs  NBAP-PROTOCOL-EXTENSION ::= {


...

}

Delete-From-E-AGCH-Resource-Pool-PSCH-ReconfRqst ::= SEQUENCE (SIZE (1..maxNrOfEAGCHs)) OF Delete-From-E-AGCH-Resource-PoolItem-PSCH-ReconfRqst

Delete-From-E-AGCH-Resource-PoolItem-PSCH-ReconfRqst
 ::= SEQUENCE {


e-AGCH-ID






E-AGCH-Id,


iE-Extensions





ProtocolExtensionContainer { { Delete-From-E-AGCH-Resource-PoolItem-PSCH-ReconfRqst-ExtIEs} }

OPTIONAL,


...

}

Delete-From-E-AGCH-Resource-PoolItem-PSCH-ReconfRqst-ExtIEs  NBAP-PROTOCOL-EXTENSION ::= {


...

}

E-HICH-Information-PSCH-ReconfRqst
 ::= SEQUENCE {


midambleShiftAndBurstType



MidambleShiftAndBurstType,


tdd-ChannelisationCode




TDD-ChannelisationCode,


e-HICH-MaxPower






DL-Power,


iE-Extensions






ProtocolExtensionContainer { { E-HICH-Information-PSCH-ReconfRqst-ExtIEs} }

OPTIONAL,


...

}

E-HICH-Information-PSCH-ReconfRqst-ExtIEs  NBAP-PROTOCOL-EXTENSION ::= {


...

}

E-PUCH-Information-768-PSCH-ReconfRqst ::= SEQUENCE {


lTGI-Presence






LTGI-Presence,


sNPL-Reporting-Type





SNPL-Reporting-Type,


midambleShiftAndBurstType768


MidambleShiftAndBurstType768,


e-PUCH-Timeslot-Info




E-PUCH-Timeslot-Info,


iE-Extensions






ProtocolExtensionContainer { { E-PUCH-Information-768-PSCH-ReconfRqst-ExtIEs} }

OPTIONAL,


...

}

E-PUCH-Information-768-PSCH-ReconfRqst-ExtIEs  NBAP-PROTOCOL-EXTENSION ::= {


...

}

Add-To-E-AGCH-Resource-Pool-768-PSCH-ReconfRqst::= SEQUENCE {


e-AGCH-Information-768-PSCH-ReconfRqst

E-AGCH-Information-768-PSCH-ReconfRqst

OPTIONAL,


iE-Extensions






ProtocolExtensionContainer { { Add-To-E-AGCH-Resource-Pool-768-PSCH-ReconfRqst-ExtIEs} }

OPTIONAL,


...

}

Add-To-E-AGCH-Resource-Pool-768-PSCH-ReconfRqst-ExtIEs NBAP-PROTOCOL-EXTENSION ::= {


...

}

E-AGCH-Information-768-PSCH-ReconfRqst::= SEQUENCE (SIZE (1..maxNrOfEAGCHs)) OF E-AGCH-InformationItem-768-PSCH-ReconfRqst

E-AGCH-InformationItem-768-PSCH-ReconfRqst
 ::= SEQUENCE {


e-AGCH-ID







E-AGCH-Id,


timeSlot







TimeSlot,


midambleShiftAndBurstType768


MidambleShiftAndBurstType768,


tdd-ChannelisationCode768



TDD-ChannelisationCode768,


e-AGCH-MaxPower






DL-Power,


iE-Extensions






ProtocolExtensionContainer { { E-AGCH-InformationItem-768-PSCH-ReconfRqst-ExtIEs} }

OPTIONAL,


...

}

E-AGCH-InformationItem-768-PSCH-ReconfRqst-ExtIEs  NBAP-PROTOCOL-EXTENSION ::= {


...

}

Modify-E-AGCH-Resource-Pool-768-PSCH-ReconfRqst::= SEQUENCE {


e-AGCH-InformationModify-768-PSCH-ReconfRqst

E-AGCH-InformationModify-768-PSCH-ReconfRqst
OPTIONAL,


iE-Extensions








ProtocolExtensionContainer { { Modify-E-AGCH-Resource-Pool-768-PSCH-ReconfRqst-ExtIEs} }

OPTIONAL,


...

}

Modify-E-AGCH-Resource-Pool-768-PSCH-ReconfRqst-ExtIEs NBAP-PROTOCOL-EXTENSION ::= {


...

}

E-AGCH-InformationModify-768-PSCH-ReconfRqst::= SEQUENCE (SIZE (1..maxNrOfEAGCHs)) OF E-AGCH-InformationModifyItem-768-PSCH-ReconfRqst

E-AGCH-InformationModifyItem-768-PSCH-ReconfRqst
 ::= SEQUENCE {


e-AGCH-ID







E-AGCH-Id,


timeSlot







TimeSlot 





OPTIONAL,


midambleShiftAndBurstType768


MidambleShiftAndBurstType768
OPTIONAL,


tdd-ChannelisationCode768



TDD-ChannelisationCode768

OPTIONAL,


e-AGCH-MaxPower






DL-Power 





OPTIONAL,


iE-Extensions






ProtocolExtensionContainer { { E-AGCH-InformationModifyItem-768-PSCH-ReconfRqst-ExtIEs} }

OPTIONAL,


...

}

E-AGCH-InformationModifyItem-768-PSCH-ReconfRqst-ExtIEs  NBAP-PROTOCOL-EXTENSION ::= {


...

}

E-HICH-Information-768-PSCH-ReconfRqst
 ::= SEQUENCE {


midambleShiftAndBurstType768


MidambleShiftAndBurstType768,


tdd-ChannelisationCode768



TDD-ChannelisationCode768,


e-HICH-MaxPower






DL-Power,


iE-Extensions






ProtocolExtensionContainer { { E-HICH-Information-768-PSCH-ReconfRqst-ExtIEs} }

OPTIONAL,


...

}

E-HICH-Information-768-PSCH-ReconfRqst-ExtIEs  NBAP-PROTOCOL-EXTENSION ::= {


...

}

E-PUCH-Information-LCR-PSCH-ReconfRqst ::= SEQUENCE {


lTGI-Presence






LTGI-Presence,


sNPL-Reporting-Type





SNPL-Reporting-Type,

e-PUCH-Timeslot-InfoLCR




E-PUCH-Timeslot-InfoLCR

OPTIONAL,

-- This E-PUCH Timeslot Information is for the first Frequency repetition, E-PUCH timeslot information for Frequency repetitions 2 and on, should be defined in MultipleFreq-E-PUCH-Timeslot-InformationList-LCR-PSCH-ReconfRqst.

iE-Extensions






ProtocolExtensionContainer { { E-PUCH-Information-LCR-PSCH-ReconfRqst-ExtIEs} }

OPTIONAL,


...

}

E-PUCH-Information-LCR-PSCH-ReconfRqst-ExtIEs  NBAP-PROTOCOL-EXTENSION ::= {


{ ID id-UARFCNforNt














CRITICALITY ignore









EXTENSION UARFCN














PRESENCE optional}|


-- This is the UARFCN for the first Frequency repetition. Mandatory for 1.28Mcps TDD when using multiple frequencies.


{ ID id-MultipleFreq-E-PUCH-Timeslot-InformationList-LCR-PSCH-ReconfRqst
CRITICALITY reject









EXTENSION MultipleFreq-E-PUCH-Timeslot-InformationList-LCR-PSCH-ReconfRqst
PRESENCE optional },


-- Applicable to 1.28Mcps TDD when using multiple frequencies.This E-PUCH Information is for the 2nd and beyond frequencies.

...

}

E-PUCH-Timeslot-InfoLCR ::= SEQUENCE (SIZE (1..maxNrOfE-PUCHSlotsLCR)) OF E-PUCH-Timeslot-Item-InfoLCR

E-PUCH-Timeslot-Item-InfoLCR ::= SEQUENCE {


timeSlot







TimeSlotLCR,


midambleShiftAndBurstType



MidambleShiftLCR,


e-PUCH-Codelist-LCR





E-PUCH-Codelist-LCR,


iE-Extensions






ProtocolExtensionContainer { { E-PUCH-Timeslot-Item-InfoLCR-ExtIEs} }

OPTIONAL,


...

}

E-PUCH-Timeslot-Item-InfoLCR-ExtIEs NBAP-PROTOCOL-EXTENSION ::= {


...

}
E-PUCH-Codelist-LCR ::= SEQUENCE (SIZE (1..maxNrOfEPUCHcodes)) OF TDD-ChannelisationCode
Add-To-E-AGCH-Resource-Pool-LCR-PSCH-ReconfRqst ::= SEQUENCE {


e-AGCH-Information-LCR-PSCH-ReconfRqst
E-AGCH-Information-LCR-PSCH-ReconfRqst,


iE-Extensions






ProtocolExtensionContainer { { Add-To-E-AGCH-Resource-Pool-LCR-PSCH-ReconfRqst-ExtIEs} }

OPTIONAL,


...

}

Add-To-E-AGCH-Resource-Pool-LCR-PSCH-ReconfRqst-ExtIEs NBAP-PROTOCOL-EXTENSION ::= {


...

}

E-AGCH-Information-LCR-PSCH-ReconfRqst::= SEQUENCE (SIZE (1..maxNrOfEAGCHs)) OF E-AGCH-InformationItem-LCR-PSCH-ReconfRqst

E-AGCH-InformationItem-LCR-PSCH-ReconfRqst
 ::= SEQUENCE {


e-AGCH-ID







E-AGCH-Id,


timeSlotLCR







TimeSlotLCR,


midambleShiftLCR





MidambleShiftLCR,


first-TDD-ChannelisationCode


TDD-ChannelisationCode,


second-TDD-ChannelisationCode


TDD-ChannelisationCode,

e-AGCH-MaxPower






DL-Power,


iE-Extensions






ProtocolExtensionContainer { { E-AGCH-InformationItem-LCR-PSCH-ReconfRqst-ExtIEs} }

OPTIONAL,


...

}

E-AGCH-InformationItem-LCR-PSCH-ReconfRqst-ExtIEs  NBAP-PROTOCOL-EXTENSION ::= {


{ ID id-UARFCNforNt





CRITICALITY ignore

EXTENSION UARFCN

PRESENCE optional},

-- Mandatory for 1.28Mcps TDD when using multiple frequencies


...

}

Modify-E-AGCH-Resource-Pool-LCR-PSCH-ReconfRqst::= SEQUENCE {


e-AGCH-InformationModify-LCR-PSCH-ReconfRqst
E-AGCH-InformationModify-LCR-PSCH-ReconfRqst,


iE-Extensions








ProtocolExtensionContainer { { Modify-E-AGCH-Resource-Pool-LCR-PSCH-ReconfRqst-ExtIEs} }

OPTIONAL,


...

}

Modify-E-AGCH-Resource-Pool-LCR-PSCH-ReconfRqst-ExtIEs NBAP-PROTOCOL-EXTENSION ::= {


...

}

E-AGCH-InformationModify-LCR-PSCH-ReconfRqst::= SEQUENCE (SIZE (1..maxNrOfEAGCHs)) OF E-AGCH-InformationModifyItem-LCR-PSCH-ReconfRqst

E-AGCH-InformationModifyItem-LCR-PSCH-ReconfRqst
 ::= SEQUENCE {


e-AGCH-ID







E-AGCH-Id,


timeSlotLCR







TimeSlotLCR



OPTIONAL,


midambleShiftLCR





MidambleShiftLCR

OPTIONAL,


first-TDD-ChannelisationCode


TDD-ChannelisationCode
OPTIONAL,


second-TDD-ChannelisationCode


TDD-ChannelisationCode
OPTIONAL,

e-AGCH-MaxPower






DL-Power



OPTIONAL,


iE-Extensions






ProtocolExtensionContainer { { E-AGCH-InformationModifyItem-LCR-PSCH-ReconfRqst-ExtIEs} }

OPTIONAL,


...

}

E-AGCH-InformationModifyItem-LCR-PSCH-ReconfRqst-ExtIEs  NBAP-PROTOCOL-EXTENSION ::= {


{ ID id-UARFCNforNt





CRITICALITY ignore

EXTENSION UARFCN

PRESENCE optional},

-- Mandatory for 1.28Mcps TDD when using multiple frequencies


...

}

Add-To-E-HICH-Resource-Pool-LCR-PSCH-ReconfRqst ::= SEQUENCE {


e-HICH-Information-LCR-PSCH-ReconfRqst
E-HICH-Information-LCR-PSCH-ReconfRqst,


iE-Extensions






ProtocolExtensionContainer { { Add-To-E-HICH-Resource-Pool-LCR-PSCH-ReconfRqst-ExtIEs} }

OPTIONAL,


...

}

Add-To-E-HICH-Resource-Pool-LCR-PSCH-ReconfRqst-ExtIEs  NBAP-PROTOCOL-EXTENSION ::= {


...

}

E-HICH-Information-LCR-PSCH-ReconfRqst ::= SEQUENCE (SIZE (1..maxNrOfEHICHs)) OF E-HICH-InformationItem-LCR-PSCH-ReconfRqst

E-HICH-InformationItem-LCR-PSCH-ReconfRqst
::= SEQUENCE {


e-HICH-ID-TDD






E-HICH-ID-TDD,

e-HICH-Type







E-HICH-Type,


tdd-ChannelisationCode




TDD-ChannelisationCode,

timeSlotLCR







TimeSlotLCR,


midambleShiftLCR





MidambleShiftLCR,

e-HICH-MaxPower






DL-Power,


iE-Extensions






ProtocolExtensionContainer { { E-HICH-InformationItem-LCR-PSCH-ReconfRqst-ExtIEs} }

OPTIONAL,


...

}

E-HICH-InformationItem-LCR-PSCH-ReconfRqst-ExtIEs  NBAP-PROTOCOL-EXTENSION ::= {


{ ID id-Extended-E-HICH-ID-TDD


CRITICALITY ignore EXTENSION Extended-E-HICH-ID-TDD PRESENCE optional}|


-- Applicable to 1.28Mcps TDD only when the E-HICH identity has a value larger than 31.

{ ID id-UARFCNforNt





CRITICALITY ignore

EXTENSION UARFCN


PRESENCE optional},

-- Mandatory for 1.28Mcps TDD when using multiple frequencies

...

}

Modify-E-HICH-Resource-Pool-LCR-PSCH-ReconfRqst ::= SEQUENCE {


e-HICH-InformationModify-LCR-PSCH-ReconfRqst
E-HICH-InformationModify-LCR-PSCH-ReconfRqst,


iE-Extensions








ProtocolExtensionContainer { { Modify-E-HICH-Resource-Pool-LCR-PSCH-ReconfRqst-ExtIEs} }

OPTIONAL,


...

}

Modify-E-HICH-Resource-Pool-LCR-PSCH-ReconfRqst-ExtIEs  NBAP-PROTOCOL-EXTENSION ::= {


...

}

E-HICH-InformationModify-LCR-PSCH-ReconfRqst ::= SEQUENCE (SIZE (1..maxNrOfEHICHs)) OF E-HICH-InformationModifyItem-LCR-PSCH-ReconfRqst

E-HICH-InformationModifyItem-LCR-PSCH-ReconfRqst ::= SEQUENCE {


e-HICH-ID-TDD






E-HICH-ID-TDD,

e-HICH-Type







E-HICH-Type  


OPTIONAL,

tdd-ChannelisationCode




TDD-ChannelisationCode  OPTIONAL,

timeSlotLCR







TimeSlotLCR   


OPTIONAL,


midambleShiftLCR





MidambleShiftLCR   

OPTIONAL,

e-HICH-MaxPower






DL-Power   



OPTIONAL,


iE-Extensions






ProtocolExtensionContainer { { E-HICH-InformationModifyItem-LCR-PSCH-ReconfRqst-ExtIEs} }

OPTIONAL,


...

}

E-HICH-InformationModifyItem-LCR-PSCH-ReconfRqst-ExtIEs  NBAP-PROTOCOL-EXTENSION ::= {


{ ID id-Extended-E-HICH-ID-TDD


CRITICALITY ignore EXTENSION Extended-E-HICH-ID-TDD PRESENCE optional}|


--Applicable to 1.28Mcps TDD only when the E-HICH identity has a value larger than 31.

{ ID id-UARFCNforNt





CRITICALITY ignore

EXTENSION UARFCN


PRESENCE optional},

-- Mandatory for 1.28Mcps TDD when using multiple frequencies

...

}

Delete-From-E-HICH-Resource-Pool-PSCH-ReconfRqst ::= SEQUENCE (SIZE (1.. maxNrOfEHICHs)) OF Delete-From-E-HICH-Resource-PoolItem-PSCH-ReconfRqst

Delete-From-E-HICH-Resource-PoolItem-PSCH-ReconfRqst
::= SEQUENCE {


e-HICH-ID-TDD








E-HICH-ID-TDD,


iE-Extensions








ProtocolExtensionContainer { { Delete-From-E-HICH-Resource-PoolItem-PSCH-ReconfRqst-ExtIEs} }

OPTIONAL,


...

}

Delete-From-E-HICH-Resource-PoolItem-PSCH-ReconfRqst-ExtIEs  NBAP-PROTOCOL-EXTENSION ::= {


{ ID id-Extended-E-HICH-ID-TDD


CRITICALITY ignore EXTENSION Extended-E-HICH-ID-TDD PRESENCE optional},


-- Applicable to 1.28Mcps TDD only when the E-HICH identity has a value larger than 31.

...

}

SYNC-UL-Partition-LCR ::= SEQUENCE {


eRUCCH-SYNC-UL-codes-bitmap




BIT STRING (SIZE (8)),


iE-Extensions







ProtocolExtensionContainer { { SYNC-UL-Partition-LCR-ExtIEs} }

OPTIONAL,


...

}

SYNC-UL-Partition-LCR-ExtIEs NBAP-PROTOCOL-EXTENSION ::= {


...

}
Delete-From-HS-SCCH-Resource-PoolExt-PSCH-ReconfRqst ::= SEQUENCE (SIZE (1.. maxNrOfHSSCCHsinExt)) OF Delete-From-HS-SCCH-Resource-PoolItem-PSCH-ReconfRqst
MultipleFreq-E-PUCH-Timeslot-InformationList-LCR-PSCH-ReconfRqst ::= SEQUENCE (SIZE (1..maxFrequencyinCell-1)) OF ProtocolIE-Single-Container {{ MultipleFreq-E-PUCH-Timeslot-InformationItemIE-LCR-PSCH-ReconfRqst}} 

--Includes the 2nd through the max number of frequencies information repetitions.
MultipleFreq-E-PUCH-Timeslot-InformationItemIE-LCR-PSCH-ReconfRqst NBAP-PROTOCOL-IES ::= {


{ ID id-MultipleFreq-E-PUCH-Timeslot-Information-LCRItem-PSCH-ReconfRqst
CRITICALITY ignore
TYPE MultipleFreq-E-PUCH-Timeslot-Information-LCRItem-PSCH-ReconfRqst

PRESENCE optional }

}
MultipleFreq-E-PUCH-Timeslot-Information-LCRItem-PSCH-ReconfRqst ::= SEQUENCE {


e-PUCH-Timeslot-InfoLCR




E-PUCH-Timeslot-InfoLCR

OPTIONAL,

uARFCN












UARFCN,

iE-Extensions










ProtocolExtensionContainer { { MultipleFreq-E-PUCH-Timeslot-Information-LCRItem-PSCH-ReconfRqst-ExtIEs} }

OPTIONAL,


...

}

MultipleFreq-E-PUCH-Timeslot-Information-LCRItem-PSCH-ReconfRqst-ExtIEs  NBAP-PROTOCOL-EXTENSION ::= {


...

}
-- **************************************************************

--

-- PHYSICAL SHARED CHANNEL RECONFIGURATION RESPONSE

--

-- **************************************************************

PhysicalSharedChannelReconfigurationResponse ::= SEQUENCE {


protocolIEs


ProtocolIE-Container  

{{PhysicalSharedChannelReconfigurationResponse-IEs}},


protocolExtensions
ProtocolExtensionContainer {{PhysicalSharedChannelReconfigurationResponse-Extensions}}                   OPTIONAL,


...

}

PhysicalSharedChannelReconfigurationResponse-IEs NBAP-PROTOCOL-IES ::= {


{ ID
id-CriticalityDiagnostics

CRITICALITY

ignore

TYPE

CriticalityDiagnostics

PRESENCE
optional
},


...

}

PhysicalSharedChannelReconfigurationResponse-Extensions NBAP-PROTOCOL-EXTENSION ::= {


{ ID id-E-HICH-TimeOffset







CRITICALITY reject
EXTENSION E-HICH-TimeOffset









PRESENCE optional }|

{ ID id-E-HICH-TimeOffsetLCR






CRITICALITY reject
EXTENSION E-HICH-TimeOffsetLCR









PRESENCE optional }|


{ ID id-HSDSCH-Common-System-Information-ResponseFDD
CRITICALITY ignore
EXTENSION HSDSCH-Common-System-Information-ResponseFDD


PRESENCE optional }|


{ ID id-HSDSCH-Paging-System-Information-ResponseFDD
CRITICALITY ignore
EXTENSION HSDSCH-Paging-System-Information-ResponseFDD


PRESENCE optional }|


{ ID id-UARFCNforNt









CRITICALITY reject
EXTENSION UARFCN









PRESENCE optional}|

-- Applicable to 1.28Mcps TDD when using multiple frequencies. This is the UARFCN for the first Frequency repetition.


{ ID id-E-HICH-TimeOffset-Extension





CRITICALITY reject
EXTENSION E-HICH-TimeOffset-ExtensionLCR







PRESENCE optional }|

-- Applicable to 1.28Mcps TDD when using multiple frequencies. This E-HICH-TimeOffset-ExtensionLCR is the E-HICH Time Offset LCR for the 2nd and beyond frequencies.


{ ID id-Common-EDCH-System-Information-ResponseFDD
CRITICALITY ignore
EXTENSION Common-EDCH-System-Information-ResponseFDD


PRESENCE optional }|

-- FDD only


{ ID id-HSDSCH-Common-System-Information-ResponseLCR
CRITICALITY ignore
EXTENSION HSDSCH-Common-System-Information-ResponseLCR


PRESENCE optional }|


{ ID id-HSDSCH-Paging-System-Information-ResponseLCR
CRITICALITY ignore
EXTENSION HSDSCH-Paging-System-Information-ResponseLCR


PRESENCE optional }|


{ ID id-Common-EDCH-System-Information-ResponseLCR
CRITICALITY ignore
EXTENSION Common-EDCH-System-Information-ResponseLCR


PRESENCE optional }|


{ ID id-Special-Default-Midamble-Usage-Information
CRITICALITY ignore
EXTENSION Special-Default-Midamble-Usage-Information

PRESENCE optional },


...

}

E-HICH-TimeOffset-ExtensionLCR ::= SEQUENCE (SIZE (1..maxFrequencyinCell-1)) OF ProtocolIE-Single-Container{{ Multiple-E-HICH-TimeOffsetLCR }}

Multiple-E-HICH-TimeOffsetLCR NBAP-PROTOCOL-IES ::= {


{ ID id-MultipleFreq-E-HICH-TimeOffsetLCR
CRITICALITY reject
TYPE
MultipleFreq-E-HICH-TimeOffsetLCR PRESENCE optional }

}
MultipleFreq-E-HICH-TimeOffsetLCR ::= SEQUENCE {


e-HICH-TimeOffsetLCR




E-HICH-TimeOffsetLCR,


uARFCN








UARFCN,


iE-Extensions






ProtocolExtensionContainer { { MultipleFreq-E-HICH-TimeOffsetLCR-ExtIEs} }

OPTIONAL,


...

}

MultipleFreq-E-HICH-TimeOffsetLCR-ExtIEs  NBAP-PROTOCOL-EXTENSION ::= {


...

}

9.3.4
Information Elements Definitions

// partially omitted
-- ==========================================

--
S

-- ==========================================

AdjustmentPeriod


::= INTEGER(1..256)

-- Unit Frame

E-DPCCH-Power-Boosting-Capability ::= ENUMERATED {

e-DPCCH-Power-Boosting-capable,


e-DPCCH-Power-Boosting-non-capable
}

SAT-ID ::= INTEGER (0..63) 

SAT-Info-Almanac ::= SEQUENCE (SIZE (1..maxNoSat)) OF SAT-Info-Almanac-Item

SAT-Info-Almanac-Item ::= SEQUENCE {


data-id


   DATA-ID,

    sat-id             SAT-ID,

    gps-e-alm          BIT STRING (SIZE (16)),

    gps-toa-alm        BIT STRING (SIZE (8)),     

    gps-delta-I-alm    BIT STRING (SIZE (16)),

    omegadot-alm       BIT STRING (SIZE (16)),

    svhealth-alm       BIT STRING (SIZE (8)),

    gps-a-sqrt-alm     BIT STRING (SIZE (24)),

    omegazero-alm      BIT STRING (SIZE (24)),

    m-zero-alm         BIT STRING (SIZE (24)),

    gps-omega-alm      BIT STRING (SIZE (24)),

    gps-af-zero-alm    BIT STRING (SIZE (11)),

    gps-af-one-alm     BIT STRING (SIZE (11)),

    ie-Extensions
   ProtocolExtensionContainer { { SAT-Info-Almanac-Item-ExtIEs} }

OPTIONAL,
   ...

}
-- This GPS-Almanac-Information is for the 1st 16 satellites

SAT-Info-Almanac-Item-ExtIEs NBAP-PROTOCOL-EXTENSION ::= {


...

} 
SAT-Info-Almanac-ExtList
::= SEQUENCE (SIZE (1..maxNrOfSatAlmanac-maxNoSat)) OF SAT-Info-Almanac-ExtItem

SAT-Info-Almanac-ExtItem
::= SEQUENCE {


data-id


   DATA-ID,

    sat-id             SAT-ID,

    gps-e-alm          BIT STRING (SIZE (16)),

    gps-toa-alm        BIT STRING (SIZE (8)),     

    gps-delta-I-alm    BIT STRING (SIZE (16)),

    omegadot-alm       BIT STRING (SIZE (16)),

    svhealth-alm       BIT STRING (SIZE (8)),

    gps-a-sqrt-alm     BIT STRING (SIZE (24)),

    omegazero-alm      BIT STRING (SIZE (24)),

    m-zero-alm         BIT STRING (SIZE (24)),

    gps-omega-alm      BIT STRING (SIZE (24)),

    gps-af-zero-alm    BIT STRING (SIZE (11)),

    gps-af-one-alm     BIT STRING (SIZE (11)),

    ie-Extensions
   ProtocolExtensionContainer { { SAT-Info-Almanac-ExtItemIEs } }

OPTIONAL,
   ...

}
--
Includes the GPS-Almanac-Information for 17th through 32nd satellites.
SAT-Info-Almanac-ExtItemIEs NBAP-PROTOCOL-EXTENSION ::= {


...

}

SAT-Info-DGPSCorrections ::= SEQUENCE (SIZE (1..maxNoSat)) OF SAT-Info-DGPSCorrections-Item

SAT-Info-DGPSCorrections-Item ::= SEQUENCE {

    sat-id                                
SAT-ID,

    iode-dgps                           
BIT STRING (SIZE (8)),

    udre            





UDRE,

    prc             





PRC,

    range-correction-rate             

Range-Correction-Rate,

    ie-Extensions






ProtocolExtensionContainer { { SAT-Info-DGPSCorrections-Item-ExtIEs} }  OPTIONAL,
   ...

}

SAT-Info-DGPSCorrections-Item-ExtIEs NBAP-PROTOCOL-EXTENSION ::= {


...

}

SATInfo-RealTime-Integrity ::= SEQUENCE (SIZE (1..maxNoSat)) OF SAT-Info-RealTime-Integrity-Item

SAT-Info-RealTime-Integrity-Item ::= SEQUENCE {

  bad-sat-id       SAT-ID,

  ie-Extensions
   ProtocolExtensionContainer { { SAT-Info-RealTime-Integrity-Item-ExtIEs} }

OPTIONAL,
   ...

}

SAT-Info-RealTime-Integrity-Item-ExtIEs NBAP-PROTOCOL-EXTENSION ::= {


...

}

ScaledAdjustmentRatio


::= INTEGER(0..100)

-- AdjustmentRatio  = ScaledAdjustmentRatio / 100
MaxAdjustmentStep


::= INTEGER(1..10)

-- Unit Slot
SchedulingInformation 


::= ENUMERATED {


included,


not-included

}

SecondaryServingCells ::= SEQUENCE (SIZE (1..maxNrOfHSDSCH-1)) OF SecondaryServingCellsItem

SecondaryServingCellsItem ::= SEQUENCE {


secondaryC-ID



C-ID,


numSecondaryHS-SCCH-Codes

NumHS-SCCH-Codes

OPTIONAL,


sixtyfourQAM-UsageAllowedIndicator

SixtyfourQAM-UsageAllowedIndicator 

OPTIONAL,


iE-Extensions








ProtocolExtensionContainer { { SecondaryServingCellsItem-ExtIEs} }



OPTIONAL,

...

}

SecondaryServingCellsItem-ExtIEs NBAP-PROTOCOL-EXTENSION ::= {


...

}

SchedulingPriorityIndicator 


::= INTEGER (0..15)

 -- lowest (0), highest (15)

SID ::= INTEGER (0..maxNrOfMACdPDUIndexes-1)

ScramblingCodeNumber ::= INTEGER (0..15)

Secondary-CPICH-Information-Change ::= CHOICE {


new-secondary-CPICH




CommonPhysicalChannelID,


secondary-CPICH-shall-not-be-used
NULL,

...
}
SecondaryCCPCH-SlotFormat ::= INTEGER(0..17,...)

Secondary-CCPCH-SlotFormat-Extended ::= INTEGER(18..23,...)

Segment-Type ::= ENUMERATED {



first-segment, 



first-segment-short,



subsequent-segment,



last-segment, 



last-segment-short, 



complete-SIB, 



complete-SIB-short,



...

}

Serving-E-DCH-RL-ID ::= CHOICE {


serving-E-DCH-RL-in-this-NodeB



Serving-E-DCH-RL-in-this-NodeB,


serving-E-DCH-RL-not-in-this-NodeB


NULL,


...

}

Serving-E-DCH-RL-in-this-NodeB ::= SEQUENCE {


rL-ID









RL-ID,


iE-Extensions







ProtocolExtensionContainer { { Serving-E-DCH-RL-in-this-NodeB-ExtIEs} }


OPTIONAL,


...

}

Serving-E-DCH-RL-in-this-NodeB-ExtIEs NBAP-PROTOCOL-EXTENSION ::= {


...

}

SetsOfHS-SCCH-Codes ::= SEQUENCE (SIZE (1..maxNrOfHSDSCH)) OF SetsOfHS-SCCH-CodesItem

SetsOfHS-SCCH-CodesItem ::= SEQUENCE {


hS-SCCH-PreconfiguredCodes

HS-SCCH-PreconfiguredCodes,


sixtyfourQAM-DL-UsageIndicator

SixtyfourQAM-DL-UsageIndicator

OPTIONAL,


hSDSCH-TBSizeTableIndicator

HSDSCH-TBSizeTableIndicator



OPTIONAL,


iE-Extensions




ProtocolExtensionContainer { { SetsOfHS-SCCH-CodesItem-ExtIEs} } OPTIONAL,


...

}

SetsOfHS-SCCH-CodesItem-ExtIEs NBAP-PROTOCOL-EXTENSION ::= {


...

}
SFN ::= INTEGER (0..4095)

SFNSFN-FDD ::= INTEGER (0..614399)

SFNSFN-TDD ::= INTEGER (0..40961) 

SFNSFN-TDD768 ::= INTEGER (0..81923)

SFNSFNChangeLimit ::= INTEGER (1..256)

-- Unit chip, Step 1/16 chip, Range 1/16..16 chip
SFNSFNDriftRate ::= INTEGER (-100..100)

-- Unit chip/s, Step 1/256 chip/s, Range -100/256..+100/256 chip/s
SFNSFNDriftRateQuality ::= INTEGER (0..100)

-- Unit chip/s, Step 1/256 chip/s, Range 0..100/256 chip/s
SFNSFNMeasurementThresholdInformation::= SEQUENCE {


sFNSFNChangeLimit




SFNSFNChangeLimit




OPTIONAL,


predictedSFNSFNDeviationLimit

PredictedSFNSFNDeviationLimit

OPTIONAL,


iE-Extensions




ProtocolExtensionContainer { { SFNSFNMeasurementThresholdInformation-ExtIEs} }

OPTIONAL,


...

}

SFNSFNMeasurementThresholdInformation-ExtIEs NBAP-PROTOCOL-EXTENSION ::= {


...

}

SFNSFNMeasurementValueInformation ::= SEQUENCE {


successfullNeighbouringCellSFNSFNObservedTimeDifferenceMeasurementInformation

SEQUENCE (SIZE(1..maxNrOfMeasNCell)) OF


SEQUENCE {




uC-Id





UC-Id,




sFNSFNValue




SFNSFNValue,




sFNSFNQuality



SFNSFNQuality



OPTIONAL,




sFNSFNDriftRate



SFNSFNDriftRate,




sFNSFNDriftRateQuality

SFNSFNDriftRateQuality

OPTIONAL,




sFNSFNTimeStampInformation
SFNSFNTimeStampInformation,




iE-Extensions

ProtocolExtensionContainer { { SuccessfullNeighbouringCellSFNSFNObservedTimeDifferenceMeasurementInformationItem-ExtIEs} }

OPTIONAL,




...



},


unsuccessfullNeighbouringCellSFNSFNObservedTimeDifferenceMeasurementInformation

SEQUENCE (SIZE(0..maxNrOfMeasNCell-1)) OF



SEQUENCE {



uC-Id





UC-Id,




iE-Extensions

ProtocolExtensionContainer { { UnsuccessfullNeighbouringCellSFNSFNObservedTimeDifferenceMeasurementInformationItem-ExtIEs} }

OPTIONAL,





...



},


iE-Extensions

ProtocolExtensionContainer { { SFNSFNMeasurementValueInformationItem-ExtIEs} }

OPTIONAL,


...

}

SFNSFNMeasurementValueInformationItem-ExtIEs NBAP-PROTOCOL-EXTENSION ::= {


...

}

SuccessfullNeighbouringCellSFNSFNObservedTimeDifferenceMeasurementInformationItem-ExtIEs NBAP-PROTOCOL-EXTENSION ::= {


...

}

UnsuccessfullNeighbouringCellSFNSFNObservedTimeDifferenceMeasurementInformationItem-ExtIEs NBAP-PROTOCOL-EXTENSION ::= {


...

}

SFNSFNQuality ::= INTEGER (0..255)

-- Unit chip, Step 1/16 chip, Range 0.. 255/16 chip
ShutdownTimer ::= INTEGER (1..3600)

-- Unit sec

SIB-Originator ::= ENUMERATED {


nodeB, 


cRNC,


...

}

SIR-Error-Value ::= INTEGER (0..125)

-- According to mapping in [22]

SFNSFNTimeStampInformation ::= CHOICE {


sFNSFNTimeStamp-FDD

SFN,


sFNSFNTimeStamp-TDD

SFNSFNTimeStamp-TDD,


...}

SFNSFNTimeStamp-TDD::= SEQUENCE {


sFN




SFN,


timeSlot


TimeSlot,


iE-Extensions




ProtocolExtensionContainer { { SFNSFNTimeStamp-ExtIEs} }

OPTIONAL,


...

}
SFNSFNTimeStamp-ExtIEs NBAP-PROTOCOL-EXTENSION ::= {


...

}
SFNSFNValue ::= CHOICE {


sFNSFN-FDD

SFNSFN-FDD,


sFNSFN-TDD

SFNSFN-TDD,


--- 1.28Mcps and 3.84Mcps TDD only


...,


sFNSFN-TDD768
SFNSFN-TDD768

}

SIR-Error-Value-IncrDecrThres ::= INTEGER (0..124)

SIR-Value ::= INTEGER (0..63)

-- According to mapping in [22]/[23]

SIR-Value-IncrDecrThres ::= INTEGER (0..62)

SignallingBearerRequestIndicator::= ENUMERATED {bearerRequested}

SixtyfourQAM-UsageAllowedIndicator ::= ENUMERATED {


allowed,


not-allowed

}

SixtyfourQAM-DL-UsageIndicator ::= ENUMERATED {

sixtyfourQAM-DL-used,


sixtyfourQAM-DL-not-used

}

SixtyfourQAM-DL-Capability ::= ENUMERATED {

sixtyfourQAM-DL-supported,


sixtyfourQAM-DL-not-supported

}

SixtyfourQAM-DL-MIMO-Combined-Capability ::= ENUMERATED {

sixtyfourQAM-DL-MIMO-Combined-capable,


sixtyfourQAM-DL-MIMO-Combined-non-capable
}

SignatureSequenceGroupIndex ::= INTEGER (0..19)
SixteenQAM-UL-Capability ::= ENUMERATED {

sixteenQAM-UL-capable,


sixteenQAM-UL-non-capable

}

SixteenQAM-UL-Operation-Indicator ::= ENUMERATED {

activate,


deactivate
}

SNPL-Reporting-Type ::= ENUMERATED {


type1,


type2

}
Soffset ::= INTEGER (0..9,...)

SpecialBurstScheduling ::= INTEGER (1..256)
-- Number of frames between special burst transmission during DTX

Special-Default-Midamble-Allocation-Indicator ::= ENUMERATED {


special-default-midamble-allocation-Activate,

special-default-midamble-allocation-Deactivate 

}

Special-Midamble-Supported-Capability ::= ENUMERATED {

special-Midamble-Supported,

non-Special-Midamble-Supported}
Special-Default-Midamble-Allocation-Usage-Indicator ::= ENUMERATED {


special-default-midamble-allocation-Used,

special-default-midamble-allocation-Not-Used 

}
Special-default-midamble-allocation-Information ::= SEQUENCE (SIZE (0.. maxFrequencyinCell)) OF Special-default-midamble-allocation-InformationItem
Special-default-midamble-allocation-InformationItem ::= SEQUENCE {

special-Default-Midamble-Allocation-Indicator

Special-Default-Midamble-Allocation-Indicator
OPTIONAL,
uARFCN











UARFCN




OPTIONAL,
...

}

Special-default-midamble-Usage-Information ::= SEQUENCE (SIZE (0.. maxFrequencyinCell)) OF Special-default-midamble-Usage-InformationItem
Special-default-midamble-Usage-InformationItem ::= SEQUENCE {

special-Default-Midamble-Allocation-Usage-Indicator

Special-Default-Midamble-Allocation-Usage-Indicator

OPTIONAL,
uARFCN











UARFCN




OPTIONAL,
...

}
Start-Of-Audit-Sequence-Indicator ::= ENUMERATED {


start-of-audit-sequence,


not-start-of-audit-sequence

}
STTD-Indicator ::= ENUMERATED {


active,


inactive,


...

}

SSDT-SupportIndicator ::= ENUMERATED {


not-Used-sSDT-Supported,


sSDT-not-supported

}

Sub-Frame-Number ::= INTEGER (0..4,...)

SyncCase ::= INTEGER (1..2,...)

SYNCDlCodeId ::= INTEGER (1..32,...)

SyncFrameNumber ::= INTEGER (1..10)

SynchronisationReportCharacteristics ::= SEQUENCE {


synchronisationReportCharacteristicsType
SynchronisationReportCharacteristicsType,


synchronisationReportCharactThreExc


SynchronisationReportCharactThreExc

OPTIONAL,



-- This IE shall be included if the synchronisationReportCharacteristicsType IE is set to “thresholdExceeding”.


iE-Extensions







ProtocolExtensionContainer { { SynchronisationReportCharacteristics-ExtIEs } }
OPTIONAL,


...

}

SynchronisationReportCharacteristics-ExtIEs
NBAP-PROTOCOL-EXTENSION ::= {


{ ID id-SyncDLCodeIdThreInfoLCR
CRITICALITY
ignore EXTENSION
SyncDLCodeIdThreInfoLCR

PRESENCE optional },


...

}

SynchronisationReportCharactThreExc ::= 
SEQUENCE (SIZE (1..maxNrOfCellSyncBursts)) OF SynchronisationReportCharactThreInfoItem  -- Mandatory for 3.84Mcps TDD only. Not Applicable to 1.28Mcps TDD.

SynchronisationReportCharactThreInfoItem ::= SEQUENCE {


syncFrameNumber



SyncFrameNumber,


cellSyncBurstInformation
SEQUENCE (SIZE (1.. maxNrOfReceptsPerSyncFrame)) OF SynchronisationReportCharactCellSyncBurstInfoItem,


iE-Extensions



ProtocolExtensionContainer { { SynchronisationReportCharactThreInfoItem-ExtIEs } }

OPTIONAL,


...

}

SynchronisationReportCharactThreInfoItem-ExtIEs NBAP-PROTOCOL-EXTENSION ::= {


...

}

SynchronisationReportCharactCellSyncBurstInfoItem ::= SEQUENCE {


cellSyncBurstCode 



CellSyncBurstCode,


cellSyncBurstCodeShift 


CellSyncBurstCodeShift,


cellSyncBurstTiming 


CellSyncBurstTiming



OPTIONAL,


cellSyncBurstTimingThreshold 
CellSyncBurstTimingThreshold
OPTIONAL,


iE-Extensions




ProtocolExtensionContainer { { SynchronisationReportCharactCellSyncBurstInfoItem-ExtIEs } }

OPTIONAL,


...

}

SynchronisationReportCharactCellSyncBurstInfoItem-ExtIEs NBAP-PROTOCOL-EXTENSION ::= {


...

}

SyncDLCodeIdThreInfoLCR ::= SEQUENCE (SIZE (0..maxNrOfSyncFramesLCR)) OF SyncDLCodeIdThreInfoList  --Mandatory for 1.28Mcps TDD only. Not Applicable to 3.84Mcps TDD.

SyncDLCodeIdThreInfoList ::= SEQUENCE {


syncFrameNoToReceive


SyncFrameNumber,


syncDLCodeIdInfoLCR



SyncDLCodeInfoListLCR,


iE-Extensions




ProtocolExtensionContainer { { SyncDLCodeIdThreInfoList-ExtIEs } }

OPTIONAL,


...

}

SyncDLCodeIdThreInfoList-ExtIEs NBAP-PROTOCOL-EXTENSION ::= {


...

}

SyncDLCodeInfoListLCR ::= SEQUENCE (SIZE (1..maxNrOfSyncDLCodesLCR)) OF SyncDLCodeInfoItemLCR

SyncDLCodeInfoItemLCR ::= SEQUENCE {


syncDLCodeId




SYNCDlCodeId,


syncDLCodeIdArrivTime


CellSyncBurstTimingLCR



OPTIONAL,


syncDLCodeIdTimingThre


CellSyncBurstTimingThreshold

OPTIONAL,


iE-Extensions




ProtocolExtensionContainer { { SyncDLCodeInfoItem-LCR-ExtIEs } }

OPTIONAL,


...

}

SyncDLCodeInfoItem-LCR-ExtIEs NBAP-PROTOCOL-EXTENSION ::= {


...

}

SynchronisationReportCharacteristicsType ::= ENUMERATED {


frameRelated,


sFNperiodRelated,


cycleLengthRelated,


thresholdExceeding,


frequencyAcquisitionCompleted,


...

}

SynchronisationReportType ::= ENUMERATED {


initialPhase,


steadyStatePhase,


lateEntrantCell,


frequencyAcquisition,


...

}

Semi-PersistentScheduling-CapabilityLCR ::= ENUMERATED {

semi-Persistent-scheduling-Capable,


semi-Persistent-scheduling-Non-Capable
}
// partially omitted
9.3.6
Constant Definitions

// partially omitted
id-HSDSCH-PreconfigurationSetup









ProtocolIE-ID ::= 1033

id-HSDSCH-PreconfigurationInfo









ProtocolIE-ID ::= 1034

id-NoOfTargetCellHS-SCCH-Order









ProtocolIE-ID ::= 1035

id-EnhancedHSServingCC-Abort









ProtocolIE-ID ::= 1036

id-Additional-HS-Cell-Information-RL-Setup






ProtocolIE-ID ::= 1037
id-Additional-HS-Cell-Information-Response






ProtocolIE-ID ::= 1038
id-Additional-HS-Cell-Information-RL-Addition





ProtocolIE-ID ::= 1039
id-Additional-HS-Cell-Change-Information-Response




ProtocolIE-ID ::= 1040
id-Additional-HS-Cell-Information-RL-Reconf-Prep




ProtocolIE-ID ::= 1041

id-Additional-HS-Cell-Information-RL-Reconf-Req





ProtocolIE-ID ::= 1042
id-Additional-HS-Cell-Information-RL-Param-Upd





ProtocolIE-ID ::= 1043

id-Multi-Cell-Capability-Info









ProtocolIE-ID ::= 1044
id-IMB-Parameters












ProtocolIE-ID ::= 1045

id-MACes-Maximum-Bitrate-LCR









ProtocolIE-ID ::= 1046

id-Semi-PersistentScheduling-CapabilityLCR






ProtocolIE-ID ::= 1047

id-E-DCH-Semi-PersistentScheduling-Information-LCR




ProtocolIE-ID ::= 1048

id-HS-DSCH-Semi-PersistentScheduling-Information-LCR



ProtocolIE-ID ::= 1049

id-Add-To-Non-HS-SCCH-Associated-HS-SICH-Resource-Pool-LCR-PSCH-ReconfRqst
ProtocolIE-ID ::= 1050

id-Modify-Non-HS-SCCH-Associated-HS-SICH-Resource-Pool-LCR-PSCH-ReconfRqst
ProtocolIE-ID ::= 1051

id-Delete-From-Non-HS-SCCH-Associated-HS-SICH-Resource-Pool-LCR-PSCH-ReconfRqst
ProtocolIE-ID ::= 1052

id-ContinuousPacketConnectivity-DRX-CapabilityLCR




ProtocolIE-ID ::= 1053

id-ContinuousPacketConnectivity-DRX-InformationLCR




ProtocolIE-ID ::= 1054

id-ContinuousPacketConnectivity-DRX-Information-ResponseLCR


ProtocolIE-ID ::= 1055

id-CPC-InformationLCR











ProtocolIE-ID ::= 1056

id-HS-DSCH-Semi-PersistentScheduling-Information-ResponseLCR

ProtocolIE-ID ::= 1057

id-E-DCH-Semi-PersistentScheduling-Information-ResponseLCR


ProtocolIE-ID ::= 1058

id-E-AGCH-UE-Inactivity-Monitor-Threshold






ProtocolIE-ID ::= 1059

id-IdleIntervalInformation










ProtocolIE-ID ::= 1063

id-GANSS-alm-keplerianNAVAlmanac








ProtocolIE-ID ::= 1064
id-GANSS-alm-keplerianReducedAlmanac







ProtocolIE-ID ::= 1065
id-GANSS-alm-keplerianMidiAlmanac








ProtocolIE-ID ::= 1066
id-GANSS-alm-keplerianGLONASS









ProtocolIE-ID ::= 1067
id-GANSS-alm-ecefSBASAlmanac









ProtocolIE-ID ::= 1068

id-HSSICH-ReferenceSignal-InformationLCR






ProtocolIE-ID ::= 1070

id-MIMO-ReferenceSignal-InformationListLCR






ProtocolIE-ID ::= 1071
id-MIMO-SFMode-For-HSPDSCHDualStream







ProtocolIE-ID ::= 1072

id-MIMO-SFMode-Supported-For-HSPDSCHDualStream





ProtocolIE-ID ::= 1073

id-UE-Selected-MBMS-Service-Information







ProtocolIE-ID ::= 1074
id-MultiCarrier-HSDSCH-Physical-Layer-Category 





ProtocolIE-ID ::= 1077

id-Common-E-DCH-HSDPCCH-Capability








ProtocolIE-ID ::= 1078

id-DL-RLC-PDU-Size-Format










ProtocolIE-ID ::= 1079

id-HSSICH-ReferenceSignal-InformationModifyLCR





ProtocolIE-ID ::= 1080

id-schedulingPriorityIndicator









ProtocolIE-ID ::= 1081

id-Special-Default-Midamble-Allocation-Indicator




ProtocolIE-ID ::= xxxx
id-Special-Midamble-Supported-Capability






ProtocolIE-ID ::= xxxx
id-Special-Default-Midamble-Allocation-Usage-Indicator



ProtocolIE-ID ::= xxxx
id-Special-Default-Midamble-Allocation-Information




ProtocolIE-ID ::= xxxx
id-Special-Default-Midamble-Usage-Information





ProtocolIE-ID ::= xxxx
END
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