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	CR 25.433-1637: Extention for the numbers of all channels for 1.28Mcps TDD (Rel 8)
	TD Tech Ltd.
	9.2
	CR
	Withdrawn

	R3-091631
	Management of QoS on the Un Interface
	Institute for Information, Coiler Corporation
	13.1.2.1
	Disc
	Revised

	R3-091632
	Consideration on OAM for Type 1 Relay over the Un Interface
	Institute for Information, Coiler Corporation
	13.1.2.1
	Disc
	Not treated

	R3-091633
	Discussion on Multi-hop RNs
	Institute for Information, Coiler Corporation
	13.1.2.5
	Disc
	Not treated

	R3-091634
	Multi-hop Type-I Relay
	Institute for Information, Coiler Corporation
	13.1.2.5
	Disc
	Not treated

	R3-091635
	CR 25.413-1006: Clarification on Paging Optimization of non-CSG UE Rel 8)
	ZTE Corporation, China Unicom
	9.3
	CR
	Not agreed

	R3-091636
	CR 25.413-1007: Clarification on Paging Optimization of hybrid cell (Rel 8)
	ZTE Corporation, China Unicom
	9.3
	CR
	Not agreed

	R3-091637
	CR 36.300: Clarification on Paging Optimization of hybrid cell (Rel 8)
	ZTE Corporation, China Unicom
	9.4.1
	CR
	Not agreed

	R3-091638
	CR 36.300: Clarification on Paging Optimization of hybrid cell (Rel 9)
	ZTE Corporation, China Unicom
	12
	CR
	Not agreed

	R3-091639
	CR 36.413-0518: Clarification on Paging Optimization of hybrid cell (Rel 8)
	ZTE Corporation, China Unicom
	9.4.6
	CR
	Not agreed
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	R3-091643
	Discussion on Access Control Indicator during Handover Procedure
	ZTE Corporation
	12.1.1
	Disc
	Not available
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	CR 25.423-1513: Abnormal Conditions of RL Reconfiguration (Rel 8)
	ZTE Corporation
	8
	CR
	Not agreed
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	R3-091677
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	Samsung Electronics Co., Ltd
	12.1.12
	CR
	Not treated

	R3-091680
	Clarification on data forwarding during HO in Optimized Relay Architecture
	Samsung Electronics Co., Ltd
	13.1.2.6
	Disc
	Not treated

	R3-091681
	Introduction of Relay GW
	Samsung Electronics Co., Ltd
	13.1.2.6
	Disc
	Not treated

	R3-091682
	CR 25.413-1008: Support for paging optimization with CSG membership changes (Rel 9)
	Samsung Electronics Co., Ltd, HuaWei Technologies Co., Ltd. 
	12.1
	CR
	Revised

	R3-091683
	CR 25.467-0044: Support for paging optimization with CSG membership changes (Rel-9)
	Samsung Electronics Co., Ltd, HuaWei Technologies Co., Ltd.
	12.1
	CR
	Revised

	R3-091684
	Access Control for inbound mobility
	Samsung Electronics Co., Ltd
	12.1.1
	Disc
	Noted

	R3-091685
	Open mode HeNB Problem
	Samsung Electronics Co., Ltd, ZTE Corporation
	12.1.11
	Disc
	Not treated

	R3-091686
	Use of UTRA SYNC protocol (TS 25.446) for eMBMS
	Samsung Electronics Co., Ltd
	11.1.2
	Disc
	Noted

	R3-091687
	CR 25.467-0045: Iur  interface clarification (Rel 9)
	Samsung Electronics Co., Ltd, HuaWei Technologies Co., Ltd.
	12.1.6
	CR
	Not treated

	R3-091688
	CR 36.413-0522: SRVCC to GERAN/UTRAN (Rel 8)
	Samsung Electronics Co., Ltd, Nokia, Nokia Siemens Networks
	9.4.6
	CR
	Agreed

	R3-091689
	Solution for Inter-RAT load balancing
	Samsung Electronics Co., Ltd
	10.1.1
	Disc
	Not treated

	R3-091690
	Solutions for MRO
	Samsung Electronics Co., Ltd
	10.2.1
	Disc
	Revised

	R3-091691
	CR 36.300: Add functions to detect too early too later HO (Rel 9)
	Samsung Electronics Co., Ltd
	10.2.1
	CR
	Revised

	R3-091692
	Root Sequence Index information over X2
	Samsung Electronics Co., Ltd
	10.3.1
	Disc
	Not treated

	R3-091693
	PRACH configuration index over X2
	Samsung Electronics Co., Ltd
	10.3.1
	Disc
	Not treated

	R3-091694
	Ranking of SON functions based on requirements
	China Mobile Com. Corporation
	10.5
	Disc
	Withdrawn

	R3-091695
	Way Forward for CCO
	China Mobile Com. Corporation
	10.5
	Disc
	Revised

	R3-091696
	Communication between MRO and MLB procedure
	China Mobile Com. Corporation
	10.2.1
	Disc
	Not treated

	R3-091697
	RLF cause consideration
	China Mobile Com. Corporation
	10.2.2
	Disc
	Not treated

	R3-091698
	Paging optimization
	China Mobile Com. Corporation
	9.4.5
	Disc
	Noted

	R3-091699
	Measurements for auto cell reselection optimization
	China Mobile Com. Corporation
	10.2.2
	Disc
	Withdrawn

	R3-091700
	Considerations about Access Control in CSG Inbound Mobility
	China Mobile Com. Corporation
	12.1.1
	Disc
	Not treated

	R3-091701
	QoS Considerations for Hybrid Cells
	China Mobile Com. Corporation
	12.1.11
	Disc
	Noted

	R3-091702
	TDD Antenna operating band in Iuant specification
	China Mobile Com. Corporation
	27
	Disc
	Noted

	R3-091703
	CR 25.466-0021: CR for Introduction of TDD new antenna operating bands in IuantAP (Rel 9)
	China Mobile Com. Corporation
	27
	CR
	Not agreed

	R3-091704
	HeNB Registration
	China Unicom, ZTE Corporation
	12.1.12
	Disc
	Not treated

	R3-091705
	CSG list update to avoid unnecessary CSG searching
	ETRI
	12.1.12
	Disc
	Not treated

	R3-091706
	CR 25.423-1515: Correction on E-DCH FDD Information abnormal condition in radio link reconfiguration procedure (Rel 8)
	Huawei, Nokia Siemens Networks
	9.1
	CR
	Revised

	R3-091707
	CR 25.433-1643: Correction on E-DCH FDD Information abnormal condition in radio link reconfiguration procedure (Rel 8)
	Huawei, Nokia Siemens Networks
	9.1
	CR
	Revised

	R3-091708
	CR 25.433-1644: Clarification on E-DCH related resources assignment in Physical Shared Channel Reconfiguration procedure (Rel 8)
	Huawei, Nokia Siemens Networks
	9.1
	CR
	Revised

	R3-091709
	CR 25.423-1516: Addition of HS-DSCH TB Size Table Indicator related context in radio link reconfiguration procedure (Rel 8)
	Huawei
	9.1
	CR
	Agreed, Revised

	R3-091710
	CR 25.423-1517: Addition of abnormal condition for HS-DSCH/E-DCH in RL Addition procedure (Rel 8)
	Huawei
	9.1
	CR
	Revised

	R3-091711
	CR 25.433-1645: Addition of abnormal condition for HS-DSCH/E-DCH in RL Addition procedure (Rel 8)
	Huawei
	9.1
	CR
	Revised

	R3-091712
	E-DCH RL Combining
	Huawei
	9.1
	Disc
	Noted

	R3-091713
	CR 25.423-1518: Addition of Combining E-DCH RL ID IE into RL handling response message (Rel 8)
	Huawei
	9.1
	CR
	Postponed

	R3-091714
	CR 25.423-1519: Addition of Diversity Mode IE into RADIO LINK ADDITION REQUEST (Rel 7)
	Huawei
	8
	CR
	Not agreed

	R3-091715
	CR 25.423-1520: Addition of Diversity Mode IE into RADIO LINK ADDITION REQUEST (Rel 8)
	Huawei
	8
	CR
	Not agreed

	R3-091716
	CR 25.433-1646: Addition of Diversity Mode IE into RADIO LINK ADDITION REQUEST (Rel 7)
	Huawei
	8
	CR
	Not agreed

	R3-091717
	CR 25.433-1647: Addition of Diversity Mode IE into RADIO LINK ADDITION REQUEST (Rel 8)
	Huawei
	8
	CR
	Not agreed

	R3-091718
	Introduction of UE-AMBR Concept in UMTS
	Huawei
	28
	Disc
	Presented

	R3-091719
	CR 25.413-1009: Introduction of UE-AMBR Concept in UMTS (Rel 9)
	Huawei
	28
	CR
	Revised

	R3-091720
	CR 25.423-1521: Introduction of UE-AMBR Concept in UMTS (Rel 9)
	Huawei
	28
	CR
	Revised

	R3-091721
	CR 25.433-1648: Introduction of UE-AMBR Concept in UMTS (Rel 9)
	Huawei
	28
	CR
	Revised

	R3-091722
	Energy Saving in UTRAN
	Huawei, ZTE Corporation, China Unicom, Telefonica S.A., Orange
	28
	Disc
	Not treated

	R3-091723
	CR 25.433-1649: NodeB Energy Savings Control (Rel 9)
	Huawei
	28
	CR
	Not treated

	R3-091724
	MAC-d flow configuration for DC-HSUPA
	Huawei
	19
	Disc
	Noted

	R3-091725
	CR 25.433-1650: Introduction of DC-HSUPA (Rel 9)
	Huawei
	19
	CR
	Not treated

	R3-091726
	CR 25.423-1522: Introduction of DC-HSUPA (Rel 9)
	Huawei
	19
	CR
	Not treated

	R3-091727
	CR 25.433-1651: Introduction of DC-HSDPA Combined with MIMO (Rel 9)
	Huawei
	21
	CR
	Postponed

	R3-091728
	CR 25.423-1523: Introduction of DC-HSDPA Combined with MIMO (Rel 9)
	Huawei
	21
	CR
	Not treated

	R3-091729
	CR 36.413-0523: Alignment with SRVCC HO Indication (Rel 8)
	Huawei
	9.4.6
	CR
	Not agreed

	R3-091730
	Discussion on data forwarding indication
	Huawei, Motorola
	9.4.5
	Disc
	Not treated

	R3-091731
	CR 36.413-0524: CR for data forwarding indication (Rel 8)
	Huawei, Motorola
	9.4.6
	CR
	Revised

	R3-091732
	CR 36.413-0525: CR for data forwarding path (Rel 8)
	Huawei
	9.4.6
	CR
	Not treated

	R3-091733
	Disccussion for adding SPID in DL NAS
	Huawei
	28
	Disc
	Not treated

	R3-091734
	CR 36.413-0526: CR for adding SPID in DL NAS (Rel 9)
	Huawei
	28
	CR
	Not treated

	R3-091735
	Discussion on Location service support for eNB as LCS client
	Huawei
	15
	Disc
	Noted

	R3-091736
	CR 36.300: CR for Location service support for eNB as LCS client (Rel 9)
	Huawei
	15
	CR
	Not treated

	R3-091737
	CR 36.410-0005: CR for Location service support for eNB as LCS client (Rel 9)
	Huawei
	15
	CR
	Not treated

	R3-091738
	CR 36.413-0527: CR for Location service support for eNB as LCS client (Rel 9)
	Huawei
	15
	CR
	Not treated

	R3-091739
	Transportation support for LPPa
	Huawei
	15
	Disc
	Not treated

	R3-091740
	CR 36.300: CR for transportation support for LPPa (Rel 9)
	Huawei
	15
	CR
	Not treated

	R3-091741
	CR 36.410-0006: CR for transportation support for LPPa (Rel 9)
	Huawei
	15
	CR
	Not treated

	R3-091742
	CR 36.413-0528: CR for transportation support for LPPa (Rel 9)
	Huawei
	15
	CR
	Not treated

	R3-091743
	Positioning subframe configuration for OTDOA
	Huawei
	15
	Disc
	Noted

	R3-091744
	Support parallel PWS CMAS notifications disc
	Huawei
	18
	Disc
	Noted

	R3-091745
	CR 36.300:Public Warning System(PWS) RAN3 acpects CR (Rel 9)
	Huawei
	18
	CR
	Not agreed

	R3-091746
	CR 36.413-0529: Support parallel PWS CMAS notifications (Rel 9)
	Huawei
	18
	CR
	Not agreed

	R3-091747
	MCCH generation and repetition
	Huawei
	11.1.1
	Disc
	Not treated

	R3-091748
	M2 Service Area Filtering
	Huawei
	11.1.1
	Disc
	Not treated

	R3-091749
	SYNC protocol in LTE
	Huawei
	11.1.2
	Disc
	Noted

	R3-091750
	Admission, scheduling and dropping for MBMS
	Huawei
	11.1.1
	Disc
	Not treated

	R3-091751
	Draft Reply LS on MBMS MCCH termination and sync protocol
	Huawei
	11.3
	LSout
	Not treated

	R3-091752
	Reply LS on MBMS Content Transfer to UTRAN and E-UTRAN on a same MBMS Bearer Service
	Huawei
	11.3
	LSout
	Revised

	R3-091753
	CR 25.467-0046: Clarification on UE Registration (Rel 8)
	Huawei, Airvana, Inc., Samsung Electronics Co., Ltd
	9.3
	CR
	Revised

	R3-091754
	Access Control during Inbound Handover for UTRAN
	Huawei
	12.1.1
	Disc
	Noted

	R3-091755
	Access Control during Inbound Handover for E-UTRAN
	Huawei
	12.1.1
	Disc
	Noted

	R3-091756
	Discussion on Intra HNB-GW Handover Procedure
	Huawei
	12.1.3
	Disc
	Noted

	R3-091757
	CR 36.300: Adding CSG Subscription Data Invalid Management (Rel 9)
	Huawei
	12.2
	CR
	Not treated

	R3-091758
	CR 36.413-0530: Adding CSG Subscription Data Invalid Management (Rel 9)
	Huawei
	12.2
	CR
	Not treated

	R3-091759
	CR 25.467-0047: Adding CSG Subscription Data Invalid Management (Rel 9)
	Huawei
	12.2
	CR
	Not treated

	R3-091760
	CR 25.413-1010: Adding CSG Subscription Data Invalid Management (Rel 9)
	Huawei
	12.2
	CR
	Not treated

	R3-091761
	Discussion on HNB Interference Mitigation
	Huawei
	25
	Disc
	Noted

	R3-091762
	CR 36.413-0531: Clean up the Terminology of home eNB in S1AP (Rel 8)
	Huawei
	9.4.6
	CR
	Agreed

	R3-091763
	Implications of MRO performance measurements
	Huawei
	10.2.1
	Disc
	Not treated

	R3-091764
	Source cell detection and correction of too-early handover
	Huawei
	10.2.1
	Disc
	Noted

	R3-091765
	Further description and detection of MRO problem cases
	Huawei
	10.2.1
	Disc
	Not treated

	R3-091766
	Further description of RLF indication exchange between eNBs over X2
	Huawei
	10.2.1
	Disc
	Not treated

	R3-091767
	Frequent Handover
	Huawei
	10.2.1
	Disc
	Not treated

	R3-091768
	MRO parameter coordination between eNBs
	Huawei
	10.2.1
	Disc
	Not treated

	R3-091769
	MLB parameter coordination between eNBs
	Huawei
	10.1.1
	Disc
	Not available

	R3-091770
	Non-GBR Load Information Exchange for Mobility Load Balancing
	Huawei
	10.1.2
	Disc
	Noted

	R3-091771
	Inter RAT Cell Load Information Exchange
	Huawei, China Unicom
	10.1.4
	Disc
	Not treated

	R3-091772
	CR 25.413-1011: Load information transfer on Iu (Rel 9)
	Huawei
	10.1.4
	CR
	Not treated

	R3-091773
	CR 36.413-0532: Load information transfer on S1 (Rel 9)
	Huawei
	10.1.4
	CR
	Not treated

	R3-091774
	Coverage hole detection
	Huawei
	10.4.1
	Disc
	Not treated

	R3-091775
	Relay Architecture in RAN3 baseline paper
	Huawei, Motorola
	13.1.1
	Disc
	Revised

	R3-091776
	TNL analysis over Un
	Huawei
	13.1.2.1
	Disc
	Not treated

	R3-091777
	QoS control over air interface
	Huawei
	13.1.2.1
	Disc
	Not treated

	R3-091778
	Mobile relay support analysis
	Huawei
	13.1.2.4
	Info
	Not treated

	R3-091779
	Multi-hop Relay support
	Huawei
	13.1.2.5
	Disc
	Not treated

	R3-091780
	LTE-Advanced Scenarios in Heterogeneous Network
	Huawei
	13.2
	Disc
	Not treated

	R3-091781
	Overview of Inter-eNB CoMP
	Huawei
	13.3
	Disc
	Not treated

	R3-091782
	Report on email discussion on Initial Context Setup Failure
	Motorola
	9.4.1
	Disc
	Noted

	R3-091783
	Manual CSG Selection across PLMN
	Motorola
	12.1.1
	Disc
	Not treated

	R3-091784
	Information and Mechanism to Support Mobility Load Balancing
	Motorola
	10.1.1
	Disc
	Not treated

	R3-091785
	Introducing some additional issues in Mobility Load Balancing
	Motorola
	10.1.1
	Disc
	Not treated

	R3-091786
	Early handover detection
	Motorola
	10.2.1
	Disc
	Not treated

	R3-091787
	Information and mechanism to support RACH Optimization
	Motorola
	10.3.1
	Disc
	Not treated

	R3-091788
	Paging load reduction in asynchronous cells
	Motorola
	28
	Disc
	Not treated

	R3-091789
	CR 36.300: Introduction of paging cancel procedure (Rel 9)
	Motorola
	28
	CR
	Not treated

	R3-091790
	Missing AP ID on first returned message
	Motorola
	9.4.6
	Disc
	Noted

	R3-091791
	CR 36.413-0533: Specify Node behavior for first returned msg on missing AP ID (Rel 8)
	Motorola
	9.4.6
	CR
	Not agreed

	R3-091792
	CR 36.413-0534: Specify how to report duplicate E-RAB ID in Tabular and replace MME with EPC in  8.3.1.2 (Rel 8)
	Motorola
	9.4.5
	CR
	Agreed

	R3-091793
	CR 36.423-0291: RESET REQUEST msg should abort UE Associated procedures but not Global ones (Rel 8)
	Motorola
	9.4.7
	CR
	Not agreed

	R3-091794
	CR 36.423-0303: Measurements Report Characteristic Failure (Rel 8)
	Huawei
	9.4.7
	CR
	Not agreed

	R3-091795
	Issue affecting RAB Assignment when using Iu-h with Iu over ATM
	Ip.access Ltd
	12.1.12
	Disc
	Not treated

	R3-091796
	CR 36.423-0306: Specify how to report dup E-RAB ID in X2AP Tabular (Rel 8)
	Motorola
	9.4.5
	CR
	Agreed

	R3-091797
	Downlink Data Buffering in Donor eNB
	Fujitsu
	13.1.2.6
	Disc
	Not treated

	R3-091798
	An Automatic Preamble Assignment for RACH Optimization
	ETRI
	10.3.1
	Disc
	Not treated

	R3-091799
	The interference control between HeNBs
	ETRI
	12.1.5
	Disc
	Not treated

	R3-091800
	Access mode change of CSG cell during operation
	ETRI
	12.1.11
	Disc
	Not treated

	R3-091801
	Connected mode mobility toward a congested hybrid access mode cell
	ETRI
	12.1.11
	Disc
	Not treated

	R3-091802
	A consistency on the term definition of the S1-MME
	ETRI
	12.1.12
	Disc
	Not treated

	R3-091803
	MME initiated UE Context Release procedure for CSG Cell
	ETRI
	12.2
	Disc
	Not treated

	R3-091804
	PCI Assignment of HeNB based on HeNB Gateway
	ETRI
	13.2
	Disc
	Not treated

	R3-091805
	Coexistence of LTE-TDD systems
	Alcatel-Lucent, CMCC, Vodafone
	9.4.3
	Appr
	Noted

	R3-091806
	CR 36.401-0036: Coexistence of LTE-TDD systems (Rel 8)
	Alcatel-Lucent, CMCC, Vodafone
	9.4.3
	CR
	Agreed

	R3-091807
	Direct path availability in target eNB
	Alcatel-Lucent
	9.4.5
	Appr
	Noted

	R3-091808
	CR 36.413-0535: Direct path availability in target eNB (Rel 8)
	Alcatel-Lucent
	9.4.5
	CR
	Not agreed

	R3-091809
	CR 36.413-0536: Indirect path used by MME (Rel 8)
	Alcatel-Lucent
	9.4.5
	CR
	Revised

	R3-091810
	Handling for unrecognized qci value 
	Alcatel-Lucent
	9.4.6
	Appr
	Noted

	R3-091811
	CR 36.413-0537: Handling of unrecognized qci value (Rel 8)
	Alcatel-Lucent
	9.4.6
	CR
	Revised

	R3-091812
	Correction of E-RABs subject to forwarding in HO Command
	Alcatel-Lucent
	9.4.6
	Appr
	Noted

	R3-091813
	CR 36.413-0538: Correction of E-RABs subject to forwarding in HO Command  (Rel 8)
	Alcatel-Lucent
	9.4.6
	CR
	Revised

	R3-091814
	CR 36.413-0539: Handling of RLF (Rel 8)
	Alcatel-Lucent, Qualcomm Europe
	9.4.6
	CR
	Revised

	R3-091815
	CR 36.413-0540: Mandatory NAS PDU in E-RAB Release Command (Rel 8)
	Alcatel-Lucent
	9.4.6
	CR
	Revised

	R3-091816
	CR 36.413-0541: Missing reference and unclear handling of the CDMA2000 sector ID (Rel 8)
	Alcatel-Lucent
	9.4.6
	CR
	Revised

	R3-091817
	CR 36.413-0542: Missing reference and specification for encoding the CDMA2000 pilot list (Rel 8)
	Alcatel-Lucent
	9.4.6
	CR
	Revised

	R3-091818
	CR 36.423-0292: Removal of duplicated causes (Rel 8)
	Alcatel-Lucent
	9.4.7
	CR
	Revised

	R3-091819
	Definition of Group ID in the X2 Setup message
	Alcatel-Lucent
	9.4.7
	Appr
	Noted

	R3-091820
	CR 36.423-0293: Correction of Group ID in the X2 Setup message (Rel 8)
	Alcatel-Lucent
	9.4.7
	CR
	Revised

	R3-091821
	Missing TAI in the Setup Response message 
	Alcatel-Lucent
	9.4.7
	Appr
	Noted

	R3-091822
	CR 36.423-0294: Missing TAI in the setup response message (Rel 8)
	Alcatel-Lucent
	9.4.7
	CR
	Postponed

	R3-091823
	CR 36.423-0295: Specification of max number of pools (Rel 8)
	Alcatel-Lucent
	9.4.7
	CR
	Agreed

	R3-091824
	CR 36.300: Restructuring of HeNB Support (Rel 9)
	Alcatel-Lucent
	12.1
	CR
	Not Agreed

	R3-091825
	Support of inter-HeNB Mobility
	Alcatel-Lucent
	12.1.3
	Appr
	Noted

	R3-091826
	CR 36.300: Introduction of inter-HeNB Mobility Architecture (Rel 9)
	Alcatel-Lucent
	12.1.3
	CR
	Not treated

	R3-091827
	CR 36.300: Introduction of inter-HeNB Mobility Function (Rel 9)
	Alcatel-Lucent
	12.1.3
	CR
	Not treated

	R3-091828
	CR 36.300: Introduction of inter-HeNB Mobility Procedure (Rel 9)
	Alcatel-Lucent
	12.1.3
	CR
	Not treated

	R3-091829
	Options for Admission control issue for type-1 relay
	Alcatel-Lucent
	13.1.2.1
	Appr
	Not treated

	R3-091830
	Solutiuon for UE handover issue for type-1 relay
	Alcatel-Lucent
	13.1.2.1
	Appr
	Not treated

	R3-091831
	Emergency Call handling in limited service mode
	Alcatel-Lucent
	17
	Appr
	Noted

	R3-091832
	CR 36.413-0543: Emergency Call handling in limited service mode (Rel 9)
	Alcatel-Lucent
	17
	CR
	Revised

	R3-091833
	CR 36.423-0296: Emergency Call handling in limited service mode (Rel 9)
	Alcatel-Lucent
	17
	CR
	Revised

	R3-091834
	CR 36.413-0544: Emergency call mobility handling (Rel 9)
	Alcatel-Lucent
	17
	CR
	Revised

	R3-091835
	CR 36.423-0297: Emergency call mobility handling (Rel 9)
	Alcatel-Lucent
	17
	CR
	Revised

	R3-091836
	Support and exchange of Release 9 capabilities for emergency calls
	Alcatel-Lucent
	17
	Appr
	Agreed

	R3-091837
	Support of PWS
	Alcatel-Lucent
	18
	Appr
	Noted

	R3-091838
	CR 36.300: Support of PWS (Rel 9)
	Alcatel-Lucent
	18
	CR
	Revised

	R3-091839
	Enhancement of pci allocation
	Alcatel-Lucent, Qualcomm Europe
	28
	Appr
	Not treated

	R3-091840
	CR 36.423-0298: Enhancement of pci allocation (Rel 8)
	Alcatel-Lucent, Qualcomm Europe
	28
	CR
	Not treated

	R3-091841
	Rel-9 solution of issues linked to cell load definition
	Alcatel-Lucent
	10.1.1
	Appr
	Not treated

	R3-091842
	Text modification for TR 36.902 regarding cell load information on X2
	Alcatel-Lucent
	10.1.1
	Appr
	Not treated

	R3-091843
	CR 36.423-0299: Addition of indicator for available cell capacity on X2 (Rel 9)
	Alcatel-Lucent
	10.1.2
	CR
	Not treated

	R3-091844
	Mechanisms for inter-RAT cell load information exchange
	Alcatel-Lucent
	10.1.1
	Appr
	Not treated

	R3-091845
	Text modification for TR 36.902 regarding exchange of cell load information between RATs
	Alcatel-Lucent
	10.1.1
	Appr
	Not treated

	R3-091846
	Inter-RAT transfer of load information for multiple cells
	Alcatel-Lucent
	10.1.1
	Appr
	Not treated

	R3-091847
	Outline for CR to TS 48.018 (GERAN BSSGP): Transfer of cell load information between RATs using RIM procedure.
	Alcatel-Lucent
	10.1.2
	Appr
	Not treated

	R3-091848
	Definition and prevention of handover to wrong cell
	Alcatel-Lucent
	10.2.1
	Appr
	Not treated

	R3-091849
	Text modification for TR 36.902 regarding definition and prevention of handover to wrong cell
	Alcatel-Lucent
	10.2.1
	Appr
	Not agreed

	R3-091850
	CR 36.423-0300: Location based cell border information share during handover on X2 (Rel 9)
	Alcatel-Lucent
	10.2.2
	CR
	Not treated

	R3-091851
	CR 36.423-0301: Mobility Feedback Information on X2 (Rel 9)
	Alcatel-Lucent
	10.2.2
	CR
	Not treated

	R3-091852
	CR 36.413-0545: Location based cell border information share during handover on S1 (Rel 9)
	Alcatel-Lucent
	10.2.2
	CR
	Not treated

	R3-091853
	CR 36.413-0546: Mobility Feedback Information on S1 (Rel 9)
	Alcatel-Lucent
	10.2.2
	CR
	Not treated

	R3-091854
	eMBMS packet dropping – response to RAN2 LS
	Alcatel-Lucent Shanghai Bell, Alcatel-Lucent
	11.0
	Appr
	Noted

	R3-091855
	Issues on consecutive packet loss in MBSFN transmission
	Alcatel-Lucent Shanghai Bell, Alcatel-Lucent
	11.1.2
	Appr
	Noted

	R3-091856
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	China Mobile Com. Corporation
	10.5
	Disc
	Noted

	R3-092030
	Measurements for auto cell reselection optimization
	China Mobile Com. Corporation
	10.2.2
	Disc
	Not treated

	R3-092031
	MME initiated UE Context Release procedure for CSG Cell
	ETRI
	12.2
	Disc
	Not treated

	R3-092032
	Issues affecting SABP use for PWS with H(e)NB
	IP.access Ltd
	12.1.10
	Disc
	Not treated

	R3-092033
	Draft compliance template for LTE-Advanced ITU-submission
	LTE-Advanced rapporteur(NTT DOCOMO)
	13
	Info
	Noted

	R3-092034
	CR 25.433-1641 rev 1: Corrections to the common measurement for 1.28Mcps TDD (Rel 7)
	ZTE Corporation
	8
	CR
	Agreed

	R3-092035
	CR 25.433-1642 rev 1: Corrections to the common measurement for 1.28Mcps TDD (Rel 8)
	ZTE Corporation
	8
	CR
	Agreed

	R3-092036
	CR 25.433-1652 rev 1: NBAP Support for Signaling of S-CPICH power offset for MIMO UEs (Rel 7)
	Qualcomm Europe
	8
	CR
	Revised

	R3-092037
	CR 25.433-1653 rev 1: NBAP Support for Signaling of S-CPICH power offset for MIMO UEs (Rel 8)
	Qualcomm Europe
	8
	CR
	Revised

	R3-092038
	CR 25.423-1515 rev 1: Correction on E-DCH FDD Information abnormal condition in radio link reconfiguration procedure (Rel 8)
	Huawei, Nokia Siemens Networks
	9.1
	CR
	Agreed

	R3-092039
	CR 25.433-1643 rev 1: Correction on E-DCH FDD Information abnormal condition in radio link reconfiguration procedure (Rel 8)
	Huawei, Nokia Siemens Networks
	9.1
	CR
	Agreed

	R3-092040
	CR 36.413-0521 rev 1: Adding the RTD information in UPLINK CDMA2000 TUNNELING (Rel 8)
	Samsung Electronics Co., Ltd
	9.4.6
	CR
	Revised

	R3-092041
	CR 25.423-1517 rev 1: Addition of abnormal condition for HS-DSCH/E-DCH in RL Addition procedure (Rel 8)
	Huawei
	9.1
	CR
	Agreed

	R3-092042
	CR 25.433-1645 rev 1: Addition of abnormal condition for HS-DSCH/E-DCH in RL Addition procedure (Rel 8)
	Huawei
	9.1
	CR
	Agreed

	R3-092043
	CR 25.453-0119 rev 1: Correction on Cell-ID Measured Results Sets in INFORMATION EXCHANGE INITIATION REQUEST (Rel 8)
	Nokia Siemens Networks, Nokia
	9.1
	CR
	Agreed

	R3-092044
	CR 25.433-1664 rev 1: Corrections related to UE Status Update procedure (Rel 8)
	Ericsson, NSN
	9.1
	CR
	Agreed

	R3-092045
	CR 25.433-1657 rev 1: Semantics Description of IB_OC_ID (Rel 8)
	Nokia Siemens Networks, Nokia
	9.1
	CR
	Agreed

	R3-092046
	CR 25.423-1530 rev 1: SixtyfourQAM DL Support Indicator (Rel 8)
	NEC
	9.1
	CR
	Agreed

	R3-092047
	CR 25.433-1636 rev 1: Correction on the SPS resource configuration for 1.28Mcps TDD (Rel 8)
	TD Tech Ltd.
	9.2
	CR
	Postponed

	R3-092048
	CR 25.433-1661 rev 1: Clarification for Power Resource Related Info in TDD non-scheduled grant info (Rel 8)
	TD Tech Ltd.
	9.2
	CR
	Revised

	R3-092049
	CR 25.467-0042 rev 1: Clean-up of 25.467 (Rel 8)
	Alcatel-Lucent
	9.3
	CR
	Agreed

	R3-092050
	CR 25.467-0050 rev 1: Adding description of HNB de-registration function in stage 2 (Rel 8)
	NEC
	9.3
	CR
	Agreed

	R3-092051
	CR 25.469-0031 rev 2: ASN.1 correction for HNB Location Information IE (Rel 8)
	NEC
	9.3
	CR
	Agreed

	R3-092052
	CR 36.413-0536 rev 1: Indirect path used by MME (Rel 8)
	Alcatel-Lucent
	9.4.5
	CR
	Agreed

	R3-092053
	CR 36.413-0537 rev 1: Handling of unrecognized qci value (Rel 8)
	Alcatel-Lucent
	9.4.6
	CR
	Agreed

	R3-092054
	CR 36.413-0540 rev 1: Mandatory NAS PDU in E-RAB Release Command (Rel 8)
	Alcatel-Lucent
	9.4.6
	CR
	Agreed

	R3-092055
	CR 36.413-0521 rev2: Adding the RTD information in UPLINK CDMA2000 TUNNELING (Rel 9)
	Samsung Electronics Co., Ltd
	9.4.6
	CR
	Revised

	R3-092056
	Draft reply LS on Adding the RTD information in UPLINK CDMA2000 TUNNELING
	Samsung Electronics Co., Ltd
	9.4.6
	LSout
	Revised

	R3-092057
	CR 36.413-0541 rev 1: Missing reference and unclear handling of the CDMA2000 sector ID (Rel 8)
	Alcatel-Lucent
	9.4.6
	CR
	Postponed

	R3-092058
	CR 36.413-0542 rev 1: Missing reference and specification for encoding the CDMA2000 pilot list (Rel 8)
	Alcatel-Lucent
	9.4.6
	CR
	Agreed

	R3-092059
	CR 36.413-0547 rev 1: CR on Repetion Period IE (Rel 8)
	NTT DOCOMO
	9.4.6
	CR
	Agreed

	R3-092060
	CR 36.413-0515 rev 1: Corrections for 36.413 (Rel 8)
	CATT
	9.4.6
	CR
	Agreed

	R3-092061
	CR 36.423-0292 rev 1: Removal of duplicated causes (Rel 8)
	Alcatel-Lucent
	9.4.7
	CR
	Agreed

	R3-092062
	Way Forward for CCO
	China Mobile Com. Corporation
	10.5
	Disc
	Not treated

	R3-092063
	CR 36.300: Support for paging optimization with CSG membership changes (Rel 9)
	Qualcomm Europe S.A.R.L.
	12.1
	CR
	Revised

	R3-092064
	CR 25.467-0044 rev 1: Support for paging optimization with CSG membership changes (Rel-9)
	Samsung Electronics Co., Ltd, HuaWei Technologies Co., Ltd.
	12.1
	CR
	Revised

	R3-092065
	CR 25.413-1008 rev 1: Support for paging optimization with CSG membership changes (Rel 9)
	Samsung Electronics Co., Ltd, HuaWei Technologies Co., Ltd. 
	12.1
	CR
	Revised

	R3-092066
	CR 36.413-0513 rev 1: Support for paging optimization with CSG membership changes (Rel 9)
	Qualcomm Europe S.A.R.L.
	12.2
	CR
	Revised

	R3-092067
	CR 25.467-0049 rev 1: Access Mode and Membership notification for UEs accessing CSG-Hybrid cells (Rel 9)
	Nokia Siemens Networks, Nokia
	12.1.11
	CR
	Agreed

	R3-092068
	CR 36.300: HeNB Access Mode Sginalling (Rel 9)
	Nokia Siemens Networks, Nokia
	12.1.11
	CR
	Agreed

	R3-092069
	CR 36.300: QoS support for hybrid mode (Rel 9)
	Ericsson
	12.1.11
	Appr
	Agreed

	R3-092070
	CR 25.413-1013 rev 1: Membership notification for UEs accessing 3G hybrid cells (Rel 9)
	Nokia Siemens Networks, Nokia
	12.1.11
	CR
	Postponed

	R3-092071
	CR 25.413-1012 rev1: HNB Celll Access Mode in RANAP (Rel 9)
	Qualcomm Europe
	12.2
	CR
	Revised

	R3-092072
	Not used because of double-numbering
	 
	 
	 
	 

	R3-092073
	Solutions for MRO
	Samsung Electronics Co., Ltd
	10.2.1
	Disc
	Revised

	R3-092074
	CR 36.300 Add functions to detect too early too later HO (Rel 9)
	Samsung Electronics Co., Ltd
	10.2.1
	CR
	Not agreed

	R3-092075
	CR 36.413-0538 rev 1: Correction of E-RABs subject to forwarding in HO Command  (Rel 8)
	Alcatel-Lucent
	9.4.6
	CR
	Agreed

	R3-092076
	CR 36.413-0539 rev 1: Handling of RLF (Rel 8)
	Alcatel-Lucent, Qualcomm Europe
	9.4.6
	CR
	Not agreed

	R3-092077
	Adding Mobility Load Balancing (MLB) use case to the SON section
	Nokia Siemens Networks, Nokia
	12.1.11
	CR
	Revised

	R3-092078
	Solutions for MRO
	Samsung Electronics Co., Ltd
	10.2.1
	Disc
	Not agreed

	R3-092079
	Management of QoS on the Un Interface
	Institute for Information, Coiler Corporation
	13.1.2.1
	Disc
	Noted

	R3-092080
	CR 25.461-0053 rev 1: Introduction of the extended UMTS/LTE 800 MHz bands in TS 25.461 (R4-093288) (Rel 9)
	Ericsson
	27
	CR
	Endorsed

	R3-092081
	CR 36.300: Dynamic Service multiplexing (Rel 9)
	Alcatel-Lucent Shanghai Bell, Alcatel-Lucent
	11.1
	CR
	Revised

	R3-092082
	CR 36.413-0543 rev 1: Emergency Call handling in limited service mode (Rel 9)
	Alcatel-Lucent
	17
	CR
	Agreed

	R3-092083
	CR 36.423-0296 rev 1: Emergency Call handling in limited service mode (Rel 9)
	Alcatel-Lucent
	17
	CR
	Agreed

	R3-092084
	CR 36.413-0544 rev 1: Emergency call mobility handling (Rel 9)
	Alcatel-Lucent
	17
	CR
	Agreed

	R3-092085
	CR 36.423-0297 rev 1: Emergency call mobility handling (Rel 9)
	Alcatel-Lucent
	17
	CR
	Agreed

	R3-092086
	CR 25.467-0048 rev 1: Enhancements to handle HNB to HNB mobility (Rel 9)
	Kineto Wireless Inc, NEC, Orange
	12.1.3
	CR
	Agreed

	R3-092087
	CR 36.300: Interaction between RLF and Context Release Request (Rel 8)
	Alcatel-Lucent, Ericsson
	9.4.6
	CR
	Agreed

	R3-092088
	Response LS on IMS emergency calls
	Alcatel-Lucent
	17
	LSout
	Revised

	R3-092089
	[Draft] LS response on MBMS MCCH termination and SYNC protocol
	Alcatel-Lucent
	11.1.1
	LSout
	Revised

	R3-092090
	CR 36.423-0293 rev 1: Correction of Group ID in the X2 Setup message (Rel 8)
	Alcatel-Lucent
	9.4.7
	CR
	Postponed

	R3-092091
	Discussion on Cell Portion for 1.28 Mcps TDD
	CATT
	24
	Disc
	Noted

	R3-092092
	CR 25.433-1658 rev 1: Introduction of TxAA extension for non-MIMO UEs (Rel 9)
	Nokia Siemens Networks, Nokia
	22
	CR
	Revised

	R3-092093
	CR 25.423-1528 rev 1: Introduction of TxAA extension for non-MIMO Ues (Rel 9)
	Nokia Siemens Networks, Nokia
	22
	CR
	Agreed

	R3-092094
	SI Status Report: Study on Enhanced Interferece management mechanisms for HNB.
	NTYT DOCOMO
	25
	Report
	Endorsed

	R3-092095
	CR 25.413-1009 rev 1: Introduction of UE-AMBR Concept in UMTS (Rel 9)
	Huawei
	28
	CR
	Revised

	R3-092096
	CR 25.423-1521 rev 1: Introduction of UE-AMBR Concept in UMTS (Rel 9)
	Huawei
	28
	CR
	Revised

	R3-092097
	CR 25.433-1648 rev 1: Introduction of UE-AMBR Concept in UMTS (Rel 9)
	Huawei
	28
	CR
	Revised

	R3-092098
	CR 36.300: MBMS SYNC configuration (Rel 9)
	Alcatel-Lucent Shanghai Bell, Alcatel-Lucent, CMCC
	11.1.2
	CR
	Revised

	R3-092099
	LS to SA2 on eMBMS resource allocation and service multiplexing function
	Alcatel-Lucent, Huawei
	11.1
	LSout
	Revised

	R3-092100
	[Draft] Reply LS on MBMS Content Transfer to UTRAN and E-UTRAN on a same MBMS Bearer Service
	Huawei
	11.3
	LSout
	Revised

	R3-092101
	CR 25.433-1644 rev 1: Clarification on E-DCH related resources assignment in Physical Shared Channel Reconfiguration procedure (Rel 8)
	Huawei, Nokia Siemens Networks
	9.1
	CR
	Agreed

	R3-092102
	CR 25.423-1516 rev 1: Addition of HS-DSCH TB Size Table Indicator related context in radio link reconfiguration procedure (Rel 9)
	Huawei
	9.1
	CR
	Revised

	R3-092103
	CR 36.300: Handling of Radio Link Failure to allow NAS Recovery (Rel 8)
	Ericsson
	 
	CR
	Withdrawn

	R3-092104
	CR 25.423-1534: Correction for procedural text for MBMS Bearer Service List IE (Rel 8)
	NSN, Nokia, NEC, Ericsson
	9.1
	CR
	Agreed

	R3-092105
	Completion of LPPa Definition in TS 36.305
	Qualcomm Europe S.A.R.L.
	15
	Disc
	Noted

	R3-092106
	CR 25.433-1659 rev 1: Introduction of Dual-Band HSDPA (Rel 9)
	Nokia Siemens Networks, Nokia
	20
	CR
	Revised

	R3-092107
	CR 36.300: Support of PWS (Rel 9)
	Alcatel-Lucent
	18
	CR
	Agreed

	R3-092108
	CR 36.413-0549 rev 1: S1AP Write-Replace Warning procedure for PWS/CMAS (Rel 9)
	Nokia Siemens Networks, Nokia Corporation, AT&T
	18
	CR
	Agreed

	R3-092109
	CR 36.413-0548 rev 1: S1AP Kill procedure for cancellation of PWS warning messages (Rel 9)
	Nokia Siemens Networks, Nokia Corporation, AT&T, Alcatel Lucent, Qualcomm, Huawei
	18
	CR
	Agreed

	R3-092110
	[DRAFT] LS on Relay Architecture Aspects
	NSN
	13.1
	LSout
	Noted

	R3-092111
	Relay Architecture in RAN3 baseline paper
	Huawei, Motorola
	13.1.1
	Disc
	Revised

	R3-092112
	CR 36.300: Adding Mobility Robustness Optimisation (MRO) use case to the SON section (Rel 9)
	Nokia Siemens Networks
	10.2.1
	CR
	Withdrawn

	R3-092113
	CR 25.469-0030 rev1: HNB Celll Access Mode in HNBAP (Rel 9)
	Qualcomm Europe
	12.2
	CR
	Agreed

	R3-092114
	CR 25.423-1535: Inclusion of UE support indicator extension IE into RL handling (Rel 8)
	Huawei
	9.1
	CR
	Revised

	R3-092115
	CR 25.433-1666: Inclusion of UE support indicator extension IE into RL handling (Rel 8)
	Huawei
	9.1
	CR
	Revised

	R3-092116
	CR 25.433-1667: Introduction of MIMO for DC-HSDPA (Rel 9)
	Ericsson
	21
	CR
	Revised

	R3-092117
	CR 25.423-1536: Introduction of MIMO for DC-HSDPA (Rel 9)
	Ericsson
	21
	CR
	Revised

	R3-092118
	CR 25.423-1532 rev 1: Enhanced HS-SCCH support optional in Rel8 (Rel 8)
	Ericsson
	9.1
	CR
	Withdrawn

	R3-092119
	CR 25.433-1663 rev 1: Enhanced HS-SCCH support optional in Rel8 (Rel 8)
	Ericsson
	9.1
	CR
	Revised

	R3-092120
	CR 25.423-1537: Enhanced HS-SCCH support optional in Rel8 (Rel 7)
	Ericsson
	9.1
	CR
	Withdrawn

	R3-092121
	CR 25.433-1668: Enhanced HS-SCCH support optional in Rel8 (Rel 7)
	Ericsson
	9.1
	CR
	Withdrawn

	R3-092122
	Draft latest TR36.912
	LTE-A rapporteur
	13
	Appr
	Endorsed

	R3-092123
	Final version of characteristics template
	LTE-A rapporteur
	13
	Appr
	Endorsed

	R3-092124
	Final version of compliance template
	LTE-A rapporteur
	13
	Appr
	Endorsed

	R3-092125
	CR 36.413-0550 rev 1: Inclusion of Access Mode and Subscription Status for UE prioritisation in LTE hybrid cells (Rel 9)
	Nokia Siemens Networks, Nokia
	12.1.11
	CR
	Revised

	R3-092126
	CR 36.300 rev 2:Adding Mobility Load Balancing (MLB) use case to the SON section (Rel 9)
	Nokia Siemens Networks, Nokia
	12.1.11
	CR
	Agreed

	R3-092127
	LS to SA5 on  progress of SON discussions in RAN3
	Ericsson
	10.5
	LSout
	Agreed

	R3-092128
	TR 36.902
	T-Mobile
	10.5
	CR
	Revised

	R3-092129
	CR 25.433-1652 rev 2: NBAP Support for Signaling of S-CPICH power offset for MIMO UEs (Rel 7)
	Qualcomm Europe
	8
	CR
	Noted

	R3-092130
	CR 25.433-1653 rev 2: NBAP Support for Signaling of S-CPICH power offset for MIMO UEs (Rel 8)
	Qualcomm Europe
	8
	CR
	Noted

	R3-092131
	CR 25.423-1525 rev 1: RNSAP Support for Signaling of S-CPICH power offset for MIMO UEs (Rel-7)
	Qualcomm Europe
	8
	CR
	Noted

	R3-092132
	CR 25.423-1516 rev 2: Addition of HS-DSCH TB Size Table Indicator related context in radio link reconfiguration procedure (Rel 8)
	Huawei
	9.1
	CR
	Agreed.

	R3-092133
	Text proposal to 25.866 on synchronization schemes for 1.28Mcps TDD Home Node B
	TD Tech Ltd.
	26
	Disc
	Agreed

	R3-092134
	CR 25.433-1663 rev 2: Enhanced HS-SCCH support optional in Rel8 (Rel 8)
	Ericsson
	9.1
	CR
	Agreed

	R3-092135
	LS on CSG ID inclusion in UE measurement report for LTE CSG inbound mobility
	NSN
	12.1.1
	LSout
	Revised

	R3-092136
	CR 25.433-1661 rev 2: Clarification for Power Resource Related Info in TDD non-scheduled grant info (Rel 8)
	TD Tech Ltd.
	9.2
	CR
	Agreed

	R3-092137
	LS to SA2 on response to Reply LS on data forwarding for inter RAT HO
	RAN3
	9.4.6
	LSout
	Revised

	R3-092138
	CR 25.423-1529 rev 1: Introduction of Dual-Band HSDPA (Rel 9)
	Nokia Siemens Networks, Nokia
	20
	CR
	Revised

	R3-092139
	CR 36.413-0524 rev 1: CR for data forwarding indication (Rel 8)
	Huawei, Motorola
	9.4.6
	CR
	Endorsed

	R3-092140
	CR 36.413-0521 rev3: Adding the RTD information in UPLINK CDMA2000 TUNNELING (Rel 9)
	Samsung Electronics Co., Ltd
	9.4.6
	CR
	Agreed

	R3-092141
	Reply LS on Adding the RTD information in UPLINK CDMA2000 TUNNELING
	Samsung Electronics Co., Ltd
	29
	LSout
	Approved

	R3-092142
	[Draft] LS response on MBMS MCCH termination and SYNC protocol
	Alcatel-Lucent
	11.1.1
	LSout
	Revised

	R3-092143
	LS response on MBMS MCCH termination and SYNC protocol
	RAN3
	29
	LSout
	Approved

	R3-092144
	CR 36.300: Dynamic Service multiplexing (Rel 9)
	Alcatel-Lucent Shanghai Bell, Alcatel-Lucent
	11.1
	CR
	Agreed

	R3-092145
	LS on eMBMS Entity to decide the multiplexing of services
	RAN3
	29
	LSout
	Approved

	R3-092146
	CR 36.300: MBMS SYNC configuration (Rel 9)
	Alcatel-Lucent Shanghai Bell, Alcatel-Lucent, CMCC
	11.1.2
	CR
	Agreed

	R3-092147
	Reply LS on MBMS Content Transfer to UTRAN and E-UTRAN on a same MBMS Bearer Service
	RAN3
	11.3
	LSout
	Agreed

	R3-092148
	TR 65.308
	Chairman
	30
	 
	Endorsed

	R3-092149
	CR 36.300: Introduction of informative text on initial context setup failure (Rel 8)
	Motorola
	9.4.1
	CR
	Agreed

	R3-092150
	LS on CSG ID inclusion in UE measurement report for LTE CSG inbound mobility
	NSN
	12.1.1
	LSout
	Revised

	R3-092151
	CR 25.413-1012 rev2: HNB Celll Access Mode in RANAP (Rel 9)
	Qualcomm Europe
	12.2
	CR
	Agreed

	R3-092152
	CR 36.413-0550 rev 2: Inclusion of Access Mode and Subscription Status for UE prioritisation in LTE hybrid cells (Rel 9)
	Nokia Siemens Networks, Nokia
	12.1.11
	CR
	Agreed

	R3-092153
	Relay Call Flows
	Qualcomm Europe S.A.R.L.
	13.1.1
	Disc
	Agreed

	R3-092154
	Relay Architecture in RAN3 baseline paper
	Huawei, Motorola
	13.1.1
	Disc
	Agreed

	R3-092155
	Response LS on IMS emergency calls
	Alcatel-Lucent
	29
	LSout
	Approved

	R3-092156
	CR 25.433-1667 rev 1: Introduction of MIMO for DC-HSDPA (Rel 9)
	Ericsson
	21
	CR
	Agreed

	R3-092157
	CR 25.423-1536 rev 1: Introduction of MIMO for DC-HSDPA (Rel 9)
	Ericsson
	21
	CR
	Agreed

	R3-092158
	CR 25.433-1658 rev 2: Introduction of TxAA extension for non-MIMO UEs (Rel 9)
	Nokia Siemens Networks, Nokia
	22
	CR
	Agreed

	R3-092159
	Draft LS to SA2: Response to Reply LS on data forwarding for Inter RAT HO
	RAN3
	9.4.6
	LSout
	Revised

	R3-092160
	Final LS to SA2: Response to Reply LS on data forwarding for Inter RAT HO
	RAN3
	29
	LSout
	Approved

	R3-092161
	LS on progress of SON discussions in RAN3
	RAN3
	29
	LSout
	Approved

	R3-092162
	CR 25.413-1009 rev 2: Introduction of UE-AMBR Concept in UMTS (Rel 9)
	Huawei
	28
	CR
	Agreed

	R3-092163
	CR 25.423-1521 rev 2: Introduction of UE-AMBR Concept in UMTS (Rel 9)
	Huawei
	28
	CR
	Agreed

	R3-092164
	CR 25.433-1648 rev 2: Introduction of UE-AMBR Concept in UMTS (Rel 9)
	Huawei
	28
	CR
	Agreed

	R3-092165
	CR 36.300: Interaction between RLF and Context Release Request (Rel 9)
	Alcatel-Lucent, Ericsson
	9.4.6
	CR
	Agreed

	R3-092166
	CR 36.300: Introduction of informative text on initial context setup failure (Rel 9)
	Motorola
	9.4.1
	CR
	Agreed

	R3-092167
	CR 36.300: Support for paging optimization with CSG membership changes (Rel 9)
	Qualcomm Europe S.A.R.L.
	12.1
	CR
	Agreed

	R3-092168
	CR 25.467-0044 rev 2: Support for paging optimization with CSG membership changes (Rel-9)
	Samsung Electronics Co., Ltd, HuaWei Technologies Co., Ltd.
	12.1
	CR
	Revised

	R3-092169
	CR 25.413-1008 rev 2: Support for paging optimization with CSG membership changes (Rel 9)
	Samsung Electronics Co., Ltd, HuaWei Technologies Co., Ltd. 
	12.1
	CR
	Agreed

	R3-092170
	CR 36.413-0513 rev 2: Support for paging optimization with CSG membership changes (Rel 9)
	Qualcomm Europe S.A.R.L.
	12.2
	CR
	Agreed

	R3-092171
	CR 25.433-1659 rev 2: Introduction of Dual-Band HSDPA (Rel 9)
	Nokia Siemens Networks, Nokia
	20
	CR
	Agreed

	R3-092172
	CR 25.423-1529 rev 2: Introduction of Dual-Band HSDPA (Rel 9)
	Nokia Siemens Networks, Nokia
	20
	CR
	Agreed

	R3-092173
	CR 25.467-0044 rev 3: Support for paging optimization with CSG membership changes (Rel 9)
	Samsung, Huawei
	12.1
	CR
	Agreed

	R3-092174
	CR 25.413-1008 rev 3: Support for paging optimization with CSG membership changes (Rel 9)
	Samsung, Huawei
	12.1
	CR
	Agreed

	R3-092175
	Latest version of TR 36.902 v.2.0.0
	T-Mobile
	10.5
	CR
	Agreed

	R3-092176
	LS on CSG ID inclusion in UE measurement report for LTE CSG inbound mobility
	RAN3
	29
	LSout
	Approved

	R3-092177
	CR 25.423-1535 rev 1: Inclusion of UE support indicator extension IE into RL handling (Rel 8)
	Huawei
	9.1
	CR
	Agreed

	R3-092178
	CR 25.433-1666 rev 1: Inclusion of UE support indicator extension IE into RL handling (Rel 8)
	Huawei
	9.1
	CR
	Agreed


