List of Incoming Liaison Statements for RAN WG3#65

	Tdoc
	Title
	Source

	R3-091576
	LS on Paging Optimization for CSG Cells (C1-093152)
	CT1

	R3-091577
	Response LS on QCI concept interpretation
	CT1

	R3-091578
	Reply LS on RIM routing address definition for E-UTRAN
	GERAN2

	R3-091579
	RF Parameters for OMA Diagnostics and Monitoring
	OMA

	R3-091580
	LS on Framework for OTDOA Positioning in LTE
	RAN1

	R3-091581
	LS on DC-HSUPA physical layer parameters and RAN1 agreements
	RAN1

	R3-091582
	Liaison response to R3-091399 for PCI collision
	RAN1

	R3-091583
	LS on HSDPA MIMO cell reference configuration
	RAN1

	R3-091584
	LS on RAN1 view on optionality of HSPA Rel-8 features
	RAN1

	R3-091585
	LS on UE categories for combination of DC-HSDPA with MIMO
	RAN1

	R3-091586
	LS on definition of cell portion and related measurements for 1.28Mcps TDD
	RAN1

	R3-091587
	5.2LS on Terminology for Hybrid cells
	RAN2

	R3-091588
	Reply LS to R2-092729/S2-093014 on EPS bearer deactivation
	RAN2

	R3-091589
	Reply LS on Proposed change to S1 handover procedure
	RAN2

	R3-091590
	LS on IMS Emergency Call
	RAN2

	R3-091591
	LS on Request for comments on v0.2.0 of TS 36.305
	RAN2

	R3-091592
	LS on Architecture and work split for positioning in LTE
	RAN2

	R3-091593
	Reply LS to S2-094102 = R2-093647 on support of multiple location session
	RAN2

	R3-091594
	LS on MBMS MCCH termination and sync protocol
	RAN2

	R3-091595
	LS on PWS/CMAS requirements
	RAN2

	R3-091596
	Response LS on Coordination of work for response to ITU-R WP 5D Request for Information on Femtocells
	RAN4

	R3-091597
	LS on Band Combination Handling for Dual-Band Dual-Cell HSDPA
	RAN4

	R3-091598
	LS on Feasibility of Region 3 Band Combinations for Dual Band DC-HSDPA
	RAN4

	R3-091599
	LS (R2-093571) on Terminology for Hybrid cells from RAN2
	SA1

	R3-091600
	LS on presentation of TS22.368 for information
	SA1

	R3-091601
	LS on LIPA WID and terminology for offload of selected IP traffic
	SA1

	R3-091602
	Reply LS on LS on PWS/CMAS requirements
	SA1

	R3-091603
	Reply LS on the S-GW TEID-U for S1, S4-U and S12
	SA2

	R3-091604
	LS on Support of multiple locations sessions for a UE at any one time
	SA2

	R3-091605
	Response LS on QCI concept interpretation
	SA2

	R3-091606
	Response LS on QoS for hybrid cells
	SA2

	R3-091607
	LS on MBMS Content Transfer to UTRAN and E-UTRAN on a same MBMS Bearer Service
	SA2

	R3-091608
	Reply LS on data forwarding for inter RAT HO
	SA2

	R3-091609
	Update on Concurrent Running of Security Procedures
	SA3

	R3-091610
	LS on security aspects on Relay-node type 1
	SA3

	R3-091611
	Reply LS on IMS emergency call
	SA3

	R3-091612
	Reply LS on Local IP Access and Internet Offload
	SA3

	R3-091613
	Reply LS on the use of TR-069 for HNB Management & Northbound Interface
	SA5

	R3-091614
	LS on Local IP Access and Internet Offload
	TSG SA

	R3-091615
	Reply LS on Vocoder Rate Adaptation for LTE
	TSG SA

	R3-091616
	Round-Trip-Delay information between eNB and the UE
	3GPP2 TSG-C

	R3-092008
	LS on presentation of TS22.368 for information
	SA1

	R3-092009
	LS on LIPA WID and terminology for offload of selected IP traffic
	SA1

	R3-092010
	Reply LS on LS on PWS/CMAS requirements
	SA1


