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8.x
Location Information Control Procedures

8.x.1
Location Information Control

8.x.1.1
General

The purpose of Location Information Control procedure is to allow the eNB as LCS client to request information on the location and optionally velocity of the UE. The procedure uses UE-associated signalling. 
8.x.1.2
Successful Operation
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Figure 8.x.1.2-1: Location Information Control procedure. Successful operation.
The eNB initiates the procedure by sending a LOCATION INFORMATION CONTROL message.
The Location Request Type IE shall indicate to the MME whether:

-
to report directly;

-
to stop a direct report;

-
to report periodically;

-
to stop periodic reporting;

When no Positioning Priority IE is included, the MME shall consider the request as if  “Normal Priority” value had been received.

When no Response Time IE is included, the MME shall consider the request as if  “Delay Tolerant” value had been received.
8.x.1.3
Abnormal Conditions
Not applicable.
8.x.2
Location Information Failure Indication

8.x.2.1
General

The Location Information Failure Indication procedure is initiated by an MME in order to inform the eNB that a Location Information Control procedure has failed. The procedure uses UE-associated signalling. 

8.x.2.2
Successful Operation
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Figure 8.x.2.2-1: Location Information Failure Indication procedure.

Upon reception of the LOCATION INFORMATION FAILRE INDICATION message the eNB shall take appropriate action based on the failure reason indicated by the Cause IE.
8.x.3
Location Information Report

8.x.3.1
General

The purpose of Location Information Report procedure is to provide the UE's location and optionally velocity information to the eNB. The procedure uses UE-associated signalling. 
8.x.3.2
Successful Operation


[image: image3.emf] 

eN B  

LOCATION  INFORMATION   REPORT  

MME  


Figure 8.x.3.2-1: Location Information Report procedure. Successful operation.
Upon reception of the LOCATION INFORMATION REPORT message the eNB may take appropriate action based on the estimated location.
8.x.3.3
Abnormal Conditions
Not applicable.
---partially omitted---
9.1.x
Location Information Control Messages

9.1.x.1
LOCATION INFORMATION CONTROL

This message is sent by the eNB and is used to request the MME to report where the UE is currently located. 
Direction: eNB ( MME
	IE/Group Name
	Presence
	Range
	IE type and reference
	Semantics description
	Criticality
	Assigned Criticality

	Message Type
	M
	
	9.2.1.1
	
	YES
	ignore

	MME UE S1AP ID
	M
	
	9.2.3.3
	
	YES
	reject

	eNB UE S1AP ID
	M
	
	9.2.3.4
	
	YES
	reject

	Location Request Type
	M
	
	9.2.1.x
	
	YES
	ignore

	Horizontal Accuracy Code
	O
	
	INTEGER(

0..127)
	The requested accuracy "r" is derived from the "accuracy code" k by

r = 10x(1.1k-1).
	YES
	ignore

	Vertical Accuracy Code
	O
	
	INTEGER(

0..127)
	The requested accuracy "v" is derived from the "accuracy code" k by

v = 45x(1.025k-1).
	YES
	ignore

	Response Time
	O
	
	ENUMERATED (Low Delay, Delay Tolerant, …)
	
	YES
	ignore

	Positioning Priority
	O
	
	ENUMERATED(High Priority, Normal Priority, …)
	
	YES
	ignore

	Include Velocity
	O
	
	ENUMERATED(requested)
	
	YES
	ignore

	Periodic Location Info
	O
	
	9.2.1.x+1
	
	YES
	ignore


9.1.x.2
LOCATION INFORMATION FAILURE INDICATION

This message is sent by the eNB and is used to indicate the failure of location report. 
Direction: MME ( eNB
	IE/Group Name
	Presence
	Range
	IE type and reference
	Semantics description
	Criticality
	Assigned Criticality

	Message Type
	M
	
	9.2.1.1
	
	YES
	ignore

	MME UE S1AP ID
	M
	
	9.2.3.3
	
	YES
	reject

	eNB UE S1AP ID
	M
	
	9.2.3.4
	
	YES
	reject

	Location Request Type
	M
	
	9.2.1.x
	The Location Request Type IE is sent as it has been provided.
	YES
	ignore

	Cause
	M
	
	9.2.1.3
	
	YES
	ignore


9.1.x.3
LOCATION INFORMATION REPORT 

This message is sent by the MME to the eNB with information about the UE location. 
Direction: MME ( eNB
	IE/Group Name
	Presence
	Range
	IE type and reference
	Semantics description
	Criticality
	Assigned Criticality

	Message Type
	M
	
	9.2.1.1
	
	YES
	ignore

	MME UE S1AP ID
	M
	
	9.2.3.3
	
	YES
	reject

	eNB UE S1AP ID
	M
	
	9.2.3.4
	
	YES
	reject

	Location Request Type
	M
	
	9.2.1.x
	The Location Request Type IE is sent as it has been provided.
	YES
	ignore

	Geographical Area
	O
	
	9.2.1.x+3
	
	YES
	ignore

	Accuracy Fulfilment Indicator
	O
	
	9.2.1.x+2
	
	YES
	ignore

	Velocity Estimate
	O
	
	9.2.1.x+4
	
	YES
	ignore


---partially omitted---
9.2.1.x
Location Request Type

The purpose of the Location Request Type IE is to indicate the type of location request to be handled by the MME.

	IE/Group Name
	Presence
	Range
	IE Type and Reference
	Semantics Description

	Location Request Type
	M
	
	ENUMERATED(Direct, Periodic, Stop Direct, Stop Periodic)
	


9.2.1.x+1
Periodic Location Info
The Periodic Location Info IE contains the periodic reporting interval and reporting amount for periodic location.
	IE/Group Name
	Presence
	Range
	IE Type and Reference
	Semantics Description

	Reporting Amount
	M
	
	INTEGER(1.. 8639999,…)
	This IE indicates the amount of periodic reports.

	Reporting Interval
	M
	
	INTEGER(1.. 8639999,…)
	This IE indicates the reporting interval in seconds.


9.2.1.x+2
Accuracy Fulfilment Indicator

This IE indicates whether the returned position estimate satisfies the requested accuracy or not.

	IE/Group Name
	Presence
	Range
	IE type and reference
	Semantics description

	Accuracy Fulfilment Indicator
	M
	
	ENUMERATED (requested accuracy fulfilled,
requested accuracy not fulfilled,
…)
	


9.2.1.x+3
Geographical Area

The Geographical Area IE is used to identify an area using geographical coordinates. 

	IE/Group Name
	Presence
	Range
	IE type and reference
	Semantics description

	Choice Geographical Area
	
	
	
	

	>Point
	
	
	See below
	Ellipsoid point

	>Point With Uncertainty
	
	
	See below
	Ellipsoid point with uncertainty circle

	>Polygon
	
	
	See below
	List of Ellipsoid points

	>Ellipsoid point with uncertainty Ellipse
	
	
	See below
	Ellipsoid point with uncertainty Ellipse

	>Ellipsoid point with altitude
	
	
	See below
	Ellipsoid point with altitude

	>Ellipsoid point with altitude and uncertainty Ellipsoid
	
	
	See below
	Ellipsoid point with altitude and uncertainty Ellipsoid

	>Ellipsoid Arc
	
	
	See below
	Ellipsoid Arc


	IE/Group Name
	Presence
	Range
	IE type and reference
	Semantics description

	Point
	
	
	
	

	>Geographical Coordinates
	M
	
	See below
	


	IE/Group Name
	Presence
	Range
	IE type and reference
	Semantics description

	Point With Uncertainty
	
	
	
	

	>Geographical Coordinates
	M
	
	See below
	

	>Uncertainty Code
	M
	
	INTEGER(

0..127)
	The uncertainty "r" is derived from the "uncertainty code" k by

r = 10x(1.1k-1)


	IE/Group Name
	Presence
	Range
	IE type and reference
	Semantics description

	Polygon
	
	
	
	

	>Geographical Coordinates
	M
	1 to <maxnoofPoints>
	See below
	


	Range bound
	Explanation

	maxnoofPoints
	Maximum no. of points in polygon. Value is 15.


	IE/Group Name
	Presence
	Range
	IE type and reference
	Semantics description

	Ellipsoid point with uncertainty Ellipse
	
	
	
	

	>Geographical Coordinates
	M
	
	See below
	

	>Uncertainty Ellipse
	M
	
	See below
	

	>Confidence
	M
	
	INTEGER(

0..127)
	


	IE/Group Name
	Presence
	Range
	IE type and reference
	Semantics description

	Ellipsoid point with altitude
	
	
	
	

	>Geographical Coordinates
	M
	
	See below
	

	>Altitude and direction
	M
	
	See below
	


	IE/Group Name
	Presence
	Range
	IE type and reference
	Semantics description

	Ellipsoid point with altitude and uncertainty Ellipsoid
	
	
	
	

	>Geographical Coordinates
	M
	
	See below
	

	>Altitude and direction
	M
	
	See below
	

	>Uncertainty Ellipse
	M
	
	See below
	

	>Uncertainty Altitude
	M
	
	INTEGER(

0..127)
	

	>Confidence
	M
	
	INTEGER(

0..127)
	


	IE/Group Name
	Presence
	Range
	IE type and reference
	Semantics description

	Ellipsoid Arc
	
	
	
	

	>Geographical Coordinates
	M
	
	See below
	

	>Inner radius
	M
	
	INTEGER (

0..216-1)
	The relation between the value (N) and the radius (r) in meters it describes is 5N( r <5(N+1), except for N=216-1 for which the range is extended to include all grater values of (r).

	>Uncertainty radius
	M
	
	INTEGER(

0..127)
	The uncertainty "r" is derived from the "uncertainty code" k by

r = 10x(1.1k-1)

	>Offset angle
	M
	
	INTEGER(

0..179)
	The relation between the value (N) and the angle (a) in degrees it describes is 
2N( a <2(N+1)

	>Included angle
	M
	
	INTEGER(

0..179)
	The relation between the value (N) and the angle (a) in degrees it describes is 
2N< a (2(N+1)

	>Confidence
	M
	
	INTEGER(

0..127)
	


	IE/Group Name
	Presence
	Range
	IE type and reference
	Semantics description

	Geographical Coordinates
	
	
	
	

	>Latitude Sign
	M
	
	ENUMERATED (North, South)


	

	>Degrees Of Latitude
	M
	
	INTEGER (

0..223-1)
	The IE value (N) is derived by this formula:

N223 X /90  N+1

X being the latitude in degree (0°.. 90°)

	>Degrees Of Longitude
	M
	
	INTEGER (

-223..223-1)
	The IE value (N) is derived by this formula:

N224 X /360  N+1

X being the longitude in degree (-180°..+180°)


	IE/Group Name
	Presence
	Range
	IE type and reference
	Semantics description

	Uncertainty Ellipse
	
	
	
	

	>Uncertainty semi-major
	M
	
	INTEGER(

0..127)
	The uncertainty "r" is derived from the "uncertainty code" k by

r = 10x(1.1k-1)

	>Uncertainty semi-minor
	M
	
	INTEGER(

0..127)
	The uncertainty "r" is derived from the "uncertainty code" k by

r = 10x(1.1k-1)

	>Orientation of major axis
	M
	
	INTEGER(

0..179)
	The relation between the IE value (N) and the angle (a) in degrees it describes is 
2N( a <2(N+1). The values 90..179 shall not be used.


	IE/Group Name
	Presence
	Range
	IE type and reference
	Semantics description

	Altitude and direction
	
	
	
	

	>Direction of Altitude
	M
	
	ENUMERATED (Height, Depth)


	

	>Altitude
	M
	
	INTEGER (

0..215-1)
	The relation between the value (N) and the altitude (a) in meters it describes is N( a <N+1, except for N=215-1 for which the range is extended to include all grater values of (a).


9.2.1.x+4
Velocity Estimate

The Velocity Estimate IE is used to describe the UE’s velocity. The reference system is the same as used in [20].

	IE/Group Name
	Presence
	Range
	IE type and reference
	Semantics description

	Choice Velocity Estimate
	
	
	
	

	>Horizontal Velocity
	
	
	See below
	Horizontal speed  and bearing (the direction of travel).

	>Horizontal with Vertical Velocity
	
	
	See below
	Horizontal speed, bearing (the direction of travel), and vertical speed

	>Horizontal Velocity with Uncertainty
	
	
	See below
	Horizontal speed, bearing (the direction of travel), and the uncertainty of the reported speed.

	>Horizontal with Vertical Velocity and Uncertainty
	
	
	See below
	Horizontal speed, bearing (the direction of travel), vertical speed and the uncertainty of the reported speed.


	IE/Group Name
	Presence
	Range
	IE type and reference
	Semantics description

	Horizontal Velocity
	
	
	
	

	>Horizontal Speed and Bearing
	M
	
	See below
	


	IE/Group Name
	Presence
	Range
	IE type and reference
	Semantics description

	Horizontal with Vertical Velocity
	
	
	
	

	>Horizontal Speed and Bearing
	M
	
	See below
	

	>Vertical Velocity
	M
	
	See below
	


	IE/Group Name
	Presence
	Range
	IE type and reference
	Semantics description

	Horizontal Velocity with Uncertainty
	
	
	
	

	>Horizontal Speed and Bearing
	M
	
	See below
	

	>>Uncertainty Speed
	M
	
	INTEGER
(0..255)
	Uncertainty speed is encoded in increments of 1 kilometer per hour using an 8 bit binary coded number (N).  The value of N gives the uncertainty speed except for N=255 which indicates that the uncertainty is not specified


	IE/Group Name
	Presence
	Range
	IE type and reference
	Semantics description

	Horizontal with Vertical Velocity and Uncertainty
	
	
	
	

	>Horizontal Speed and Bearing
	M
	
	See below
	

	>>Vertical Velocity
	M
	
	See below
	

	>>Horizontal Uncertainty Speed
	M
	
	INTEGER
(0..255)
	Horizontal Uncertainty Speed is encoded in increments of 1 kilometer per hour using an 8 bit binary coded number (N).  The value of N gives the uncertainty speed except for N=255 which indicates that the uncertainty is not specified

	>>Vertical Uncertainty Speed
	M
	
	INTEGER
(0..255)
	Vertical Uncertainty speed is encoded in increments of 1 kilometer per hour using an 8 bit binary coded number (N).  The value of N gives the uncertainty speed except for N=255 which indicates that the uncertainty is not specified


	IE/Group Name
	Presence
	Range
	IE type and reference
	Semantics description

	Horizontal Speed and Bearing
	
	
	
	

	>Bearing 
	M
	
	INTEGER
(0..359)
	The direction of movement is given in degrees where ‘0’ represents North, ‘90’ represents East, etc.

	>Horizontal Speed
	M
	
	INTEGER
(0..< 211-1)
	The relationship between (N) and the horizontal speed (h) in kilometers per hour it describes is:

N ( h < N + 0.5 
           (N=0)

N – 0.5 ( h < N + 0.5      (0<N<211-1)

N – 0.5 ( h   
           (N = 211-1)


	IE/Group Name
	Presence
	Range
	IE type and reference
	Semantics description

	Vertical Velocity
	
	
	
	

	>Vertical Speed 
	M
	
	INTEGER
(0..28-1)
	The relationship between (N) and the vertical speed (v) in kilometers per hour it describes is:

N ( v < N + 0.5
        (N = 0)

N – 0.5 ( v < N + 0.5    (0 < N < 28-1)

N – 0.5 ( v (N = 28-1)

	>Vertical Speed Direction
	M
	
	ENUMERATED (upward, downward)
	


---partially omitted---
9.2.1.1
Message Type

The Message Type IE uniquely identifies the message being sent. It is mandatory for all messages.

	IE/Group Name
	Presence
	Range
	IE type and reference
	Semantics description

	Message Type
	
	
	
	Assumed max no of messages is 256.

	>Procedure Code
	M
	
	(Handover Preparation, Handover Resource Allocation, Handover Notification, Patch Switch Request, Handover Cancellation, E-RAB Setup, E-RAB Modify, E-RAB Release, E-RAB Release Indication, Initial Context Setup, Paging, Downlink NAS transport, Initial UE Message, Uplink NAS transport, Reset, Error Indication, NAS Non Delivery Indication, S1 Setup, UE Context Release Request , UE Context Release, Downlink S1 CDMA2000 Tunneling, Uplink S1 CDMA2000 Tunneling; UE Context Modification, UE Capability Info Indication, eNB Status Transfer, MME Status Transfer, Deactivate Trace, Trace Start, Trace Failure Indication, eNB Configuraton Update, MME Configuration Update, Location Reporting Control, Location Reporting Failure Indication, Location Report, Overload Start, Overload Stop, Private Message, Write-Replace Warning, eNB Direct Information Transfer, MME Direct Information Transfer, Cell Traffic Trace, eNB Configuration Transfer, MME Configuration Transfer, Location Information Control, Location Information Failure Indication, Location Information Report …)
	

	>Type of Message
	M
	
	CHOICE (Initiating Message, Successful Outcome, Unsuccessful Outcome, …)
	


---partially omitted---
9.3.2
Elementary Procedure Definitions

· -- **************************************************************

· --

· -- Elementary Procedure definitions

· --

· -- **************************************************************

S1AP-PDU-Descriptions  { 

itu-t (0) identified-organization (4) etsi (0) mobileDomain (0) 

eps-Access (20) modules (3) s1ap (1) version1 (1) s1ap-PDU-Descriptions (0)}

DEFINITIONS AUTOMATIC TAGS ::= 

BEGIN

-- **************************************************************

--

-- IE parameter types from other modules.

--

-- **************************************************************

IMPORTS


Criticality,


ProcedureCode

FROM S1AP-CommonDataTypes


CellTrafficTrace,


DeactivateTrace,


DownlinkNASTransport,


DownlinkS1cdma2000tunneling,


ENBDirectInformationTransfer,


ENBStatusTransfer,


ENBConfigurationUpdate,


ENBConfigurationUpdateAcknowledge,


ENBConfigurationUpdateFailure,


ErrorIndication,


HandoverCancel,


HandoverCancelAcknowledge,


HandoverCommand,


HandoverFailure,


HandoverNotify,


HandoverPreparationFailure,


HandoverRequest,


HandoverRequestAcknowledge,


HandoverRequired,


InitialContextSetupFailure,


InitialContextSetupRequest,


InitialContextSetupResponse,


InitialUEMessage,


LocationInformationControl,


LocationInformationFailureIndication,


LocationInformationReport,

LocationReportingControl,


LocationReportingFailureIndication,


LocationReport,

MMEConfigurationUpdate,


MMEConfigurationUpdateAcknowledge,


MMEConfigurationUpdateFailure,


MMEDirectInformationTransfer,


MMEStatusTransfer,


NASNonDeliveryIndication,


OverloadStart,


OverloadStop,


Paging,


PathSwitchRequest,


PathSwitchRequestAcknowledge,


PathSwitchRequestFailure,



PrivateMessage,


Reset,


ResetAcknowledge,


S1SetupFailure,


S1SetupRequest,


S1SetupResponse,


E-RABModifyRequest,


E-RABModifyResponse,


E-RABReleaseCommand,


E-RABReleaseResponse,


E-RABReleaseIndication,


E-RABSetupRequest,


E-RABSetupResponse,


TraceFailureIndication,


TraceStart,


UECapabilityInfoIndication,


UEContextModificationFailure,


UEContextModificationRequest,


UEContextModificationResponse,


UEContextReleaseCommand,


UEContextReleaseComplete,


UEContextReleaseRequest,


UplinkNASTransport,


UplinkS1cdma2000tunneling,


WriteReplaceWarningRequest,


WriteReplaceWarningResponse,


ENBConfigurationTransfer,


MMEConfigurationTransfer

FROM S1AP-PDU-Contents


id-CellTrafficTrace,


id-DeactivateTrace,


id-downlinkNASTransport,


id-DownlinkS1cdma2000tunneling,


id-eNBStatusTransfer,


id-ErrorIndication,


id-HandoverCancel,


id-HandoverNotification,


id-HandoverPreparation,


id-HandoverResourceAllocation,


id-InitialContextSetup,


id-initialUEMessage,


id-ENBConfigurationUpdate,


id-LocationInformationControl,


id-LocationInformationFailureIndication,


id-LocationInformationReport,

id-LocationReportingControl,


id-LocationReportingFailureIndication,


id-LocationReport,

id-eNBDirectInformationTransfer,


id-MMEConfigurationUpdate,


id-MMEDirectInformationTransfer,


id-MMEStatusTransfer,


id-NASNonDeliveryIndication,


id-OverloadStart,


id-OverloadStop,


id-Paging,


id-PathSwitchRequest,


id-PrivateMessage,


id-Reset,


id-S1Setup,


id-E-RABModify,


id-E-RABRelease,


id-E-RABReleaseIndication,


id-E-RABSetup,


id-TraceFailureIndication,


id-TraceStart,


id-UECapabilityInfoIndication,


id-UEContextModification,


id-UEContextRelease,


id-UEContextReleaseRequest,


id-uplinkNASTransport,


id-UplinkS1cdma2000tunneling,


id-WriteReplaceWarning,


id-eNBConfigurationTransfer,


id-MMEConfigurationTransfer

FROM S1AP-Constants;

---partially omitted---
S1AP-ELEMENTARY-PROCEDURES-CLASS-2 S1AP-ELEMENTARY-PROCEDURE ::= {



handoverNotification


|


e-RABReleaseIndication


|


paging 






|


downlinkNASTransport


|


initialUEMessage



|


uplinkNASTransport



|


errorIndication




|

nASNonDeliveryIndication

|


uEContextReleaseRequest


|


downlinkS1cdma2000tunneling

|


uplinkS1cdma2000tunneling

|


uECapabilityInfoIndication

|


eNBStatusTransfer



|


mMEStatusTransfer



|


deactivateTrace




|


traceStart





|


traceFailureIndication


|


cellTrafficTrace



|


locationReportingControl

|


locationReportingFailureIndication
|


locationReport




|


overloadStart




|


overloadStop




|

eNBDirectInformationTransfer
|


mMEDirectInformationTransfer
|


eNBConfigurationTransfer

|


mMEConfigurationTransfer

|


privateMessage




|

locationInformationControl

|


locationInformationFailureIndication
|


locationInformationReport

,

...

}

---partially omitted---
locationReportingControl S1AP-ELEMENTARY-PROCEDURE ::= {


INITIATING MESSAGE

LocationReportingControl


PROCEDURE CODE


id-LocationReportingControl


CRITICALITY



ignore
}

locationReportingFailureIndication S1AP-ELEMENTARY-PROCEDURE ::= {


INITIATING MESSAGE

LocationReportingFailureIndication


PROCEDURE CODE


id-LocationReportingFailureIndication


CRITICALITY



ignore

}
locationReport S1AP-ELEMENTARY-PROCEDURE ::= {


INITIATING MESSAGE

LocationReport


PROCEDURE CODE


id-LocationReport


CRITICALITY



ignore
}

locationInformationControl S1AP-ELEMENTARY-PROCEDURE ::= {


INITIATING MESSAGE

LocationInformationControl


PROCEDURE CODE


id-LocationInformationControl


CRITICALITY



ignore
}

locationInformationFailureIndication S1AP-ELEMENTARY-PROCEDURE ::= {


INITIATING MESSAGE

LocationInformationFailureIndication


PROCEDURE CODE


id-LocationInformationFailureIndication


CRITICALITY



ignore

}
locationInformationReport S1AP-ELEMENTARY-PROCEDURE ::= {


INITIATING MESSAGE

LocationInformationReport


PROCEDURE CODE


id-LocationInformationReport


CRITICALITY



ignore
}

---partially omitted---
9.3.3
PDU Definitions

-- **************************************************************

--

-- PDU definitions for S1AP.

--

-- **************************************************************

S1AP-PDU-Contents { 

itu-t (0) identified-organization (4) etsi (0) mobileDomain (0) 

eps-Access (20) modules (3) s1ap (1) version1 (1) s1ap-PDU-Contents (1) }

DEFINITIONS AUTOMATIC TAGS ::= 

BEGIN

-- **************************************************************

--

-- IE parameter types from other modules.

--

-- **************************************************************

IMPORTS


UEAggregateMaximumBitrate,


Cause,


Cdma2000HORequiredIndication,


Cdma2000HOStatus,


Cdma2000OneXSRVCCInfo,


Cdma2000OneXRAND,

Cdma2000PDU,


Cdma2000RATType,


Cdma2000SectorID,


CNDomain,


CriticalityDiagnostics,


CSFallbackIndicator,


CSG-Id,


CSG-IdList,


Direct-Forwarding-Path-Availability,


Global-ENB-ID,


EUTRAN-CGI,


ENBname,


ENB-StatusTransfer-TransparentContainer,

ENB-UE-S1AP-ID,


GTP-TEID,


GUMMEI,


HandoverRestrictionList,


HandoverType,


MMEname,


MME-UE-S1AP-ID,


MSClassmark2,


MSClassmark3,


NAS-PDU,


NASSecurityParametersfromE-UTRAN,


NASSecurityParameterstoE-UTRAN,

OverloadResponse,


PagingDRX,


PLMNidentity,


RIMTransfer,


RelativeMMECapacity,


RequestType,


E-RAB-ID,


E-RABLevelQoSParameters,


E-RABList,


SecurityKey,


SecurityContext,


ServedGUMMEIs,


SONConfigurationTransfer,


Source-ToTarget-TransparentContainer,


SourceBSS-ToTargetBSS-TransparentContainer,


SourceeNB-ToTargeteNB-TransparentContainer,


SourceRNC-ToTargetRNC-TransparentContainer,


SubscriberProfileIDforRFP,


SRVCCOperationPossible,

SRVCCHOIndication,


SupportedTAs,


TAI,


Target-ToSource-TransparentContainer,


TargetBSS-ToSourceBSS-TransparentContainer,



TargeteNB-ToSourceeNB-TransparentContainer,


TargetID,


TargetRNC-ToSourceRNC-TransparentContainer,


TimeToWait,


TraceActivation,


E-UTRAN-Trace-ID,


TransportLayerAddress,


UEIdentityIndexValue,


UEPagingID,


UERadioCapability,


UE-S1AP-IDs,


UE-associatedLogicalS1-ConnectionItem,


UESecurityCapabilities,


S-TMSI,


MessageIdentifier,


SerialNumber,


WarningAreaList,


RepetitionPeriod,


NumberofBroadcastRequest,


WarningType,


WarningSecurityInfo,


DataCodingScheme,


WarningMessageContents,


BroadcastCompletedAreaList,


RRC-Establishment-Cause,

LocationRequestType,


HorizontalAccuracyCode,


VerticalAccuracyCode,


ResponseTime,


PositioningPriority,


IncludeVelocity,


PeriodicLocationInfo,


GeographicalArea,


AccuracyFulfilmentIndicator,


VelocityEstimate
FROM S1AP-IEs


PrivateIE-Container{},


ProtocolExtensionContainer{},


ProtocolIE-Container{},


ProtocolIE-ContainerList{},


ProtocolIE-ContainerPair{},


ProtocolIE-ContainerPairList{},


ProtocolIE-SingleContainer{},


S1AP-PRIVATE-IES,


S1AP-PROTOCOL-EXTENSION,


S1AP-PROTOCOL-IES,


S1AP-PROTOCOL-IES-PAIR

FROM S1AP-Containers


id-uEaggregateMaximumBitrate,


id-Cause,


id-cdma2000HORequiredIndication,


id-cdma2000HOStatus,


id-cdma2000OneXSRVCCInfo,


id-cdma2000OneXRAND,


id-cdma2000PDU,


id-cdma2000RATType,


id-cdma2000SectorID,


id-CNDomain,


id-CriticalityDiagnostics,


id-CSFallbackIndicator,


id-CSG-Id,


id-CSG-IdList,


id-DefaultPagingDRX,


id-Direct-Forwarding-Path-Availability,


id-Global-ENB-ID,


id-EUTRAN-CGI,


id-eNBname,


id-eNB-StatusTransfer-TransparentContainer,


id-eNB-UE-S1AP-ID, 


id-GERANtoLTEHOInformationRes,


id-GUMMEI-ID,


id-HandoverRestrictionList,


id-HandoverType,


id-InitialContextSetup,


id-Inter-SystemInformationTransferTypeEDT,


id-Inter-SystemInformationTransferTypeMDT,

id-NAS-DownlinkCount,


id-MMEname,


id-MME-UE-S1AP-ID,


id-MSClassmark2,


id-MSClassmark3,


id-NAS-PDU,


id-NASSecurityParametersfromE-UTRAN,


id-NASSecurityParameterstoE-UTRAN,


id-OverloadResponse,


id-pagingDRX,


id-RelativeMMECapacity,


id-RequestType,


id-E-RABAdmittedItem,


id-E-RABAdmittedList,


id-E-RABDataForwardingItem,


id-E-RABFailedToModifyList,


id-E-RABFailedToReleaseList,


id-E-RABFailedtoSetupItemHOReqAck,


id-E-RABFailedToSetupListBearerSURes,


id-E-RABFailedToSetupListCtxtSURes,


id-E-RABFailedToSetupListHOReqAck,


id-E-RABFailedToBeReleasedList,


id-E-RABModify,


id-E-RABModifyItemBearerModRes,


id-E-RABModifyListBearerModRes,


id-E-RABRelease,


id-E-RABReleaseItemBearerRelComp,


id-E-RABReleaseItemHOCmd,


id-E-RABReleaseListBearerRelComp,


id-E-RABReleaseIndication,


id-E-RABSetup,


id-E-RABSetupItemBearerSURes,


id-E-RABSetupItemCtxtSURes,


id-E-RABSetupListBearerSURes,


id-E-RABSetupListCtxtSURes,


id-E-RABSubjecttoDataForwardingList,


id-E-RABToBeModifiedItemBearerModReq,


id-E-RABToBeModifiedListBearerModReq,


id-E-RABToBeReleasedList,


id-E-RABReleasedList,


id-E-RABToBeSetupItemBearerSUReq,


id-E-RABToBeSetupItemCtxtSUReq,


id-E-RABToBeSetupItemHOReq,


id-E-RABToBeSetupListBearerSUReq,


id-E-RABToBeSetupListCtxtSUReq,


id-E-RABToBeSetupListHOReq,


id-E-RABToBeSwitchedDLItem,


id-E-RABToBeSwitchedDLList,


id-E-RABToBeSwitchedULList,


id-E-RABToBeSwitchedULItem,


id-E-RABtoReleaseListHOCmd,


id-SecurityKey,


id-SecurityContext,


id-ServedGUMMEIs,


id-SONConfigurationTransferECT,


id-SONConfigurationTransferMCT,


id-Source-ToTarget-TransparentContainer,


id-Source-ToTarget-TransparentContainer-Secondary,


id-SourceMME-UE-S1AP-ID,


id-SRVCCOperationPossible,

id-SRVCCHOIndication,


id-SubscriberProfileIDforRFP,


id-SupportedTAs,


id-S-TMSI,


id-TAI,


id-TAIItem,


id-TAIList,


id-Target-ToSource-TransparentContainer,

id-Target-ToSource-TransparentContainer-Secondary,

id-TargetID,


id-TimeToWait,


id-TraceActivation,


id-E-UTRAN-Trace-ID,


id-UEIdentityIndexValue,


id-UEPagingID,


id-UERadioCapability,


id-UTRANtoLTEHOInformationRes,


id-UE-associatedLogicalS1-ConnectionListResAck,

id-UE-associatedLogicalS1-ConnectionItem,


id-UESecurityCapabilities,


id-UE-S1AP-IDs,

id-ResetType,


id-MessageIdentifier,


id-SerialNumber,


id-WarningAreaList,


id-RepetitionPeriod,


id-NumberofBroadcastRequest,


id-WarningType,


id-WarningSecurityInfo,


id-DataCodingScheme,


id-WarningMessageContents,


id-BroadcastCompletedAreaList,


id-RRC-Establishment-Cause,


id-TraceCollectionEntityIPAddress,

id-LocationRequestType,

id-HorizontalAccuracyCode,

id-VerticalAccuracyCode,

id-ResponseTime,

id-PositioningPriority,

id-IncludeVelocity,

id-PeriodicLocationInfo,

id-GeographicalArea,

id-AccuracyFulfilmentIndicator,

id-VelocityEstimate,

maxnoofTAIs,


maxNrOfErrors,


maxNrOfE-RABs,


maxNrOfIndividualS1ConnectionsToReset,


maxnoofEmergencyAreaID,


maxnoofCellID,


maxnoofTAIforWarning,


maxnoofCellinTAI,


maxnoofCellinEAI

FROM S1AP-Constants;
---partially omitted---
-- **************************************************************

--

-- LOCATION ELEMENTARY PROCEDURES

--

-- **************************************************************

-- **************************************************************

--

-- Location Reporting Control

--

-- **************************************************************

LocationReportingControl ::= SEQUENCE {


protocolIEs


ProtocolIE-Container       { { LocationReportingControlIEs} },


...

}

LocationReportingControlIEs S1AP-PROTOCOL-IES ::= {


{ ID id-MME-UE-S1AP-ID


CRITICALITY reject
TYPE MME-UE-S1AP-ID



PRESENCE mandatory} |


{ ID id-eNB-UE-S1AP-ID


CRITICALITY reject
TYPE ENB-UE-S1AP-ID



PRESENCE mandatory} |


{ ID id-RequestType



CRITICALITY ignore
TYPE RequestType



PRESENCE mandatory
} ,


...

}

-- **************************************************************

--

-- Location Report Failure Indication

--

-- **************************************************************

LocationReportingFailureIndication ::= SEQUENCE {


protocolIEs


ProtocolIE-Container       { { LocationReportingFailureIndicationIEs} },


...

}

LocationReportingFailureIndicationIEs S1AP-PROTOCOL-IES ::= {


{ ID id-MME-UE-S1AP-ID


CRITICALITY reject
TYPE MME-UE-S1AP-ID



PRESENCE mandatory} |


{ ID id-eNB-UE-S1AP-ID


CRITICALITY reject
TYPE ENB-UE-S1AP-ID



PRESENCE mandatory} |


{ ID id-Cause




CRITICALITY ignore
TYPE Cause





PRESENCE mandatory},


...

}
-- **************************************************************

--

-- Location Report 

--

-- **************************************************************

LocationReport ::= SEQUENCE {


protocolIEs


ProtocolIE-Container       { { LocationReportIEs} },


...

}

LocationReportIEs S1AP-PROTOCOL-IES ::= {


{ ID id-MME-UE-S1AP-ID


CRITICALITY reject
TYPE MME-UE-S1AP-ID



PRESENCE mandatory} |


{ ID id-eNB-UE-S1AP-ID


CRITICALITY reject
TYPE ENB-UE-S1AP-ID



PRESENCE mandatory} |


{ ID id-EUTRAN-CGI



CRITICALITY ignore
TYPE EUTRAN-CGI



PRESENCE mandatory} |


{ ID id-TAI





CRITICALITY ignore
TYPE TAI





PRESENCE mandatory} |


{ ID id-RequestType



CRITICALITY ignore
TYPE RequestType



PRESENCE mandatory} ,


...

}
-- **************************************************************

--

-- LOCATION INFORMATION ELEMENTARY PROCEDURES

--

-- **************************************************************

-- **************************************************************

--

-- Location Information Control

--

-- **************************************************************

LocationInformationControl ::= SEQUENCE {


protocolIEs


ProtocolIE-Container       { { LocationInformationControlIEs} },


...

}

LocationInformationControlIEs S1AP-PROTOCOL-IES ::= {


{ ID id-MME-UE-S1AP-ID


CRITICALITY reject
TYPE MME-UE-S1AP-ID



PRESENCE mandatory} |


{ ID id-eNB-UE-S1AP-ID


CRITICALITY reject
TYPE ENB-UE-S1AP-ID



PRESENCE mandatory} |


{ ID id-LocationRequestType

CRITICALITY ignore
TYPE LocationRequestType

PRESENCE mandatory} |

{ ID id-HorizontalAccuracyCode
CRITICALITY ignore
TYPE HorizontalAccuracyCode

PRESENCE optional} |

{ ID id-VerticalAccuracyCode
CRITICALITY ignore
TYPE VerticalAccuracyCode

PRESENCE optional} |

{ ID id-ResponseTime


CRITICALITY ignore
TYPE ResponseTime



PRESENCE optional} |

{ ID id-PositioningPriority

CRITICALITY ignore
TYPE PositioningPriority

PRESENCE optional} |

{ ID id-IncludeVelocity


CRITICALITY ignore
TYPE IncludeVelocity


PRESENCE optional} |

{ ID id-PeriodicLocationInfo
CRITICALITY ignore
TYPE PeriodicLocationInfo

PRESENCE optional
} ,


...

}

-- **************************************************************

--

-- Location Information Failure Indication

--

-- **************************************************************

LocationInformationFailureIndication ::= SEQUENCE {


protocolIEs


ProtocolIE-Container       { { LocationInformationFailureIndicationIEs} },


...

}

LocationInformationFailureIndicationIEs S1AP-PROTOCOL-IES ::= {


{ ID id-MME-UE-S1AP-ID


CRITICALITY reject
TYPE MME-UE-S1AP-ID



PRESENCE mandatory} |


{ ID id-eNB-UE-S1AP-ID


CRITICALITY reject
TYPE ENB-UE-S1AP-ID



PRESENCE mandatory} |


{ ID id-LocationRequestType

CRITICALITY ignore
TYPE LocationRequestType

PRESENCE mandatory} |

{ ID id-Cause




CRITICALITY ignore
TYPE Cause





PRESENCE mandatory},


...

}
-- **************************************************************

--

-- Location Information Report 

--

-- **************************************************************

LocationInformationReport ::= SEQUENCE {


protocolIEs


ProtocolIE-Container       { { LocationInformationReportIEs} },


...

}

LocationInformationReportIEs S1AP-PROTOCOL-IES ::= {


{ ID id-MME-UE-S1AP-ID


CRITICALITY reject
TYPE MME-UE-S1AP-ID



PRESENCE mandatory} |


{ ID id-eNB-UE-S1AP-ID


CRITICALITY reject
TYPE ENB-UE-S1AP-ID



PRESENCE mandatory} |


{ ID id-LocationRequestType

CRITICALITY ignore
TYPE LocationRequestType

PRESENCE mandatory} |

{ ID id-GeographicalArea

CRITICALITY ignore
TYPE GeographicalArea


PRESENCE optional} |

{ ID id-AccuracyFulfilmentIndicator
CRITICALITY ignore
TYPE AccuracyFulfilmentIndicator
PRESENCE optional} |

{ ID id-VelocityEstimate

CRITICALITY ignore
TYPE VelocityEstimate


PRESENCE optional} ,


...

}
---partially omitted---
9.3.4
Information Element Definitions

-- **************************************************************

--

-- Information Element Definitions

--

-- **************************************************************

S1AP-IEs { 

itu-t (0) identified-organization (4) etsi (0) mobileDomain (0) 

eps-Access (20) modules (3) s1ap (1) version1 (1) s1ap-IEs (2) }

DEFINITIONS AUTOMATIC TAGS ::= 

BEGIN

IMPORTS


id-E-RABInformationListItem,


id-E-RABItem,


id-Bearers-SubjectToStatusTransfer-Item,

maxNrOfCSGs,

maxNrOfE-RABs,


maxNrOfErrors,


maxnoofBPLMNs,


maxnoofPLMNsPerMME,


maxnoofTACs,

maxnoofEPLMNs,


maxnoofEPLMNsPlusOne,


maxnoofForbLACs,


maxnoofForbTACs,


maxnoofTACs,


maxnoofCells,


maxnoofCellID,


maxnoofEmergencyAreaID,


maxnoofTAIforWarning,


maxnoofCellinTAI,


maxnoofCellinEAI,


maxnoofeNBX2TLAs,


maxnoofRATs,


maxnoofGroupIDs,


maxnoofMMECs,


maxNrOfPoints
FROM S1AP-Constants


Criticality,


ProcedureCode,


ProtocolIE-ID,


TriggeringMessage

FROM S1AP-CommonDataTypes


ProtocolExtensionContainer{},


S1AP-PROTOCOL-EXTENSION,


ProtocolIE-SingleContainer{},


S1AP-PROTOCOL-IES

FROM S1AP-Containers;


-- A

AccuracyFulfilmentIndicator ::= ENUMERATED{


requested-Accuracy-Fulfilled,


requested-Accuracy-Not-Fulfilled,

...

}
AllocationAndRetentionPriority ::= SEQUENCE {


priorityLevel



PriorityLevel,


pre-emptionCapability

Pre-emptionCapability,


pre-emptionVulnerability
Pre-emptionVulnerability,


iE-Extensions



ProtocolExtensionContainer { {AllocationAndRetentionPriority-ExtIEs} } OPTIONAL,


...

}

AllocationAndRetentionPriority-ExtIEs S1AP-PROTOCOL-EXTENSION ::= {


...

}

---partially omitted---
-- G

GeographicalArea ::= CHOICE {


point



GA-Point,


pointWithUnCertainty

GA-PointWithUnCertainty,


polygon



GA-Polygon,


pointWithUncertaintyEllipse

GA-PointWithUnCertaintyEllipse,


pointWithAltitude

GA-PointWithAltitude,


pointWithAltitudeAndUncertaintyEllipsoid

GA-PointWithAltitudeAndUncertaintyEllipsoid,


ellipsoidArc

GA-EllipsoidArc,

...
}

GeographicalCoordinates ::= SEQUENCE {


latitudeSign


ENUMERATED { north, south },


latitude


INTEGER (0..8388607),


longitude


INTEGER (-8388608..8388607),


iE-Extensions


ProtocolExtensionContainer { {GeographicalCoordinates-ExtIEs} } OPTIONAL,


...

}

GeographicalCoordinates-ExtIEs S1AP-PROTOCOL-EXTENSION ::= {


...

}

GA-AltitudeAndDirection ::= SEQUENCE {


directionOfAltitude

ENUMERATED {height, depth},


altitude

INTEGER (0..32767),


...

}

GA-EllipsoidArc ::= SEQUENCE {


geographicalCoordinates

GeographicalCoordinates,


innerRadius




INTEGER (0..65535),


uncertaintyRadius


INTEGER (0..127),


offsetAngle




INTEGER (0..179),


includedAngle



INTEGER (0..179),


confidence




INTEGER (0..127),


iE-Extensions



ProtocolExtensionContainer { { GA-EllipsoidArc-ExtIEs} } OPTIONAL,


...

}

GA-EllipsoidArc-ExtIEs S1AP-PROTOCOL-EXTENSION ::= {


...

}

GA-Point ::= SEQUENCE {


geographicalCoordinates

GeographicalCoordinates,


iE-Extensions


ProtocolExtensionContainer { {GA-Point-ExtIEs} } OPTIONAL,


...

}

GA-Point-ExtIEs S1AP-PROTOCOL-EXTENSION ::= {


...

}

GA-PointWithAltitude ::= SEQUENCE {


geographicalCoordinates

GeographicalCoordinates,


altitudeAndDirection

GA-AltitudeAndDirection,


iE-Extensions



ProtocolExtensionContainer { { GA-PointWithAltitude-ExtIEs} } OPTIONAL,


...

}

GA-PointWithAltitude-ExtIEs S1AP-PROTOCOL-EXTENSION ::= {


...

}

GA-PointWithAltitudeAndUncertaintyEllipsoid ::= SEQUENCE {


geographicalCoordinates

GeographicalCoordinates,


altitudeAndDirection

GA-AltitudeAndDirection,


uncertaintyEllipse


GA-UncertaintyEllipse,


uncertaintyAltitude


INTEGER (0..127),


confidence




INTEGER (0..127),


iE-Extensions



ProtocolExtensionContainer { { GA-PointWithAltitudeAndUncertaintyEllipsoid-ExtIEs} } OPTIONAL,


...

}

GA-PointWithAltitudeAndUncertaintyEllipsoid-ExtIEs S1AP-PROTOCOL-EXTENSION ::= {


...

}

GA-PointWithUnCertainty ::=SEQUENCE {


geographicalCoordinates

GeographicalCoordinates,


iE-Extensions


ProtocolExtensionContainer { {GA-PointWithUnCertainty-ExtIEs} } OPTIONAL,


uncertaintyCode


INTEGER (0..127)

}

GA-PointWithUnCertainty-ExtIEs S1AP-PROTOCOL-EXTENSION ::= {


...

}

GA-PointWithUnCertaintyEllipse ::= SEQUENCE {


geographicalCoordinates

GeographicalCoordinates,


uncertaintyEllipse


GA-UncertaintyEllipse,


confidence




INTEGER (0..127),


iE-Extensions



ProtocolExtensionContainer { { GA-PointWithUnCertaintyEllipse-ExtIEs} } OPTIONAL,


...

}

GA-PointWithUnCertaintyEllipse-ExtIEs S1AP-PROTOCOL-EXTENSION ::= {


...

}

GA-Polygon ::= SEQUENCE (SIZE (1..maxNrOfPoints)) OF


SEQUENCE {



geographicalCoordinates

GeographicalCoordinates,



iE-Extensions


ProtocolExtensionContainer { {GA-Polygon-ExtIEs} } OPTIONAL,



...


}

GA-Polygon-ExtIEs S1AP-PROTOCOL-EXTENSION ::= {


...

}

GA-UncertaintyEllipse ::= SEQUENCE {


uncertaintySemi-major

INTEGER (0..127),


uncertaintySemi-minor

INTEGER (0..127),


orientationOfMajorAxis

INTEGER (0..179), 
-- The values 90..179 shall not be used.


...

}
GBR-QosInformation ::= SEQUENCE {


e-RAB-MaximumBitrateDL


BitRate,


e-RAB-MaximumBitrateUL


BitRate,


e-RAB-GuaranteedBitrateDL

BitRate,


e-RAB-GuaranteedBitrateUL

BitRate,


iE-Extensions





ProtocolExtensionContainer { { GBR-QosInformation-ExtIEs} } OPTIONAL,


...

}

GBR-QosInformation-ExtIEs S1AP-PROTOCOL-EXTENSION ::= {


...

}

GTP-TEID




::= OCTET STRING (SIZE (4))

GUMMEI


::= SEQUENCE {


pLMN-Identity

PLMNidentity,

mME-Group-ID

MME-Group-ID,


mME-Code


MME-Code,


iE-Extensions




ProtocolExtensionContainer { {GUMMEI-ExtIEs} } OPTIONAL,


...

}

GUMMEI-ExtIEs S1AP-PROTOCOL-EXTENSION ::= {


...

}

-- H

HandoverRestrictionList ::= SEQUENCE {


servingPLMN




PLMNidentity,


equivalentPLMNs



EPLMNs




OPTIONAL,


forbiddenTAs



ForbiddenTAs


OPTIONAL,


forbiddenLAs



ForbiddenLAs


OPTIONAL,


forbiddenInterRATs



ForbiddenInterRATs


OPTIONAL, 


iE-Extensions



ProtocolExtensionContainer { {HandoverRestrictionList-ExtIEs} }
OPTIONAL,


...

}

HandoverRestrictionList-ExtIEs S1AP-PROTOCOL-EXTENSION ::= {


...

}

HandoverType ::= ENUMERATED {


intralte,


ltetoutran,


ltetogeran,


utrantolte,


gerantolte,


...

}

HFN ::= INTEGER (0..1048575)

HorizontalAccuracyCode ::= INTEGER (0..127)
-- I

IMSI
::=
OCTET STRING (SIZE (3..8))

IncludeVelocity

::= ENUMERATED {


requested

}
IntegrityProtectionAlgorithms ::= BIT STRING (SIZE (16,...))

InterfacesToTrace ::= BIT STRING (SIZE (8))

-- J

-- K

-- L

LAC
::= OCTET STRING (SIZE (2))

LAI ::= SEQUENCE {


pLMNidentity



PLMNidentity,


lAC



LAC,


iE-Extensions


ProtocolExtensionContainer { {LAI-ExtIEs} } OPTIONAL,


...

}

LAI-ExtIEs S1AP-PROTOCOL-EXTENSION ::= {


...

}

LastVisitedCell-Item ::= CHOICE {


e-UTRAN-Cell




LastVisitedEUTRANCellInformation,


uTRAN-Cell





LastVisitedUTRANCellInformation,


gERAN-Cell





LastVisitedGERANCellInformation,


...

}

LastVisitedEUTRANCellInformation ::= SEQUENCE {


global-Cell-ID




EUTRAN-CGI,


cellType





CellType,


time-UE-StayedInCell


Time-UE-StayedInCell,


iE-Extensions




ProtocolExtensionContainer { { LastVisitedEUTRANCellInformation-ExtIEs} } OPTIONAL,


...

}

LastVisitedEUTRANCellInformation-ExtIEs S1AP-PROTOCOL-EXTENSION ::= {


...

}

LastVisitedUTRANCellInformation
::= OCTET STRING

LastVisitedGERANCellInformation ::= CHOICE {


undefined





NULL,


...

}

L3-Information



::= OCTET STRING

LocationRequestType ::= ENUMERATED { 


direct, 


periodic,


stop-direct,


stop-periodic, 


...

}
-- M

MessageIdentifier
::= BIT STRING (SIZE (16))

MMEname ::= PrintableString (SIZE (1..150,...))

MME-Group-ID
::= OCTET STRING (SIZE (2))

MME-Code

::= OCTET STRING (SIZE (1))

MME-UE-S1AP-ID



::= INTEGER (0..4294967295)

M-TMSI


::= OCTET STRING (SIZE (4))

MSClassmark2
::= OCTET STRING

MSClassmark3
::= OCTET STRING

-- N

NAS-PDU ::=  OCTET STRING

NASSecurityParametersfromE-UTRAN ::= OCTET STRING

NASSecurityParameterstoE-UTRAN ::= OCTET STRING
NumberofBroadcastRequest ::= INTEGER (0..65535)

NumberofBroadcast ::= INTEGER (0..65535)

-- O

OldBSS-ToNewBSS-Information

::= OCTET STRING

OverloadAction ::= ENUMERATED {

reject-non-emergency-mo-dt,

reject-all-rrc-cr-signalling,

permit-emergency-sessions-only,


...

}

OverloadResponse ::= CHOICE {


overloadAction




OverloadAction,


...

}

-- P

PagingDRX ::= ENUMERATED {


v32,


v64,


v128,


v256,


...


}
PDCP-SN ::= INTEGER (0..4095) 

PeriodicLocationInfo ::= SEQUENCE {


reportingAmount



INTEGER (1..8639999, ...),


reportingInterval


INTEGER (1..8639999, ...),


iE-Extensions



ProtocolExtensionContainer { { PeriodicLocationInfo-ExtIEs } }
OPTIONAL,

...

}

PeriodicLocationInfo-ExtIEs S1AP-PROTOCOL-EXTENSION ::= {


...

}

PLMNidentity 



::= TBCD-STRING 

PositioningPriority
::= ENUMERATED {


high-Priority,


normal-Priority,


...

}
Pre-emptionCapability ::= ENUMERATED {


shall-not-trigger-pre-emption,


may-trigger-pre-emption

}

Pre-emptionVulnerability ::= ENUMERATED {


not-pre-emptable,


pre-emptable

}

PriorityLevel



::= INTEGER { spare (0), highest (1), lowest (14), no-priority (15) } (0..15)

-- Q

QCI





::= INTEGER (0..255)

-- R

ReceiveStatusofULPDCPSDUs ::= BIT STRING (SIZE(4096))

RelativeMMECapacity



::= INTEGER (0..255)

RAC




::= OCTET STRING (SIZE (1))

RequestType
::= SEQUENCE {


eventType 



EventType,


reportArea 



ReportArea,


iE-Extensions


ProtocolExtensionContainer { { RequestType-ExtIEs} }
OPTIONAL,


...

}

RequestType-ExtIEs S1AP-PROTOCOL-EXTENSION ::= {


...

}

RIMTransfer ::= SEQUENCE {


rIMInformation




RIMInformation,


rIMRoutingAddress



RIMRoutingAddress

OPTIONAL,


iE-Extensions


ProtocolExtensionContainer { { RIMTransfer-ExtIEs} }


OPTIONAL,

...

}

RIMTransfer-ExtIEs S1AP-PROTOCOL-EXTENSION ::= {


...

}

RIMInformation ::= OCTET STRING

RIMRoutingAddress ::= CHOICE {


gERAN-Cell-ID


GERAN-Cell-ID,


...

}

ReportArea ::= ENUMERATED {


ecgi,


...

}

RepetitionPeriod ::= INTEGER (0..4096)

ResponseTime
::= ENUMERATED {


lowdelay,


delaytolerant,


...

}
RNC-ID




::= INTEGER (0..4095)

RRC-Container
::= OCTET STRING

RRC-Establishment-Cause ::= ENUMERATED {


emergency,


highPriorityAccess,


mt-Access,


mo-Signalling,


mo-Data,


...

}

-- S

---partially omitted---
-- V

VelocityEstimate ::= CHOICE {


horizontalVelocity







HorizontalVelocity,


horizontalWithVerticalVelocity




HorizontalWithVerticalVelocity,


horizontalVelocityWithUncertainty



HorizontalVelocityWithUncertainty,


horizontalWithVeritcalVelocityAndUncertainty
HorizontalWithVerticalVelocityAndUncertainty,


...

}

HorizontalVelocity
::= SEQUENCE {


horizontalSpeedAndBearing





HorizontalSpeedAndBearing,


iE-Extensions

ProtocolExtensionContainer { { HorizontalVelocity-ExtIEs} } OPTIONAL,


...

}

HorizontalVelocity-ExtIEs S1AP-PROTOCOL-EXTENSION ::= {


...

}

HorizontalWithVerticalVelocity ::= SEQUENCE {


horizontalSpeedAndBearing






HorizontalSpeedAndBearing,


veritcalVelocity








VerticalVelocity,


iE-Extensions

ProtocolExtensionContainer { { HorizontalWithVerticalVelocity-ExtIEs} } OPTIONAL,


...

}

HorizontalWithVerticalVelocity-ExtIEs S1AP-PROTOCOL-EXTENSION ::= {


...

}

HorizontalVelocityWithUncertainty ::= SEQUENCE {


horizontalSpeedAndBearing






HorizontalSpeedAndBearing,


uncertaintySpeed








INTEGER (0..255),


iE-Extensions

ProtocolExtensionContainer { { HorizontalVelocityWithUncertainty-ExtIEs} } OPTIONAL,


...

}

HorizontalVelocityWithUncertainty-ExtIEs S1AP-PROTOCOL-EXTENSION ::= {


...

}

HorizontalWithVerticalVelocityAndUncertainty ::= SEQUENCE {


horizontalSpeedAndBearing






HorizontalSpeedAndBearing,


veritcalVelocity








VerticalVelocity,


horizontalUncertaintySpeed






INTEGER (0..255),


verticalUncertaintySpeed






INTEGER (0..255),


iE-Extensions

ProtocolExtensionContainer { { HorizontalWithVerticalVelocityAndUncertainty-ExtIEs} } OPTIONAL,


...

}

HorizontalWithVerticalVelocityAndUncertainty-ExtIEs S1AP-PROTOCOL-EXTENSION ::= {


...

}
HorizontalSpeedAndBearing ::= SEQUENCE {


bearing










INTEGER (0..359),


horizontalSpeed








INTEGER (0..2047)

}

VerticalVelocity ::= SEQUENCE {


veritcalSpeed








INTEGER (0..255),


veritcalSpeedDirection






VerticalSpeedDirection

}

VerticalSpeedDirection ::= ENUMERATED {


upward,


downward

}
VerticalAccuracyCode


::= INTEGER (0..127)
-- W

WarningAreaList ::= CHOICE {


cellIDList





ECGIList,


trackingAreaListforWarning

TAIListforWarning,


emergencyAreaIDList



EmergencyAreaIDList,


...

}

WarningType ::= OCTET STRING (SIZE (2))

WarningSecurityInfo ::= OCTET STRING (SIZE (50))

WarningMessageContents ::= OCTET STRING (SIZE(1..9600))
---partially omitted---
9.3.6
Constant Definitions

-- **************************************************************

--

-- Constant definitions

--

-- **************************************************************

S1AP-Constants { 

itu-t (0) identified-organization (4) etsi (0) mobileDomain (0) 

eps-Access (20) modules (3) s1ap (1) version1 (1) s1ap-Constants (4) } 

DEFINITIONS AUTOMATIC TAGS ::= 

BEGIN

-- **************************************************************

--

-- IE parameter types from other modules.

--

-- **************************************************************

IMPORTS


ProcedureCode,


ProtocolIE-ID

FROM S1AP-CommonDataTypes;

-- **************************************************************

--

-- Elementary Procedures

--

-- **************************************************************

id-HandoverPreparation 



ProcedureCode ::= 0

id-HandoverResourceAllocation 

ProcedureCode ::= 1

id-HandoverNotification 


ProcedureCode ::= 2

id-PathSwitchRequest 



ProcedureCode ::= 3

id-HandoverCancel 




ProcedureCode ::= 4

id-E-RABSetup





ProcedureCode ::= 5

id-E-RABModify 





ProcedureCode ::= 6

id-E-RABRelease





ProcedureCode ::= 7

id-E-RABReleaseIndication


ProcedureCode ::= 8

id-InitialContextSetup



ProcedureCode ::= 9

id-Paging






ProcedureCode ::= 10

id-downlinkNASTransport



ProcedureCode ::= 11

id-initialUEMessage




ProcedureCode ::= 12

id-uplinkNASTransport



ProcedureCode ::= 13

id-Reset






ProcedureCode::= 14

id-ErrorIndication




ProcedureCode ::= 15

id-NASNonDeliveryIndication


ProcedureCode ::= 16

id-S1Setup






ProcedureCode ::= 17

id-UEContextReleaseRequest


ProcedureCode ::= 18

id-DownlinkS1cdma2000tunneling

ProcedureCode ::= 19

id-UplinkS1cdma2000tunneling

ProcedureCode ::= 20

id-UEContextModification


ProcedureCode ::= 21

id-UECapabilityInfoIndication

ProcedureCode ::= 22

id-UEContextRelease




ProcedureCode ::= 23

id-eNBStatusTransfer



ProcedureCode ::= 24

id-MMEStatusTransfer



ProcedureCode ::= 25

id-DeactivateTrace




ProcedureCode ::= 26

id-TraceStart





ProcedureCode ::= 27

id-TraceFailureIndication


ProcedureCode ::= 28

id-ENBConfigurationUpdate


ProcedureCode ::= 29

id-MMEConfigurationUpdate


ProcedureCode ::= 30

id-LocationReportingControl


ProcedureCode ::= 31

id-LocationReportingFailureIndication
ProcedureCode ::= 32

id-LocationReport




ProcedureCode ::= 33

id-OverloadStart




ProcedureCode ::= 34

id-OverloadStop





ProcedureCode ::= 35

id-WriteReplaceWarning



ProcedureCode ::= 36

id-eNBDirectInformationTransfer


ProcedureCode ::= 37
id-MMEDirectInformationTransfer


ProcedureCode ::= 38
id-PrivateMessage




ProcedureCode ::= 39

id-eNBConfigurationTransfer


ProcedureCode ::= 40
id-MMEConfigurationTransfer


ProcedureCode ::= 41
id-CellTrafficTrace




ProcedureCode ::= 42

id-LocationInformationControl


ProcedureCode ::= xx
id-LocationInformationFailureIndication
ProcedureCode ::= xx
id-LocationInformationReport


ProcedureCode ::= xx
-- **************************************************************

--

-- Extension constants

--

-- **************************************************************

maxPrivateIEs 





INTEGER ::= 65535

maxProtocolExtensions 



INTEGER ::= 65535

maxProtocolIEs





INTEGER ::= 65535

-- **************************************************************

--

-- Lists

--

-- **************************************************************

maxNrOfCSGs







INTEGER ::= 256

maxNrOfE-RABs






INTEGER ::= 256

maxnoofTAIs







INTEGER ::= 256

maxnoofTACs







INTEGER ::= 256

maxNrOfErrors






INTEGER ::= 256

maxnoofBPLMNs






INTEGER ::= 6

maxnoofPLMNsPerMME





INTEGER ::= 32
maxnoofEPLMNs






INTEGER ::= 15

maxnoofEPLMNsPlusOne




INTEGER ::= 16

maxnoofForbLACs






INTEGER ::= 4096



maxnoofForbTACs






INTEGER ::= 4096



maxNrOfIndividualS1ConnectionsToReset
INTEGER ::= 256

maxnoofCells






INTEGER ::= 16



maxnoofTAIforWarning




INTEGER ::= 65535 

maxnoofCellID






INTEGER ::= 65535 

maxnoofEmergencyAreaID




INTEGER ::= 65535 
maxnoofCellinTAI





INTEGER ::= 65535 

maxnoofCellinEAI





INTEGER ::= 65535 

maxnoofeNBX2TLAs





INTEGER ::= 2

maxnoofRATs







INTEGER ::= 8

maxnoofGroupIDs







INTEGER ::= 65535

maxnoofMMECs







INTEGER ::= 256

maxNrOfPoints







INTEGER ::= 15
-- **************************************************************

--

-- IEs

--

-- **************************************************************

id-MME-UE-S1AP-ID








ProtocolIE-ID ::= 0

id-HandoverType








ProtocolIE-ID ::= 1

id-Cause









ProtocolIE-ID ::= 2

id-SourceID









ProtocolIE-ID ::= 3

id-TargetID









ProtocolIE-ID ::= 4

id-eNB-UE-S1AP-ID







ProtocolIE-ID ::= 8

id-E-RABSubjecttoDataForwardingList


ProtocolIE-ID ::= 12

id-E-RABtoReleaseListHOCmd




ProtocolIE-ID ::= 13

id-E-RABDataForwardingItem




ProtocolIE-ID ::= 14

id-E-RABReleaseItemBearerRelComp


ProtocolIE-ID ::= 15

id-E-RABToBeSetupListBearerSUReq


ProtocolIE-ID ::= 16

id-E-RABToBeSetupItemBearerSUReq


ProtocolIE-ID ::= 17

id-E-RABAdmittedList





ProtocolIE-ID ::= 18

id-E-RABFailedToSetupListHOReqAck


ProtocolIE-ID ::= 19

id-E-RABAdmittedItem





ProtocolIE-ID ::= 20

id-E-RABFailedtoSetupItemHOReqAck


ProtocolIE-ID ::= 21

id-E-RABToBeSwitchedDLList




ProtocolIE-ID ::= 22

id-E-RABToBeSwitchedDLItem




ProtocolIE-ID ::= 23

id-E-RABToBeSetupListCtxtSUReq



ProtocolIE-ID ::= 24

id-TraceActivation







ProtocolIE-ID ::= 25

id-NAS-PDU









ProtocolIE-ID ::= 26

id-E-RABToBeSetupItemHOReq




ProtocolIE-ID ::= 27

id-E-RABSetupListBearerSURes



ProtocolIE-ID ::= 28

id-E-RABFailedToSetupListBearerSURes

ProtocolIE-ID ::= 29

id-E-RABToBeModifiedListBearerModReq

ProtocolIE-ID ::= 30
id-E-RABModifyListBearerModRes



ProtocolIE-ID ::= 31
id-E-RABFailedToModifyList




ProtocolIE-ID ::= 32
id-E-RABToBeReleasedList




ProtocolIE-ID ::= 33
id-E-RABFailedToReleaseList




ProtocolIE-ID ::= 34

id-E-RABItem







ProtocolIE-ID ::= 35

id-E-RABToBeModifiedItemBearerModReq

ProtocolIE-ID ::= 36

id-E-RABModifyItemBearerModRes



ProtocolIE-ID ::= 37

id-E-RABReleaseItem






ProtocolIE-ID ::= 38

id-E-RABSetupItemBearerSURes



ProtocolIE-ID ::= 39

id-SecurityContext






ProtocolIE-ID ::= 40

id-HandoverRestrictionList





ProtocolIE-ID ::= 41

id-UEPagingID 








ProtocolIE-ID ::= 43

id-pagingDRX 








ProtocolIE-ID ::= 44

id-TAIList









ProtocolIE-ID ::= 46

id-TAIItem









ProtocolIE-ID ::= 47

id-E-RABFailedToSetupListCtxtSURes


ProtocolIE-ID ::= 48

id-E-RABReleaseItemHOCmd




ProtocolIE-ID ::= 49

id-E-RABSetupItemCtxtSURes




ProtocolIE-ID ::= 50

id-E-RABSetupListCtxtSURes




ProtocolIE-ID ::= 51

id-E-RABToBeSetupItemCtxtSUReq



ProtocolIE-ID ::= 52

id-E-RABToBeSetupListHOReq




ProtocolIE-ID ::= 53

id-GERANtoLTEHOInformationRes




ProtocolIE-ID ::= 55

id-UTRANtoLTEHOInformationRes




ProtocolIE-ID ::= 57

id-CriticalityDiagnostics 





ProtocolIE-ID ::= 58

id-Global-ENB-ID







ProtocolIE-ID ::= 59

id-eNBname









ProtocolIE-ID ::= 60

id-MMEname









ProtocolIE-ID ::= 61

id-ServedPLMNs








ProtocolIE-ID ::= 63
id-SupportedTAs








ProtocolIE-ID ::= 64

id-TimeToWait








ProtocolIE-ID ::= 65

id-uEaggregateMaximumBitrate





ProtocolIE-ID ::= 66

id-TAI










ProtocolIE-ID ::= 67

id-E-RABReleaseListBearerRelComp


ProtocolIE-ID ::= 69

id-cdma2000PDU








ProtocolIE-ID ::= 70

id-cdma2000RATType







ProtocolIE-ID ::= 71

id-cdma2000SectorID







ProtocolIE-ID ::= 72

id-SecurityKey








ProtocolIE-ID ::= 73

id-UERadioCapability






ProtocolIE-ID ::= 74

id-GUMMEI-ID








ProtocolIE-ID ::= 75

id-E-RABInformationListItem




ProtocolIE-ID ::= 78

id-Direct-Forwarding-Path-Availability


ProtocolIE-ID ::= 79

id-UEIdentityIndexValue






ProtocolIE-ID ::= 80
id-cdma2000HOStatus







ProtocolIE-ID ::= 83

id-cdma2000HORequiredIndication




ProtocolIE-ID ::= 84

id-E-UTRAN-Trace-ID







ProtocolIE-ID ::= 86

id-RelativeMMECapacity






ProtocolIE-ID ::= 87

id-SourceMME-UE-S1AP-ID






ProtocolIE-ID ::= 88

id-Bearers-SubjectToStatusTransfer-Item


ProtocolIE-ID ::= 89

id-eNB-StatusTransfer-TransparentContainer

ProtocolIE-ID ::= 90

id-UE-associatedLogicalS1-ConnectionItem

ProtocolIE-ID ::= 91

id-ResetType








ProtocolIE-ID ::= 92

id-UE-associatedLogicalS1-ConnectionListResAck
ProtocolIE-ID ::= 93

id-E-RABToBeSwitchedULItem




ProtocolIE-ID ::= 94

id-E-RABToBeSwitchedULList




ProtocolIE-ID ::= 95

id-S-TMSI









ProtocolIE-ID ::= 96

id-cdma2000OneXRAND







ProtocolIE-ID ::= 97

id-RequestType








ProtocolIE-ID ::= 98

id-UE-S1AP-IDs








ProtocolIE-ID ::= 99

id-EUTRAN-CGI







ProtocolIE-ID ::= 100

id-OverloadResponse







ProtocolIE-ID ::= 101

id-cdma2000OneXSRVCCInfo





ProtocolIE-ID ::= 102

id-E-RABFailedToBeReleasedList



ProtocolIE-ID ::= 103

id-Source-ToTarget-TransparentContainer
ProtocolIE-ID ::= 104

id-ServedGUMMEIs







ProtocolIE-ID ::= 105
id-SubscriberProfileIDforRFP




ProtocolIE-ID ::= 106
id-UESecurityCapabilities





ProtocolIE-ID ::= 107
id-CSFallbackIndicator






ProtocolIE-ID ::= 108

id-CNDomain









ProtocolIE-ID ::= 109

id-E-RABReleasedList





ProtocolIE-ID ::= 110

id-MessageIdentifier






ProtocolIE-ID ::= 111

id-SerialNumber








ProtocolIE-ID ::= 112

id-WarningAreaList







ProtocolIE-ID ::= 113

id-RepetitionPeriod







ProtocolIE-ID ::= 114

id-NumberofBroadcastRequest





ProtocolIE-ID ::= 115

id-WarningType








ProtocolIE-ID ::= 116

id-WarningSecurityInfo






ProtocolIE-ID ::= 117

id-DataCodingScheme







ProtocolIE-ID ::= 118

id-WarningMessageContents





ProtocolIE-ID ::= 119

id-BroadcastCompletedAreaList




ProtocolIE-ID ::= 120

id-Inter-SystemInformationTransferTypeEDT


ProtocolIE-ID ::= 121

id-Inter-SystemInformationTransferTypeMDT


ProtocolIE-ID ::= 122
id-Target-ToSource-TransparentContainer


ProtocolIE-ID ::= 123
id-SRVCCOperationPossible





ProtocolIE-ID ::= 124
id-SRVCCHOIndication






ProtocolIE-ID ::= 125

id-NAS-DownlinkCount






ProtocolIE-ID ::= 126
id-CSG-Id









ProtocolIE-ID ::= 127
id-CSG-IdList








ProtocolIE-ID ::= 128
id-SONConfigurationTransferECT




ProtocolIE-ID ::= 129
id-SONConfigurationTransferMCT




ProtocolIE-ID ::= 130
id-TraceCollectionEntityIPAddress



ProtocolIE-ID ::= 131

id-MSClassmark2








ProtocolIE-ID ::= 132

id-MSClassmark3








ProtocolIE-ID ::= 133

id-RRC-Establishment-Cause





ProtocolIE-ID ::= 134
id-NASSecurityParametersfromE-UTRAN



ProtocolIE-ID ::= 135

id-NASSecurityParameterstoE-UTRAN



ProtocolIE-ID ::= 136

id-DefaultPagingDRX







ProtocolIE-ID ::= 137
id-Source-ToTarget-TransparentContainer-Secondary


ProtocolIE-ID ::= 138

id-Target-ToSource-TransparentContainer-Secondary


ProtocolIE-ID ::= 139
id-LocationRequestType






ProtocolIE-ID ::= xxx
id-HorizontalAccuracyCode





ProtocolIE-ID ::= xxx
id-VerticalAccuracyCode






ProtocolIE-ID ::= xxx
id-ResponseTime








ProtocolIE-ID ::= xxx
id-PositioningPriority






ProtocolIE-ID ::= xxx
id-IncludeVelocity







ProtocolIE-ID ::= xxx
id-PeriodicLocationInfo






ProtocolIE-ID ::= xxx
id-GeographicalArea







ProtocolIE-ID ::= xxx
id-AccuracyFulfilmentIndicator




ProtocolIE-ID ::= xxx
id-VelocityEstimate







ProtocolIE-ID ::= xxx
END

---partially omitted---
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