Error! No text of specified style in document.
1
Error! No text of specified style in document.

3GPP TSG-RAN WG3 #65
R3-091972
Shenzhen, P.R. China 24th – 28th August 2009

Agenda Item:
9.1
Source: 
Ericsson 

Title:  
Decouple MIMO +64QAM capability from the individual capabilities
Document for:
Approval
1
Introduction

In the current specification the usage of the MIMO + 64QAM capability is coupled with the usage of the individual capabilities for MIMO and 64QAM. 
This contribution proposes to de-couple the usage of the combined capability from the the individual capabilities. 
2
Discussion
The purpose with the capability indicators is to provide information on supported optional functionality. Before the introduction of MIMO + 64QAM there was already individual capabilities for MIMO and for 64QAM. 

When MIMO + 64QAM was introduced it was also agreed to introduce a new capability for the combined capability, but this capability was for some reason coupled to the individual capabilities. With the current coupling the added capability for MIMO + 64QAM does not provide any additional information, since it can only be indicated if the individual capabilities are indicated at the same time. 
The current coupling of the capabilities also lead to a lot of inflexibility. It will not be possible to turn off usage of MIMO or 64QAM (alone) and at the same time allow the usage of the combined MIMO + 64QAM. So if an operator for some reason only would like to use the combined MIMO + 64QAM feature and at the same to prohibit the use of MIMO alone, then this is not currently allowed by the specification. 

3
Proposal

It is proposed to agree to decouple the capabilities.  




