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8.3.1
Radio Link Setup

8.3.1.1
General

This procedure is used for establishing the necessary resources in the DRNS for one or more radio links.

The connection-oriented service of the signalling bearer shall be established in conjunction with this procedure.

8.3.1.2
Successful Operation
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Figure 5: Radio Link Setup procedure: Successful Operation

When the SRNC makes an algorithmic decision to add the first cell or set of cells from a DRNS to the active set of a specific UE-UTRAN connection, the RADIO LINK SETUP REQUEST message is sent to the corresponding DRNC to request establishment of the radio link(s). The Radio Link Setup procedure is initiated with this RADIO LINK SETUP REQUEST message sent from the SRNC to the DRNC.

Upon receipt of the RADIO LINK SETUP REQUEST message, the DRNS shall reserve the necessary resources and configure the new RL(s) according to the parameters given in the message. Unless specified below, the meaning of parameters is specified in other specifications.

The DRNS shall prioritise resource allocation for the RL(s) to be established according to Annex A.

If the RADIO LINK SETUP REQUEST message includes the Allowed Queuing Time IE the DRNS may queue the request for a time period not to exceed the value of the Allowed Queuing Time IE before starting to execute the request.
If the UE Aggregate Maximum Bit Rate IE is contained in the RADIO LINK SETUP REQUEST message, the DRNS shall, if supported, store the received UE Aggregate Maximum Bit Rate parameters to control the aggregate data rate of non GBR traffic for this UE. 
Transport Channels Handling:

#Partially omitted
8.3.2
Radio Link Addition

8.3.2.1
General

This procedure is used for establishing the necessary resources in the DRNS for one [FDD – or more] additional RLs towards a UE when there is already at least one RL established to the concerned UE via this DRNS.

This procedure shall use the signalling bearer connection for the relevant UE Context.

The Radio Link Addition procedure shall not be initiated if a Prepared Reconfiguration exists, as defined in subclause 3.1.

[TDD - The Radio Link Addition procedure serves to establish a new Radio Link with the DSCH and USCH included, if they existed before.]

8.3.2.2
Successful Operation
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Figure 7: Radio Link Addition procedure: Successful Operation

The procedure is initiated with a RADIO LINK ADDITION REQUEST message sent from the SRNC to the DRNC.

Upon receipt, the DRNS shall reserve the necessary resources and configure the new RL(s) according to the parameters given in the message. Unless specified below, the meaning of parameters is specified in other specifications.

The DRNS shall prioritise resource allocation for the RL(s) to be established according to Annex A.
If the UE Aggregate Maximum Bit Rate IE is contained in the RADIO LINK ADDITION REQUEST message, the DRNS shall, if supported, store the received UE Aggregate Maximum Bit Rate parameters to control the aggregate data rate of non GBR traffic for this UE.
Transport Channel Handling:

#Partially omitted
8.3.4
Synchronised Radio Link Reconfiguration Preparation

8.3.4.1
General

The Synchronised Radio Link Reconfiguration Preparation procedure is used to prepare a new configuration of Radio Link(s) related to one UE-UTRAN connection within a DRNS.

This procedure shall use the signalling bearer connection for the relevant UE Context.

The Synchronised Radio Link Reconfiguration Preparation procedure shall not be initiated if a Prepared Reconfiguration exists, as defined in subclause 3.1.

8.3.4.2
Successful Operation
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Figure 10: Synchronised Radio Link Reconfiguration Preparation procedure, Successful Operation

The Synchronised Radio Link Reconfiguration Preparation procedure is initiated by the SRNC by sending the RADIO LINK RECONFIGURATION PREPARE message to the DRNC.

Upon receipt, the DRNS shall reserve necessary resources for the new configuration of the Radio Link(s) according to the parameters given in the message. Unless specified below, the meaning of parameters is specified in other specifications.

If the RADIO LINK RECONFIGURATION PREPARE message includes the Allowed Queuing Time IE the DRNS may queue the request the time corresponding to the value of the Allowed Queuing Time IE before starting to execute the request.

The DRNS shall prioritise resource allocation for the RL(s) to be modified according to Annex A.
If the UE Aggregate Maximum Bit Rate IE is contained in the RADIO LINK RECONFIGURATION PREPARE message, the DRNS shall, if supported, store the received UE Aggregate Maximum Bit Rate parameters to control the aggregate data rate of non GBR traffic for this UE. 
DCH Modification:

#Partially omitted
8.3.7
Unsynchronised Radio Link Reconfiguration

8.3.7.1
General

The Unsynchronised Radio Link Reconfiguration procedure is used to reconfigure Radio Link(s) related to one UE‑UTRAN connection within a DRNS.

The procedure is used when there is no need to synchronise the time of the switching from the old to the new radio link configuration in the cells used by the UE-UTRAN connection within the DRNS.

This procedure shall use the signalling bearer connection for the relevant UE Context.

The Unsynchronised Radio Link Reconfiguration procedure shall not be initiated if a Prepared Reconfiguration exists, as defined in subclause 3.1.

8.3.7.2
Successful Operation
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Figure 14: Unsynchronised Radio Link Reconfiguration procedure, Successful Operation

The Unsynchronised Radio Link Reconfiguration procedure is initiated by the SRNC by sending the RADIO LINK RECONFIGURATION REQUEST message to the DRNC.

Upon receipt, the DRNS shall modify the configuration of the Radio Link(s) according to the parameters given in the message. Unless specified below, the meaning of parameters is specified in other specifications.

If the RADIO LINK RECONFIGURATION REQUEST message includes the Allowed Queuing Time IE the DRNS may queue the request the time corresponding to the value of the Allowed Queuing Time IE before starting to execute the request.

The DRNS shall prioritise resource allocation for the RL to be modified according to Annex A.
If the UE Aggregate Maximum Bit Rate IE is contained in the RADIO LINK RECONFIGURATION REQUEST message, the DRNS shall, if supported, store the received UE Aggregate Maximum Bit Rate parameters to control the aggregate data rate of non GBR traffic for this UE.
DCH Modification:
#Partially omitted
9.1.3
RADIO LINK SETUP REQUEST

9.1.3.1
FDD Message

	IE/Group Name
	Presence
	Range
	IE Type and Reference
	Semantics Description
	Criticality
	Assigned Criticality

	Message Type
	M
	
	9.2.1.40
	
	YES
	reject

	Transaction ID
	M
	
	9.2.1.59
	
	–
	

	SRNC-ID
	M
	
	RNC-ID

9.2.1.50
	If the Extended SRNC-ID IE is included in the message, the SRNC-ID IE shall be ignored.
	YES
	reject

	S-RNTI
	M
	
	9.2.1.53
	
	YES
	reject

	D-RNTI
	O
	
	9.2.1.24
	
	YES
	reject

	Allowed Queuing Time
	O
	
	9.2.1.2
	
	YES
	reject

	UL DPCH Information
	
	1
	
	
	YES
	reject

	>UL Scrambling Code
	M
	
	9.2.2.53
	
	–
	

	>Min UL Channelisation Code Length 
	M
	
	9.2.2.25
	
	–
	

	>Max Number of UL DPDCHs
	C – CodeLen
	
	9.2.2.24
	
	–
	

	>Puncture Limit
	M
	
	9.2.1.46
	For the UL.
	–
	

	>TFCS
	M
	
	9.2.1.63
	
	–
	

	>UL DPCCH Slot Format
	M
	
	9.2.2.52
	
	–
	

	>Uplink SIR Target
	O
	
	Uplink SIR

9.2.1.69
	
	–
	

	>Diversity mode
	M
	
	9.2.2.8
	
	–
	

	>Not Used
	O
	
	NULL
	
	–
	

	>Not Used
	O
	
	NULL
	
	–
	

	   >DPC Mode
	O
	
	9.2.2.12A
	
	YES
	reject

	>UL DPDCH Indicator for E-DCH operation
	O
	
	9.2.2.52A
	This IE may be present without the presence of the E-DPCH Information IE
	YES
	reject

	DL DPCH Information
	
	0..1
	
	
	YES
	reject

	>TFCS
	M
	
	9.2.1.63
	
	–
	

	>DL DPCH Slot Format
	M
	
	9.2.2.9
	
	–
	

	>Number of DL Channelisation Codes
	M
	
	9.2.2.26A
	
	–
	

	>TFCI Signalling Mode
	M
	
	9.2.2.46
	
	–
	

	>TFCI Presence
	C- SlotFormat
	
	9.2.1.55
	
	–
	

	>Multiplexing Position
	M
	
	9.2.2.26
	
	–
	

	>Power Offset Information
	
	1
	
	
	–
	

	>>PO1
	M
	
	Power Offset

9.2.2.30
	Power offset for the TFCI bits.
	–
	

	>>PO2
	M
	
	Power Offset

9.2.2.30
	Power offset for the TPC bits.
	–
	

	>>PO3
	M
	
	Power Offset

9.2.2.30
	Power offset for the pilot bits.
	–
	

	>FDD TPC Downlink Step Size
	M
	
	9.2.2.16
	
	–
	

	>Limited Power Increase
	M
	
	9.2.2.21A
	
	–
	

	   >Inner Loop DL PC Status
	M
	
	9.2.2.21a
	
	–
	

	DCH Information
	M
	
	DCH FDD Information

9.2.2.4A
	
	YES
	reject

	RL Information
	
	1..<maxnoofRLs>
	
	
	EACH
	notify

	>RL ID
	M
	
	9.2.1.49
	
	–
	

	>C-ID
	M
	
	9.2.1.6
	
	–
	

	>First RLS Indicator
	M
	
	9.2.2.16A
	
	–
	

	>Frame Offset
	M
	
	9.2.1.30
	
	–
	

	>Chip Offset
	M
	
	9.2.2.1
	
	–
	

	>Propagation Delay
	O
	
	9.2.2.33
	
	–
	

	>Diversity Control Field
	C – NotFirstRL
	
	9.2.1.20
	
	–
	

	>Initial DL TX Power
	O
	
	DL Power

9.2.1.21A
	
	–
	

	>Primary CPICH Ec/No
	O
	
	9.2.2.32
	
	–
	

	>Not Used 
	O
	
	NULL
	
	–
	

	>Transmit Diversity Indicator
	C –

Diversity mode
	
	9.2.2.48
	
	–
	

	>Enhanced Primary CPICH Ec/No
	O
	
	9.2.2.13I
	
	YES
	ignore

	>RL Specific DCH Information
	O
	
	9.2.1.49A
	
	YES
	ignore

	>Delayed Activation
	O
	
	9.2.1.19Aa
	
	YES
	reject

	>Cell Portion ID
	O
	
	9.2.2.E
	
	YES
	ignore

	>RL specific E-DCH Information
	O
	
	9.2.2.35a
	
	YES
	reject

	>E-DCH RL Indication
	O
	
	9.2.2.4E
	
	YES
	reject

	>Extended Propagation Delay
	O
	
	9.2.2.33a
	
	YES
	ignore

	>Synchronisation Indicator 
	O
	
	9.2.2.45A
	
	YES
	reject

	>HS-DSCH Preconfiguration Setup
	O
	
	9.2.2.100
	
	YES
	ignore

	Transmission Gap Pattern Sequence Information
	O
	
	9.2.2.47A
	
	YES
	reject

	Active Pattern Sequence Information
	O
	
	9.2.2.A
	
	YES
	reject

	Permanent NAS UE Identity
	O
	
	9.2.1.73
	
	YES
	ignore

	DL Power Balancing Information
	O
	
	9.2.2.10A
	
	YES
	ignore

	HS-DSCH Information
	O
	
	HS-DSCH FDD Information

9.2.2.19a
	
	YES
	reject

	HS-PDSCH RL ID
	C – InfoHSDSCH
	
	RL ID 9.2.1.49
	
	YES
	reject

	MBMS Bearer Service List
	
	0..<maxnoofMBMS>
	
	
	GLOBAL
	notify

	>TMGI
	M
	
	9.2.1.80
	
	–
	

	E-DPCH Information
	
	0..1
	
	
	YES
	reject

	>Maximum Set of E-DPDCHs
	M
	
	9.2.2.24e
	
	–
	

	>Puncture Limit
	M
	
	9.2.1.46
	
	–
	

	>E-TFCS Information
	M
	
	9.2.2.4G
	
	–
	

	>E-TTI
	M
	
	9.2.2.4J
	
	–
	

	>E-DPCCH Power Offset
	M
	
	9.2.2.4K
	
	–
	

	>E-RGCH 2-Index-Step Threshold
	M
	
	9.2.2.64
	
	–
	

	>E-RGCH 3-Index-Step Threshold
	M
	
	9.2.2.65
	
	–
	

	>HARQ Info for E-DCH
	M
	
	9.2.2.66
	
	–
	

	>HS-DSCH Configured Indicator
	M
	
	9.2.2.19C
	
	–
	

	> Minimum Reduced E-DPDCH Gain Factor
	O
	
	9.2.2.102
	
	YES
	ignore

	E-DCH FDD Information
	C-EDCHInfo
	
	9.2.2.4B
	
	YES
	reject

	Serving E-DCH RL 
	O
	
	9.2.2.38C
	
	YES
	reject

	F-DPCH Information
	
	0..1
	
	
	YES
	reject

	>Power Offset Information
	
	1
	
	
	–
	

	>>PO2
	M
	
	Power Offset

9.2.2.30
	This IE shall be ignored by DRNS.
	_
	

	>FDD TPC Downlink Step Size
	M
	
	9.2.2.16
	
	–
	

	>Limited Power Increase
	M
	
	9.2.2.21A
	
	–
	

	>Inner Loop DL PC Status
	M
	
	9.2.2.21a
	
	–
	

	>F-DPCH Slot Format Support Request
	O
	
	9.2.2.86
	
	YES
	reject

	>F-DPCH Slot Format
	O
	
	9.2.2.85
	
	YES
	Ignore

	Initial DL DPCH Timing Adjustment Allowed
	O
	
	9.2.2.21b
	
	YES
	ignore

	DCH Indicator For E-DCH-HSDPA Operation
	O
	
	9.2.2.67
	
	YES
	reject

	Serving Cell Change CFN
	O
	
	CFN

9.2.1.9
	
	YES
	reject

	Continuous Packet Connectivity DTX-DRX Information
	O
	
	9.2.2.72
	
	YES
	reject

	Continuous Packet Connectivity HS-SCCH less Information
	O
	
	9.2.2.74
	
	YES
	reject

	Extended SRNC-ID
	O
	
	Extended RNC-ID

9.2.1.50a
	The Extended SRNC-ID IE shall be used if the RNC identity has a value larger than 4095.
	YES
	reject

	Additional HS Cell Information RL Setup
	
	0..<maxnoofHSDSCH-1>
	
	For secondary serving HS-DSCH cell. Max 1 in this 3GPP release. 
	EACH
	reject

	>HS-PDSCH RL ID
	M
	
	RL ID 9.2.1.49
	
	–
	

	>C-ID
	M
	
	9.2.1.6
	
	–
	

	>HS-DSCH Secondary Serving Information
	M
	
	9.2.2.19aa
	
	–
	

	UE Aggregate Maximum Bit Rate
	O
	
	9.2.1.x
	
	YES
	ignore


	Condition
	Explanation

	CodeLen
	The IE shall be present if Min UL Channelisation Code length IE equals to 4

	SlotFormat
	The IE shall be present if the DL DPCH Slot Format IE is equal to any of the values from 12 to 16.

	NotFirstRL
	The IE shall be present if the RL is not the first one in the RL Information IE.

	Diversity mode
	The IE shall be present if Diversity Mode IE in UL DPCH Information IE is not equal to "none".

	InfoHSDSCH
	This IE shall be present if HS-DSCH Information IE is present.

	EDCHInfo
	This IE shall be present if E-DPCH Information IE is present.


	Range bound
	Explanation

	maxnoofRLs
	Maximum number of RLs for one UE.

	maxnoofMBMS
	Maximum number of MBMS bearer services that a UE can join.

	maxnoofHSDSCH-1
	Maximum number of Secondary Serving HS-DSCH cells for one UE.


#Partially omitted
9.1.6
RADIO LINK ADDITION REQUEST

9.1.6.1
FDD Message

	IE/Group Name
	Presence
	Range
	IE Type and Reference
	Semantics Description
	Criticality
	Assigned Criticality

	Message Type
	M
	
	9.2.1.40
	
	YES
	reject

	Transaction ID
	M
	
	9.2.1.59
	
	–
	

	Uplink SIR Target
	M
	
	Uplink SIR

9.2.1.69
	
	YES
	reject

	RL Information 
	
	1..<maxnoofRLs-1>
	
	
	EACH
	notify

	>RL ID
	M
	
	9.2.1.49
	
	–
	

	>C-ID
	M
	
	9.2.1.6
	
	–
	

	>Frame Offset
	M
	
	9.2.1.30
	
	–
	

	>Chip Offset
	M
	
	9.2.2.1
	
	–
	

	>Diversity Control Field
	M
	
	9.2.1.20
	
	–
	

	>Primary CPICH Ec/No
	O
	
	9.2.2.32
	
	–
	

	>Not Used
	O
	
	NULL
	
	–
	

	>Transmit Diversity Indicator
	O
	
	9.2.2.48
	
	–
	

	>DL Reference Power
	O
	
	DL Power

9.2.1.21A
	Power on DPCH or on F-DPCH
	YES
	ignore

	>Enhanced Primary CPICH Ec/No
	O
	
	9.2.2.13I
	
	YES
	ignore

	>RL Specific DCH Information
	O
	
	9.2.1.49A
	
	YES
	ignore

	>Delayed Activation
	O
	
	9.2.1.19Aa
	
	YES
	reject

	>RL specific E-DCH Information
	O
	
	9.2.2.35a
	
	YES
	reject

	>E-DCH RL Indication
	O
	
	9.2.2.4E
	
	YES
	reject

	>Synchronisation Indicator
	O
	
	9.2.2.45A
	
	YES
	ignore

	>HS-DSCH Preconfiguration Setup
	O
	
	9.2.2.100
	
	YES
	Ignore

	Active Pattern Sequence Information
	O
	
	9.2.2A
	Either all the already active Transmission Gap Sequence(s) are addressed (Transmission Gap Pattern sequence shall overlap with the existing one) or none of the transmission gap sequences is activated.
	YES
	reject

	DPC Mode
	O
	
	9.2.2.12A
	
	YES
	reject

	Permanent NAS UE Identity
	O
	
	9.2.1.73
	
	YES
	ignore

	Serving E-DCH RL
	O
	
	9.2.2.38C
	
	YES
	reject

	Initial DL DPCH Timing Adjustment Allowed
	O
	
	9.2.2.21b
	
	YES
	ignore

	HS-DSCH Serving Cell Change Information
	O
	
	9.2.2.19f
	
	YES
	reject

	Serving Cell Change CFN
	O
	
	CFN

9.2.1.9
	
	YES
	reject

	E-DPCH Information
	
	0..1
	
	
	YES
	reject

	>Maximum Set of E-DPDCHs
	M
	
	9.2.2.24e
	
	–
	

	>Puncture Limit
	M
	
	9.2.1.46
	
	–
	

	>E-TFCS Information
	M
	
	9.2.2.4G
	
	–
	

	>E-TTI
	M
	
	9.2.2.4J
	
	–
	

	>E-DPCCH Power Offset
	M
	
	9.2.2.4K
	
	–
	

	>E-RGCH 2-Index-Step Threshold
	M
	
	9.2.2.64
	
	–
	

	>E-RGCH 3-Index-Step Threshold
	M
	
	9.2.2.65
	
	–
	

	>HARQ Info for E-DCH
	M
	
	9.2.2.66
	
	–
	

	>HS-DSCH Configured Indicator
	M
	
	9.2.2.19C
	
	YES
	reject

	> Minimum Reduced E-DPDCH Gain Factor
	O
	
	9.2.2.102
	
	YES
	ignore

	E-DCH FDD Information
	C-EDCHInfo
	
	9.2.2.4B
	
	YES
	reject

	Additional HS Cell Information RL Addition
	
	0..<maxnoofHSDSCH-1>
	
	For secondary serving HS-DSCH cell. Max 1 in this 3GPP release. 
	EACH
	reject

	>HS-PDSCH RL ID
	M
	
	RL ID 9.2.1.49
	
	–
	

	>C-ID
	M
	
	9.2.1.6
	
	–
	

	>HS-DSCH FDD Secondary Serving Information
	M
	
	9.2.2.19aa
	
	–
	

	UE Aggregate Maximum Bit Rate
	O
	
	9.2.1.x
	
	YES
	ignore


	Condition
	Explanation

	EDCHInfo
	This IE shall be present if E-DPCH Information IE is present.


	Range bound
	Explanation

	maxnoofRLs
	Maximum number of radio links for one UE.

	maxnoofHSDSCH-1
	Maximum number of Secondary Serving HS-DSCH cells for one UE.


#Partially omitted
9.1.11
RADIO LINK RECONFIGURATION PREPARE

9.1.11.1
FDD Message

	IE/Group Name
	Presence
	Range
	IE Type and Reference
	Semantics Description
	Criticality
	Assigned Criticality

	Message Type
	M
	
	9.2.1.40
	
	YES
	reject

	Transaction ID 
	M
	
	9.2.1.59
	
	–
	

	Allowed Queuing Time
	O
	
	9.2.1.2
	
	YES
	reject

	UL DPCH Information
	
	0..1
	
	
	YES
	reject

	>UL Scrambling Code
	O
	
	9.2.2.53
	
	–
	

	>UL SIR Target
	O
	
	Uplink SIR

9.2.1.69
	
	–
	

	>Min UL Channelisation Code Length
	O
	
	9.2.2.25
	
	–
	

	>Max Number of UL DPDCHs
	C – CodeLen
	
	9.2.2.24
	
	–
	

	>Puncture Limit
	O
	
	9.2.1.46
	For the UL.
	–
	

	>TFCS
	O
	
	9.2.1.63
	TFCS for the UL.
	–
	

	>UL DPCCH Slot Format
	O
	
	9.2.2.52
	
	–
	

	>Diversity Mode
	O
	
	9.2.2.8
	
	–
	

	>Not Used
	O
	
	NULL
	
	–
	

	>Not Used
	O
	
	NULL
	
	–
	

	>UL DPDCH Indicator For E-DCH Operation
	O
	
	9.2.2.52A
	
	YES
	reject

	DL DPCH Information
	
	0..1
	
	
	YES
	reject

	>TFCS
	O
	
	9.2.1.63
	TFCS for the DL.
	–
	

	>DL DPCH Slot Format
	O
	
	9.2.2.9
	
	–
	

	>Number of DL Channelisation Codes
	O
	
	9.2.2.26A
	
	–
	

	>TFCI Signalling Mode
	O
	
	9.2.2.46
	
	–
	

	>TFCI Presence
	C- SlotFormat
	
	9.2.1.55
	
	–
	

	>Multiplexing Position
	O
	
	9.2.2.26
	
	–
	

	>Limited Power Increase
	O
	
	9.2.2.21A
	
	–
	

	>DL DPCH Power Information
	
	0..1
	
	
	YES
	reject

	>>Power Offset Information
	
	1
	
	
	–
	

	>>>PO1
	M
	
	Power Offset

9.2.2.30
	Power offset for the TFCI bits
	–
	

	>>>PO2
	M
	
	Power Offset

9.2.2.30
	Power offset for the TPC bits
	–
	

	>>>PO3
	M
	
	Power Offset

9.2.2.30
	Power offset for the pilot bits
	_
	

	>>FDD TPC Downlink Step Size
	M
	
	9.2.2.16
	
	–
	

	>>Inner Loop DL PC Status
	M
	
	9.2.2.21a
	
	–
	

	DCHs To Modify
	O
	
	FDD DCHs To Modify

9.2.2.13C
	
	YES
	reject

	DCHs To Add
	O
	
	DCH FDD Information

9.2.2.4A
	
	YES
	reject

	DCHs To Delete
	
	0..<maxnoofDCHs>
	
	
	GLOBAL
	reject

	>DCH ID
	M
	
	9.2.1.16
	
	–
	

	RL Information
	
	0..<maxnoofRLs>
	
	
	EACH
	reject

	>RL ID
	M
	
	9.2.1.49
	
	–
	

	>Not Used
	O
	
	NULL
	
	–
	

	>Not Used
	O
	
	NULL
	
	–
	

	>Transmit Diversity Indicator
	C –

Diversity mode
	
	9.2.2.48
	
	–
	

	>DL Reference Power
	O
	
	DL Power

9.2.1.21A
	Power on DPCH
	YES
	ignore

	>RL Specific DCH Information
	O
	
	9.2.1.49A
	
	YES
	ignore

	>DL DPCH Timing   Adjustment
	O
	
	9.2.2.9A
	Required RL Timing Adjustment 
	YES
	reject

	>Phase Reference Update Indicator
	O
	
	9.2.2.27B
	
	YES
	ignore

	>RL specific E-DCH Information
	O
	
	9.2.2.35a
	
	YES
	reject

	>E-DCH RL Indication
	O
	
	9.2.2.4E
	
	YES
	reject

	Transmission Gap Pattern Sequence Information
	O
	
	9.2.2.47A
	
	YES
	reject

	HS-DSCH Information
	O
	
	HS-DSCH FDD Information

9.2.2.19a
	
	YES
	reject

	HS-DSCH Information To Modify
	O
	
	9.2.1.30Q
	
	YES
	reject

	HS-DSCH MAC-d Flows To Add
	O
	
	HS-DSCH MAC-d Flows Information

9.2.1.30OA
	
	YES
	reject

	HS-DSCH MAC-d Flows To Delete
	O
	
	9.2.1.30OB
	
	YES
	reject

	HS-PDSCH RL ID
	O
	
	RL ID 9.2.1.49
	
	YES
	reject

	E-DPCH Information 
	
	0..1
	
	
	YES
	reject

	>Maximum Set of E-DPDCHs
	O
	
	9.2.2.24e
	
	–
	

	>Puncture Limit
	O
	
	9.2.1.46
	
	–
	

	>E-TFCS Information
	O
	
	9.2.2.4G
	
	–
	

	>E-TTI
	O
	
	9.2.2.4J
	
	–
	

	>E-DPCCH Power Offset
	O
	
	9.2.2.4K
	
	–
	

	>E-RGCH 2-Index-Step Threshold
	O
	
	9.2.2.64
	
	–
	

	>E-RGCH 3-Index-Step Threshold
	O
	
	9.2.2.65
	
	–
	

	>HARQ Info for E-DCH
	O
	
	9.2.2.66
	
	–
	

	>HS-DSCH Configured Indicator
	O
	
	9.2.2.19C
	
	–
	

	> Minimum Reduced E-DPDCH Gain Factor
	O
	
	9.2.2.102
	
	YES
	ignore

	E-DCH FDD Information
	O
	
	9.2.2.4B
	
	YES
	reject

	E-DCH FDD Information to Modify
	O
	
	9.2.2.4F
	
	YES
	reject

	E-DCH MAC-d Flows to Add
	O
	
	E-DCH MAC-d flows Information 9.2.2.4MC
	
	YES
	reject

	E-DCH MAC-d Flows to Delete
	O
	
	9.2.1.90
	
	YES
	reject

	Serving E-DCH RL
	O
	
	9.2.2.38C
	
	YES
	reject

	F-DPCH Information
	
	0..1
	
	
	YES
	reject

	>Power Offset Information
	
	1
	
	
	–
	

	>>PO2
	M
	
	Power Offset

9.2.2.30
	This IE shall be ignored by DRNS.
	_
	

	>FDD TPC Downlink Step Size
	M
	
	9.2.2.16
	
	–
	

	>Limited Power Increase
	M
	
	9.2.2.21A
	
	–
	

	>Inner Loop DL PC Status
	M
	
	9.2.2.21a
	
	–
	

	>F-DPCH Slot Format Support Request
	O
	
	9.2.2.86
	
	YES
	reject

	>F-DPCH Slot Format
	O
	
	9.2.2.85
	
	YES
	Ignore

	Fast Reconfiguration Mode
	O
	
	9.2.2.70
	
	YES
	ignore

	CPC Information
	
	0..1
	
	
	YES
	reject

	>Continuous Packet Connectivity DTX-DRX Information
	O
	
	9.2.2.72
	
	–
	

	>Continuous Packet Connectivity DTX-DRX Information To Modify
	O
	
	9.2.2.73
	
	–
	

	>Continuous Packet Connectivity HS-SCCH less Information
	O
	
	9.2.2.74
	
	–
	

	>Continuous Packet Connectivity HS-SCCH less Deactivate Indicator
	O
	
	9.2.2.75A
	
	YES
	reject

	Additional HS Cell Information RL Reconf Prep
	
	0..<maxnoofHSDSCH-1>
	
	For secondary serving HS-DSCH cell. Max 1 in this 3GPP release. 
	EACH
	reject

	>HS-PDSCH RL ID
	M
	
	RL ID 9.2.1.49
	
	–
	

	>C-ID
	O
	
	9.2.1.6
	
	–
	

	>HS-DSCH FDD Secondary Serving Information
	O
	
	9.2.2.19aa
	
	–
	

	>HS-DSCH FDD Secondary Serving Information To Modify
	O
	
	9.2.2.19bb
	
	–
	

	>HS-DSCH Secondary Serving Remove
	O
	
	NULL
	
	–
	

	UE Aggregate Maximum Bit Rate
	O
	
	9.2.1.x
	
	YES
	ignore


	Condition
	Explanation

	CodeLen
	The IE shall be present only if the Min UL Channelisation Code length IE equals to 4.

	SlotFormat
	The IE shall only be present if the DL DPCH Slot Format IE is equal to any of the values from 12 to 16.

	Diversity mode
	The IE shall be present if Diversity Mode IE is present in the UL DPCH Information IE and is not equal to "none".


	Range bound
	Explanation

	maxnoofDCHs
	Maximum number of DCHs for a UE.

	maxnoofRLs
	Maximum number of RLs for a UE.

	maxnoofHSDSCH-1
	Maximum number of Secondary Serving HS-DSCH cells for one UE.


#Partially omitted
9.1.16
RADIO LINK RECONFIGURATION REQUEST

9.1.16.1
FDD Message

	IE/Group Name
	Presence
	Range
	IE Type and Reference
	Semantics Description
	Criticality
	Assigned Criticality

	Message Type
	M
	
	9.2.1.40
	
	YES
	reject

	Transaction ID 
	M
	
	9.2.1.59
	
	–
	

	Allowed Queuing Time
	O
	
	9.2.1.2
	
	YES
	reject

	UL DPCH Information 
	
	0..1
	
	
	YES
	reject

	>TFCS
	O
	
	9.2.1.63
	TFCS for the UL.
	–
	

	>UL DPDCH Indicator For E-DCH Operation
	O
	
	9.2.2.52A
	
	YES
	reject

	DL DPCH Information 
	
	0..1
	
	
	YES
	reject

	>TFCS
	O
	
	9.2.1.63
	TFCS for the DL.
	–
	

	>TFCI Signalling Mode
	O
	
	9.2.2.46
	
	–
	

	>Limited Power Increase
	O
	
	9.2.2.21A
	
	–
	

	DCHs To Modify
	O
	
	FDD DCHs To Modify

9.2.2.13C
	
	YES
	reject

	DCHs To Add
	O
	
	DCH FDD Information

9.2.2.4A
	
	YES
	reject

	DCHs To Delete
	
	0..<maxnoofDCHs>
	
	
	GLOBAL
	reject

	>DCH ID
	M
	
	9.2.1.16
	
	–
	

	Transmission Gap Pattern Sequence Information
	O
	
	9.2.2.47A
	
	YES
	reject

	RL Information
	
	0..<maxnoofRLs>
	
	
	EACH
	ignore

	>RL ID
	M
	
	9.2.1.49
	
	–
	

	>RL Specific DCH Information
	O
	
	9.2.1.49A
	
	–
	

	>RL specific E-DCH Information
	O
	
	9.2.2.35a
	
	YES
	reject

	>E-DCH RL Indication
	O
	
	9.2.2.4E
	
	YES
	reject

	DL Reference Power Information
	O
	
	9.2.2.10C
	
	YES
	ignore

	HS-DSCH Information
	O
	
	HS-DSCH FDD Information

9.2.2.19a
	
	YES
	reject

	HS-DSCH Information To Modify Unsynchronised
	O
	
	9.2.1.30NA
	
	YES
	reject

	HS-DSCH MAC-d Flows To Add
	O
	
	HS-DSCH MAC-d Flows Information 9.2.1.30OA
	
	YES
	reject

	HS-DSCH MAC-d Flows To Delete
	O
	
	9.2.1.30OB
	
	YES
	reject

	HS-PDSCH RL ID
	O
	
	RL ID 9.2.1.49
	
	YES
	reject

	E-DPCH Information
	
	0..1
	
	
	YES
	reject

	>Maximum Set of E-DPDCHs
	O
	
	9.2.2.24e
	
	–
	

	>Puncture Limit
	O
	
	9.2.1.46
	
	–
	

	>E-TFCS Information
	O
	
	9.2.2.4G
	
	–
	

	>E-TTI
	O
	
	9.2.2.4J
	
	–
	

	>E-DPCCH Power Offset
	O
	
	9.2.2.4K
	
	–
	

	>E-RGCH 2-Index-Step Threshold
	O
	
	9.2.2.64
	
	–
	

	>E-RGCH 3-Index-Step Threshold
	O
	
	9.2.2.65
	
	–
	

	>HARQ Info for E-DCH
	O
	
	9.2.2.66
	
	–
	

	> Minimum Reduced E-DPDCH Gain Factor
	O
	
	9.2.2.102
	
	YES
	ignore

	>HS-DSCH Configured Indicator
	O
	
	9.2.2.19C
	
	–
	

	E-DCH FDD Information
	O
	
	9.2.2.4B
	
	YES
	reject

	E-DCH FDD Information to Modify
	O
	
	9.2.2.4F
	
	YES
	reject

	E-DCH MAC-d Flows to Add
	O
	
	E-DCH MAC-d flows Information 9.2.2.4MC
	
	YES
	reject

	E-DCH MAC-d Flows to Delete
	O
	
	9.2.1.90
	
	YES
	reject

	Serving E-DCH RL
	O
	
	9.2.2.38C
	
	YES
	reject

	CPC Information
	
	0..1
	
	
	YES
	reject

	>Continuous Packet Connectivity DTX-DRX Information
	O
	
	9.2.2.72
	
	–
	

	>Continuous Packet Connectivity DTX-DRX Information To Modify
	O
	
	9.2.2.73
	
	–
	

	>Continuous Packet Connectivity HS-SCCH less Information
	O
	
	9.2.2.74
	
	–
	

	>Continuous Packet Connectivity HS-SCCH less Deactivate Indicator
	O
	
	9.2.2.75A
	
	YES
	reject

	No of Target Cell HS-SCCH Order  
	O
	
	INTEGER (1..30)
	
	YES
	ignore

	Additional HS Cell Information RL Reconf Req
	
	0..<maxnoofHSDSCH-1>
	
	For secondary serving HS-DSCH cell. Max 1 in this 3GPP release. 
	EACH
	reject

	>HS-PDSCH RL ID
	M
	
	RL ID 9.2.1.49
	
	–
	

	>C-ID
	O
	
	9.2.1.6
	
	–
	

	>HS-DSCH FDD Secondary Serving Information
	O
	
	9.2.2.19aa
	
	–
	

	>HS-DSCH FDD Secondary Serving Information To Modify Unsynchronised
	O
	
	9.2.2.19bc
	
	–
	

	>HS-DSCH Secondary Serving Remove
	O
	
	NULL
	
	–
	

	UE Aggregate Maximum Bit Rate
	O
	
	9.2.1.x
	
	YES
	ignore


	Range Bound
	Explanation

	maxnoofDCHs
	Maximum number of DCHs for one UE.

	maxnoofRLs
	Maximum number of RLs for a UE.

	maxnoofHSDSCH-1
	Maximum number of Secondary Serving HS-DSCH cells for one UE.


#Partially omitted
9.2.1.x
UE Aggregate Maximum Bit Rate
The UE Aggregate Maximum Bitrate IE is applicable for all Non-GBR bearers per UE which is defined for the Downlink and the Uplink direction and provided by the CN to the RNC. At least one of the UE Aggregate Maximum Bit Rate Downlink IE and UE Aggregate Maximum Bit Rate Uplink IE shall be included in the UE Aggregate Maximum Bit Rate IE.
	IE/Group Name
	Presence
	Range
	IE type and reference
	Semantics description

	UE Aggregate Maximum Bit Rate
	
	
	
	Desc:

Applicable for non-GBR bearers

	>UE Aggregate Maximum Bit Rate Downlink
	O
	
	INTEGER (1..1,000,000,000)
	Desc.: This IE indicates the aggregated maximum number of bits delivered by UTRAN and to UTRAN in DL within a period of time, divided by the duration of the period for all non-GBR bearers in one UE. The MBR of non-GBR bearers shall be ignored if this IE present.

	>UE Aggregate Maximum Bit Rate Uplink
	O
	
	INTEGER (1..1,000,000,000)
	Desc.: This IE indicates the aggregated maximum number of bits delivered by UTRAN and to UTRAN in UL within a period of time, divided by the duration of the period for all non-GBR bearers in one UE. The MBR of non-GBR bearers shall be ignored if this IE present.


#Partially omitted
9.3.3
PDU Definitions

-- **************************************************************

--

-- PDU definitions for RNSAP.

--

-- **************************************************************

#Partially omitted

TSTD-Support-Indicator,

UARFCN,


UC-ID,

UE-AggregateMaximumBitRate,

UEIdentity,


UEMeasurementType,


UEMeasurementTimeslotInfoHCR,


UEMeasurementTimeslotInfoLCR,


UEMeasurementTimeslotInfo768,

UEMeasurementReportCharacteristics,


UEMeasurementParameterModAllow,


UEMeasurementValueInformation,


UE-State,


UL-DPCCH-SlotFormat,


UL-DPDCHIndicatorEDCH,


UL-SIR,


UL-FP-Mode,


UL-PhysCH-SF-Variation,

UL-ScramblingCode,


UL-Timeslot-Information,


UL-Timeslot-Information768,

UL-TimeslotLCR-Information,

UL-TimeSlot-ISCP-Info,


UL-TimeSlot-ISCP-LCR-Info,

URA-ID,


URA-Information,


USCH-ID,


USCH-Information,


UL-Synchronisation-Parameters-LCR,


TDD-DL-DPCH-TimeSlotFormat-LCR,


TDD-UL-DPCH-TimeSlotFormat-LCR,


MAChs-ResetIndicator,


UL-TimingAdvanceCtrl-LCR,


TDD-TPC-UplinkStepSize-LCR,


PrimaryCCPCH-RSCP-Delta,


SynchronisationIndicator,


Support-PLCCH,


PLCCHinformation,


RxTimingDeviationForTAext,


E-DCH-Information,


E-DCH-Information-Reconfig,

E-DCH-Information-Response,


E-DCH-768-Information,


E-DCH-768-Information-Reconfig,

E-DCH-768-Information-Response,


E-DCH-LCR-Information,


E-DCH-LCR-Information-Reconfig,

E-DCH-LCR-Information-Response,


ControlGAP,

IdleIntervalInformation,


NeedforIdleInterval,


HS-SICH-ID-Extension,


TSN-Length,


UPPCHPositionLCR,

Common-EDCH-MAC-d-Flow-Specific-InformationLCR,

Enhanced-FACH-Information-ResponseLCR,


HSDSCH-PreconfigurationSetup,


HSDSCH-PreconfigurationInfo,


NoOfTargetCellHS-SCCH-Order,


EnhancedHSServingCC-Abort,


GANSS-Time-ID,


HS-DSCH-FDD-Secondary-Serving-Update-Information,


HS-DSCH-Secondary-Serving-Remove,


HS-DSCH-FDD-Secondary-Serving-Information-To-Modify-Unsynchronised,


HS-DSCH-Secondary-Serving-Information-To-Modify,


HS-DSCH-Secondary-Serving-Cell-Change-Information-Response,


HS-DSCH-FDD-Secondary-Serving-Information-Response,


HS-DSCH-FDD-Secondary-Serving-Information,


MinimumReducedE-DPDCH-GainFactor,

ContinuousPacketConnectivity-DRX-InformationLCR,


ContinuousPacketConnectivity-DRX-Information-ResponseLCR,


CPC-InformationLCR,


E-DCH-Semi-PersistentScheduling-Information-LCR,


HS-DSCH-Semi-PersistentScheduling-Information-LCR,


HS-DSCH-Semi-PersistentScheduling-Information-ResponseLCR,


E-DCH-Semi-PersistentScheduling-Information-ResponseLCR

FROM RNSAP-IEs

#Partially omitted

id-Transmission-Gap-Pattern-Sequence-Information,

id-UE-AggregateMaximumBitRate,

id-UEIdentity,


id-UEMeasurementType,


id-UEMeasurementTimeslotInfoHCR,


id-UEMeasurementTimeslotInfoLCR,


id-UEMeasurementReportCharacteristics,


id-UEMeasurementParameterModAllow,


id-UEMeasurementValueInformation,


id-UE-State,

id-UL-CCTrCH-AddInformation-RL-ReconfPrepTDD,


id-UL-CCTrCH-DeleteInformation-RL-ReconfPrepTDD,


id-UL-CCTrCH-ModifyInformation-RL-ReconfPrepTDD,


id-UL-CCTrCH-InformationDeleteItem-RL-ReconfRqstTDD,


id-UL-CCTrCH-InformationModifyItem-RL-ReconfRqstTDD,


id-UL-CCTrCH-InformationAddList-RL-ReconfPrepTDD,


id-UL-CCTrCH-InformationDeleteList-RL-ReconfPrepTDD,


id-UL-CCTrCH-InformationModifyList-RL-ReconfPrepTDD,


id-UL-CCTrCH-InformationDeleteList-RL-ReconfRqstTDD,


id-UL-CCTrCH-InformationModifyList-RL-ReconfRqstTDD,


id-UL-CCTrCH-InformationItem-RL-SetupRqstTDD,


id-UL-CCTrCH-InformationList-RL-SetupRqstTDD,


id-UL-CCTrCH-InformationListIE-PhyChReconfRqstTDD,

id-UL-CCTrCH-InformationListIE-RL-AdditionRspTDD,


id-UL-CCTrCH-InformationListIE-RL-ReconfReadyTDD,


id-UL-CCTrCH-InformationListIE-RL-SetupRspTDD,


id-UL-DPCH-Information-RL-ReconfPrepFDD,


id-UL-DPCH-Information-RL-ReconfRqstFDD,

id-UL-DPCH-Information-RL-SetupRqstFDD,


id-UL-DPDCHIndicatorEDCH,

id-UL-DPCH-InformationItem-PhyChReconfRqstTDD,


id-UL-DPCH-InformationItem-RL-AdditionRspTDD,


id-UL-DPCH-InformationItem-RL-SetupRspTDD,


id-UL-DPCH-InformationAddListIE-RL-ReconfReadyTDD,


id-UL-DPCH-InformationDeleteListIE-RL-ReconfReadyTDD,


id-UL-DPCH-InformationModifyListIE-RL-ReconfReadyTDD,


id-UL-Physical-Channel-Information-RL-SetupRqstTDD,


id-UL-SIRTarget,

id-URA-ID,

id-URA-Information,


id-UnsuccessfulRL-InformationResponse-RL-AdditionFailureFDD,


id-UnsuccessfulRL-InformationResponse-RL-AdditionFailureTDD,


id-UnsuccessfulRL-InformationResponse-RL-SetupFailureFDD,


id-UnsuccessfulRL-InformationResponse-RL-SetupFailureTDD,


id-USCHs-to-Add,


id-USCH-DeleteList-RL-ReconfPrepTDD,


id-USCH-InformationListIE-RL-AdditionRspTDD,


id-USCH-InformationListIEs-RL-SetupRspTDD,


id-USCH-Information,


id-USCH-ModifyList-RL-ReconfPrepTDD,


id-USCHToBeAddedOrModifiedList-RL-ReconfReadyTDD,


id-DL-Timeslot-ISCP-LCR-Information-RL-SetupRqstTDD,


id-RL-LCR-InformationResponse-RL-SetupRspTDD,


id-UL-CCTrCH-LCR-InformationListIE-RL-SetupRspTDD,


id-UL-DPCH-LCR-InformationItem-RL-SetupRspTDD,


id-DL-CCTrCH-LCR-InformationListIE-RL-SetupRspTDD,


id-DL-DPCH-LCR-InformationItem-RL-SetupRspTDD,


id-DSCH-LCR-InformationListIEs-RL-SetupRspTDD,


id-USCH-LCR-InformationListIEs-RL-SetupRspTDD,


id-DL-Timeslot-ISCP-LCR-Information-RL-AdditionRqstTDD,


id-RL-LCR-InformationResponse-RL-AdditionRspTDD,


id-UL-CCTrCH-LCR-InformationListIE-RL-AdditionRspTDD,


id-UL-DPCH-LCR-InformationItem-RL-AdditionRspTDD,


id-DL-CCTrCH-LCR-InformationListIE-RL-AdditionRspTDD,


id-DL-DPCH-LCR-InformationItem-RL-AdditionRspTDD,


id-DSCH-LCR-InformationListIEs-RL-AdditionRspTDD,


id-USCH-LCR-InformationListIEs-RL-AdditionRspTDD,


id-UL-DPCH-LCR-InformationAddListIE-RL-ReconfReadyTDD,


id-UL-Timeslot-LCR-InformationModifyList-RL-ReconfReadyTDD,


id-DL-DPCH-LCR-InformationAddListIE-RL-ReconfReadyTDD,


id-DL-Timeslot-LCR-InformationModifyList-RL-ReconfReadyTDD,


id-UL-Timeslot-LCR-InformationList-PhyChReconfRqstTDD,


id-DL-Timeslot-LCR-InformationList-PhyChReconfRqstTDD,


id-timeSlot-ISCP-LCR-List-DL-PC-Rqst-TDD,


id-TSTD-Support-Indicator-RL-SetupRqstTDD,


id-PrimaryCCPCH-RSCP-RL-ReconfPrepTDD,

id-DL-TimeSlot-ISCP-Info-RL-ReconfPrepTDD,

id-DL-Timeslot-ISCP-LCR-Information-RL-ReconfPrepTDD,


id-neighbouringTDDCellMeasurementInformationLCR,


id-UL-SIR-Target-CCTrCH-InformationItem-RL-SetupRspTDD,


id-UL-SIR-Target-CCTrCH-LCR-InformationItem-RL-SetupRspTDD,


id-TrafficClass,


id-UL-Synchronisation-Parameters-LCR,

id-TDD-DL-DPCH-TimeSlotFormatModifyItem-LCR-RL-ReconfReadyTDD,


id-TDD-UL-DPCH-TimeSlotFormatModifyItem-LCR-RL-ReconfReadyTDD,


id-MAChs-ResetIndicator,


id-UL-TimingAdvanceCtrl-LCR,

id-CCTrCH-Maximum-DL-Power-RL-SetupRspTDD,


id-CCTrCH-Minimum-DL-Power-RL-SetupRspTDD,


id-CCTrCH-Maximum-DL-Power-RL-AdditionRspTDD,


id-CCTrCH-Minimum-DL-Power-RL-AdditionRspTDD,


id-CCTrCH-Maximum-DL-Power-RL-ReconfReadyTDD,


id-CCTrCH-Minimum-DL-Power-RL-ReconfReadyTDD,


id-Maximum-DL-Power-TimeslotLCR-InformationModifyItem-RL-ReconfReadyTDD,


id-Minimum-DL-Power-TimeslotLCR-InformationModifyItem-RL-ReconfReadyTDD,


id-DL-CCTrCH-InformationList-RL-ReconfRspTDD,


id-DL-DPCH-InformationModifyItem-LCR-RL-ReconfRspTDD,


id-TDD-TPC-UplinkStepSize-LCR-RL-SetupRqstTDD,

id-UL-CCTrCH-InformationList-RL-AdditionRqstTDD,


id-UL-CCTrCH-InformationItem-RL-AdditionRqstTDD,


id-DL-CCTrCH-InformationList-RL-AdditionRqstTDD,


id-DL-CCTrCH-InformationItem-RL-AdditionRqstTDD,

id-TDD-TPC-UplinkStepSize-InformationAdd-LCR-RL-ReconfPrepTDD,


id-TDD-TPC-UplinkStepSize-InformationModify-LCR-RL-ReconfPrepTDD,


id-TDD-TPC-DownlinkStepSize-InformationAdd-RL-ReconfPrepTDD,


id-TDD-TPC-DownlinkStepSize-InformationModify-RL-ReconfPrepTDD,


id-PrimaryCCPCH-RSCP-Delta,


id-multiple-DedicatedMeasurementValueList-TDD-DM-Rsp,


id-multiple-DedicatedMeasurementValueList-LCR-TDD-DM-Rsp,


id-SynchronisationIndicator,


id-secondary-LCR-CCPCH-Info-TDD,


id-multiple-HSSICHMeasurementValueList-TDD-DM-Rsp,

id-CellCapabilityContainer-TDD768,


id-neighbouringTDDCellMeasurementInformation768,

id-RL-InformationResponse-RL-SetupRspTDD768,


id-UL-CCTrCH-InformationListIE-RL-SetupRspTDD768,


id-DL-CCTrCH-InformationListIE-RL-SetupRspTDD768,


id-UL-DPCH-InformationItem-RL-SetupRspTDD768,


id-DL-DPCH-InformationItem-RL-SetupRspTDD768,


id-TDD768-minimumSpreadingFactor-UL,


id-TDD768-minimumSpreadingFactor-DL,


id-TDD768-maxNrDLPhysicalchannels,


id-TDD768-maxNrDLPhysicalchannelsTS,

id-RL-InformationResponse-RL-AdditionRspTDD768,


id-UL-CCTrCH-InformationListIE-RL-AdditionRspTDD768,


id-DL-CCTrCH-InformationListIE-RL-AdditionRspTDD768,


id-UL-DPCH-InformationItem-RL-AdditionRspTDD768,


id-DL-DPCH-InformationItem-RL-AdditionRspTDD768,


id-UL-DPCH-InformationAddListIE-RL-ReconfReadyTDD768,


id-UL-Timeslot-InformationModifyList-RL-ReconfReadyTDD768,


id-DL-DPCH-InformationAddListIE-RL-ReconfReadyTDD768,


id-DL-Timeslot-InformationModifyList-RL-ReconfReadyTDD768,


id-secondary-CCPCH-Info-RL-ReconfReadyTDD768,

id-HSPDSCH-Timeslot-InformationList-PhyChReconfRqstTDD768,


id-UL-Timeslot-InformationList-PhyChReconfRqstTDD768,


id-DL-Timeslot-InformationList-PhyChReconfRqstTDD768,


id-multiple-DedicatedMeasurementValueList-TDD768-DM-Rsp,

id-UEMeasurementTimeslotInfo768,


id-DL-DPCH-InformationDeleteList768-RL-ReconfReadyTDD,

id-DPCH-ID768-DM-Rsp,


id-DPCH-ID768-DM-Rqst,


id-DPCH-ID768-DM-Rprt,


id-RxTimingDeviationForTAext,


id-RxTimingDeviationForTA768,


id-E-DCH-Information,


id-E-DCH-Information-Reconfig,


id-E-DCH-Serving-RL-ID,


id-E-DCH-Information-Response,


id-E-DCH-768-Information,


id-E-DCH-768-Information-Reconfig,


id-E-DCH-768-Information-Response,


id-E-DCH-LCR-Information,


id-E-DCH-LCR-Information-Reconfig,


id-E-DCH-LCR-Information-Response,


id-PowerControlGAP,


id-IdleIntervalInformation,


id-NeedforIdleInterval,


id-IdleIntervalConfigurationIndicator,

id-UARFCNforNt,


id-HS-SICH-ID-Extension,


id-HSSICH-Info-DM-Rqst-Extension,


id-UPPCHPositionLCR,


id-Common-EDCH-MAC-d-Flow-Specific-InformationLCR,

id-Enhanced-FACH-Information-ResponseLCR,


id-HSDSCH-PreconfigurationSetup,


id-HSDSCH-PreconfigurationInfo,


id-NoOfTargetCellHS-SCCH-Order,


id-EnhancedHSServingCC-Abort,


id-GANSS-Time-ID,


id-Additional-HS-Cell-Information-RL-Setup,


id-Additional-HS-Cell-Information-Response,


id-Additional-HS-Cell-Information-RL-Addition,


id-Additional-HS-Cell-Change-Information-Response,


id-Additional-HS-Cell-Information-RL-Reconf-Prep,


id-Additional-HS-Cell-Information-RL-Reconf-Req,

id-Additional-HS-Cell-RL-Reconf-Response,


id-Additional-HS-Cell-Information-RL-Param-Upd,

id-MinimumReducedE-DPDCH-GainFactor,

id-ContinuousPacketConnectivity-DRX-InformationLCR,


id-ContinuousPacketConnectivity-DRX-Information-ResponseLCR,


id-CPC-InformationLCR,


id-E-DCH-Semi-PersistentScheduling-Information-LCR,


id-HS-DSCH-Semi-PersistentScheduling-Information-LCR,


id-HS-DSCH-Semi-PersistentScheduling-Information-ResponseLCR,


id-E-DCH-Semi-PersistentScheduling-Information-ResponseLCR
FROM RNSAP-Constants;
#Partially omitted
-- **************************************************************

--

-- RADIO LINK SETUP REQUEST FDD

--

-- **************************************************************

RadioLinkSetupRequestFDD ::= SEQUENCE {


protocolIEs                     ProtocolIE-Container       {{RadioLinkSetupRequestFDD-IEs}},


protocolExtensions              ProtocolExtensionContainer {{RadioLinkSetupRequestFDD-Extensions}}                   OPTIONAL,


...

}

RadioLinkSetupRequestFDD-IEs RNSAP-PROTOCOL-IES ::= {


{ ID id-SRNC-ID




CRITICALITY reject
TYPE RNC-ID





PRESENCE mandatory} |


{ ID id-S-RNTI




CRITICALITY reject
TYPE S-RNTI 




PRESENCE mandatory
} |


{ ID id-D-RNTI




CRITICALITY reject
TYPE D-RNTI




PRESENCE optional
} |


{ ID id-AllowedQueuingTime


CRITICALITY reject
TYPE AllowedQueuingTime 


PRESENCE optional
} |


{ ID id-UL-DPCH-Information-RL-SetupRqstFDD
CRITICALITY reject
TYPE UL-DPCH-Information-RL-SetupRqstFDD

PRESENCE mandatory
} |


{ ID id-DL-DPCH-Information-RL-SetupRqstFDD
CRITICALITY reject
TYPE DL-DPCH-Information-RL-SetupRqstFDD

PRESENCE optional
} |


{ ID id-DCH-FDD-Information

CRITICALITY reject
TYPE DCH-FDD-Information

PRESENCE mandatory
} |


{ ID id-RL-Information-RL-SetupRqstFDD

CRITICALITY notify
TYPE RL-InformationList-RL-SetupRqstFDD

PRESENCE mandatory
}|


{ ID id-Transmission-Gap-Pattern-Sequence-Information

CRITICALITY reject
TYPE Transmission-Gap-Pattern-Sequence-Information
 PRESENCE optional } |


{ ID id-Active-Pattern-Sequence-Information
CRITICALITY reject
TYPE Active-Pattern-Sequence-Information
 PRESENCE optional },


...

}

UL-DPCH-Information-RL-SetupRqstFDD ::= SEQUENCE {


ul-ScramblingCode



UL-ScramblingCode,


minUL-ChannelisationCodeLength


MinUL-ChannelisationCodeLength,


maxNrOfUL-DPCHs




MaxNrOfUL-DPCHs


OPTIONAL


-- This IE shall be present if minUL-ChannelisationCodeLength equals to 4 -- ,


ul-PunctureLimit



PunctureLimit,


ul-TFCS






TFCS,


ul-DPCCH-SlotFormat



UL-DPCCH-SlotFormat,


ul-SIRTarget




UL-SIR


OPTIONAL,


diversityMode




DiversityMode,


not-Used-sSDT-CellIdLength

NULL


OPTIONAL,


not-Used-s-FieldLength


NULL


OPTIONAL,


iE-Extensions




ProtocolExtensionContainer { {UL-DPCH-Information-RL-SetupRqstFDD-ExtIEs} } OPTIONAL,


...

}

UL-DPCH-Information-RL-SetupRqstFDD-ExtIEs RNSAP-PROTOCOL-EXTENSION ::= {


{ ID id-DPC-Mode



CRITICALITY reject

EXTENSION DPC-Mode



PRESENCE optional }|


{ ID id-UL-DPDCHIndicatorEDCH
CRITICALITY reject

EXTENSION UL-DPDCHIndicatorEDCH
PRESENCE optional },


...

}

DL-DPCH-Information-RL-SetupRqstFDD ::= SEQUENCE {


tFCS






TFCS,


dl-DPCH-SlotFormat



DL-DPCH-SlotFormat,


nrOfDLchannelisationcodes

NrOfDLchannelisationcodes,


tFCI-SignallingMode



TFCI-SignallingMode,


tFCI-Presence




TFCI-Presence


OPTIONAL


-- This IE shall be present if DL DPCH Slot Format IE is equal to any of the values from 12 to 16 --,


multiplexingPosition



MultiplexingPosition,


powerOffsetInformation



PowerOffsetInformation-RL-SetupRqstFDD,

fdd-dl-TPC-DownlinkStepSize

FDD-TPC-DownlinkStepSize,


limitedPowerIncrease


LimitedPowerIncrease,

innerLoopDLPCStatus



InnerLoopDLPCStatus,


iE-Extensions




ProtocolExtensionContainer { {DL-DPCH-Information-RL-SetupRqstFDD-ExtIEs} } OPTIONAL,


...

}

DL-DPCH-Information-RL-SetupRqstFDD-ExtIEs RNSAP-PROTOCOL-EXTENSION ::= {


...

}

PowerOffsetInformation-RL-SetupRqstFDD ::= SEQUENCE {



po1-ForTFCI-Bits



PowerOffset,



po2-ForTPC-Bits




PowerOffset,



po3-ForPilotBits



PowerOffset,



iE-Extensions




ProtocolExtensionContainer { { PowerOffsetInformation-RL-SetupRqstFDD-ExtIEs} } OPTIONAL,



...

}

PowerOffsetInformation-RL-SetupRqstFDD-ExtIEs RNSAP-PROTOCOL-EXTENSION ::= {


...

}

RL-InformationList-RL-SetupRqstFDD 


::= SEQUENCE (SIZE (1..maxNrOfRLs)) OF ProtocolIE-Single-Container { {RL-InformationItemIEs-RL-SetupRqstFDD} }

RL-InformationItemIEs-RL-SetupRqstFDD RNSAP-PROTOCOL-IES ::= {


{ ID id-RL-InformationItem-RL-SetupRqstFDD
CRITICALITY notify
TYPE RL-InformationItem-RL-SetupRqstFDD 

PRESENCE mandatory
}

}

RL-InformationItem-RL-SetupRqstFDD ::= SEQUENCE {


rL-ID






RL-ID,


c-ID






C-ID,


firstRLS-indicator



FirstRLS-Indicator,

frameOffset





FrameOffset,


chipOffset





ChipOffset,


propagationDelay



PropagationDelay

OPTIONAL,


diversityControlField


DiversityControlField

OPTIONAL


-- This IE shall be present if the RL is not the first one in the RL-InformationList-RL-SetupRqstFDD --,


dl-InitialTX-Power



DL-Power


OPTIONAL,


primaryCPICH-EcNo



PrimaryCPICH-EcNo


OPTIONAL,


not-Used-sSDT-CellID


NULL


OPTIONAL,


transmitDiversityIndicator

TransmitDiversityIndicator

OPTIONAL,


-- This IE shall be present unless Diversity Mode IE in UL DPCH Information group is "none"


iE-Extensions




ProtocolExtensionContainer { {RL-InformationItem-RL-SetupRqstFDD-ExtIEs} } OPTIONAL,


...

}

RL-InformationItem-RL-SetupRqstFDD-ExtIEs RNSAP-PROTOCOL-EXTENSION ::= {


{ ID id-Enhanced-PrimaryCPICH-EcNo
CRITICALITY ignore
EXTENSION Enhanced-PrimaryCPICH-EcNo
PRESENCE optional }|


{ ID id-RL-Specific-DCH-Info
CRITICALITY ignore
EXTENSION RL-Specific-DCH-Info
PRESENCE optional }|

{ ID id-DelayedActivation
CRITICALITY reject
EXTENSION DelayedActivation
PRESENCE optional }|


{ ID id-CellPortionID
CRITICALITY ignore
EXTENSION CellPortionID 
PRESENCE optional }|


{ ID id-RL-Specific-EDCH-Information
CRITICALITY reject
EXTENSION RL-Specific-EDCH-Information
PRESENCE optional }|


{ ID id-EDCH-RL-Indication
CRITICALITY reject
EXTENSION EDCH-RL-Indication
PRESENCE optional }|


{ ID id-ExtendedPropagationDelay
CRITICALITY ignore
EXTENSION ExtendedPropagationDelay 
PRESENCE optional }|


{ ID id-SynchronisationIndicator
CRITICALITY reject
EXTENSION SynchronisationIndicator
PRESENCE optional}|


{ ID id-HSDSCH-PreconfigurationSetup
CRITICALITY ignore
EXTENSION HSDSCH-PreconfigurationSetup
PRESENCE optional},


...

}

RadioLinkSetupRequestFDD-Extensions RNSAP-PROTOCOL-EXTENSION ::= {


{ ID id-Permanent-NAS-UE-Identity
CRITICALITY ignore
EXTENSION Permanent-NAS-UE-Identity
PRESENCE optional }|


{ ID id-DL-PowerBalancing-Information
CRITICALITY ignore
EXTENSION DL-PowerBalancing-Information
PRESENCE optional}|


{ ID id-HSDSCH-FDD-Information
CRITICALITY reject
EXTENSION HSDSCH-FDD-Information

PRESENCE optional }|


{ ID id-HSPDSCH-RL-ID
CRITICALITY reject
EXTENSION RL-ID
PRESENCE conditional }|

-- This IE shall be present if HS-DSCH Information IE is present.

{ ID id-MBMS-Bearer-Service-List
CRITICALITY notify
EXTENSION MBMS-Bearer-Service-List
PRESENCE optional }|


{ ID id-EDPCH-Information
CRITICALITY reject
EXTENSION EDPCH-Information-FDD
PRESENCE optional }|


{ ID id-EDCH-FDD-Information
CRITICALITY reject
EXTENSION EDCH-FDD-Information
PRESENCE conditional }|


-- This IE is present if E-DPCH Information IE is present.


{ ID id-Serving-EDCHRL-Id
CRITICALITY reject
EXTENSION EDCH-Serving-RL
PRESENCE optional }|


-- This IE is present if E-DCHInformation IE is present.

{ ID id-F-DPCH-Information-RL-SetupRqstFDD
CRITICALITY reject
EXTENSION F-DPCH-Information-RL-SetupRqstFDD
PRESENCE optional }|


{ ID id-Initial-DL-DPCH-TimingAdjustment-Allowed
CRITICALITY ignore
EXTENSION Initial-DL-DPCH-TimingAdjustment-Allowed
PRESENCE optional }|


{ ID id-DCH-Indicator-For-E-DCH-HSDPA-Operation
CRITICALITY reject
EXTENSION DCH-Indicator-For-E-DCH-HSDPA-Operation
PRESENCE optional }|


{ ID id-Serving-cell-change-CFN
CRITICALITY reject
EXTENSION CFN


PRESENCE optional }|


{ ID id-Continuous-Packet-Connectivity-DTX-DRX-Information
CRITICALITY reject
EXTENSION Continuous-Packet-Connectivity-DTX-DRX-Information







PRESENCE optional }|


{ ID id-Continuous-Packet-Connectivity-HS-SCCH-Less-Information
CRITICALITY reject
EXTENSION Continuous-Packet-Connectivity-HS-SCCH-Less-Information




PRESENCE optional }|


{ ID id-Extended-SRNC-ID
CRITICALITY reject
EXTENSION Extended-RNC-ID
PRESENCE optional }|


{ ID id-Additional-HS-Cell-Information-RL-Setup
CRITICALITY reject
EXTENSION Additional-HS-Cell-Information-RL-Setup-List













PRESENCE optional } |

{ ID id-UE-AggregateMaximumBitRate


CRITICALITY ignore
EXTENSION UE-AggregateMaximumBitRate
PRESENCE optional
},

...

}

Additional-HS-Cell-Information-RL-Setup-List
::= SEQUENCE (SIZE (1..maxNrOfHSDSCH-1)) OF Additional-HS-Cell-Information-RL-Setup-ItemIEs
Additional-HS-Cell-Information-RL-Setup-ItemIEs
::=SEQUENCE{


hSPDSCH-RL-ID








RL-ID,


c-ID










C-ID,


hS-DSCH-FDD-Secondary-Serving-Information

HS-DSCH-FDD-Secondary-Serving-Information,


iE-Extensions




ProtocolExtensionContainer { { Additional-HS-Cell-Information-RL-Setup-ItemIEs-ExtIEs} } OPTIONAL,


...

}
Additional-HS-Cell-Information-RL-Setup-ItemIEs-ExtIEs
RNSAP-PROTOCOL-EXTENSION ::= {


...

}

F-DPCH-Information-RL-SetupRqstFDD ::= SEQUENCE {


powerOffsetInformation


PowerOffsetInformation-F-DPCH-RL-SetupRqstFDD,


fdd-dl-TPC-DownlinkStepSize

FDD-TPC-DownlinkStepSize,


limitedPowerIncrease


LimitedPowerIncrease,

innerLoopDLPCStatus



InnerLoopDLPCStatus,


iE-Extensions




ProtocolExtensionContainer { { F-DPCH-Information-RL-SetupRqstFDD-ExtIEs} }




OPTIONAL,


...

}

F-DPCH-Information-RL-SetupRqstFDD-ExtIEs RNSAP-PROTOCOL-EXTENSION ::= {

{ ID id-F-DPCH-SlotFormatSupportRequest

CRITICALITY reject


EXTENSION F-DPCH-SlotFormatSupportRequest

PRESENCE optional
}|


{ ID id-F-DPCH-SlotFormat



CRITICALITY ignore
EXTENSION F-DPCH-SlotFormat

PRESENCE optional},

...

}

PowerOffsetInformation-F-DPCH-RL-SetupRqstFDD ::= SEQUENCE {


po2-ForTPC-Bits




PowerOffset,

--This IE shall be ignored by DRNS

iE-Extensions




ProtocolExtensionContainer { { PowerOffsetInformation-F-DPCH-RL-SetupRqstFDD-ExtIEs} }

OPTIONAL,


...

}

PowerOffsetInformation-F-DPCH-RL-SetupRqstFDD-ExtIEs RNSAP-PROTOCOL-EXTENSION ::= {


...

}

#Partially omitted
-- **************************************************************

--

-- RADIO LINK ADDITION REQUEST FDD

--

-- **************************************************************

RadioLinkAdditionRequestFDD ::= SEQUENCE {


protocolIEs                     ProtocolIE-Container       {{RadioLinkAdditionRequestFDD-IEs}},


protocolExtensions              ProtocolExtensionContainer {{RadioLinkAdditionRequestFDD-Extensions}}                   OPTIONAL,


...

}

RadioLinkAdditionRequestFDD-IEs RNSAP-PROTOCOL-IES ::= {


{ ID id-UL-SIRTarget



CRITICALITY reject
TYPE UL-SIR




PRESENCE mandatory
} |


{ ID id-RL-InformationList-RL-AdditionRqstFDD
CRITICALITY notify
TYPE RL-InformationList-RL-AdditionRqstFDD
PRESENCE mandatory
}|


{ ID id-Active-Pattern-Sequence-Information
CRITICALITY reject
TYPE Active-Pattern-Sequence-Information
 PRESENCE optional },


...

}

RL-InformationList-RL-AdditionRqstFDD


::= SEQUENCE (SIZE (1..maxNrOfRLs-1)) OF ProtocolIE-Single-Container { {RL-Information-RL-AdditionRqstFDD-IEs} }

RL-Information-RL-AdditionRqstFDD-IEs RNSAP-PROTOCOL-IES ::= {


{ ID id-RL-Information-RL-AdditionRqstFDD
CRITICALITY notify
TYPE RL-Information-RL-AdditionRqstFDD

PRESENCE mandatory
}

}

RL-Information-RL-AdditionRqstFDD ::= SEQUENCE {


rL-ID






RL-ID,


c-ID






C-ID,


frameOffset





FrameOffset,


chipOffset





ChipOffset,


diversityControlField


DiversityControlField,


primaryCPICH-EcNo



PrimaryCPICH-EcNo

OPTIONAL,


not-Used-sSDT-CellID


NULL


OPTIONAL,


transmitDiversityIndicator

TransmitDiversityIndicator

OPTIONAL,


iE-Extensions




ProtocolExtensionContainer { {RL-Information-RL-AdditionRqstFDD-ExtIEs} } OPTIONAL,


...

}

RL-Information-RL-AdditionRqstFDD-ExtIEs RNSAP-PROTOCOL-EXTENSION ::= {


{ ID id-DLReferencePower
CRITICALITY ignore

EXTENSION
DL-Power

PRESENCE optional}|


{ ID id-Enhanced-PrimaryCPICH-EcNo



CRITICALITY ignore

EXTENSION Enhanced-PrimaryCPICH-EcNo



PRESENCE optional
}|


{ ID id-RL-Specific-DCH-Info




CRITICALITY ignore

EXTENSION 
RL-Specific-DCH-Info




PRESENCE optional
}|

{ ID id-DelayedActivation 





CRITICALITY reject

EXTENSION DelayedActivation






PRESENCE optional }|


{ ID id-RL-Specific-EDCH-Information


CRITICALITY reject

EXTENSION RL-Specific-EDCH-Information


PRESENCE optional }|


{ ID id-EDCH-RL-Indication





CRITICALITY reject

EXTENSION EDCH-RL-Indication


PRESENCE optional }|


{ ID id-SynchronisationIndicator



CRITICALITY ignore

EXTENSION SynchronisationIndicator



PRESENCE optional}|


{ ID id-HSDSCH-PreconfigurationSetup


CRITICALITY ignore

EXTENSION HSDSCH-PreconfigurationSetup


PRESENCE optional},

...

}

RadioLinkAdditionRequestFDD-Extensions RNSAP-PROTOCOL-EXTENSION ::= {


{ ID id-DPC-Mode








CRITICALITY reject
EXTENSION DPC-Mode












PRESENCE optional }|

{ ID id-Permanent-NAS-UE-Identity




CRITICALITY ignore
EXTENSION Permanent-NAS-UE-Identity






PRESENCE optional }|



{ ID id-Serving-EDCHRL-Id





CRITICALITY reject
EXTENSION EDCH-Serving-RL









PRESENCE optional }|

{ ID id-Initial-DL-DPCH-TimingAdjustment-Allowed
CRITICALITY ignore
EXTENSION Initial-DL-DPCH-TimingAdjustment-Allowed

PRESENCE optional }|


{ ID id-HS-DSCH-serving-cell-change-information

CRITICALITY reject
EXTENSION HS-DSCH-serving-cell-change-information

PRESENCE optional }|


{ ID id-Serving-cell-change-CFN





CRITICALITY reject
EXTENSION CFN













PRESENCE optional }|


{ ID id-EDPCH-Information






CRITICALITY reject
EXTENSION EDPCH-Information-RLAdditionReq-FDD



PRESENCE optional }|


{ ID id-EDCH-FDD-Information





CRITICALITY reject
EXTENSION EDCH-FDD-Information








PRESENCE optional }|


{ ID id-Additional-HS-Cell-Information-RL-Addition
CRITICALITY reject
EXTENSION Additional-HS-Cell-Information-RL-Addition-List
PRESENCE optional }|

-- This IE shall be present if E-DPCH Information is present


{ ID id-UE-AggregateMaximumBitRate


CRITICALITY ignore
EXTENSION UE-AggregateMaximumBitRate
PRESENCE optional
},

...

}

Additional-HS-Cell-Information-RL-Addition-List
::= SEQUENCE (SIZE (1..maxNrOfHSDSCH-1)) OF Additional-HS-Cell-Information-RL-Addition-ItemIEs
Additional-HS-Cell-Information-RL-Addition-ItemIEs
::=SEQUENCE{


hSPDSCH-RL-ID







RL-ID,


c-ID









C-ID,


hS-DSCH-FDD-Secondary-Serving-Information
HS-DSCH-FDD-Secondary-Serving-Information,


iE-Extensions




ProtocolExtensionContainer { { Additional-HS-Cell-Information-RL-Addition-ItemIEs-ExtIEs} } OPTIONAL,


...

}
Additional-HS-Cell-Information-RL-Addition-ItemIEs-ExtIEs
RNSAP-PROTOCOL-EXTENSION ::= {


...

}

EDPCH-Information-RLAdditionReq-FDD::= SEQUENCE {


maxSet-E-DPDCHs







Max-Set-E-DPDCHs,

ul-PunctureLimit






PunctureLimit,


e-TFCS-Information






E-TFCS-Information,


e-TTI









E-TTI,


e-DPCCH-PO








E-DPCCH-PO,


e-RGCH-2-IndexStepThreshold




E-RGCH-2-IndexStepThreshold,


e-RGCH-3-IndexStepThreshold




E-RGCH-3-IndexStepThreshold,


hARQ-Info-for-E-DCH






HARQ-Info-for-E-DCH,

iE-Extensions







ProtocolExtensionContainer { { EDPCH-Information-RLAdditionReq-FDD-ExtIEs} }

OPTIONAL,


...

}

EDPCH-Information-RLAdditionReq-FDD-ExtIEs RNSAP-PROTOCOL-EXTENSION ::= {

{ ID id-HSDSCH-Configured-Indicator

CRITICALITY
reject
EXTENSION
HSDSCH-Configured-Indicator
PRESENCE mandatory}|
-- This shall be present for EDPCH configuration with HSDCH

{ ID id-MinimumReducedE-DPDCH-GainFactor

CRITICALITY ignore
EXTENSION MinimumReducedE-DPDCH-GainFactor
PRESENCE optional },


...

}

#Partially omitted
-- **************************************************************

--

-- RADIO LINK RECONFIGURATION PREPARE FDD

--

-- **************************************************************

RadioLinkReconfigurationPrepareFDD ::= SEQUENCE {


protocolIEs                     ProtocolIE-Container       {{RadioLinkReconfigurationPrepareFDD-IEs}},


protocolExtensions              ProtocolExtensionContainer {{RadioLinkReconfigurationPrepareFDD-Extensions}}                   OPTIONAL,


...

}

RadioLinkReconfigurationPrepareFDD-IEs RNSAP-PROTOCOL-IES ::= {


{ ID id-AllowedQueuingTime


CRITICALITY reject
TYPE AllowedQueuingTime



PRESENCE optional
} |


{ ID id-UL-DPCH-Information-RL-ReconfPrepFDD


CRITICALITY reject
TYPE UL-DPCH-Information-RL-ReconfPrepFDD


PRESENCE optional
} |


{ ID id-DL-DPCH-Information-RL-ReconfPrepFDD


CRITICALITY reject
TYPE DL-DPCH-Information-RL-ReconfPrepFDD


PRESENCE optional
} |


{ ID id-FDD-DCHs-to-Modify

CRITICALITY reject
TYPE FDD-DCHs-to-Modify

PRESENCE optional
} |


{ ID id-DCHs-to-Add-FDD

CRITICALITY reject
TYPE DCH-FDD-Information

PRESENCE optional
} |


{ ID id-DCH-DeleteList-RL-ReconfPrepFDD

CRITICALITY reject
TYPE DCH-DeleteList-RL-ReconfPrepFDD

PRESENCE optional
} |


{ ID id-RL-InformationList-RL-ReconfPrepFDD
CRITICALITY reject
TYPE RL-InformationList-RL-ReconfPrepFDD
PRESENCE optional
}|


{ ID id-Transmission-Gap-Pattern-Sequence-Information
CRITICALITY reject
TYPE Transmission-Gap-Pattern-Sequence-Information
 PRESENCE optional },


...

}

UL-DPCH-Information-RL-ReconfPrepFDD ::= SEQUENCE {


ul-ScramblingCode



UL-ScramblingCode

OPTIONAL,


ul-SIRTarget




UL-SIR




OPTIONAL,


minUL-ChannelisationCodeLength
MinUL-ChannelisationCodeLength 
OPTIONAL,


maxNrOfUL-DPDCHs



MaxNrOfUL-DPCHs


OPTIONAL


-- This IE shall be present if minUL-ChannelisationCodeLength equals to 4 --,


ul-PunctureLimit



PunctureLimit


OPTIONAL,


tFCS






TFCS 
OPTIONAL,


ul-DPCCH-SlotFormat



UL-DPCCH-SlotFormat

OPTIONAL,


diversityMode




DiversityMode


OPTIONAL,


not-Used-sSDT-CellIDLength

NULL

OPTIONAL,


not-Used-s-FieldLength


NULL


OPTIONAL,


iE-Extensions




ProtocolExtensionContainer { {UL-DPCH-Information-RL-ReconfPrepFDD-ExtIEs} } OPTIONAL,


...

}

UL-DPCH-Information-RL-ReconfPrepFDD-ExtIEs RNSAP-PROTOCOL-EXTENSION ::= {


{ ID id-UL-DPDCHIndicatorEDCH
CRITICALITY reject

EXTENSION UL-DPDCHIndicatorEDCH
PRESENCE optional
},


...

}

DL-DPCH-Information-RL-ReconfPrepFDD ::= SEQUENCE {


tFCS






TFCS
OPTIONAL,


dl-DPCH-SlotFormat



DL-DPCH-SlotFormat

OPTIONAL,


nrOfDLchannelisationcodes

NrOfDLchannelisationcodes
OPTIONAL,


tFCI-SignallingMode



TFCI-SignallingMode

OPTIONAL,


tFCI-Presence




TFCI-Presence


OPTIONAL


-- This IE shall be present if DL DPCH Slot Format IE is from 12 to 16 --,


multiplexingPosition


MultiplexingPosition

OPTIONAL,


limitedPowerIncrease


LimitedPowerIncrease

OPTIONAL,

iE-Extensions




ProtocolExtensionContainer { {DL-DPCH-Information-RL-ReconfPrepFDD-ExtIEs} } OPTIONAL,


...

}

DL-DPCH-Information-RL-ReconfPrepFDD-ExtIEs RNSAP-PROTOCOL-EXTENSION ::= {


{ ID id-DL-DPCH-Power-Information-RL-ReconfPrepFDD
CRITICALITY reject
EXTENSION DL-DPCH-Power-Information-RL-ReconfPrepFDD
PRESENCE optional
},


...

}

DL-DPCH-Power-Information-RL-ReconfPrepFDD ::= SEQUENCE {


powerOffsetInformation




PowerOffsetInformation-RL-ReconfPrepFDD,


fdd-TPC-DownlinkStepSize



FDD-TPC-DownlinkStepSize,


innerLoopDLPCStatus





InnerLoopDLPCStatus,


iE-Extensions






ProtocolExtensionContainer { { DL-DPCH-Power-Information-RL-ReconfPrepFDD-ExtIEs } }
OPTIONAL,


...

}

DL-DPCH-Power-Information-RL-ReconfPrepFDD-ExtIEs RNSAP-PROTOCOL-EXTENSION ::= {


...

}

PowerOffsetInformation-RL-ReconfPrepFDD ::= SEQUENCE {


pO1-ForTFCI-Bits





PowerOffset,


pO2-ForTPC-Bits






PowerOffset,


pO3-ForPilotBits





PowerOffset,


iE-Extensions






ProtocolExtensionContainer { { PowerOffsetInformation-RL-ReconfPrepFDD-ExtIEs} }
OPTIONAL,


...

}

PowerOffsetInformation-RL-ReconfPrepFDD-ExtIEs RNSAP-PROTOCOL-EXTENSION ::= {


...

}

DCH-DeleteList-RL-ReconfPrepFDD



::= SEQUENCE (SIZE (0..maxNrOfDCHs)) OF DCH-DeleteItem-RL-ReconfPrepFDD

DCH-DeleteItem-RL-ReconfPrepFDD ::= SEQUENCE {


dCH-ID






DCH-ID,


iE-Extensions




ProtocolExtensionContainer { {DCH-DeleteItem-RL-ReconfPrepFDD-ExtIEs} } OPTIONAL,


...

}

DCH-DeleteItem-RL-ReconfPrepFDD-ExtIEs RNSAP-PROTOCOL-EXTENSION ::= {


...

}

RL-InformationList-RL-ReconfPrepFDD


::= SEQUENCE (SIZE (0..maxNrOfRLs)) OF ProtocolIE-Single-Container { {RL-Information-RL-ReconfPrepFDD-IEs} }

RL-Information-RL-ReconfPrepFDD-IEs RNSAP-PROTOCOL-IES ::= {


{ ID id-RL-Information-RL-ReconfPrepFDD

CRITICALITY reject
TYPE RL-Information-RL-ReconfPrepFDD

PRESENCE mandatory
}

}

RL-Information-RL-ReconfPrepFDD ::= SEQUENCE {


rL-ID





RL-ID,


not-Used-sSDT-Indication


NULL

OPTIONAL,


not-Used-sSDT-CellIdentity


NULL

OPTIONAL,


transmitDiversityIndicator

TransmitDiversityIndicator

OPTIONAL,


-- This IE shall be present if Diversity Mode IE is present in UL DPCH Information IE and is not equal to "none"


iE-Extensions




ProtocolExtensionContainer { {RL-Information-RL-ReconfPrepFDD-ExtIEs} } OPTIONAL,


...

}

RL-Information-RL-ReconfPrepFDD-ExtIEs RNSAP-PROTOCOL-EXTENSION ::= {


{ ID id-DLReferencePower




CRITICALITY ignore
EXTENSION
DL-Power



PRESENCE optional
}|


{ ID id-RL-Specific-DCH-Info



CRITICALITY
ignore
EXTENSION RL-Specific-DCH-Info
PRESENCE 
optional
}|

{ ID id-DL-DPCH-TimingAdjustment


CRITICALITY reject
EXTENSION DL-DPCH-TimingAdjustment
PRESENCE optional }|


{ ID id-Phase-Reference-Update-Indicator
CRITICALITY ignore
EXTENSION Phase-Reference-Update-Indicator
PRESENCE optional }|


{ ID id-RL-Specific-EDCH-Information

CRITICALITY reject

EXTENSION RL-Specific-EDCH-Information 

PRESENCE optional }|


{ ID id-EDCH-RL-Indication




CRITICALITY reject

EXTENSION EDCH-RL-Indication





PRESENCE optional },


...

}

RadioLinkReconfigurationPrepareFDD-Extensions RNSAP-PROTOCOL-EXTENSION ::= {


{ ID id-HSDSCH-FDD-Information






CRITICALITY reject
EXTENSION HSDSCH-FDD-Information




PRESENCE optional}|


{ ID id-HSDSCH-Information-to-Modify




CRITICALITY reject
EXTENSION HSDSCH-Information-to-Modify



PRESENCE optional}|


{ ID id-HSDSCH-MACdFlows-to-Add






CRITICALITY reject
EXTENSION HSDSCH-MACdFlows-Information



PRESENCE optional}|


{ ID id-HSDSCH-MACdFlows-to-Delete





CRITICALITY reject
EXTENSION HSDSCH-MACdFlows-to-Delete



PRESENCE optional}|


{ ID id-HSPDSCH-RL-ID








CRITICALITY reject
EXTENSION RL-ID











PRESENCE optional}|


{ ID id-EDPCH-Information







CRITICALITY reject
EXTENSION EDPCH-Information-RLReconfPrepare-FDD





PRESENCE optional}|


{ ID id-EDCH-FDD-Information






CRITICALITY reject
EXTENSION EDCH-FDD-Information





PRESENCE optional}|


{ ID id-EDCH-FDD-Information-To-Modify




CRITICALITY reject
EXTENSION EDCH-FDD-Information-To-Modify


PRESENCE optional}|


{ ID id-EDCH-MACdFlows-To-Add






CRITICALITY reject
EXTENSION EDCH-MACdFlows-Information



PRESENCE optional}|


{ ID id-EDCH-MACdFlows-To-Delete





CRITICALITY reject
EXTENSION EDCH-MACdFlows-To-Delete




PRESENCE optional}|


{ ID id-Serving-EDCHRL-Id







CRITICALITY reject
EXTENSION EDCH-Serving-RL







PRESENCE optional }|


{ ID id-F-DPCH-Information-RL-ReconfPrepFDD



CRITICALITY reject
EXTENSION F-DPCH-Information-RL-ReconfPrepFDD
PRESENCE optional}|


{ ID id-Fast-Reconfiguration-Mode





CRITICALITY ignore
EXTENSION Fast-Reconfiguration-Mode




PRESENCE optional }|


{ ID id-CPC-Information








CRITICALITY reject
EXTENSION CPC-Information







PRESENCE optional}|


{ ID id-Additional-HS-Cell-Information-RL-Reconf-Prep
CRITICALITY reject
EXTENSION Additional-HS-Cell-Information-RL-Reconf-Prep

PRESENCE optional} |

{ ID id-UE-AggregateMaximumBitRate


CRITICALITY ignore
EXTENSION UE-AggregateMaximumBitRate
PRESENCE optional
},

...

}

Additional-HS-Cell-Information-RL-Reconf-Prep
::= SEQUENCE (SIZE (1..maxNrOfHSDSCH-1)) OF Additional-HS-Cell-Information-RL-Reconf-Prep-ItemIEs
Additional-HS-Cell-Information-RL-Reconf-Prep-ItemIEs
::=SEQUENCE{


hSPDSCH-RL-ID








RL-ID,


c-ID










C-ID











OPTIONAL,


hS-DSCH-FDD-Secondary-Serving-Information

HS-DSCH-FDD-Secondary-Serving-Information


OPTIONAL,


hS-DSCH-Secondary-Serving-Information-To-Modify
HS-DSCH-Secondary-Serving-Information-To-Modify
OPTIONAL,


hS-HS-DSCH-Secondary-Serving-Remove



HS-DSCH-Secondary-Serving-Remove
OPTIONAL,


iE-Extensions




ProtocolExtensionContainer { { Additional-HS-Cell-Information-RL-Reconf-Prep-ItemIEs-ExtIEs} } OPTIONAL,


...

}
Additional-HS-Cell-Information-RL-Reconf-Prep-ItemIEs-ExtIEs
RNSAP-PROTOCOL-EXTENSION ::= {


...

}

F-DPCH-Information-RL-ReconfPrepFDD ::= SEQUENCE {


powerOffsetInformation


PowerOffsetInformation-F-DPCH-RL-ReconfPrepFDD,


fdd-dl-TPC-DownlinkStepSize

FDD-TPC-DownlinkStepSize,


limitedPowerIncrease


LimitedPowerIncrease,

innerLoopDLPCStatus



InnerLoopDLPCStatus,


iE-Extensions




ProtocolExtensionContainer { { F-DPCH-Information-RL-ReconfPrepFDD-ExtIEs} }




OPTIONAL,


...

}

F-DPCH-Information-RL-ReconfPrepFDD-ExtIEs RNSAP-PROTOCOL-EXTENSION ::= {

{ ID id-F-DPCH-SlotFormatSupportRequest

CRITICALITY reject


EXTENSION F-DPCH-SlotFormatSupportRequest

PRESENCE optional
}|


{ ID id-F-DPCH-SlotFormat



CRITICALITY ignore
EXTENSION F-DPCH-SlotFormat

PRESENCE optional},

...

}

PowerOffsetInformation-F-DPCH-RL-ReconfPrepFDD ::= SEQUENCE {


po2-ForTPC-Bits




PowerOffset,

--This IE shall be ignored by DRNS

iE-Extensions




ProtocolExtensionContainer { { PowerOffsetInformation-F-DPCH-RL-ReconfPrepFDD-ExtIEs} }

OPTIONAL,


...

}

PowerOffsetInformation-F-DPCH-RL-ReconfPrepFDD-ExtIEs RNSAP-PROTOCOL-EXTENSION ::= {


...

}

#Partially omitted
-- **************************************************************

--

-- RADIO LINK RECONFIGURATION REQUEST FDD

--

-- **************************************************************

RadioLinkReconfigurationRequestFDD ::= SEQUENCE {


protocolIEs                     ProtocolIE-Container       {{RadioLinkReconfigurationRequestFDD-IEs}},


protocolExtensions              ProtocolExtensionContainer {{RadioLinkReconfigurationRequestFDD-Extensions}}                   OPTIONAL,


...

}

RadioLinkReconfigurationRequestFDD-IEs RNSAP-PROTOCOL-IES ::= {


{ ID id-AllowedQueuingTime







CRITICALITY reject
TYPE AllowedQueuingTime
PRESENCE optional
} |


{ ID id-UL-DPCH-Information-RL-ReconfRqstFDD


CRITICALITY reject
TYPE UL-DPCH-Information-RL-ReconfRqstFDD
PRESENCE optional
} |


{ ID id-DL-DPCH-Information-RL-ReconfRqstFDD


CRITICALITY reject
TYPE DL-DPCH-Information-RL-ReconfRqstFDD
PRESENCE optional
} |


{ ID id-FDD-DCHs-to-Modify







CRITICALITY reject
TYPE FDD-DCHs-to-Modify
PRESENCE optional
} |


{ ID id-DCHs-to-Add-FDD








CRITICALITY reject
TYPE DCH-FDD-Information
PRESENCE optional
} |


{ ID id-DCH-DeleteList-RL-ReconfRqstFDD




CRITICALITY reject
TYPE DCH-DeleteList-RL-ReconfRqstFDD
PRESENCE optional
} |


{ ID id-Transmission-Gap-Pattern-Sequence-Information
CRITICALITY reject
TYPE Transmission-Gap-Pattern-Sequence-Information
PRESENCE optional },


...

}

UL-DPCH-Information-RL-ReconfRqstFDD ::= SEQUENCE {


tFCS






TFCS
OPTIONAL,


iE-Extensions




ProtocolExtensionContainer { {UL-DPCH-Information-RL-ReconfRqstFDD-ExtIEs} } OPTIONAL,


...

}

UL-DPCH-Information-RL-ReconfRqstFDD-ExtIEs RNSAP-PROTOCOL-EXTENSION ::= {


{ ID id-UL-DPDCHIndicatorEDCH
CRITICALITY reject

EXTENSION UL-DPDCHIndicatorEDCH

PRESENCE optional },


...

}

DL-DPCH-Information-RL-ReconfRqstFDD ::= SEQUENCE {


tFCS






TFCS
OPTIONAL,


tFCI-SignallingMode



TFCI-SignallingMode
OPTIONAL,


limitedPowerIncrease


LimitedPowerIncrease
OPTIONAL,

iE-Extensions




ProtocolExtensionContainer { {DL-DPCH-Information-RL-ReconfRqstFDD-ExtIEs} } OPTIONAL,


...

}

DL-DPCH-Information-RL-ReconfRqstFDD-ExtIEs RNSAP-PROTOCOL-EXTENSION ::= {


...

}

DCH-DeleteList-RL-ReconfRqstFDD



::= SEQUENCE (SIZE (0..maxNrOfDCHs)) OF DCH-DeleteItem-RL-ReconfRqstFDD

DCH-DeleteItem-RL-ReconfRqstFDD ::= SEQUENCE {


dCH-ID






DCH-ID,


iE-Extensions




ProtocolExtensionContainer { {DCH-DeleteItem-RL-ReconfRqstFDD-ExtIEs} } OPTIONAL,


...

}

DCH-DeleteItem-RL-ReconfRqstFDD-ExtIEs RNSAP-PROTOCOL-EXTENSION ::= {


...

}

RadioLinkReconfigurationRequestFDD-Extensions RNSAP-PROTOCOL-EXTENSION ::= {


{ ID id-RL-ReconfigurationRequestFDD-RL-InformationList
CRITICALITY
ignore
EXTENSION RL-ReconfigurationRequestFDD-RL-InformationList

PRESENCE 
optional}|

{ ID id-DL-ReferencePowerInformation




CRITICALITY ignore
EXTENSION DL-ReferencePowerInformation



PRESENCE optional
}|


{ ID id-HSDSCH-FDD-Information




CRITICALITY reject
EXTENSION HSDSCH-FDD-Information


PRESENCE optional}|


{ ID id-HSDSCH-Information-to-Modify-Unsynchronised
CRITICALITY reject

EXTENSION HSDSCH-Information-to-Modify-Unsynchronised
PRESENCE optional}|


{ ID id-HSDSCH-MACdFlows-to-Add




CRITICALITY reject

EXTENSION HSDSCH-MACdFlows-Information


PRESENCE optional}|


{ ID id-HSDSCH-MACdFlows-to-Delete



CRITICALITY reject

EXTENSION HSDSCH-MACdFlows-to-Delete


PRESENCE optional}|


{ ID id-HSPDSCH-RL-ID






CRITICALITY reject

EXTENSION RL-ID










PRESENCE optional}|


{ ID id-EDPCH-Information-RLReconfRequest-FDD
CRITICALITY
reject

EXTENSION EDPCH-Information-RLReconfRequest-FDD

PRESENCE optional}|


{ ID id-EDCH-FDD-Information




CRITICALITY
reject

EXTENSION EDCH-FDD-Information





PRESENCE optional}|


{ ID id-EDCH-FDD-Information-To-Modify


CRITICALITY
reject

EXTENSION EDCH-FDD-Information-To-Modify

PRESENCE optional}|


{ ID id-EDCH-MACdFlows-To-Add




CRITICALITY reject

EXTENSION EDCH-MACdFlows-Information



PRESENCE optional}|


{ ID id-EDCH-MACdFlows-To-Delete



CRITICALITY
reject

EXTENSION EDCH-MACdFlows-To-Delete



PRESENCE optional}|


{ ID id-Serving-EDCHRL-Id





CRITICALITY
reject

EXTENSION EDCH-Serving-RL






PRESENCE optional}|


{ ID id-CPC-Information






CRITICALITY
reject

EXTENSION CPC-Information






PRESENCE optional}|


{ ID id-NoOfTargetCellHS-SCCH-Order



CRITICALITY
ignore

EXTENSION NoOfTargetCellHS-SCCH-Order


PRESENCE optional}|


{ ID id-Additional-HS-Cell-Information-RL-Reconf-Req
CRITICALITY
reject

EXTENSION Additional-HS-Cell-Information-RL-Reconf-Req



PRESENCE optional} |

{ ID id-UE-AggregateMaximumBitRate


CRITICALITY ignore
EXTENSION UE-AggregateMaximumBitRate
PRESENCE optional
},

...

}

Additional-HS-Cell-Information-RL-Reconf-Req
::= SEQUENCE (SIZE (1..maxNrOfHSDSCH-1)) OF Additional-HS-Cell-Information-RL-Reconf-Req-ItemIEs
Additional-HS-Cell-Information-RL-Reconf-Req-ItemIEs
::=SEQUENCE{


hSPDSCH-RL-ID








RL-ID,


c-ID










C-ID









OPTIONAL,


hS-DSCH-FDD-Secondary-Serving-Information

HS-DSCH-FDD-Secondary-Serving-Information
OPTIONAL,


hS-DSCH-FDD-Secondary-Serving-Information-To-Modify-Unsynchronised

HS-DSCH-FDD-Secondary-Serving-Information-To-Modify-Unsynchronised
OPTIONAL,


hS-DSCH-Secondary-Serving-Remove



HS-DSCH-Secondary-Serving-Remove
OPTIONAL,


iE-Extensions




ProtocolExtensionContainer { { Additional-HS-Cell-Information-RL-Reconf-Req-ExtIEs} } OPTIONAL,


...

}
Additional-HS-Cell-Information-RL-Reconf-Req-ExtIEs
RNSAP-PROTOCOL-EXTENSION ::= {


...

}

RL-ReconfigurationRequestFDD-RL-InformationList ::= SEQUENCE (SIZE (0..maxNrOfRLs)) OF ProtocolIE-Single-Container { 


{RL-ReconfigurationRequestFDD-RL-Information-ListItem} }

RL-ReconfigurationRequestFDD-RL-Information-ListItem RNSAP-PROTOCOL-IES ::= {


{ ID id-RL-ReconfigurationRequestFDD-RL-Information-IEs
CRITICALITY ignore
TYPE RL-ReconfigurationRequestFDD-RL-Information-IEs
PRESENCE optional
}

}

RL-ReconfigurationRequestFDD-RL-Information-IEs ::= SEQUENCE {


rL-ID




RL-ID,


rL-Specific-DCH-Info
RL-Specific-DCH-Info OPTIONAL,


iE-Extensions


ProtocolExtensionContainer { { RL-ReconfigurationRequestFDD-RL-Information-ExtIEs} } OPTIONAL,


...

}

RL-ReconfigurationRequestFDD-RL-Information-ExtIEs RNSAP-PROTOCOL-EXTENSION ::= {


{ ID id-RL-Specific-EDCH-Information

CRITICALITY reject

EXTENSION RL-Specific-EDCH-Information 

PRESENCE optional }|


{ ID id-EDCH-RL-Indication




CRITICALITY reject

EXTENSION EDCH-RL-Indication





PRESENCE optional },


...

}
#Partially omitted
9.3.4
Information Element Definitions

-- **************************************************************

--

-- Information Element Definitions

--

-- **************************************************************

#Partially omitted
-- U

UARFCN




::= INTEGER (0..16383,...)

-- Corresponds to: 0.0Hz..3276.6Mhz. See [7], [43]

UDRE ::= ENUMERATED {


lessThan1,


between1-and-4,


between4-and-8,


over8,


...
}
UE-AggregateMaximumBitRate ::= SEQUENCE {


uE-AggregateMaximumBitRateDownlink

UE-AggregateMaximumBitRateDownlink
OPTIONAL,


uE-AggregateMaximumBitRateUplink

UE-AggregateMaximumBitRateUplink
OPTIONAL,


...
}
UE-AggregateMaximumBitRateDownlink


::= INTEGER (1..1000000000)

-- Unit is bits per sec
UE-AggregateMaximumBitRateUplink


::= INTEGER (1..1000000000)

-- Unit is bits per sec
UE-Capabilities-Info ::= SEQUENCE {


hSDSCH-Physical-Layer-Category

INTEGER (1..64,...),


iE-Extensions





ProtocolExtensionContainer { { UE-Capabilities-Info-ExtIEs } }


OPTIONAL,


...

}

#Partially omitted
9.3.6
Constant Definitions
#Partially omitted
id-GANSS-alm-keplerianGLONASS











ProtocolIE-ID ::= 821
id-GANSS-alm-ecefSBASAlmanac











ProtocolIE-ID ::= 822
id-DL-RLC-PDU-Size-Format












ProtocolIE-ID ::= 823

id-MACes-Maximum-Bitrate-LCR











ProtocolIE-ID ::= 824
id-UE-AggregateMaximumBitRate











ProtocolIE-ID ::= 828
END
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