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1. Overall Description

At RAN3#65bis, RAN3 discussed how to transport LPPa between MME and eNB. RAN3 has taken the decision as below:

1 adds two S1AP messages “DOWNLINK LPPA TRANSPORT” and “UPLINK LPPA TRANSPORT” to transport LPPa message between the MME and the eNB. LPPa message is as an LPPa-PDU IE included in these two messages and transparent to the MME;

2 S1AP messages “DOWNLINK LPPA TRANSPORT” and “UPLINK LPPA TRANSPORT” may use UE-associated signalling or non-UE associated signalling.
3 for non-UE associated signalling, the E-SMLC ID is used for uplink routing from the eNB to an MME and from the MME to the E-SMLC;
4 for UE-associated signalling, the correlation ID can be associated with the MME to E-SMLC location session for the UE on the SLs interface and, in the uplink direction, enables an MME to transfer an LPPa message to the correct E-SMLC in association with the correct location session in the event that a UE has more than one location session active with more than one E-SMLC.
The attached RAN3 documents contain the related CRs for the corresponding updates to TS 36.300, TS 36.410 and TS 36.413.
RAN3 kindly asks CT4, CT1 and RAN2 to take the above RAN3 agreements into account in their future work on completing the LCS_LTE WI.
2. Actions
RAN3 kindly asks CT4, CT1 and RAN2 to take the above RAN3 agreements into account in their future work on completing the LCS_LTE WI.
3. Date of Next TSG-RAN WG2 Meetings:
RAN2#68
09 – 13 November 2009
 Jeju, Korea
RAN2#68bis
18 – 22 January 2009
        Valencia, Spain
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