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/*unchanged omitted*/
8.3.3
X2 Setup 

8.3.3.1
General

The purpose of the X2 Setup procedure is to exchange application level configuration data needed for two eNBs to interoperate correctly over the X2 interface. This procedure erases any existing application level configuration data in the two nodes and replaces it by the one received. This procedure also resets the X2 interface like a Reset procedure would do.
The procedure uses non UE-associated signalling.
8.3.3.2
Successful Operation
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Figure 8.3.3.2-1: X2 Setup, successful operation

An eNB initiates the procedure by sending the X2 SETUP REQUEST message to a candidate eNB. The candidate eNB replies with the X2 SETUP RESPONSE message. The initiating eNB transfers a list of served cells and, if available, a list of supported GU Group Ids to the candidate eNB. The candidate eNB replies with a list of its served cells and shall include, if available, a list of supported GU Group Ids in the reply.
The initiating eNB may include the Neighbour Information IE in the X2 SETUP REQUEST message. The candidate eNB may also include the Neighbour Information IE in the X2 SETUP RESPONSE message. The Neighbour Information IE shall only include E-UTRAN cells that are direct neighbours of cells in the reporting eNB. 
If the MBSFN Subframe Info IE is included in the Served Cell Information IE in the X2 SETUP REQUEST message eNB2 may use this IE according to [9]. 

8.3.3.3
Unsuccessful Operation
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Figure 8.3.3.3-1: X2 Setup, unsuccessful operation

If the candidate eNB cannot accept the setup it shall respond with an X2 SETUP FAILURE message with appropriate cause value.

If the X2 SETUP FAILURE messages includes the Time To Wait IE the initiating eNB shall wait at least for the indicated time before reinitiating the X2 Setup procedure towards the same eNB.

8.3.3.4
Abnormal Conditions

If the X2 SETUP REQUEST message is not the first message received for a specific TNL association then this shall be treated as a logical error.

If the initiating eNB1 does not receive either X2 SETUP RESPONSE message or X2 SETUP FAILURE message, the eNB1 may reinitiate the X2 Setup procedure towards the same eNB, provided that the content of the new X2 SETUP REQUEST message is identical to the content of the previously unacknowledged X2 SETUP REQUEST message.
/*unchanged omitted*/
8.3.5
eNB Configuration Update 

8.3.5.1
General

The purpose of the eNB Configuration Update procedure is to update application level configuration data needed for two eNBs to interoperate correctly over the X2 interface.

The procedure uses non UE-associated signalling.
8.3.5.2
Successful Operation
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Figure 8.3.5.2-1: eNB Configuration Update, successful operation

An eNB1 initiates the procedure by sending an ENB CONFIGURATION UPDATE message to a peer eNB2. 

Upon reception of an ENB CONFIGURATION UPDATE message, eNB2 shall update the information for eNB1 as follows: 
Update of Served Cell Information: 

-
If Served Cells To Add IE is contained in the ENB CONFIGURATION UPDATE message, eNB2 shall add cell information according to the information in the Served Cell Information IE. 

-
If Served Cells To Modify IE is contained in the ENB CONFIGURATION UPDATE message, eNB2 shall modify information of cell indicated by Old ECGI IE according to the information in the Served Cell Information IE. 
-
If MBSFN Subframe Info IE is contained in the Served Cell Information IE in the ENB CONFIGURATION UPDATE message, eNB2 may use this information according to [9].

When either served cell information or neighbour information of an existing served cell in eNB1 need to be updated, the whole list of neighbouring cells, if any, shall be contained in the Neighbour Information IE.


The eNB2 shall overwrite the served cell information and the whole list of neighbour cell information for the affected served cell.

-
If Served Cells To Delete IE is contained in the ENB CONFIGURATION UPDATE message, eNB2 shall delete information of cell indicated by Old ECGI IE. 

Update of GU Group ID List: 

-
If GU Group Id To Add List IE is contained in the ENB CONFIGURATION UPDATE message, eNB2 shall add the GU Group Id to its GU Group Id List.  

-
If GU Group Id To Delete List IE is contained in the ENB CONFIGURATION UPDATE message, eNB2 shall remove the GU Group Id from its GU Group Id List.   

If Neighbour Information IE is contained in the ENB CONFIGURATION UPDATE message, eNB2 may use this information to update its neighbour cell relations, or use it for other functions, like PCI selection. The Neighbour Information IE shall only include E-UTRAN cells that are direct neighbours of cells in the reporting eNB. 

After successful update of requested information, eNB2 shall reply with the ENB CONFIGURATION UPDATE ACKNOWLEDGE message to inform the initiating eNB1 that the requested update of application data was performed successfully. In case the peer eNB2 receives an ENB CONFIGURATION UPDATE without any IE except for Message Type IE it shall reply with ENB CONFIGURATION UPDATE ACKNOWLEDGE message without performing any updates to the existing configuration.

The eNB1 may initiate a further eNB Configuration Update procedure only after a previous eNB Configuration Update procedure has been completed. 
8.3.5.3
Unsuccessful Operation
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Figure 8.3.5.3-1: eNBConfiguration Update, unsuccessful operation

If the eNB2 can not accept the update it shall respond with an ENB CONFIGURATION UPDATE FAILURE message and appropriate cause value.

If the ENB CONFIGURATION UPDATE FAILURE message includes the Time To Wait IE the eNB1 shall wait at least for the indicated time before reinitiating the eNB Configuration Update procedure towards the same eNB2. Both nodes shall continue to operate the X2 with the existing configuration data.

8.3.5.4
Abnormal Conditions

If the eNB1 after initiating eNB Configuration Update procedure receives neither ENB CONFIGURATION UPDATE ACKNOWLEDGE message nor ENB CONFIGURATION UPDATE FAILURE message, the eNB1 may reinitiate the eNB Configuration Update procedure towards the same eNB2, provided that the content of the new ENB CONFIGURATION UPDATE message is identical to the content of the previously unacknowledged ENB CONFIGURATION UPDATE message.

/*unchanged omitted*/
9.2.8
Served Cell Information

This IE contains cell configuration information of a cell that a neighbour eNB may need for the X2 AP interface. 

	IE/Group Name
	Presence
	Range
	IE type and reference
	Semantics description
	Criticality
	Assigned Criticality

	 PCI
	M
	
	INTEGER (0..503, …)
	Physical Cell ID
	–
	–

	Cell ID
	M
	
	ECGI

9.2.14
	
	–
	–

	TAC
	M
	
	OCTET STRING(2)
	Tracking Area Code
	–
	–

	Broadcast PLMNs
	
	1..<maxnoofBPLMNs>
	
	Broadcast PLMNs 
	–
	–

	>PLMN Identity
	M
	
	9.2.4
	
	–
	–

	CHOICE EUTRA-Mode-Info
	M
	
	
	
	–
	–

	>FDD
	
	
	
	
	
	

	  >>FDD Info
	
	1
	
	
	–
	–

	          >>>UL EARFCN
	M
	
	EARFCN

9.2.26
	Corresponds to NUL in ref. [16]
	–
	–

	          >>>DL EARFCN
	M
	
	EARFCN

9.2.26
	Corresponds to NDL in ref. [16]
	–
	–

	>>>UL Transmission Bandwidth
	M
	
	Transmission Bandwidth

9.2 27
	
	–
	–

	>>>DL Transmission Bandwidth
	M
	
	Transmission Bandwidth

9.2 27
	Same as UL Transmission Bandwidth in this release.
	–
	–

	      >TDD
	
	
	
	
	
	

	  >>TDD Info
	
	1
	
	
	–
	–

	>>>EARFCN
	M
	
	9.2.26
	Corresponds to NDL/NUL in ref. [16]
	–
	–

	>>>Transmission Bandwidth
	M
	
	Transmission Bandwidth

9.2 27
	
	–
	–

	
	
	
	
	
	
	

	
	
	
	
	
	
	

	>>>Subframe Assignment
	M
	
	ENUMERATED(sa0, sa1, sa2, sa3, sa4, sa5, sa6,…)
	Uplink-downlink subframe configurationinformation defined in ref. [10]. 
	–
	–

	>>>Special Subframe Info
	
	
	
	Special subframe configurationinformation defined in ref. [10]. 
	
	

	>>>>Special Subframe Patterns
	M
	
	ENUMERATED(ssp0, ssp1, ssp2, ssp3, ssp4, ssp5, ssp6, ssp7, ssp8, …)
	
	–
	–

	>>>>Cyclic Prefix DL
	M
	
	ENUMERATED(Normal, Extended,…)
	
	–
	–

	>>>>Cyclic Prefix UL
	M
	
	ENUMERATED(Normal, Extended,…)
	
	–
	–

	MBSFN Subframe Info
	
	0 to maxnoofMBSFN
	
	MBSFN subframe configration information defined in ref. [9]
	GLOBAL
	ignore

	>Radioframe Allocation Period
	M
	
	ENUMERATED(n1, n2, n4, n8, n16, n32, …)
	
	–
	–

	>Radioframe Allocation Offset
	M
	
	INTEGER (0..7, ...)
	
	–
	–

	>Subframe Allocation
	M
	
	9.2.xx
	
	–
	–


	Range bound
	Explanation

	maxnoofBPLMNs
	Maximum no. of Broadcast PLMN Ids. Value is 6.

	maxnoofMBSFN
	Maximum no. of MBSFN frame allocation with different offset. Value is 8.


/*unchanged omitted*/
9.2.41
Last Visited GERAN Cell Information

The Last Visited Cell Information for GERAN is currently undefined.

NOTE:
If in later Releases this is defined, the choice type may be extended with the actual GERAN specific information.

	IE/Group Name
	Presence
	Range
	IE type and reference
	Semantics description
	Criticality
	Assigned Criticality

	Choice Last Visited GERAN Cell Information
	M
	
	
	
	-
	-

	>Undefined
	M
	
	NULL
	
	-
	-


9.2.42
Cell Type

The cell type provides the cell coverage area.

	IE/Group Name
	Presence
	Range
	IE type and reference
	Semantics description
	Criticality
	Assigned Criticality

	Cell Size
	M
	
	ENUMERATED (verysmall, small, medium, large, …)
	
	-
	-


9.2.xx
Subframe Allocation
The Subframe Allocation IE is used to indicate the subframes that are allocated for MBSFN within the radio frame allocation period as defined in [9].
	IE/Group Name
	Presence
	Range
	IE Type and Reference
	Semantics Description

	Choice Subframe Allocation
	
	
	
	

	> Oneframe
	M
	
	BITSTRING

(SIZE(6))
	

	> Fourframes
	M
	
	 BITSTRING

(SIZE(24))
	


/*unchanged omitted*/
9.3.5
Information Element definitions

-- **************************************************************

--

-- Information Element Definitions

--

-- **************************************************************

X2AP-IEs {
itu-t (0) identified-organization (4) etsi (0) mobileDomain (0) 

eps-Access (21) modules (3) x2ap (2) version1 (1) x2ap-IEs (2) }
DEFINITIONS AUTOMATIC TAGS ::= 

BEGIN

IMPORTS

id-E-RAB-Item,

id-MBSFN-Subframe-Info,

maxnoofBearers,
maxCellineNB,


maxEARFCN,

maxInterfaces,

maxnoofBPLMNs,


maxnoofCells,


maxnoofEPLMNs,


maxnoofEPLMNsPlusOne,


maxnoofForbLACs,


maxnoofForbTACs,


maxnoofNeighbours,

maxnoofPRBs,


maxNrOfErrors,

maxPools,

maxnoofMBSFN
FROM X2AP-Constants


Criticality,


ProcedureCode,


ProtocolIE-ID,


TriggeringMessage

FROM X2AP-CommonDataTypes


ProtocolExtensionContainer{},


ProtocolIE-Single-Container{},

X2AP-PROTOCOL-EXTENSION,


X2AP-PROTOCOL-IES
FROM X2AP-Containers;
/*unchanged omitted*/
-- F

ForbiddenInterRATs ::= ENUMERATED {


all,

geran,


utran,


cdma2000,


...

}

ForbiddenTAs ::= SEQUENCE (SIZE(1.. maxnoofEPLMNsPlusOne)) OF ForbiddenTAs-Item

ForbiddenTAs-Item ::= SEQUENCE {


pLMN-Identity

PLMN-Identity,


forbiddenTACs

ForbiddenTACs,


iE-Extensions

ProtocolExtensionContainer { {ForbiddenTAs-Item-ExtIEs} } OPTIONAL,


...
}
ForbiddenTAs-Item-ExtIEs X2AP-PROTOCOL-EXTENSION ::= {


...

}
ForbiddenTACs ::= SEQUENCE (SIZE(1..maxnoofForbTACs)) OF TAC
ForbiddenLAs ::= SEQUENCE (SIZE(1..maxnoofEPLMNsPlusOne)) OF ForbiddenLAs-Item

ForbiddenLAs-Item ::= SEQUENCE {



pLMN-Identity

PLMN-Identity,


forbiddenLACs

ForbiddenLACs,


iE-Extensions

ProtocolExtensionContainer { {ForbiddenLAs-Item-ExtIEs} } OPTIONAL,


...

}

ForbiddenLAs-Item-ExtIEs X2AP-PROTOCOL-EXTENSION ::= {


...

}
ForbiddenLACs ::= SEQUENCE (SIZE(1..maxnoofForbLACs)) OF LAC

Fourframes ::= BIT STRING (SIZE (24))
-- M

MME-Group-ID
::= OCTET STRING (SIZE (2))
MME-Code

::= OCTET STRING (SIZE (1))

Measurement-ID
::= INTEGER (1..4095, ...)

MBSFN-Subframe-Infolist::= SEQUENCE (SIZE(1.. maxnoofMBSFN)) OF MBSFN-Subframe-Info
MBSFN-Subframe-Info
::= SEQUENCE {


radioframeAllocationPeriod

Radioframe-Allocation-Period,


radioframeAllocationOffset

Radioframe-Allocation-Offset,

subframeAllocation



Subframe-Allocation,

iE-Extensions


ProtocolExtensionContainer { { MBSFN-Subframe-Info-ExtIEs } } 
OPTIONAL,


...

}
MBSFN-Subframe-Info-ExtIEs X2AP-PROTOCOL-EXTENSION ::= {


...

}
-- O

Oneframe ::= BIT STRING (SIZE (6))
-- R

ReceiveStatusofULPDCPSDUs ::= BIT STRING (SIZE(4096))
Registration-Request
::= ENUMERATED {


start,


stop,


...

}

RelativeNarrowbandTxPower ::= SEQUENCE {


rNTP-PerPRB






BIT STRING (SIZE(6..110, ...)),


rNTP-Threshold





RNTP-Threshold,


numberOfCellSpecificAntennaPorts
ENUMERATED {one, two, four, ...},


p-B








INTEGER (0..3,...),


pDCCH-InterferenceImpact


INTEGER (0..4,...),


iE-Extensions





ProtocolExtensionContainer { { RelativeNarrowbandTxPower-ExtIEs} } OPTIONAL,

...

}

RelativeNarrowbandTxPower-ExtIEs X2AP-PROTOCOL-EXTENSION ::= {


...

}
ReportArea ::= ENUMERATED{


ecgi,

...

}

ReportCharacteristics
::= BIT STRING (SIZE (32))

RNTP-Threshold ::= ENUMERATED {


minusInfinity,


minusEleven,


minusTen,


minusNine,


minusEight,


minusSeven,


minusSix,


minusFive,


minusFour,


minusThree,


minusTwo,


minusOne,


zero,


one,


two,


three,


...

}
RRC-Context ::= OCTET STRING

RadioResourceStatus
::= SEQUENCE {


dL-GBR-PRB-usage






DL-GBR-PRB-usage,


uL-GBR-PRB-usage






UL-GBR-PRB-usage,


dL-non-GBR-PRB-usage





DL-non-GBR-PRB-usage,


uL-non-GBR-PRB-usage





UL-non-GBR-PRB-usage,


dL-Total-PRB-usage






DL-Total-PRB-usage,


uL-Total-PRB-usage






UL-Total-PRB-usage,

iE-Extensions







ProtocolExtensionContainer { {RadioResourceStatus-ExtIEs} } OPTIONAL,


...

}

RadioResourceStatus-ExtIEs X2AP-PROTOCOL-EXTENSION ::= {


...

}

DL-GBR-PRB-usage::= INTEGER (0..100)
UL-GBR-PRB-usage::= INTEGER (0..100)
DL-non-GBR-PRB-usage::= INTEGER (0..100)
UL-non-GBR-PRB-usage::= INTEGER (0..100)
DL-Total-PRB-usage::= INTEGER (0..100)
UL-Total-PRB-usage::= INTEGER (0..100)
RadioframeAllocationPeriod ::= ENUMERATED{


n1, 

n2, 

n4, 

n8, 

n16, 

n32,

...

}

RadioframeAllocationOffset ::= INTEGER (0..7, ...)
-- S

S1TNLLoadIndicator ::= SEQUENCE {


dLS1TNLLoadIndicator


LoadIndicator,


uLS1TNLLoadIndicator


LoadIndicator,


iE-Extensions




ProtocolExtensionContainer { { S1TNLLoadIndicator-ExtIEs} } OPTIONAL,

...

}

S1TNLLoadIndicator-ExtIEs X2AP-PROTOCOL-EXTENSION ::= {


...

}

ServedCells ::= SEQUENCE (SIZE (1.. maxCellineNB)) OF SEQUENCE {


servedCellInfo




ServedCell-Information,


neighbour-Info




Neighbour-Information


OPTIONAL,


iE-Extensions




ProtocolExtensionContainer { {ServedCell-ExtIEs} } OPTIONAL,


...

}

ServedCell-ExtIEs X2AP-PROTOCOL-EXTENSION ::= {


{ ID id-MBSFN-Subframe-Info
CRITICALITY ignore
EXTENSION MBSFN-Subframe-Infolist

PRESENCE optional},

...

}

ServedCell-Information ::= SEQUENCE {


pCI




PCI,


cellId



ECGI,


tAC




TAC,


broadcastPLMNs

BroadcastPLMNs-Item,


eUTRA-Mode-Info

EUTRA-Mode-Info,

iE-Extensions

ProtocolExtensionContainer { {ServedCell-Information-ExtIEs} } OPTIONAL,


...

}

ServedCell-Information-ExtIEs X2AP-PROTOCOL-EXTENSION ::= {


...

}

SRVCCOperationPossible ::= ENUMERATED {


possible,

...

}

SubframeAssignment ::= ENUMERATED { 


sa0,


sa1, 


sa2,

sa3,


sa4,


sa5,


sa6,


...

}
SpecialSubframe-Info ::=    
SEQUENCE {

specialSubframePatterns

SpecialSubframePatterns,


cyclicPrefixDL



CyclicPrefixDL,


cyclicPrefixUL



CyclicPrefixUL,


iE-Extensions



ProtocolExtensionContainer { { SpecialSubframe-Info-ExtIEs} } OPTIONAL,


...
}

SpecialSubframe-Info-ExtIEs X2AP-PROTOCOL-EXTENSION ::= {


...

}

SpecialSubframePatterns ::= ENUMERATED { 


ssp0,


ssp1, 


ssp2,

ssp3,


ssp4,


ssp5,


ssp6,


ssp7,


ssp8,

...

}
SubscriberProfileIDforRFP ::= INTEGER (1..256) 
SubframeAllocation ::= CHOICE {


oneframe





Oneframe,


fourframes





Fourframes,


...

}
/*unchanged omitted*/
9.3.7
Constant definitions
-- **************************************************************

--

-- Constant definitions

--

-- **************************************************************

X2AP-Constants {
itu-t (0) identified-organization (4) etsi (0) mobileDomain (0) 

eps-Access (21) modules (3) x2ap (2) version1 (1) x2ap-Constants (4) }
DEFINITIONS AUTOMATIC TAGS ::= 

BEGIN

IMPORTS


ProcedureCode,


ProtocolIE-ID

FROM X2AP-CommonDataTypes;
-- **************************************************************

--

-- Elementary Procedures

--

-- **************************************************************

id-handoverPreparation










ProcedureCode ::= 0

id-handoverCancel











ProcedureCode ::= 1

id-loadIndication











ProcedureCode ::= 2

id-errorIndication











ProcedureCode ::= 3

id-snStatusTransfer











ProcedureCode ::= 4

id-uEContextRelease











ProcedureCode ::= 5

id-x2Setup













ProcedureCode ::= 6

id-reset













ProcedureCode ::= 7

id-eNBConfigurationUpdate









ProcedureCode ::= 8

id-resourceStatusReportingInitiation






ProcedureCode ::= 9

id-resourceStatusReporting









ProcedureCode ::= 10

id-privateMessage











ProcedureCode ::= 11

-- **************************************************************

--

-- Lists

--

-- **************************************************************

maxEARFCN








INTEGER ::= 65535


maxInterfaces







INTEGER ::= 16



maxCellineNB







INTEGER ::= 256



maxnoofBearers







INTEGER ::= 256


maxNrOfErrors







INTEGER ::= 256



maxnoofPDCP-SN







INTEGER ::= 16

-- FFS Value to be checked
maxnoofEPLMNs







INTEGER ::= 15



maxnoofEPLMNsPlusOne





INTEGER ::= 16



maxnoofForbLACs







INTEGER ::= 4096



maxnoofForbTACs






    INTEGER ::= 4096


maxnoofBPLMNs







INTEGER ::= 6

maxnoofNeighbours






INTEGER ::= 512

maxnoofPRBs








INTEGER ::= 110



maxPools








INTEGER ::= 16

-- FFS Value to be checked
maxnoofCells







INTEGER ::= 16
maxnoofMBSFN







INTEGER ::= 8
-- **************************************************************

--

-- IEs

--

-- **************************************************************

id-E-RABs-Admitted-Item













ProtocolIE-ID ::= 0
id-E-RABs-Admitted-List













ProtocolIE-ID ::= 1

id-E-RAB-Item















ProtocolIE-ID ::= 2
id-E-RABs-NotAdmitted-List












ProtocolIE-ID ::= 3
id-E-RABs-ToBeSetup-Item












ProtocolIE-ID ::= 4

id-Cause
















ProtocolIE-ID ::= 5

id-CellInformation














ProtocolIE-ID ::= 6

id-CellInformation-Item













ProtocolIE-ID ::= 7

id-New-eNB-UE-X2AP-ID













ProtocolIE-ID ::= 9
id-Old-eNB-UE-X2AP-ID













ProtocolIE-ID ::= 10

id-TargetCell-ID














ProtocolIE-ID ::= 11

id-TargeteNBtoSource-eNBTransparentContainer







ProtocolIE-ID ::= 12

id-TraceActivation














ProtocolIE-ID ::= 13

id-UE-ContextInformation












ProtocolIE-ID ::= 14

id-UE-HistoryInformation












ProtocolIE-ID ::= 15

id-UE-X2AP-ID















ProtocolIE-ID ::= 16

id-CriticalityDiagnostics












ProtocolIE-ID ::= 17
id-E-RABs-SubjectToStatusTransfer-List









ProtocolIE-ID ::= 18

id-E-RABs-SubjectToStatusTransfer-Item









ProtocolIE-ID ::= 19

id-ServedCells















ProtocolIE-ID ::= 20

id-GlobalENB-ID















ProtocolIE-ID ::= 21

id-TimeToWait















ProtocolIE-ID ::= 22

id-GUMMEI-ID















ProtocolIE-ID ::= 23

id-GUGroupIDList














ProtocolIE-ID ::= 24

id-ServedCellsToAdd














ProtocolIE-ID ::= 25
id-ServedCellsToModify













ProtocolIE-ID ::= 26
id-ServedCellsToDelete













ProtocolIE-ID ::= 27
id-Registration-Request













ProtocolIE-ID ::= 28

id-CellToReport















ProtocolIE-ID ::= 29

id-ReportingPeriodicity













ProtocolIE-ID ::= 30

id-CellToReport-Item













ProtocolIE-ID ::= 31

id-CellMeasurementResult












ProtocolIE-ID ::= 32

id-CellMeasurementResult-Item











ProtocolIE-ID ::= 33

id-GUGroupIDToAddList













ProtocolIE-ID ::= 34
id-GUGroupIDToDeleteList












ProtocolIE-ID ::= 35

id-SRVCCOperationPossible












ProtocolIE-ID ::= 36

id-Measurement-ID














ProtocolIE-ID ::= 37

id-ReportCharacteristics












ProtocolIE-ID ::= 38

id-ENB1-Measurement-ID













ProtocolIE-ID ::= 39

id-ENB2-Measurement-ID













ProtocolIE-ID ::= 40

id-MBSFN-Subframe-Info













ProtocolIE-ID ::= xx

END
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