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8.4.2.2
Successful Operation
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Figure 8.4.2.2-1: Handover resource allocation: successful operation

The MME initiates the procedure by sending the HANDOVER REQUEST message to the target eNB. The HANDOVER REQUEST message may contain the Handover Restriction List IE, which may contain roaming area or access restrictions.

If the Handover Restriction List IE is contained in the HANDOVER REQUEST message, the target eNB shall store this information in the UE context. This information shall however not be considered whenever one of the handed over E-RABs has some particular ARP values [11].

The eNB shall use the information in Handover Restriction List IE if present in the HANDOVER REQUEST message to determine a target cell for handover. If the Handover Restriction List IE is not contained in the HANDOVER REQUEST message, the target eNB shall consider that no access restriction applies to the UE.

Upon receiption of the HANDOVER REQUEST message the eNB shall store the received UE Security Capabilities IE in the UE context and use it to prepare the configuration of the AS security relation with the UE.

If the SRVCC Operation Possible IE is included in the HANDOVER REQUEST message, the target eNB shall store the received SRVCC operation possible in the UE context and use it as defined in [9].
Upon reception of the HANDOVER REQUEST message the eNB shall store the received Security Context IE in the UE context and the eNB shall use it to derive the security configuration as specified in [15] 

If the Trace activation IE is included in the HANDOVER REQUEST message, the target eNB shall if supported, initiate the requested trace function as described in [10].
If the Subscriber Profile ID for RAT/Frequency priority IE is contained in the Source eNB to Target eNB Transparent Container IE, the target eNB shall store the received Subscriber Profile ID for RAT/Frequency priority in the UE context and use it as defined in [14].

Upon reception of the UE History Information IE, which is included within the Source eNB to Target eNB Transparent Container IE in the HANDOVER REQUEST message, the target eNB shall collect the information defined as mandatory in the UE History Information IE, for as long as the UE stays in one of its cells, and store the collected information to be used for future handover preparations.
After all necessary resources for the admitted E-RABs have been allocated the target eNB generates the HANDOVER REQUEST ACKNOWLEDGE message. The target eNB shall include in the E-RABs Admitted List IE the E-RABs for which resources have been prepared at the target cell. The E-RABs that have not been admitted in the target cell shall be included in the E-RABs Failed to Setup List IE.

For each bearer that target eNB has decided to admit and for which DL forwarding IE is set to "DL forwarding proposed", the target eNB may include the DL GTP-TEID IE and the DL Transport Layer Address IE IE within the E-RABs Admitted List IEs IE of the HANDOVER REQUEST ACKNOWLEDGE message indicating that it accepts the proposed forwarding of downlink data for this bearer.

If the HANDOVER REQUEST ACKNOWLEDGE message contains UL GTP-TEID IE and UL Transport Layer Address IE for a bearer in E-RABs Admitted List IE then the target eNB requests forwarding of uplink data for this bearer.

If the Request Type IE is included in the HANDOVER REQUEST message then the target eNB should perform the requested location reporting functionality for the UE as described in section 8.11.

If the UE Security Capabilities IE included in the HANDOVER REQUEST message only contains the EIA0 algorithm as defined in [15] and if this EIA0 algorithm is defined in the configured list of allowed integrity protection algorithms in the eNB [15], the eNB shall take it into use and ignore the keys received in the Security Context IE.
If the target cell is a CSG cell, the CSG Id IE shall be included in the HANDOVER REQUEST ACKNOWLEDGE message. 
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9.1.5.5
HANDOVER REQUEST ACKNOWLEDGE

This message is sent by the target eNB to inform the MME about the prepared resources at the target.

Direction: eNB ( MME.

	IE/Group Name
	Presence
	Range
	IE type and reference
	Semantics description
	Criticality
	Assigned Criticality

	Message Type
	M
	
	9.2.1.1
	
	YES
	reject

	MME UE S1AP ID
	M
	
	9.2.3.3
	
	YES
	ignore

	eNB UE S1AP ID
	M
	
	9.2.3.4
	allocated at the target eNB
	YES
	ignore

	E-RABs Admitted List
	M
	
	
	
	YES
	ignore

	>E-RABs Admitted Item IEs
	
	1 to <maxnoof E-RABs>
	
	
	EACH
	ignore

	>> E-RAB ID 
	M
	
	9.2.1.2
	
	-
	

	>> Transport Layer Address
	M
	
	9.2.2.1
	
	-
	

	>> GTP-TEID
	M
	
	9.2.2.2
	To deliver DL PDUs
	-
	

	>> DL Transport Layer Address
	O
	
	9.2.2.1
	
	-
	

	>> DL GTP-TEID
	O
	
	9.2.2.2
	To deliver forwarded DL PDCP SDUs. 
	-
	

	>> UL Transport Layer Address
	O
	
	9.2.2.1
	
	-
	

	>> UL GTP-TEID
	O
	
	9.2.2.2
	To deliver forwarded UL PDCP SDUs.
	-
	

	E-RABs Failed to Setup List
	O
	
	E-RAB List 

9.2.1.36
	a value for E-RAB ID shall only be present once in E-RABs Admitted List IE + E-RABs Failed to Setup List IE
	YES
	ignore

	Target to Source Transparent Container
	M
	
	9.2.1.57
	
	YES
	reject

	Criticality Diagnostics
	O
	
	9.2.1.21
	
	YES
	ignore

	CSG Id
	O
	
	9.2.1.62
	
	YES
	ignore


	Range bound
	Explanation

	maxnoofE-RABs
	Maximum no. of E-RABs for one UE. Value is 256.
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9.3.3
PDU Definitions

----------------------------------
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-- **************************************************************

--

-- HANDOVER RESOURCE ALLOCATION ELEMENTARY PROCEDURE

--

-- **************************************************************

-- **************************************************************

--

-- Handover Request

--

-- **************************************************************

HandoverRequest ::= SEQUENCE {


protocolIEs


ProtocolIE-Container       { {HandoverRequestIEs} },


...

}

HandoverRequestIEs S1AP-PROTOCOL-IES ::= {



{ ID id-MME-UE-S1AP-ID






CRITICALITY reject
TYPE MME-UE-S1AP-ID








PRESENCE mandatory
} |


{ ID id-HandoverType






CRITICALITY reject
TYPE HandoverType








PRESENCE mandatory
} |


{ ID id-Cause








CRITICALITY ignore
TYPE Cause

 








PRESENCE mandatory
} |


{ ID id-uEaggregateMaximumBitrate



CRITICALITY reject
TYPE UEAggregateMaximumBitrate




PRESENCE mandatory
}|


{ ID id-E-RABToBeSetupListHOReq




CRITICALITY reject
TYPE E-RABToBeSetupListHOReq

 



PRESENCE mandatory
} |


{ ID id-Source-ToTarget-TransparentContainer
CRITICALITY reject
TYPE Source-ToTarget-TransparentContainer
PRESENCE mandatory
} |


{ ID id-UESecurityCapabilities




CRITICALITY reject
TYPE UESecurityCapabilities





PRESENCE mandatory
}|


{ ID id-HandoverRestrictionList




CRITICALITY ignore
TYPE HandoverRestrictionList





PRESENCE optional
}|

{ ID id-TraceActivation






CRITICALITY ignore
TYPE TraceActivation







PRESENCE optional
}|


{ ID id-RequestType







CRITICALITY ignore
TYPE RequestType








PRESENCE optional
}|


{ ID id-SRVCCOperationPossible




CRITICALITY ignore
TYPE SRVCCOperationPossible





PRESENCE optional
}|


{ ID id-SecurityContext






CRITICALITY reject
TYPE SecurityContext







PRESENCE mandatory}|


{ ID id-NASSecurityParameterstoE-UTRAN


CRITICALITY reject
TYPE NASSecurityParameterstoE-UTRAN


PRESENCE conditional


-- This IE shall be present if the Handover Type IE is set to the value "UTRANtoLTE" or "GERANtoLTE" --
},


...

}

E-RABToBeSetupListHOReq 




::= E-RAB-IE-ContainerList { {E-RABToBeSetupItemHOReqIEs} }

E-RABToBeSetupItemHOReqIEs S1AP-PROTOCOL-IES ::= {


{ ID id-E-RABToBeSetupItemHOReq


CRITICALITY reject
TYPE E-RABToBeSetupItemHOReq


PRESENCE mandatory
},


...

}

E-RABToBeSetupItemHOReq ::= SEQUENCE {


e-RAB-ID






E-RAB-ID,


transportLayerAddress



TransportLayerAddress,


gTP-TEID






GTP-TEID,


e-RABlevelQosParameters



E-RABLevelQoSParameters,


iE-Extensions





ProtocolExtensionContainer { {E-RABToBeSetupItemHOReq-ExtIEs} }


OPTIONAL,


...

}

E-RABToBeSetupItemHOReq-ExtIEs S1AP-PROTOCOL-EXTENSION ::= {


...

}

-- **************************************************************

--

-- Handover Request Acknowledge

--

-- **************************************************************

HandoverRequestAcknowledge ::= SEQUENCE {


protocolIEs


ProtocolIE-Container       { {HandoverRequestAcknowledgeIEs} },


...

}

HandoverRequestAcknowledgeIEs S1AP-PROTOCOL-IES ::= {



{ ID id-MME-UE-S1AP-ID






CRITICALITY ignore
TYPE MME-UE-S1AP-ID








PRESENCE mandatory
} |


{ ID id-eNB-UE-S1AP-ID






CRITICALITY ignore
TYPE ENB-UE-S1AP-ID








PRESENCE mandatory
} |


{ ID id-E-RABAdmittedList





CRITICALITY ignore
TYPE E-RABAdmittedList







PRESENCE mandatory
} |


{ ID id-E-RABFailedToSetupListHOReqAck


CRITICALITY ignore
TYPE E-RABFailedtoSetupListHOReqAck


PRESENCE optional
} |


{ ID id-Target-ToSource-TransparentContainer
CRITICALITY reject
TYPE Target-ToSource-TransparentContainer
PRESENCE mandatory }|


{ ID id-CriticalityDiagnostics




CRITICALITY ignore
TYPE CriticalityDiagnostics





PRESENCE optional
}|

{ ID id-CSG-Id








CRITICALITY ignore
TYPE CSG-Id










PRESENCE optional
},


...

}

E-RABAdmittedList 




::= E-RAB-IE-ContainerList { {E-RABAdmittedItemIEs} }

E-RABAdmittedItemIEs S1AP-PROTOCOL-IES ::= {


{ ID id-E-RABAdmittedItem


CRITICALITY ignore
TYPE E-RABAdmittedItem


PRESENCE mandatory
},


...

}

E-RABAdmittedItem ::= SEQUENCE {


e-RAB-ID





E-RAB-ID,


transportLayerAddress


TransportLayerAddress,


gTP-TEID





GTP-TEID,


dL-transportLayerAddress

TransportLayerAddress
OPTIONAL,


dL-gTP-TEID





GTP-TEID



OPTIONAL,


uL-TransportLayerAddress

TransportLayerAddress
OPTIONAL,


uL-GTP-TEID





GTP-TEID



OPTIONAL,


iE-Extensions




ProtocolExtensionContainer { {E-RABAdmittedItem-ExtIEs} }
OPTIONAL,


...

}

E-RABAdmittedItem-ExtIEs S1AP-PROTOCOL-EXTENSION ::= {


...

}

E-RABFailedtoSetupListHOReqAck 




::= E-RAB-IE-ContainerList { {E-RABFailedtoSetupItemHOReqAckIEs} }

E-RABFailedtoSetupItemHOReqAckIEs S1AP-PROTOCOL-IES ::= {


{ ID id-E-RABFailedtoSetupItemHOReqAck


CRITICALITY ignore
TYPE E-RABFailedToSetupItemHOReqAck


PRESENCE mandatory
},


...

}

E-RABFailedToSetupItemHOReqAck ::= SEQUENCE {


e-RAB-ID





E-RAB-ID,


cause



Cause,


iE-Extensions




ProtocolExtensionContainer { { E-RABFailedToSetupItemHOReqAckExtIEs} }


OPTIONAL,


...

}

E-RABFailedToSetupItemHOReqAckExtIEs S1AP-PROTOCOL-EXTENSION ::= {


...

}
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