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8.4
UE Registration

8.4.1
General

The UE Registration procedure provides means for the HNB to convey UE identification data to the HNB-GW in order to perform access control for the UE in the HNB-GW.  The UE Registration also establishes a UE specific context identifier to be used between HNB and HNB-GW. The procedure triggered when the UE attempts to access the  HNB via an initial NAS message and there is no context in the HNB allocated for that UE.

8.4.2
Successful Operation
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Figure 5: UE Register Procedure: Successful Operation

The HNB shall initiate the procedure by sending a UE REGISTER REQUEST message to the HNB-GW including UE specific data.  The HNB shall always include the UE permanent identity (i.e. IMSI) if it does not serve a CSG cell or for registration of UEs witout CSG capability except if the Registration Cause indicates “emergency call”.

The HNB-GW shall perform access control for the UE on the specific HNB and if successful respond with a UE REGISTER ACCEPT message including the Context-ID IE.
The UE REGISTER ACCEPT message may include the CSG Membership Status in case the UE is registering to a hybrid cell.
The HNB-GW shall not perform access control if the Registration Cause indicates “emergency call”.

* * * Next Change * * * *

9.1.7
UE REGISTER ACCEPT

This message is sent by the HNB-GW to the HNB as a successful response to a UE REGISTER REQUEST message.

Direction: 
HNB-GW ( HNB

	PARAMETER
	PRESENCE
	RANGE 
	IE Type and Reference
	Semantics Description
	Criticality
	Assigned Criticality

	Message Type
	M
	
	9.2.1
	
	YES
	reject

	UE Identity
	M
	
	9.2.17
	
	YES
	reject

	Context-ID
	M
	
	9.2.9
	
	YES
	reject

	CSG Membership Status
	O
	
	9.2.1.x1
	
	YES
	reject


* * * Next Change * * * *

9.2.28
Backoff Timer

The Backoff Timer IE indicates in seconds the minimum duration for which the HNB registration shall not be retried.

	Information Element/Group name
	Need
	Multi
	Type and reference
	Semantics description

	Backoff Timer
	
	
	INTEGER (0..3600)
	Value ‘0’ indicates no specified time.


9.2.x1
CSG Membership Status

This element indicates the Membership status of the UE to a particular CSG.

	IE/Group Name
	Presence
	Range
	IE type and reference
	Semantics description

	CSG Membership Status
	M
	
	ENUMERATED (member, not-member) 
	


* * * Next Change * * * *

9.3.3
PDU Definitions

-- **************************************************************

--

-- PDU definitions for HNBAP.

--

-- **************************************************************

HNBAP-PDU-Contents {

itu-t (0) identified-organization (4) etsi (0) mobileDomain (0) 

umts-Access (20) modules (3) hnbap(6) version1 (1) hnbap-PDU-Contents (1) }

DEFINITIONS AUTOMATIC TAGS ::= 

BEGIN

-- **************************************************************

--

-- IE parameter types from other modules.

--

-- **************************************************************

IMPORTS


Cause,


CriticalityDiagnostics,


HNB-Location-Information,


HNB-Identity,


Context-ID,


UE-Identity,


LAC,


RAC,


SAC,


CN-DomainIndicator,


IP-Address,


Registration-Cause,


UE-Capabilities,


PLMNidentity,


CellIdentity,


RNC-ID,


CSG-ID,

CSGMembershipStatus,

BackoffTimer

FROM HNBAP-IEs


ProtocolExtensionContainer{},


ProtocolIE-ContainerList{},


ProtocolIE-Container{},


ProtocolIE-Single-Container{},


PrivateIE-Container{},


HNBAP-PRIVATE-IES,


HNBAP-PROTOCOL-EXTENSION,


HNBAP-PROTOCOL-IES

FROM HNBAP-Containers


id-Cause,


id-CriticalityDiagnostics,


id-HNB-Location-Information,


id-HNB-Identity,


id-Context-ID,


id-PLMNidentity,


id-UE-Identity,


id-LAC,


id-RAC,


id-SAC,


id-UE-Capabilities,


id-Registration-Cause,


id-CellIdentity,


id-RNC-ID,


id-CSG-ID,

id-CSGMembershipStatus,

id-BackoffTimer,


id-HNB-Internet-Information

FROM HNBAP-Constants;

Skipped Text

-- **************************************************************

--

-- UE Register ACCEPT

--

-- **************************************************************

UERegisterAccept ::= SEQUENCE {


protocolIEs


ProtocolIE-Container

{ {UERegisterAcceptIEs} },


protocolExtensions
ProtocolExtensionContainer
{ {UERegisterAcceptExtensions} } 
OPTIONAL,


...

}

UERegisterAcceptIEs HNBAP-PROTOCOL-IES ::= {


{ ID id-UE-Identity



CRITICALITY reject
TYPE UE-Identity

PRESENCE mandatory } |


{ ID id-Context-ID



CRITICALITY ignore
TYPE Context-ID


PRESENCE mandatory }|
-- Extension for Release 9 for enabling UE prioritisation during access to hybrid cells --

{ ID id-CSGMembershipStatus

CRITICALITY
 reject

TYPE CSGMembershipStatus


PRESENCE optional
},


...

}

UERegisterAcceptExtensions HNBAP-PROTOCOL-EXTENSION ::= {


...

}

* * * Next Change * * * *

9.3.4
Information Element Definitions

-- **************************************************************

--

-- Information Element Definitions

--

-- **************************************************************

Skipped Text

--C

Cause ::= CHOICE {


radioNetwork


CauseRadioNetwork,


transport



CauseTransport,


protocol



CauseProtocol,


misc




CauseMisc,


...

}

CauseRadioNetwork ::= ENUMERATED {


overload,


unauthorised-Location,


unauthorised-HNB,


hNB-parameter-mismatch,


invalid-UE-identity,


uE-not-allowed-on-this-HNB,


uE-unauthorised,


connection-with-UE-lost,


ue-RRC-telease,


hNB-not-registered,


unspecified,


normal,


uE-relocated,


ue-registered-in-another-HNB,


...

}

CauseTransport ::= ENUMERATED {


transport-resource-unavailable,


unspecified,


...

}

CauseProtocol ::= ENUMERATED {


transfer-syntax-error,


abstract-syntax-error-reject,


abstract-syntax-error-ignore-and-notify,


message-not-compatible-with-receiver-state,


semantic-error,


unspecified,


abstract-syntax-error-falsely-constructed-message,


...

}

CauseMisc ::= ENUMERATED {


processing-overload,


hardware-failure,


o-and-m-intervention,


unspecified,


...

}

CellIdentity ::=

BIT STRING (SIZE (28))

Context-ID
::=
 BIT STRING (SIZE(24))

CriticalityDiagnostics ::= SEQUENCE {


procedureCode



ProcedureCode












OPTIONAL,


triggeringMessage


TriggeringMessage











OPTIONAL,


procedureCriticality

Criticality













OPTIONAL,


iEsCriticalityDiagnostics
CriticalityDiagnostics-IE-List








OPTIONAL,


iE-Extensions



ProtocolExtensionContainer { {CriticalityDiagnostics-ExtIEs} } 
OPTIONAL,


...

}

CriticalityDiagnostics-IE-List ::= SEQUENCE (SIZE (1..maxNrOfErrors)) OF


SEQUENCE {



iECriticality


Criticality,



iE-ID




ProtocolIE-ID,



typeOfError



TypeOfError,



iE-Extensions


ProtocolExtensionContainer { {CriticalityDiagnostics-IE-List-ExtIEs} }
OPTIONAL,



...


}

CriticalityDiagnostics-IE-List-ExtIEs HNBAP-PROTOCOL-EXTENSION ::= {


...

}

CriticalityDiagnostics-ExtIEs HNBAP-PROTOCOL-EXTENSION ::= {


...

}

CSG-ID


::=
BIT STRING (SIZE (27))

CSG-Indicator
::=
ENUMERATED {





csg-capable,





not-csg-capable,





...




}

CSGSubscriptionStatus ::= ENUMERATED { 


member, 


non-member

}
CGI ::= SEQUENCE {


pLMNidentity

PLMNidentity,


lAC




LAC,


cI




CI,


iE-Extensions

ProtocolExtensionContainer { {CGI-ExtIEs} } OPTIONAL

}

CGI-ExtIEs HNBAP-PROTOCOL-EXTENSION ::= {


...

}

CI




::= OCTET STRING (SIZE (2))

CN-DomainIndicator ::= ENUMERATED { 


cs-domain, 


ps-domain 

}

* * * Next Change * * * *

9.3.6
Constant Definitions

-- **************************************************************

--

-- Constant definitions

--

-- **************************************************************

HNBAP-Constants { 

itu-t (0) identified-organization (4) etsi (0) mobileDomain (0) 

umts-Access (20) modules (3) hnbap(6) version1 (1) hnbap-Constants (4) } 

DEFINITIONS AUTOMATIC TAGS ::= 

BEGIN

IMPORTS


ProcedureCode,


ProtocolIE-ID

FROM HNBAP-CommonDataTypes;

-- **************************************************************

--

-- Elementary Procedures

--

id-HNBRegister





ProcedureCode ::= 1

id-HNBDe-Register




ProcedureCode ::= 2

id-UERegister





ProcedureCode ::= 3

id-UEDe-Register




ProcedureCode ::= 4

id-ErrorIndication




ProcedureCode ::= 5

id-privateMessage




ProcedureCode ::= 6

-- **************************************************************

--

-- Lists

--

-- **************************************************************

maxNrOfErrors





INTEGER ::= 256

maxUEs







INTEGER ::= 64

-- **************************************************************

--

-- IEs

--

-- **************************************************************

id-Cause









ProtocolIE-ID ::= 1

id-CriticalityDiagnostics





ProtocolIE-ID ::= 2

id-HNB-Identity








ProtocolIE-ID ::= 3

id-Context-ID








ProtocolIE-ID ::= 4

id-UE-Identity








ProtocolIE-ID ::= 5

id-LAC










ProtocolIE-ID ::= 6

id-RAC










ProtocolIE-ID ::= 7

id-HNB-Location-Information





ProtocolIE-ID ::= 8

id-PLMNidentity








ProtocolIE-ID ::= 9

id-SAC










ProtocolIE-ID ::= 10

id-CellIdentity








ProtocolIE-ID ::= 11

id-Registration-Cause






ProtocolIE-ID ::= 12

id-UE-Capabilities







ProtocolIE-ID ::= 13

id-RNC-ID









ProtocolIE-ID ::= 14

id-CSG-ID









ProtocolIE-ID ::= 15

id-BackoffTimer








ProtocolIE-ID ::= 16

id-HNB-Internet-Information






 ProtocolIE-ID ::= 17 
id-CSGMembershipStatus









ProtocolIE-ID ::= xx
END
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