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	For 1.28Mcps TDD, when enhanced CELL_FACH operation is configured, the Priority Queue ID shall be unique across all Common MAC flows within a carrier considering that multiple frequencies are used. However in current specification, the definition for the IE Priority Queue ID is as below:

The Priority Queue ID provides the identity of the Priority Queue. The Priority Queue ID is unique across all MAC-d flows that are currently allocated for one Node B Communication Context or across all Common MAC flows within a cell.
Also, whether the configuration of CCCH Priority Queue ID and SRB#1 Priority Queue ID in the HS-DSCH Common System Information LCR IE is cell-level or carrier-level are not clear enough and need to be clarified.

This CR intends to clarify the issues mentioned above.
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	The clarification can be summarized as below:

· Clarify that for 1.28Mcps TDD, the Priority Queue ID is unique across all Common MAC flows within a carrier.
· Clarify that the configuration of CCCH Priority Queue ID and SRB#1 Priority Queue ID in the HS-DSCH Common System Information LCR IE is carrier-level and.

Impact assessment towards the previous release of the specification: 


This CR has isolated impact towards the previous release of the specification because the feature is Rel8. 
Impact assessment towards the previous version of the specification (same release): 

This CR has isolated impact towards the previous version of the specification (same release) because it affects only Priority Queue ID definition and the definition of CCCH Priority Queue ID and SRB#1 Priority Queue ID in the HS-DSCH Common System Information LCR IE for 1.28Mcps TDD.
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	The definition for Priority Queue ID for 1.28Mcps TDD is not correct when enhanced CELL_FACH operation is configured and the meaning of CCCH Priority Queue ID IE and SRB#1 Priority Queue ID IE in the HS-DSCH Common System Information LCR IE remain unclear.
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	< start of change >


9.2.1.49C
Priority Queue ID

The Priority Queue ID provides the identity of the Priority Queue. The Priority Queue ID is unique across all MAC-d flows that are currently allocated for one Node B Communication Context or across all Common MAC flows [FDD - within a cell][1.28Mcps TDD - within a carrier].

	IE/Group Name
	Presence
	Range
	IE Type and Reference
	Semantics Description

	Priority Queue ID
	
	
	INTEGER (0..7)
	


	< sections omitted >


9.2.3.72
HS-DSCH Common System Information LCR

The HS-DSCH Common System Information LCR IE provides information for HS-DSCH configured for UE in Cell_FACH, Cell_PCH and URA_PCH and Information related to BCCH modification.

	IE/Group Name
	Presence
	Range
	IE Type and Reference
	Semantics Description

	HS-DSCH Common Information LCR
	
	0..1
	
	

	>CCCH Priority Queue ID


	M
	
	Priority Queue ID

9.2.1.49C
	Applicable for all carriers when using multiple frequencies.

	>SRB#1 Priority Queue ID


	M
	
	Priority Queue ID

9.2.1.49C
	Applicable for all carriers when using multiple frequencies.

	>Associated Common MAC Flow LCR
	M
	
	Common MAC Flow ID LCR
9.2.3.76
	The Common MAC Flow ID LCR shall be one of the flow IDs defined in the Common MAC Flow Specific Information of this IE or shall only refer to a Common MAC flow already existing in the old configuration.

	>FACH Measurement Occasion Cycle Length Coefficient
	O
	
	9.2.1.111
	

	>BCCH Specific HS-DSCH RNTI Information LCR
	O
	
	9.2.3.89


	

	Common MAC Flow Specific Information LCR
	
	0..<maxnoofCommonMACFlowsLCR>
	
	

	>Common MAC Flow ID LCR
	M
	
	9.2.3.76
	

	>Binding ID
	O
	
	9.2.1.4
	Shall be ignored if bearer establishment with ALCAP.

	>Transport Layer Address
	O
	
	9.2.1.63
	Shall be ignored if bearer establishment with ALCAP.

	>TNL QoS
	O
	
	9.2.1.58A
	Shall be ignored if bearer establishment with ALCAP.

	>Common MAC Flow Priority Queue Information LCR
	
	0..<maxnoofCommonMACQueues>
	
	

	>>Priority Queue Information for Enhanced FACH
	M
	
	Priority Queue Information for Enhanced FACH/PCH
9.2.1.117
	

	>Transport Bearer Request Indicator
	O
	
	9.2.1.62A
	Shouldn’t be contained if the MAC flow is setup in procedure.

Should be contained if the MAC flow is modified in procedure

	>UARFCN
	O
	
	9.2.1.65
	Corresponds to Nt [15]

Applicable for 1.28Mcps TDD when using multiple frequencies.

	Common H-RNTI Information
	
	0..<maxCommonHRNTI>
	
	

	>Common H-RNTI
	M
	
	HS-DSCH-RNTI

9.2.1.31J
	

	Sync Information
	
	0..1
	
	

	>T-sync
	M
	
	ENUMERATED (40, 80, 120, 160, 200, 300, 400, 500, …)
	Units of MS.

	>T-protect
	M
	
	ENUMERATED (40, 60, 80, 100, 120, 200, 400, …)
	Units of MS.

	>N-protect
	M
	
	INTEGER (0..7)
	

	TDD ACK NACK Power Offset
	O
	
	9.2.3.18F

9.2.1.67A
	

	HS-SICH SIR Target
	O
	
	UL SIR

9.2.1.67A
	

	HS-SICH TPC step size
	O
	
	9.2.3.21a
	


	Range bound
	Explanation

	maxnoofCommonMACFlowsLCR
	Maximum number of Common MAC Flows for 1.28Mcps TDD

	maxnoofCommonMACQueuesLCR
	Maximum number of Priority Queues for Common MAC Flow for 1.28Mcps TDD

	maxCommonHRNTI
	Maximum number of Common H-RNTI
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