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------------------------ Start of  First change ---------------------------------------
9.1.7.1
INITIAL UE MESSAGE

This message is sent by the eNB to transfer the initial layer 3 message to the MME over the S1 interface.

Direction: eNB ( MME
	IE/Group Name
	Presence
	Range
	IE type and reference
	Semantics description
	Criticality
	Assigned Criticality

	Message Type
	M
	
	9.2.1.1
	
	YES
	ignore

	eNB UE S1AP ID
	M
	
	9.2.3.4
	
	YES
	reject

	NAS-PDU
	M
	
	9.2.3.5
	
	YES
	reject

	TAI
	M
	
	9.2.3.16
	Indicating the Tracking Area from which the UE has sent the NAS message.
	YES
	reject

	E-UTRAN CGI
	M
	
	9.2.1.38
	Indicating the E-UTRAN CGI from which the UE has sent the NAS message.
	YES
	ignore

	RRC Establishment cause
	M
	
	9.2.1.3a
	
	YES
	Ignore

	S-TMSI
	O
	
	9.2.3.6
	
	YES
	reject

	CSG Id
	O
	
	9.2.1.62
	
	YES
	reject

	RRC Establishment cause
	M
	
	9.2.1.3a
	
	YES
	Ignore

	GUMMEI
	O
	
	9.2.3.9
	
	YES
	reject


------------------------ Start of  Second change ---------------------------------------
9.2.1.7
Source eNB to Target eNB Transparent Container

The Source eNB to target eNB Transparent Container IE is an information element that is produced by the source eNB and is transmitted to the target eNB. For inter-system handovers to E-UTRAN, the IE is transmitted from the external handover source to the target eNB. 

This IE is transparent to the EPC.

	IE/Group Name
	Presence
	Range
	IE type and reference
	Semantics description
	Criticality
	Assigned Criticality

	RRC Container
	M
	
	OCTET STRING
	Includes the RRC Handover Preparation Information message as defined in subclause 10.2.2 of [16].
	-
	-

	Target Cell ID
	M
	
	E-UTRAN CGI

 9.2.1.38
	
	-
	-

	Subscriber Profile ID for RAT/Frequency priority
	O
	
	9.2.1.39
	
	-
	-

	E-RABs Information List
	O
	
	
	
	
	

	>  E-RABs Information Item
	
	1 to <maxnoof E-RABs>
	
	
	EACH
	ignore

	>> E-RAB ID
	M
	
	9.2.1.2
	
	-
	-

	>> DL Forwarding
	O
	
	9.2.3.14
	
	-
	-

	Target Cell ID
	M
	
	E-UTRAN CGI

 9.2.1.38
	
	-
	-

	Subscriber Profile ID for RAT/Frequency priority
	O
	
	9.2.1.39
	
	-
	-

	UE History Information
	M
	
	9.2.1.42
	
	-
	-
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