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[First modified section]
15.3.7
Synchronization

As part of the SYNC protocol procedure, the BM-SC shall set the timestamp of all SYNC packets in one synchronization sequence of an MBMS service to same value. The BM-SC should take into account the following factors for setting the timestamp: arrival time of the first data in the corresponding synchronization sequence, the Maximum Transmission Delay from BM-SC to the farthermost eNB, the length of the synchronization sequence used for time stamping and other extra delay (e.g. processing delay in the eNB). The dynamic scheduling period length is one or multiple times of the synchronization sequence length for MBMS services in the MCH.
Based on the parameters in the SYNC Header (e.g. Timestamp, Packet Number, Elapsed Octet Counter), the eNB is able to derive the timing for downlink radio transmission and notice if any SYNC packets are lost during transmission from BM-SC to the eNB. The eNB is also able to know the size of the lost SYNC packet in the case of a single SYNC packet is lost. 
[Second modified section]
15.6
Network Functions for Support of Multiplexing

Considerable gain in radio resource efficiency can be achieved by multiplexing several E-MBMS services on a single MCH. The services that share the resources are called E-MBMS Service Multiplex. The amount of common radio resources allocated to such an E-MBMS Service Multiplex can be smaller than the sum of radio resources, which would need to be allocated for the individual services without multiplexing. This represents the statistical multiplexing gain. 

The MCE manages the E-MBMS Service Multiplex e.g. deciding which services are to be multiplexed on which MCH. The duration of each E-MBMS service may be different, so there is a need to manage the Service Multiplex dynamically, i.e. addition or removal of services into/from the E-MBMS Service Multiplex. The MCE allocates the optimal amount of resources to multiplexed services, using service related information. The MCE selects the MSAP and also the order in which the services appear in the MCCH (FFS). MBSFN transmission is ensured by identical multiplexing of the services within the MBMS-GW or different eNBs. The location of the multiplexing function is in the eNB MAC layer.

These functions are supported by respective signalling information on M2 interface and by the SYNC protocol on M1. This scheduling information is sent to all eNBs via the M2 interface procedure "MBMS Scheduling Information".
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Figure 15.6.1 MBMS Scheduling Information procedure message flow on M2 interface
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