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1
Introduction
This document provides a further update of M2AP, including 

-
update of respective coding based on discussions at the MBMS Session on Tuesday evening (see decisions based on R3-093051)

-
feedback received during RAN3#66

Update for v006:

-
editorial corrections:

-
§3 (removal of “Symbol Section”, reference to 21.905)

-
§8.4.2: MBMS SCHEDULING INFORMATION message was change to capital letters

-
§9.1.7: removal of reference to 9.2.1.18 for the Subframes Allocated List IE

-
§9.1.7: correction of spelling of “maxnoofMBSFNareas”

-
MCE and eNB AP ID ranges, lowered the upper bound to 224-1and 216-1

-
ASN.1: The name of the MBMS SCHEDULING INFORMATION message was aligned (in ASN.1 this was referred to as “MbmsSchedulingInformationRequest”.
-
ASN.1: The criticality of the MBSFN-Area-Configuration-List in the MBMS SCHEDULING INFORMATION message was change from “ignore” to “reject” to align with the tabular format.

-
main changes along discussions on R3-093051:

-
topic 60: a new IE was introduced (MCCH Update Time) 

-
removal of FFSs in procedure text along topics 40, 110, 140, 160, 170

-
§8.8.3: an unsuccessful section was added for the MCE Update procedure +
§9.1.19 for the failure message + ASN.1

-
topic 100: the way forward proposed is to follow definitions at the begin of §15 in 36.300 for the “MBSFN Synchronisation Area” which is configured by O&M in eNB, signalled to the MCE, which in turn provides the “MBSFN Area”. it is proposed to allow a value range of 1 byte for MBSFN Area (still be decided) and 2bytes for the MBSFN Synchronisation Area.

-
topic 190: a list of MBMS Service Areas was included

-
topic 230: M2 Setup Response and MCE Configuration Update, indication of MCCH related BCCH content per MBSFN Area, not per cell

-
topic 250: coding along RAN2 agreements
 

-
topics 280: node names kept

-
more changes:

-
§9.1.16, 9.1.19: no “Time to Wait” IE was included in the Update Failure messages, this was also introduced in ASN.1

Update for v100:

-
changes of MCCH parameters along latest RRC baseline CR in R2-097267 (removing some FFS)

-
inclusion of PDCCH Data Length along LS from R1->R2 in R1-095024, referencing to Table 6.7-1 in 36.211 (not signalled on RRC but needs to be signalled from MCE to eNBs).

-
FFSs left: value for maxnoofMBSFNAreas, Coding of Global MCE Id
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