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	Reason for change:

	For 1.28Mcps TDD, the Enhanced UE DRX shall always be supported by the UE which supports the CELL FACH enhancement, So the eDRX Idication of HS-DSCH FP TYPE2 is not necessary for 1.28Mcps TDD.

	
	

	Summary of change:

	The change can be summarized as below:

· Delete the limitation of eDRX Indication of HS-DSCH FP TYPE2 for LCR TDD.

Impact assessment towards the previous release of the specification: 


This CR has isolated impact towards the previous release of the specification because the feature is Rel8. 
Impact assessment towards the previous version of the specification (same release): 

This CR has isolated impact towards the previous version of the specification (same release) because the Enhanced UE DRX should always be supported by CELL_FACH enhanced UE for LCR TDD. So this clarification only affects the using condition of eDRX Indication for 1.28Mcps TDD.

	
	

	Consequences if 

not approved:
	If not approved, the statement of enhanced UE DRX of 1.28Mcps LCR in 25.435 would be contradicted with the statement of other specifications.
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------------------------------------------------ Start of change ---------------------------------------------------------------
6.2.7.52
eDRX Indication [FDD]

Description: Indicates whether the UE in Cell_FACH state supports Enhanced UE DRX or not. 

Value range: {0 = Enhanced UE DRX not supported, 1= Enhanced UE DRX supported}.

Field length: 1 bit.

------------------------------------------------ End of change ---------------------------------------------------------------
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