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8.2.18
Physical Shared Channel Reconfiguration
#Partially Omitted
HS-DSCH Resources:
[FDD - If the PHYSICAL SHARED CHANNEL RECONFIGURATION REQUEST message includes HS-PDSCH And HS-SCCH Scrambling Code IE, the Node B shall use this as the scrambling code for all HS-PDSCHs and HS-SCCHs. If a value has never been set, the Node B shall use the primary scrambling code for all HS-PDSCH and HS-SCCH codes.]

[FDD - If the PHYSICAL SHARED CHANNEL RECONFIGURATION REQUEST message includes HS-PDSCH FDD Code Information IE, the Node B shall:

-
if the Number Of HS-PDSCH Codes IE is set to "0", delete any existing HS-PDSCH resources from the cell.

-
if the Number Of HS-PDSCH Codes IE is set to any value other than "0" and HS-PDSCH resources are not currently configured in the cell, use this list as the range of codes for HS-PDSCH channels.

-
if the Number Of HS-PDSCH Codes IE is set to any value other than "0" and HS-PDSCH resources are currently configured in the cell, replace the current range of codes with this new range of codes for HS-PDSCH channels.]

[FDD - If the PHYSICAL SHARED CHANNEL RECONFIGURATION REQUEST message includes HS-SCCH FDD Code Information IE, the Node B shall:

-
If the HS-SCCH FDD Code Information IE contains no codes, delete any existing HS-SCCH resources from the cell.

-
If the HS-SCCH FDD Code Information IE contains one or more codes and HS-SCCH resources are not currently configured in the cell, use this list of codes as the list of codes for HS-SCCH channels.

-
If the HS-SCCH FDD Code Information IE contains one or more codes and HS-SCCH resources are currently configured in the cell, replace the current list of codes with this new list of codes for HS-SCCH channels.]

[TDD - If the PHYSICAL SHARED CHANNEL RECONFIGURATION REQUEST message includes HS-PDSCH and HS-SCCH Total Power IE for a particular timeslot, the Node B shall not exceed this maximum transmission power on all HS-PDSCH and HS-SCCH codes in that timeslot. If a value has never been set for that timeslot [1.28 Mcps TDD – and the DL Timeslot and Code Information LCR IE does not include the HS-PDSCH and HS-SCCH Total Power per CELL PORTION IE DL Timeslot and Code Information LCR per UARFCN IE] or if the value of the HS-PDSCH and HS-SCCH Total Power IE for that timeslot is equal to or greater than the maximum transmission power of the cell the Node B may use all unused power in that timeslot for HS-PDSCH and HS-SCCH codes.]
[TDD - If the PHYSICAL SHARED CHANNEL RECONFIGURATION REQUEST message includes HS-PDSCH TDD Information IE, the Node B shall:

-
If the HS-PDSCH TDD Information IE contains no [3.84 Mcps TDD - DL Timeslot and Code Information IE] [1.28 Mcps TDD - DL Timeslot and Code Information LCR per UARFCN IE] [7.68 Mcps TDD - DL Timeslot and Code Information 7.68Mcps IE], delete any existing HS-PDSCH resources from the cell.

-
If the HS-PDSCH TDD Information IE contains [3.84 Mcps TDD - DL Timeslot and Code Information IE] [1.28 Mcps TDD - DL Timeslot and Code Information LCR IE] [7.68 Mcps TDD - DL Timeslot and Code Information 7.68Mcps IE] and HS-PDSCH resources are not currently configured in the cell, use this IE as the list of timeslots / codes for HS-PDSCH channels.

-
If the HS-PDSCH TDD Information IE contains [3.84 Mcps TDD - DL Timeslot and Code Information IE] [1.28 Mcps TDD - DL Timeslot and Code Information LCR IE] [7.68 Mcps TDD - DL Timeslot and Code Information 7.68Mcps IE] and HS-PDSCH resources are currently configured in the cell, replace the current list of timeslots / codes with this new list of timeslots / codes for HS-PDSCH channels.]

-
[1.28Mcps TDD - If the HS-PDSCH TDD Information IE contains any DL Timeslot and Code Information LCR per UARFCN IE and HS-PDSCH resources are not currently configured on the indicated frequency within the cell, use this IE as the list of frequency / timeslots / codes for HS-PDSCH channels on the frequency, the HSDPA resources on other frequency shall remain unchanged.]
-
[1.28Mcps TDD - If the HS-PDSCH TDD Information IE contains any DL Timeslot and Code Information LCR per UARFCN IE and HS-PDSCH resources are currently configured on the indicated frequency within the cell, the current list of frequency / timeslots / codes  shall be replaced with this new list of frequency / timeslots / codes for HS-PDSCH channels on this frequency, the HSDPA resources on other frequency/frequencies shall remain unchanged.]
-
[1.28Mcps TDD - If the DL Timeslot and Code Information LCR per UARFCN IE contains no DL Timeslot and Code Information LCR IE but contains UARFCN IE, the existing HS-PDSCH resources on the frequency indicated by the UARFCN IE shall be deleted, the HSDPA resources on other frequency/frequencies shall remain unchanged.]
-
[1.28Mcps TDD - If the DL Timeslot and Code Information LCR IE contains HS-PDSCH and HS-SCCH Total Power per CELL PORTION IE, for each cell portion indicated by the Cell Portion LCR ID IE, the Node B shall not exceed the maximum transmission power indicated by the HS-PDSCH and HS-SCCH Total Power Value for CELL PORTION IE on all HS-PDSCH and HS-SCCH codes in that timeslot.]
[TDD - If the PHYSICAL SHARED CHANNEL RECONFIGURATION REQUEST message includes Add to HS-SCCH Resource Pool IE, the Node B shall add this resource to the HS-SCCH resource pool to be used to assign HS-SCCH sets.]

[TDD - If the PHYSICAL SHARED CHANNEL RECONFIGURATION REQUEST message includes any Modify HS-SCCH Resource Pool IEs and includes any of [3.84Mcps TDD - TDD Channelisation Code IE, Midamble Shift and Burst Type IE, Time Slot IE], [1.28Mcps TDD - First TDD Channelisation Code IE, Second TDD Channelisation Code IE, Midamble Shift LCR IE, Time Slot LCR IE, TDD Channelisation Code IE], [7.68Mcps TDD - TDD Channelisation Code 7.68Mcps IE, Midamble Shift and Burst Type 7.68Mcps IE, Time Slot IE], for either HS-SCCH or HS-SICH channels, the Node B shall apply these as the new values, otherwise the old values specified for this set are still applicable.]

[1.28Mcps TDD - For a multi-frequency cell, if the PHYSICAL SHARED CHANNEL RECONFIGURATION REQUEST message includes any Modify HS-SCCH Resource Pool IEs and includes any UARFCN IEs related to HS-SCCH or HS-SICH channels, the Node B shall apply these configurations on the new frequency, otherwise the old frequency is still applicable.]

[TDD - If the PHYSICAL SHARED CHANNEL RECONFIGURATION REQUEST message includes any Modify HS-SCCH Resource Pool IEs and includes [1.28Mcps TDD –either theHS-SCCH Maximum Power IE or the Maximum HS-SCCH Power per CELL PORTION IE], the Node B shall apply this value for the specified HS-SCCH code otherwise the old value is still applicable.] 
[1.28Mcps TDD - If the PHYSICAL SHARED CHANNEL RECONFIGURATION REQUEST message includes any Modify HS-SCCH Resource Pool IEs and includes the HS-SICH Reference Signal Information IE in the HS-SICH Reference Signal Information Modify IE, the Node B shall apply this HS-SICH reference signal configuration. Else if the PHYSICAL SHARED CHANNEL RECONFIGURATION REQUEST message includes any Modify HS-SCCH Resource Pool IEs and includes the HS-SICH Reference Signal Modify IE but does not contain the HS-SICH Reference Signal Information IE in the HS-SICH Reference Signal Modify IE, the Node B shall delete this HS-SICH reference signal configuration for the specified HS-SCCH. Otherwise the old configration is still applicable.]

 [TDD - If the PHYSICAL SHARED CHANNEL RECONFIGURATION REQUEST message includes any Delete from HS-SCCH Resource Pool IEs, the Node B shall delete these resources from the HS-SCCH resource pool.]

#Partially Omitted
[TDD - E-DCH Resources]:

[3.84Mcps TDD - If the PHYSICAL SHARED CHANNEL RECONFIGURATION REQUEST message includes  E-PUCH Information IE, the Node B shall:

-
If the E-PUCH Information IE contains no E-PUCH Timeslot Information IE, then the Node B shall delete any existing E-DCH resources from the cell.

-
If the  E-PUCH Information IE contains E-PUCH Timeslot Information IE and E-DCH resources are not currently configured in the cell, use this IE as the list of timeslots for E-PUCH channels.

-
If the  E-PUCH Information IE contains E-PUCH Timeslot Information IE and E-DCH resources are currently configured in the cell, replace the current list of timeslots with this new list of timeslots for E-PUCH channels.]

[1.28Mcps TDD - If the PHYSICAL SHARED CHANNEL RECONFIGURATION REQUEST message includes  E-PUCH Information 1.28Mcps IE, the Node B shall:

-
If the E-PUCH Information 1.28Mcps IE contains no E-PUCH Timeslot Information 1.28Mcps per UARFCN IE, then the Node B shall delete any existing E-DCH resources from the cell.

-
For a single-frequency cell, if the E-PUCH Information 1.28Mcps IE contains E-PUCH Timeslot Information 1.28Mcps per UARFCN IE and E-DCH resources are not currently configured in the cell, use this IE as the list of timeslots / codes for E-PUCH channels.

-
For a single-frequency cell, if the  E-PUCH Information 1.28Mcps IE contains E-PUCH Timeslot Information 1.28Mcps per UARFCN IE and E-DCH resources are currently configured in the cell, replace the current list of timeslots / codes with this new list of timeslots / codes for E-PUCH channels.

-
For a multi-frequency cell, if the E-PUCH Information 1.28Mcps IE contains E-PUCH Timeslot Information 1.28Mcps per UARFCN IE and E-DCH resources are not currently configured on the indicated frequency in the cell, use this IE as the list of frequency / timeslots / codes for E-PUCH channels, the E-DCH resources on other frequency shall remain unchanged.

-
For a multi-frequency cell, if the E-PUCH Information 1.28Mcps IE contains E-PUCH Timeslot Information 1.28Mcps per UARFCN IE and E-DCH resources are currently configured on the indicated frequency in the cell, replace the current list of frequency / timeslots / codes with this new list of timeslots / codes for E-PUCH channels, the E-DCH resources on other frequency shall remain unchanged.
-
For a multi-frequency cell, if the E-PUCH Information 1.28Mcps IE contains E-PUCH Timeslot Information 1.28Mcps per UARFCN IE but only UARFCN IE is included, then the Node B shall delete the existing E-DCH resources on the frequency indicated by the UARFCN IE from the cell, the E-DCH resources on other frequency shall remain unchanged.]

[7.68Mcps TDD - If the PHYSICAL SHARED CHANNEL RECONFIGURATION REQUEST message includes  E-PUCH Information 7.68Mcps IE, the Node B shall:

-
If the E-PUCH Information 7.68Mcps IE contains no E-PUCH Timeslot Information IE, then the Node B shall delete any existing E-DCH resources from the cell.

-
If the  E-PUCH Information 7.68Mcps IE contains E-PUCH Timeslot Information IE and E-DCH resources are not currently configured in the cell, use this IE as the list of timeslots for E-PUCH channels.

-
If the  E-PUCH Information 7.68Mcps IE contains E-PUCH Timeslot Information IE and E-DCH resources are currently configured in the cell, replace the current list of timeslots with this new list of timeslots for E-PUCH channels.]

[TDD - If the PHYSICAL SHARED CHANNEL RECONFIGURATION REQUEST message includes [3.84Mcps TDD - Add to E-AGCH Resource Pool IE] [1.28Mcps TDD - Add to E-AGCH Resource Pool 1.28Mcps IE][7.68Mcps TDD - Add to E-AGCH Resource Pool 7.68Mcps IE], the Node B shall add this resource to the E-AGCH resource pool to be used to assign E-AGCH sets.]

[3.84Mcps TDD - If the PHYSICAL SHARED CHANNEL RECONFIGURATION REQUEST message includes any Modify E-AGCH Resource Pool IEs and includes any of  TDD Channelisation Code IE, Midamble Shift and Burst Type IE, Time Slot IE, for E-AGCH channels, the Node B shall apply these as the new values, otherwise the old values specified for this set are still applicable.]
[1.28Mcps TDD - If the PHYSICAL SHARED CHANNEL RECONFIGURATION REQUEST message includes any Modify E-AGCH Resource Pool 1.28Mcps IEs and includes any of  First TDD Channelisation Code IE, Second TDD Channelisation Code IE, Midamble Shift LCR IE, Time Slot LCR IE, UARFCN IE for E-AGCH channels, the Node B shall apply these as the new values, otherwise the old values specified for this set are still applicable.]

[7.68Mcps TDD - If the PHYSICAL SHARED CHANNEL RECONFIGURATION REQUEST message includes any Modify E-AGCH Resource Pool 7.68Mcps IEs and includes any of  TDD Channelisation Code 7.68Mcps IE, Midamble Shift and Burst Type 7.68Mcps IE, Time Slot IE, for E-AGCH channels, the Node B shall apply these as the new values, otherwise the old values specified for this set are still applicable.]

[TDD - If the PHYSICAL SHARED CHANNEL RECONFIGURATION REQUEST message includes any [3.84Mcps TDD - Modify E-AGCH Resource Pool IEs] [1.28Mcps - Modify E-AGCH Resource Pool 1.28Mcps  IEs ][7.68Mcps TDD - Modify E-AGCH Resource Pool 7.68Mcps IEs]and includes [1.28Mcps TDD –either the Maximum E-AGCH Power IE or the Maximum E-AGCH Power per CELL PORTION IE], the Node B shall apply this value for the specified E-AGCH code otherwise the old value is still applicable.]

[TDD - If the PHYSICAL SHARED CHANNEL RECONFIGURATION REQUEST message includes any Delete from E-AGCH Resource Pool IEs, the Node B shall delete these resources from the E-AGCH resource pool.]

[3.84Mcps TDD and 7.68Mcps TDD - If the PHYSICAL SHARED CHANNEL RECONFIGURATION REQUEST message includes the [3.84Mcps TDD - E-HICH Information IE] [7.68Mcps TDD - E-HICH Information 7.68Mcps IE], the Node B shall configure the E-HICH according to the parameters.]
[1.28Mcps TDD - If the PHYSICAL SHARED CHANNEL RECONFIGURATION REQUEST message includes any Add to E-HICH Resource Pool 1.28Mcps IE, the Node B shall add this resource to the E-HICH resource pool to be used to assign Scheduled or Non-scheduled E-HICH sets.]

[1.28Mcps TDD - If the PHYSICAL SHARED CHANNEL RECONFIGURATION REQUEST message includes any Modify E-HICH Resource Pool 1.28Mcps IEs and includes any of  E-HICH Type IE, TDD Channelisation Code IE, Midamble Shift LCR IE, Time Slot LCR IE, UARFCN IE for E-HICH channels, the Node B shall apply these as the new values, otherwise the old values specified for this set are still applicable.]
[1.28Mcps TDD - If the PHYSICAL SHARED CHANNEL RECONFIGURATION REQUEST message includes any Modify E-HICH  Resource Pool 1.28Mcps  IEs and includes either the Maximum E-HICH Power IE or the Maximum E-HICH Power per CELL PORTION IE, the Node B shall apply this value for the specified E-HICH code otherwise the old value is still applicable.]

[1.28Mcps TDD - If the PHYSICAL SHARED CHANNEL RECONFIGURATION REQUEST message includes any Delete from E-HICH  Resource Pool 1.28Mcps IEs, the Node B shall delete these resources from the E-HICH resource pool.]

[3.84Mcps TDD and 7.68Mcps TDD - If the PHYSICAL SHARED CHANNEL RECONFIGURATION REQUEST message includes the Maximum Generated Received Total Wide Band Power in Other Cells IE, the Node B shall use this value to control E-DCH scheduling.]
[1.28Mcps TDD - If the PHYSICAL SHARED CHANNEL RECONFIGURATION REQUEST message includes Maximum Target Received Total Wide Band Power LCR IE, the Node B shall use this value to control E-DCH scheduling.]

#Partially Omitted
9.1.62
PHYSICAL SHARED CHANNEL RECONFIGURATION REQUEST
9.1.62.2
TDD Message

	IE/Group Name
	Presence
	Range
	IE Type and Reference
	Semantics Description
	Criticality
	Assigned Criticality

	Message Discriminator
	M
	
	9.2.1.45
	
	–
	

	Message Type
	M
	
	9.2.1.46
	
	YES
	reject

	Transaction ID 
	M
	
	9.2.1.62
	
	–
	

	C-ID
	M
	
	9.2.1.9
	
	YES
	reject

	SFN
	O
	
	9.2.1.53A
	
	YES
	reject

	PDSCH Sets To Add
	
	0..<maxnoofPDSCHSets>
	
	
	GLOBAL
	reject

	>PDSCH Set ID
	M
	
	9.2.3.11
	
	–
	

	>PDSCH To Add Information
	
	0..1
	
	Mandatory for 3.84Mcps TDD. Not Applicable to 1.28Mcps TDD or 7.68Mcps TDD.
	YES
	reject

	>>Repetition Period
	M
	
	9.2.3.16
	
	–
	

	>>Repetition Length
	M
	
	9.2.3.15
	
	–
	

	>>TDD Physical Channel Offset
	M
	
	9.2.3.20
	
	–
	

	>>DL Timeslot Information
	
	1..<maxnoofDLts>
	
	
	–
	

	>>>Time Slot
	M
	
	9.2.3.23
	
	–
	

	>>>Midamble Shift And Burst Type
	M
	
	9.2.3.7
	
	–
	

	>>>TFCI Presence
	M
	
	9.2.1.57
	
	–
	

	>>>DL Code Information
	
	1..<maxnoofPDSCHs>
	
	
	–
	

	>>>>PDSCH ID
	M
	
	9.2.3.10
	
	–
	

	>>>>TDD Channelisation Code
	M
	
	9.2.3.19
	
	–
	

	>PDSCH To Add Information LCR
	
	0..1
	
	Mandatory for 1.28Mcps TDD. Not Applicable to 3.84Mcps TDD or 7.68Mcps TDD.
	YES
	reject

	>>Repetition Period
	M
	
	9.2.3.16
	
	–
	

	>>Repetition Length
	M
	
	9.2.3.15
	
	–
	

	>>TDD Physical Channel Offset
	M
	
	9.2.3.20
	
	–
	

	>>DL Timeslot Information LCR
	
	1..<maxnoofDLtsLCR>
	
	
	–
	

	>>>Time Slot LCR
	M
	
	9.2.3.24A
	
	–
	

	>>>Midamble Shift LCR
	M
	
	9.2.3.7A
	
	–
	

	>>>TFCI Presence
	M
	
	9.2.1.57
	
	–
	

	>>>DL Code Information LCR
	
	1..<maxnoofPDSCHs>
	
	
	–
	

	>>>>PDSCH ID
	M
	
	9.2.3.10
	
	–
	

	>>>>TDD Channelisation Code LCR
	M
	
	9.2.3.19a
	
	–
	

	>>>>TDD DL DPCH Time Slot Format LCR
	O
	
	9.2.3.19D
	
	YES
	reject

	>>TSTD Indicator
	O
	
	9.2.1.64
	
	YES
	reject

	>PDSCH To Add Information 7.68Mcps
	
	0..1
	
	Mandatory for 7.68Mcps TDD. Not Applicable to 1.28Mcps TDD or 3.84Mcps TDD.
	YES
	reject

	>>Repetition Period
	M
	
	9.2.3.16
	
	–
	

	>>Repetition Length
	M
	
	9.2.3.15
	
	–
	

	>>TDD Physical Channel Offset
	M
	
	9.2.3.20
	
	–
	

	>>DL Timeslot Information 7.68Mcps 
	
	1..<maxnoofDLts>
	
	
	–
	

	>>>Time Slot
	M
	
	9.2.3.23
	
	–
	

	>>>Midamble Shift And Burst Type 7.68Mcps
	M
	
	9.2.3.35
	
	–
	

	>>>TFCI Presence
	M
	
	9.2.1.57
	
	–
	

	>>>DL Code Information 7.68Mcps
	
	1..<maxnoofPDSCHs>
	
	
	–
	

	>>>>PDSCH ID 7.68Mcps
	M
	
	9.2.3.43
	
	–
	

	>>>>TDD Channelisation Code 7.68Mcps
	M
	
	9.2.3.34
	
	–
	

	PDSCH Sets To Modify
	
	0..<maxnoof PDSCHSets>
	
	
	GLOBAL
	reject

	>PDSCH Set ID
	M
	
	9.2.3.11
	
	–
	

	>CHOICE HCR or LCR or 7.68 Mcps
	M
	
	
	See note 1 below
	–
	

	>>3.84Mcps TDD
	
	
	
	
	–
	

	>>>PDSCH To Modify Information
	
	1
	
	
	YES
	reject

	>>>>Repetition Period
	O
	
	9.2.3.16
	
	–
	

	>>>>Repetition Length
	O
	
	9.2.3.15
	
	–
	

	>>>>TDD Physical Channel Offset
	O
	
	9.2.3.20
	
	–
	

	>>>>DL Timeslot Information
	
	0..<maxnoofDLts>
	
	
	–
	

	>>>>>Time Slot
	M
	
	9.2.3.23
	
	–
	

	>>>>>Midamble Shift And Burst Type
	O
	
	9.2.3.7
	
	–
	

	>>>>>TFCI Presence
	O
	
	9.2.1.57
	
	–
	

	>>>>>DL Code Information
	
	0..<maxnoofPDSCHs>
	
	
	–
	

	>>>>>>PDSCH ID
	M
	
	9.2.3.10
	
	–
	

	>>>>>>TDD Channelisation Code
	M
	
	9.2.3.19
	
	–
	

	>>1.28Mcps TDD
	
	
	
	
	–
	

	>>>PDSCH To Modify Information LCR
	
	1
	
	
	YES
	reject

	>>>>Repetition Period
	O
	
	9.2.3.16
	
	–
	

	>>>>Repetition Length
	O
	
	9.2.3.15
	
	–
	

	>>>>TDD Physical Channel Offset
	O
	
	9.2.3.20
	
	–
	

	>>>>DL Timeslot Information LCR
	
	0..<maxnoofDLtsLCR>
	
	
	–
	

	>>>>>Time Slot LCR
	M
	
	9.2.3.24A
	
	–
	

	>>>>>Midamble Shift LCR
	O
	
	9.2.3.7A
	
	–
	

	>>>>>TFCI Presence
	O
	
	9.2.1.57
	
	–
	

	>>>>>DL Code Information LCR
	
	0..<maxnoofPDSCHs>
	
	
	–
	

	>>>>>>PDSCH ID
	M
	
	9.2.3.10
	
	–
	

	>>>>>>TDD Channelisation Code LCR
	M
	
	9.2.3.19a
	
	–
	

	>>>>>>TDD DL DPCH Time Slot Format LCR
	O
	
	9.2.3.19D
	
	YES
	reject

	>>7.68Mcps TDD
	
	
	
	
	–
	

	>>>PDSCH To Modify Information 7.68Mcps 
	
	1
	
	
	YES
	reject

	>>>>Repetition Period
	O
	
	9.2.3.16
	
	–
	

	>>>>Repetition Length
	O
	
	9.2.3.15
	
	–
	

	>>>>TDD Physical Channel Offset
	O
	
	9.2.3.20
	
	–
	

	>>>>DL Timeslot Information 7.68Mcps
	
	0..<maxnoofDLts>
	
	
	–
	

	>>>>>Time Slot
	M
	
	9.2.3.23
	
	–
	

	>>>>>Midamble Shift And Burst Type 7.68Mcps 
	O
	
	9.2.3.35
	
	–
	

	>>>>>TFCI Presence
	O
	
	9.2.1.57
	
	–
	

	>>>>>DL Code Information 7.68Mcps 
	
	0..<maxnoofPDSCHs>
	
	
	–
	

	>>>>>>PDSCH ID 7.68Mcps
	M
	
	9.2.3.43
	
	–
	

	>>>>>>TDD Channelisation Code 7.68Mcps
	M
	
	9.2.3.34
	
	–
	

	PDSCH Sets To Delete
	
	0..<maxnoof PDSCHSets>
	
	
	GLOBAL
	reject

	>PDSCH Set ID
	M
	
	9.2.3.11
	
	–
	

	PUSCH Sets To Add
	
	0..<maxnoof PUSCHSets>
	
	
	GLOBAL
	reject

	>PUSCH Set ID
	M
	
	9.2.3.13
	
	–
	

	>PUSCH To Add Information
	
	0..1
	
	Mandatory for 3.84Mcps TDD. Not Applicable to 1.28Mcps TDD or 7.68Mcps TDD.
	YES
	reject

	>>Repetition Period
	M
	
	9.2.3.16
	
	–
	

	>>Repetition Length
	M
	
	9.2.3.15
	
	–
	

	>>TDD Physical Channel Offset
	M
	
	9.2.3.20
	
	–
	

	>>UL Timeslot Information
	
	1..<maxnoofULts>
	
	
	–
	

	>>>Time Slot
	M
	
	9.2.3.23
	
	–
	

	>>>Midamble Shift And Burst Type
	M
	
	9.2.3.7
	
	–
	

	>>>TFCI Presence
	M
	
	9.2.1.57
	
	–
	

	>>>UL Code Information
	
	1..<maxnoofPUSCHs>
	
	
	–
	

	>>>>PUSCH ID
	M
	
	9.2.3.12
	
	–
	

	>>>>TDD Channelisation Code
	M
	
	9.2.3.19
	
	–
	

	>PUSCH To Add Information LCR
	
	0..1
	
	Mandatory for 1.28Mcps TDD. Not Applicable to 3.84Mcps TDD or 7.68Mcps TDD.
	YES
	reject

	>>Repetition Period
	M
	
	9.2.3.16
	
	–
	

	>>Repetition Length
	M
	
	9.2.3.15
	
	–
	

	>>TDD Physical Channel Offset
	M
	
	9.2.3.20
	
	–
	

	>>UL Timeslot Information LCR
	
	1..<maxnoofULtsLCR>
	
	
	–
	

	>>>Time Slot LCR
	M
	
	9.2.3.24A
	
	–
	

	>>>Midamble Shift LCR
	M
	
	9.2.3.7A
	
	–
	

	>>>TFCI Presence
	M
	
	9.2.1.57
	
	–
	

	>>>UL Code Information LCR
	
	1..<maxnoofPUSCHs>
	
	
	–
	

	>>>>PUSCH ID
	M
	
	9.2.3.12
	
	–
	

	>>>>TDD Channelisation Code LCR
	M
	
	9.2.3.19a
	
	–
	

	>>>>TDD UL DPCH Time Slot Format LCR
	O
	
	9.2.3.21C
	
	YES
	reject

	>PUSCH To Add Information 7.68Mcps 
	
	0..1
	
	Mandatory for 7.68Mcps TDD. Not Applicable to 1.28Mcps TDD or 3.84 Mcps TDD.
	YES
	reject

	>>Repetition Period
	M
	
	9.2.3.16
	
	–
	

	>>Repetition Length
	M
	
	9.2.3.15
	
	–
	

	>>TDD Physical Channel Offset
	M
	
	9.2.3.20
	
	–
	

	>>UL Timeslot Information 7.68Mcps 
	
	1..<maxnoofULts>
	
	
	–
	

	>>>Time Slot
	M
	
	9.2.3.23
	
	–
	

	>>>Midamble Shift And Burst Type 7.68Mcps
	M
	
	9.2.3.35
	
	–
	

	>>>TFCI Presence
	M
	
	9.2.1.57
	
	–
	

	>>>UL Code Information 7.68Mcps 
	
	1..<maxnoofPUSCHs>
	
	
	–
	

	>>>>PUSCH ID
	M
	
	9.2.3.12
	
	–
	

	>>>>TDD Channelisation Code 7.68Mcps
	M
	
	9.2.3.34
	
	–
	

	PUSCH Sets To Modify
	
	0..<maxnoof PUSCHSets>
	
	
	GLOBAL
	reject

	>PUSCH Set ID
	M
	
	9.2.3.13
	
	–
	

	>CHOICE HCR or LCR or 7.68Mcps
	M
	
	
	See note 1 below
	–
	

	>>3.84Mcps TDD
	
	
	
	
	–
	

	>>>PUSCH To Modify Information
	
	1
	
	
	YES
	reject

	>>>>Repetition Period
	O
	
	9.2.3.16
	
	–
	

	>>>>Repetition Length
	O
	
	9.2.3.15
	
	–
	

	>>>>TDD Physical Channel Offset
	O
	
	9.2.3.20
	
	–
	

	>>>>UL Timeslot Information
	
	0..<maxnoofULts>
	
	
	–
	

	>>>>>Time Slot
	M
	
	9.2.3.23
	
	–
	

	>>>>>Midamble Shift And Burst Type
	O
	
	9.2.3.7
	
	–
	

	>>>>>TFCI Presence
	O
	
	9.2.1.57
	
	–
	

	>>>>>UL Code Information
	
	0..<maxnoofPUSCHs>
	
	
	–
	

	>>>>>>PUSCH ID
	M
	
	9.2.3.12
	
	–
	

	>>>>>>TDD Channelisation Code
	M
	
	9.2.3.19
	
	–
	

	>>1.28Mcps TDD
	
	
	
	
	–
	

	>>>PUSCH To Modify Information LCR 
	
	1
	
	
	YES
	reject

	>>>>Repetition Period
	O
	
	9.2.3.16
	
	–
	

	>>>>Repetition Length
	O
	
	9.2.3.15
	
	–
	

	>>>>TDD Physical Channel Offset
	O
	
	9.2.3.20
	
	–
	

	>>>>UL Timeslot Information LCR
	
	0..<maxnoofULtsLCR>
	
	
	–
	

	>>>>>Time Slot LCR
	M
	
	9.2.3.24A
	
	–
	

	>>>>>Midamble Shift LCR
	O
	
	9.2.3.7A
	
	–
	

	>>>>>TFCI Presence
	O
	
	9.2.1.57
	
	–
	

	>>>>>UL Code Information LCR
	
	0..<maxnoofPUSCHs>
	
	
	–
	

	>>>>>>PUSCH ID
	M
	
	9.2.3.12
	
	–
	

	>>>>>>TDD Channelisation Code LCR
	M
	
	9.2.3.19a
	
	–
	

	>>>>>>TDD UL DPCH Time Slot Format LCR
	O
	
	9.2.3.21C
	
	YES
	reject

	>>7.68Mcps TDD
	
	
	
	
	–
	

	>>>PUSCH To Modify Information 7.68Mcps 
	
	1
	
	
	YES
	reject

	>>>>Repetition Period
	O
	
	9.2.3.16
	
	–
	

	>>>>Repetition Length
	O
	
	9.2.3.15
	
	–
	

	>>>>TDD Physical Channel Offset
	O
	
	9.2.3.20
	
	–
	

	>>>>UL Timeslot Information 7.68Mcps
	
	0..<maxnoofULts>
	
	
	–
	

	>>>>>Time Slot
	M
	
	9.2.3.23
	
	–
	

	>>>>>Midamble Shift And Burst Type 7.68Mcps
	O
	
	9.2.3.35
	
	–
	

	>>>>>TFCI Presence
	O
	
	9.2.1.57
	
	–
	

	>>>>>UL Code Information 7.68Mcps
	
	0..<maxnoofPUSCHs>
	
	
	–
	

	>>>>>>PUSCH ID
	M
	
	9.2.3.12
	
	–
	

	>>>>>>TDD Channelisation Code 7.68Mcps
	M
	
	9.2.3.34
	
	–
	

	PUSCH Sets To Delete
	
	0..<maxnoofPUSCHSets>
	
	
	GLOBAL
	reject

	>PUSCH Set ID
	M
	
	9.2.3.13
	
	–
	

	HS-PDSCH TDD Information
	
	0..1
	
	
	GLOBAL
	reject

	>DL Timeslot and Code Information
	
	0..<maxnoofDLts>
	
	Mandatory for 3.84Mcps TDD. Not Applicable to 1.28Mcps TDD or 7.68Mcps TDD.
	–
	

	>>Time Slot
	M
	
	9.2.3.23
	
	–
	

	>>Midamble Shift And Burst Type
	M
	
	9.2.3.7
	
	–
	

	>>Codes
	
	1..<maxnoofHSPDSCHs>
	
	
	–
	

	>>>TDD Channelisation Code
	M
	
	9.2.3.19
	
	–
	

	>>HS-PDSCH and HS-SCCH Total Power
	O
	
	Maximum Transmission Power

9.2.1.40
	Maximum transmission power to be allowed for HS-PDSCH and HS-SCCH codes in the timeslot
	YES
	reject

	>DL Timeslot and Code Information LCR per UARFCN
	
	0.. <maxFrequencyinCell>
	
	Mandatory for 1.28Mcps TDD 

Not Applicable to 3.84Mcps TDD or 7.68Mcps TDD.
See note 2 below
	EACH
	reject

	>>DL Timeslot and Code Information LCR
	
	0..<maxnoofDLtsLCR>
	
	.
	–
	

	>>>Time Slot LCR
	M
	
	9.2.3.24A
	
	–
	

	>>>Midamble Shift LCR
	M
	
	9.2.3.7A
	
	–
	

	>>>Codes LCR
	
	1..<maxnoofHSPDSCHs>
	
	
	–
	

	>>>>TDD Channelisation Code
	M
	
	9.2.3.19
	
	–
	

	>>>HS-PDSCH and HS-SCCH Total Power
	O
	
	Maximum Transmission Power

9.2.1.40
	Maximum transmission power to be allowed for HS-PDSCH and HS-SCCH codes in the timeslot
	YES
	reject

	>>>HS-PDSCH and HS-SCCH Total Power per CELL PORTION
	
	0..<maxNrOfCellPortionsLCR>
	
	
	EACH
	ignore

	>>>>Cell Portion LCR ID
	M
	
	9.2.3.yy
	
	–
	

	>>>> HS-PDSCH and HS-SCCH Total Power Value for CELL PORTION
	M
	
	Maximum Transmission Power

9.2.1.40
	
	–
	

	>>UARFCN
	O
	
	9.2.1.65
	Corresponds to Nt [15]
Mandatory for 1.28Mcps TDD when using multiple frequencies.
	–
	

	>DL Timeslot and Code Information 7.68Mcps
	
	0..<maxnoofDLts>
	
	Mandatory for 7.68Mcps TDD. Not Applicable to 1.28Mcps TDD or 3.84 Mcps TDD.
	GLOBAL
	reject

	>>Time Slot
	M
	
	9.2.3.23
	
	–
	

	>>Midamble Shift And Burst Type 7.68Mcps
	M
	
	9.2.3.35
	
	–
	

	>>Codes 7.68Mcps
	
	1..<maxnoofHSPDSCHs768>
	
	
	–
	

	>>>TDD Channelisation Code 7.68Mcps
	M
	
	9.2.3.34
	
	–
	

	>>HS-PDSCH and HS-SCCH Total Power
	O
	
	Maximum Transmission Power

9.2.1.40
	Maximum transmission power to be allowed for HS-PDSCH and HS-SCCH codes in the timeslot
	–
	–

	Add to HS-SCCH Resource Pool
	
	0..1
	
	
	GLOBAL
	reject

	>HS-SCCH Information
	
	0..<maxnoofHSSCCHs>
	
	Applicable to 3.84Mcps TDD only
	–
	

	>>HS-SCCH ID
	M
	
	9.2.3.5Ga
	
	–
	

	>>Time Slot
	M
	
	9.2.3.23
	
	–
	

	>>Midamble Shift And Burst Type
	M
	
	9.2.3.7
	
	–
	

	>>TDD Channelisation Code
	M
	
	9.2.3.19
	
	–
	

	>>Maximum HS-SCCH Power
	M
	
	DL Power

9.2.1.21
	
	–
	

	>>HS-SICH Information
	
	1
	
	
	–
	

	>>>HS-SICH ID
	M
	
	9.2.3.5Gb
	
	–
	

	>>>Time Slot
	M
	
	9.2.3.23
	
	–
	

	>>>Midamble Shift And Burst Type
	M
	
	9.2.3.7
	
	–
	

	>>>TDD Channelisation Code
	M
	
	9.2.3.19
	
	–
	

	>HS-SCCH Information LCR
	
	0..<maxnoofHSSCCHs>
	
	Applicable to 1.28Mcps TDD only
See note 3 below
	–
	

	>>HS-SCCH ID
	M
	
	9.2.3.5Ga
	If the Extended HS-SCCH ID IE is included in the HS-SCCH Information LCR IE, the HS-SCCH ID IE shall be ignored.
	–
	

	>>Time Slot LCR
	M
	
	9.2.3.24A
	
	–
	

	>>Midamble Shift LCR
	M
	
	9.2.3.7A
	
	–
	

	>>First TDD Channelisation Code
	M
	
	TDD Channelisation Code 9.2.3.19
	
	–
	

	>>Second TDD Channelisation Code
	M
	
	TDD Channelisation Code 9.2.3.19
	
	–
	

	>>Maximum HS-SCCH Power
	M
	
	DL Power

9.2.1.21
	If the Maximum HS-SCCH Power per CELL PORTION IE is included in the HS-SCCH Information LCR IE, the Maximum HS-SCCH Power IE shall be ignored.
	–
	

	>>HS-SICH Information LCR
	
	1
	
	
	–
	

	>>>HS-SICH ID
	M
	
	9.2.3.5Gb
	If the Extended HS-SICH ID IE is included in the HS-SICH Information LCR IE, the HS-SICH ID IE shall be ignored.
	–
	

	>>>Time Slot LCR
	M
	
	9.2.3.24A
	
	–
	

	>>>Midamble Shift LCR
	M
	
	9.2.3.7A
	
	–
	

	>>>TDD Channelisation Code
	M
	
	9.2.3.19
	
	–
	

	>>>Extended HS-SICH ID
	O
	
	9.2.3.5K
	The Extended HS-SICH ID IE shall be used if the HS-SICH identity has a value larger than 31.
	YES
	ignore

	>>Extended HS-SCCH ID
	O
	
	9.2.3.5J
	The Extended HS-SCCH ID IE shall be used if the HS-SCCH identity has a value larger than 31.
	YES
	ignore

	>>UARFCN
	O
	
	9.2.1.65
	Corresponds to Nt [15]

Mandatory for 1.28Mcps TDD when using multiple frequencies.
	YES–
	ignore

	>>HS-SICH Reference Signal Information
	O
	
	9.2.3.103
	
	YES
	ignore

	>> Maximum HS-SCCH Power per CELL PORTION
	O
	
	Maximum DSCCH Power Information9.2.3.xx
	
	YES
	ignore

	>HS-SCCH Information 7.68Mcps
	
	0..<maxnoofHSSCCHs>
	
	Applicable to 7.68Mcps TDD only
	GLOBAL
	reject

	>>HS-SCCH ID
	M
	
	9.2.3.5Ga
	
	–
	

	>>Time Slot
	M
	
	9.2.3.23
	
	–
	

	>>Midamble Shift And Burst Type 7.68Mcps
	M
	
	9.2.3.35
	
	–
	

	>>TDD Channelisation Code 7.68Mcps
	M
	
	9.2.3.34
	
	–
	

	>>Maximum HS-SCCH Power
	M
	
	DL Power

9.2.1.21
	
	–
	

	>>HS-SICH Information 7.68Mcps
	
	1
	
	
	–
	

	>>>HS-SICH ID
	M
	
	9.2.3.5Gb
	
	–
	

	>>>Time Slot
	M
	
	9.2.3.23
	
	–
	

	>>>Midamble Shift And Burst Type 7.68Mcps
	M
	
	9.2.3.35
	
	–
	

	>>>TDD Channelisation Code 7.68Mcps
	M
	
	9.2.3.34
	
	–
	

	Modify HS-SCCH Resource Pool
	
	0..1
	
	
	GLOBAL
	reject

	>HS-SCCH Information
	
	0..<maxnoofHSSCCHs>
	
	Applicable to 3.84Mcps TDD only
	–
	

	>>HS-SCCH ID
	M
	
	9.2.3.5Ga
	
	–
	

	>>Time Slot
	O
	
	9.2.3.23
	
	–
	

	>>Midamble Shift And Burst Type
	O
	
	9.2.3.7
	
	–
	

	>>TDD Channelisation Code
	O
	
	9.2.3.19
	
	–
	

	>>Maximum HS-SCCH Power
	O
	
	DL Power

9.2.1.21
	
	–
	

	>>HS-SICH Information
	
	0..1
	
	
	–
	

	>>>HS-SICH ID
	M
	
	9.2.3.5Gb
	
	–
	

	>>>Time Slot
	O
	
	9.2.3.23
	
	–
	

	>>>Midamble Shift And Burst Type
	O
	
	9.2.3.7
	
	–
	

	>>>TDD Channelisation Code
	O
	
	9.2.3.19
	
	–
	

	>HS-SCCH Information LCR
	
	0..<maxnoofHSSCCHs>
	
	Applicable to 1.28Mcps TDD only
See note 3 below
	–
	

	>>HS-SCCH ID
	M
	
	9.2.3.5Ga
	If the Extended HS-SCCH ID IE is included in the HS-SCCH Information LCR IE, the HS-SCCH ID IE shall be ignored.
	–
	

	>>Time Slot LCR
	O
	
	9.2.3.24A
	
	–
	

	>>Midamble Shift LCR
	O
	
	9.2.3.7A
	
	–
	

	>>First TDD Channelisation Code
	O
	
	TDD Channelisation Code 9.2.3.19
	
	–
	

	>>Second TDD Channelisation Code
	O
	
	TDD Channelisation Code 9.2.3.19
	
	–
	

	>>Maximum HS-SCCH Power
	O
	
	DL Power

9.2.1.21
	
	–
	

	>>HS-SICH Information LCR
	
	0..1
	
	
	–
	

	>>>HS-SICH ID
	M
	
	9.2.3.5Gb
	If the Extended HS-SICH ID IE is included in the HS-SICH Information LCR IE, the HS-SICH ID IE shall be ignored.
	–
	

	>>>Time Slot LCR
	O
	
	9.2.3.24A
	
	–
	

	>>Midamble Shift LCR
	O
	
	9.2.3.7A
	
	–
	

	>>>TDD Channelisation Code
	O
	
	9.2.3.19
	
	–
	

	>>>Extended HS-SICH ID
	O
	
	9.2.3.5K
	The Extended HS-SICH ID IE shall be used if the HS-SICH identity has a value larger than 31.
	YES
	ignore

	>>Extended HS-SCCH ID
	O
	
	9.2.3.5J
	The Extended HS-SCCH ID IE shall be used if the HS-SCCH identity has a value larger than 31.
	YES
	ignore

	>>UARFCN
	O
	
	9.2.1.65
	Corresponds to Nt [15]

Applicable to 1.28Mcps TDD when using multiple frequencies.
	YES
	ignore

	>>HS-SICH Reference Signal Information Modify 
	
	0..1
	
	
	YES
	reject

	>>>HS-SICH Reference Signal Information
	O
	
	9.2.3.103
	
	–
	

	>> Maximum HS-SCCH Power per CELL PORTION
	O
	
	Maximum DSCCH Power Information9.2.3.xx
	
	YES
	ignore

	>HS-SCCH Information 7.68Mcps
	
	0..<maxnoofHSSCCHs>
	
	Applicable to 7.68Mcps TDD only
	GLOBAL
	reject

	>>HS-SCCH ID
	M
	
	9.2.3.5Ga
	
	–
	

	>>Time Slot
	O
	
	9.2.3.23
	
	–
	

	>>Midamble Shift And Burst Type 7.68Mcps
	M
	
	9.2.3.35
	
	–
	

	>>TDD Channelisation Code 7.68Mcps
	M
	
	9.2.3.34
	
	–
	

	>>Maximum HS-SCCH Power
	O
	
	DL Power

9.2.1.21
	
	–
	

	>>HS-SICH Information 7.68Mcps
	
	0..1
	
	
	–
	

	>>>HS-SICH ID
	M
	
	9.2.3.5Gb
	
	–
	

	>>>Time Slot
	O
	
	9.2.3.23
	
	–
	

	>>>Midamble Shift And Burst Type 7.68Mcps
	M
	
	9.2.3.35
	
	–
	

	>>>TDD Channelisation Code 7.68Mcps
	M
	
	9.2.3.34
	
	–
	

	Delete from HS-SCCH Resource Pool
	
	0..<maxnoof HSSCCHs>
	
	For 1.28Mcps TDD ,see note 3 below
	GLOBAL
	reject

	>HS-SCCH ID
	M
	
	9.2.3.5Ga
	For 1.28Mcps TDD, if the Extended HS-SCCH ID IE is included in the Delete from HS-SCCH Resource Pool IE, the HS-SCCH ID IE shall be ignored
	–
	

	>Extended HS-SCCH ID
	O
	
	9.2.3.5J
	Applicable to 1.28Mcps TDD only, the Extended HS-SCCH ID IE shall be used if the HS-SCCH identity has a value larger than 31.
	YES
	ignore

	Configuration Generation ID
	O
	
	9.2.1.16
	
	YES
	reject

	E-PUCH Information
	
	0..1
	
	3.84Mcps TDD only
	GLOBAL
	reject

	>LTGI Presence
	M
	
	9.2.3.58
	
	–
	

	>SNPL Reporting Type
	M
	
	9.2.3.62
	
	–
	

	>Midamble Shift And Burst Type
	M
	
	9.2.3.7
	
	–
	

	>E-PUCH Timeslot Information
	
	1..<maxnoofEPUCHslots>
	
	
	–
	

	>>Time Slot
	M
	
	9.2.3.23
	
	
	

	Add to E-AGCH Resource Pool
	
	0..1
	
	3.84Mcps TDD only
	GLOBAL
	reject

	>E-AGCH Information
	
	0..<maxnoofEAG CHs>
	
	
	–
	

	>>E-AGCH ID TDD
	M
	
	9.2.3.51
	
	–
	

	>>Time Slot
	M
	
	9.2.3.23
	
	–
	

	>>Midamble Shift And Burst Type
	M
	
	9.2.3.7
	
	–
	

	>>TDD Channelisation Code
	M
	
	9.2.3.19
	
	–
	

	>>Maximum E-AGCH Power
	M
	
	DL Power

9.2.1.21
	
	–
	

	Modify E-AGCH Resource Pool
	
	0..1
	
	3.84Mcps TDD only
	GLOBAL
	reject

	>E-AGCH Information
	
	0..<maxnoofEAG CHs>
	
	
	–
	

	>>E-AGCH ID TDD
	M
	
	9.2.3.51
	
	–
	

	>>Time Slot
	O
	
	9.2.3.23
	
	–
	

	>>Midamble Shift And Burst Type
	O
	
	9.2.3.7
	
	–
	

	>>TDD Channelisation Code
	O
	
	9.2.3.19
	
	–
	

	>>Maximum E-AGCH Power
	O
	
	DL Power

9.2.1.21
	
	–
	

	Delete from E-AGCH Resource Pool
	
	0..<maxnoofEAG CHs>
	
	
	GLOBAL
	reject

	>E-AGCH ID TDD
	M
	
	9.2.3.51
	
	–
	

	E-HICH Information
	
	0..1
	
	3.84Mcps TDD only
	GLOBAL
	reject

	>Midamble Shift And Burst Type
	M
	
	9.2.3.7
	
	–
	

	>TDD Channelisation Code
	M
	
	9.2.3.19
	
	–
	

	>Maximum E-HICH Power
	M
	
	DL Power

9.2.1.21
	
	–
	

	Maximum Generated Received Total Wide Band Power in Other Cells
	O
	
	9.2.3.63
	Applicable to 3.84Mcps and 7.68 Mcps TDD only
	YES
	reject

	E-PUCH Information 7.68Mcps
	
	0..1
	
	7.68Mcps TDD only
	GLOBAL
	reject

	>LTGI Presence
	M
	
	9.2.3.58
	
	–
	

	>SNPL Reporting Type
	M
	
	9.2.3.62
	
	–
	

	>Midamble Shift And Burst Type 7.68Mcps
	M
	
	9.2.3.35
	
	–
	

	>E-PUCH Timeslot Information
	
	1..<maxnoofEPUCHslots>
	
	
	–
	

	>>Time Slot
	M
	
	9.2.3.23
	
	–
	

	Add to E-AGCH Resource Pool 7.68Mcps
	
	0..1
	
	7.68Mcps TDD only
	GLOBAL
	reject

	>E-AGCH Information
	
	0..<maxnoofEAG CHs>
	
	
	–
	

	>>E-AGCH ID TDD
	M
	
	9.2.3.51
	
	–
	

	>>Time Slot
	M
	
	9.2.3.23
	
	–
	

	>>Midamble Shift And Burst Type 7.68Mcps
	M
	
	9.2.3.35
	
	–
	

	>>TDD Channelisation Code 7.68Mcps
	M
	
	9.2.3.34
	
	–
	

	>>Maximum E-AGCH Power
	M
	
	DL Power

9.2.1.21
	
	–
	

	Modify E-AGCH Resource Pool 7.68Mcps
	
	0..1
	
	7.68Mcps TDD only
	GLOBAL
	reject

	>E-AGCH Information
	
	0..<maxnoofEAG CHs>
	
	
	–
	

	>>E-AGCH ID TDD
	M
	
	9.2.3.51
	
	–
	

	>>Time Slot
	O
	
	9.2.3.23
	
	–
	

	>>Midamble Shift And Burst Type 7.68Mcps
	O
	
	9.2.3.35
	
	–
	

	>>TDD Channelisation Code 7.68Mcps
	O
	
	9.2.3.34
	
	–
	

	>>Maximum E-AGCH Power
	O
	
	DL Power

9.2.1.21
	
	–
	

	E-HICH Information 7.68Mcps
	
	0..1
	
	7.68Mcps TDD only
	GLOBAL
	reject

	>Midamble Shift And Burst Type 7.68Mcps
	M
	
	9.2.3.35
	
	–
	

	>TDD Channelisation Code 7.68Mcps
	M
	
	9.2.3.34
	
	–
	

	>Maximum E-HICH Power
	M
	
	DL Power

9.2.1.21
	
	–
	

	E-PUCH Information 1.28Mcps
	
	0..1
	
	1.28Mcps TDD only
	GLOBAL
	reject

	>LTGI Presence
	M
	
	9.2.3.58
	
	–
	

	>SNPL Reporting Type
	M
	
	9.2.3.62
	
	–
	

	>E-PUCH Timeslot information 1.28Mcps per UARFCN
	
	0..<maxFrequencyinCell>
	
	See note 2 below
	
	

	>>E-PUCH Timeslot Information 1.28Mcps
	
	0..<maxnoofEPUCHslotsLCR>
	
	
	–
	

	>>>Time Slot LCR
	M
	
	9.2.3.24A
	
	–
	

	>>>Midamble Shift LCR
	M
	
	9.2.3.7A
	
	–
	

	>>>Codes LCR
	
	1..<maxnoofEPUCHcodes>
	
	
	–
	

	>>>>TDD Channelisation Code
	M
	
	9.2.3.19
	
	–
	

	>>UARFCN
	O
	
	9.2.1.65
	Corresponds to Nt [15]

Mandatory for 1.28Mcps TDD when using multiple frequencies.
	YES
	ignore

	Add to E-AGCH Resource Pool 1.28Mcps
	
	0..1
	
	1.28Mcps TDD only
	GLOBAL
	reject

	>E-AGCH Information 1.28Mcps
	
	1..<maxnoofEAG CHs>
	
	
	–
	

	>>E-AGCH ID TDD
	M
	
	9.2.3.51
	
	–
	

	>>Time Slot LCR
	M
	
	9.2.3.24A
	
	–
	

	>>Midamble Shift LCR
	M
	
	9.2.3.7A
	
	–
	

	>>First TDD Channelisation Code
	M
	
	TDD Channelisation Code 9.2.3.19
	
	–
	

	>>Second TDD Channelisation Code
	M
	
	TDD Channelisation Code 9.2.3.19
	
	–
	

	>>Maximum E-AGCH Power
	M
	
	DL Power

9.2.1.21
	If the Maximum E-AGCH Power per CELL PORTION IE is included in the E-AGCH Information 1.28Mcps IE, the Maximum E-AGCH Power IE shall be ignored.
	–
	

	>>UARFCN
	O
	
	9.2.1.65
	Corresponds to Nt [15]

Mandatory for 1.28Mcps TDD when using multiple frequencies.
	YES
	ignore

	>> Maximum E-AGCH Power per CELL PORTION
	O
	
	Maximum DSCCH Power Information9.2.3.xx
	
	YES
	ignore

	Modify E-AGCH Resource Pool 1.28Mcps
	
	0..1
	
	1.28Mcps TDD only
	GLOBAL
	reject

	>E-AGCH Information 1.28Mcps
	
	1..<maxnoofEAG CHs>
	
	
	–
	

	>>E-AGCH ID TDD
	M
	
	9.2.3.51
	
	–
	

	>>Time Slot LCR
	O
	
	9.2.3.24A
	
	–
	

	>>Midamble Shift LCR
	O
	
	9.2.3.7A
	
	–
	

	>>First TDD Channelisation Code
	O
	
	TDD Channelisation Code 9.2.3.19
	
	–
	

	>>Second TDD Channelisation Code
	O
	
	TDD Channelisation Code 9.2.3.19
	
	–
	

	>>Maximum E-AGCH Power
	O
	
	DL Power

9.2.1.21
	
	–
	

	>>UARFCN
	O
	
	9.2.1.65
	Corresponds to Nt [15]

Mandatory for 1.28Mcps TDD when using multiple frequencies.
	YES
	ignore

	>> Maximum E-AGCH Power per CELL PORTION
	O
	
	Maximum DSCCH Power Information9.2.3.xx
	
	YES
	ignore

	Add to E-HICH Resource Pool 1.28Mcps
	
	0..1
	
	1.28Mcps TDD only
	GLOBAL
	reject

	>E-HICH Information 1.28Mcps
	
	1..<maxnoofEHICHs>
	
	
	–
	

	>>E-HICH ID TDD
	M
	
	9.2.3.51a
	If the Extended E-HICH ID TDD IE is included in the E-HICH Information 1.28Mcps IE, the E-HICH ID TDD IE shall be ignored.
	–
	

	>>E-HICH Type
	M
	
	9.2.3.68
	
	–
	

	>>TDD Channelisation Code
	M
	
	9.2.3.19
	
	–
	

	>>Time Slot LCR
	M
	
	9.2.3.24A
	
	–
	

	>>Midamble Shift LCR
	M
	
	9.2.3.7A
	
	–
	

	>>Maximum E-HICH Power
	M
	
	DL Power

9.2.1.21
	If the Maximum E-HICH Power per CELL PORTION IE is included in the E-HICH Information 1.28Mcps IE, the Maximum E-HICH Power IE shall be ignored.
	–
	

	>>Extended E-HICH ID TDD
	O
	
	9.2.3.51b
	Applicable to 1.28Mcps TDD only, the Extended E-HICH ID TDD IE shall be used if the E-HICH identity has a value larger than 31.
	YES
	ignore

	>>UARFCN
	O
	
	9.2.1.65
	Corresponds to Nt[15]

Mandatory for 1.28Mcps TDD when using multiple frequencies.
	YES
	ignore

	>> Maximum E-HICH Power per CELL PORTION
	O
	
	Maximum DSCCH Power Information9.2.3.xx
	
	YES
	ignore

	Modify E-HICH Resource Pool 1.28Mcps
	
	0..1
	
	1.28Mcps TDD only
	GLOBAL
	reject

	>E-HICH Information 1.28Mcps
	
	1..<maxnoofEHICHs>
	
	
	–
	

	>>E-HICH ID TDD
	M
	
	9.2.3.51a
	If the Extended E-HICH ID TDD IE is included in the E-HICH Information 1.28Mcps IE, the E-HICH ID TDD IE shall be ignored.
	–
	

	>>E-HICH Type
	O
	
	9.2.3.68
	
	–
	

	>>TDD Channelisation Code
	O
	
	9.2.3.19
	
	–
	

	>>Time Slot LCR
	O
	
	9.2.3.24A
	
	–
	

	>>Midamble Shift LCR
	O
	
	9.2.3.7A
	
	–
	

	>>Maximum E-HICH Power
	O
	
	DL Power

9.2.1.21
	
	–
	

	>>Extended E-HICH ID TDD
	O
	
	9.2.3.51b
	Applicable to 1.28Mcps TDD only, the Extended E-HICH ID TDD IE shall be used if the E-HICH identity has a value larger than 31.
	YES
	ignore

	>>UARFCN
	O
	
	9.2.1.65
	Corresponds to Nt [15]

Mandatory for 1.28Mcps TDD when using multiple frequencies.
	YES
	ignore

	>> Maximum E-HICH Power per CELL PORTION
	O
	
	Maximum DSCCH Power Information9.2.3.xx
	
	YES
	ignore

	Delete from E-HICH Resource Pool 1.28Mcps
	
	0..<maxnoofEHICHs>
	
	1.28Mcps TDD only
	GLOBAL
	reject

	>E-HICH ID TDD
	M
	
	9.2.3.51a
	If the Extended E-HICH ID TDD IE is included in the Delete from E-HICH Resource Pool 1.28Mcps IE, the E-HICH ID TDD IE shall be ignored.
	–
	

	>Extended E-HICH ID TDD
	O
	
	9.2.3.51b
	Applicable to 1.28Mcps TDD only, the Extended E-HICH ID TDD IE shall be used if the E-HICH identity has a value larger than 31.
	YES
	ignore

	SYNC_UL Partition Information
	
	0..1
	
	Applicable to 1.28Mcps TDD to indicate the SYNC_UL partition information for the Primary Frequency. Not Applicable to 3.84Mcps TDD or 7.68Mcps TDD.
	GLOBAL
	reject

	>E-RUCCH SYNC_UL codes bitmap 
	M
	
	BITSTRING(8)
	Each bit indicates availability of a SYNC_UL code, where the SYNC_UL codes are numbered "code 0" to "code 7".

The value 1 of a bit indicates that the corresponding SYNC_UL code can be used.

The value 0 of a bit indicates that the corresponding SYNC_UL code can not be used.
	–
	

	Maximum Target Received Total Wide Band Power LCR
	O
	
	9.2.3.69
	1.28Mcps TDD only
	YES
	reject

	HS-DSCH Common System Information LCR
	O
	
	9.2.3.72
	1.28Mcps TDD only
	YES
	reject

	Common MAC Flows To Delete LCR
	O
	
	9.2.3.78
	1.28Mcps TDD only
	YES
	reject

	HS-DSCH Paging System Information LCR
	O
	
	9.2.3.73
	1.28Mcps TDD only
	YES
	reject

	Paging MAC Flows to Delete LCR
	O
	
	9.2.3.85
	1.28Mcps TDD only
	YES
	reject

	Common E-DCH System Information LCR
	O
	
	9.2.3.79
	1.28Mcps TDD only
	YES
	reject

	Common UL MAC Flows to Delete LCR
	O
	
	Common MAC Flows To Delete LCR

9.2.3.78
	1.28Mcps TDD only
	YES
	reject

	Common E-DCH MAC-d Flows to Delete LCR
	O
	
	9.2.3.86
	1.28Mcps TDD only
	YES
	reject

	Enhanced UE DRX Information LCR
	O
	
	9.2.3.82
	1.28Mcps TDD only
	YES
	reject

	Add to Non-HS-SCCH associated HS-SICH Resource Pool
	
	0..1
	
	1.28Mcps TDD only
	GLOBAL
	reject

	>Non-HS-SCCH associated HS-SICH Information
	
	0..<maxnoofNonHSAHSSICH>
	
	
	–
	

	>>Non-HS-SCCH associated HS-SICH ID
	M
	
	INTEGER (0..255)
	
	–
	

	>>Time Slot LCR
	M
	
	9.2.3.24A
	
	–
	

	>>Midamble Shift LCR
	M
	
	9.2.3.7A
	
	–
	

	>>TDD Channelisation Code
	M
	
	9.2.3.19
	
	–
	

	>>UARFCN
	O
	
	9.2.1.65
	Corresponds to Nt [15]

Mandatory for 1.28Mcps TDD when using multiple frequencies.
	–
	

	Modify Non-HS-SCCH associated HS-SICH Resource Pool
	
	0..1
	
	1.28Mcps TDD only
	GLOBAL
	reject

	>Non-HS-SCCH associated HS-SICH Information
	
	0..<maxnoofNonHSAHSSICH>
	
	
	–
	

	>>Non-HS-SCCH associated HS-SICH ID
	M
	
	INTEGER (0..255)
	
	–
	

	>>Time Slot LCR
	O
	
	9.2.3.24A
	
	–
	

	>>Midamble Shift LCR
	O
	
	9.2.3.7A
	
	–
	

	>>TDD Channelisation Code
	O
	
	9.2.3.19
	
	–
	

	>>UARFCN
	O
	
	9.2.1.65
	Corresponds to Nt [15]

Mandatory for 1.28Mcps TDD when using multiple frequencies.
	–
	

	Delete from Non-HS-SCCH associated HS-SICH Resource Pool
	
	0..<maxnoofNonHSAHSSICH>
	
	1.28Mcps TDD only
	GLOBAL
	reject

	>Non-HS-SCCH associated HS-SICH ID
	M
	
	INTEGER (0..255)
	
	–
	


Note 1: 
This information element is a simplified representation of the ASN.1. The choice is in reality performed through the use of ProtocolIE-Single-Container within the ASN.1.

Note 2: 
This information element is a simplified representation of the ASN.1. Repetition 1 and repetition 2 through maxFrequencyinCell are represented by separate ASN.1 structures with different criticalities.
Note 3: 
This information element is a simplified representation of the ASN.1. Repetitions 1 to 32 and repetitions 33 to maxnoofHSSCCHs are represented by separate ASN.1 structures.

	Range Bound
	Explanation

	maxnoofPDSCHSets
	Maximum number of PDSCH Sets in a cell.

	maxnoofPDSCHs
	Maximum number of PDSCH in a cell.

	maxnoofPUSCHSets
	Maximum number of PUSCH Sets in a cell.

	maxnoofPUSCHs
	Maximum number of PUSCH in a cell.

	maxnoofDLts
	Maximum number of Downlink time slots in a cell for 3.84Mcps TDD.

	maxnoofDLtsLCR
	Maximum number of Downlink time slots in a cell for 1.28Mcps TDD.

	maxnoofULts
	Maximum number of Uplink time slots in a cell for 3.84Mcps TDD.

	maxnoofULtsLCR
	Maximum number of Uplink time slots in a cell for 1.28Mcps TDD

	maxnoofHSSCCHs
	Maximum number of HS-SCCHs in a Cell

	maxnoofHSPDSCHs
	Maximum number of HS-PDSCHs in one time slot of a Cell for 1.28Mcps TDD and 3.84Mcps TDD

	maxnoofHSPDSCHs768
	Maximum number of HS-PDSCHs in one time slot of a Cell for  7.68Mcps TDD

	maxnoofEAGCHs
	Maximum number of E-AGCHs in a Cell

	maxnoofEPUCHslots
	Maximum number of E-PUCH time slots in a Cell for 3.84Mcps TDD and 7.68Mcps TDD

	maxnoofEHICHs
	Maximum number of E-HICHs in a Cell

	maxnoofEPUCHslotsLCR
	Maximum number of E-PUCH time slots in a Carrier for 1.28Mcps  TDD

	maxnoofEPUCHcodes
	Maximum number of E-PUCH codes in one time slot for 1.28Mcps TDD

	maxFrequencyinCell
	Maximum number of Frequencies that can be defined in a Cell

	 MaxNrOfCellPortionsLCR
	Maximum number of Cell Portions in a cell for 1.28 Mcps TDD


9.2.3.xx
Maximum DSCCH Power Information
The Maximum DSCCH Power Information IE provides maximumu power for a Downlink Share Control Channel within each cell portion when cell portions are used in a cell for 1.28 Mcps TDD, Downlink Share Control Channel includes HS-SCCH, E-AGCH, or E-HICH.
	IE/Group Name
	Presence
	Range
	IE Type and Reference
	Semantics Description

	 Maximum DSCCH Power Information
	
	1..<maxNrOfCellPortionsLCR>
	
	

	>Cell Portion LCR ID
	M
	
	9.2.3.yy
	

	> Maximum DSCCH Power Value for CELL PORTION
	M
	
	DL Power

9.2.1.21
	


	Range Bound
	Explanation

	 MaxNrOfCellPortionsLCR
	Maximum number of Cell Portions in a cell for 1.28 Mcps TDD


#PartiallyOmitted
9.3.3
PDU Definitions

-- **************************************************************

--

-- PDU definitions for NBAP.

--

-- **************************************************************

NBAP-PDU-Contents {

itu-t (0) identified-organization (4) etsi (0) mobileDomain (0) 

umts-Access (20) modules (3) nbap (2) version1 (1) nbap-PDU-Contents (1) }

DEFINITIONS AUTOMATIC TAGS ::= 

BEGIN

-- **************************************************************

--

-- IE parameter types from other modules.

--

-- **************************************************************

#PartiallyOmitted

E-RNTI,


E-DCH-Semi-PersistentScheduling-Information-LCR,


HS-DSCH-Semi-PersistentScheduling-Information-LCR,


Add-To-Non-HS-SCCH-Associated-HS-SICH-Resource-Pool-LCR-PSCH-ReconfRqst,


Modify-Non-HS-SCCH-Associated-HS-SICH-Resource-Pool-LCR-PSCH-ReconfRqst,


Delete-From-Non-HS-SCCH-Associated-HS-SICH-Resource-Pool-LCR-PSCH-ReconfRqst,


HS-DSCH-Semi-PersistentScheduling-Information-ResponseLCR,


E-DCH-Semi-PersistentScheduling-Information-ResponseLCR,


HSSICH-ReferenceSignal-InformationLCR,


UE-Selected-MBMS-Service-Information,


UE-AggregateMaximumBitRate,

HSSICH-ReferenceSignal-InformationModifyLCR,


TimeSlotMeasurementValueListLCR,

MIMO-PowerOffsetForS-CPICHCapability,


MIMO-PilotConfigurationExtension,


TxDiversityOnDLControlChannelsByMIMOUECapability,

Single-Stream-MIMO-Capability,

Multi-Cell-MIMO-Capability,


DSCCH-MaxPower-Information

FROM NBAP-IEs


PrivateIE-Container{},


ProtocolExtensionContainer{},


ProtocolIE-Container{},


ProtocolIE-Single-Container{},


ProtocolIE-ContainerList{},


NBAP-PRIVATE-IES,


NBAP-PROTOCOL-IES,


NBAP-PROTOCOL-EXTENSION

FROM NBAP-Containers

#PartiallyOmitted

id-E-RNTI,

id-E-DCH-Semi-PersistentScheduling-Information-LCR,


id-HS-DSCH-Semi-PersistentScheduling-Information-LCR,


id-Add-To-Non-HS-SCCH-Associated-HS-SICH-Resource-Pool-LCR-PSCH-ReconfRqst,


id-Modify-Non-HS-SCCH-Associated-HS-SICH-Resource-Pool-LCR-PSCH-ReconfRqst,


id-Delete-From-Non-HS-SCCH-Associated-HS-SICH-Resource-Pool-LCR-PSCH-ReconfRqst,


id-HS-DSCH-Semi-PersistentScheduling-Information-ResponseLCR,


id-E-DCH-Semi-PersistentScheduling-Information-ResponseLCR,

id-HSSICH-ReferenceSignal-InformationLCR,


id-UE-Selected-MBMS-Service-Information, 


id-HSSICH-ReferenceSignal-InformationModifyLCR,


id-TimeSlotMeasurementValueListLCR,


id-MIMO-Power-Offset-For-S-CPICH-Capability,


id-MIMO-PilotConfigurationExtension,


id-TxDiversityOnDLControlChannelsByMIMOUECapability,

id-UE-AggregateMaximumBitRate,

id-Single-Stream-MIMO-Capability,

id-Multi-Cell-MIMO-Capability,

id-HS-SCCH-MaxPower-per-CELLPORTION,

id-E-AGCH-MaxPower-per-CELLPORTION,


id-E-HICH-MaxPower-per-CELLPORTION,

maxNrOfCCTrCHs,


maxNrOfCellSyncBursts,


maxNrOfCodes,


maxNrOfDCHs,


maxNrOfDLTSs,


maxNrOfDLTSLCRs,


maxNrOfDPCHs,

maxNrOfDPCHsPerRL-1,

maxNrOfDPCHLCRs,

maxNrOfDPCHsLCRPerRL-1,

maxNrOfDPCHs768,

maxNrOfDPCHs768PerRL-1,

maxNrOfDSCHs,


maxNrOfFACHs,


maxNrOfRLs,


maxNrOfRLs-1,


maxNrOfRLs-2,


maxNrOfRLSets,


maxNrOfPDSCHs,


maxNrOfPUSCHs,

maxNrOfPUSCHs-1,


maxNrOfPRACHLCRs,


maxNrOfPDSCHSets,


maxNrOfPUSCHSets,


maxNrOfReceptsPerSyncFrame,


maxNrOfSCCPCHs,


maxNrOfSCCPCHsinExt,


maxNrOfSCCPCHLCRs,


maxNrOfSCCPCHsLCRinExt,


maxNrOfSCCPCHs768,


maxNrOfULTSs,


maxNrOfULTSLCRs,


maxNrOfUSCHs,


maxFACHCell,


maxFPACHCell,


maxRACHCell,


maxPLCCHCell,


maxPRACHCell,


maxSCCPCHCell,


maxSCCPCHCell768,


maxSCCPCHCellinExt,


maxSCCPCHCellinExtLCR,


maxSCPICHCell,


maxCellinNodeB,


maxCCPinNodeB,


maxCommunicationContext,


maxLocalCellinNodeB,


maxNrOfSlotFormatsPRACH,


maxIB,


maxIBSEG,


maxNrOfCellPortionsPerCell,


maxNrOfHSSCCHs,


maxNrOfHSSICHs,

maxNrOfHSSICHs-1,

maxNrOfHSPDSCHs,


maxNrOfHSPDSCHs768,


maxNrOfSyncFramesLCR,


maxNrOfReceptionsperSyncFrameLCR,


maxNrOfSyncDLCodesLCR,

maxNrOfMACdFlows,


maxNrOfEDCHMACdFlows,


maxE-RUCCHCell,


maxNrOfE-PUCHSlots,


maxNrOfEAGCHs,


maxNrOfEAGCHCodes,


maxNrOfE-PUCHSlotsLCR,


maxNrOfEPUCHcodes,


maxNrOfEHICHs,


maxFrequencyinCell,


maxFrequencyinCell-1,


maxNrOfHSSCCHsinExt,


maxNrOfHSSCCHsLCR,


maxNrOfEAGCHsLCR,


maxNrOfEHICHsLCR,

maxNrOfHSDSCH-1

FROM NBAP-Constants;

#PartiallyOmitted
-- **************************************************************

--

-- PHYSICAL SHARED CHANNEL RECONFIGURATION REQUEST TDD

--

-- **************************************************************

PhysicalSharedChannelReconfigurationRequestTDD ::= SEQUENCE {


protocolIEs


ProtocolIE-Container

{{PhysicalSharedChannelReconfigurationRequestTDD-IEs}},


protocolExtensions
ProtocolExtensionContainer
{{PhysicalSharedChannelReconfigurationRequestTDD-Extensions}}
OPTIONAL,


...

}

PhysicalSharedChannelReconfigurationRequestTDD-IEs NBAP-PROTOCOL-IES ::= {


{ ID id-C-ID








CRITICALITY reject
TYPE C-ID





PRESENCE mandatory }|


{ ID id-SFN









CRITICALITY reject
TYPE SFN





PRESENCE optional }|


{ ID id-PDSCHSets-AddList-PSCH-ReconfRqst

CRITICALITY reject
TYPE PDSCHSets-AddList-PSCH-ReconfRqst

PRESENCE optional }|


{ ID id-PDSCHSets-ModifyList-PSCH-ReconfRqst
CRITICALITY reject
TYPE PDSCHSets-ModifyList-PSCH-ReconfRqst

PRESENCE optional }|


{ ID id-PDSCHSets-DeleteList-PSCH-ReconfRqst
CRITICALITY reject
TYPE PDSCHSets-DeleteList-PSCH-ReconfRqst

PRESENCE optional }|


{ ID id-PUSCHSets-AddList-PSCH-ReconfRqst

CRITICALITY reject
TYPE PUSCHSets-AddList-PSCH-ReconfRqst

PRESENCE optional }|


{ ID id-PUSCHSets-ModifyList-PSCH-ReconfRqst
CRITICALITY reject
TYPE PUSCHSets-ModifyList-PSCH-ReconfRqst

PRESENCE optional }|


{ ID id-PUSCHSets-DeleteList-PSCH-ReconfRqst
CRITICALITY reject
TYPE PUSCHSets-DeleteList-PSCH-ReconfRqst

PRESENCE optional },


...

}

PhysicalSharedChannelReconfigurationRequestTDD-Extensions NBAP-PROTOCOL-EXTENSION ::= {


{ ID id-HS-PDSCH-TDD-Information-PSCH-ReconfRqst


CRITICALITY reject
EXTENSION HS-PDSCH-TDD-Information-PSCH-ReconfRqst


PRESENCE optional } |


{ ID id-Add-To-HS-SCCH-Resource-Pool-PSCH-ReconfRqst

CRITICALITY reject
EXTENSION Add-To-HS-SCCH-Resource-Pool-PSCH-ReconfRqst


PRESENCE optional } |


{ ID id-Modify-HS-SCCH-Resource-Pool-PSCH-ReconfRqst

CRITICALITY reject
EXTENSION Modify-HS-SCCH-Resource-Pool-PSCH-ReconfRqst


PRESENCE optional } |


{ ID id-Delete-From-HS-SCCH-Resource-Pool-PSCH-ReconfRqst
CRITICALITY reject
EXTENSION Delete-From-HS-SCCH-Resource-Pool-PSCH-ReconfRqst

PRESENCE optional } |


{ ID id-ConfigurationGenerationID





CRITICALITY reject
EXTENSION ConfigurationGenerationID



PRESENCE optional }|


{ ID id-E-PUCH-Information-PSCH-ReconfRqst







CRITICALITY reject
EXTENSION E-PUCH-Information-PSCH-ReconfRqst













PRESENCE optional }|


{ ID id-Add-To-E-AGCH-Resource-Pool-PSCH-ReconfRqst





CRITICALITY reject
EXTENSION Add-To-E-AGCH-Resource-Pool-PSCH-ReconfRqst




PRESENCE optional } |


{ ID id-Modify-E-AGCH-Resource-Pool-PSCH-ReconfRqst





CRITICALITY reject
EXTENSION Modify-E-AGCH-Resource-Pool-PSCH-ReconfRqst








PRESENCE optional } |


{ ID id-Delete-From-E-AGCH-Resource-Pool-PSCH-ReconfRqst



CRITICALITY reject
EXTENSION Delete-From-E-AGCH-Resource-Pool-PSCH-ReconfRqst








PRESENCE optional } |


{ ID id-E-HICH-Information-PSCH-ReconfRqst







CRITICALITY reject
EXTENSION E-HICH-Information-PSCH-ReconfRqst



PRESENCE optional }|


{ ID id-Maximum-Generated-ReceivedTotalWideBandPowerInOtherCells

CRITICALITY reject
EXTENSION Maximum-Generated-ReceivedTotalWideBandPowerInOtherCells

PRESENCE optional }|-- Applicable to 3.84Mcps TDD or 7.68Mcps TDD.


{ ID id-E-PUCH-Information-768-PSCH-ReconfRqst






CRITICALITY reject
EXTENSION E-PUCH-Information-768-PSCH-ReconfRqst












PRESENCE optional }|


{ ID id-Add-To-E-AGCH-Resource-Pool-768-PSCH-ReconfRqst




CRITICALITY reject
EXTENSION Add-To-E-AGCH-Resource-Pool-768-PSCH-ReconfRqst


PRESENCE optional } |


{ ID id-Modify-E-AGCH-Resource-Pool-768-PSCH-ReconfRqst





CRITICALITY reject
EXTENSION Modify-E-AGCH-Resource-Pool-768-PSCH-ReconfRqst








PRESENCE optional } |


{ ID id-E-HICH-Information-768-PSCH-ReconfRqst






CRITICALITY reject
EXTENSION E-HICH-Information-768-PSCH-ReconfRqst



PRESENCE optional }|


{ ID id-E-PUCH-Information-LCR-PSCH-ReconfRqst






CRITICALITY reject
EXTENSION E-PUCH-Information-LCR-PSCH-ReconfRqst












PRESENCE optional }|


{ ID id-Add-To-E-AGCH-Resource-Pool-LCR-PSCH-ReconfRqst




CRITICALITY reject
EXTENSION Add-To-E-AGCH-Resource-Pool-LCR-PSCH-ReconfRqst


PRESENCE optional }|


{ ID id-Modify-E-AGCH-Resource-Pool-LCR-PSCH-ReconfRqst




CRITICALITY reject
EXTENSION Modify-E-AGCH-Resource-Pool-LCR-PSCH-ReconfRqst








PRESENCE optional }|


{ ID id-Add-To-E-HICH-Resource-Pool-LCR-PSCH-ReconfRqst
    CRITICALITY reject
EXTENSION Add-To-E-HICH-Resource-Pool-LCR-PSCH-ReconfRqst



PRESENCE optional }|


{ ID id-Modify-E-HICH-Resource-Pool-LCR-PSCH-ReconfRqst

CRITICALITY reject
EXTENSION Modify-E-HICH-Resource-Pool-LCR-PSCH-ReconfRqst



PRESENCE optional }|

{ ID id-Delete-From-E-HICH-Resource-Pool-PSCH-ReconfRqst

CRITICALITY reject
EXTENSION Delete-From-E-HICH-Resource-Pool-PSCH-ReconfRqst








PRESENCE optional }|


{ ID id-SYNC-UL-Partition-LCR










CRITICALITY reject
EXTENSION SYNC-UL-Partition-LCR














PRESENCE optional }|


 -- Applicable to 1.28Mcps TDD, Not Applicable to 3.84Mcps TDD or 7.68Mcps TDD.


{ ID id-Maximum-Target-ReceivedTotalWideBandPower-LCR




CRITICALITY reject
EXTENSION Maximum-Target-ReceivedTotalWideBandPower-LCR





PRESENCE optional }|

-- Applicable to 1.28Mcps TDD only.


{ ID id-Delete-From-HS-SCCH-Resource-PoolExt-PSCH-ReconfRqst
CRITICALITY reject

EXTENSION Delete-From-HS-SCCH-Resource-PoolExt-PSCH-ReconfRqst

PRESENCE optional }|


-- Applicable to 1.28Mcps TDD only, used when there are more than maxNrOfHSSCCHs HS-SCCHs in the message.

{ ID id-HSDSCH-Common-System-InformationLCR





CRITICALITY reject
EXTENSION HSDSCH-Common-System-InformationLCR



PRESENCE optional }|

{ ID id-Common-MACFlows-to-DeleteLCR






CRITICALITY reject
EXTENSION Common-MACFlows-to-DeleteLCR








PRESENCE optional }|


{ ID id-HSDSCH-Paging-System-InformationLCR





CRITICALITY reject
EXTENSION HSDSCH-Paging-System-InformationLCR





PRESENCE optional }|

{ ID id-Paging-MACFlows-to-DeleteLCR






CRITICALITY reject
EXTENSION Paging-MACFlows-to-DeleteLCR








PRESENCE optional }|

{ ID id-Common-EDCH-System-InformationLCR





CRITICALITY reject
EXTENSION Common-EDCH-System-InformationLCR






PRESENCE optional }|

{ ID id-Common-UL-MACFlows-to-DeleteLCR






CRITICALITY reject
EXTENSION Common-MACFlows-to-DeleteLCR








PRESENCE optional }|

{ ID id-Common-EDCH-MACdFlows-to-DeleteLCR





CRITICALITY reject
EXTENSION E-DCH-MACdFlows-to-DeleteLCR








PRESENCE optional }|


{ ID id-Enhanced-UE-DRX-InformationLCR






CRITICALITY reject
EXTENSION Enhanced-UE-DRX-InformationLCR







PRESENCE optional }|


{ ID id-Add-To-Non-HS-SCCH-Associated-HS-SICH-Resource-Pool-LCR-PSCH-ReconfRqst

CRITICALITY reject
EXTENSION Add-To-Non-HS-SCCH-Associated-HS-SICH-Resource-Pool-LCR-PSCH-ReconfRqst


PRESENCE optional }|


{ ID id-Modify-Non-HS-SCCH-Associated-HS-SICH-Resource-Pool-LCR-PSCH-ReconfRqst

CRITICALITY reject

EXTENSION Modify-Non-HS-SCCH-Associated-HS-SICH-Resource-Pool-LCR-PSCH-ReconfRqst

PRESENCE optional }|

{ ID
id-Delete-From-Non-HS-SCCH-Associated-HS-SICH-Resource-Pool-LCR-PSCH-ReconfRqst

CRITICALITY reject

EXTENSION Delete-From-Non-HS-SCCH-Associated-HS-SICH-Resource-Pool-LCR-PSCH-ReconfRqst

PRESENCE optional },


...

}

#PartiallyOmitted
Add-To-HS-SCCH-Resource-Pool-PSCH-ReconfRqst::= SEQUENCE {


hS-SCCH-Information-PSCH-ReconfRqst

HS-SCCH-Information-PSCH-ReconfRqst


OPTIONAL,


hS-SCCH-Information-LCR-PSCH-ReconfRqst
HS-SCCH-Information-LCR-PSCH-ReconfRqst

OPTIONAL,


iE-Extensions






ProtocolExtensionContainer { { Add-To-HS-SCCH-Resource-Pool-PSCH-ReconfRqst-ExtIEs} }

OPTIONAL,


...

}

Add-To-HS-SCCH-Resource-Pool-PSCH-ReconfRqst-ExtIEs NBAP-PROTOCOL-EXTENSION ::= {


{ ID id-hS-SCCH-Information-768-PSCH-ReconfRqst CRITICALITY
reject

EXTENSION HS-SCCH-Information-768-PSCH-ReconfRqst


PRESENCE optional }|


-- 7.68 Mcps TDD. Not Applicable to 3.84Mcps TDD or 1.28 Mcps TDD.


{ ID id-HS-SCCH-InformationExt-LCR-PSCH-ReconfRqst
CRITICALITY ignore
EXTENSION HS-SCCH-InformationExt-LCR-PSCH-ReconfRqst

PRESENCE optional },


-- Applicable to 1.28Mcps TDD only, used when there are more than maxNrOfHSSCCHs HS-SCCHs in the message.

...

}

HS-SCCH-Information-PSCH-ReconfRqst::= SEQUENCE (SIZE (1..maxNrOfHSSCCHs)) OF HS-SCCH-InformationItem-PSCH-ReconfRqst

HS-SCCH-InformationItem-PSCH-ReconfRqst
 ::= SEQUENCE {


hS-SCCH-ID







HS-SCCH-ID,


timeSlot







TimeSlot,


midambleShiftAndBurstType



MidambleShiftAndBurstType,


tdd-ChannelisationCode




TDD-ChannelisationCode,


hS-SCCH-MaxPower





DL-Power,


hS-SICH-Information





HS-SICH-Information-PSCH-ReconfRqst,


iE-Extensions






ProtocolExtensionContainer { { HS-SCCH-InformationItem-PSCH-ReconfRqst-ExtIEs} }

OPTIONAL,


...

}

HS-SCCH-InformationItem-PSCH-ReconfRqst-ExtIEs  NBAP-PROTOCOL-EXTENSION ::= {


...

}

HS-SICH-Information-PSCH-ReconfRqst
 ::= SEQUENCE {


hsSICH-ID







HS-SICH-ID,


timeSlot







TimeSlot,


midambleShiftAndBurstType



MidambleShiftAndBurstType,


tdd-ChannelisationCode




TDD-ChannelisationCode,


iE-Extensions






ProtocolExtensionContainer { { HS-SICH-Information-PSCH-ReconfRqst-ExtIEs} }

OPTIONAL,


...

}

HS-SICH-Information-PSCH-ReconfRqst-ExtIEs  NBAP-PROTOCOL-EXTENSION ::= {


...

}

HS-SCCH-Information-LCR-PSCH-ReconfRqst::= SEQUENCE (SIZE (1..maxNrOfHSSCCHs)) OF HS-SCCH-InformationItem-LCR-PSCH-ReconfRqst

HS-SCCH-InformationItem-LCR-PSCH-ReconfRqst
 ::= SEQUENCE {


hS-SCCH-ID







HS-SCCH-ID,


timeSlotLCR







TimeSlotLCR,


midambleShiftLCR





MidambleShiftLCR,


first-TDD-ChannelisationCode


TDD-ChannelisationCode,


second-TDD-ChannelisationCode


TDD-ChannelisationCode,

hS-SCCH-MaxPower





DL-Power,


hS-SICH-Information-LCR




HS-SICH-Information-LCR-PSCH-ReconfRqst,


iE-Extensions






ProtocolExtensionContainer { { HS-SCCH-InformationItem-LCR-PSCH-ReconfRqst-ExtIEs} }

OPTIONAL,


...

}

HS-SCCH-InformationItem-LCR-PSCH-ReconfRqst-ExtIEs  NBAP-PROTOCOL-EXTENSION ::= {

{ ID id-Extended-HS-SCCH-ID






CRITICALITY ignore

EXTENSION Extended-HS-SCCH-ID
PRESENCE optional}|


-- used if the HS-SCCH identity has a value larger than 31


{ ID id-UARFCNforNt







CRITICALITY ignore

EXTENSION UARFCN

PRESENCE optional}|


-- Mandatory for 1.28Mcps TDD when using multiple frequencies


{ ID id-HSSICH-ReferenceSignal-InformationLCR
CRITICALITY ignore

EXTENSION HSSICH-ReferenceSignal-InformationLCR

PRESENCE optional}|

{ ID id-HS-SCCH-MaxPower-per-CELLPORTION





CRITICALITY ignore

EXTENSION DSCCH-MaxPower-Information




PRESENCE optional},

...

}

HS-SICH-Information-LCR-PSCH-ReconfRqst
 ::= SEQUENCE {


hsSICH-ID







HS-SICH-ID,


timeSlotLCR







TimeSlotLCR,


midambleShiftLCR





MidambleShiftLCR,


tdd-ChannelisationCode




TDD-ChannelisationCode,


iE-Extensions






ProtocolExtensionContainer { { HS-SICH-Information-LCR-PSCH-ReconfRqst-ExtIEs} }

OPTIONAL,


...

}

HS-SICH-Information-LCR-PSCH-ReconfRqst-ExtIEs  NBAP-PROTOCOL-EXTENSION ::= {

{ ID id-Extended-HS-SICH-ID






CRITICALITY ignore
EXTENSION Extended-HS-SICH-ID
PRESENCE optional},


-- used if the HS-SICH identity has a value larger than 31

...

}

HS-SCCH-Information-768-PSCH-ReconfRqst::= SEQUENCE (SIZE (1..maxNrOfHSSCCHs)) OF HS-SCCH-InformationItem-768-PSCH-ReconfRqst

HS-SCCH-InformationItem-768-PSCH-ReconfRqst
 ::= SEQUENCE {


hS-SCCH-ID







HS-SCCH-ID,


timeSlot







TimeSlot,


midambleShiftAndBurstType768


MidambleShiftAndBurstType768,


tdd-ChannelisationCode768



TDD-ChannelisationCode768,


hS-SCCH-MaxPower





DL-Power,


hS-SICH-Information-768




HS-SICH-Information-768-PSCH-ReconfRqst,


iE-Extensions






ProtocolExtensionContainer { { HS-SCCH-InformationItem-768-PSCH-ReconfRqst-ExtIEs} }

OPTIONAL,


...

}

HS-SCCH-InformationItem-768-PSCH-ReconfRqst-ExtIEs  NBAP-PROTOCOL-EXTENSION ::= {


...

}

HS-SICH-Information-768-PSCH-ReconfRqst
 ::= SEQUENCE {


hsSICH-ID







HS-SICH-ID,


timeSlot







TimeSlot,


midambleShiftAndBurstType768


MidambleShiftAndBurstType768,


tdd-ChannelisationCode768



TDD-ChannelisationCode768,


iE-Extensions






ProtocolExtensionContainer { { HS-SICH-Information-768-PSCH-ReconfRqst-ExtIEs} }

OPTIONAL,


...

}

HS-SICH-Information-768-PSCH-ReconfRqst-ExtIEs  NBAP-PROTOCOL-EXTENSION ::= {


...

}

HS-SCCH-InformationExt-LCR-PSCH-ReconfRqst ::= SEQUENCE (SIZE (1.. maxNrOfHSSCCHsinExt)) OF HS-SCCH-InformationItem-LCR-PSCH-ReconfRqst
Modify-HS-SCCH-Resource-Pool-PSCH-ReconfRqst::= SEQUENCE {


hS-SCCH-InformationModify-PSCH-ReconfRqst

HS-SCCH-InformationModify-PSCH-ReconfRqst

OPTIONAL,


hS-SCCH-InformationModify-LCR-PSCH-ReconfRqst
HS-SCCH-InformationModify-LCR-PSCH-ReconfRqst
OPTIONAL,


iE-Extensions








ProtocolExtensionContainer { { Modify-HS-SCCH-Resource-Pool-PSCH-ReconfRqst-ExtIEs} }

OPTIONAL,


...

}

Modify-HS-SCCH-Resource-Pool-PSCH-ReconfRqst-ExtIEs NBAP-PROTOCOL-EXTENSION ::= {


{ ID id-hS-SCCH-InformationModify-768-PSCH-ReconfRqst

CRITICALITY reject
EXTENSION HS-SCCH-InformationModify-768-PSCH-ReconfRqst 
PRESENCE
optional }|

-- 7.68 Mcps TDD. Not Applicable to 3.84Mcps TDD or 1.28 Mcps TDD.


{ ID id-HS-SCCH-InformationModifyExt-LCR-PSCH-ReconfRqst
CRITICALITY ignore
EXTENSION HS-SCCH-InformationModifyExt-LCR-PSCH-ReconfRqst

PRESENCE optional },


-- Applicable to 1.28Mcps TDD only, used when there are more than maxNrOfHSSCCHs HS-SCCHs in the message.

...

}

HS-SCCH-InformationModifyItem-PSCH-ReconfRqst
 ::= SEQUENCE {


hS-SCCH-ID







HS-SCCH-ID,


timeSlot







TimeSlot 








OPTIONAL,


midambleShiftAndBurstType



MidambleShiftAndBurstType 




OPTIONAL,


tdd-ChannelisationCode




TDD-ChannelisationCode 





OPTIONAL,


hS-SCCH-MaxPower





DL-Power 








OPTIONAL,


hS-SICH-Information





HS-SICH-InformationModify-PSCH-ReconfRqst 
OPTIONAL,


iE-Extensions






ProtocolExtensionContainer { { HS-SCCH-InformationModifyItem-PSCH-ReconfRqst-ExtIEs} }

OPTIONAL,


...

}

HS-SCCH-InformationModifyItem-PSCH-ReconfRqst-ExtIEs  NBAP-PROTOCOL-EXTENSION ::= {


...

}

HS-SICH-InformationModify-PSCH-ReconfRqst
 ::= SEQUENCE {


hsSICH-ID







HS-SICH-ID,


timeSlot







TimeSlot 




OPTIONAL,


midambleShiftAndBurstType



MidambleShiftAndBurstType 
OPTIONAL,


tdd-ChannelisationCode




TDD-ChannelisationCode 

OPTIONAL,


iE-Extensions






ProtocolExtensionContainer { { HS-SICH-InformationModify-PSCH-ReconfRqst-ExtIEs} }

OPTIONAL,


...

}

HS-SICH-InformationModify-PSCH-ReconfRqst-ExtIEs  NBAP-PROTOCOL-EXTENSION ::= {


...

}

HS-SCCH-InformationModify-LCR-PSCH-ReconfRqst::= SEQUENCE (SIZE (1..maxNrOfHSSCCHs)) OF HS-SCCH-InformationModifyItem-LCR-PSCH-ReconfRqst

HS-SCCH-InformationModifyItem-LCR-PSCH-ReconfRqst
 ::= SEQUENCE {


hS-SCCH-ID







HS-SCCH-ID,


timeSlotLCR







TimeSlotLCR 








OPTIONAL,


midambleShiftLCR





MidambleShiftLCR 







OPTIONAL,


first-TDD-ChannelisationCode


TDD-ChannelisationCode






OPTIONAL,


second-TDD-ChannelisationCode


TDD-ChannelisationCode






OPTIONAL,


hS-SCCH-MaxPower





DL-Power









OPTIONAL,


hS-SICH-Information-LCR




HS-SICH-InformationModify-LCR-PSCH-ReconfRqst 
OPTIONAL,


iE-Extensions






ProtocolExtensionContainer { { HS-SCCH-InformationModifyItem-LCR-PSCH-ReconfRqst-ExtIEs} }

OPTIONAL,


...

}

HS-SCCH-InformationModifyItem-LCR-PSCH-ReconfRqst-ExtIEs  NBAP-PROTOCOL-EXTENSION ::= {

{ ID id-Extended-HS-SCCH-ID






CRITICALITY ignore
EXTENSION Extended-HS-SCCH-ID
PRESENCE optional}|


-- used if the HS-SCCH identity has a value larger than 31


{ ID id-UARFCNforNt








CRITICALITY ignore
EXTENSION UARFCN

PRESENCE optional}|

-- Applicable to 1.28Mcps TDD when using multiple frequencies


{ ID id-HSSICH-ReferenceSignal-InformationModifyLCR

CRITICALITY reject

EXTENSION HSSICH-ReferenceSignal-InformationModifyLCR

PRESENCE optional}|

{ ID id-HS-SCCH-MaxPower-per-CELLPORTION





CRITICALITY ignore

EXTENSION DSCCH-MaxPower-Information




PRESENCE optional},

...

}

HS-SCCH-InformationModifyExt-LCR-PSCH-ReconfRqst ::= SEQUENCE (SIZE (1.. maxNrOfHSSCCHsinExt)) OF HS-SCCH-InformationModifyItem-LCR-PSCH-ReconfRqst
HS-SICH-InformationModify-LCR-PSCH-ReconfRqst
 ::= SEQUENCE {


hsSICH-ID







HS-SICH-ID,


timeSlotLCR







TimeSlotLCR 


OPTIONAL,


midambleShiftLCR





MidambleShiftLCR 

OPTIONAL,


tdd-ChannelisationCode




TDD-ChannelisationCode
OPTIONAL,


iE-Extensions






ProtocolExtensionContainer { { HS-SICH-InformationModify-LCR-PSCH-ReconfRqst-ExtIEs} }

OPTIONAL,


...

}

HS-SICH-InformationModify-LCR-PSCH-ReconfRqst-ExtIEs  NBAP-PROTOCOL-EXTENSION ::= {

{ ID id-Extended-HS-SICH-ID






CRITICALITY ignore
EXTENSION Extended-HS-SICH-ID
PRESENCE optional },


-- used if the HS-SICH identity has a value larger than 31

...

}

HS-SCCH-InformationModify-768-PSCH-ReconfRqst::= SEQUENCE (SIZE (1..maxNrOfHSSCCHs)) OF HS-SCCH-InformationModifyItem-768-PSCH-ReconfRqst

HS-SCCH-InformationModifyItem-768-PSCH-ReconfRqst
 ::= SEQUENCE {


hS-SCCH-ID







HS-SCCH-ID,


timeSlot







TimeSlot









OPTIONAL,


midambleShiftAndBurstType768


MidambleShiftAndBurstType768,


tdd-ChannelisationCode768



TDD-ChannelisationCode768,


hS-SCCH-MaxPower





DL-Power 


















OPTIONAL,


hS-SICH-Information-768




HS-SICH-InformationModify-768-PSCH-ReconfRqst 
OPTIONAL,


iE-Extensions






ProtocolExtensionContainer { { HS-SCCH-InformationModifyItem-768-PSCH-ReconfRqst-ExtIEs} }

OPTIONAL,


...

}

HS-SCCH-InformationModifyItem-768-PSCH-ReconfRqst-ExtIEs  NBAP-PROTOCOL-EXTENSION ::= {


...

}

HS-SICH-InformationModify-768-PSCH-ReconfRqst
 ::= SEQUENCE {


hsSICH-ID







HS-SICH-ID,


timeSlot







TimeSlot









OPTIONAL,


midambleShiftAndBurstType768


MidambleShiftAndBurstType768,


tdd-ChannelisationCode768



TDD-ChannelisationCode768,


iE-Extensions






ProtocolExtensionContainer { { HS-SICH-InformationModify-768-PSCH-ReconfRqst-ExtIEs} }

OPTIONAL,


...

}

HS-SICH-InformationModify-768-PSCH-ReconfRqst-ExtIEs  NBAP-PROTOCOL-EXTENSION ::= {


...

}

HS-SCCH-InformationModify-PSCH-ReconfRqst::= SEQUENCE (SIZE (1..maxNrOfHSSCCHs)) OF HS-SCCH-InformationModifyItem-PSCH-ReconfRqst

Delete-From-HS-SCCH-Resource-Pool-PSCH-ReconfRqst ::= SEQUENCE (SIZE (1..maxNrOfHSSCCHs)) OF Delete-From-HS-SCCH-Resource-PoolItem-PSCH-ReconfRqst

Delete-From-HS-SCCH-Resource-PoolItem-PSCH-ReconfRqst
 ::= SEQUENCE {


hS-SCCH-ID




HS-SCCH-ID,


iE-Extensions



ProtocolExtensionContainer { { Delete-From-HS-SCCH-Resource-PoolItem-PSCH-ReconfRqst-ExtIEs} }

OPTIONAL,


...

}

Delete-From-HS-SCCH-Resource-PoolItem-PSCH-ReconfRqst-ExtIEs  NBAP-PROTOCOL-EXTENSION ::= {

{ ID id-Extended-HS-SCCH-ID






CRITICALITY ignore
EXTENSION Extended-HS-SCCH-ID
PRESENCE optional },


-- used if the HS-SCCH identity has a value larger than 31


...

}

E-PUCH-Information-PSCH-ReconfRqst ::= SEQUENCE {


lTGI-Presence






LTGI-Presence,


sNPL-Reporting-Type





SNPL-Reporting-Type,


midambleShiftAndBurstType



MidambleShiftAndBurstType,


e-PUCH-Timeslot-Info




E-PUCH-Timeslot-Info,


iE-Extensions






ProtocolExtensionContainer { { E-PUCH-Information-PSCH-ReconfRqst-ExtIEs} }

OPTIONAL,


...

}

E-PUCH-Information-PSCH-ReconfRqst-ExtIEs  NBAP-PROTOCOL-EXTENSION ::= {


...

}

E-PUCH-Timeslot-Info ::= SEQUENCE (SIZE (1..maxNrOfE-PUCHSlots)) OF TimeSlot

Add-To-E-AGCH-Resource-Pool-PSCH-ReconfRqst::= SEQUENCE {


e-AGCH-Information-PSCH-ReconfRqst

E-AGCH-Information-PSCH-ReconfRqst

OPTIONAL,


iE-Extensions






ProtocolExtensionContainer { { Add-To-E-AGCH-Resource-Pool-PSCH-ReconfRqst-ExtIEs} }

OPTIONAL,


...

}

Add-To-E-AGCH-Resource-Pool-PSCH-ReconfRqst-ExtIEs NBAP-PROTOCOL-EXTENSION ::= {


...

}

E-AGCH-Information-PSCH-ReconfRqst::= SEQUENCE (SIZE (1..maxNrOfEAGCHs)) OF E-AGCH-InformationItem-PSCH-ReconfRqst

E-AGCH-InformationItem-PSCH-ReconfRqst
 ::= SEQUENCE {


e-AGCH-ID







E-AGCH-Id,


timeSlot







TimeSlot,


midambleShiftAndBurstType



MidambleShiftAndBurstType,


tdd-ChannelisationCode




TDD-ChannelisationCode,


e-AGCH-MaxPower






DL-Power,


iE-Extensions






ProtocolExtensionContainer { { E-AGCH-InformationItem-PSCH-ReconfRqst-ExtIEs} }

OPTIONAL,


...

}

E-AGCH-InformationItem-PSCH-ReconfRqst-ExtIEs  NBAP-PROTOCOL-EXTENSION ::= {


...

}

Modify-E-AGCH-Resource-Pool-PSCH-ReconfRqst::= SEQUENCE {


e-AGCH-InformationModify-PSCH-ReconfRqst

E-AGCH-InformationModify-PSCH-ReconfRqst
OPTIONAL,


iE-Extensions








ProtocolExtensionContainer { { Modify-E-AGCH-Resource-Pool-PSCH-ReconfRqst-ExtIEs} }

OPTIONAL,


...

}

Modify-E-AGCH-Resource-Pool-PSCH-ReconfRqst-ExtIEs NBAP-PROTOCOL-EXTENSION ::= {


...

}

E-AGCH-InformationModify-PSCH-ReconfRqst::= SEQUENCE (SIZE (1..maxNrOfEAGCHs)) OF E-AGCH-InformationModifyItem-PSCH-ReconfRqst

E-AGCH-InformationModifyItem-PSCH-ReconfRqst
 ::= SEQUENCE {


e-AGCH-ID







E-AGCH-Id,


timeSlot







TimeSlot 




OPTIONAL,


midambleShiftAndBurstType



MidambleShiftAndBurstType 
OPTIONAL,


tdd-ChannelisationCode




TDD-ChannelisationCode 

OPTIONAL,


e-AGCH-MaxPower






DL-Power 




OPTIONAL,


iE-Extensions






ProtocolExtensionContainer { { E-AGCH-InformationModifyItem-PSCH-ReconfRqst-ExtIEs} }

OPTIONAL,


...

}

E-AGCH-InformationModifyItem-PSCH-ReconfRqst-ExtIEs  NBAP-PROTOCOL-EXTENSION ::= {


...

}

Delete-From-E-AGCH-Resource-Pool-PSCH-ReconfRqst ::= SEQUENCE (SIZE (1..maxNrOfEAGCHs)) OF Delete-From-E-AGCH-Resource-PoolItem-PSCH-ReconfRqst

Delete-From-E-AGCH-Resource-PoolItem-PSCH-ReconfRqst
 ::= SEQUENCE {


e-AGCH-ID






E-AGCH-Id,


iE-Extensions





ProtocolExtensionContainer { { Delete-From-E-AGCH-Resource-PoolItem-PSCH-ReconfRqst-ExtIEs} }

OPTIONAL,


...

}

Delete-From-E-AGCH-Resource-PoolItem-PSCH-ReconfRqst-ExtIEs  NBAP-PROTOCOL-EXTENSION ::= {


...

}

E-HICH-Information-PSCH-ReconfRqst
 ::= SEQUENCE {


midambleShiftAndBurstType



MidambleShiftAndBurstType,


tdd-ChannelisationCode




TDD-ChannelisationCode,


e-HICH-MaxPower






DL-Power,


iE-Extensions






ProtocolExtensionContainer { { E-HICH-Information-PSCH-ReconfRqst-ExtIEs} }

OPTIONAL,


...

}

E-HICH-Information-PSCH-ReconfRqst-ExtIEs  NBAP-PROTOCOL-EXTENSION ::= {


...

}

E-PUCH-Information-768-PSCH-ReconfRqst ::= SEQUENCE {


lTGI-Presence






LTGI-Presence,


sNPL-Reporting-Type





SNPL-Reporting-Type,


midambleShiftAndBurstType768


MidambleShiftAndBurstType768,


e-PUCH-Timeslot-Info




E-PUCH-Timeslot-Info,


iE-Extensions






ProtocolExtensionContainer { { E-PUCH-Information-768-PSCH-ReconfRqst-ExtIEs} }

OPTIONAL,


...

}

E-PUCH-Information-768-PSCH-ReconfRqst-ExtIEs  NBAP-PROTOCOL-EXTENSION ::= {


...

}

Add-To-E-AGCH-Resource-Pool-768-PSCH-ReconfRqst::= SEQUENCE {


e-AGCH-Information-768-PSCH-ReconfRqst

E-AGCH-Information-768-PSCH-ReconfRqst

OPTIONAL,


iE-Extensions






ProtocolExtensionContainer { { Add-To-E-AGCH-Resource-Pool-768-PSCH-ReconfRqst-ExtIEs} }

OPTIONAL,


...

}

Add-To-E-AGCH-Resource-Pool-768-PSCH-ReconfRqst-ExtIEs NBAP-PROTOCOL-EXTENSION ::= {


...

}

E-AGCH-Information-768-PSCH-ReconfRqst::= SEQUENCE (SIZE (1..maxNrOfEAGCHs)) OF E-AGCH-InformationItem-768-PSCH-ReconfRqst

E-AGCH-InformationItem-768-PSCH-ReconfRqst
 ::= SEQUENCE {


e-AGCH-ID







E-AGCH-Id,


timeSlot







TimeSlot,


midambleShiftAndBurstType768


MidambleShiftAndBurstType768,


tdd-ChannelisationCode768



TDD-ChannelisationCode768,


e-AGCH-MaxPower






DL-Power,


iE-Extensions






ProtocolExtensionContainer { { E-AGCH-InformationItem-768-PSCH-ReconfRqst-ExtIEs} }

OPTIONAL,


...

}

E-AGCH-InformationItem-768-PSCH-ReconfRqst-ExtIEs  NBAP-PROTOCOL-EXTENSION ::= {


...

}

Modify-E-AGCH-Resource-Pool-768-PSCH-ReconfRqst::= SEQUENCE {


e-AGCH-InformationModify-768-PSCH-ReconfRqst

E-AGCH-InformationModify-768-PSCH-ReconfRqst
OPTIONAL,


iE-Extensions








ProtocolExtensionContainer { { Modify-E-AGCH-Resource-Pool-768-PSCH-ReconfRqst-ExtIEs} }

OPTIONAL,


...

}

Modify-E-AGCH-Resource-Pool-768-PSCH-ReconfRqst-ExtIEs NBAP-PROTOCOL-EXTENSION ::= {


...

}

E-AGCH-InformationModify-768-PSCH-ReconfRqst::= SEQUENCE (SIZE (1..maxNrOfEAGCHs)) OF E-AGCH-InformationModifyItem-768-PSCH-ReconfRqst

E-AGCH-InformationModifyItem-768-PSCH-ReconfRqst
 ::= SEQUENCE {


e-AGCH-ID







E-AGCH-Id,


timeSlot







TimeSlot 





OPTIONAL,


midambleShiftAndBurstType768


MidambleShiftAndBurstType768
OPTIONAL,


tdd-ChannelisationCode768



TDD-ChannelisationCode768

OPTIONAL,


e-AGCH-MaxPower






DL-Power 





OPTIONAL,


iE-Extensions






ProtocolExtensionContainer { { E-AGCH-InformationModifyItem-768-PSCH-ReconfRqst-ExtIEs} }

OPTIONAL,


...

}

E-AGCH-InformationModifyItem-768-PSCH-ReconfRqst-ExtIEs  NBAP-PROTOCOL-EXTENSION ::= {


...

}

E-HICH-Information-768-PSCH-ReconfRqst
 ::= SEQUENCE {


midambleShiftAndBurstType768


MidambleShiftAndBurstType768,


tdd-ChannelisationCode768



TDD-ChannelisationCode768,


e-HICH-MaxPower






DL-Power,


iE-Extensions






ProtocolExtensionContainer { { E-HICH-Information-768-PSCH-ReconfRqst-ExtIEs} }

OPTIONAL,


...

}

E-HICH-Information-768-PSCH-ReconfRqst-ExtIEs  NBAP-PROTOCOL-EXTENSION ::= {


...

}

E-PUCH-Information-LCR-PSCH-ReconfRqst ::= SEQUENCE {


lTGI-Presence






LTGI-Presence,


sNPL-Reporting-Type





SNPL-Reporting-Type,

e-PUCH-Timeslot-InfoLCR




E-PUCH-Timeslot-InfoLCR

OPTIONAL,

-- This E-PUCH Timeslot Information is for the first Frequency repetition, E-PUCH timeslot information for Frequency repetitions 2 and on, should be defined in MultipleFreq-E-PUCH-Timeslot-InformationList-LCR-PSCH-ReconfRqst.

iE-Extensions






ProtocolExtensionContainer { { E-PUCH-Information-LCR-PSCH-ReconfRqst-ExtIEs} }

OPTIONAL,


...

}

E-PUCH-Information-LCR-PSCH-ReconfRqst-ExtIEs  NBAP-PROTOCOL-EXTENSION ::= {


{ ID id-UARFCNforNt














CRITICALITY ignore









EXTENSION UARFCN














PRESENCE optional}|


-- This is the UARFCN for the first Frequency repetition. Mandatory for 1.28Mcps TDD when using multiple frequencies.


{ ID id-MultipleFreq-E-PUCH-Timeslot-InformationList-LCR-PSCH-ReconfRqst
CRITICALITY reject









EXTENSION MultipleFreq-E-PUCH-Timeslot-InformationList-LCR-PSCH-ReconfRqst
PRESENCE optional },


-- Applicable to 1.28Mcps TDD when using multiple frequencies.This E-PUCH Information is for the 2nd and beyond frequencies.

...

}

E-PUCH-Timeslot-InfoLCR ::= SEQUENCE (SIZE (1..maxNrOfE-PUCHSlotsLCR)) OF E-PUCH-Timeslot-Item-InfoLCR

E-PUCH-Timeslot-Item-InfoLCR ::= SEQUENCE {


timeSlot







TimeSlotLCR,


midambleShiftAndBurstType



MidambleShiftLCR,


e-PUCH-Codelist-LCR





E-PUCH-Codelist-LCR,


iE-Extensions






ProtocolExtensionContainer { { E-PUCH-Timeslot-Item-InfoLCR-ExtIEs} }

OPTIONAL,


...

}

E-PUCH-Timeslot-Item-InfoLCR-ExtIEs NBAP-PROTOCOL-EXTENSION ::= {


...

}
E-PUCH-Codelist-LCR ::= SEQUENCE (SIZE (1..maxNrOfEPUCHcodes)) OF TDD-ChannelisationCode
Add-To-E-AGCH-Resource-Pool-LCR-PSCH-ReconfRqst ::= SEQUENCE {


e-AGCH-Information-LCR-PSCH-ReconfRqst
E-AGCH-Information-LCR-PSCH-ReconfRqst,


iE-Extensions






ProtocolExtensionContainer { { Add-To-E-AGCH-Resource-Pool-LCR-PSCH-ReconfRqst-ExtIEs} }

OPTIONAL,


...

}

Add-To-E-AGCH-Resource-Pool-LCR-PSCH-ReconfRqst-ExtIEs NBAP-PROTOCOL-EXTENSION ::= {


...

}

E-AGCH-Information-LCR-PSCH-ReconfRqst::= SEQUENCE (SIZE (1..maxNrOfEAGCHs)) OF E-AGCH-InformationItem-LCR-PSCH-ReconfRqst

E-AGCH-InformationItem-LCR-PSCH-ReconfRqst
 ::= SEQUENCE {


e-AGCH-ID







E-AGCH-Id,


timeSlotLCR







TimeSlotLCR,


midambleShiftLCR





MidambleShiftLCR,


first-TDD-ChannelisationCode


TDD-ChannelisationCode,


second-TDD-ChannelisationCode


TDD-ChannelisationCode,

e-AGCH-MaxPower






DL-Power,


iE-Extensions






ProtocolExtensionContainer { { E-AGCH-InformationItem-LCR-PSCH-ReconfRqst-ExtIEs} }

OPTIONAL,


...

}

E-AGCH-InformationItem-LCR-PSCH-ReconfRqst-ExtIEs  NBAP-PROTOCOL-EXTENSION ::= {


{ ID id-UARFCNforNt





CRITICALITY ignore

EXTENSION UARFCN

PRESENCE optional}|

-- Mandatory for 1.28Mcps TDD when using multiple frequencies

{ ID id-E-AGCH-MaxPower-per-CELLPORTION





CRITICALITY ignore

EXTENSION DSCCH-MaxPower-Information




PRESENCE optional},

...

}
Modify-E-AGCH-Resource-Pool-LCR-PSCH-ReconfRqst::= SEQUENCE {


e-AGCH-InformationModify-LCR-PSCH-ReconfRqst
E-AGCH-InformationModify-LCR-PSCH-ReconfRqst,


iE-Extensions








ProtocolExtensionContainer { { Modify-E-AGCH-Resource-Pool-LCR-PSCH-ReconfRqst-ExtIEs} }

OPTIONAL,


...

}

Modify-E-AGCH-Resource-Pool-LCR-PSCH-ReconfRqst-ExtIEs NBAP-PROTOCOL-EXTENSION ::= {


...

}

E-AGCH-InformationModify-LCR-PSCH-ReconfRqst::= SEQUENCE (SIZE (1..maxNrOfEAGCHs)) OF E-AGCH-InformationModifyItem-LCR-PSCH-ReconfRqst

E-AGCH-InformationModifyItem-LCR-PSCH-ReconfRqst
 ::= SEQUENCE {


e-AGCH-ID







E-AGCH-Id,


timeSlotLCR







TimeSlotLCR



OPTIONAL,


midambleShiftLCR





MidambleShiftLCR

OPTIONAL,


first-TDD-ChannelisationCode


TDD-ChannelisationCode
OPTIONAL,


second-TDD-ChannelisationCode


TDD-ChannelisationCode
OPTIONAL,

e-AGCH-MaxPower






DL-Power



OPTIONAL,


iE-Extensions






ProtocolExtensionContainer { { E-AGCH-InformationModifyItem-LCR-PSCH-ReconfRqst-ExtIEs} }

OPTIONAL,


...

}

E-AGCH-InformationModifyItem-LCR-PSCH-ReconfRqst-ExtIEs  NBAP-PROTOCOL-EXTENSION ::= {


{ ID id-UARFCNforNt





CRITICALITY ignore

EXTENSION UARFCN

PRESENCE optional}|

-- Mandatory for 1.28Mcps TDD when using multiple frequencies

{ ID id-E-AGCH-MaxPower-per-CELLPORTION





CRITICALITY ignore

EXTENSION DSCCH-MaxPower-Information




PRESENCE optional},

...

}

Add-To-E-HICH-Resource-Pool-LCR-PSCH-ReconfRqst ::= SEQUENCE {


e-HICH-Information-LCR-PSCH-ReconfRqst
E-HICH-Information-LCR-PSCH-ReconfRqst,


iE-Extensions






ProtocolExtensionContainer { { Add-To-E-HICH-Resource-Pool-LCR-PSCH-ReconfRqst-ExtIEs} }

OPTIONAL,


...

}

Add-To-E-HICH-Resource-Pool-LCR-PSCH-ReconfRqst-ExtIEs  NBAP-PROTOCOL-EXTENSION ::= {


...

}

E-HICH-Information-LCR-PSCH-ReconfRqst ::= SEQUENCE (SIZE (1..maxNrOfEHICHs)) OF E-HICH-InformationItem-LCR-PSCH-ReconfRqst

E-HICH-InformationItem-LCR-PSCH-ReconfRqst
::= SEQUENCE {


e-HICH-ID-TDD






E-HICH-ID-TDD,

e-HICH-Type







E-HICH-Type,


tdd-ChannelisationCode




TDD-ChannelisationCode,

timeSlotLCR







TimeSlotLCR,


midambleShiftLCR





MidambleShiftLCR,

e-HICH-MaxPower






DL-Power,


iE-Extensions






ProtocolExtensionContainer { { E-HICH-InformationItem-LCR-PSCH-ReconfRqst-ExtIEs} }

OPTIONAL,


...

}

E-HICH-InformationItem-LCR-PSCH-ReconfRqst-ExtIEs  NBAP-PROTOCOL-EXTENSION ::= {


{ ID id-Extended-E-HICH-ID-TDD


CRITICALITY ignore EXTENSION Extended-E-HICH-ID-TDD PRESENCE optional}|


-- Applicable to 1.28Mcps TDD only when the E-HICH identity has a value larger than 31.

{ ID id-UARFCNforNt





CRITICALITY ignore

EXTENSION UARFCN


PRESENCE optional}|

-- Mandatory for 1.28Mcps TDD when using multiple frequencies

{ ID id-E-HICH-MaxPower-per-CELLPORTION





CRITICALITY ignore

EXTENSION DSCCH-MaxPower-Information




PRESENCE optional},

...

}

Modify-E-HICH-Resource-Pool-LCR-PSCH-ReconfRqst ::= SEQUENCE {


e-HICH-InformationModify-LCR-PSCH-ReconfRqst
E-HICH-InformationModify-LCR-PSCH-ReconfRqst,


iE-Extensions








ProtocolExtensionContainer { { Modify-E-HICH-Resource-Pool-LCR-PSCH-ReconfRqst-ExtIEs} }

OPTIONAL,


...

}

Modify-E-HICH-Resource-Pool-LCR-PSCH-ReconfRqst-ExtIEs  NBAP-PROTOCOL-EXTENSION ::= {


...

}

E-HICH-InformationModify-LCR-PSCH-ReconfRqst ::= SEQUENCE (SIZE (1..maxNrOfEHICHs)) OF E-HICH-InformationModifyItem-LCR-PSCH-ReconfRqst

E-HICH-InformationModifyItem-LCR-PSCH-ReconfRqst ::= SEQUENCE {


e-HICH-ID-TDD






E-HICH-ID-TDD,

e-HICH-Type







E-HICH-Type  


OPTIONAL,

tdd-ChannelisationCode




TDD-ChannelisationCode  OPTIONAL,

timeSlotLCR







TimeSlotLCR   


OPTIONAL,


midambleShiftLCR





MidambleShiftLCR   

OPTIONAL,

e-HICH-MaxPower






DL-Power   



OPTIONAL,


iE-Extensions






ProtocolExtensionContainer { { E-HICH-InformationModifyItem-LCR-PSCH-ReconfRqst-ExtIEs} }

OPTIONAL,


...

}

E-HICH-InformationModifyItem-LCR-PSCH-ReconfRqst-ExtIEs  NBAP-PROTOCOL-EXTENSION ::= {


{ ID id-Extended-E-HICH-ID-TDD


CRITICALITY ignore EXTENSION Extended-E-HICH-ID-TDD PRESENCE optional}|


--Applicable to 1.28Mcps TDD only when the E-HICH identity has a value larger than 31.

{ ID id-UARFCNforNt





CRITICALITY ignore

EXTENSION UARFCN


PRESENCE optional}|

-- Mandatory for 1.28Mcps TDD when using multiple frequencies

{ ID id-E-HICH-MaxPower-per-CELLPORTION





CRITICALITY ignore

EXTENSION DSCCH-MaxPower-Information




PRESENCE optional},

...

}

Delete-From-E-HICH-Resource-Pool-PSCH-ReconfRqst ::= SEQUENCE (SIZE (1.. maxNrOfEHICHs)) OF Delete-From-E-HICH-Resource-PoolItem-PSCH-ReconfRqst

Delete-From-E-HICH-Resource-PoolItem-PSCH-ReconfRqst
::= SEQUENCE {


e-HICH-ID-TDD








E-HICH-ID-TDD,


iE-Extensions








ProtocolExtensionContainer { { Delete-From-E-HICH-Resource-PoolItem-PSCH-ReconfRqst-ExtIEs} }

OPTIONAL,


...

}

Delete-From-E-HICH-Resource-PoolItem-PSCH-ReconfRqst-ExtIEs  NBAP-PROTOCOL-EXTENSION ::= {


{ ID id-Extended-E-HICH-ID-TDD


CRITICALITY ignore EXTENSION Extended-E-HICH-ID-TDD PRESENCE optional},


-- Applicable to 1.28Mcps TDD only when the E-HICH identity has a value larger than 31.

...

}

SYNC-UL-Partition-LCR ::= SEQUENCE {


eRUCCH-SYNC-UL-codes-bitmap




BIT STRING (SIZE (8)),


iE-Extensions







ProtocolExtensionContainer { { SYNC-UL-Partition-LCR-ExtIEs} }

OPTIONAL,


...

}

SYNC-UL-Partition-LCR-ExtIEs NBAP-PROTOCOL-EXTENSION ::= {


...

}
Delete-From-HS-SCCH-Resource-PoolExt-PSCH-ReconfRqst ::= SEQUENCE (SIZE (1.. maxNrOfHSSCCHsinExt)) OF Delete-From-HS-SCCH-Resource-PoolItem-PSCH-ReconfRqst
MultipleFreq-E-PUCH-Timeslot-InformationList-LCR-PSCH-ReconfRqst ::= SEQUENCE (SIZE (1..maxFrequencyinCell-1)) OF ProtocolIE-Single-Container {{ MultipleFreq-E-PUCH-Timeslot-InformationItemIE-LCR-PSCH-ReconfRqst}} 

--Includes the 2nd through the max number of frequencies information repetitions.
MultipleFreq-E-PUCH-Timeslot-InformationItemIE-LCR-PSCH-ReconfRqst NBAP-PROTOCOL-IES ::= {


{ ID id-MultipleFreq-E-PUCH-Timeslot-Information-LCRItem-PSCH-ReconfRqst
CRITICALITY ignore
TYPE MultipleFreq-E-PUCH-Timeslot-Information-LCRItem-PSCH-ReconfRqst

PRESENCE optional }

}
MultipleFreq-E-PUCH-Timeslot-Information-LCRItem-PSCH-ReconfRqst ::= SEQUENCE {


e-PUCH-Timeslot-InfoLCR




E-PUCH-Timeslot-InfoLCR

OPTIONAL,

uARFCN












UARFCN,

iE-Extensions










ProtocolExtensionContainer { { MultipleFreq-E-PUCH-Timeslot-Information-LCRItem-PSCH-ReconfRqst-ExtIEs} }

OPTIONAL,


...

}

MultipleFreq-E-PUCH-Timeslot-Information-LCRItem-PSCH-ReconfRqst-ExtIEs  NBAP-PROTOCOL-EXTENSION ::= {


...

}
#PartiallyOmitted
9.3.4
Information Elements Definitions

--******************************************************************************

--

-- Information Element Definitions

--

--******************************************************************************

NBAP-IEs {

itu-t (0) identified-organization (4) etsi (0) mobileDomain (0) 

umts-Access (20) modules (3) nbap (2) version1 (1) nbap-IEs (2) }
DEFINITIONS AUTOMATIC TAGS ::=

BEGIN

IMPORTS


maxNrOfRLs,

maxNrOfTFCs,


maxNrOfErrors,


maxCTFC,


maxNrOfTFs,


maxTTI-count,


maxRateMatching,


maxHS-PDSCHCodeNrComp-1,


maxHS-SCCHCodeNrComp-1,


maxNrOfCellSyncBursts,


maxNrOfCombEDPDCH,


maxNrOfEDCH-HARQ-PO-QUANTSTEPs,


maxNrOfEDCHHARQProcesses2msEDCH,


maxNrOfBits-MACe-PDU-non-scheduled,


maxNrOfEDPCCH-PO-QUANTSTEPs,


maxNrOfRefETFCI-PO-QUANTSTEPs,

maxNrOfRefETFCIs,


maxNrOfMeasNCell,


maxNrOfMeasNCell-1,

maxNrOfReceptsPerSyncFrame,


maxNrOfSF,


maxTGPS,

maxNrOfUSCHs,


maxNrOfULTSs,


maxNrOfULTSLCRs,


maxNrOfDPCHs,


maxNrOfDPCHLCRs,


maxNrOfDPCHs768,


maxNrOfCodes,


maxNrOfDSCHs,


maxNrOfDLTSs,


maxNrOfDLTSLCRs,


maxNrOfDCHs,


maxNrOfLevels,

maxNoGPSItems,


maxNoSat,


maxNrOfCellPortionsPerCell,


maxNrOfCellPortionsPerCell-1,


maxNrOfHSSCCHs,


maxNrOfHSSCCHCodes,


maxNrOfMACdFlows,


maxNrOfMACdFlows-1,


maxNrOfMACdPDUIndexes,


maxNrOfMACdPDUIndexes-1,


maxNrOfMACdPDUSize,

maxNrOfNIs,


maxNrOfPriorityQueues,


maxNrOfPriorityQueues-1,


maxNrOfHARQProcesses,


maxNrOfSyncDLCodesLCR,


maxNrOfSyncFramesLCR,


maxNrOfContextsOnUeList,


maxNrOfPriorityClasses,


maxNrOfSatAlmanac-maxNoSat,


maxNrOfE-AGCHs,


maxNrOfEDCHMACdFlows,


maxNrOfEDCHMACdFlows-1,


maxNrOfE-RGCHs-E-HICHs,


maxNrofSigSeqRGHI-1,

maxNoOfLogicalChannels,

maxNrOfEAGCHs,


maxNrOfRefBetas,


maxNrOfEAGCHCodes,


maxNrOfHS-DSCH-TBSs,


maxNrOfHS-DSCH-TBSs-HS-SCCHless,

maxNrOfEHICHCodes,

maxNrOfCommonMACFlows,

maxNrOfCommonMACFlows-1,

maxNrOfPagingMACFlow,

maxNrOfPagingMACFlow-1,

maxNrOfcommonMACQueues,

maxNrOfpagingMACQueues,


maxNrOfHS-DSCHTBSsE-PCH,

maxGANSSSat,


maxNoGANSS,

maxSgnType,

maxHSDPAFrequency,


maxHSDPAFrequency-1,


maxGANSSSatAlmanac,


maxGANSSClockMod,

maxNrOfEDCHRLs,

maxCellinNodeB,

maxERNTItoRelease,

maxNrOfCommonEDCH,


maxFrequencyinCell-1,

maxNrOfCommonMACFlowsLCR,

maxNrOfCommonMACFlowsLCR-1,

maxNrOfHSSCCHsLCR,


maxNrOfEDCHMACdFlowsLCR,


maxNrOfEDCHMACdFlowsLCR-1,


maxNrOfEAGCHsLCR,


maxNrOfEHICHsLCR,


maxnrofERUCCHsLCR,


maxNrOfHSPDSCHs,


maxFrequencyinCell,


maxNrOfHSDSCH-1,


maxNrOfHSDSCH,


maxGANSS-1,


maxNoOfTBSs-Mapping-HS-DSCH-SPS,


maxNoOfTBSs-Mapping-HS-DSCH-SPS-1,


maxNoOfHS-DSCH-TBSsLCR,

maxNoOfRepetition-Period-LCR,


maxNoOfRepetitionPeriod-SPS-LCR-1,


maxNoOf-HS-SICH-SPS,


maxNoOf-HS-SICH-SPS-1,


maxNoOfNon-HS-SCCH-Assosiated-HS-SICH,


maxMBMSServiceSelect,


id-BroadcastCommonTransportBearerIndication,

id-MessageStructure,

id-ReportCharacteristicsType-OnModification,

id-Rx-Timing-Deviation-Value-LCR,

id-SFNSFNMeasurementValueInformation,

id-SFNSFNMeasurementThresholdInformation,


id-TUTRANGPSMeasurementValueInformation,

id-TUTRANGPSMeasurementThresholdInformation,


id-TypeOfError,

id-transportlayeraddress,


id-bindingID,

id-Angle-Of-Arrival-Value-LCR,

id-SyncDLCodeIdThreInfoLCR,


id-neighbouringTDDCellMeasurementInformationLCR,


id-HS-SICH-Reception-Quality,


id-HS-SICH-Reception-Quality-Measurement-Value,


id-Initial-DL-Power-TimeslotLCR-InformationItem,


id-Maximum-DL-Power-TimeslotLCR-InformationItem,


id-Minimum-DL-Power-TimeslotLCR-InformationItem,


id-Received-total-wide-band-power-For-CellPortion,


id-Received-total-wide-band-power-For-CellPortion-Value,


id-Transmitted-Carrier-Power-For-CellPortion,


id-Transmitted-Carrier-Power-For-CellPortion-Value,


id-TransmittedCarrierPowerOfAllCodesNotUsedForHSTransmission,


id-TransmittedCarrierPowerOfAllCodesNotUsedForHS-PDSCH-HS-SCCH-E-AGCH-E-RGCHOrE-HICHTransmissionCellPortion,


id-TransmittedCarrierPowerOfAllCodesNotUsedForHS-PDSCH-HS-SCCH-E-AGCH-E-RGCHOrE-HICHTransmissionCellPortionValue,


id-HS-DSCHRequiredPowerValueInformation,


id-HS-DSCHProvidedBitRateValueInformation,


id-HS-DSCHRequiredPowerValue,


id-HS-DSCHRequiredPowerValue-For-Cell-Portion,


id-HS-DSCHRequiredPowerValueInformation-For-CellPortion,


id-HS-DSCHProvidedBitRateValueInformation-For-CellPortion,


id-HSDSCH-MACdPDUSizeFormat,

id-HS-PDSCH-Code-Change-Grant,


id-HS-PDSCH-Code-Change-Indicator,


id-Best-Cell-Portions-Value,


id-Unidirectional-DCH-Indicator,


id-SAT-Info-Almanac-ExtItem,


id-TnlQos,


id-UpPTSInterferenceValue,


id-HARQ-Preamble-Mode,


id-HARQ-Preamble-Mode-Activation-Indicator,

id-DLTransmissionBranchLoadValue,


id-E-DCHProvidedBitRateValueInformation,


id-E-DCH-Non-serving-Relative-Grant-Down-CommandsValue,


id-HSSICH-SIRTarget,


id-PLCCH-Information-UL-TimeslotLCR-Info,


id-neighbouringTDDCellMeasurementInformation768,


id-Rx-Timing-Deviation-Value-768,


id-hsSCCH-Specific-Information-ResponseTDD768,


id-Rx-Timing-Deviation-Value-384-ext,


id-E-DCH-PowerOffset-for-SchedulingInfo,


id-Extended-Round-Trip-Time-Value,


id-ExtendedPropagationDelay,

id-HSSICH-TPC-StepSize,


id-RTWP-CellPortion-ReportingIndicator,


id-Received-Scheduled-EDCH-Power-Share-Value,


id-Received-Scheduled-EDCH-Power-Share-For-CellPortion-Value,


id-Received-Scheduled-EDCH-Power-Share,


id-Received-Scheduled-EDCH-Power-Share-For-CellPortion,


id-ueCapability-Info,


id-ContinuousPacketConnectivityHS-SCCH-less-Information,


id-ContinuousPacketConnectivityHS-SCCH-less-Information-Response,


id-MIMO-ActivationIndicator,


id-MIMO-Mode-Indicator,


id-MIMO-N-M-Ratio,

id-Additional-failed-HS-SICH,

id-Additional-missed-HS-SICH,

id-Additional-total-HS-SICH,

id-Additional-HS-SICH-Reception-Quality-Measurement-Value,


id-LCRTDD-uplink-Physical-Channel-Capability,

id-SixteenQAM-UL-Operation-Indicator,


id-E-AGCH-Table-Choice,


id-E-TFCI-Boost-Information,


id-E-DPDCH-PowerInterpolation,

id-MaximumMACdPDU-SizeExtended,


id-GANSS-Common-Data,


id-GANSS-Information,

id-GANSS-Generic-Data,


id-TUTRANGANSSMeasurementThresholdInformation,


id-TUTRANGANSSMeasurementValueInformation,


id-Extended-RNC-ID,


id-HARQ-MemoryPartitioningInfoExtForMIMO,


id-Ext-Reference-E-TFCI-PO,


id-Ext-Max-Bits-MACe-PDU-non-scheduled,

id-TransportBearerNotSetupIndicator,

id-TransportBearerNotRequestedIndicator,

id-UARFCNforNt,


id-number-Of-Supported-Carriers,


id-multipleFreq-HSPDSCH-InformationList-ResponseTDDLCR,


id-tSN-Length,


id-multicarrier-number,


id-Extended-HS-SICH-ID,


id-Default-Serving-Grant-in-DTX-Cycle2,


id-SixtyfourQAM-UsageAllowedIndicator,

id-SixtyfourQAM-DL-UsageIndicator,


id-IPMulticastDataBearerIndication,


id-Extended-E-DCH-LCRTDD-PhysicalLayerCategory,

id-ContinuousPacketConnectivityHS-SCCH-less-Deactivate-Indicator,

id-Extended-E-HICH-ID-TDD,

id-E-DCH-MACdPDUSizeFormat,


id-MaximumNumber-Of-Retransmission-for-Scheduling-Info-LCRTDD,


id-E-DCH-RetransmissionTimer-for-SchedulingInfo-LCRTDD,


id-E-PUCH-PowerControlGAP,


id-HSDSCH-TBSizeTableIndicator,

id-E-DCH-DL-Control-Channel-Change-Information,

id-E-DCH-DL-Control-Channel-Grant-Information,


id-DGANSS-Corrections-Req,


id-UE-with-enhanced-HS-SCCH-support-indicator,


id-TransportBearerRequestIndicator,

id-EnhancedHSServingCC-Abort,

id-GANSS-Time-ID,


id-GANSS-AddIonoModelReq,


id-GANSS-EarthOrientParaReq,

id-GANSS-AddNavigationModelsReq,


id-GANSS-AddUTCModelsReq,


id-GANSS-AuxInfoReq,


id-GANSS-SBAS-ID,


id-GANSS-ID,


id-GANSS-Additional-Ionospheric-Model,


id-GANSS-Earth-Orientation-Parameters,


id-GANSS-Additional-Time-Models,


id-GANSS-Additional-Navigation-Models,


id-GANSS-Additional-UTC-Models,


id-GANSS-Auxiliary-Information,

id-GANSS-alm-keplerianNAVAlmanac,

id-GANSS-alm-keplerianReducedAlmanac,


id-GANSS-alm-keplerianMidiAlmanac,


id-GANSS-alm-keplerianGLONASS,


id-GANSS-alm-ecefSBASAlmanac,


id-EDCH-RACH-Report-Value,


id-EDCH-RACH-Report-IncrDecrThres,


id-EDCH-RACH-Report-ThresholdInformation,


id-MACes-Maximum-Bitrate-LCR,


id-E-AGCH-UE-Inactivity-Monitor-Threshold,


id-MultiCarrier-HSDSCH-Physical-Layer-Category,

id-MIMO-ReferenceSignal-InformationListLCR,


id-MIMO-SFMode-For-HSPDSCHDualStream,


id-MIMO-SFMode-Supported-For-HSPDSCHDualStream,


id-DL-RLC-PDU-Size-Format,


id-schedulingPriorityIndicator,

id-UE-SupportIndicatorExtension,

id-SRB-Indicator,


id-Single-Stream-MIMO-ActivationIndicator,

id-Single-Stream-MIMO-Mode-Indicator,

id-Multi-Cell-MIMO-Capability,

id-HSDSCH-MACehsFormat,


id-CellSpecificHARQMemoryPartitioning,


id-HARQ-MemoryPartitioning,

id-MaxHSDSCH-HSSCCH-Power-per-CELLPORTION
FROM NBAP-Constants


Criticality,


ProcedureID,


ProtocolIE-ID,


TransactionID,


TriggeringMessage

FROM NBAP-CommonDataTypes


NBAP-PROTOCOL-IES,


ProtocolExtensionContainer{},


ProtocolIE-Single-Container{},


NBAP-PROTOCOL-EXTENSION



FROM NBAP-Containers;

#PartiallyOmitted
DL-HS-PDSCH-Timeslot-Information-LCR-PSCH-ReconfRqst ::= SEQUENCE (SIZE (1..maxNrOfDLTSLCRs)) OF DL-HS-PDSCH-Timeslot-InformationItem-LCR-PSCH-ReconfRqst

DL-HS-PDSCH-Timeslot-InformationItem-LCR-PSCH-ReconfRqst::= SEQUENCE {


timeSlot








TimeSlotLCR,


midambleShiftAndBurstType




MidambleShiftLCR,


dl-HS-PDSCH-Codelist-LCR-PSCH-ReconfRqst

DL-HS-PDSCH-Codelist-LCR-PSCH-ReconfRqst,


maxHSDSCH-HSSCCH-Power





MaximumTransmissionPower




OPTIONAL,


iE-Extensions







ProtocolExtensionContainer { { DL-HS-PDSCH-Timeslot-InformationItem-LCR-PSCH-ReconfRqst-ExtIEs} }

OPTIONAL,


...

}

DL-HS-PDSCH-Timeslot-InformationItem-LCR-PSCH-ReconfRqst-ExtIEs NBAP-PROTOCOL-EXTENSION ::= {

{ ID id-MaxHSDSCH-HSSCCH-Power-per-CELLPORTION





CRITICALITY ignore

EXTENSION MaxHSDSCH-HSSCCH-Power-per-CELLPORTION




PRESENCE optional},

...

}
MaxHSDSCH-HSSCCH-Power-per-CELLPORTION ::= SEQUENCE (SIZE (1..maxNrOfCellPortionsPerCellLCR)) OF MaxHSDSCH-HSSCCH-Power-per-CELLPORTION-Item
MaxHSDSCH-HSSCCH-Power-per-CELLPORTION-Item::= SEQUENCE {


cellPortionLCRID






CellPortionLCRID,

maxHSDSCH-HSSCCH-Power





MaximumTransmissionPower,


iE-Extensions







ProtocolExtensionContainer { { MaxHSDSCH-HSSCCH-Power-per-CELLPORTION-Item-ExtIEs} }

OPTIONAL,


...

}

MaxHSDSCH-HSSCCH-Power-per-CELLPORTION-Item-ExtIEs NBAP-PROTOCOL-EXTENSION ::= {

...

}
DSCCH-MaxPower-Information ::= SEQUENCE (SIZE (1..maxNrOfCellPortionsPerCellLCR)) OF DSCCH-MaxPower-Information-Item

DSCCH-MaxPower-Information-Item ::= SEQUENCE {


cellPortionLCRID






CellPortionLCRID,

dSCCH-MaxPower-forcellportion



DL-Power,


iE-Extensions







ProtocolExtensionContainer { { DSCCH-MaxPower-Information-Item-ExtIEs} }

OPTIONAL,


...

}

DSCCH-MaxPower-Information-Item-ExtIEs NBAP-PROTOCOL-EXTENSION ::= {

...

}
#PartiallyOmitted
9.3.6
Constant Definitions

-- **************************************************************

--

-- Constant definitions

--

-- **************************************************************

NBAP-Constants {

itu-t (0) identified-organization (4) etsi (0) mobileDomain (0) 

umts-Access (20) modules (3) nbap (2) version1 (1) nbap-Constants (4)}

DEFINITIONS AUTOMATIC TAGS ::= 

BEGIN

IMPORTS


ProcedureCode,


ProtocolIE-ID

FROM NBAP-CommonDataTypes;

#PartiallyOmitted
id-TimeSlotMeasurementValueListLCR








ProtocolIE-ID ::= 1082

id-UE-SupportIndicatorExtension









ProtocolIE-ID ::= 1085

id-Single-Stream-MIMO-ActivationIndicator






ProtocolIE-ID ::= 1088

id-Single-Stream-MIMO-Capability








ProtocolIE-ID ::= 1089

id-Single-Stream-MIMO-Mode-Indicator







ProtocolIE-ID ::= 1090

id-Dual-Band-Capability-Info









ProtocolIE-ID ::= 1091

id-UE-AggregateMaximumBitRate









ProtocolIE-ID ::= 1092

id-SRB-Indicator












ProtocolIE-ID ::= 1093

id-Multi-Cell-MIMO-Capability









ProtocolIE-ID ::= 1096

id-HSDSCH-MACehsFormat











ProtocolIE-ID ::= 1098

id-CellSpecificHARQMemoryPartitioning







ProtocolIE-ID ::= 1099

id-HARQ-MemoryPartitioning










ProtocolIE-ID ::= 1100

id-MIMO-Power-Offset-For-S-CPICH-Capability






ProtocolIE-ID ::= 1101
id-MIMO-PilotConfigurationExtension








ProtocolIE-ID ::= 1102
id-TxDiversityOnDLControlChannelsByMIMOUECapability




ProtocolIE-ID ::= 1103
id-HS-SCCH-MaxPower-per-CELLPORTION








ProtocolIE-ID ::= XXXX
id-E-AGCH-MaxPower-per-CELLPORTION








ProtocolIE-ID ::= XXXX
id-E-HICH-MaxPower-per-CELLPORTION








ProtocolIE-ID ::= XXXX
id-MaxHSDSCH-HSSCCH-Power-per-CELLPORTION






ProtocolIE-ID ::= XXXX
END
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