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1. Introduction
In Rel-9, extension of the load information exchnages between eNBs is under discussion. This paper proposes to add another useful load information – number of the active UEs as additional load information exchanged between eNBs.
2. Discussion
It was agreed at the RAN3 #65bis meeting to extend the load information between eNBs in Release 9 [1]. It introduces the Composite Available Capacity as part of the eNB’s resource status to be exchanged between eNBs.
In addition to the Composite Available Capacity, another useful information to represent the eNB’s load and resource status is the number of active UEs. 

The definition of the number of active UEs is well defined in section 4.1.3 of TS 36.314 [], which defines the method to calculate the number of active UEs per QCI, as quoted below.

· Number of Active UEs in the DL per QCI: Number of Active UEs in the DL per QCI. This measurement refers to UEs for which there is buffered data for the DL for DRBs. The measurement is done separately per QCI. 

· Number of Active UEs in the UL per QCI: Number of Active UEs in the UL per QCI. This measurement refers to UEs for which there is buffered data for the UL for DRBs. The measurement is done separately per QCI. 

 Exchanging the information of the number of active UEs is beneficial for an eNB to analyze other eNBs’ resource status and apply it to MLB procedures. For example, if two cells have only non-realtime traffic and are both similarly loaded, and once cell has many more users, load balancing may be useful. 
Proposal 1: we propose to include the number of Acitve UEs, based on the definition in TS 36.314, as part of eNB’s resource status information to be exchanged between eNBs. 

Proposal 2: we propose to exchange the following parameters, in the similar way to exchange the PRB usage. 

· DL GBR Number of Active UEs 
· UL GBR Number of Active UEs 

· DL non-GBR Number of Active UEs 

· UL non-GBR Number of Active UEs 

· DL Total Number of Active UEs 
· UL Total Number of Active UEs 
3. Proposal

We propose to endorse the proposals in the section 2. The related CR is in R3-093019.
