Page 1



3GPP TSG-RAN3 Meeting #66 
(
R3-093166
Jeju, South Korea, 9th – 13th November 
	CR-Form-v9.6

	CHANGE REQUEST

	

	(

	25.423
	CR
	1557
	(

rev
	1
	(

Current version:
	8.6.0
	(


	

	For HELP on using this form look at the pop-up text over the (
 symbols. Comprehensive instructions on how to use this form can be found at http://www.3gpp.org/specs/CR.htm.

	


	Proposed change affects:
(

	UICC apps(

	
	ME
	
	Radio Access Network
	X
	Core Network
	


	

	Title:
(

	MAC-e Reset Indicator for MAC-i Reset 

	
	

	Source to WG:
(

	Nokia Siemens Networks, Nokia

	Source to TSG:
(

	RAN3

	
	

	Work item code:
(

	RANimp-UplinkL2dataRates
	
	Date: (

	09/11/2009

	
	
	
	
	

	Category:
(

	F
	
	Release: (

	Rel-8

	
	Use one of the following categories:
F  (correction)
A  (corresponds to a correction in an earlier release)
B  (addition of feature), 
C  (functional modification of feature)
D  (editorial modification)

Detailed explanations of the above categories can
be found in 3GPP TR 21.900.
	Use one of the following releases:
R99
(Release 1999)
Rel-4
(Release 4)
Rel-5
(Release 5)
Rel-6
(Release 6)
Rel-7
(Release 7)
Rel-8
(Release 8)
Rel-9
(Release 9)
Rel-10
(Release 10)

	
	

	Reason for change:
(

	It has been agreed to apply the concept on MAC-e Reset for MAC-i in RAN2 and the definition of RRC IE: MAC-es/e reset indicator has been modified to have the meaning for MAC-is/i reset in case MAC-i/is is configured. 

However, the update has not been done in RNSAP. 
In addition, the Maximum Number of Bits per MAC-e PDU for Non-scheduled Transmission IE need to be clarified that this IE indicates the Max number of bit per MAC-I PDU in case MAC-i/is is configured and the Extended Maximum Number of Bits per MAC-e PDU for Non-scheduled Transmission 
Indicates the max number of bit per MAC-I PDU.

	
	

	Summary of change:
(

	- Addition in the semantics description of MAC-e Reset Indicator the clarification text that the indicater means “MAC-i reset” in case MAC-i is used in the DRNS.

- Addition in the semantics description of Maximum Number of Bits per MAC-e PDU for Non-scheduled Transmission and Extended Maximum Number of Bits per MAC-e PDU for Non-scheduled Transmission IEs the clarification text that IEs means the maximum number of bits for MAC-I in case MAC-I is used in the DRNS.
Impact assessment towards the previous release of the specification: 


This CR has isolated impact towards the previous release of the specification because the proposed change is only related to feature has been introduced from Rel8 onwards.
Impact assessment towards the previous version of the specification (same release): 

This CR has isolated impact towards the previous release of the specification because the proposed change is for clarification.

	
	

	Consequences if 
(

not approved:
	Misalignment between RNSAP and RRC and reader may misunderstand that the IEs may not be applicable for MAC-i.

	
	

	Clauses affected:
(

	8.3.4.2, 8.3.7.2, 9.2.1.99, 9.2.2.4F, 9.2.2.4MC, 9.2.2.4N, 9.2.2.4R

	
	

	
	Y
	N
	
	

	Other specs
(

	X
	
	 Other core specifications
(

	25.433

	affected:
	
	X
	 Test specifications
	

	
	
	X
	 O&M Specifications
	

	
	

	Other comments:
(

	


8.3.4
Synchronised Radio Link Reconfiguration Preparation

8.3.4.1
General

The Synchronised Radio Link Reconfiguration Preparation procedure is used to prepare a new configuration of Radio Link(s) related to one UE-UTRAN connection within a DRNS.

This procedure shall use the signalling bearer connection for the relevant UE Context.

The Synchronised Radio Link Reconfiguration Preparation procedure shall not be initiated if a Prepared Reconfiguration exists, as defined in subclause 3.1.

8.3.4.2
Successful Operation

#Partially Omitted
[FDD - E-DCH Modification:]

[FDD - If the RADIO LINK RECONFIGURATION PREPARE message includes the E-DCH FDD Information To Modify IE, then:]

-
[FDD - If the E-DCH FDD Information To Modify IE contains a E-DCH MAC-d Flow Specific Information IE which includes the Allocation/Retention Priority IE, the DRNS shall apply the new Allocation/Retention Priority to this E-DCH in the new configuration according to Annex A.]

-
[FDD - If the RADIO LINK RECONFIGURATION PREPARE message includes the E-DCH MAC-d PDU Size Format IE in the E-DCH FDD Information To Modify IE, then the DRNS shall use the indicated format in user plane frame structure for E-DCH channels [32] and MAC [41].]

-
[FDD - If the TNL QoS IE is included for an E-DCH MAC-d flow and if ALCAP is not used, the TNL QoS IE may be used by the DRNS to determine the transport bearer characteristics to apply in the uplink for the related MAC-d flow.]

-
[FDD -If the Traffic Class IE is included for an E-DCH MAC-d flow then the DRNS may use the Traffic Class IE for a specific E-DCH MAC-d flow to determine the transport bearer characteristics to apply between DRNC and Node B. The DRNC should ignore the Traffic Class IE if the TrCH Source Statistics Descriptor IE for this specific E-DCH MAC-d flow indicates the value "RRC".]

-
[FDD - If the RADIO LINK RECONFIGURATION PREPARE message includes the Data Description Indicator IE, the DRNC shall use the DDI values indicated in the Data Description Indicator IE in the new configuration.]
-
[FDD - If the RADIO LINK RECONFIGURATION PREPARE message includes the MAC-es Guaranteed Bit Rate IE in the E-DCH FDD Information To Modify IE, the DRNS shall use this information to optimise MAC-e scheduling decisions.]
-
[FDD - If the RADIO LINK RECONFIGURATION PREPARE message includes the Maximum MAC-d PDU Size Extended IE for a E-DCH Logical Channel in the E-DCH MAC-d Flows Information IE in the E-DCH FDD Information To Modify IE, then the DRNS shall ignore the MAC-d PDU Size IE in the MAC-d PDU Size List IE and use Maximum MAC-d PDU Size Extended IE to optimise capacity allocation for the related E-DCH Logical Channel.]
-
[FDD - If the RADIO LINK RECONFIGURATION PREPARE message includes the Maximum Number of Retransmissions for E-DCH IE for an E-DCH MAC-d flow in the E-DCH FDD Information To Modify IE, then the DRNS shall use this information to report if the maximum number of retransmissions has been exceeded.]
-
[FDD - If the RADIO LINK RECONFIGURATION PREPARE message includes the E-DCH HARQ Power Offset FDD IE in the E-DCH FDD Information To Modify IE for an E-DCH MAC-d flow the DRNS shall use this information for calculating the unquantised gain factor for an E-TFC (ed,j,uq)as defined in [10].]
-
[FDD - If the RADIO LINK RECONFIGURATION PREPARE message includes the E-DCH MAC-d Flow Multiplexing List IE for an E-DCH MAC-d flow the DRNS shall use this information for the related resource allocation operation.]

-
[FDD - If the RADIO LINK RECONFIGURATION PREPARE message includes the E-DCH Grant Type and it is indicated as being "E-DCH Non-Scheduled Transmission Grant" for an E-DCH MAC-d flow the DRNS shall assume non-scheduled grants being configured for that E-DCH MAC-d flow and shall use the information within the HARQ Process Allocation For 2ms Non-Scheduled Transmission Grant IE, if included, for the related resource allocation operation.]

-
[FDD - If the RADIO LINK RECONFIGURATION PREPARE message includes the E-DCH Grant Type and it is indicated as being "E-DCH Scheduled Transmission Grant" for an E-DCH MAC-d flow the DRNS shall assume scheduled grants being configured for that E-DCH MAC-d flow.]

-
[FDD - If the RADIO LINK RECONFIGURATION PREPARE message includes the E-DCH Logical Channel To Add or E-DCH Logical Channel To Delete IEs, the DRNS shall use this information to add/delete the indicated logical channels. When an logical channel is deleted, all its associated configuration data shall also removed.]
-
[FDD - If the RADIO LINK RECONFIGURATION PREPARE message includes the E-DCH Logical Channel To Modify IE, the DRNS shall use this information to modify the indicated logical channels:]

-
[FDD - If the E-DCH Logical Channel To Modify IE includes Scheduling Priority Indicator IE, the DRNS shall apply the values in the new configuration.]

-
[FDD - If the E-DCH Logical Channel To Modify IE includes Scheduling Information IE, the DRNS shall apply the values in the new configuration.]

-
[FDD - If the E-DCH Logical Channel To Modify IE includes the Maximum MAC-d PDU Size Extended IE, the DRNS shall apply the value in the new configuration.]
-
[FDD - If the RADIO LINK RECONFIGURATION PREPARE message includes the Bundling Mode Indicator IE for an E-DCH MAC-d flow in the E-DCH MAC-d Flow Specific Information IE in the E-DCH FDD Information To Modify IE and the Bundling Mode Indicator IE is set to "Bundling" and the E-TTI IE is set to "2ms", then the DRNS shall use the bundling mode for the E-DCH UL data frames for the related MAC-d flow, otherwise the DRNS shall use the non-bundling mode for the E-DCH UL data frames for the related MAC-d flow.]

-
[FDD - If the RADIO LINK RECONFIGURATION PREPARE message includes the HARQ Process Allocation For 2ms Scheduled Transmission Grant IE, the DRNS shall use this information for the related resource allocation operation.] 

-
[FDD - If the E-DCH serving RL is in this DRNS, the DRNS may choose to change the E-DCH HARQ process allocation for 2ms TTI for scheduled and/or non-scheduled transmission. In this case the DRNS shall allocate resources according to the new/changed configuration and include the new/changed configuration in the E-DCH FDD Information Response IE in the RADIO LINK RECONFIGURATION READY message.]

-
[FDD - If the RADIO LINK RECONFIGURATION PREPARE message includes the E-DCH Maximum Bitrate IE for an E-DCH, the DRNS shall use this information for the related resource allocation operation, and when applicable, for E-DCH scheduling.]

-
[FDD - If the RADIO LINK RECONFIGURATION PREPARE message includes the E-DCH Processing Overload Level IE, then if the DRNS could not decode the E-DPCCH/E-DPDCH for the last consecutive number of TTIs, indicated in the E-DCH Processing Overload Level IE, because of processing issue, the DRNS shall notify the SRNC by initiating the Radio Link Failure procedure.]

-
[FDD – If the RADIO LINK RECONFIGURATION PREPARE message includes the E-DCH ReferencePower Offset IE, then the DRNS may use this value as a default HARQ power offset if it is not able to decode the MAC-e PDU and to determine the value of the actual HARQ power offset.]

-
[FDD – If the RADIO LINK RECONFIGURATION PREPARE message includes the E-DCH Power Offset for Scheduling Info IE, then the DRNS shall use this value as a power offset for the transmission of scheduling information without any MAC-d PDUs.]

-
[FDD - If the RADIO LINK RECONFIGURATION PREPARE message includes the E-AGCH Power Offset IE in the RL Specific E-DCH Information IE, then the DRNS may use this value to determine the E-AGCH power. The E-AGCH Power Offset should be applied for any E-AGCH transmission to this UE.]

-
[FDD - If the RADIO LINK RECONFIGURATION PREPARE message includes the E-RGCH Power Offset IE in the RL Specific E-DCH Information IE, then the DRNS may use this value to determine the E-RGCH power for the RL. The E-RGCH Power Offset should be applied for any E-RGCH transmission to this UE.]

-
[FDD - If the RADIO LINK RECONFIGURATION PREPARE message includes the E-HICH Power Offset IE in the RL Specific E-DCH Information IE, then the DRNS may use this value to determine the E-HICH power for the RL. The E-HICH Power Offset should be applied for any E-HICH transmission to this UE.]

-
[FDD – If the RADIO LINK RECONFIGURATION PREPARE message includes the MAC-e Reset Indicator IE in the E-DCH FDD Information To Modify IE, then the DRNS shall use this value to determine whether MAC-e (or MAC-i) Reset is performed in the UE for sending the HARQ Failure Indication.]

-
[FDD – If the RADIO LINK RECONFIGURATION PREPARE message includes the SixteenQAM UL Operation Indicator IE in the E-DCH FDD Information To Modify IE, the DRNS shall activate/deactivate SixteenQAM UL Operation for the RL in accordance with the SixteenQAM UL Operation Indicator IE]

-
[FDD – If SixteenQAM UL Operation is activated, then the DRNS shall base the handling of the Relative Grant signalling on Scheduling Grant Table 2 according to [41]. If SixteenQAM UL Operation is deactivated, then the DRNS shall base the handling of the Relative Grant signalling on Scheduling Grant Table 1 according to [41].]

-
[FDD - If the RADIO LINK RECONFIGURATION PREPARE message includes the E-DCH DL Control Channel Grant Information IE in the E-DCH FDD Information To Modify IE, the DRNS may modify E-AGCH Channelisation Code, E-RGCH/E-HICH Channelisation Code, E-RGCH Signature Sequence and/or E-HICH Signature Sequence  for the E-DCH RL indicated by the E-DCH RL ID IE. The DRNC shall then report the modified configuration which is used in the new configuration specified in the E-DCH FDD DL Control Channel Information IE for each E-DCH RL in the RADIO LINK RECONFIGURATION READY message.]
[FDD - E-DCH MAC-d Flow Addition:]

#Partially Omitted
[7.68Mcps TDD - E-DCH Modification:]

[7.68Mcps TDD - If the RADIO LINK RECONFIGURATION PREPARE message includes the E-DCH TDD Information 7.68Mcps IE, then:]

-
[7.68Mcps TDD - If the E-DCH TDD Information 7.68Mcps IE includes the E-DCH TDD Maximum Bitrate 7.68Mcps IE for an E-DCH, the DRNS shall use this information for the related resource allocation operation, and when applicable, for E-DCH scheduling.] 

-
[7.68Mcps TDD - If the E-DCH TDD Information 7.68Mcps IE includes the E-DCH Processing Overload Level IE, then if the DRNS could not decode the E-PUCH for the last consecutive number of TTIs, indicated in the E-DCH Processing Overload Level IE, because of a processing issue, the DRNS shall notify the SRNC by initiating the Radio Link Failure procedure.]

-
[7.68Mcps TDD – If the E-DCH TDD Information 7.68Mcps IE includes the E-DCH Power Offset for Scheduling Info IE, then the DRNS shall use this value as a power offset for the transmission of scheduling information without any MAC-d PDUs.]

[TDD- If the RADIO LINK RECONFIGURATION PREPARE message includes the E-DCH TDD Information To Modify IE, then:]

-
[TDD- If the E-DCH TDD Information To Modify IE contains a E-DCH MAC-d Flow Specific Information IE which includes the Allocation/Retention Priority IE, the DRNS shall apply the new Allocation/Retention Priority to this E-DCH in the new configuration according to Annex A.]

· [TDD- If the E-DCH TDD Information To Modify IE contains a TNL QoS IE for an E-DCH MAC-d flow and if ALCAP is not used, the TNL QoS IE may be used by the DRNS to determine the transport bearer characteristics to apply in the uplink for the related MAC-d flow.]

-
[TDD- If the E-DCH TDD Information To Modify IE includes the Maximum Number of Retransmissions for E-DCH IE for an E-DCH MAC-d flow then the DRNS shall use this information to report if the maximum number of retransmissions has been exceeded.]

-
[1.28Mcps TDD - If the E-DCH TDD Information To Modify IE includes the E-DCH MAC-d Flow Retransmission Timer IE for an E-DCH MAC-d flow then the DRNS shall use this information to set the retransmission timer.]

-
[TDD– If the TNL QoS IE is included in the E-DCH TDD Information to Modify IE for an E-DCH MAC-d flow and if ALCAP is not used, the TNL QoS IE may be used by the DRNS to determine the transport bearer characteristics to apply in the uplink for the related MAC-d flow.]

-
[TDD- If  the E-DCH TDD Information To Modify IE includes the E-DCH HARQ Power Offset TDD IE for an E-DCH MAC-d flow the DRNS shall use this new power offset value.]

-
[TDD- If the E-DCH TDD Information To Modify IE includes the E-DCH MAC-d Flow Multiplexing List IE for an E-DCH MAC-d flow the DRNS shall use this information for the related resource allocation operation.]

-
[TDD- If the E-DCH TDD Information To Modify IE contains the E-DCH Grant Type IE, the DRNS shall treat the E-DCH MAC-d flow as Scheduled or Non-scheduled accordingly.]

-
[TDD- If the E-DCH TDD Information To Modify IE includes the E-DCH Logical Channel To Add or E-DCH Logical Channel To Delete IEs, the DRNS shall use this information to add/delete the indicated logical channels. When a logical channel is deleted, all its associated configuration data shall also removed.]
-
[TDD- If the E-DCH TDD Information To Modify IE includes the E-DCH Logical Channel To Modify IE, the DRNS shall use this information to modify the indicated logical channels:]
-
[TDD - If the E-DCH Logical Channel To Modify IE includes Scheduling Priority Indicator IE, the DRNS shall apply the values in the new configuration.]

-
[TDD - If the E-DCH Logical Channel To Modify IE includes Scheduling Information IE, the DRNS shall apply the values in the new configuration.]

-
[TDD - If the E-DCH Logical Channel To Modify IE includes MAC-es Guaranteed Bit Rate IE, the DRNS shall apply the values in the new configuration.]

-
[TDD - If the E-DCH Logical Channel To Modify IE includes E-DCH DDI Value IE, the DRNS shall apply the values in the new configuration.]

-
[1.28Mcps TDD - If the E-DCH Logical Channel To Modify IE includes MAC-es Maximum Bit Rate LCR IE, the DRNS shall use this information for the related resource allocation operation, and when applicable, for E-DCH scheduling.]
-
[TDD - If the E-DCH Logical Channel To Modify IE includes the Maximum MAC-d PDU Size Extended IE, the DRNS shall apply the value in the new configuration.]

-
[TDD– If the E-DCH TDD Information To Modify IE includes the MAC-e Reset Indicator IE, then the DRNS shall use this value to determine whether MAC-e (or MAC-i) Reset is performed in the UE for sending the HARQ Failure Indication.]
General
#Partially Omitted
8.3.7
Unsynchronised Radio Link Reconfiguration

8.3.7.1
General

The Unsynchronised Radio Link Reconfiguration procedure is used to reconfigure Radio Link(s) related to one UE‑UTRAN connection within a DRNS.

The procedure is used when there is no need to synchronise the time of the switching from the old to the new radio link configuration in the cells used by the UE-UTRAN connection within the DRNS.

This procedure shall use the signalling bearer connection for the relevant UE Context.

The Unsynchronised Radio Link Reconfiguration procedure shall not be initiated if a Prepared Reconfiguration exists, as defined in subclause 3.1.

8.3.7.2
Successful Operation

#Partially Omitted
[7.68Mcps TDD - E-DCH Modification:]

[7.68Mcps TDD - If the RADIO LINK RECONFIGURATION REQUEST message includes the E-DCH TDD Information 7.68Mcps IE, then:]

-
[7.68Mcps TDD - If the E-DCH TDD Information 7.68Mcps IE includes the E-DCH TDD Maximum Bitrate 7.68Mcps IE for an E-DCH, the DRNS shall use this information for the related resource allocation operation, and when applicable, for E-DCH scheduling.] 

-
[7.68Mcps TDD - If the E-DCH TDD Information 7.68Mcps IE includes the E-DCH Processing Overload Level IE, then if the DRNS could not decode the E-PUCH for the last consecutive number of TTIs, indicated in the E-DCH Processing Overload Level IE, because of a processing issue, the DRNS shall notify the SRNC by initiating the Radio Link Failure procedure.]

-
[7.68Mcps TDD – If the E-DCH TDD Information 7.68Mcps IE includes the E-DCH Power Offset for Scheduling Info IE, then the DRNS shall use this value as a power offset for the transmission of scheduling information without any MAC-d PDUs.]

[TDD- If the RADIO LINK RECONFIGURATION REQUEST message includes the E-DCH TDD Information To Modify IE, then:]

-
[TDD- If the E-DCH TDD Information To Modify IE contains a E-DCH MAC-d Flow Specific Information IE which includes the Allocation/Retention Priority IE, the DRNS shall apply the new Allocation/Retention Priority to this E-DCH in the new configuration according to Annex A.]

-
[TDD- If the E-DCH TDD Information To Modify IE contains a TNL QoS IE for an E-DCH MAC-d flow and if ALCAP is not used, the TNL QoS IE may be used by the DRNS to determine the transport bearer characteristics to apply in the uplink for the related MAC-d flow.]

-
[TDD- If the E-DCH TDD Information To Modify IE includes the Maximum Number of Retransmissions for E-DCH IE for an E-DCH MAC-d flow then the DRNS shall use this information to report if the maximum number of retransmissions has been exceeded.]

-
[1.28Mcps TDD - If the E-DCH TDD Information To Modify IE includes the E-DCH MAC-d Flow Retransmission Timer IE for an E-DCH MAC-d flow then the DRNS shall use this information to set the retransmission timer.]

-
[TDD– If the TNL QoS IE is included in the E-DCH TDD Information to Modify IE for an E-DCH MAC-d flow and if ALCAP is not used, the TNL QoS IE may be used by the DRNS to determine the transport bearer characteristics to apply in the uplink for the related MAC-d flow.]

-
[TDD- If  the E-DCH TDD Information To Modify IE includes the E-DCH HARQ Power Offset TDD IE for an E-DCH MAC-d flow the DRNS shall use this new power offset value.]

-
[TDD- If the E-DCH TDD Information To Modify IE includes the E-DCH MAC-d Flow Multiplexing List IE for an E-DCH MAC-d flow the DRNS shall use this information for the related resource allocation operation.]

-
[TDD- If the E-DCH TDD Information To Modify IE contains the E-DCH Grant Type IE, the DRNS shall treat the E-DCH MAC-d flow as Scheduled or Non-scheduled accordingly.]

-
[TDD- If the E-DCH TDD Information To Modify IE includes the E-DCH Logical Channel To Add or E-DCH Logical Channel To Delete IEs, the DRNS shall use this information to add/delete the indicated logical channels. When a logical channel is deleted, all its associated configuration data shall also removed.]
-
[TDD- If the E-DCH TDD Information To Modify IE includes the E-DCH Logical Channel To Modify IE, the DRNS shall use this information to modify the indicated logical channels:]
-
[TDD - If the E-DCH Logical Channel To Modify IE includes Scheduling Priority Indicator IE, the DRNS shall apply the values in the new configuration.]

-
[TDD - If the E-DCH Logical Channel To Modify IE includes Scheduling Information IE, the DRNS shall apply the values in the new configuration.]

-
[TDD - If the E-DCH Logical Channel To Modify IE includes MAC-es Guaranteed Bit Rate IE, the DRNS shall apply the values in the new configuration.]

-
[TDD - If the E-DCH Logical Channel To Modify IE includes E-DCH DDI Value IE, the DRNS shall apply the values in the new configuration.]

-
[1.28Mcps TDD - If the E-DCH Logical Channel To Modify IE includes MAC-es Maximum Bit Rate LCR IE, the DRNS shall use this information for the related resource allocation operation, and when applicable, for E-DCH scheduling.]
-
[TDD - If the E-DCH Logical Channel To Modify IE includes the Maximum MAC-d PDU Size Extended IE, the DRNC shall apply the value in the new configuration.]

-
[TDD– If the E-DCH TDD Information To Modify IE includes the MAC-e Reset Indicator IE, then the DRNS shall use this value to determine whether MAC-e (or MAC-i) Reset is performed in the UE for sending the HARQ Failure Indication.]
General:
#Partially Omitted
9.2.1.99
MAC-e Reset Indicator

Indicates the MAC-e (or MAC-i) Reset is performed in UE.

	IE/Group Name
	Presence
	Range
	IE Type and Reference
	Semantics Description

	MAC-e Reset Indicator
	
	
	ENUMERATED (MAC-e Reset)
	Means MAC-i Reset in case Maximum MAC-d PDU Size Extended is configured for an E-DCH Logical Channel.


#Partially Omitted
9.2.2.4F
E-DCH FDD Information To Modify

The E-DCH FDD Information IE provides information for an E-DCH to be modified.

	IE/Group Name
	Presence
	Range
	IE Type and Reference
	Semantics Description
	Criticality 
	Assigned Criticality

	E-DCH MAC-d Flow Specific Information
	
	1..<maxnoofEDCHMACdFlows>
	
	See Note1 below.
	–
	

	>E-DCH MAC-d Flow ID
	M
	
	9.2.1.91
	
	–
	

	>Allocation/Retention Priority
	O
	
	9.2.1.1
	
	–
	

	>Transport Bearer
Request Indicator
	M
	
	9.2.1.61
	
	–
	

	>TNL QoS
	O
	
	9.2.1.56A
	
	–
	

	>Maximum Number of Retransmissions for E-DCH
	O
	
	9.2.1.100
	
	–
	

	>Traffic Class
	O
	
	9.2.1.58A
	
	–
	

	>E-DCH HARQ Power Offset FDD
	O
	
	9.2.2.4L
	
	–
	

	>E-DCH MAC-d Flow Multiplexing List
	O
	
	9.2.1.89
	
	–
	

	> CHOICE E-DCH grant type
	O
	
	
	
	
	

	>>E-DCH Non-Scheduled Transmission Grant
	
	
	
	
	
	

	>>>Maximum Number of Bits per MAC-e PDU for Non-scheduled Transmission
	M
	
	9.2.2.4N
	If the Extended Maximum Number of Bits per MAC-e PDU for Non-scheduled Transmission IE is present, this IE shall be ignored.
When Maximum MAC-d PDU Size Extended IE is configured for an E-DCH Logical Channel this IE indicates the maximum number of bits per MAC-i PDU
	–
	

	>>>HARQ Process Allocation For 2ms Non-Scheduled Transmission Grant
	O
	
	HARQ Process Allocation for 2ms TTI
9.2.2.4O
	
	–
	

	>>>Extended Maximum Number of Bits per MAC-i PDU for Non-scheduled Transmission
	O
	
	9.2.2.4R
	When Maximum MAC-d PDU Size Extended IE is configured for an E-DCH Logical Channel this IE indicates the extended maximum number of bits per MAC-i PDU
	YES
	reject

	>>E-DCH Scheduled Transmission Grant
	
	
	NULL
	
	
	

	>Bundling Mode Indicator
	O
	
	9.2.2.Ca
	
	–
	

	>E-DCH Logical Channel To Add
	O
	
	E-DCH Logical Channel Information 9.2.1.92
	
	–
	

	>E-DCH Logical Channel To Modify
	
	
	9.2.1.93
	
	–
	

	>E-DCH Logical Channel To Delete
	
	0..< maxnooflogicalchannels>
	
	
	–
	

	>>Logical Channel ID
	M
	
	9.2.1.97
	
	–
	

	HARQ Process Allocation For 2ms Scheduled Transmission Grant
	O
	
	HARQ Process Allocation for 2ms TTI
9.2.2.4O
	
	–
	

	E-DCH Maximum Bitrate 
	O
	
	9.2.2.4MG
	
	–
	

	E-DCH Processing Overload Level
	O
	
	9.2.1.95
	
	–
	

	E-DCH Reference Power Offset
	O
	
	9.2.2.4MI
	
	–
	

	MAC-e Reset Indicator
	O
	
	9.2.1.99
	
	–
	

	E-DCH Power Offset for Scheduling Info
	O
	
	9.2.1.96
	
	YES
	ignore

	SixteenQAM UL Operation Indicator 
	O
	
	9.2.2.90
	
	YES
	reject

	E-DCH MAC-d PDU Size Format 
	O
	
	9.2.1.91A
	
	YES
	reject

	E-DCH DL Control Channel Grant Information
	
	0..<maxnoofEDCHRLs>
	
	
	GLOBAL
	ignore

	>E-DCH RL ID
	M
	
	RL ID

9.2.1.49
	
	–
	

	E-AGCH Table Choice
	C- SixteenQAM UL Operation
	
	9.2.2.61A
	If sixteenQAM UL operation is not used in the new configuration for this UE, Table 16B for E-AGCH in [9] shall be used in the new configuration.
	YES
	ignore

	Note 1:
Even if no E-DCH MAC-d Flow Specific Information needs to be modified, one E-DCH MAC-d Flow Information shall be included, which only contains the E-DCH MAC-d Flow ID IE and the Transport BearerRequest Indicator IE set to "Bearer not Requested".


	Condition
	Explanation

	SixteenQAM UL Operation
	The IE shall be present if the SixteenQAM UL Operation Indicator IE is set to "Activate".


	Range bound
	Explanation

	maxnoofEDCHMACdFlows
	Maximum number of E-DCH MAC-d flows.

	maxnooflogicalchannels
	Maximum number of Logical Channels

	maxnoofEDCHRLs
	Maximum number of E-DCH RLs for one UE


#Partially Omitted
9.2.2.4MC
E-DCH MAC-d Flows Information

The E-DCH MAC-d Flows Information IE is used for the establishment of E-DCH MAC-d flows.

	IE/Group Name
	Presence
	Range
	IE Type and Reference
	Semantics Description
	Criticality 
	Assigned Criticality

	E-DCH MAC-d Flow Specific Information
	
	1..<maxnoofEDCHMACdFlows>
	
	
	–
	

	>E-DCH MAC-d Flow ID
	M
	
	9.2.1.91
	
	–
	

	>Allocation/Retention Priority
	O
	
	9.2.1.1
	
	–
	

	>TNL QoS
	O
	
	9.2.1.56A
	
	–
	

	>Payload CRC Presence Indicator
	M
	
	9.2.1.42
	
	–
	

	>Maximum Number of Retransmissions for E-DCH
	M
	
	9.2.1.100
	
	–
	

	>Traffic Class
	M
	
	9.2.1.58A
	
	–
	

	>E-DCH HARQ Power Offset FDD
	M
	
	9.2.2.4L
	
	–
	

	>E-DCH MAC-d Flow Multiplexing List
	O
	
	9.2.1.89
	
	–
	

	>CHOICE E-DCH grant type
	M
	
	
	
	–
	

	>>E-DCH Non-Scheduled Transmission Grant
	
	
	
	
	
	

	>>>Maximum Number of Bits per MAC-e PDU for Non-scheduled Transmission
	M
	
	9.2.2.4N
	If the Extended Maximum Number of Bits per MAC-e PDU for Non-scheduled Transmission IE is present, this IE shall be ignored.
When Maximum MAC-d PDU Size Extended IE is configured for an E-DCH Logical Channel this IE indicates the maximum number of bits per MAC-i PDU
	–
	

	>>>HARQ Process Allocation For 2ms Non-Scheduled Transmission Grant
	O
	
	HARQ Process Allocation for 2ms TTI 9.2.2.4O
	If this IE is not included, transmission in all HARQ processes is allowed.
	–
	

	>>>Extended Maximum Number of Bits per MAC- PDU for Non-scheduled Transmission
	O
	
	9.2.2.4R
	When Maximum MAC-d PDU Size Extended IE is configured for an E-DCH Logical Channel this IE indicates the extended maximum number of bits per MAC-i PDU
	YES
	reject

	>>E-DCH Scheduled Transmission Grant
	
	
	NULL
	
	
	

	>Bundling Mode Indicator
	O
	
	9.2.2.Ca
	
	–
	

	>E-DCH Logical Channel Information
	M
	
	9.2.1.92
	
	–
	

	>TrCH Source Statistics Descriptor
	O
	
	9.2.1.65
	
	YES
	ignore


	Range bound
	Explanation

	maxnoofEDCHMACdFlows
	Maximum number of E-DCH MAC-d flows.


#Partially Omitted
9.2.2.4N
Maximum Number of Bits per MAC-e PDU for Non-scheduled Transmission

The Maximum Number of Bits per MAC-e PDU for Non-scheduled Transmission indicates the maximum numbers of bits allowed to be included in a MAC-e(or MAC-i) PDU per E-DCH MAC-d flow configured for non- scheduled transmissions. If the range of the Maximum Number of Bits per MAC-e PDU for Non-scheduled Transmission IE is insufficient to represent the value to be sent to the DRNS, the Extended Maximum Number of Bits per MAC-e PDU for Non-scheduled Transmission IE shall be used to represent the value to be sent to the DRNS, see section 9.2.2.4R.

	IE/Group Name
	Presence
	Range
	IE Type and Reference
	Semantics Description

	Maximum Number of Bits per MAC-e PDU for Non-Scheduled Transmission
	
	
	INTEGER (1..19982)
	


#Partially Omitted
9.2.2.4R
Extended Maximum Number of Bits per MAC-e PDU for Non-scheduled Transmission

The Extended Maximum Number of Bits per MAC-e  PDU for Non-scheduled Transmission IE shall be used if the range of the Maximum Number of Bits per MAC-e PDU for Non-scheduled Transmission IE (see section 9.2.2.4N) is insufficient to represent the value of the Maximum Number of Bits per MAC-e(or MAC-i) PDU for Non-scheduled Transmission to be sent to the DRNS.

	IE/Group Name
	Presence
	Range
	IE Type and Reference
	Semantics Description

	Extended Maximum Number of Bits per MAC-e PDU for Non-scheduled Transmission
	
	
	INTEGER (19983..22978,…)
	


#Partially Omitted
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