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* * * Start of 1st Change * * * 

9.1.2
MBMS SESSION START REQUEST
This message is sent by the MCE to establish an MBMS-service-associated logical M2-connection and allocate resources for an MBMS E-RAB.

Direction: MCE ( eNB.

	IE/Group Name
	Presence
	Range
	IE type and reference
	Semantics description
	Criticality
	Assigned Criticality

	Message Type
	M
	
	9.2.1.1
	
	YES
	reject

	MCE MBMS M2AP ID
	M
	
	9.2.3.1
	
	YES
	reject

	TMGI
	M
	
	9.2.3.3
	
	YES
	reject

	MBMS Session Identity
	O
	
	9.2.3.4
	
	YES
	ignore

	MBMS E-RAB QoS parameters
	M
	
	9.2.1.3
	
	YES
	reject

	
	
	
	
	
	
	

	MBMS Service Area
	M
	
	9.2.3.6
	
	YES
	reject

	TNL Information
	M
	
	
	
	YES
	reject

	>IP Multicast Address
	M
	
	9.2.2.1
	
	-
	

	>GTP DL TEID
	M
	
	GTP-TEID
9.2.2.2
	
	-
	


* * * End of 1st Change * * * 

* * * Start of 2nd Change * * * 

9.2.1.3
MBMS E-RAB QoS parameters

This IE defines the QoS to be applied to an MBMS E-RAB.

	IE/Group Name
	Presence
	Range
	IE type and reference
	Semantics description

	MBMS E-RAB QoS Parameters
	
	
	
	

	>QCI
	M
	
	INTEGER (0..255)
	QoS Class Identifier defined in [8].
Coding is specified in [10].

	
	
	
	
	

	>GBR QoS Information
	O
	
	9.2.1.5
	This IE applies to GBR bearers only and shall be ignored otherwise.


9.2.1.4
Void

	
	
	
	
	

	
	
	
	
	

	
	
	
	
	

	
	
	
	
	

	
	
	
	
	


9.2.1.5
GBR QoS Information

* * * End of 2nd Change * * * 

* * * Start of 3rd Change * * * 
9.2.3.4
MBMS Session Identity
The MBMS Session Identity identifies the session of a MBMS Bearer Service in E-UTRAN and is used by the UE to recognise repetitions of a session.

This IE is transparent to RAN.

	IE/Group Name
	Presence
	Range
	IE type and reference
	Semantics description

	MBMS Session Identity
	M
	
	OCTET STRING (SIZE (1))
	Coded same way as the MBMS Session Identity IE as defined in [9].


9.2.3.5
Void

	
	
	
	
	

	
	
	
	
	



9.2.3.6
MBMS Service Area

* * * End of 3rd Change * * * 

* * * Start of 4th Change * * * 
9.3.4
PDU Definitions

-- **************************************************************

--

-- PDU definitions for M2AP.

--

-- **************************************************************

M2AP-PDU-Contents {

itu-t (0) identified-organization (4) etsi (0) mobileDomain (0) 

eps-Access (21) modules (3) m2ap (4) version1 (1) m2ap-PDU-Contents (1) }

DEFINITIONS AUTOMATIC TAGS ::= 

BEGIN

-- **************************************************************

--

-- IE parameter types from other modules.

--

-- **************************************************************

IMPORTS


Cause,


CriticalityDiagnostics,

ENB-MBMS-Configuration-data-Item,


ENB-MBMS-Configuration-data-ConfigUpdate-Item,

ENB-MBMS-M2AP-ID,


ENBname,


GlobalENB-ID,


GlobalMCE-ID,


MBMS-E-RAB-QoS-Parameters,


MBMS-Service-Area,



MBMS-Session-ID,

MBMSsessionListPerPMCH-Item,


MBSFN-Subframe-Configuration,


MCCH-Update-Time,

MCCHrelatedBCCH-ConfigPerMBSFNArea-Item,

MCE-MBMS-M2AP-ID,


MCEname,


PMCH-Configuration,


PMCH-Subframe-Allocation-Period,


TimeToWait,

TMGI,


TNL-Information

FROM M2AP-IEs


PrivateIE-Container{},


ProtocolExtensionContainer{},


ProtocolIE-Container{},


ProtocolIE-ContainerList{},


ProtocolIE-ContainerPair{},


ProtocolIE-ContainerPairList{},


ProtocolIE-Single-Container{},


M2AP-PRIVATE-IES,


M2AP-PROTOCOL-EXTENSION,


M2AP-PROTOCOL-IES,


M2AP-PROTOCOL-IES-PAIR

FROM M2AP-Containers


id-MCE-MBMS-M2AP-ID,


id-ENB-MBMS-M2AP-ID,


id-TMGI,


id-MBMS-Session-ID,


id-MBMS-E-RAB-QoS-Parameters,


id-MBMS-Session-Duration,


id-MBMS-Service-Area,


id-TNL-Information,


id-CriticalityDiagnostics,


id-Cause,


id-MBMSFN-Area-Configuration-List,


id-MBSFN-Subframe-Configuration-Item,


id-MBSFN-Subframe-Configuration-List,


id-MCCH-Update-Time,

id-PMCH-Configuration-List,


id-PMCH-Configuration-Item,


id-PMCH-Subframe-Allocation-Period,


id-GlobalENB-ID,


id-ENBname,


id-ENB-MBMS-Configuration-data-List,


id-ENB-MBMS-Configuration-data-Item,


id-GlobalMCE-ID,


id-MCEname,


id-MCCHrelatedBCCH-ConfigPerMBSFNArea,


id-MCCHrelatedBCCH-ConfigPerMBSFNArea-Item,


id-TimeToWait,


id-ENB-MBMS-Configuration-data-List-ConfigUpdate,


id-ENB-MBMS-Configuration-data-ConfigUpdate-Item,


maxnoofMBSFN-Allocations,


maxnoofMBSFNareas,


maxnoofPMCHsperMBSFNarea,


maxnoofCells,


maxnoofMBMSServiceAreasPerCell,


maxnoofSessionsPerPMCH,


maxnooferrors

FROM M2AP-Constants;

-- **************************************************************

--

-- SESSION START REQUEST

--

-- **************************************************************

SessionStartRequest ::= SEQUENCE {


protocolIEs                     ProtocolIE-Container       {{SessionStartRequest-IEs}},


...

}

SessionStartRequest-IEs M2AP-PROTOCOL-IES ::= {


{ ID id-MCE-MBMS-M2AP-ID




CRITICALITY reject
TYPE MCE-MBMS-M2AP-ID




PRESENCE mandatory } |


{ ID id-TMGI







CRITICALITY reject
TYPE TMGI

 





PRESENCE mandatory } |


{ ID id-MBMS-Session-ID





CRITICALITY ignore
TYPE MBMS-Session-ID




PRESENCE optional  } |


{ ID id-MBMS-E-RAB-QoS-Parameters


CRITICALITY reject
TYPE MBMS-E-RAB-QoS-Parameters

PRESENCE mandatory } |




{ ID id-MBMS-Service-Area




CRITICALITY reject
TYPE MBMS-Service-Area




PRESENCE mandatory } |


{ ID id-TNL-Information





CRITICALITY reject
TYPE TNL-Information




PRESENCE mandatory } ,


...

}

/*unchanged omitted*/
9.3.5
Information Element definitions

-- **************************************************************

--

-- Information Element Definitions

--

-- **************************************************************

M2AP-IEs {

itu-t (0) identified-organization (4) etsi (0) mobileDomain (0) 

eps-Access (21) modules (3) m2ap (4) version1 (1) m2ap-IEs (2) }

DEFINITIONS AUTOMATIC TAGS ::= 

BEGIN

IMPORTS

maxnoofMBSFNareas,


maxnoofPMCHsperMBSFNarea,


maxnoofCells,


maxnoofMBMSServiceAreasPerCell,

maxnoofSessionsPerPMCH,


maxnooferrors

FROM M2AP-Constants


Criticality,


ProcedureCode,


ProtocolIE-ID,


TriggeringMessage

FROM M2AP-CommonDataTypes


ProtocolExtensionContainer{},


ProtocolIE-Single-Container{},


M2AP-PROTOCOL-EXTENSION,


M2AP-PROTOCOL-IES

FROM M2AP-Containers;

-- A

AllocatedSubframesEnd


::= INTEGER (0..1535)











-- B

/*unchanged omitted*/
-- M

MBMS-E-RAB-QoS-Parameters ::= SEQUENCE {


qCI







QCI,




gbrQosInformation



GBR-QosInformation












OPTIONAL,


iE-Extensions




ProtocolExtensionContainer { { MBMS-E-RAB-QoS-Parameters-ExtIEs} }
OPTIONAL,


...

}











/*unchanged omitted*/
9.3.7
Constant definitions
-- **************************************************************

--

-- Constant definitions

--

-- **************************************************************

M2AP-Constants {
itu-t (0) identified-organization (4) etsi (0) mobileDomain (0) 

eps-Access (21) modules (3) m2ap (4) version1 (1) m2ap-Constants (4) }

DEFINITIONS AUTOMATIC TAGS ::= 

BEGIN

IMPORTS


ProcedureCode,


ProtocolIE-ID

FROM M2AP-CommonDataTypes;
-- **************************************************************

--

-- Elementary Procedures

--

-- **************************************************************

id-sessionStart












ProcedureCode ::= 0

id-sessionStop












ProcedureCode ::= 1

id-mbmsSchedulingInformation








ProcedureCode ::= 2

id-errorIndication











ProcedureCode ::= 3

id-reset













ProcedureCode ::= 4
id-m2Setup













ProcedureCode ::= 5

id-eNBConfigurationUpdate









ProcedureCode ::= 6

id-mCEConfigurationUpdate









ProcedureCode ::= 7

id-privateMessage











ProcedureCode ::= 8
-- **************************************************************

--

-- Lists

--

-- **************************************************************

maxnoofMBSFNareas






INTEGER ::= 256 -- FFS

maxnoofMBSFN-Allocations




INTEGER ::= 8

maxnoofPMCHsperMBSFNarea




INTEGER ::= 16

maxnoofCells







INTEGER ::= 256

maxnoofMBMSServiceAreasPerCell



INTEGER ::= 256 -- FFS
maxnoofSessionsPerPMCH





INTEGER ::= 30

maxnooferrors







INTEGER ::= 256

-- **************************************************************

--

-- IEs

--

-- **************************************************************

id-MCE-MBMS-M2AP-ID














ProtocolIE-ID ::= 0

id-ENB-MBMS-M2AP-ID














ProtocolIE-ID ::= 1

id-TMGI

















ProtocolIE-ID ::= 2


id-MBMS-E-RAB-QoS-Parameters











ProtocolIE-ID ::= 4

id-MBMS-Session-Duration












ProtocolIE-ID ::= 5

id-MBMS-Service-Area













ProtocolIE-ID ::= 6

id-TNL-Information














ProtocolIE-ID ::= 7

id-CriticalityDiagnostics












ProtocolIE-ID ::= 8

id-Cause
















ProtocolIE-ID ::= 9

id-MBMSFN-Area-Configuration-List










ProtocolIE-ID ::= 10

id-PMCH-Configuration-List












ProtocolIE-ID ::= 11

id-PMCH-Configuration-Item












ProtocolIE-ID ::= 12

id-GlobalENB-ID















ProtocolIE-ID ::= 13

id-ENBname
















ProtocolIE-ID ::= 14

id-ENB-MBMS-Configuration-data-List










ProtocolIE-ID ::= 15

id-ENB-MBMS-Configuration-data-Item










ProtocolIE-ID ::= 16
id-GlobalMCE-ID















ProtocolIE-ID ::= 17
id-MCEname
















ProtocolIE-ID ::= 18
id-MCCHrelatedBCCH-ConfigPerMBSFNArea









ProtocolIE-ID ::= 19

id-MCCHrelatedBCCH-ConfigPerMBSFNArea-Item








ProtocolIE-ID ::= 20
id-TimeToWait















ProtocolIE-ID ::= 21
id-MBSFN-Subframe-Configuration-List









ProtocolIE-ID ::= 22

id-MBSFN-Subframe-Configuration-Item









ProtocolIE-ID ::= 23

id-PMCH-Subframe-Allocation-Period










ProtocolIE-ID ::= 24

id-MCCH-Update-Time














ProtocolIE-ID ::= 25

id-ENB-MBMS-Configuration-data-List-ConfigUpdate






ProtocolIE-ID ::= 26

id-ENB-MBMS-Configuration-data-ConfigUpdate-Item






ProtocolIE-ID ::= 27

END

* * * End of 4th Change * * * 
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