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1. Overall Description:

RAN3 has detected that in CT4 specification 29.277, the GCSNA Status IE has been specified as 

“6.4.1.10
GCSNA Status

This IE contains the GCSNA status information to be transported over the S102 interface. The IE is passed transparently for the MME. Details of inclusion rules, format and contents of this IE are specified in 3GPP2 A.S0008-C [3].”
This however may conflict with S1AP CDMA2000 HO Status IE and the CS Fallback Indicator IE as it can be seen that those IE do not contain more information that are in the GCSNA Status, for example, the GEC (Global Emergency Call) is not in S1AP and in fact, there is not really needed in eNB to interpret the GEC as well as Call Priority. 
CT4 is asked to verify whether the GCSNA Status is really passed transparently from S102 to S1 interface without interpreting in MME.  If it is not, it is then recommended CT4 to take appropriate action to correct the 29.277.

2. Actions:

To CT-WG4 group.

ACTION: 
CT-WG4 is asked to verify whether the GCSNA Status in 29.277 is really passed transparently from S102 to S1 interface without interpreting in MME.

CT-WG4 is also asked to take appropriate action if the above answer is “no”.
3. Date of Next TSG-RAN-WG3 Meetings:

RAN3#67
22-26 February 2010
San Francisco, US
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10-14 May 2010
Canada
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