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******first change******

9.2.1.6 Target ID

The Target ID IE identifies the target for the handover. The target ID may be e.g. the target Global eNB-ID (for intra SAE/LTE), the RNC-ID (for SAE/LTE-UMTS handover) or the Cell Global ID of the handover target (in case of SAE/LTE to GERAN A/Gb mode handover).

	IE/Group Name
	Presence
	Range
	IE type and reference
	Semantics description
	Criticality
	Assigned Criticality

	Choice Target ID
	
	
	
	
	-
	

	>Target eNB-ID
	
	
	
	
	
	

	>> Global eNB ID
	M
	
	9.2.1.37
	
	
	

	>> Selected TAI
	M
	
	TAI

9.2.3.16
	
	
	

	>Target RNC-ID
	
	
	
	
	-
	

	>>LAI
	M
	
	9.2.3.1
	
	-
	

	>>RAC
	O
	
	9.2.3.2
	
	-
	

	>>RNC-ID
	M
	
	INTEGER (0..4095)
	If the Extended RNC-ID IE is included in the Target ID IE, the RNC-ID IE shall be ignored.
	-
	

	>>Extended RNC-ID
	O
	
	9.2.1.14
	The Extended RNC-ID IE shall be used if the RNC identity has a value larger than 4095.
	
	

	>CGI
	
	
	
	
	-
	

	>> PLMN identity
	M
	
	OCTET STRING (SIZE (3))
	





The coding of this IE is described in the subclause "PLMN list" of [24].
	-
	

	>> LAC
	M
	
	OCTET STRING (2)
	0000 and FFFE not allowed.
	-
	

	>>CI
	M
	
	OCTET STRING (2)
	
	-
	

	>>RAC
	O
	
	9.2.3.2
	
	
	


******next change******

9.2.3.1
LAI

This information element is used to uniquely identify a Location Area.

	IE/Group Name
	Presence
	Range
	IE type and reference
	Semantics description

	LAI
	
	
	
	

	>PLMN identity
	M
	
	OCTET STRING (SIZE (3))
	





The coding of this IE is described in the subclause "PLMN list" of [24].

	>LAC
	M
	
	OCTET STRING (2)
	0000 and FFFE not allowed.


******next change******

9.2.3.8
PLMN Identity

This information element indicates the PLMN Identity.

	IE/Group Name
	Presence
	Range
	IE type and reference
	Semantics description

	PLMN identity
	M
	
	OCTET STRING (SIZE (3))
	





The coding of this IE is described in the subclause "PLMN list" of [24].


******next change******

9.2.3.9
GUMMEI

This information element indicates the globally unique MME identity.

	IE/Group Name
	Presence
	Range
	IE type and reference
	Semantics description

	GUMMEI
	
	
	
	

	>PLMN identity
	M
	
	OCTET STRING (SIZE (3))
	





The coding of this IE is described in the subclause "PLMN list" of [24].

	>MME Group ID
	M
	
	OCTET STRING (2)
	

	>MME code
	M
	
	9.2.3.12
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