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* * * Start of 1st Change * * * *

9.1.2
MBMS SESSION START REQUEST
This message is sent by the MCE to establish an MBMS-service-associated logical M2-connection and allocate resources for an MBMS E-RAB.

Direction: MCE ( eNB.

	IE/Group Name
	Presence
	Range
	IE type and reference
	Semantics description
	Criticality
	Assigned Criticality

	Message Type
	M
	
	9.2.1.1
	
	YES
	reject

	MCE MBMS M2AP ID
	M
	
	9.2.3.1
	
	YES
	reject

	TMGI
	M
	
	9.2.3.3
	
	YES
	reject

	MBMS Session Identity
	O
	
	9.2.3.4
	
	YES
	ignore

	MBMS E-RAB QoS parameters
	M
	
	9.2.1.3
	
	YES
	reject

	
	
	
	
	
	
	

	MBMS Service Area
	M
	
	9.2.3.6
	
	YES
	reject

	TNL Information
	M
	
	
	
	YES
	reject

	>IP Multicast Address
	M
	
	9.2.2.1
	
	-
	

	>GTP DL TEID
	M
	
	GTP-TEID
9.2.2.2
	
	-
	


* * * End of 1st Change * * * *

* * * Start of 2nd Change * * * *
9.2.1.3
MBMS E-RAB QoS parameters

This IE defines the QoS to be applied to an MBMS E-RAB.

	IE/Group Name
	Presence
	Range
	IE type and reference
	Semantics description

	MBMS E-RAB QoS Parameters
	
	
	
	

	>QCI
	M
	
	INTEGER (0..255)
	QoS Class Identifier defined in [8].
Coding is specified in [10].

	
	
	
	
	

	>GBR QoS Information
	O
	
	9.2.1.5
	This IE applies to GBR bearers only and shall be ignored otherwise.


9.2.1.4
Allocation and Retention Priority
Void.

	
	
	
	
	

	
	
	
	
	

	
	
	
	
	

	
	
	
	
	

	
	
	
	
	


9.2.1.5
GBR QoS Information

* * * End of 2nd Change * * * *

* * * Start of 3rd Change * * * *

9.3.4
PDU Definitions

-- **************************************************************

--

-- PDU definitions for M2AP.

--

-- **************************************************************

/*unchanged omitted*/
**************************************************************

--

-- SESSION START REQUEST

--

-- **************************************************************

SessionStartRequest ::= SEQUENCE {


protocolIEs                     ProtocolIE-Container       {{SessionStartRequest-IEs}},


...

}

SessionStartRequest-IEs M2AP-PROTOCOL-IES ::= {


{ ID id-MCE-MBMS-M2AP-ID




CRITICALITY reject
TYPE MCE-MBMS-M2AP-ID




PRESENCE mandatory } |


{ ID id-TMGI







CRITICALITY reject
TYPE TMGI

 





PRESENCE mandatory } |


{ ID id-MBMS-Session-ID





CRITICALITY ignore
TYPE MBMS-Session-ID




PRESENCE optional  } |


{ ID id-MBMS-E-RAB-QoS-Parameters


CRITICALITY reject
TYPE MBMS-E-RAB-QoS-Parameters

PRESENCE mandatory } |




{ ID id-MBMS-Service-Area




CRITICALITY reject
TYPE MBMS-Service-Area




PRESENCE mandatory } |


{ ID id-TNL-Information





CRITICALITY reject
TYPE TNL-Information




PRESENCE mandatory } ,


...

}

/*unchanged omitted*/
9.3.5
Information Element definitions

-- **************************************************************

--

-- Information Element Definitions

--

-- **************************************************************

/*unchanged omitted*/
-- M

MBMS-E-RAB-QoS-Parameters ::= SEQUENCE {


qCI







QCI,




gbrQosInformation



GBR-QosInformation












OPTIONAL,


iE-Extensions




ProtocolExtensionContainer { { MBMS-E-RAB-QoS-Parameters-ExtIEs} }
OPTIONAL,


...

}

* * * End of 3rd Change * * * *
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