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---------------------------------------------------------- 1st change --------------------------------------------------------------
8.3.1
Radio Link Setup

8.3.1.1
General

This procedure is used for establishing the necessary resources in the DRNS for one or more radio links.

The connection-oriented service of the signalling bearer shall be established in conjunction with this procedure.

8.3.1.2
Successful Operation

/*ommit*/
 [1.28Mcps TDD - PowerControl GAP:]

[1.28Mcps TDD - If applied in the DRNS, the DRNC may include the PowerControl GAP IE in the RADIO LINK SETUP RESPONSE message.]

[1.28Mcps TDD - E-UTRAN Inter-RAT measurement:]
[1.28Mcps TDD - If the RADIO LINK SETUP REQUEST message includes the Idle Interval Configuration Indicator IE, if supported, the DRNC shall include the Idle Interval Information IE in the RADIO LINK SETUP RESPONSE message.]

[1.28Mcps TDD - HS-DSCH-RNTI for FACH:]

[1.28Mcps TDD - If the RADIO LINK SETUP REQUEST message includes the HS-DSCH-RNTI for FACH IE, if supported, the DRNC shall store this information and allocate an E-RNTI for UE to use in CELL_FACH state.
----------------------------------------------------- 2nd change ---------------------------------------------------------------

8.3.4
Synchronised Radio Link Reconfiguration Preparation

8.3.4.1
General

The Synchronised Radio Link Reconfiguration Preparation procedure is used to prepare a new configuration of Radio Link(s) related to one UE-UTRAN connection within a DRNS.

This procedure shall use the signalling bearer connection for the relevant UE Context.

The Synchronised Radio Link Reconfiguration Preparation procedure shall not be initiated if a Prepared Reconfiguration exists, as defined in subclause 3.1.

8.3.4.2
Successful Operation

/*ommit*/
[1.28Mcps TDD - PowerControl GAP:]

[1.28Mcps TDD - If applied in the DRNS, the DRNC may include the PowerControl GAP IE in the RADIO LINK RECONFIGURATION READY message.]

[1.28Mcps TDD - E-UTRAN Inter-RAT measurement:]
[1.28Mcps TDD - If the RADIO LINK RECONFIGURATION PREPARATION message includes the Need for Idle Interval  IE set to "TRUE", if supported, the DRNC  shall include the Idle Interval Information IE in the RADIO LINK RECONFIGURATION READY message. If the Need for Idle Interval  IE is set to "FALSE", the DRNC shall delete the configuration related to E-UTRAN Inter-RAT measurement ]
[1.28Mcps TDD - HS-DSCH-RNTI for FACH:]

[1.28Mcps TDD - If the RADIO LINK RECONFIGURATION PREPARE message includes the HS-DSCH-RNTI for FACH IE, if supported, the DRNC shall store this information and allocate an E-RNTI for UE to use in CELL_FACH state.
------------------------------------------------ 3rd of change ---------------------------------------------------------------
8.3.7
Unsynchronised Radio Link Reconfiguration

8.3.7.1
General

The Unsynchronised Radio Link Reconfiguration procedure is used to reconfigure Radio Link(s) related to one UE‑UTRAN connection within a DRNS.

The procedure is used when there is no need to synchronise the time of the switching from the old to the new radio link configuration in the cells used by the UE-UTRAN connection within the DRNS.

This procedure shall use the signalling bearer connection for the relevant UE Context.

The Unsynchronised Radio Link Reconfiguration procedure shall not be initiated if a Prepared Reconfiguration exists, as defined in subclause 3.1.

8.3.7.2
Successful Operation

/*ommit*/
[1.28Mcps TDD - PowerControl GAP:]

[1.28Mcps TDD - If applied in the DRNS, the DRNC may include the PowerControl GAP IE in the RADIO LINK RECONFIGURATION RESPONSE message.]

[1.28Mcps TDD - E-UTRAN Inter-RAT measurement:]
[1.28Mcps TDD - If the RADIO LINK RECONFIGURATION REQUEST message includes the Need for Idle Interval  IE set to "TRUE", if supported, the DRNC shall include the Idle Interval Information IE in the RADIO LINK RECONFIGURATION RESPONSE message. If the Need for Idle Interval  IE is set to "FALSE", the DRNC shall delete the configuration related to E-UTRAN Inter-RAT measurement ]
[1.28Mcps TDD - HS-DSCH-RNTI for FACH:]

[1.28Mcps TDD - If the RADIO LINK RECONFIGURATION REQUEST message includes the HS-DSCH-RNTI for FACH IE, if supported, the DRNC shall store this information and allocate an E-RNTI for UE to use in CELL_FACH state.
----------------------------------------------------------- 4th change ---------------------------------------------------------------

9.1.3
RADIO LINK SETUP REQUEST

/*ommit*/
9.1.3.2
TDD message

	IE/Group Name
	Presence
	Range
	IE Type and Reference
	Semantics Description
	Criticality
	Assigned Criticality

	Message Type
	M
	
	9.2.1.40
	
	YES
	reject

	Transaction ID
	M
	
	9.2.1.59
	
	–
	

	/*ommit*/
	
	
	
	
	
	

	E-DCH Semi-Persistent scheduling Information LCR
	O
	
	9.2.3.66
	1.28 Mcps TDD only
	YES
	reject

	HS-DSCH-RNTI for FACH
	O
	
	9.2.1.30P
	1.28 Mcps TDD only
	YES
	ignore


	Condition
	Explanation

	InfoHSDSCH
	This IE shall be present if HS-DSCH Information IE is present.


	Range bound
	Explanation

	maxnoofCCTrCHs
	Maximum number of CCTrCH for one UE.

	maxnoofMBMS
	Maximum number of MBMS bearer services that a UE can join.


9.1.4
RADIO LINK SETUP RESPONSE

/*ommit*/
9.1.4.2
TDD Message

	IE/Group Name
	Presence
	Range
	IE Type and Reference
	Semantics Description
	Criticality
	Assigned Criticality

	Message Type
	M
	
	9.2.1.40
	
	YES
	reject

	Transaction ID 
	M
	
	9.2.1.59
	
	–
	

	/*ommit*/
	
	
	
	
	
	

	E-DCH Semi-Persistent scheduling Information Response LCR
	O
	
	9.2.3.69
	1.28 Mcps TDD only
	YES
	ignore

	E-RNTI for FACH
	O
	
	9.2.1.94
	1.28 Mcps TDD only
	YES
	ignore


---------------------------------------------------------- 5th change -----------------------------------------------------------------
9.1.11
RADIO LINK RECONFIGURATION PREPARE

/*ommit*/
9.1.11.2
TDD Message

	IE/Group Name
	Presence
	Range
	IE Type and Reference
	Semantics Description
	Criticality
	Assigned Criticality

	Message Type
	M
	
	9.2.1.40
	
	YES
	reject

	Transaction ID 
	M
	
	9.2.1.59
	
	–
	

	/*ommit*/
	
	
	
	
	
	

	>E-DCH Semi-Persistent scheduling Deactivate Indicator LCR
	O
	
	9.2.3.71
	
	_
	

	HS-DSCH-RNTI for FACH
	O
	
	9.2.1.30P
	1.28 Mcps TDD only
	YES
	ignore


	Range bound
	Explanation

	maxnoofDCHs
	Maximum number of DCHs for a UE.

	maxnoofCCTrCHs
	Maximum number of CCTrCHs for a UE.

	maxnoofDSCHs
	Maximum number of DSCHs for one UE.

	maxnoofUSCHs
	Maximum number of USCHs for one UE.

	maxnoofRLs
	Maximum number of RLs for one UE


9.1.12 RADIO LINK RECONFIGURATION READY
/*ommit*/
9.1.12.2
TDD Message

	IE/Group Name
	Presence
	Range
	IE Type and Reference
	Semantics Description
	Criticality
	Assigned Criticality

	Message Type
	M
	
	9.2.1.40
	
	YES
	reject

	Transaction ID 
	M
	
	9.2.1.59
	
	–
	

	/*ommit*/
	
	
	
	
	
	

	E-DCH Semi-Persistent scheduling Information Response LCR
	O
	
	9.2.3.99
	1.28 Mcps TDD only
	YES
	ignore

	E-RNTI for FACH
	O
	
	9.2.1.94
	1.28 Mcps TDD only
	YES
	ignore

	Note 1:
This information element is a simplified representation of the ASN.1. Repetition 1 and repetition 2 through maxnoofRLs are represented by separate ASN.1 structures with different criticalities.


	Range bound
	Explanation

	maxnoofDSCHs
	Maximum number of DSCHs for one UE.

	maxnoofUSCHs
	Maximum number of USCHs for one UE.

	maxnoofCCTrCHs
	Maximum number of CCTrCHs for a UE.

	maxnoofTS
	Maximum number of Timeslots for a UE for 3.84Mcps TDD or 7.68Mcps TDD.

	maxnoofDPCHs
	Maximum number of DPCH for a UE for 3.84Mcps TDD.

	maxnoofTSLCRs
	Maximum number of Timeslots for a UE for 1.28Mcps TDD.

	maxnoofDPCHLCRs
	Maximum number of DPCH for a UE for 1.28Mcps TDD.

	maxnoofRLs
	Maximum number of RLs for one UE

	maxnoofDPCHs768
	Maximum number of DPCH for a UE for 7.68Mcps TDD.


---------------------------------------------------------- 6th change ------------------------------------------------------------------

9.1.16
RADIO LINK RECONFIGURATION REQUEST

/*ommit*/
9.1.16.2
TDD Message

	IE/Group Name
	Presence
	Range
	IE Type and Reference
	Semantics Description
	Criticality
	Assigned Criticality

	Message Type
	M
	
	9.2.1.40
	
	YES
	reject

	Transaction ID 
	M
	
	9.2.1.59
	
	–
	

	/*ommit*/
	
	
	
	
	
	

	>E-DCH Semi-Persistent scheduling Deactivate Indicator LCR
	O
	
	9.2.3.71
	
	_
	

	HS-DSCH-RNTI for FACH
	O
	
	9.2.1.30P
	1.28 Mcps TDD only
	YES
	ignore


	Range Bound
	Explanation

	maxnoofCCTrCHs
	Maximum number of CCTrCHs for a UE.

	maxnoofDCHs
	Maximum number of DCHs for one UE.

	maxnoofRLs
	Maximum number of RLs for one UE


9.1.17 RADIO LINK RECONFIGURATION RESPONSE
/*ommit*/
9.1.17.2
TDD Message
	IE/Group Name
	Presence
	Range
	IE Type and Reference
	Semantics Description
	Criticality
	Assigned Criticality

	Message Type
	M
	
	9.2.1.40
	
	YES
	reject

	Transaction ID 
	M
	
	9.2.1.59
	
	–
	

	/*ommit*/
	
	
	
	
	
	

	E-DCH Semi-Persistent scheduling Information Response LCR
	O
	
	9.2.3.69
	1.28 Mcps TDD only
	YES
	ignore

	E-RNTI for FACH
	O
	
	9.2.1.94
	1.28 Mcps TDD only
	YES
	ignore

	Note 1:
This information element is a simplified representation of the ASN.1. Repetition 1 and repetition 2 through maxnoofRLs are represented by separate ASN.1 structures with different criticalities.


	Range bound
	Explanation

	maxnoofCCTrCHs
	Maximum number of CCTrCHs for a UE.

	maxnoofTSLCRs
	Maximum number of Timeslots for a UE for 1.28Mcps TDD.

	maxnoofRLs
	Maximum number of RLs for one UE


--------------------------------------------------------- 7th change ---------------------------------------------------------------

9.3.3
PDU Definitions

/*ommit*/

HS-DSCH-FDD-Secondary-Serving-Update-Information,


HS-DSCH-Secondary-Serving-Remove,


HS-DSCH-FDD-Secondary-Serving-Information-To-Modify-Unsynchronised,


HS-DSCH-Secondary-Serving-Information-To-Modify,


HS-DSCH-Secondary-Serving-Cell-Change-Information-Response,


HS-DSCH-FDD-Secondary-Serving-Information-Response,


HS-DSCH-FDD-Secondary-Serving-Information,


MinimumReducedE-DPDCH-GainFactor,

ContinuousPacketConnectivity-DRX-InformationLCR,


ContinuousPacketConnectivity-DRX-Information-ResponseLCR,


CPC-InformationLCR,


E-DCH-Semi-PersistentScheduling-Information-LCR,


HS-DSCH-Semi-PersistentScheduling-Information-LCR,


HS-DSCH-Semi-PersistentScheduling-Information-ResponseLCR,


E-DCH-Semi-PersistentScheduling-Information-ResponseLCR,

HSDSCH-RNTI-For-FACH,


E-RNTI-For-FACH
/*ommit*/

id-EDPCH-Information,


id-EDCH-RL-Indication,


id-EDCH-FDD-Information,


id-Serving-EDCHRL-Id,


id-EDCH-FDD-DL-ControlChannelInformation,


id-EDCH-FDD-InformationResponse,


id-E-DCH-FDD-Update-Information,


id-EDCH-MACdFlows-To-Add,


id-EDCH-FDD-Information-To-Modify,


id-EDCH-MACdFlows-To-Delete,


id-EDPCH-Information-RLReconfRequest-FDD,


id-EDPCH-Information-RLAdditionReq-FDD,

id-EDCH-MacdFlowSpecificInformationList-RL-PreemptRequiredInd,


id-EDCH-MacdFlowSpecificInformationItem-RL-PreemptRequiredInd,


id-EDCH-MacdFlowSpecificInformationList-RL-CongestInd,


id-EDCH-MacdFlowSpecificInformationItem-RL-CongestInd,


id-Enhanced-FACH-Support-Indicator,


id-Enhanced-FACH-Information-ResponseFDD,


id-Enhanced-PCH-Capability,


id-ExtendedPropagationDelay,


id-Extended-SRNC-ID,

id-Extended-RNC-ID,

id-Serving-cell-change-CFN,


id-E-DCH-Serving-cell-change-informationResponse,

id-E-RNTI-For-FACH,

id-Enhanced-PrimaryCPICH-EcNo,


id-E-RNTI,


id-F-DPCH-SlotFormat,


id-F-DPCH-SlotFormatSupportRequest,


id-FACH-InfoForUESelectedS-CCPCH-CTCH-ResourceRspFDD,


id-FACH-InfoForUESelectedS-CCPCH-CTCH-ResourceRspTDD,


id-Fast-Reconfiguration-Mode,


id-Fast-Reconfiguration-Permission,


id-FrameOffset,


id-F-DPCH-Information-RL-ReconfPrepFDD,


id-F-DPCH-Information-RL-SetupRqstFDD,


id-GA-Cell,

id-GA-CellAdditionalShapes,

id-GSM-Cell-InfEx-Rqst,

id-HCS-Prio,


id-HSDSCH-Configured-Indicator,

id-HSDSCH-FDD-Information,


id-HSDSCH-FDD-Information-Response,


id-HSDSCH-FDD-Update-Information,


id-HSDSCH-TDD-Update-Information,

id-HSDSCH-Information-to-Modify,


id-HSDSCH-Information-to-Modify-Unsynchronised,


id-HSDSCH-MACdFlows-to-Add,


id-HSDSCH-MACdFlows-to-Delete,


id-HSDSCHMacdFlowSpecificInformationList-RL-PreemptRequiredInd,


id-HSDSCHMacdFlowSpecificInformationItem-RL-PreemptRequiredInd,


id-HSDSCH-RNTI,


id-HSDSCH-RNTI-For-FACH,


id-HS-DSCH-serving-cell-change-information,

/*ommit*/
RadioLinkSetupRequestTDD-Extensions RNSAP-PROTOCOL-EXTENSION ::= {


{ ID id-Permanent-NAS-UE-Identity

CRITICALITY ignore
EXTENSION Permanent-NAS-UE-Identity
PRESENCE optional
}|


{ ID id-HSDSCH-TDD-Information

CRITICALITY reject
EXTENSION HSDSCH-TDD-Information
PRESENCE optional
}|


{ ID id-HSPDSCH-RL-ID

CRITICALITY reject
EXTENSION RL-ID
PRESENCE conditional
}|


-- This IE shall be present if HS-DSCH Information IE is present.

{ ID id-PDSCH-RL-ID

CRITICALITY ignore
EXTENSION RL-ID
PRESENCE optional }|


{ ID id-MBMS-Bearer-Service-List

CRITICALITY notify
EXTENSION MBMS-Bearer-Service-List
PRESENCE optional}|


{ ID id-E-DCH-Information

CRITICALITY reject
EXTENSION E-DCH-Information
PRESENCE optional }|


{ ID id-E-DCH-Serving-RL-ID

CRITICALITY reject
EXTENSION RL-ID

PRESENCE optional
}|


{ ID id-E-DCH-768-Information

CRITICALITY reject
EXTENSION E-DCH-768-Information
PRESENCE optional
}|


{ ID id-E-DCH-LCR-Information

CRITICALITY reject
EXTENSION E-DCH-LCR-Information
PRESENCE optional
}|


{ ID id-Extended-SRNC-ID

CRITICALITY reject
EXTENSION Extended-RNC-ID
PRESENCE optional }|


{ ID id-ContinuousPacketConnectivity-DRX-InformationLCR
CRITICALITY reject
EXTENSION ContinuousPacketConnectivity-DRX-InformationLCR


PRESENCE optional }|


{ ID id-HS-DSCH-Semi-PersistentScheduling-Information-LCR
CRITICALITY reject
EXTENSION HS-DSCH-Semi-PersistentScheduling-Information-LCR

PRESENCE optional }|


{ ID id-E-DCH-Semi-PersistentScheduling-Information-LCR
CRITICALITY reject
EXTENSION E-DCH-Semi-PersistentScheduling-Information-LCR

PRESENCE optional }|


{ ID id-HSDSCH-RNTI-For-FACH
CRITICALITY reject
EXTENSION HSDSCH-RNTI
PRESENCE conditional },


...

}

/*ommit*/
RadioLinkSetupResponseTDD-Extensions RNSAP-PROTOCOL-EXTENSION ::= {


{ ID id-RL-LCR-InformationResponse-RL-SetupRspTDD
CRITICALITY ignore
EXTENSION 
RL-LCR-InformationResponse-RL-SetupRspTDD

PRESENCE optional}|


--Mandatory for 1.28Mcps TDD only

{ ID id-HSDSCH-RNTI








CRITICALITY ignore
EXTENSION HSDSCH-RNTI










PRESENCE optional }|


{ ID id-HSDSCH-TDD-Information-Response



CRITICALITY ignore
EXTENSION HSDSCH-TDD-Information-Response




PRESENCE optional }|

{ ID id-DSCH-RNTI








CRITICALITY ignore
EXTENSION DSCH-RNTI











PRESENCE optional }|


{ ID id-Active-MBMS-Bearer-ServiceTDD-PFL


CRITICALITY
ignore
EXTENSION Active-MBMS-Bearer-Service-ListTDD-PFL

PRESENCE optional }|


{ ID id-RL-InformationResponse-RL-SetupRspTDD768
CRITICALITY ignore
EXTENSION RL-InformationResponse-RL-SetupRspTDD768

PRESENCE optional }|


{ ID id-E-DCH-Information-Response




CRITICALITY ignore
EXTENSION E-DCH-Information-Response





PRESENCE optional
}|


{ ID id-E-DCH-768-Information-Response



CRITICALITY ignore
EXTENSION E-DCH-768-Information-Response




PRESENCE optional
}|


{ ID id-E-DCH-LCR-Information-Response



CRITICALITY ignore
EXTENSION E-DCH-LCR-Information-Response




PRESENCE optional
}|


{ ID id-ContinuousPacketConnectivity-DRX-Information-ResponseLCR

CRITICALITY ignore

EXTENSION ContinuousPacketConnectivity-DRX-Information-ResponseLCR


PRESENCE optional
}|


{ ID id-HS-DSCH-Semi-PersistentScheduling-Information-ResponseLCR

CRITICALITY ignore
EXTENSION HS-DSCH-Semi-PersistentScheduling-Information-ResponseLCR


PRESENCE optional
}|


{ ID id-E-DCH-Semi-PersistentScheduling-Information-ResponseLCR

CRITICALITY ignore
EXTENSION E-DCH-Semi-PersistentScheduling-Information-ResponseLCR


PRESENCE optional}|


{ ID id-E-RNTI-For-FACH

CRITICALITY reject
EXTENSION E-RNTI


PRESENCE optional },


...

}

/*ommit*/
RadioLinkReconfigurationPrepareTDD-Extensions RNSAP-PROTOCOL-EXTENSION ::= {


{ ID id-PrimaryCCPCH-RSCP-RL-ReconfPrepTDD




CRITICALITY ignore

EXTENSION 
PrimaryCCPCH-RSCP
PRESENCE optional
}|


{ ID id-DL-TimeSlot-ISCP-Info-RL-ReconfPrepTDD



CRITICALITY ignore

EXTENSION 
DL-TimeSlot-ISCP-Info
PRESENCE optional
}|


{ ID id-DL-Timeslot-ISCP-LCR-Information-RL-ReconfPrepTDD
CRITICALITY ignore

EXTENSION 
DL-TimeSlot-ISCP-LCR-Information
PRESENCE optional
}|


{ ID id-HSDSCH-TDD-Information







CRITICALITY reject

EXTENSION HSDSCH-TDD-Information

PRESENCE optional}|

{ ID id-HSDSCH-Information-to-Modify





CRITICALITY reject

EXTENSION HSDSCH-Information-to-Modify

PRESENCE optional}|


{ ID id-HSDSCH-MACdFlows-to-Add



CRITICALITY reject

EXTENSION HSDSCH-MACdFlows-Information


PRESENCE optional}|


{ ID id-HSDSCH-MACdFlows-to-Delete


CRITICALITY reject

EXTENSION HSDSCH-MACdFlows-to-Delete
PRESENCE optional}|


{ ID id-HSPDSCH-RL-ID





CRITICALITY reject

EXTENSION RL-ID




PRESENCE optional}|

{ ID id-PDSCH-RL-ID



CRITICALITY ignore


EXTENSION RL-ID

PRESENCE optional }|


{ ID id-UL-Synchronisation-Parameters-LCR


CRITICALITY
ignore

EXTENSION 
UL-Synchronisation-Parameters-LCR

PRESENCE 
optional
}|
-- Mandatory for 1.28Mcps TDD, Not Applicable to 3.84Mcps TDD or 7.68Mcps TDD

{ ID id-RL-Information-RL-ReconfPrepTDD

CRITICALITY
ignore

EXTENSION 
RL-Information-RL-ReconfPrepTDD

PRESENCE 
optional
}|


{ ID id-PrimaryCCPCH-RSCP-Delta

CRITICALITY
ignore

EXTENSION 
PrimaryCCPCH-RSCP-Delta

PRESENCE 
optional
}|

{ ID id-E-DCH-Information-Reconfig


CRITICALITY reject

EXTENSION E-DCH-Information-Reconfig

PRESENCE optional
}|


{ ID id-E-DCH-Serving-RL-ID




CRITICALITY reject

EXTENSION RL-ID




PRESENCE optional
}|


{ ID id-E-DCH-768-Information-Reconfig

CRITICALITY reject

EXTENSION E-DCH-768-Information-Reconfig

PRESENCE optional
}|


{ ID id-E-DCH-LCR-Information-Reconfig

CRITICALITY reject

EXTENSION E-DCH-LCR-Information-Reconfig

PRESENCE optional
}|


{ ID id-NeedforIdleInterval






CRITICALITY ignore
EXTENSION
NeedforIdleInterval



PRESENCE optional }|


{ ID id-CPC-InformationLCR






CRITICALITY reject
EXTENSION CPC-InformationLCR




PRESENCE optional }|


{ ID
id-HSDSCH-RNTI-For-FACH



CRITICALITY reject
EXTENSION HSDSCH-RNTI

PRESENCE conditional },

...

}

/*ommit*/

RadioLinkReconfigurationReadyTDD-Extensions RNSAP-PROTOCOL-EXTENSION ::= {


{ ID id-HSDSCH-RNTI






CRITICALITY ignore

EXTENSION HSDSCH-RNTI








PRESENCE optional }|


{ ID id-DSCH-RNTI






CRITICALITY ignore

EXTENSION DSCH-RNTI









PRESENCE optional }|


{ ID id-HSDSCH-TDD-Information-Response

CRITICALITY ignore

EXTENSION HSDSCH-TDD-Information-Response

PRESENCE optional }|


{ ID id-MAChs-ResetIndicator



CRITICALITY ignore

EXTENSION MAChs-ResetIndicator





PRESENCE optional }|


{ ID id-Multiple-RL-InformationResponse-RL-ReconfReadyTDD
CRITICALITY
ignore

EXTENSION 
Multiple-RL-InformationResponse-RL-ReconfReadyTDD

PRESENCE 
optional}|
-- This is for RL repetitions 2 and on in RL list.


{ ID id-E-DCH-Information-Response


CRITICALITY ignore

EXTENSION E-DCH-Information-Response

PRESENCE optional
}|


{ ID id-E-DCH-768-Information-Response

CRITICALITY ignore

EXTENSION E-DCH-768-Information-Response

PRESENCE optional
}|


{ ID id-E-DCH-LCR-Information-Response

CRITICALITY ignore

EXTENSION E-DCH-LCR-Information-Response

PRESENCE optional
}|

{ ID id-PowerControlGAP





CRITICALITY ignore

EXTENSION ControlGAP



PRESENCE optional }|


-- Applicable to 1.28Mcps TDD only

{ ID id-IdleIntervalInformation



CRITICALITY ignore

EXTENSION
IdleIntervalInformation

PRESENCE optional }|


{ ID id-ContinuousPacketConnectivity-DRX-Information-ResponseLCR



CRITICALITY ignore

EXTENSION ContinuousPacketConnectivity-DRX-Information-ResponseLCR


PRESENCE optional
}|


{ ID id-HS-DSCH-Semi-PersistentScheduling-Information-ResponseLCR

CRITICALITY ignore
EXTENSION HS-DSCH-Semi-PersistentScheduling-Information-ResponseLCR


PRESENCE optional}|


{ ID id-E-DCH-Semi-PersistentScheduling-Information-ResponseLCR

CRITICALITY ignore

EXTENSION E-DCH-Semi-PersistentScheduling-Information-ResponseLCR


PRESENCE optional}|


{ ID id-E-RNTI-For-FACH

CRITICALITY reject
EXTENSION E-RNTI


PRESENCE optional },


...

}
/*ommit*/
RadioLinkReconfigurationRequestTDD-Extensions RNSAP-PROTOCOL-EXTENSION ::= {

{ ID id-RL-ReconfigurationRequestTDD-RL-Information
CRITICALITY
ignore

EXTENSION 
Multiple-RL-ReconfigurationRequestTDD-RL-Information

PRESENCE 
optional}|


{ ID id-HSDSCH-TDD-Information



CRITICALITY reject

EXTENSION HSDSCH-TDD-Information

PRESENCE optional}|


{ ID id-HSDSCH-Information-to-Modify-Unsynchronised
CRITICALITY reject

EXTENSION HSDSCH-Information-to-Modify-Unsynchronised
PRESENCE optional}|


{ ID id-HSDSCH-MACdFlows-to-Add



CRITICALITY reject

EXTENSION HSDSCH-MACdFlows-Information


PRESENCE optional}|


{ ID id-HSDSCH-MACdFlows-to-Delete


CRITICALITY reject

EXTENSION HSDSCH-MACdFlows-to-Delete

PRESENCE optional}|


{ ID id-HSPDSCH-RL-ID





CRITICALITY reject

EXTENSION RL-ID










PRESENCE optional}|

{ ID id-E-DCH-Information-Reconfig


CRITICALITY reject

EXTENSION E-DCH-Information-Reconfig

PRESENCE optional
}|


{ ID id-E-DCH-Serving-RL-ID




CRITICALITY reject

EXTENSION RL-ID




PRESENCE optional
}|


{ ID id-E-DCH-768-Information-Reconfig

CRITICALITY reject

EXTENSION E-DCH-768-Information-Reconfig

PRESENCE optional
}|


{ ID id-E-DCH-LCR-Information-Reconfig

CRITICALITY reject

EXTENSION E-DCH-LCR-Information-Reconfig

PRESENCE optional
}|


{ ID id-CPC-InformationLCR






CRITICALITY reject
EXTENSION CPC-InformationLCR




PRESENCE optional }|


{ ID
id-HSDSCH-RNTI-For-FACH



CRITICALITY reject
EXTENSION HSDSCH-RNTI

PRESENCE conditional },


...

}

/*ommit*/

RadioLinkReconfigurationResponseTDD-Extensions RNSAP-PROTOCOL-EXTENSION ::= {


{ ID id-HSDSCH-RNTI






CRITICALITY ignore

EXTENSION HSDSCH-RNTI








PRESENCE optional }|


{ ID id-HSDSCH-TDD-Information-Response

CRITICALITY ignore

EXTENSION HSDSCH-TDD-Information-Response

PRESENCE optional }|

{ ID id-MAChs-ResetIndicator



CRITICALITY ignore

EXTENSION MAChs-ResetIndicator





PRESENCE optional }|


{ ID id-RL-ReconfigurationResponseTDD-RL-Information
CRITICALITY
ignore

EXTENSION 
Multiple-RL-InformationResponse-RL-ReconfRspTDD

PRESENCE 
optional}|

{ ID id-E-DCH-Information-Response



CRITICALITY ignore

EXTENSION E-DCH-Information-Response


PRESENCE optional
}|


{ ID id-E-DCH-768-Information-Response


CRITICALITY ignore

EXTENSION E-DCH-768-Information-Response

PRESENCE optional
}|


{ ID id-E-DCH-LCR-Information-Response


CRITICALITY ignore

EXTENSION E-DCH-LCR-Information-Response

PRESENCE optional
}|

{ ID id-PowerControlGAP






CRITICALITY ignore

EXTENSION ControlGAP



PRESENCE optional }|


-- Applicable to 1.28Mcps TDD only

{ ID id-IdleIntervalInformation






CRITICALITY ignore
EXTENSION
IdleIntervalInformation



PRESENCE optional }|


{ ID id-ContinuousPacketConnectivity-DRX-Information-ResponseLCR



CRITICALITY ignore

EXTENSION ContinuousPacketConnectivity-DRX-Information-ResponseLCR


PRESENCE optional
}|


{ ID id-HS-DSCH-Semi-PersistentScheduling-Information-ResponseLCR

CRITICALITY ignore
EXTENSION HS-DSCH-Semi-PersistentScheduling-Information-ResponseLCR


PRESENCE optional}|


{ ID id-E-DCH-Semi-PersistentScheduling-Information-ResponseLCR

CRITICALITY ignore

EXTENSION E-DCH-Semi-PersistentScheduling-Information-ResponseLCR


PRESENCE optional}|


{ ID id-E-RNTI-For-FACH

CRITICALITY reject
EXTENSION E-RNTI


PRESENCE optional },


...

}
/*ommit*/

9.3.6
Constant Definitions

/*ommit*/
id-MIMO-PilotConfigurationExtension








ProtocolIE-ID ::= 1102
id-TxDiversityOnDLControlChannelsByMIMOUECapability




ProtocolIE-ID ::= 1103
id-HS-DSCH-SPS-Reservation-Indicator







ProtocolIE-ID ::= 1131

id-E-DCH-SPS-Reservation-Indicator








ProtocolIE-ID ::= 1132
id-MultipleFreq-HARQ-MemoryPartitioning-InformationList



ProtocolIE-ID ::= 1133

id-Ul-common-E-DCH-MACflow-Specific-InfoResponseListLCR-Ext


ProtocolIE-ID ::= 1134
id-RepetitionPeriodIndex










ProtocolIE-ID ::= 1135

id-MidambleShiftLCR












ProtocolIE-ID ::= 1136
id-DiversityMode












ProtocolIE-ID ::= 1139

id-TransmitDiversityIndicator









ProtocolIE-ID ::= 1140

id-NonCellSpecificTxDiversity









ProtocolIE-ID ::= 1141

id-Cell-Capability-Container









ProtocolIE-ID ::= 1142
id-HSDSCH-RNTI-For-FACH











ProtocolIE-ID ::= 11xx
id-E-RNTI-For-FACH












ProtocolIE-ID ::= 11xx
END
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