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------------------------------------------------------------Next Change ----------------------------------------------------------------
9.2.1.12
eNB MBMS Configuration data Item IEs

This information element provides MCCH related BCCH configuration information from the eNB.

	IE/Group Name
	Presence
	Range
	IE type and reference
	Semantics description

	E-UTRAN CGI
	M
	
	9.2.1.11
	

	
	
	
	
	

	SAI List
	M
	
	
	

	>SAI Item
	
	1 to <maxnoofSAIsPerCell>
	
	

	>>SAI
	M
	
	
	Defined in [9]


	Range bound
	Explanation

	maxnoofSAIsPerCell
	Maximum no. of SAIs per cell. The value for maxnoofSAIsPerCell is 256.


9.2.1.13
MCCH related BCCH Configuration Item

This information element provides MCCH related BCCH configuration information to the eNB.

	IE/Group Name
	Presence
	Range
	IE type and reference
	Semantics description

	
	
	
	
	

	PDCCH Data Length[FFS]
	M
	
	ENUMERATED (dl1, dl2)
	This IE is encoded along the number of OFDM symbols for PDCCH as of table 6.7-1. in [12].

	
	
	
	
	

	
	
	
	
	

	
	
	
	
	

	
	
	
	
	

	
	
	
	
	

	
	
	
	
	


------------------------------------------------------------ Next Change ----------------------------------------------------------------
9.3.4
PDU Definitions

-- **************************************************************

--

-- PDU definitions for M2AP.

--

-- **************************************************************

……

id-TimeToWait,


id-ENB-MBMS-Configuration-data-List-ConfigUpdate,


id-ENB-MBMS-Configuration-data-ConfigUpdate-Item,


maxnoofMBSFN-Allocations,


maxnoofMBSFNareas,


maxnoofPMCHsperMBSFNarea,


maxnoofCells,


maxnoofSAIsPerCell,


maxnoofSessionsPerPMCH,


maxnooferrors

FROM M2AP-Constants;

------------------------------------------------------------Next Change ----------------------------------------------------------------
9.3.5
Information Element definitions

-- **************************************************************

--

-- Information Element Definitions

--

-- **************************************************************

M2AP-IEs {

itu-t (0) identified-organization (4) etsi (0) mobileDomain (0) 

eps-Access (21) modules (3) m2ap (4) version1 (1) m2ap-IEs (2) }

DEFINITIONS AUTOMATIC TAGS ::= 

BEGIN

IMPORTS

maxnoofMBSFNareas,


maxnoofPMCHsperMBSFNarea,


maxnoofCells,


maxnoofSAIsPerCell,

maxnoofSessionsPerPMCH,


maxnooferrors

------------------------------------------------------------ Next Change ----------------------------------------------------------------
-- E

ECGI ::= SEQUENCE {


pLMN-Identity



PLMN-Identity,


eUTRANcellIdentifier

EUTRANCellIdentifier,


iE-Extensions



ProtocolExtensionContainer { {ECGI-ExtIEs} } OPTIONAL,


...

}

ECGI-ExtIEs M2AP-PROTOCOL-EXTENSION ::= {


...

}

ENB-ID ::= CHOICE {


macro-eNB-ID
BIT STRING (SIZE (20)),


home-eNB-ID

BIT STRING (SIZE (28)),


...

}

ENB-MBMS-Configuration-data-Item
::= SEQUENCE {


eCGI






ECGI,



sAIList



SAI-ID-List,


iE-Extensions




ProtocolExtensionContainer { { ENB-MBMS-Configuration-data-Item-ExtIEs} } OPTIONAL,


...

}

ENB-MBMS-Configuration-data-Item-ExtIEs M2AP-PROTOCOL-EXTENSION ::= {


...

}

ENB-MBMS-Configuration-data-ConfigUpdate-Item
::= CHOICE {


mBMSConfigData




ENB-MBMS-Configuration-data-Item,


eCGI






ECGI,


...

}

ENB-MBMS-M2AP-ID

::= INTEGER (0..65535)

ENBname ::= PrintableString (SIZE (1..150,...))

EUTRANCellIdentifier
::= BIT STRING (SIZE (28))

------------------------------------------------------------ Next Change ----------------------------------------------------------------
-- M

MBMS-E-RAB-QoS-Parameters ::= SEQUENCE {


qCI







QCI,


allocationAndRetentionPriority
AllocationAndRetentionPriority,


gbrQosInformation



GBR-QosInformation












OPTIONAL,


iE-Extensions




ProtocolExtensionContainer { { MBMS-E-RAB-QoS-Parameters-ExtIEs} }
OPTIONAL,


...

}

MBMS-E-RAB-QoS-Parameters-ExtIEs M2AP-PROTOCOL-EXTENSION ::= {


...

}

MBMS-Service-Area


::= OCTET STRING

SAI-ID-List 
::= SEQUENCE (SIZE(1..maxnoofSAIsPerCell)) OF SAI
MBMS-Session-Duration ::= OCTET STRING (SIZE (3))

MBMS-Session-ID ::= OCTET STRING (SIZE (1))

MBMSsessionListPerPMCH-Item ::= SEQUENCE (SIZE(1..maxnoofSessionsPerPMCH)) OF SEQUENCE {


tmgi






TMGI,


sessionID





MBMS-Session-ID,


lcid





LCID,


iE-Extensions




ProtocolExtensionContainer { { MBMSsessionListPerPMCH-Item-ExtIEs} } OPTIONAL,


...

}

MBMSsessionListPerPMCH-Item-ExtIEs M2AP-PROTOCOL-EXTENSION ::= {


...

}

MBSFN-Area-ID

::= INTEGER (0..255)


MBSFN-Subframe-Configuration ::= SEQUENCE {


radioframeAllocationPeriod

ENUMERATED {n1, n2, n4, n8, n16, n32},


radioframeAllocationOffset

INTEGER (0..7),


subframeAllocation



CHOICE {



oneFrame





BIT STRING (SIZE (6)  ),



fourFrames





BIT STRING (SIZE (24) )


}

}

MCCH-Update-Time
::= INTEGER (0..255)

MCCHrelatedBCCH-ConfigPerMBSFNArea-Item ::= SEQUENCE {



pdcchDataLength




ENUMERATED {dl1, dl2},








iE-Extensions




ProtocolExtensionContainer { { MCCHrelatedBCCH-ConfigPerMBSFNArea-Item-ExtIEs} } OPTIONAL,


...

}

MCCHrelatedBCCH-ConfigPerMBSFNArea-Item-ExtIEs M2AP-PROTOCOL-EXTENSION ::= {


...

}

MCE-MBMS-M2AP-ID


::= INTEGER (0.. 16777215)

MCEname ::= PrintableString (SIZE (1..150,...))

MSAP-Occasion



::= ENUMERATED {rf8, rf16, rf32, rf64, rf128, rf256, rf512, rf1024}
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