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8.2.1.2
Successful Operation
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Figure 1: Uplink Signalling Transfer procedure, Successful Operation

When the DRNC receives an Uu message on the CCCH in which the UE addressing information is U-RNTI, i.e. S-RNTI and SRNC-ID, DRNC shall send the UPLINK SIGNALLING TRANSFER INDICATION message to the SRNC identified by the SRNC-ID received from the UE.

If at least one URA Identity is being broadcast in the cell where the Uu message was received (the accessed cell), the DRNC shall include a URA Identity for this cell in the URA ID IE, the Multiple URAs Indicator IE indicating whether or not multiple URA Identities are being broadcast in the accessed cell, and the RNC Identity of all other RNCs that are having at least one cell within the URA where the Uu message was received in the URA Information IE in the UPLINK SIGNALLING TRANSFER INDICATION message.

The DRNC shall include in the message the C-RNTI that it allocates to identify the UE in the radio interface in the accessed cell. If there is no valid C-RNTI for the UE in the accessed cell, the DRNS shall allocate a new C-RNTI for the UE [FDD - and in case Enhanced FACH operation is activated in the accessed cell the DRNC shall allocate the HS-DSCH-RNTI to the UE and shall include the HS-DSCH-RNTI IE in the message. And in case Common E-DCH operation is activated in the accessed cell the DRNC shall include the E-RNTI received from Node B and shall include the E-RNTI IE in the message]. [1.28Mcps TDD - and in case Enhanced FACH operation is activated in the accessed cell the DRNC shall allocate the HS-DSCH-RNTI to the UE and shall include the HS-DSCH-RNTI IE in the message and the DRNC shall include the E-RNTI received from Node B and shall include the E-RNTI IE in the message]. If the DRNS allocates a new C-RNTI it shall also release any C-RNTI previously allocated for the UE.

If the DRNS has any RACH and/or FACH resources allocated for the UE identified by the U-RNTI in another cell than the accessed cell in which the Mac SDU sizes, flow control settings (including credits) and/or transport bearer are different from those in the old cell, then the DRNS shall not include the Common Transport Channel Resources Initialisation Not Required IE in the UPLINK SIGNALLING TRANSFER INDICATION message. In addition the DRNS shall release these RACH and/or FACH resources in old cell.

If the DRNS has any RACH and/or FACH resources allocated for the UE identified by the U-RNTI in another cell than the accessed cell in which the Mac SDU sizes, flow control settings (including credits) and transport bearer are the same as in the old cell, there is no need for Common Transport Channel Resources Initialisation to be initiated. In that case, DRNC may include the Common Transport Channel Resources Initialisation Not Required IE in the UPLINK SIGNALLING TRANSFER INDICATION message. In addition, the DRNS shall move these RACH and/or FACH resources to the new cell. If no Common Transfer Channel Resources Initialisation procedure is executed, the currently applicable Mac SDU sizes, flow control settings (including credits) and transport bearer shall continue to be used while the UE is in the new cell.
If no context exists for this UE in the DRNC, the DRNC shall create a UE Context for this UE, allocate a D-RNTI for the UE Context, and include the D‑RNTI IE and the identifiers for the CN CS Domain and CN PS Domain that the DRNC is connected to in the UPLINK SIGNALLING TRANSFER INDICATION message. These CN Domain Identifiers shall be based on the LAC and RAC respectively of the cell where the message was received from the UE.

Depending on local configuration in the DRNS, it may include the geographical co-ordinates of the cell, represented either by the Cell GAI IE or by the Cell GA Additional Shapes IE, in which the Uu message was received in the UPLINK SIGNALLING TRANSFER INDICATION message. If the DRNC includes the Cell GA Additional Shapes IE in the UPLINK SIGNALLING TRANSFER INDICATION message, it shall also include the Cell GAI IE.

[FDD - The DRNC shall include the DPC Mode Change Support Indicator IE in the UPLINK SIGNALLING TRANSFER INDICATION message if the accessed cell supports DPC mode change.]

The DRNC shall include [FDD - the Cell Capability Container FDD IE] [3.84Mcps TDD - the Cell Capability Container TDD IE] [1.28Mcps TDD - the Cell Capability Container TDD LCR IE] [7.68Mcps TDD - the Cell Capability Container 7.68Mcps TDD IE] [FDD - and/or the Cell Capability Container Extension FDD IE] in the UPLINK SIGNALLING TRANSFER INDICATION message if the accessed cell supports any functionalities listed in [FDD - 9.2.2.D] [3.84Mcps TDD - 9.2.3.1a] [1.28Mcps TDD - 9.2.3.1b] [7.68Mcps TDD - 9.2.3.31] [FDD - 9.2.2.123].
[FDD - If the cell is dual band capable and if the cell can be the serving HS-DSCH then the possible cells to serve dual band carrier operation (same sector) that can act as secondary serving HS-DSCH shall be listed in the Dual Band Secondary Serving Cell List IE.]
If MOCN or GWCN network sharing configuration is used then the DRNC shall include the broadcasted PLMN identities of the concerned cell in the Multiple PLMN List IE in the UPLINK SIGNALLING TRANSFER INDICATION message.

If available, the DRNC shall include the SNA Information IE for the concerned cell.

When receiving the SNA Information IE, the SRNC should use it to restrict cell access based on SNA information. See also [40] for a broader description of the SNA access control.

[FDD - The DRNC shall include the Cell Portion ID IE in the UPLINK SIGNALLING TRANSFER INDICATION message if available.] 

[1.28 Mcps TDD - The DRNC shall include the Cell Portion LCR ID IE in the UPLINK SIGNALLING TRANSFER INDICATION message if available.]
[FDD – If the propagation delay value exceeds the range of the Propagation Delay IE then the DRNC shall if supported include the Extended Propagation Delay IE and set the Propagation Delay IE to its maximum value.]

If the D-RNTI IE is not to be included in the UPLINK SIGNALLING TRANSFER INDICATION message and the UE Link is currently stored in the UE Context in the DRNC, the DRNC shall assume that the UE changes the cell under which it camps in the DRNS (see ref. [50], section 5.1.6 on intra-DRNC cell change). In this case, if an MBMS session for some MBMS bearer services contained in the UE Link is ongoing in the cell identified by the UC-ID IE, the DRNC shall include in the Active MBMS Bearer Service List IE the Transmission Mode IE for each of these active MBMS bearer services. Or else, if the DRNC receives a Uu message on the CCCH in which the short identities for MBMS Selected Services are included, and the Uu message requests for MBMS PtP radio bearer establishment, the DRNC shall determine which TMGIs correspond with the short identities and shall include in the Active MBMS Bearer Service List IE the TMGI IE together with the Transmission Mode IE for each of these MBMS Selected Services.

If the CCCH message contains Measurement results for monitored cells on non-used frequencies IE in Measured Result on RACH IE, the DRNC may include in the UPLINK SIGNALLING TRANSFER INDICATION message the Inter-frequency Cell List IE for each of the measured inter-freqeuncy cells. The order of cells in Measurement results for monitored cells on non-used frequencies IE in the CCCH message shall be preserved in Inter-frequency Cell List IE. If the UL UARFCN IE in the Inter-frequency Cell List IE is not present, the default duplex distance defined for the operating frequency band shall be used in the SRNC (see ref. [43]).

[3.84 Mcps TDD - the DRNC shall include the Rx Timing Deviation IE unless the cell to which the CCCH message was sent is configured to use the extended timing advance in which case Rx Timing Deviation 3.84Mcps Extended IE shall be included.]

[7.68 Mcps TDD - the DRNC shall include the Rx Timing Deviation 7.68Mcps IE.]

/*********************************** text omitted ***********************************/
9.1.24
UPLINK SIGNALLING TRANSFER INDICATION

9.1.24.1
FDD Message

	IE/Group Name
	Presence
	Range
	IE Type and Reference
	Semantics Description
	Criticality
	Assigned Criticality

	Message Type
	M
	
	9.2.1.40
	
	YES
	ignore

	Transaction ID
	M
	
	9.2.1.59
	
	–
	

	UC-ID
	M
	
	9.2.1.71
	
	YES
	ignore

	SAI
	M
	
	9.2.1.52
	
	YES
	ignore

	Cell GAI
	O
	
	9.2.1.5A
	
	YES
	ignore

	C-RNTI
	M
	
	9.2.1.14
	
	YES
	ignore

	S-RNTI
	M
	
	9.2.1.53
	
	YES
	ignore

	D-RNTI
	O
	
	9.2.1.24
	
	YES
	ignore

	Propagation Delay
	M
	
	9.2.2.33
	
	YES
	ignore

	STTD Support Indicator
	M
	
	9.2.2.45
	
	YES
	ignore

	Closed Loop Mode1 Support Indicator
	M
	
	9.2.2.2
	
	YES
	ignore

	L3 Information
	M
	
	9.2.1.32
	
	YES
	ignore

	CN PS Domain Identifier
	O
	
	9.2.1.12
	
	YES
	ignore

	CN CS Domain Identifier
	O
	
	9.2.1.11
	
	YES
	ignore

	URA Information
	O
	
	9.2.1.70B
	
	YES
	ignore

	Cell GA Additional Shapes
	O
	
	9.2.1.5B
	
	YES
	ignore

	DPC Mode Change Support Indicator
	O
	
	9.2.2.56
	
	YES
	ignore

	Common Transport Channel Resources Initialisation Not Required
	O
	
	9.2.1.12F
	
	YES
	Ignore

	Cell Capability Container FDD
	O
	
	9.2.2.D
	
	YES
	ignore

	SNA Information 
	O
	
	9.2.1.52Ca
	
	YES
	ignore

	Cell Portion ID
	O
	
	9.2.2.E
	
	YES
	ignore

	Active MBMS Bearer Service List
	
	0..<maxnoofActiveMBMS>
	
	
	GLOBAL
	ignore

	>TMGI
	M
	
	9.2.1.80
	
	–
	

	>Transmission Mode
	M
	
	9.2.1.81
	
	–
	

	Inter-frequency Cell List
	
	0..<maxCellsMeas>
	
	
	GLOBAL
	ignore

	>DL UARFCN
	M
	
	UARFCN

9.2.1.66
	
	–
	

	>UL UARFCN
	O
	
	UARFCN

9.2.1.66
	
	–
	

	>Primary Scrambling Code
	M
	
	9.2.1.45
	
	–
	

	Extended Propagation Delay
	O
	
	9.2.2.33a
	
	YES
	ignore

	HS-DSCH-RNTI
	O
	
	9.2.1.30P
	
	YES
	ignore

	Multiple PLMN List
	O
	
	9.2.1.117
	
	YES
	ignore

	E-RNTI
	O
	
	9.2.1.94
	
	YES
	ignore

	Max UE DTX Cycle
	C-DTX-DRXCapability
	
	9.2.2.87
	
	YES
	ignore

	Dual Band Secondary Serving Cell List
	O
	
	Secondary Serving Cell List 9.2.2.101
	
	YES
	ignore


	Condition
	Explanation

	DTX-DRXCapability
	The IE shall be present if the Continuous Packet Connectivity DTX-DRX Support Indicator IE in Cell Capability Container FDD IE is set to 1.


	Range bound
	Explanation

	maxnoofActiveMBMS
	Maximum number of MBMS bearer services that are active in parallel.

	maxCellsMeas
	Maximum number of inter-frequency cells measured by a UE.


/*********************************** text omitted ***********************************/
9.3.3
PDU Definitions

-- **************************************************************

--

-- PDU definitions for RNSAP.

--

-- **************************************************************
RNSAP-PDU-Contents {

itu-t (0) identified-organization (4) etsi (0) mobileDomain (0) 

umts-Access (20) modules (3) rnsap (1) version1 (1) rnsap-PDU-Contents (1) }

DEFINITIONS AUTOMATIC TAGS ::= 

BEGIN

-- **************************************************************

--

-- IE parameter types from other modules.

--

-- **************************************************************

IMPORTS


Active-Pattern-Sequence-Information,


Active-MBMS-Bearer-Service-ListFDD,

Active-MBMS-Bearer-Service-ListFDD-PFL,


Active-MBMS-Bearer-Service-ListTDD,


Active-MBMS-Bearer-Service-ListTDD-PFL,

AllocationRetentionPriority,


AllowedQueuingTime,


Allowed-Rate-Information,


AlphaValue,


AlternativeFormatReportingIndicator,

AntennaColocationIndicator,

BLER,


SCTD-Indicator,

/*********************************** text omitted ***********************************/

S-RNTI,


S-RNTI-Group,


SCH-TimeSlot,


SAI,


SFN,


Secondary-CCPCH-Info-TDD,


Secondary-CCPCH-Info-TDD768,

Secondary-CCPCH-System-Information-MBMS,

Secondary-CPICH-Information,


Secondary-CPICH-Information-Change,


Secondary-LCR-CCPCH-Info-TDD,

Secondary-Serving-Cell-List,

SNA-Information,

SpecialBurstScheduling,


SSDT-SupportIndicator,


STTD-SupportIndicator,


AdjustmentPeriod,


ScaledAdjustmentRatio,

MaxAdjustmentStep,

/*********************************** text omitted ***********************************/

id-CriticalityDiagnostics, 

id-CellPortionLCRID,

id-D-RNTI,


id-D-RNTI-ReleaseIndication,


id-DCHs-to-Add-FDD,


id-DCHs-to-Add-TDD,


id-DCH-DeleteList-RL-ReconfPrepFDD,


id-DCH-DeleteList-RL-ReconfPrepTDD,


id-DCH-DeleteList-RL-ReconfRqstFDD,


id-DCH-DeleteList-RL-ReconfRqstTDD,


id-DCH-FDD-Information,


id-DCH-TDD-Information,

id-DCH-Indicator-For-E-DCH-HSDPA-Operation,

id-FDD-DCHs-to-Modify,


id-TDD-DCHs-to-Modify,


id-DCH-InformationResponse,


id-DCH-Rate-InformationItem-RL-CongestInd,

id-DL-CCTrCH-InformationAddItem-RL-ReconfPrepTDD,


id-DL-CCTrCH-InformationDeleteItem-RL-ReconfPrepTDD,


id-DL-CCTrCH-InformationModifyItem-RL-ReconfPrepTDD,


id-DL-CCTrCH-InformationListIE-RL-ReconfReadyTDD,


id-DL-CCTrCH-InformationModifyItem-RL-ReconfRqstTDD,


id-DL-CCTrCH-InformationDeleteItem-RL-ReconfRqstTDD,


id-DL-CCTrCH-InformationItem-RL-SetupRqstTDD,


id-DL-CCTrCH-InformationListIE-PhyChReconfRqstTDD,

id-DL-CCTrCH-InformationListIE-RL-AdditionRspTDD,


id-DL-CCTrCH-InformationListIE-RL-SetupRspTDD,


id-DL-CCTrCH-InformationAddList-RL-ReconfPrepTDD,


id-DL-CCTrCH-InformationDeleteList-RL-ReconfPrepTDD,


id-DL-CCTrCH-InformationModifyList-RL-ReconfPrepTDD,


id-DL-CCTrCH-InformationDeleteList-RL-ReconfRqstTDD,


id-DL-CCTrCH-InformationModifyList-RL-ReconfRqstTDD,


id-DL-CCTrCH-InformationList-RL-SetupRqstTDD,


id-FDD-DL-CodeInformation,


id-DL-DPCH-Information-RL-ReconfPrepFDD,


id-DL-DPCH-Information-RL-SetupRqstFDD,


id-DL-DPCH-Information-RL-ReconfRqstFDD,

id-DL-DPCH-InformationItem-PhyChReconfRqstTDD,


id-DL-DPCH-InformationItem-RL-AdditionRspTDD,


id-DL-DPCH-InformationItem-RL-SetupRspTDD,


id-DL-DPCH-InformationAddListIE-RL-ReconfReadyTDD,

id-DL-DPCH-InformationDeleteListIE-RL-ReconfReadyTDD,

id-DL-DPCH-InformationModifyListIE-RL-ReconfReadyTDD,

id-DL-DPCH-TimingAdjustment,

id-DL-DPCH-Power-Information-RL-ReconfPrepFDD,


id-DL-Physical-Channel-Information-RL-SetupRqstTDD,


id-DL-PowerBalancing-Information,


id-DL-PowerBalancing-ActivationIndicator,


id-DL-PowerBalancing-UpdatedIndicator,


id-DL-ReferencePowerInformation,


id-DLReferencePower,


id-DLReferencePowerList-DL-PC-Rqst,


id-DL-ReferencePowerInformation-DL-PC-Rqst,


id-DRXCycleLengthCoefficient,


id-DedicatedMeasurementObjectType-DM-Fail,


id-DedicatedMeasurementObjectType-DM-Fail-Ind,


id-DedicatedMeasurementObjectType-DM-Rprt,


id-DedicatedMeasurementObjectType-DM-Rqst,


id-DedicatedMeasurementObjectType-DM-Rsp,


id-DedicatedMeasurementType,


id-DelayedActivation,


id-DelayedActivationList-RL-ActivationCmdFDD,


id-DelayedActivationList-RL-ActivationCmdTDD,


id-DelayedActivationInformation-RL-ActivationCmdFDD,

id-DelayedActivationInformation-RL-ActivationCmdTDD,

id-DPC-Mode,


id-DPC-Mode-Change-SupportIndicator,

id-DSCHs-to-Add-TDD,


id-DSCH-DeleteList-RL-ReconfPrepTDD,


id-DSCH-InformationListIE-RL-AdditionRspTDD,


id-DSCH-InformationListIEs-RL-SetupRspTDD,


id-DSCH-TDD-Information,


id-DSCH-ModifyList-RL-ReconfPrepTDD,


id-DSCH-RNTI,


id-DSCHToBeAddedOrModifiedList-RL-ReconfReadyTDD,

id-Dual-Band-Secondary-Serving-Cell-List,

id-EDPCH-Information,


id-EDCH-RL-Indication,


id-EDCH-FDD-Information,


id-Serving-EDCHRL-Id,


id-EDCH-FDD-DL-ControlChannelInformation,


id-EDCH-FDD-InformationResponse,


id-E-DCH-FDD-Update-Information,


id-EDCH-MACdFlows-To-Add,


id-EDCH-FDD-Information-To-Modify,


id-EDCH-MACdFlows-To-Delete,


id-EDPCH-Information-RLReconfRequest-FDD,


id-EDPCH-Information-RLAdditionReq-FDD,

id-EDCH-MacdFlowSpecificInformationList-RL-PreemptRequiredInd,


id-EDCH-MacdFlowSpecificInformationItem-RL-PreemptRequiredInd,


id-EDCH-MacdFlowSpecificInformationList-RL-CongestInd,


id-EDCH-MacdFlowSpecificInformationItem-RL-CongestInd,


id-Enhanced-FACH-Support-Indicator,


id-Enhanced-FACH-Information-ResponseFDD,


id-Enhanced-PCH-Capability,

/*********************************** text omitted ***********************************/
-- **************************************************************

--

-- UPLINK SIGNALLING TRANSFER INDICATION FDD

--

-- **************************************************************

UplinkSignallingTransferIndicationFDD ::= SEQUENCE {


protocolIEs                     ProtocolIE-Container       {{UplinkSignallingTransferIndicationFDD-IEs}},


protocolExtensions              ProtocolExtensionContainer {{UplinkSignallingTransferIndicationFDD-Extensions}}                   OPTIONAL,


...

}

UplinkSignallingTransferIndicationFDD-IEs RNSAP-PROTOCOL-IES ::= {


{ ID id-UC-ID
CRITICALITY ignore
TYPE UC-ID
PRESENCE mandatory
} |


{ ID id-SAI
CRITICALITY ignore
TYPE SAI
PRESENCE mandatory
} |


{ ID id-GA-Cell
CRITICALITY ignore
TYPE GA-Cell
PRESENCE optional
} |


{ ID id-C-RNTI
CRITICALITY ignore
TYPE C-RNTI
PRESENCE mandatory
} |


{ ID id-S-RNTI
CRITICALITY ignore
TYPE S-RNTI
PRESENCE mandatory
} |


{ ID id-D-RNTI
CRITICALITY ignore
TYPE D-RNTI
PRESENCE optional
} |


{ ID id-PropagationDelay
CRITICALITY ignore
TYPE PropagationDelay
PRESENCE mandatory
} |


{ ID id-STTD-SupportIndicator
CRITICALITY ignore 
TYPE STTD-SupportIndicator
PRESENCE mandatory } |


{ ID id-ClosedLoopMode1-SupportIndicator
CRITICALITY ignore 
TYPE ClosedLoopMode1-SupportIndicator
PRESENCE mandatory } |


{ ID id-L3-Information
CRITICALITY ignore
TYPE L3-Information
PRESENCE mandatory
} |


{ ID id-CN-PS-DomainIdentifier
CRITICALITY ignore
TYPE CN-PS-DomainIdentifier
PRESENCE optional
} |


{ ID id-CN-CS-DomainIdentifier
CRITICALITY ignore
TYPE CN-CS-DomainIdentifier
PRESENCE optional
} |


{ ID id-URA-Information
CRITICALITY ignore
TYPE URA-Information
PRESENCE optional
},


...

}

UplinkSignallingTransferIndicationFDD-Extensions RNSAP-PROTOCOL-EXTENSION ::= {


{ ID id-GA-CellAdditionalShapes
CRITICALITY ignore
EXTENSION GA-CellAdditionalShapes
PRESENCE optional }|


{ ID id-DPC-Mode-Change-SupportIndicator
CRITICALITY ignore
EXTENSION DPC-Mode-Change-SupportIndicator
PRESENCE optional }|


{ ID id-CommonTransportChannelResourcesInitialisationNotRequired
CRITICALITY ignore
EXTENSION CommonTransportChannelResourcesInitialisationNotRequired
PRESENCE optional }|


{ ID id-CellCapabilityContainer-FDD
CRITICALITY ignore
EXTENSION CellCapabilityContainer-FDD
PRESENCE optional }|

{ ID id-SNA-Information
CRITICALITY ignore
EXTENSION SNA-Information
PRESENCE optional }|


{ ID id-CellPortionID
CRITICALITY ignore
EXTENSION CellPortionID 
PRESENCE optional }|


{ ID id-Active-MBMS-Bearer-ServiceFDD
CRITICALITY ignore
EXTENSION Active-MBMS-Bearer-Service-ListFDD
PRESENCE optional}|


{ ID id-Inter-Frequency-Cell-List
CRITICALITY ignore
EXTENSION Inter-Frequency-Cell-List
PRESENCE optional }|


{ ID id-ExtendedPropagationDelay
CRITICALITY ignore
EXTENSION ExtendedPropagationDelay
PRESENCE optional }|


{ ID id-HSDSCH-RNTI
CRITICALITY ignore
EXTENSION HSDSCH-RNTI
PRESENCE optional }|


{ ID id-Multiple-PLMN-List
CRITICALITY ignore
EXTENSION Multiple-PLMN-List
PRESENCE optional }|


{ ID id-E-RNTI
CRITICALITY ignore
EXTENSION E-RNTI
PRESENCE optional }|


{ ID id-Max-UE-DTX-Cycle
CRITICALITY ignore
EXTENSION Max-UE-DTX-Cycle
PRESENCE conditional }|

-- This IE shall be present if the Continuous Packet Connectivity DTX-DRX Support Indicator IE in Cell Capability Container FDD IE is set to 1.

{ ID id-Dual-Band-Secondary-Serving-Cell-List
CRITICALITY ignore
EXTENSION Secondary-Serving-Cell-List 
PRESENCE optional },

...

}
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