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* * * First Change * * * *

3
Definitions and abbreviations

3.1
Definitions

For the purposes of the present document, the terms and definitions given in TR 21.905 [5]. A term defined in the present document takes precedence over the definition of the same term, if any, in TR 21.905 [5].

UE-associated Signalling Connection: UE-associated Signalling Connection is identified by the identities Context ID and CN Domain Indicator. 
3.2
Abbreviations

For the purposes of the present document, the following abbreviations apply:

CN
Core Network

EP
Elementary Procedure

HNB
Home Node B

HNB-GW
Home Node B Gateway

PDU
Protocol Data Unit

RUA
RANAP User Adaption

SCTP
Stream Control Transmission Protocol

* * * First Change * * * *

9.1.3
CONNECT
This message is sent by the HNB to the HNB-GW to establish a signalling connection and carry a RANAP message.

Direction: HNB ( HNB-GW 
	PARAMETER
	PRESENCE
	RANGE
	IE Type and Reference
	Semantics Description
	Criticality
	Assigned Criticality

	Message Type
	M
	
	9.2.1
	
	YES
	reject

	CN Domain Indicator
	M
	
	9.2.6
	
	YES
	reject

	Context ID
	M
	
	9.2.2
	
	YES
	reject

	Intra Domain NAS Node Selector
	O
	
	9.2.4
	
	YES
	ignore

	Establishment Cause
	M
	
	9.2.3
	
	YES
	reject

	RANAP Message
	M
	
	9.2.5
	
	YES
	reject


9.1.4
DIRECT TRANSFER
This message is sent by either the HNB to the HNB-GW  or the HNB-GW to the HNB to transport a connection-oriented RANAP message between the two nodes.

Direction: HNB ( HNB-GW and HNB-GW ( HNB
	PARAMETER
	PRESENCE
	RANGE
	IE Type and Reference
	Semantics Description
	Criticality
	Assigned Criticality

	Message Type
	M
	
	9.2.1
	
	YES
	reject

	CN Domain Indicator
	M
	
	9.2.6
	
	YES
	reject

	Context ID
	M
	
	9.2.2
	
	YES
	reject

	RANAP Message
	M
	
	9.2.5
	
	YES
	reject


9.1.5
DISCONNECT
This message is sent by either the HNB to the HNB-GW  or the HNB-GW to the HNB to close the signaling connection between the two nodes.

Direction:
HNB ( HNB-GW and HNB-GW ( HNB
	PARAMETER
	PRESENCE
	RANGE
	IE Type and Reference
	Semantics Description
	Criticality
	Assigned Criticality

	Message Type
	M
	
	9.2.1
	
	YES
	reject

	CN Domain Indicator
	M
	
	9.2.6
	
	YES
	reject

	Context ID
	M
	
	9.2.2
	
	YES
	reject

	Cause
	M
	
	9.2.7
	
	YES
	reject

	RANAP Message
	C - IfNormal
	
	9.2.5
	
	YES
	reject


	Condition
	Explanation

	IfNormal
	This IE shall be present if the Cause IE is set to "Normal".


* * * End of Changes * * * *
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