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1   Introduction
This document proposes some corrections on X2-AP relative to specification review and rel-9 freezing.
The first correction on “mMME” ASN.1 error is only correction subject to RAN3 discussion.

2   “mMME” is used in ASN.1 instead off “mME”: rel-8/rel-9
The ASN.1 rel-8 and rel-9 have a typographic Error in the GUMMEI definition.

GUMMEI


::= SEQUENCE {



gU-Group-ID

GU-Group-ID,



mMME-Code


MME-Code,



iE-Extensions




ProtocolExtensionContainer { {GUMMEI-ExtIEs} } OPTIONAL,



...

}

“mMME-Code” should be “mME-Code”. The correction of this error may be none backward compatible for rel-8  ASN.1. We kindly ask to RAN3 to discuss if the change is possible.

3   In ASN.1 radioresourceStatus typography rel-8/rel-9

“radioresourceStatus” should be “radioResourceStatus” in the Cell Measurement Item definition.
“CellMeasurementResult-Item ::= SEQUENCE {


cell-ID






ECGI,


hWOverLoadIndicator



HWLoadIndicator

OPTIONAL,


s1TNLOverLoadIndicator


S1TNLLoadIndicator
OPTIONAL,


radioresourceStatus



RadioResourceStatus
OPTIONAL,


iE-Extensions




ProtocolExtensionContainer { {CellMeasurementResult-Item-ExtIEs} }
OPTIONAL,


...

}”
Compare to previous typographic error, section 1, this change is a pure typographic error, we propose to accept the correction for rel-8 and rel-9.

4   “Stop” correction: rel-8/rel-9

“Stop”and “Start” should be “stop”and “start” in
RESOURCE STATUS REQUEST:

1) First correction

	Registration Request
	M
	
	ENUMERATED(start, stop,

…)
	In this Release, if the value is set to “stop”, the receiver shall stop all cells measurement.


2) Second correction 

	Condition
	Explanation

	ifRegistrationRequestStop
	This IE shall be present if the Registration Request IE is set to the value “stop”.


3) ASN.1 for information

Registration-Request
::= ENUMERATED {


start,


stop,


...

}

5   Need a space in “8.3.5.3 Unsuccessful Operation”:
“Figure 8.3.5.3-1: eNB Configuration Update, unsuccessful operation”

6   Conclusion
We kindly ask to RAN3 to discuss and decide if the first correction is needed and to agree to include other corrections as well into the rapporteur CR review.
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