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=================== Start of Change ==================
8.3
Direct Transfer

8.3.1
General

This procedure is initiated by either the HNB or HNB-GW to transport a RANAP message between the two nodes.

8.3.2
Successful Operation (HNB-GW Originated)
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Figure 2: Direct Transfer to HNB

This procedure is used to carry any DL connection-oriented RANAP message defined in [2] from the HNB-GW to the HNB. The CSG Membership Status IE may be included in the DIRECT TRANSFER message when the non-CSG UE’s CSG subscription/membership changed.
8.3.3
Successful Operation (HNB Originated)
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Figure 3: Direct Transfer to HNB-GW

This procedure is used to carry any UL connection-oriented RANAP message defined in [2], except the those carried in CONNECT or DISCONNECT messages, from the HNB to the HNB-GW. 

8.3.4
Abnormal Conditions

-

===================== Next Change ===================
9.1.4
DIRECT TRANSFER
This message is sent by either the HNB to the HNB-GW  or the HNB-GW to the HNB to transport a connection-oriented RANAP message between the two nodes.
Direction: HNB ( HNB-GW and HNB-GW ( HNB
	PARAMETER
	PRESENCE
	RANGE
	IE Type and Reference
	Semantics Description
	Criticality
	Assigned Criticality

	Message Type
	M
	
	9.2.1
	
	YES
	reject

	CN Domain ID
	M
	
	9.2.6
	
	YES
	reject

	Context ID
	M
	
	9.2.2
	
	YES
	reject

	RANAP Message
	M
	
	9.2.5
	
	YES
	reject

	CSG Membership Status
	O
	
	9.2.9
	
	YES
	ignore


===================== Next Change ===================
-- **************************************************************

--

-- Direct Transfer

--

-- **************************************************************

DirectTransfer ::= SEQUENCE {


protocolIEs


ProtocolIE-Container       { {DirectTransferIEs} },


protocolExtensions
ProtocolExtensionContainer { {DirectTransferExtensions} } 
OPTIONAL,


...

}

DirectTransferIEs RUA-PROTOCOL-IES ::= {


{ ID id-CN-DomainIndicator



CRITICALITY reject
TYPE CN-DomainIndicator

PRESENCE mandatory } |


{ ID id-Context-ID





CRITICALITY reject
TYPE Context-ID



PRESENCE mandatory } |


{ ID id-RANAP-Message




CRITICALITY reject
TYPE RANAP-Message


PRESENCE mandatory  },


...

}

DirectTransferExtensions RUA-PROTOCOL-EXTENSION ::= {

{ ID id-CSGMembershipStatus

CRITICALITY
 ignore

EXTENSION CSGMembershipStatus

PRESENCE optional
},

...

}

=================== End of Change ===================
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