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9.2.1.13
MCCH related BCCH Configuration Item

This information element provides MCCH related BCCH configuration information to the eNB.

	IE/Group Name
	Presence
	Range
	IE type and reference
	Semantics description

	MBSFN Area Id
	M
	
	9.2.1.14
	

	PDCCH Data Length
	M
	
	ENUMERATED (dl0, dl1, dl2)
	This IE is encoded along the number of OFDM symbols for PDCCH as of table 6.7-1. in [12].

	Repetition Period 
	M
	
	ENUMERATED (rf32, rf64, rf128, rf256)
	The same encoding as the repetitionPeriod in mcch-Config as specified in [11]

	Offset
	M
	
	INTEGER (0..10)
	The same encoding as the repetitionPeriod in mcch-Config as specified in [11]

	Modification Period
	M
	
	ENUMERATED (ms5120, ms10240)
	The same encoding as the modificationPeriod in mcch-Config as specified in [11]

	Subframe Allocation Info
	M
	
	BIT STRING (SIZE(6))
	The same encoding as the subframeAllocationInfo specified in [11]

	Modulation and Coding Scheme
	M
	
	ENUMERATED (n2, n7, n13, n19)
	The same encoding as the signallingMCS specified in [11]

	MBSFN Subframe Configuration
	M
	
	9.2.1.17
	

	MBSFN Cell Information Item
	
	1 to <maxnoofCells>
	
	

	>E-UTRAN CGI
	M
	
	9.2.1.11
	


/*unchanged omitted*/
9.3.5
Information Element definitions

/*unchanged omitted*/
-- M

MBMS-E-RAB-QoS-Parameters ::= SEQUENCE {


qCI







QCI,


allocationAndRetentionPriority
AllocationAndRetentionPriority,


gbrQosInformation



GBR-QosInformation












OPTIONAL,


iE-Extensions




ProtocolExtensionContainer { { MBMS-E-RAB-QoS-Parameters-ExtIEs} }
OPTIONAL,


...

}

MBMS-E-RAB-QoS-Parameters-ExtIEs M2AP-PROTOCOL-EXTENSION ::= {


...

}

MBMS-Service-Area


::= OCTET STRING

MBMS-Service-Area-ID-List 
::= SEQUENCE (SIZE(1..maxnoofMBMSServiceAreasPerCell)) OF MBMS-Service-Area
MBMS-Session-Duration ::= OCTET STRING (SIZE (3))

MBMS-Session-ID ::= OCTET STRING (SIZE (1))

MBMSsessionListPerPMCH-Item ::= SEQUENCE (SIZE(1..maxnoofSessionsPerPMCH)) OF SEQUENCE {


tmgi






TMGI,


sessionID





MBMS-Session-ID,


lcid





LCID,


iE-Extensions




ProtocolExtensionContainer { { MBMSsessionListPerPMCH-Item-ExtIEs} } OPTIONAL,


...

}

MBMSsessionListPerPMCH-Item-ExtIEs M2AP-PROTOCOL-EXTENSION ::= {


...

}

MBSFN-Area-ID

::= INTEGER (0..255)

MBSFN-SynchronisationArea-ID ::= INTEGER (0..65535)

MBSFN-Subframe-Configuration ::= SEQUENCE {


radioframeAllocationPeriod

ENUMERATED {n1, n2, n4, n8, n16, n32},


radioframeAllocationOffset

INTEGER (0..7),


subframeAllocation



CHOICE {



oneFrame





BIT STRING (SIZE (6)  ),



fourFrames





BIT STRING (SIZE (24) )


}

}

MCCH-Update-Time
::= INTEGER (0..255)

MCCHrelatedBCCH-ConfigPerMBSFNArea-Item ::= SEQUENCE {


mbsfnArea





MBSFN-Area-ID,


pdcchDataLength




ENUMERATED {s1, s2, ...},


repetitionPeriod



ENUMERATED {rf32, rf64, rf128, rf256},


offset






INTEGER (0..10),


modificationPeriod



ENUMERATED {ms5120, ms10240},


subframeAllocationInfo


BIT STRING (SIZE(6)),


modulationandCodingScheme

ENUMERATED {n2, n7, n13, n19},


mbsfnSubframConfiguration

MBSFN-Subframe-Configuration,

mbsfn-Cell-Information-Item

MBSFN-Cell-Information-List,

iE-Extensions




ProtocolExtensionContainer { { MCCHrelatedBCCH-ConfigPerMBSFNArea-Item-ExtIEs} } OPTIONAL,


...

}

MCCHrelatedBCCH-ConfigPerMBSFNArea-Item-ExtIEs M2AP-PROTOCOL-EXTENSION ::= {


...

}

MBSFN-Cell-Information-List ::= SEQUENCE (SIZE(1.. maxnoofCells)) OF ECGI
MCE-MBMS-M2AP-ID


::= INTEGER (0.. 16777215)

MCEname ::= PrintableString (SIZE (1..150,...))

MSAP-Occasion



::= ENUMERATED {rf8, rf16, rf32, rf64, rf128, rf256, rf512, rf1024}
-- N

-- O

-- P
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