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	< Sections Omitted >


8.2.17
Radio Link Setup

8.2.17.1
General

This procedure is used for establishing the necessary resources for a new Node B Communication Context in the Node B.

[FDD - The Radio Link Setup procedure is used to establish one or more radio links. The procedure establishes one or more DCHs on all radio links, and in addition, it can include the establishment of an HS-DSCH on one radio link and it can include the establishment of an E-DCH on one or more radio links.]

[TDD - The Radio Link Setup procedure is used to establish one radio link including one or more transport channels. The transport channels can be a mix of DCHs, DSCHs, and USCHs, or DCHs and an HS-DSCH, or DCHs, an HS-DSCH and an E-DCH, including also combinations where one or more transport channel types are not present.]

8.2.17.2
Successful Operation
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Figure 24: Radio Link Setup procedure, Successful Operation

The procedure is initiated with a RADIO LINK SETUP REQUEST message sent from the CRNC to the Node B using the Node B Control Port.

Upon reception of the RADIO LINK SETUP REQUEST message, the Node B shall reserve necessary resources and configure the new Radio Link(s) according to the parameters given in the message.

The Node B shall prioritise resource allocation for the RL(s) to be established according to Annex A.

If the UE Aggregate Maximum Bit Rate IE is contained in the RADIO LINK SETUP REQUEST message, the NodeB shall, if supported, store the received UE Aggregate Maximum Bit Rate parameters to control the aggregate data rate of non GBR traffic for this UE.
	< Sections Omitted >


 [1.28Mcps TDD - Power Control GAP:]

[1.28Mcps TDD - If the Power Control GAP IE is included in the RADIO LINK SETUP REQUEST message, the Node B may use the value for the power control for HS-SCCH and HS-SICH according to the [21].]

[1.28Mcps TDD - E-UTRAN Inter-RAT measurement:]

[1.28Mcps TDD - If the RADIO LINK SETUP REQUEST message includes the Idle Interval Information IE, if supported, the Node B shall use the value for E-UTRAN Inter-RAT measurement  according to the [18].
[1.28Mcps TDD – Inter-frequency/ Inter-RAT measurement:]
[1.28Mcps TDD - If the RADIO LINK SETUP REQUEST message includes the Measurement occasion pattern sequence parameters IE in the DCH Measurement Occasion Information IE, if HS-SCCH(s), E-AGCH(s) or HS-PDSCH is/are configured on TS0, the Node B shall store the information about the Measurement occasion pattern sequences and use the value(s) to calculate the Inter-frequency/Inter-RAT measurement occasion according to [18].]
	< Sections Omitted >


8.3.1
Radio Link Addition

8.3.1.1
General

This procedure is used for establishing the necessary resources in the Node B for one or more additional RLs towards a UE when there is already a Node B Communication Context for this UE in the Node B.

The Radio Link Addition procedure shall not be initiated if a Prepared Reconfiguration exists, as defined in subclause 3.1.

8.3.1.2
Successful Operation
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Figure: 28 Radio Link Addition procedure, Successful Operation

The procedure is initiated with a RADIO LINK ADDITION REQUEST message sent from the CRNC to the Node B using the Communication Control Port assigned to the concerned Node B Communication Context.

Upon reception, the Node B shall reserve the necessary resources and configure the new RL(s) according to the parameters given in the message. Unless specified below, the meaning of parameters is specified in other specifications.

The Node B shall prioritise resource allocation for the RL(s) to be established according to Annex A.

If the UE Aggregate Maximum Bit Rate IE is contained in the RADIO LINK ADDITION REQUEST message, the NodeB shall, if supported, store the received UE Aggregate Maximum Bit Rate parameters to control the aggregate data rate of non GBR traffic for this UE.
	< Sections Omitted >


 [1.28Mcps TDD - Power Control GAP:]

[1.28Mcps TDD - If the Power Control GAP IE is included in the RADIO LINK ADDITION REQUEST message, the Node B may use the value for the power control for HS-SCCH and HS-SICH according to the [21].]

[1.28Mcps TDD - E-UTRAN Inter-RAT measurement:]

[1.28Mcps TDD - If the RADIO LINK ADDITION REQUEST message includes the Idle Interval Information IE, if supported, the Node B shall use the value for E-UTRAN Inter-RAT measurement according to the [18]. 
[1.28Mcps TDD – Inter-frequency/ Inter-RAT measurement:]
[1.28Mcps TDD - If the RADIO LINK ADDITON REQUEST message includes the Measurement occasion pattern sequence parameters IE in the DCH Measurement Occasion Information IE, if HS-SCCH(s), E-AGCH(s) or HS-PDSCH is/are configured on TS0, the Node B shall store the information about the Measurement occasion pattern sequences and use the value(s) to calculate the Inter-frequency/Inter-RAT measurement occasion according to [18].]
	< Sections Omitted >


8.3.2
Synchronised Radio Link Reconfiguration Preparation

8.3.2.1
General

The Synchronised Radio Link Reconfiguration Preparation procedure is used to prepare a new configuration of Radio Link(s) related to one Node B Communication Context.

The Synchronised Radio Link Reconfiguration Preparation procedure shall not be initiated if a Prepared Reconfiguration exists, as defined in subclause 3.1.

8.3.2.2
Successful Operation


[image: image3.wmf]C

RNC

Node B

RADIO LINK RECONFIGURATION 

PREPARE

RADIO LINK RECONFIGURATION 

READY


Figure 30: Synchronised Radio Link Reconfiguration Preparation procedure, Successful Operation

The Synchronised Radio Link Reconfiguration Preparation procedure is initiated by the CRNC by sending the RADIO LINK RECONFIGURATION PREPARE message to the Node B. The message shall use the Communication Control Port assigned for this Node B Communication Context.

Upon reception, the Node B shall reserve necessary resources for the new configuration of the Radio Link(s) according to the parameters given in the message. Unless specified below, the meaning of parameters is specified in other specifications.

The Node B shall prioritise resource allocation for the RL(s) to be modified according to Annex A.

If the UE Aggregate Maximum Bit Rate IE is contained in the RADIO LINK RECONFIGURATION PREPARE message, the NodeB shall, if supported, store the received UE Aggregate Maximum Bit Rate parameters to control the aggregate data rate of non GBR traffic for this UE.
	< Sections Omitted >


 [1.28Mcps TDD - Power Control GAP:]

[1.28Mcps TDD - If the Power Control GAP IE is included in the RADIO LINK RECONFIGURATION PREPARE message, the Node B may use the value for the power control for HS-SCCH and HS-SICH according to the [21].]

[1.28Mcps TDD - E-UTRAN Inter-RAT measurement:]
[1.28Mcps TDD - If the RADIO LINK RECONFIGURATION PREPARE message includes the Idle Interval Information IE, if supported, the Node B shall use the value for E-UTRAN Inter-RAT measurement according to the [18]. 
[1.28Mcps TDD – Inter-frequency/ Inter-RAT measurement:]
[1.28Mcps TDD - If the RADIO LINK RECONFIGURATION PREPARE message includes the Measurement occasion pattern sequence parameters IE in the DCH Measurement Occasion Information IE, if HS-SCCH(s), E-AGCH(s) or HS-PDSCH is/are configured on TS0, the Node B shall store the information about the Measurement occasion pattern sequences and use the value(s) to calculate the Inter-frequency/Inter-RAT measurement occasion according to [18].]
	< Sections Omitted >


8.3.5
Unsynchronised Radio Link Reconfiguration

8.3.5.1
General

The Unsynchronised Radio Link Reconfiguration procedure is used to reconfigure Radio Link(s) related to one UE-UTRAN connection within a Node B.

The Unsynchronised Radio Link Reconfiguration procedure is used when there is no need to synchronise the time of the switching from the old to the new configuration in one Node B used for a UE-UTRAN connection with any other Node B also used for the UE–UTRAN connection.

The Unsynchronised Radio Link Reconfiguration procedure shall not be initiated if a Prepared Reconfiguration exists, as defined in subclause 3.1.

8.3.5.2
Successful Operation
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Figure 34: Unsynchronised Radio Link Reconfiguration Procedure, Successful Operation

The Unsynchronised Radio Link Reconfiguration procedure is initiated by the CRNC by sending the RADIO LINK RECONFIGURATION REQUEST message to the Node B. The message shall use the Communication Control Port assigned for this Node B Communication Context.

Upon reception, the Node B shall modify the configuration of the Radio Link(s) according to the parameters given in the message. Unless specified below, the meaning of parameters is specified in other specifications.

The Node B shall prioritise resource allocation for the RL(s) to be modified according to Annex A.

If the UE Aggregate Maximum Bit Rate IE is contained in the RADIO LINK RECONFIGURATION REQUEST message, the NodeB shall, if supported, store the received UE Aggregate Maximum Bit Rate parameters to control the aggregate data rate of non GBR traffic for this UE.
	< Sections Omitted >


 [1.28Mcps TDD - Power Control GAP:]

[1.28Mcps TDD - If the Power Control GAP IE is included in the RADIO LINK RECONFIGURATION REQUEST message, the Node B may use the value for the power control for HS-SCCH and HS-SICH according to the [21].]

[1.28Mcps TDD - E-UTRAN Inter-RAT measurement:]
[1.28Mcps TDD - If the RADIO LINK RECONFIGURATION REQUEST message includes the Idle Interval Information IE, if supported, the Node B shall use the value for E-UTRAN Inter-RAT measurement according to the [18].

[1.28Mcps TDD – Inter-frequency/ Inter-RAT measurement:]
[1.28Mcps TDD - If the RADIO LINK RECONFIGURATION REQUEST message includes the Measurement occasion pattern sequence parameters IE in the DCH Measurement Occasion Information IE, if HS-SCCH(s), E-AGCH(s) or HS-PDSCH is/are configured on TS0, the Node B shall store the information about the Measurement occasion pattern sequences and use the value(s) to calculate the Inter-frequency/Inter-RAT measurement occasion according to [18].] 
	< Sections Omitted >


9.1.39
RADIO LINK ADDITION REQUEST

	< Sections Omitted >


9.1.36.2
TDD message

	IE/Group Name
	Presence
	Range
	IE Type and Reference
	Semantics Description
	Criticality
	Assigned Criticality

	Message Discriminator
	M
	
	9.2.1.45
	
	–
	

	Message Type
	M
	
	9.2.1.46
	
	YES
	reject

	Transaction ID
	M
	
	9.2.1.62
	
	–
	

	CRNC Communication Context ID
	M
	
	9.2.1.18
	The reserved value "All CRNCCC" shall not be used.
	YES
	reject

	UL CCTrCH Information
	
	0..<maxnoCCTrCH>
	
	
	EACH
	notify

	>CCTrCH ID
	M
	
	9.2.3.3
	
	–
	

	>TFCS
	M
	
	9.2.1.58
	
	–
	

	>TFCI Coding
	M
	
	9.2.3.22
	
	–
	

	>Puncture Limit
	M
	
	9.2.1.50
	
	–
	

	>UL DPCH Information
	
	0..1
	
	Applicable to 3.84Mcps TDD only
	YES
	notify

	>>Repetition Period
	M
	
	9.2.3.16
	
	–
	

	>>Repetition Length
	M
	
	9.2.3.15
	
	–
	

	>>TDD DPCH Offset
	M
	
	9.2.3.19A
	
	–
	

	>>UL Timeslot Information
	M
	
	9.2.3.26C
	
	–
	

	>UL DPCH Information LCR
	
	0..1
	
	Applicable to 1.28Mcps TDD only
	YES
	notify

	>>Repetition Period
	M
	
	9.2.3.16
	
	–
	

	>>Repetition Length
	M
	
	9.2.3.15
	
	–
	

	>>TDD DPCH Offset
	M
	
	9.2.3.19A
	
	–
	

	>>UL Timeslot Information LCR
	M
	
	9.2.3.26E
	
	–
	

	>UL SIR Target
	O
	
	UL SIR

9.2.1.67A
	Mandatory for 1.28Mcps TDD. Not Applicable to 3.84Mcps TDD or 7.68Mcps TDD.
	YES
	reject

	>TDD TPC UL Step Size
	O
	
	9.2.3.21a
	Mandatory for 1.28Mcps TDD. Not Applicable to 3.84Mcps TDD or 7.68Mcps TDD.
	YES
	reject

	>UL DPCH Information 7.68Mcps
	
	0..1
	
	Applicable to 7.68Mcps TDD only
	YES
	notify

	>>Repetition Period
	M
	
	9.2.3.16
	
	–
	

	>>Repetition Length
	M
	
	9.2.3.15
	
	–
	

	>>TDD DPCH Offset
	M
	
	9.2.3.19A
	
	–
	

	>>UL Timeslot Information 7.68Mcps
	M
	
	9.2.3.38
	
	–
	

	DL CCTrCH Information
	
	0..<maxnoCCTrCH>
	
	
	EACH
	notify

	>CCTrCH ID
	M
	
	9.2.3.3
	
	–
	

	>TFCS
	M
	
	9.2.1.58
	
	–
	

	>TFCI Coding
	M
	
	9.2.3.22
	
	–
	

	>Puncture Limit
	M
	
	9.2.1.50
	
	–
	

	>TDD TPC DL Step Size
	M
	
	9.2.3.21
	
	–
	

	>TPC CCTrCH List
	
	0..<maxnoCCTrCH>
	
	List of uplink CCTrCH which provide TPC
	–
	

	>>TPC CCTrCH ID 
	M
	
	CCTrCH ID

9.2.3.3
	
	–
	

	>DL DPCH information
	
	0..1
	
	Applicable to 3.84Mcps TDD only
	YES
	notify

	>>Repetition Period
	M
	
	9.2.3.16
	
	–
	

	>>Repetition Length
	M
	
	9.2.3.15
	
	–
	

	>>TDD DPCH Offset
	M
	
	9.2.3.19A
	
	–
	

	>>DL Timeslot Information
	M
	
	9.2.3.4E
	
	–
	

	>DL DPCH information LCR
	
	0..1
	
	Applicable to 1.28Mcps TDD only
	YES
	notify

	>>Repetition Period
	M
	
	9.2.3.16
	
	–
	

	>>Repetition Length
	M
	
	9.2.3.15
	
	–
	

	>>TDD DPCH Offset
	M
	
	9.2.3.19A
	
	–
	

	>>DL Timeslot Information LCR
	M
	
	9.2.3.4O
	
	–
	

	>>TSTD Indicator
	M
	
	9.2.1.64
	
	–
	

	>CCTrCH Initial DL  Transmission Power
	O
	
	DL Power

9.2.1.21
	
	YES
	ignore

	>CCTrCH Maximum DL Transmission Power
	O
	
	DL Power

9.2.1.21
	
	YES
	ignore

	>CCTrCH Minimum DL Transmission Power
	O
	
	DL Power

9.2.1.21
	
	YES
	ignore

	>DL DPCH information 7.68Mcps
	
	0..1
	
	Applicable to 7.68Mcps TDD only
	YES
	notify

	>>Repetition Period
	M
	
	9.2.3.16
	
	–
	

	>>Repetition Length
	M
	
	9.2.3.15
	
	–
	

	>>TDD DPCH Offset
	M
	
	9.2.3.19A
	
	–
	

	>>DL Timeslot Information 7.68Mcps
	M
	
	9.2.3.39
	
	–
	

	DCH Information
	O
	
	DCH TDD Information 9.2.3.4C
	
	YES
	reject

	DSCH Information
	O
	
	DSCH TDD Information 9.2.3.5A
	
	YES
	reject

	USCH Information
	O
	
	9.2.3.28
	
	YES
	reject

	RL Information
	
	1
	
	
	YES
	reject

	>RL ID
	M
	
	9.2.1.53
	
	–
	

	>C-ID
	M
	
	9.2.1.9
	
	–
	

	>Frame Offset
	M
	
	9.2.1.31
	
	–
	

	>Special Burst Scheduling
	M
	
	9.2.3.18A
	
	–
	

	>Initial DL Transmission Power
	M
	
	DL Power

9.2.1.21
	
	–
	

	>Maximum DL Power
	M
	
	DL Power

9.2.1.21
	
	–
	

	>Minimum DL Power
	M
	
	DL Power

9.2.1.21
	
	–
	

	>DL Time Slot ISCP Info
	O
	
	9.2.3.4F
	Applicable to 3.84Mcps TDD and 7.68Mcps TDD only
	–
	

	>DL Time Slot ISCP Info LCR
	O
	
	9.2.3.4P
	Applicable to 1.28Mcps TDD only
	YES
	reject

	>RL Specific DCH Information
	O
	
	9.2.1.53G
	
	YES
	ignore

	>Delayed Activation
	O
	
	9.2.1.24C
	
	YES
	reject

	>UL Synchronisation Parameters LCR
	
	0..1
	
	Mandatory for 1.28Mcps TDD. Not Applicable to 3.84Mcps TDD or 7.68Mcps TDD.
	YES
	reject

	>>Uplink Synchronisation Step Size
	M
	
	9.2.3.26H
	
	–
	

	>>Uplink Synchronisation Frequency
	M
	
	9.2.3.26G
	
	–
	

	>UARFCN
	O
	
	9.2.1.65
	Mandatory for 1.28Mcps TDD when using multiple frequencies. 

Corresponds to Nt [15]
	YES
	reject

	HS-DSCH Information
	O
	
	HS-DSCH TDD Information 9.2.3.5F
	
	YES
	reject

	HS-DSCH-RNTI
	C-InfoHSDSCH
	
	9.2.1.31J
	
	YES
	reject

	HS-PDSCH RL ID
	C-InfoHSDSCH
	
	RL ID 9.2.1.53
	
	YES
	reject

	PDSCH-RL-ID
	O
	
	RL ID

9.2.1.53
	
	YES
	ignore

	E-DCH Information
	
	0..1
	
	3.84Mcps TDD only
	YES
	reject

	>E-PUCH Information
	M
	
	9.2.3.45
	
	–
	

	>E-TFCS Information TDD
	M
	
	9.2.3.46
	
	–
	

	>E-DCH MAC-d Flows Information TDD
	M
	
	9.2.3.47
	
	–
	

	>E-DCH Non-scheduled Grant Information TDD
	O
	
	9.2.3.48
	
	–
	

	>E-DCH TDD Information
	M
	
	9.2.3.49
	
	–
	

	E-DCH Serving RL
	O
	
	9.2.1.53
	
	YES
	reject

	E-DCH Information 7.68Mcps
	
	0..1
	
	7.68Mcps TDD only
	YES
	reject

	>E-PUCH Information
	M
	
	9.2.3.45
	
	–
	

	>E-TFCS Information TDD
	M
	
	9.2.3.46
	
	–
	

	>E-DCH MAC-d Flows Information TDD
	M
	
	9.2.3.47
	
	–
	

	>E-DCH Non-scheduled Grant Information 7.68Mcps TDD
	O
	
	9.2.3.64
	
	–
	

	>E-DCH TDD Information 7.68Mcps
	M
	
	9.2.3.65
	
	–
	

	E-DCH Information 1.28Mcps
	
	0..1
	
	1.28Mcps TDD only
	YES 
	reject

	>E-PUCH Information LCR
	M
	
	9.2.3.45a
	
	–
	

	>E-TFCS Information TDD
	M
	
	9.2.3.46
	
	–
	

	>E-DCH MAC-d Flows Information TDD
	M
	
	9.2.3.47
	
	–
	

	>E-DCH Non-scheduled Grant Information LCR TDD
	O
	
	9.2.3.48a
	
	–
	

	>E-DCH TDD Information LCR
	M
	
	9.2.3.49a
	
	–
	

	Power Control GAP
	O
	
	INTEGER (1..255)
	Unit: Number of subframes

Applicable to 1.28Mcps TDD only
	YES
	ignore

	Continuous Packet Connectivity DRX Information LCR
	O
	
	9.2.3.93
	1.28 Mcps TDD only
	YES
	reject

	HS-DSCH Semi-Persistent scheduling Information LCR
	O
	
	9.2.3.96
	1.28 Mcps TDD only
	YES
	reject

	E-DCH Semi-Persistent scheduling Information LCR
	O
	
	9.2.3.97
	1.28 Mcps TDD only
	YES
	reject

	Idle Interval Information
	O
	
	9.2.3.102
	TDD only
	YES
	ignore

	UE Selected MBMS Service Information
	O
	
	9.2.3.104
	This IE indicates the Time Slot information and/or TDM information of UE selected MBMS service in the other frequency. For 1.28Mcps TDD only.
	YES
	ignore

	DCH Measurement Occasion Information
	O
	
	9.2.3.xx
	Applicable for 1.28 Mcps TDD when HS-SCCH(s), E-AGCH(s) or HS-PDSCH are configured on TS0.
	YES
	reject


	Range Bound
	Explanation

	maxnoCCTrCH
	Number of CCTrCHs for one UE


	Condition
	Explanation

	InfoHSDSCH
	The IE shall be present if HS-DSCH Information IE is present.


	< Sections Omitted >


9.1.39
RADIO LINK ADDITION REQUEST

9.1.39.2
TDD Message

	IE/Group Name
	Presence
	Range
	IE Type and Reference
	Semantics Description
	Criticality
	Assigned Criticality

	Message Discriminator
	M
	
	9.2.1.45
	
	–
	

	Message Type
	M
	
	9.2.1.46
	
	YES
	reject

	Transaction ID
	M
	
	9.2.1.62
	
	–
	

	Node B Communication Context ID
	M
	
	9.2.1.48
	The reserved value "All NBCC” shall not be used.
	YES
	reject

	UL CCTrCH Information
	
	0..<maxnoCCTrCH>
	
	
	GLOBAL
	reject

	>CCTrCH ID
	M
	
	9.2.3.3
	
	–
	

	>UL DPCH Information
	
	0..1
	
	Applicable to 3.84Mcps TDD only
	YES
	notify

	>>Repetition Period
	M
	
	9.2.3.16
	
	–
	

	>>Repetition Length
	M
	
	9.2.3.15
	
	–
	

	>>TDD DPCH Offset
	M
	
	9.2.3.19A
	
	–
	

	>>UL Timeslot Information
	M
	
	9.2.3.26C
	
	–
	

	>UL DPCH Information LCR
	
	0..1
	
	Applicable to 1.28Mcps TDD only
	YES
	notify

	>>Repetition Period
	M
	
	9.2.3.16
	
	–
	

	>>Repetition Length
	M
	
	9.2.3.15
	
	–
	

	>>TDD DPCH Offset
	M
	
	9.2.3.19A
	
	–
	

	>>UL Timeslot Information LCR
	M
	
	9.2.3.26E
	
	–
	

	>TDD TPC UL Step Size
	O
	
	9.2.3.21a
	Applicable to 1.28Mcps TDD only
	YES
	reject

	>UL DPCH Information 7.68Mcps
	
	0..1
	
	Applicable to 7.68Mcps TDD only
	YES
	notify

	>>Repetition Period
	M
	
	9.2.3.16
	
	–
	

	>>Repetition Length
	M
	
	9.2.3.15
	
	–
	

	>>TDD DPCH Offset
	M
	
	9.2.3.19A
	
	–
	

	>>UL Timeslot Information 7.68Mcps
	M
	
	9.2.3.38
	
	–
	

	DL CCTrCH Information
	
	0..<maxnoCCTrCH>
	
	
	GLOBAL
	reject

	>CCTrCH ID
	M
	
	9.2.3.3
	
	–
	

	>DL DPCH information
	
	0..1
	
	Applicable to 3.84Mcps TDD only
	YES
	notify

	>>Repetition Period
	M
	
	9.2.3.16
	
	–
	

	>>Repetition Length
	M
	
	9.2.3.15
	
	–
	

	>>TDD DPCH Offset
	M
	
	9.2.3.19A
	
	–
	

	>>DL Timeslot Information
	M
	
	9.2.3.4E
	
	–
	

	>DL DPCH information LCR
	
	0..1
	
	Applicable to 1.28Mcps TDD only
	YES
	notify

	>>Repetition Period
	M
	
	9.2.3.16
	
	–
	

	>>Repetition Length
	M
	
	9.2.3.15
	
	–
	

	>>TDD DPCH Offset
	M
	
	9.2.3.19A
	
	–
	

	>>DL Timeslot Information LCR
	M
	
	9.2.3.4O
	
	–
	

	>CCTrCH Initial DL Transmission Power
	O
	
	DL Power

9.2.1.21
	
	YES
	ignore

	>TDD TPC DL Step Size
	O
	
	9.2.3.21
	
	YES
	reject

	>CCTrCH Maximum DL Transmission Power
	O
	
	DL Power

9.2.1.21
	
	YES
	ignore

	>CCTrCH Minimum DL Transmission Power
	O
	
	DL Power

9.2.1.21
	
	YES
	ignore

	>DL DPCH information 7.68Mcps
	
	0..1
	
	Applicable to 7.68Mcps TDD only
	YES
	notify

	>>Repetition Period
	M
	
	9.2.3.16
	
	–
	

	>>Repetition Length
	M
	
	9.2.3.15
	
	–
	

	>>TDD DPCH Offset
	M
	
	9.2.3.19A
	
	–
	

	>>DL Timeslot Information 7.68Mcps
	M
	
	9.2.3.39
	
	–
	

	RL Information
	
	1
	
	
	YES
	reject

	>RL ID
	M
	
	9.2.1.53
	
	–
	

	>C-ID
	M
	
	9.2.1.9
	
	–
	

	>Frame Offset
	M
	
	9.2.1.31
	
	–
	

	>Diversity Control Field
	M
	
	9.2.1.25
	
	–
	

	>Initial DL Transmission Power
	O
	
	DL Power

9.2.1.21
	
	–
	

	>Maximum DL Power
	O
	
	DL Power

9.2.1.21
	
	–
	

	>Minimum DL Power
	O
	
	DL Power

9.2.1.21
	
	–
	

	>DL Time Slot ISCP Info
	O
	
	9.2.3.4F
	Applicable to 3.84Mcps TDD and 7.68Mcps TDD only
	–
	

	>DL Time Slot ISCP Info LCR
	O
	
	9.2.3.4P
	Applicable to 1.28Mcps TDD only
	YES
	reject

	>RL Specific DCH Information
	O
	
	9.2.1.53G
	
	YES
	ignore

	>Delayed Activation
	O
	
	9.2.1.24C
	
	YES
	reject

	>UL Synchronisation Parameters LCR
	
	0..1
	
	Mandatory for 1.28Mcps TDD. Not Applicable to 3.84Mcps TDD or 7.68Mcps TDD.
	YES
	reject

	>>Uplink Synchronisation Step Size
	M
	
	9.2.3.26H
	
	–
	

	>>Uplink Synchronisation Frequency
	M
	
	9.2.3.26G
	
	–
	

	>UARFCN
	O
	
	9.2.1.65
	Mandatory for 1.28Mcps TDD when using multiple frequencies. 

Corresponds to Nt [15]
	YES
	reject

	HS-DSCH Information
	O
	
	HS-DSCH TDD Information 9.2.3.5F
	
	YES
	reject

	HS-DSCH-RNTI
	C-HSDSCHRadioLink
	
	9.2.1.31J
	
	YES
	reject

	HS-PDSCH RL ID
	O
	
	RL ID 9.2.1.53
	
	YES
	reject

	E-DCH Information
	
	0..1
	
	3.84Mcps TDD only
	YES
	reject

	>E-PUCH Information
	M
	
	9.2.3.45
	
	–
	

	>E-TFCS Information TDD
	M
	
	9.2.3.46
	
	–
	

	>E-DCH MAC-d Flows Information TDD
	M
	
	9.2.3.47
	
	–
	

	>E-DCH Non-scheduled Grant Information TDD
	O
	
	9.2.3.48
	
	–
	

	>E-DCH TDD Information
	M
	
	9.2.3.49
	
	–
	

	E-DCH Serving RL
	O
	
	9.2.1.53
	
	YES
	reject

	E-DCH Information 7.68Mcps
	
	0..1
	
	7.68Mcps TDD only
	YES
	reject

	>E-PUCH Information
	M
	
	9.2.3.45
	
	–
	

	>E-TFCS Information TDD
	M
	
	9.2.3.46
	
	–
	

	>E-DCH MAC-d Flows Information TDD
	M
	
	9.2.3.47
	
	–
	

	>E-DCH Non-scheduled Grant Information 7.68Mcps TDD
	O
	
	9.2.3.64
	
	–
	

	>E-DCH TDD Information 7.68Mcps
	M
	
	9.2.3.65
	
	–
	

	E-DCH Information 1.28Mcps
	
	0..1
	
	1.28Mcps TDD only
	YES 
	reject

	>E-PUCH Information LCR
	M
	
	9.2.3.45a
	
	–
	

	>E-TFCS Information TDD
	M
	
	9.2.3.46
	
	–
	

	>E-DCH MAC-d Flows Information TDD
	M
	
	9.2.3.47
	
	–
	

	>E-DCH Non-scheduled Grant Information LCR TDD
	O
	
	9.2.3.48a
	
	–
	

	>E-DCH TDD Information LCR
	M
	
	9.2.3.49a
	
	–
	

	Power Control GAP
	O
	
	INTEGER (1..255)
	Unit: Number of subframes

Applicable to 1.28Mcps TDD only
	YES
	ignore

	Continuous Packet Connectivity DRX Information LCR
	O
	
	9.2.3.93
	1.28 Mcps TDD only
	YES
	reject

	HS-DSCH Semi-Persistent scheduling Information LCR
	O
	
	9.2.3.96
	1.28 Mcps TDD only
	YES
	reject

	E-DCH Semi-Persistent scheduling Information LCR
	O
	
	9.2.3.97
	1.28 Mcps TDD only
	YES
	reject

	Idle Interval Information
	O
	
	9.2.3.102
	TDD only
	YES
	ignore

	UE Selected MBMS Service Information
	O
	
	9.2.3.104
	This IE indicates the Time Slot information and/or TDM information of UE selected MBMS service in the other frequency. For 1.28Mcps TDD only.
	YES
	ignore

	DCH Measurement Occasion Information
	O
	
	9.2.3.xx
	Applicable for 1.28 Mcps TDD when HS-SCCH(s), E-AGCH(s) or HS-PDSCH are configured on TS0.
	YES
	reject


	Range Bound
	Explanation

	maxnoCCTrCH
	Number of CCTrCH for one UE


	Condition
	Explanation

	HSDSCHRadioLink
	The IE shall be present if HS-PDSCH RL ID IE is present


	< Sections Omitted >


9.1.42
RADIO LINK RECONFIGURATION PREPARE
	< Sections Omitted >


9.1.42.2
TDD Message

	IE/Group Name
	Presence
	Range
	IE Type and Reference
	Semantics Description
	Criticality
	Assigned Criticality

	Message Discriminator
	M
	
	9.2.1.45
	
	–
	

	Message Type
	M
	
	9.2.1.46
	
	YES
	reject

	Transaction ID
	M
	
	9.2.1.62
	
	–
	

	Node B Communication Context ID
	M
	
	9.2.1.48
	The reserved value "All NBCC” shall not be used.
	YES
	reject

	UL CCTrCH To Add
	
	0..<maxnoofCCTrCHs>
	
	
	GLOBAL
	reject

	>CCTrCH ID
	M
	
	9.2.3.3
	
	–
	

	>TFCS
	M
	
	9.2.1.58
	
	–
	

	>TFCI Coding
	M
	
	9.2.3.22
	
	–
	

	>Puncture Limit
	M
	
	9.2.1.50
	
	–
	

	>UL DPCH To Add Per RL
	
	0..<maxnoofRLs>
	
	See note 1 below
	–
	

	>>UL DPCH Information
	
	0..1
	
	Applicable to 3.84Mcps TDD only
	YES
	reject

	>>>Repetition Period
	M
	
	9.2.3.16
	
	–
	

	>>>Repetition Length
	M
	
	9.2.3.15
	
	–
	

	>>>TDD DPCH Offset
	M
	
	9.2.3.19A
	
	–
	

	>>>UL Timeslot Information
	M
	
	9.2.3.26C
	
	–
	

	>>UL DPCH Information LCR
	
	0..1
	
	Applicable to 1.28Mcps TDD only
	YES
	reject

	>>>Repetition Period
	M
	
	9.2.3.16
	
	–
	

	>>>Repetition Length
	M
	
	9.2.3.15
	
	–
	

	>>>TDD DPCH Offset
	M
	
	9.2.3.19A
	
	–
	

	>>>UL Timeslot Information LCR
	M
	
	9.2.3.26E
	
	–
	

	>>UL SIR Target
	O
	
	UL SIR

9.2.1.67A
	Mandatory for 1.28Mcps TDD. Not Applicable to 3.84Mcps TDD or 7.68Mcps TDD
	YES
	reject

	>>TDD TPC UL Step Size
	O
	
	9.2.3.21a
	Mandatory for 1.28Mcps TDD. Not Applicable to 3.84Mcps TDD or 7.68Mcps TDD.
	YES
	reject

	>>RL ID
	O
	
	9.2.1.53
	
	YES
	ignore

	>>UL DPCH Information 7.68Mcps 
	
	0..1
	
	Applicable to 7.68Mcps TDD only
	YES
	reject

	>>>Repetition Period
	M
	
	9.2.3.16
	
	–
	

	>>>Repetition Length
	M
	
	9.2.3.15
	
	–
	

	>>>TDD DPCH Offset
	M
	
	9.2.3.19A
	
	–
	

	>>>UL Timeslot Information 7.68Mcps 
	M
	
	9.2.3.38
	
	–
	

	UL CCTrCH To Modify
	
	0..<maxnoofCCTrCHs>
	
	
	GLOBAL
	reject

	>CCTrCH ID
	M
	
	9.2.3.3
	
	–
	

	>TFCS
	O
	
	9.2.1.58
	
	–
	

	>TFCI Coding
	O
	
	9.2.3.22
	
	–
	

	>Puncture Limit
	O
	
	9.2.1.50
	
	–
	

	>UL DPCH To Modify Per RL
	
	0..<maxnoofRLs>
	
	See note 1 below
	–
	

	>>UL DPCH To Add
	
	0..1
	
	Applicable to 3.84Mcps TDD only
	YES
	reject

	>>>Repetition Period
	M
	
	9.2.3.16
	
	–
	

	>>>Repetition Length
	M
	
	9.2.3.15
	
	–
	

	>>>TDD DPCH Offset
	M
	
	9.2.3.19A
	
	–
	

	>>>UL Timeslot Information
	M
	
	9.2.3.26C
	
	–
	

	>>UL DPCH To Modify
	
	0..1
	
	
	YES
	reject

	>>>Repetition Period
	O
	
	9.2.3.16
	
	–
	

	>>>Repetition Length
	O
	
	9.2.3.15
	
	–
	

	>>>TDD DPCH Offset
	O
	
	9.2.3.19A
	
	–
	

	>>>UL Timeslot Information
	
	0..<maxnoofULts>
	
	Applicable to 3.84Mcps TDD only
	–
	

	>>>>Time Slot
	M
	
	9.2.3.23
	
	–
	

	>>>>Midamble Shift And Burst Type
	O
	
	9.2.3.7
	
	–
	

	>>>>TFCI Presence
	O
	
	9.2.1.57
	
	–
	

	>>>>UL Code Information
	
	0..<maxnoofDPCHs>
	
	
	–
	

	>>>>>DPCH ID
	M
	
	9.2.3.5
	
	–
	

	>>>>>TDD Channelisation Code
	O
	
	9.2.3.19
	
	–
	

	>>>UL Timeslot Information LCR
	
	0..<maxnoofULtsLCR>
	
	Applicable to 1.28Mcps TDD only
	GLOBAL
	reject

	>>>>Time Slot LCR
	M
	
	9.2.3.24A
	
	–
	

	>>>>Midamble Shift LCR
	O
	
	9.2.3.7A
	
	
	

	>>>>TFCI Presence
	O
	
	9.2.1.57
	
	–
	

	>>>>UL Code Information LCR
	
	0..<maxnoofDPCHsLCR>
	
	
	–
	

	>>>>>DPCH ID
	M
	
	9.2.3.5
	
	–
	

	>>>>>TDD Channelisation Code LCR
	O
	
	9.2.3.19a
	
	–
	

	>>>>>TDD UL DPCH Time Slot Format LCR
	O
	
	9.2.3.21C
	
	YES
	reject

	>>>>PLCCH Information
	O
	
	9.2.3.31
	
	YES
	reject

	>>>UL Timeslot Information 7.68Mcps
	
	0..<maxnoofULts>
	
	Applicable to 7.68Mcps TDD only
	GLOBAL
	reject

	>>>>Time Slot
	M
	
	9.2.3.23
	
	–
	

	>>>>Midamble Shift And Burst Type 7.68Mcps 
	O
	
	9.2.3.35
	
	–
	

	>>>>TFCI Presence
	O
	
	9.2.1.57
	
	–
	

	>>>>UL Code Information 7.68Mcps
	
	0..<maxnoofDPCHs>
	
	
	–
	

	>>>>>DPCH ID
	M
	
	9.2.3.5
	
	–
	

	>>>>>TDD Channelisation Code 7.68Mcps 
	O
	
	9.2.3.34
	
	–
	

	>>UL DPCH To Delete
	
	0..<maxnoofDPCHs>
	
	
	GLOBAL
	reject

	>>>DPCH ID
	M
	
	9.2.3.5
	
	–
	

	>>UL DPCH To Add LCR
	
	0..1
	
	Applicable to 1.28Mcps TDD only
	YES
	reject

	>>>Repetition Period
	M
	
	9.2.3.16
	
	–
	

	>>>Repetition Length
	M
	
	9.2.3.15
	
	–
	

	>>>TDD DPCH Offset
	M
	
	9.2.3.19A
	
	–
	

	>>>UL Timeslot Information LCR
	M
	
	9.2.3.26E
	
	–
	

	>>UL SIR Target
	O
	
	UL SIR

9.2.1.67A
	Applicable to 1.28Mcps TDD only
	YES
	reject

	>>TDD TPC UL Step Size
	O
	
	9.2.3.21a
	Applicable to 1.28Mcps TDD only
	YES
	reject

	>>RL ID
	O
	
	9.2.1.53
	
	YES
	ignore

	>>UL DPCH To Add 7.68Mcps 
	
	0..1
	
	Applicable to 7.68Mcps TDD only
	YES
	reject

	>>>Repetition Period
	M
	
	9.2.3.16
	
	–
	

	>>>Repetition Length
	M
	
	9.2.3.15
	
	–
	

	>>>TDD DPCH Offset
	M
	
	9.2.3.19A
	
	–
	

	>>>UL Timeslot Information 7.68Mcps 
	M
	
	9.2.3.38
	
	–
	

	UL CCTrCH To Delete
	
	0..<maxnoofCCTrCHs>
	
	
	GLOBAL
	reject

	>CCTrCH ID
	M
	
	9.2.3.3
	
	–
	

	DL CCTrCH To Add
	
	0..<maxnoofCCTrCHs>
	
	
	GLOBAL
	reject

	>CCTrCH ID
	M
	
	9.2.3.3
	
	–
	

	>TFCS
	M
	
	9.2.1.58
	
	–
	

	>TFCI Coding
	M
	
	9.2.3.22
	
	–
	

	>Puncture Limit
	M
	
	9.2.1.50
	
	–
	

	>TPC CCTrCH List
	
	0..<maxnoofCCTrCHs>
	
	List of uplink CCTrCH which provide TPC
	–
	

	>>TPC CCTrCH ID 
	M
	
	CCTrCH ID

9.2.3.3
	
	–
	

	>DL DPCH To Add Per RL
	
	0..<maxnoofRLs>
	
	See Note 1 below
	–
	

	>>DL DPCH Information
	
	0..1
	
	Applicable to 3.84Mcps TDD only
	YES
	reject

	>>>Repetition Period
	M
	
	9.2.3.16
	
	–
	

	>>>Repetition Length
	M
	
	9.2.3.15
	
	–
	

	>>>TDD DPCH Offset
	M
	
	9.2.3.19A
	
	–
	

	>>>DL Timeslot Information
	M
	
	9.2.3.4E
	
	–
	

	>>DL DPCH Information LCR
	
	0..1
	
	Applicable to 1.28Mcps TDD only
	YES
	reject

	>>>Repetition Period
	M
	
	9.2.3.16
	
	–
	

	>>>Repetition Length
	M
	
	9.2.3.15
	
	–
	

	>>>TDD DPCH Offset
	M
	
	9.2.3.19A
	
	–
	

	>>>DL Timeslot Information LCR
	M
	
	9.2.3.4O
	
	–
	

	>>CCTrCH Initial DL Transmission Power
	O
	
	DL Power

9.2.1.21
	
	YES
	ignore

	>>TDD TPC DL Step Size
	O
	
	9.2.3.21
	
	YES
	reject

	>>CCTrCH Maximum DL Transmission Power
	O
	
	DL Power

9.2.1.21
	
	YES
	ignore

	>>CCTrCH Minimum DL Transmission Power
	O
	
	DL Power

9.2.1.21
	
	YES
	ignore

	>>RL ID
	O
	
	9.2.1.53
	
	YES
	ignore

	>>DL DPCH Information 7.68Mcps 
	
	0..1
	
	Applicable to 7.68Mcps TDD only
	YES
	reject

	>>>Repetition Period
	M
	
	9.2.3.16
	
	–
	

	>>>Repetition Length
	M
	
	9.2.3.15
	
	–
	

	>>>TDD DPCH Offset
	M
	
	9.2.3.19A
	
	–
	

	>>>DL Timeslot Information 7.68Mcps 
	M
	
	9.2.3.39
	
	–
	

	DL CCTrCH To Modify
	
	0..<maxnoofCCTrCHs>
	
	
	GLOBAL
	reject

	>CCTrCH ID
	M
	
	9.2.3.3
	
	–
	

	>TFCS
	O
	
	9.2.1.58
	
	–
	

	>TFCI Coding
	O
	
	9.2.3.22
	
	–
	

	>Puncture Limit
	O
	
	9.2.1.50
	
	–
	

	>TPC CCTrCH List
	
	0..<maxnoofCCTrCHs>
	
	List of uplink CCTrCH which provide TPC
	–
	

	>>TPC CCTrCH ID 
	M
	
	CCTrCH ID

9.2.3.3
	
	–
	

	>DL DPCH To Modify Per RL
	
	0..<maxnoofRLs>
	
	See Note 1 below
	–
	

	>>DL DPCH To Add
	
	0..1
	
	Applicable to 3.84Mcps TDD only
	YES
	reject

	>>>Repetition Period
	M
	
	9.2.3.16
	
	–
	

	>>>Repetition Length
	M
	
	9.2.3.15
	
	–
	

	>>>TDD DPCH Offset
	M
	
	9.2.3.19A
	
	–
	

	>>>DL Timeslot Information
	M
	
	9.2.3.4E
	
	–
	

	>>DL DPCH To Modify
	
	0..1
	
	
	YES
	reject

	>>>Repetition Period
	O
	
	9.2.3.16
	
	–
	

	>>>Repetition Length
	O
	
	9.2.3.15
	
	–
	

	>>>TDD DPCH Offset
	O
	
	9.2.3.19A
	
	–
	

	>>>DL Timeslot Information
	
	0..<maxnoofDLts>
	
	Applicable to 3.84Mcps TDD only
	–
	

	>>>>Time Slot
	M
	
	9.2.3.23
	
	–
	

	>>>>Midamble Shift And Burst Type
	O
	
	9.2.3.7
	
	–
	

	>>>>TFCI Presence
	O
	
	9.2.1.57
	
	–
	

	>>>>DL Code Information
	
	0..<maxnoofDPCHs>
	
	
	–
	

	>>>>>DPCH ID
	M
	
	9.2.3.5
	
	–
	

	>>>>>TDD Channelisation Code
	O
	
	9.2.3.19
	
	–
	

	>>>DL Timeslot Information LCR
	
	0..<maxnoofDLtsLCR>
	
	Applicable to 1.28Mcps TDD only
	GLOBAL
	reject

	>>>>Time Slot LCR
	M
	
	9.2.3.24A
	
	–
	

	>>>>Midamble Shift LCR
	O
	
	9.2.3.7A
	
	
	

	>>>>TFCI Presence
	O
	
	9.2.1.57
	
	–
	

	>>>>DL Code Information LCR
	
	0..<maxnoofDPCHsLCR>
	
	
	–
	

	>>>>>DPCH ID
	M
	
	9.2.3.5
	
	–
	

	>>>>>TDD Channelisation Code LCR
	O
	
	9.2.3.19a
	
	–
	

	>>>>>TDD DL DPCH Time Slot Format LCR
	O
	
	9.2.3.19D
	
	YES
	reject

	>>>>Maximum DL Power to Modify LCR 
	O
	
	DL Power

9.2.1.21
	Maximum allowed power on DPCH 
	YES
	ignore

	>>>>Minimum DL Power to Modify LCR
	O
	
	DL Power

9.2.1.21
	Minimum allowed power on DPCH
	YES
	ignore

	>>>DL Timeslot Information 7.68Mcps 
	
	0..<maxnoofDLts>
	
	Applicable to 7.68Mcps TDD only
	GLOBAL
	reject

	>>>>Time Slot
	M
	
	9.2.3.23
	
	–
	

	>>>>Midamble Shift And Burst Type 7.68Mcps 
	O
	
	9.2.3.35
	
	–
	

	>>>>TFCI Presence
	O
	
	9.2.1.57
	
	–
	

	>>>>DL Code Information 7.68Mcps 
	
	0..<maxnoofDPCHs768>
	
	
	–
	

	>>>>>DPCH ID 7.68Mcps
	M
	
	9.2.3.42
	
	–
	

	>>>>>TDD Channelisation Code 7.68Mcps 
	O
	
	9.2.3.34
	
	–
	

	>>DL DPCH To Delete
	
	0..<maxnoofDPCHs>
	
	
	GLOBAL
	reject

	>>>DPCH ID
	M
	
	9.2.3.5
	
	–
	

	>>DL DPCH To Add LCR
	
	0..1
	
	Applicable to 1.28Mcps TDD only
	YES
	reject

	>>>Repetition Period
	M
	
	9.2.3.16
	
	–
	

	>>>Repetition Length
	M
	
	9.2.3.15
	
	–
	

	>>>TDD DPCH Offset
	M
	
	9.2.3.19A
	
	–
	

	>>>DL Timeslot Information LCR
	M
	
	9.2.3.4O
	
	–
	

	>>TDD TPC DL Step Size
	O
	
	9.2.3.21
	
	YES
	reject

	>>Maximum CCTrCH DL Power to Modify
	O
	
	DL Power

9.2.1.21
	
	YES
	ignore

	>>Minimum CCTrCH DL Power to Modify
	O
	
	DL Power

9.2.1.21
	
	YES
	ignore

	>>RL ID
	O
	
	9.2.1.53
	
	YES
	ignore

	>>DL DPCH To Add 7.68Mcps 
	
	0..1
	
	Applicable to 7.68Mcps TDD only
	YES
	reject

	>>>Repetition Period
	M
	
	9.2.3.16
	
	–
	

	>>>Repetition Length
	M
	
	9.2.3.15
	
	–
	

	>>>TDD DPCH Offset
	M
	
	9.2.3.19A
	
	–
	

	>>>DL Timeslot Information 7.68Mcps 
	M
	
	9.2.3.39
	
	–
	

	DL CCTrCH To Delete
	
	0..<maxnoofCCTrCHs>
	
	
	GLOBAL
	reject

	>CCTrCH ID
	M
	
	9.2.3.3
	
	–
	

	DCHs To Modify
	O
	
	DCHs TDD To Modify 9.2.3.4D
	
	YES
	reject

	DCHs To Add
	O
	
	DCH TDD Information 9.2.3.4C
	
	YES
	reject

	DCHs To Delete
	
	0..<maxnoofDCHs>
	
	
	GLOBAL
	reject

	>DCH ID
	M
	
	9.2.1.20
	
	–
	

	DSCH To Modify
	
	0..<maxnoofDSCHs>
	
	
	GLOBAL
	reject

	>DSCH ID
	M
	
	9.2.3.5a
	
	–
	

	>CCTrCH ID
	O
	
	9.2.3.3
	DL CCTrCH in which the DSCH is mapped
	–
	

	>Transport Format Set
	O
	
	9.2.1.59
	
	–
	

	>Allocation/Retention Priority
	O
	
	9.2.1.1A
	
	–
	

	>Frame Handling Priority
	O
	
	9.2.1.30
	
	–
	

	>ToAWS
	O
	
	9.2.1.61
	
	–
	

	>ToAWE
	O
	
	9.2.1.60
	
	–
	

	>Transport Bearer Request Indicator
	M
	
	9.2.1.62A
	
	–
	

	>Binding ID
	O
	
	9.2.1.4
	Shall be ignored if bearer establishment with ALCAP.
	YES
	ignore

	>Transport Layer Address
	O
	
	9.2.1.63
	Shall be ignored if bearer establishment with ALCAP.
	YES
	ignore

	>TNL QoS
	O
	
	9.2.1.58A
	Shall be ignored if bearer establishment with ALCAP.
	YES
	ignore

	DSCH To Add
	O
	
	DSCH TDD Information 9.2.3.5A
	
	YES
	reject

	DSCH To Delete
	
	0..<maxnoofDSCHs>
	
	
	GLOBAL
	reject

	>DSCH ID
	M
	
	9.2.3.5a
	
	–
	

	USCH To Modify
	
	0..<maxnoofUSCHs>
	
	
	GLOBAL
	reject

	>USCH ID
	M
	
	9.2.3.27
	
	–
	

	>Transport Format Set
	O
	
	9.2.1.59
	
	–
	

	>Allocation/Retention Priority
	O
	
	9.2.1.1A
	
	–
	

	>CCTrCH ID
	O
	
	9.2.3.3
	UL CCTrCH in which the USCH is mapped
	–
	

	>Transport Bearer Request Indicator
	M
	
	9.2.1.62A
	
	–
	

	>Binding ID
	O
	
	9.2.1.4
	Shall be ignored if bearer establishment with ALCAP.
	YES
	ignore

	>Transport Layer Address
	O
	
	9.2.1.63
	Shall be ignored if bearer establishment with ALCAP.
	YES
	ignore

	>TNL QoS
	O
	
	9.2.1.58A
	
	YES
	ignore

	USCH To Add
	O
	
	USCH Information 9.2.3.28
	
	YES
	reject

	USCH To Delete
	
	0..<maxnoofUSCHs>
	
	
	GLOBAL
	reject

	>USCH ID
	M
	
	9.2.3.27
	
	–
	

	RL Information
	
	0..<maxnoofRLs>
	
	See Note 1 below
	YES
	reject

	>RL ID
	M
	
	9.2.1.53
	
	–
	

	>Maximum Downlink Power 
	O
	
	DL Power

9.2.1.21
	
	–
	

	>Minimum Downlink Power 
	O
	
	DL Power

9.2.1.21
	
	–
	

	>Initial DL Transmission Power
	O
	
	DL Power

9.2.1.21
	
	YES
	ignore

	>RL Specific DCH Information
	O
	
	9.2.1.53G
	
	YES
	ignore

	>UL Synchronisation Parameters LCR
	
	0..1
	
	Mandatory for 1.28Mcps TDD. Not Applicable to 3.84Mcps TDD or 7.68Mcps TDD.
	YES
	ignore

	>>Uplink Synchronisation Step Size
	M
	
	9.2.3.26H
	
	–
	

	>>Uplink Synchronisation Frequency
	M
	
	9.2.3.26G
	
	–
	

	>DL Time Slot ISCP Info LCR
	O
	
	9.2.3.4P
	Applicable to 1.28Mcps TDD only
	YES
	ignore

	>UARFCN
	O
	
	9.2.1.65
	Applicable to 1.28Mcps TDD when using multiple frequencies. 

Corresponds to Nt [15]
	YES
	reject

	Signalling Bearer Request Indicator
	O
	
	9.2.1.55A
	
	YES
	reject

	HS-DSCH Information
	O
	
	HS-DSCH TDD Information 9.2.3.5F
	
	YES
	reject

	HS-DSCH Information To Modify
	O
	
	9.2.1.31H
	
	YES
	reject

	HS-DSCH MAC-d Flows To Add
	O
	
	HS-DSCH MAC-d Flows Information 9.2.1.31IA
	
	YES
	reject

	HS-DSCH MAC-d Flows To Delete
	O
	
	9.2.1.31IB
	
	YES
	reject

	HS-DSCH-RNTI
	C-HSDSCHRadioLink
	
	9.2.1.31J
	
	YES
	reject

	HS-PDSCH RL ID
	O
	
	RL ID 9.2.1.53
	
	YES
	reject

	PDSCH-RL-ID
	O
	
	RL ID

9.2.1.53
	
	YES
	ignore

	E-DCH Information
	
	0..1
	
	3.84Mcps TDD only
	YES
	reject

	>E-PUCH Information
	O
	
	9.2.3.45
	
	–
	

	>E-TFCS Information TDD
	O
	
	9.2.3.46
	
	–
	

	>E-DCH MAC-d Flows to Add
	O
	
	9.2.3.47
	
	–
	

	>E-DCH MAC-d Flows to Delete
	O
	
	9.2.1.73
	
	–
	

	>E-DCH Non-scheduled Grant Information TDD
	O
	
	9.2.3.48
	
	–
	

	>E-DCH TDD Information
	O
	
	9.2.3.49
	
	–
	

	>E-DCH TDD Information to Modify
	O
	
	9.2.3.52
	
	–
	

	E-DCH Serving RL
	O
	
	9.2.1.53
	
	YES
	reject

	E-DCH Information 7.68Mcps
	
	0..1
	
	7.68Mcps TDD only
	YES
	reject

	>E-PUCH Information
	O
	
	9.2.3.45
	
	–
	

	>E-TFCS Information TDD
	O
	
	9.2.3.46
	
	–
	

	>E-DCH MAC-d Flows to Add
	O
	
	9.2.3.47
	
	–
	

	>E-DCH MAC-d Flows to Delete
	O
	
	9.2.1.73
	
	–
	

	>E-DCH Non-scheduled Grant Information 7.68Mcps TDD
	O
	
	9.2.3.64
	
	–
	

	>E-DCH TDD Information 7.68Mcps
	O
	
	9.2.3.65
	
	–
	

	>E-DCH TDD Information to Modify
	O
	
	9.2.3.52
	
	–
	

	E-DCH Information 1.28Mcps
	
	0..1
	
	1.28Mcps TDD only
	YES 
	reject

	>E-PUCH Information LCR
	O
	
	9.2.3.45a
	
	–
	

	>E-TFCS Information TDD
	O
	
	9.2.3.46
	
	–
	

	>E-DCH MAC-d Flows to Add
	O
	
	9.2.3.47
	
	–
	

	>E-DCH MAC-d Flows to Delete
	O
	
	9.2.1.73
	
	–
	

	>E-DCH Non-scheduled Grant Information LCR TDD
	O
	
	9.2.3.48a
	
	–
	

	>E-DCH TDD Information LCR 
	O
	
	9.2.3.49a
	
	–
	

	>E-DCH TDD Information to Modify
	O
	
	9.2.3.52
	
	–
	

	Power Control GAP
	O
	
	INTEGER (1..255)
	Unit: Number of subframes

Applicable to 1.28Mcps TDD only
	YES
	ignore

	CPC Information
	
	0..1
	
	1.28Mcps TDD only
	YES
	reject

	>Continuous Packet Connectivity DRX Information LCR
	O
	
	9.2.3.93
	
	_
	

	>Continuous Packet Connectivity DRX Information To Modify LCR
	O
	
	9.2.3.94
	
	_
	

	>HS-DSCH Semi-Persistent scheduling Information LCR
	O
	
	9.2.3.96
	
	_
	

	>HS-DSCH Semi-Persistent scheduling Information to modify LCR
	O
	
	9.2.3.96a
	
	_
	

	>HS-DSCH Semi-Persistent scheduling Deactivate Indicator LCR
	O
	
	9.2.2.x10
	
	_
	

	>E-DCH Semi-Persistent scheduling Information LCR
	O
	
	9.2.3.97
	
	_
	

	>E-DCH Semi-Persistent scheduling Information to modify LCR
	O
	
	9.2.3.97a
	
	_
	

	>E-DCH Semi-Persistent scheduling Deactivate Indicator LCR
	O
	
	9.2.3.101
	
	_
	

	Idle Interval Information
	O
	
	9.2.3.102
	TDD only
	YES
	Ignore

	UE Selected MBMS Service Information
	O
	
	9.2.3.104
	This IE indicates the Time Slot information and/or TDM information of UE selected MBMS service in the other frequency. For 1.28Mcps TDD only.
	YES
	ignore

	DCH Measurement Occasion Information
	O
	
	9.2.3.xx
	Applicable for 1.28 Mcps TDD when HS-SCCH(s), E-AGCH(s) or HS-PDSCH are configured on TS0.
	YES
	reject

	NOTE 1:
This information element is a simplified representation of the ASN.1. Repetition 1 and repetition 2 through maxnoofRLs are represented by separate ASN.1 structures with different criticalities.


	Condition
	Explanation

	HSDSCHRadioLink
	The IE shall be present if HS-PDSCH RL ID IE is present.


	Range Bound
	Explanation

	maxnoofDCHs
	Maximum number of DCHs for a UE

	maxnoofCCTrCHs
	Maximum number of CCTrCHs for a UE

	maxnoofDPCHs
	Maximum number of DPCHs in one CCTrCH for 3.84Mcps TDD. Maximum number of uplink DPCHs in one CCTrCH for 7.68Mcps TDD

	maxnoofDPCHsLCR
	Maximum number of DPCHs in one CCTrCH for 1.28Mcps TDD

	maxnoofDPCHs768
	Maximum number of downlink DPCHs in one CCTrCH for 7.68Mcps TDD

	maxnoofDSCHs
	Maximum number of DSCHs for one UE

	maxnoofUSCHs
	Maximum number of USCHs for one UE

	maxnoofDLts
	Maximum number of Downlink time slots per Radio Link for 3.84Mcps TDD

	maxnoofDLtsLCR
	Maximum number of Downlink time slots per Radio Link for 1.28Mcps TDD

	maxnoofULts
	Maximum number of Uplink time slots per Radio Link for 3.84Mcps TDD

	maxnoofULtsLCR
	Maximum number of Uplink time slots per Radio Link for 1.28Mcps TDD

	maxnoofRLs
	Maximum number of RLs for one UE


	< Sections Omitted >


9.1.47 RADIO LINK RECONFIGURATION REQUEST
	< Sections Omitted >


9.1.47.2
TDD Message

	IE/Group Name
	Presence
	Range
	IE Type and Reference
	Semantics Description
	Criticality
	Assigned Criticality

	Message Discriminator
	M
	
	9.2.1.45
	
	–
	

	Message Type
	M
	
	9.2.1.46
	
	YES
	reject

	Transaction ID
	M
	
	9.2.1.62
	
	–
	

	Node B Communication Context ID
	M
	
	9.2.1.48
	The reserved value "All NBCC” shall not be used.
	YES
	reject

	UL CCTrCH To Modify
	
	0..<maxnoofCCTrCHs>
	
	
	EACH
	notify

	>CCTrCH ID
	M
	
	9.2.3.3
	
	–
	

	>TFCS
	O
	
	9.2.1.58
	
	–
	

	>Puncture Limit
	O
	
	9.2.1.50
	
	–
	

	>UL SIR Target
	O
	
	UL SIR

9.2.1.67A
	Applicable to 1.28Mcps TDD only
	YES
	reject

	UL CCTrCH To Delete
	
	0..<maxnoofCCTrCHs>
	
	
	EACH
	notify

	>CCTrCH ID
	M
	
	9.2.3.3
	
	–
	

	DL CCTrCH To Modify
	
	0..<maxnoofCCTrCHs>
	
	
	EACH
	notify

	>CCTrCH ID
	M
	
	9.2.3.3
	
	–
	

	>TFCS
	O
	
	9.2.1.58
	
	–
	

	>Puncture Limit
	O
	
	9.2.1.50
	
	–
	

	>DL CCTrCH To Modify Per RL
	
	0..<maxnoofRLs>
	
	See note 1 below
	
	

	>>DL DPCH To Modify LCR
	
	0..1
	
	Applicable to 1.28Mcps TDD only
	YES
	 ignore

	>>>DL Timeslot Information LCR
	
	0..<maxnoofDLtsLCR>
	
	
	–
	

	>>>>Time Slot LCR
	M
	
	9.2.3.24A
	
	–
	

	>>>>Maximum DL Power
	O
	
	DL Power

9.2.1.21
	Maximum allowed power on DPCH
	–
	

	>>>>Minimum DL Power
	O
	
	DL Power

9.2.1.21
	Minimum allowed power on DPCH
	–
	

	>>CCTrCH Maximum DL Transmission Power
	O
	
	DL Power

9.2.1.21
	
	YES
	ignore

	>>CCTrCH Minimum DL Transmission Power
	O
	
	DL Power

9.2.1.21
	
	YES
	ignore

	>>RL ID
	O
	
	9.2.1.53
	
	YES
	ignore

	DL CCTrCH To Delete
	
	0..<maxnoofCCTrCHs>
	
	
	EACH
	notify

	>CCTrCH ID
	M
	
	9.2.3.3
	
	–
	

	DCHs To Modify
	O
	
	DCHs TDD To Modify 9.2.3.4D
	
	YES
	reject

	DCHs To Add
	O
	
	DCH TDD Information 9.2.3.4C
	
	YES
	reject

	DCHs To Delete
	
	0..<maxnoofDCHs>
	
	
	GLOBAL
	reject

	>DCH ID
	M
	
	9.2.1.20
	
	–
	

	RL Information
	
	0..<maxnoofRLs>
	
	See note 1 below
	YES
	reject

	>RL ID
	M
	
	9.2.1.53
	
	–
	

	>Maximum Downlink Power 
	O
	
	DL Power

9.2.1.21
	
	–
	

	>Minimum Downlink Power 
	O
	
	DL Power

9.2.1.21
	
	–
	

	>RL Specific DCH Information
	O
	
	9.2.1.53G
	
	YES
	ignore

	>UL Synchronisation Parameters LCR
	
	0..1
	
	Mandatory for 1.28Mcps TDD. Not Applicable to 3.84Mcps TDD or 7.68Mcps TDD.
	YES
	ignore

	>>Uplink Synchronisation Step Size
	M
	
	9.2.3.26H
	
	–
	

	>>Uplink Synchronisation Frequency
	M
	
	9.2.3.26G
	
	–
	

	Signalling Bearer Request Indicator
	O
	
	9.2.1.55A
	
	YES
	reject

	HS-DSCH Information
	O
	
	HS-DSCH TDD Information 
9.2.3.5F
	
	YES
	reject

	HS-DSCH Information To Modify Unsynchronised
	O
	
	9.2.1.31HA
	
	YES
	reject

	HS-DSCH MAC-d Flows To Add
	O
	
	HS-DSCH MAC-d Flows Information 9.2.1.31IA
	
	YES
	reject

	HS-DSCH MAC-d Flows To Delete
	O
	
	9.2.1.31IB
	
	YES
	reject

	HS-DSCH-RNTI
	C-HSDSCHRadioLink
	
	9.2.1.31J
	
	YES
	reject

	HS-PDSCH RL ID
	O
	
	RL ID 9.2.1.53
	
	YES
	reject

	E-DCH Information
	
	0..1
	
	3.84Mcps TDD only
	YES
	reject

	>E-PUCH Information
	O
	
	9.2.3.45
	
	–
	

	>E-TFCS Information TDD
	O
	
	9.2.3.46
	
	–
	

	>E-DCH MAC-d Flows to Add
	O
	
	9.2.3.47
	
	–
	

	>E-DCH MAC-d Flows to Delete
	O
	
	9.2.1.73
	
	–
	

	>E-DCH Non-scheduled Grant Information TDD
	O
	
	9.2.3.48
	
	–
	

	>E-DCH TDD Information
	O
	
	9.2.3.49
	
	–
	

	>E-DCH TDD Information to Modify
	O
	
	9.2.3.52
	
	–
	

	E-DCH Serving RL
	O
	
	9.2.1.53
	
	YES
	reject

	E-DCH Information 7.68Mcps
	
	0..1
	
	7.68Mcps TDD only
	YES
	reject

	>E-PUCH Information
	O
	
	9.2.3.45
	
	–
	

	>E-TFCS Information TDD
	O
	
	9.2.3.46
	
	–
	

	>E-DCH MAC-d Flows to Add
	O
	
	9.2.3.47
	
	–
	

	>E-DCH MAC-d Flows to Delete
	O
	
	9.2.1.73
	
	–
	

	>E-DCH Non-scheduled Grant Information 7.68Mcps TDD
	O
	
	9.2.3.64
	
	–
	

	>E-DCH TDD Information 7.68Mcps
	O
	
	9.2.3.65
	
	–
	

	>E-DCH TDD Information to Modify
	O
	
	9.2.3.52
	
	–
	

	E-DCH Information 1.28Mcps
	
	0..1
	
	1.28Mcps TDD only 
	YES
	reject

	>E-PUCH Information LCR
	O
	
	9.2.3.45a
	
	–
	

	>E-TFCS Information TDD
	O
	
	9.2.3.46
	
	–
	

	>E-DCH MAC-d Flows to Add
	O
	
	9.2.3.47
	
	–
	

	>E-DCH MAC-d Flows to Delete
	O
	
	9.2.1.73
	
	–
	

	>E-DCH Non-scheduled Grant Information LCR TDD
	O
	
	9.2.3.48a
	
	–
	

	>E-DCH TDD Information LCR
	O
	
	9.2.3.49a
	
	–
	

	>E-DCH TDD Information to Modify
	O
	
	9.2.3.52
	
	–
	

	Power Control GAP
	O
	
	INTEGER (1..255)
	Unit: Number of subframes

Applicable to 1.28Mcps TDD only
	YES
	ignore

	CPC Information
	
	0..1
	
	
	YES
	reject

	>Continuous Packet Connectivity DRX Information LCR
	O
	
	9.2.3.93
	
	_
	

	>Continuous Packet Connectivity DRX Information To Modify LCR
	O
	
	9.2.3.94
	
	_
	

	>HS-DSCH Semi-Persistent scheduling Information LCR
	O
	
	9.2.3.96
	
	_
	

	>HS-DSCH Semi-Persistent scheduling Information to modify LCR
	O
	
	9.2.3.96a
	
	_
	

	>HS-DSCH Semi-Persistent scheduling Deactivate Indicator LCR
	O
	
	9.2.2.x10
	
	YES
	reject

	>E-DCH Semi-Persistent scheduling Information LCR
	O
	
	9.2.3.97
	
	_
	

	>E-DCH Semi-Persistent scheduling Information to modify LCR
	O
	
	9.2.3.97a
	
	_
	

	>E-DCH Semi-Persistent scheduling Deactivate Indicator LCR
	O
	
	9.2.3.101
	
	YES
	reject

	Idle Interval Information
	O
	
	9.2.3.102
	TDD only
	YES
	Ignore

	UE Selected MBMS Service Information
	O
	
	9.2.3.104
	This IE indicates the Time Slot information and/or TDM information of UE selected MBMS service in the other frequency. For 1.28Mcps TDD only.
	YES
	ignore

	DCH Measurement Occasion Information
	O
	
	9.2.3.xx
	Applicable for 1.28 Mcps TDD when HS-SCCH(s), E-AGCH(s) or HS-PDSCH are configured on TS0.
	YES
	reject

	NOTE 1:
This information element is a simplified representation of the ASN.1. Repetition 1 and repetition 2 through maxnoofRLs are represented by separate ASN.1 structures with different criticality.


	Range Bound
	Explanation

	maxnoofCCTrCHs
	Maximum number of CCTrCHs for a UE

	maxnoofDLtsLCR
	Maximum number of Downlink time slots per Radio Link for 1.28Mcps TDD

	maxnoofDCHs
	Maximum number of DCHs for a UE

	maxnoofRLs
	Maximum number of RLs for one UE


	Condition
	Explanation

	HSDSCHRadioLink
	The IE shall be present if HS-PDSCH RL ID IE is present.


	< Sections Omitted >


9.2.3.xx
DCH Measurement Occasion Information
The DCH Measurement Occasion Information IE indicates Measurement Occasion Information used for inter-frequency/inter-RAT measurements in CELL_DCH state for 1.28Mcps TDD. 
	IE/Group Name
	Presence
	Range
	IE Type and Reference
	Semantics Description

	CELL_DCH measurement occasion pattern sequence
	
	1 to <maxDCHMeasurementOccasionPatternSequence>
	
	

	>Pattern sequence identifier
	M
	
	Integer(1.. maxDCHMeasurementOccasionPatternSequence)
	

	>Status Flag
	M
	
	Enumerated(activate, deactivate)
	This flag indicates whether the measurement occasion pattern sequence shall be activated or deactivated.

	>Measurement occasion pattern sequence parameters
	O
	
	
	

	>>k
	M
	
	Integer(1..9)
	CELL_DCH measurement occasion cycle length coefficient. The actual measurement occasion period equal to 2k radio frames. Value 0 indicates continuous allocation.

	>>Offset
	M
	
	Integer(0..511)
	In frames. The measurement occasion position in the measurement period.

	>>M_Length
	M
	
	Integer(1..512)
	The measurement occasion length in frames starting from the Offset.

	>>Timeslot Bitmap
	M
	
	Bit string (7)
	Bitmap indicating which of the timeslot(s) is/are allocated for measurement. 

Bit 0 is for timeslot 0. Bit 1 is for timeslot 1. Bit 2 is for timeslot 2. Bit 3 is for timeslot 3. Bit 4 is for timeslot 4. Bit 5 is for timeslot 5. Bit 6 is for timeslot 6.
The value 0 of a bit means the corresponding timeslot is not used for measurement. The value 1 of a bit means the corresponding timeslot is used for measurement.

Bit 0 is the first/leftmost bit of the bit string.


	Range Bound
	Explanation

	maxDCHMeasurementOccasionPatternSequence
	Maximum number of measurement occasion pattern sequence


	< Sections Omitted >


9.3.3
PDU Definitions

-- **************************************************************

--

-- PDU definitions for NBAP.

--

-- **************************************************************

NBAP-PDU-Contents {

itu-t (0) identified-organization (4) etsi (0) mobileDomain (0) 

umts-Access (20) modules (3) nbap (2) version1 (1) nbap-PDU-Contents (1) }

DEFINITIONS AUTOMATIC TAGS ::= 

BEGIN

-- **************************************************************

--

-- IE parameter types from other modules.

--

-- **************************************************************

IMPORTS


Active-Pattern-Sequence-Information,


AddorDeleteIndicator,


AICH-Power,


AICH-TransmissionTiming,


AllocationRetentionPriority,

AlternativeFormatReportingIndicator,

AvailabilityStatus,


BCCH-ModificationTime,


BindingID,


BlockingPriorityIndicator,


BroadcastReference,


SCTD-Indicator,


Cause,


CCTrCH-ID,


Cell-ERNTI-Status-Information,


CellParameterID,


CellPortionID,


CellSyncBurstCode,


CellSyncBurstCodeShift,


CellSyncBurstRepetitionPeriod,


CellSyncBurstSIR,


CellSyncBurstTiming,


CellSyncBurstTimingThreshold, 

CellPortion-CapabilityLCR,

CFN,


ChipOffset,


C-ID,


Closedlooptimingadjustmentmode,

CommonChannelsCapacityConsumptionLaw,


Compressed-Mode-Deactivation-Flag,


Common-MACFlows-to-DeleteFDD,


CommonMeasurementAccuracy,


CommonMeasurementType,


CommonMeasurementValue,


CommonMeasurementValueInformation,


CommonPhysicalChannelID,


CommonPhysicalChannelID768,

Common-EDCH-Capability,

Common-E-DCH-HSDPCCH-Capability,

Common-EDCH-System-InformationFDD,


Common-EDCH-System-Information-ResponseFDD,

Common-PhysicalChannel-Status-Information,


Common-PhysicalChannel-Status-Information768,


Common-TransportChannel-Status-Information,


CommonTransportChannelID,


CommonTransportChannel-InformationResponse,


CommunicationControlPortID,


ConfigurationGenerationID,


ConstantValue,


ContinuousPacketConnectivityDTX-DRX-Capability,


ContinuousPacketConnectivityDTX-DRX-Information,


ContinuousPacketConnectivityHS-SCCH-less-Capability,


ContinuousPacketConnectivityHS-SCCH-less-Information,


ContinuousPacketConnectivityHS-SCCH-less-Information-Response,


ContinuousPacketConnectivity-DRX-CapabilityLCR,


ContinuousPacketConnectivity-DRX-InformationLCR,


ContinuousPacketConnectivity-DRX-Information-ResponseLCR,


CPC-InformationLCR,


CPC-Information,


CriticalityDiagnostics,


CRNC-CommunicationContextID,


CSBMeasurementID,


CSBTransmissionID,


DCH-FDD-Information,


DCH-Indicator-For-E-DCH-HSDPA-Operation,


DCH-InformationResponse,


DCH-ID,


FDD-DCHs-to-Modify,


TDD-DCHs-to-Modify,


DCH-TDD-Information,


DedicatedChannelsCapacityConsumptionLaw,


DedicatedMeasurementType,


DedicatedMeasurementValue,


DedicatedMeasurementValueInformation,


DelayedActivation,


DelayedActivationUpdate,

DiversityControlField,


DiversityMode,


DL-DPCH-SlotFormat,


DL-DPCH-TimingAdjustment,


DL-or-Global-CapacityCredit,


DL-Power,


DL-PowerBalancing-Information,


DL-PowerBalancing-ActivationIndicator,

DLPowerAveragingWindowSize,


DL-PowerBalancing-UpdatedIndicator,

DL-ScramblingCode,


DL-TimeslotISCP,


DL-Timeslot-Information,


DL-TimeslotLCR-Information,


DL-TimeslotISCPInfo,


DL-TimeslotISCPInfoLCR,


DL-TPC-Pattern01Count,


DPC-Mode,


DPCH-ID,


DPCH-ID768,


DSCH-ID,


DSCH-InformationResponse,


DSCH-TDD-Information,


Dual-Band-Capability-Info,

DwPCH-Power,


E-AGCH-FDD-Code-Information,

E-AI-Capability,


E-DCH-Capability,


E-DCHCapacityConsumptionLaw,


E-DCH-TTI2ms-Capability,


E-DCH-SF-Capability,


E-DCH-HARQ-Combining-Capability,


E-DCH-FDD-DL-Control-Channel-Information,

E-DCH-FDD-Information,


E-DCH-FDD-Information-Response,


E-DCH-FDD-Information-to-Modify,


E-DCH-FDD-Update-Information,


E-DCH-MACdFlow-ID,


E-DCH-MACdFlows-Information,


E-DCH-MACdFlows-to-Delete,


E-DCH-MACdPDU-SizeCapability,


E-DCH-RL-Indication,


E-DCH-Serving-Cell-Change-Info-Response,

E-DPCCH-PO,


E-RGCH-E-HICH-FDD-Code-Information,


E-RGCH-2-IndexStepThreshold,


E-RGCH-3-IndexStepThreshold,


End-Of-Audit-Sequence-Indicator,

Enhanced-FACH-Capability,


Enhanced-PCH-Capability,

Enhanced-UE-DRX-Capability,

Enhanced-UE-DRX-InformationFDD,


E-TFCS-Information,


E-TTI,


ExtendedPropagationDelay,


Fast-Reconfiguration-Mode,


Fast-Reconfiguration-Permission,


FDD-DL-ChannelisationCodeNumber,


FDD-DL-CodeInformation,


FDD-S-CCPCH-FrameOffset,


FDD-S-CCPCH-Offset,


FDD-TPC-DownlinkStepSize,

F-DPCH-Capability,


F-DPCH-SlotFormat,

F-DPCH-SlotFormatCapability,

FirstRLS-Indicator,


FNReportingIndicator,


FPACH-Power,


FrameAdjustmentValue,


FrameHandlingPriority,


FrameOffset,


HARQ-Info-for-E-DCH,


HSDPA-Capability,


HSDSCH-Common-System-InformationFDD,


HSDSCH-Common-System-Information-ResponseFDD,


HSDSCH-Configured-Indicator,


HSDSCH-Paging-System-InformationFDD,


HSDSCH-Paging-System-Information-ResponseFDD,


HS-DSCH-Serving-Cell-Change-Info,

HS-DSCH-Serving-Cell-Change-Info-Response,


HSDSCH-MACdPDU-SizeCapability,


HS-PDSCH-FDD-Code-Information,


HS-SCCH-ID,


HS-SCCH-FDD-Code-Information,


HS-SICH-ID,


IB-OC-ID,


IB-SG-DATA,


IB-SG-POS,


IB-SG-REP,


IB-Type,


InformationExchangeID,


InformationReportCharacteristics,


InformationType,

Initial-DL-DPCH-TimingAdjustment-Allowed,


InnerLoopDLPCStatus,


IPDL-FDD-Parameters,


IPDL-TDD-Parameters,


IPDL-Indicator,


IPDL-TDD-Parameters-LCR,

IPMulticastIndication,


LimitedPowerIncrease,

Local-Cell-ID,


MaximumDL-PowerCapability,


Maximum-Target-ReceivedTotalWideBandPower,


MaximumTransmissionPower,


MaxNrOfUL-DPDCHs,


Max-Set-E-DPDCHs,


MaxPRACH-MidambleShifts,


Max-UE-DTX-Cycle,


MBMS-Capability,

MeasurementFilterCoefficient,


MeasurementID,


MeasurementRecoveryBehavior,


MeasurementRecoveryReportingIndicator,


MeasurementRecoverySupportIndicator,


MICH-CFN,


MICH-Mode,


MidambleAllocationMode,


MidambleShiftAndBurstType,


MidambleShiftAndBurstType768,


MidambleShiftLCR,


MinimumDL-PowerCapability,


MinSpreadingFactor,


MIMO-Capability,


MIMO-PilotConfiguration,


MinUL-ChannelisationCodeLength,


Modification-Period,


MultiplexingPosition,


NCyclesPerSFNperiod,


NRepetitionsPerCyclePeriod,


N-INSYNC-IND,


N-OUTSYNC-IND,


NeighbouringCellMeasurementInformation,


NeighbouringFDDCellMeasurementInformation,


NeighbouringTDDCellMeasurementInformation,

NI-Information,


NodeB-CommunicationContextID,


NotificationIndicatorLength,


NumberOfReportedCellPortions, 

NumberOfReportedCellPortionsLCR,

NSubCyclesPerCyclePeriod,


PagingIndicatorLength,


Paging-MACFlows-to-DeleteFDD,


PayloadCRC-PresenceIndicator,


PCCPCH-Power,


PDSCHSet-ID,


PDSCH-ID,


PDSCH-ID768,


PICH-Mode,


PICH-Power,


PLCCHinformation,


PowerAdjustmentType,


PowerOffset,


PowerRaiseLimit,


PRACH-Midamble,


PreambleSignatures,


PreambleThreshold,


PredictedSFNSFNDeviationLimit,

PredictedTUTRANGPSDeviationLimit,

PrimaryCPICH-Power,


Primary-CPICH-Usage-for-Channel-Estimation,

PrimaryScramblingCode,


PropagationDelay,


SCH-TimeSlot,


PunctureLimit,


PUSCHSet-ID,


PUSCH-ID,


QE-Selector,


RACH-SlotFormat,


RACH-SubChannelNumbers,


Reference-ReceivedTotalWideBandPower,


Reference-ReceivedTotalWideBandPowerReporting,


Reference-ReceivedTotalWideBandPowerSupportIndicator,

Maximum-Target-ReceivedTotalWideBandPower-LCR,


ReferenceClockAvailability,


ReferenceSFNoffset,


RepetitionLength,


RepetitionPeriod,


ReportCharacteristics,


RequestedDataValue,


RequestedDataValueInformation,


ResourceOperationalState,


RL-Set-ID,


RL-ID,


RL-Specific-DCH-Info,


RL-Specific-E-DCH-Info,


Received-total-wide-band-power-Value,


AdjustmentPeriod,

ScaledAdjustmentRatio,

MaxAdjustmentStep,

RNC-ID,

ScramblingCodeNumber,


Secondary-CPICH-Information-Change,

SecondaryCCPCH-SlotFormat,


Segment-Type,


Semi-PersistentScheduling-CapabilityLCR,


Serving-E-DCH-RL-ID,

SixteenQAM-UL-Capability,


SixtyfourQAM-DL-Capability,

SixtyfourQAM-DL-MIMO-Combined-Capability,


SFN,


SFNSFNChangeLimit,

SFNSFNDriftRate,


SFNSFNDriftRateQuality,


SFNSFNQuality,


ShutdownTimer,


SIB-Originator,


SpecialBurstScheduling,


SignallingBearerRequestIndicator,


Start-Of-Audit-Sequence-Indicator,


STTD-Indicator,


SSDT-SupportIndicator,

E-DPCCH-Power-Boosting-Capability,


SyncCase,


SYNCDlCodeId,


SyncFrameNumber,


SynchronisationReportCharacteristics,


SynchronisationReportType,

Target-NonServing-EDCH-To-Total-EDCH-Power-Ratio,

T-Cell,


T-RLFAILURE,


TDD-ChannelisationCode,


TDD-ChannelisationCodeLCR,


TDD-ChannelisationCode768,


TDD-DL-Code-LCR-Information,


TDD-DPCHOffset,


TDD-TPC-DownlinkStepSize,


TDD-PhysicalChannelOffset,


TDD-UL-Code-LCR-Information,


TFCI-Coding,


TFCI-Presence,


TFCI-SignallingMode,


TFCS,


TimeSlot,


TimeSlotLCR,


TimeSlotDirection,


TimeSlotStatus,


TimingAdjustmentValue,


TimingAdvanceApplied,


TnlQos,


ToAWE,


ToAWS,


TransmissionDiversityApplied,


TransmitDiversityIndicator,


TransmissionGapPatternSequenceCodeInformation,


Transmission-Gap-Pattern-Sequence-Information,


TransportBearerRequestIndicator,


TransportFormatSet,


TransportLayerAddress,


TSTD-Indicator,


TUTRANGPS,


TUTRANGPSChangeLimit,


TUTRANGPSDriftRate,


TUTRANGPSDriftRateQuality,


TUTRANGPSQuality,

UARFCN,


UC-Id,

USCH-Information,


USCH-InformationResponse,


UL-CapacityCredit,


UL-DPCCH-SlotFormat,


UL-DPDCH-Indicator-For-E-DCH-Operation,


UL-SIR,


UL-FP-Mode,


UL-PhysCH-SF-Variation,


UL-ScramblingCode,


UL-Timeslot-Information,


UL-TimeslotLCR-Information,


UL-TimeSlot-ISCP-Info,


UL-TimeSlot-ISCP-LCR-Info,


UL-TimeslotISCP-Value,


UL-TimeslotISCP-Value-IncrDecrThres,


USCH-ID,


HSDSCH-FDD-Information,


HSDSCH-FDD-Information-Response,


HSDSCH-Information-to-Modify,


HSDSCH-Information-to-Modify-Unsynchronised,


HSDSCH-MACdFlow-ID,


HSDSCH-MACdFlows-Information,

HSDSCH-MACdFlows-to-Delete,


HSDSCH-RNTI,


HSDSCH-TDD-Information,


HSDSCH-TDD-Information-Response,


PrimaryCCPCH-RSCP,


HSDSCH-FDD-Update-Information,


HSDSCH-TDD-Update-Information,


UL-Synchronisation-Parameters-LCR,


TDD-DL-DPCH-TimeSlotFormat-LCR,


TDD-UL-DPCH-TimeSlotFormat-LCR,


TDD-TPC-UplinkStepSize-LCR,


CellSyncBurstTimingLCR,


TimingAdjustmentValueLCR,

PrimaryCCPCH-RSCP-Delta,


SynchronisationIndicator,


TDD-UL-Code-768-Information,


UL-Timeslot768-Information,


TDD-DL-Code-768-Information,


DL-Timeslot768-Information,


E-DCH-TDD-CapacityConsumptionLaw,


E-DCH-Information,


E-DCH-Information-Response,


E-DCH-Information-Reconfig,


LTGI-Presence,


SNPL-Reporting-Type,


E-AGCH-Id,


E-HICH-TimeOffset,


Maximum-Generated-ReceivedTotalWideBandPowerInOtherCells,


E-DCH-768-Information,


E-DCH-768-Information-Reconfig,


RTWP-ReportingIndicator,


RTWP-CellPortion-ReportingIndicator,


MAChs-ResetIndicator,


E-DCH-LCR-Information,


E-DCH-LCR-Information-Reconfig,


E-HICH-ID-TDD,


E-HICH-TimeOffsetLCR,

E-HICH-Type,


ModulationPO-MBSFN,


Secondary-CCPCH-SlotFormat-Extended,


ModulationMBSFN,


MBSFN-Only-Mode-Indicator,


MBSFN-Only-Mode-Capability,


UPPCHPositionLCR,


ControlGAP,

IdleIntervalInformation,


Extended-HS-SICH-ID,


Extended-HS-SCCH-ID,


TimeslotLCR-Extension,


Extended-E-HICH-ID-TDD,


AdditionalTimeSlotListLCR,


AdditionalMeasurementValueList,

HS-SCCH-ID-LCR,

Paging-MACFlows-to-DeleteLCR,


HSDSCH-Paging-System-InformationLCR,


HSDSCH-Paging-System-Information-ResponseLCR,


HSDSCH-Common-System-InformationLCR,


HSDSCH-Common-System-Information-ResponseLCR,


Enhanced-UE-DRX-InformationLCR,


E-DCH-MACdFlow-ID-LCR,


Common-EDCH-System-InformationLCR,


Common-EDCH-System-Information-ResponseLCR,


Common-MACFlows-to-DeleteLCR,


DL-HS-PDSCH-Timeslot-Information-LCR-PSCH-ReconfRqst,


E-DCH-MACdFlows-to-DeleteLCR,


HSDSCH-PreconfigurationSetup,


HSDSCH-PreconfigurationInfo,


NoOfTargetCellHS-SCCH-Order,


EnhancedHSServingCC-Abort,


GANSS-Time-ID,


HS-DSCH-FDD-Secondary-Serving-Update-Information,


HS-DSCH-Secondary-Serving-Remove,


HS-DSCH-FDD-Secondary-Serving-Information-To-Modify-Unsynchronised,


HS-DSCH-Secondary-Serving-Information-To-Modify,


HS-DSCH-Secondary-Serving-Cell-Change-Information-Response,


HS-DSCH-FDD-Secondary-Serving-Information-Response,


HS-DSCH-FDD-Secondary-Serving-Information,


Multi-Cell-Capability-Info,

MinimumReducedE-DPDCH-GainFactor,


IMB-Parameters,


E-RNTI,


E-DCH-Semi-PersistentScheduling-Information-LCR,


HS-DSCH-Semi-PersistentScheduling-Information-LCR,


Add-To-Non-HS-SCCH-Associated-HS-SICH-Resource-Pool-LCR-PSCH-ReconfRqst,


Modify-Non-HS-SCCH-Associated-HS-SICH-Resource-Pool-LCR-PSCH-ReconfRqst,


Delete-From-Non-HS-SCCH-Associated-HS-SICH-Resource-Pool-LCR-PSCH-ReconfRqst,


HS-DSCH-Semi-PersistentScheduling-Information-ResponseLCR,


E-DCH-Semi-PersistentScheduling-Information-ResponseLCR,


HSSICH-ReferenceSignal-InformationLCR,


UE-Selected-MBMS-Service-Information,


UE-AggregateMaximumBitRate,

HSSICH-ReferenceSignal-InformationModifyLCR,


TimeSlotMeasurementValueListLCR,

MIMO-PowerOffsetForS-CPICHCapability,


MIMO-PilotConfigurationExtension,


TxDiversityOnDLControlChannelsByMIMOUECapability,

Single-Stream-MIMO-Capability,

ActivationInformation,


Cell-Capability-Container,


DormantModeIndicator,

Additional-EDCH-Setup-Info,

Additional-EDCH-Cell-Information-Response-List,

Additional-EDCH-Cell-Information-To-Add-List,

Additional-EDCH-FDD-Information-Response-ItemIEs,

Additional-EDCH-Cell-Information-ConfigurationChange-List,

Additional-EDCH-Cell-Information-Removal-List,

Additional-EDCH-FDD-Update-Information,


DCH-MeasurementOccasion-Information
FROM NBAP-IEs


PrivateIE-Container{},


ProtocolExtensionContainer{},


ProtocolIE-Container{},


ProtocolIE-Single-Container{},


ProtocolIE-ContainerList{},


NBAP-PRIVATE-IES,


NBAP-PROTOCOL-IES,


NBAP-PROTOCOL-EXTENSION

FROM NBAP-Containers


id-Active-Pattern-Sequence-Information,


id-Additional-S-CCPCH-Parameters-CTCH-ReconfRqstTDD,


id-Additional-S-CCPCH-Parameters-CTCH-SetupRqstTDD,


id-Additional-S-CCPCH-LCR-Parameters-CTCH-ReconfRqstTDD,


id-Additional-S-CCPCH-LCR-Parameters-CTCH-SetupRqstTDD,


id-AdjustmentRatio,

id-AICH-Information,


id-AICH-ParametersListIE-CTCH-ReconfRqstFDD,


id-AlternativeFormatReportingIndicator,

id-BCH-Information,


id-BCCH-ModificationTime,


id-bindingID,


id-BlockingPriorityIndicator,


id-BroadcastReference,


id-Cause,


id-CauseLevel-PSCH-ReconfFailure,


id-CauseLevel-RL-AdditionFailureFDD,


id-CauseLevel-RL-AdditionFailureTDD,


id-CauseLevel-RL-ReconfFailure,


id-CauseLevel-RL-SetupFailureFDD,


id-CauseLevel-RL-SetupFailureTDD,


id-CauseLevel-SyncAdjustmntFailureTDD,


id-CCP-InformationItem-AuditRsp,


id-CCP-InformationList-AuditRsp,


id-CCP-InformationItem-ResourceStatusInd,


id-CCTrCH-InformationItem-RL-FailureInd,


id-CCTrCH-InformationItem-RL-RestoreInd,


id-CCTrCH-Initial-DL-Power-RL-AdditionRqstTDD,


id-CCTrCH-Initial-DL-Power-RL-ReconfPrepTDD,


id-CCTrCH-Initial-DL-Power-RL-SetupRqstTDD,


id-CellAdjustmentInfo-SyncAdjustmntRqstTDD,


id-CellAdjustmentInfoItem-SyncAdjustmentRqstTDD,


id-Cell-ERNTI-Status-Information,


id-Cell-InformationItem-AuditRsp,


id-Cell-InformationItem-ResourceStatusInd,


id-Cell-InformationList-AuditRsp,


id-CellParameterID,


id-CellPortion-InformationItem-Cell-SetupRqstFDD,


id-CellPortion-InformationList-Cell-SetupRqstFDD,


id-CellPortion-InformationItem-Cell-ReconfRqstFDD,


id-CellPortion-InformationList-Cell-ReconfRqstFDD,


id-CellSyncBurstTransInit-CellSyncInitiationRqstTDD,


id-CellSyncBurstMeasureInit-CellSyncInitiationRqstTDD,


id-cellSyncBurstRepetitionPeriod,


id-CellSyncBurstTransReconfiguration-CellSyncReconfRqstTDD,


id-CellSyncBurstTransReconfInfo-CellSyncReconfRqstTDD,


id-CellSyncBurstMeasReconfiguration-CellSyncReconfRqstTDD,


id-CellSyncBurstMeasInfoList-CellSyncReconfRqstTDD,


id-CellSyncBurstInfoList-CellSyncReconfRqstTDD,


id-CellSyncInfo-CellSyncReprtTDD, 

id-CellPortion-CapabilityLCR,

id-CFN,


id-CFNReportingIndicator,


id-C-ID,


id-Closed-Loop-Timing-Adjustment-Mode,

id-Common-EDCH-Capability,

id-Common-E-DCH-HSDPCCH-Capability,

id-Common-EDCH-MACdFlows-to-DeleteFDD,

id-Common-EDCH-System-InformationFDD,


id-Common-EDCH-System-Information-ResponseFDD,


id-Common-MACFlows-to-DeleteFDD,


id-CommonMeasurementAccuracy,


id-CommonMeasurementObjectType-CM-Rprt,


id-CommonMeasurementObjectType-CM-Rqst,


id-CommonMeasurementObjectType-CM-Rsp,


id-CommonMeasurementType,


id-CommonPhysicalChannelID,


id-CommonPhysicalChannelType-CTCH-ReconfRqstFDD,


id-CommonPhysicalChannelType-CTCH-SetupRqstFDD,


id-CommonPhysicalChannelType-CTCH-SetupRqstTDD,

id-Common-UL-MACFlows-to-DeleteFDD,


id-CommunicationContextInfoItem-Reset,


id-CommunicationControlPortID,


id-CommunicationControlPortInfoItem-Reset,


id-Compressed-Mode-Deactivation-Flag,


id-ConfigurationGenerationID,


id-ContinuousPacketConnectivityDTX-DRX-Capability,


id-ContinuousPacketConnectivityDTX-DRX-Information,


id-ContinuousPacketConnectivityHS-SCCH-less-Capability,


id-ContinuousPacketConnectivityHS-SCCH-less-Information,


id-ContinuousPacketConnectivityHS-SCCH-less-Information-Response,


id-ContinuousPacketConnectivity-DRX-CapabilityLCR,


id-ContinuousPacketConnectivity-DRX-InformationLCR,


id-ContinuousPacketConnectivity-DRX-Information-ResponseLCR,


id-CPC-InformationLCR,


id-CPC-Information,


id-CRNC-CommunicationContextID,


id-CriticalityDiagnostics,


id-CSBTransmissionID,


id-CSBMeasurementID,


id-DCHs-to-Add-FDD,


id-DCHs-to-Add-TDD,


id-DCH-AddList-RL-ReconfPrepTDD,


id-DCH-DeleteList-RL-ReconfPrepFDD,


id-DCH-DeleteList-RL-ReconfPrepTDD,


id-DCH-DeleteList-RL-ReconfRqstFDD,


id-DCH-DeleteList-RL-ReconfRqstTDD,


id-DCH-FDD-Information,


id-DCH-TDD-Information,

id-DCH-Indicator-For-E-DCH-HSDPA-Operation,


id-DCH-InformationResponse,


id-DCH-RearrangeList-Bearer-RearrangeInd,


id-DSCH-RearrangeList-Bearer-RearrangeInd,


id-FDD-DCHs-to-Modify,


id-FDD-S-CCPCH-FrameOffset-CTCH-SetupRqstFDD,


id-TDD-DCHs-to-Modify,


id-DedicatedMeasurementObjectType-DM-Rprt,


id-DedicatedMeasurementObjectType-DM-Rqst,


id-DedicatedMeasurementObjectType-DM-Rsp,


id-DedicatedMeasurementType,


id-DelayedActivation,


id-DelayedActivationList-RL-ActivationCmdFDD,


id-DelayedActivationList-RL-ActivationCmdTDD,


id-DelayedActivationInformation-RL-ActivationCmdFDD,

id-DelayedActivationInformation-RL-ActivationCmdTDD,


id-DL-CCTrCH-InformationAddList-RL-ReconfPrepTDD,


id-DL-CCTrCH-InformationDeleteItem-RL-ReconfRqstTDD,


id-DL-CCTrCH-InformationDeleteList-RL-ReconfPrepTDD,


id-DL-CCTrCH-InformationDeleteList-RL-ReconfRqstTDD,


id-DL-CCTrCH-InformationItem-RL-SetupRqstTDD,


id-DL-CCTrCH-InformationList-RL-AdditionRqstTDD,


id-DL-CCTrCH-InformationList-RL-SetupRqstTDD,


id-DL-CCTrCH-InformationModifyItem-RL-ReconfRqstTDD,


id-DL-CCTrCH-InformationModifyList-RL-ReconfPrepTDD,


id-DL-CCTrCH-InformationModifyList-RL-ReconfRqstTDD,


id-DL-DPCH-InformationAddListIE-RL-ReconfPrepTDD,


id-DL-DPCH-InformationItem-RL-AdditionRqstTDD,


id-DL-DPCH-InformationList-RL-SetupRqstTDD,


id-DL-DPCH-InformationModify-AddListIE-RL-ReconfPrepTDD,


id-DL-DPCH-InformationModify-DeleteListIE-RL-ReconfPrepTDD,


id-DL-DPCH-InformationModify-ModifyListIE-RL-ReconfPrepTDD,


id-DL-DPCH-Information-RL-ReconfPrepFDD,


id-DL-DPCH-Information-RL-ReconfRqstFDD,


id-DL-DPCH-Information-RL-SetupRqstFDD,


id-DL-DPCH-TimingAdjustment,


id-DL-DPCH-Power-Information-RL-ReconfPrepFDD,


id-DL-PowerBalancing-Information,


id-DL-PowerBalancing-ActivationIndicator,

id-DL-ReferencePowerInformationItem-DL-PC-Rqst,


id-DL-PowerBalancing-UpdatedIndicator,

id-DLReferencePower,

id-DLReferencePowerList-DL-PC-Rqst,


id-DL-TPC-Pattern01Count,


id-DPC-Mode,

id-DPCHConstant,


id-DSCHs-to-Add-TDD,


id-DSCH-Information-DeleteList-RL-ReconfPrepTDD,


id-DSCH-Information-ModifyList-RL-ReconfPrepTDD,


id-DSCH-InformationResponse,


id-DSCH-TDD-Information,


id-Dual-Band-Capability-Info,

id-E-AGCH-And-E-RGCH-E-HICH-FDD-Scrambling-Code,


id-E-AI-Capability,


id-E-AGCH-FDD-Code-Information,


id-E-DCH-Capability,


id-E-DCH-TTI2ms-Capability,


id-E-DCH-SF-Capability,

id-E-DCH-HARQ-Combining-Capability,


id-E-DCH-FDD-DL-Control-Channel-Information,


id-E-DCH-FDD-Information,


id-E-DCH-FDD-Information-Response,


id-E-DCH-FDD-Information-to-Modify,


id-E-DCH-FDD-Update-Information,


id-E-DCH-MACdFlows-to-Add,


id-E-DCH-MACdFlows-to-Delete,


id-E-DCH-RearrangeList-Bearer-RearrangeInd,


id-E-DCH-Resources-Information-AuditRsp,


id-E-DCH-Resources-Information-ResourceStatusInd,


id-E-DCH-RL-Indication,


id-E-DCH-RL-Set-ID,


id-E-DCH-Serving-Cell-Change-Info-Response,

id-E-DCH-CapacityConsumptionLaw,


id-E-DPCH-Information-RL-ReconfPrepFDD,


id-E-DPCH-Information-RL-ReconfRqstFDD,


id-E-DPCH-Information-RL-SetupRqstFDD,


id-E-DPCH-Information-RL-AdditionReqFDD,


id-E-RGCH-E-HICH-FDD-Code-Information,


id-ERACH-CM-Rqst,


id-ERACH-CM-Rsp,


id-ERACH-CM-Rprt,


id-End-Of-Audit-Sequence-Indicator,


id-Enhanced-FACH-Capability,


id-Enhanced-PCH-Capability,

id-Enhanced-UE-DRX-Capability,

id-Enhanced-UE-DRX-InformationFDD,

id-ExtendedPropagationDelay,

id-FACH-Information,


id-FACH-ParametersList-CTCH-ReconfRqstTDD,


id-FACH-ParametersList-CTCH-SetupRsp,


id-FACH-ParametersListIE-CTCH-ReconfRqstFDD,


id-FACH-ParametersListIE-CTCH-SetupRqstFDD,


id-FACH-ParametersListIE-CTCH-SetupRqstTDD,

id-Fast-Reconfiguration-Mode,


id-Fast-Reconfiguration-Permission,


id-F-DPCH-Capability,


id-F-DPCH-Information-RL-ReconfPrepFDD,


id-F-DPCH-Information-RL-SetupRqstFDD,

id-F-DPCH-SlotFormat,


id-F-DPCH-SlotFormatCapability,

id-HSDPA-And-EDCH-CellPortion-Information-PSCH-ReconfRqst,


id-HSDSCH-Configured-Indicator,

id-HS-DSCH-Serving-Cell-Change-Info,

id-HS-DSCH-Serving-Cell-Change-Info-Response,

id-IndicationType-ResourceStatusInd,


id-InformationExchangeID,


id-InformationExchangeObjectType-InfEx-Rqst,


id-InformationExchangeObjectType-InfEx-Rsp,


id-InformationExchangeObjectType-InfEx-Rprt,


id-InformationReportCharacteristics,



id-InformationType,


id-InitDL-Power,


id-Initial-DL-DPCH-TimingAdjustment,


id-Initial-DL-DPCH-TimingAdjustment-Allowed,


id-InnerLoopDLPCStatus,


id-IntStdPhCellSyncInfoItem-CellSyncReprtTDD,


id-IPDLParameter-Information-Cell-ReconfRqstFDD,


id-IPDLParameter-Information-Cell-SetupRqstFDD,


id-IPDLParameter-Information-Cell-ReconfRqstTDD,


id-IPDLParameter-Information-Cell-SetupRqstTDD,

id-IPMulticastIndication,

id-LateEntranceCellSyncInfoItem-CellSyncReprtTDD,


id-Limited-power-increase-information-Cell-SetupRqstFDD,


id-Local-Cell-ID,


id-Local-Cell-Group-InformationItem-AuditRsp,


id-Local-Cell-Group-InformationItem-ResourceStatusInd,


id-Local-Cell-Group-InformationItem2-ResourceStatusInd,


id-Local-Cell-Group-InformationList-AuditRsp,


id-Local-Cell-InformationItem-AuditRsp,


id-Local-Cell-InformationItem-ResourceStatusInd,


id-Local-Cell-InformationItem2-ResourceStatusInd,


id-Local-Cell-InformationList-AuditRsp,


id-AdjustmentPeriod,

id-MaxAdjustmentStep,

id-MaximumTransmissionPower,


id-Max-UE-DTX-Cycle,


id-MeasurementFilterCoefficient,


id-MeasurementID,


id-MeasurementRecoveryBehavior,


id-MeasurementRecoveryReportingIndicator,


id-MeasurementRecoverySupportIndicator,


id-MIB-SB-SIB-InformationList-SystemInfoUpdateRqst,


id-MBMS-Capability,

id-MICH-CFN,


id-MICH-Information-AuditRsp,


id-MICH-Information-ResourceStatusInd,


id-MICH-Parameters-CTCH-ReconfRqstFDD,


id-MICH-Parameters-CTCH-ReconfRqstTDD,


id-MICH-Parameters-CTCH-SetupRqstFDD,


id-MICH-Parameters-CTCH-SetupRqstTDD,


id-MIMO-Capability,


id-MIMO-PilotConfiguration,


id-Modification-Period,


id-multipleRL-dl-DPCH-InformationList,


id-multipleRL-dl-DPCH-InformationModifyList,


id-multipleRL-dl-CCTrCH-InformationModifyList-RL-ReconfRqstTDD,


id-multiple-RL-Information-RL-ReconfPrepTDD,


id-multiple-RL-Information-RL-ReconfRqstTDD,


id-multipleRL-ul-DPCH-InformationList,


id-multipleRL-ul-DPCH-InformationModifyList,


id-NCyclesPerSFNperiod,


id-NeighbouringCellMeasurementInformation,


id-NI-Information-NotifUpdateCmd,


id-NodeB-CommunicationContextID,


id-NRepetitionsPerCyclePeriod,


id-NumberOfReportedCellPortions, 

id-NumberOfReportedCellPortionsLCR,

id-Paging-MACFlows-to-DeleteFDD,


id-P-CCPCH-Information,


id-P-CPICH-Information,


id-P-SCH-Information,


id-PCCPCH-Information-Cell-ReconfRqstTDD,


id-PCCPCH-Information-Cell-SetupRqstTDD,


id-PCH-Parameters-CTCH-ReconfRqstTDD,


id-PCH-Parameters-CTCH-SetupRsp,


id-PCH-ParametersItem-CTCH-ReconfRqstFDD,


id-PCH-ParametersItem-CTCH-SetupRqstFDD,


id-PCH-ParametersItem-CTCH-SetupRqstTDD,


id-PCH-Information,


id-PICH-ParametersItem-CTCH-ReconfRqstFDD,


id-PDSCH-Information-AddListIE-PSCH-ReconfRqst,


id-PDSCH-Information-ModifyListIE-PSCH-ReconfRqst,


id-PDSCH-RL-ID,

id-PDSCH-Timeslot-Format-PSCH-ReconfRqst-LCR,


id-PDSCHSets-AddList-PSCH-ReconfRqst,


id-PDSCHSets-DeleteList-PSCH-ReconfRqst,


id-PDSCHSets-ModifyList-PSCH-ReconfRqst,


id-PICH-Information,


id-PICH-Parameters-CTCH-ReconfRqstTDD,


id-PICH-ParametersItem-CTCH-SetupRqstTDD,


id-PLCCH-Information-AuditRsp,


id-PLCCH-Information-ResourceStatusInd,


id-PLCCH-Information-RL-ReconfPrepTDDLCR,


id-PLCCH-InformationList-AuditRsp,


id-PLCCH-InformationList-ResourceStatusInd,


id-PLCCH-Parameters-CTCH-ReconfRqstTDD,


id-PowerAdjustmentType,


id-Power-Local-Cell-Group-choice-CM-Rqst,


id-Power-Local-Cell-Group-choice-CM-Rsp,


id-Power-Local-Cell-Group-choice-CM-Rprt,


id-Power-Local-Cell-Group-InformationItem-AuditRsp,


id-Power-Local-Cell-Group-InformationItem-ResourceStatusInd,


id-Power-Local-Cell-Group-InformationItem2-ResourceStatusInd,


id-Power-Local-Cell-Group-InformationList-AuditRsp,


id-Power-Local-Cell-Group-InformationList-ResourceStatusInd,


id-Power-Local-Cell-Group-InformationList2-ResourceStatusInd,


id-Power-Local-Cell-Group-ID,


id-PRACH-Information,


id-PRACHConstant,


id-PRACH-ParametersItem-CTCH-SetupRqstTDD,


id-PRACH-ParametersListIE-CTCH-ReconfRqstFDD,


id-PrimaryCCPCH-Information-Cell-ReconfRqstFDD,


id-PrimaryCCPCH-Information-Cell-SetupRqstFDD,


id-PrimaryCPICH-Information-Cell-ReconfRqstFDD,


id-PrimaryCPICH-Information-Cell-SetupRqstFDD,


id-Primary-CPICH-Usage-for-Channel-Estimation,

id-PrimarySCH-Information-Cell-ReconfRqstFDD,


id-PrimarySCH-Information-Cell-SetupRqstFDD,


id-PrimaryScramblingCode,


id-SCH-Information-Cell-ReconfRqstTDD,


id-SCH-Information-Cell-SetupRqstTDD,


id-PUSCH-Information-AddListIE-PSCH-ReconfRqst,


id-PUSCH-Information-ModifyListIE-PSCH-ReconfRqst,


id-PUSCH-Timeslot-Format-PSCH-ReconfRqst-LCR,

id-PUSCHConstant,


id-PUSCHSets-AddList-PSCH-ReconfRqst,


id-PUSCHSets-DeleteList-PSCH-ReconfRqst,


id-PUSCHSets-ModifyList-PSCH-ReconfRqst,


id-RACH-Information,


id-RACH-Parameters-CTCH-SetupRsp,


id-RACH-ParametersItem-CTCH-SetupRqstFDD,


id-RACH-ParameterItem-CTCH-SetupRqstTDD,


id-ReferenceClockAvailability,


id-ReferenceSFNoffset,


id-ReportCharacteristics,


id-Reporting-Object-RL-FailureInd,


id-Reporting-Object-RL-RestoreInd,


id-ResetIndicator,


id-RL-ID,


id-RL-InformationItem-DM-Rprt,


id-RL-InformationItem-DM-Rqst,


id-RL-InformationItem-DM-Rsp,


id-RL-InformationItem-RL-AdditionRqstFDD,


id-RL-informationItem-RL-DeletionRqst,


id-RL-InformationItem-RL-FailureInd,


id-RL-InformationItem-RL-PreemptRequiredInd,

id-RL-InformationItem-RL-ReconfPrepFDD,


id-RL-InformationItem-RL-ReconfRqstFDD,


id-RL-InformationItem-RL-RestoreInd,
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id-Additional-HS-Cell-Information-RL-Addition,


id-Additional-HS-Cell-Change-Information-Response,


id-Additional-HS-Cell-Information-RL-Reconf-Prep,


id-Additional-HS-Cell-Information-RL-Reconf-Req,

id-Additional-HS-Cell-Information-RL-Param-Upd,


id-Multi-Cell-Capability-Info,

id-MinimumReducedE-DPDCH-GainFactor,

id-IMB-Parameters,

id-E-RNTI,

id-E-DCH-Semi-PersistentScheduling-Information-LCR,


id-HS-DSCH-Semi-PersistentScheduling-Information-LCR,


id-Add-To-Non-HS-SCCH-Associated-HS-SICH-Resource-Pool-LCR-PSCH-ReconfRqst,


id-Modify-Non-HS-SCCH-Associated-HS-SICH-Resource-Pool-LCR-PSCH-ReconfRqst,


id-Delete-From-Non-HS-SCCH-Associated-HS-SICH-Resource-Pool-LCR-PSCH-ReconfRqst,


id-HS-DSCH-Semi-PersistentScheduling-Information-ResponseLCR,


id-E-DCH-Semi-PersistentScheduling-Information-ResponseLCR,

id-HSSICH-ReferenceSignal-InformationLCR,


id-UE-Selected-MBMS-Service-Information, 


id-HSSICH-ReferenceSignal-InformationModifyLCR,


id-TimeSlotMeasurementValueListLCR,


id-MIMO-Power-Offset-For-S-CPICH-Capability,


id-MIMO-PilotConfigurationExtension,


id-TxDiversityOnDLControlChannelsByMIMOUECapability,

id-UE-AggregateMaximumBitRate,

id-Single-Stream-MIMO-Capability,

id-ActivationInformation, 

id-Cell-Capability-Container, 

id-DormantModeIndicator, 

id-Additional-EDCH-Cell-Information-RL-Setup-Req,

id-Additional-EDCH-Cell-Information-Response,

id-Additional-EDCH-Cell-Information-RL-Add-Req,

id-Additional-EDCH-Cell-Change-Information-Response,

id-Additional-EDCH-Cell-Information-RL-Reconf-Prep,

id-Additional-EDCH-Cell-Information-RL-Reconf-Req,

id-Additional-EDCH-Cell-Information-Bearer-Rearrangement,

id-Additional-EDCH-Cell-Information-RL-Param-Upd,

id-DCH-MeasurementOccasion-Information,
	< Sections Omitted >


-- **************************************************************

--

-- RADIO LINK SETUP REQUEST TDD

--

-- **************************************************************

RadioLinkSetupRequestTDD ::= SEQUENCE {


protocolIEs



ProtocolIE-Container

{{RadioLinkSetupRequestTDD-IEs}},


protocolExtensions

ProtocolExtensionContainer
{{RadioLinkSetupRequestTDD-Extensions}}

OPTIONAL,


...

}

RadioLinkSetupRequestTDD-IEs NBAP-PROTOCOL-IES ::= {


{ ID
id-CRNC-CommunicationContextID




CRITICALITY reject
TYPE CRNC-CommunicationContextID




PRESENCE mandatory }|


{ ID
id-UL-CCTrCH-InformationList-RL-SetupRqstTDD
CRITICALITY notify
TYPE UL-CCTrCH-InformationList-RL-SetupRqstTDD
PRESENCE optional }|


{ ID
id-DL-CCTrCH-InformationList-RL-SetupRqstTDD
CRITICALITY notify
TYPE DL-CCTrCH-InformationList-RL-SetupRqstTDD
PRESENCE optional }|


{ ID
id-DCH-TDD-Information






CRITICALITY reject
TYPE DCH-TDD-Information




PRESENCE optional }|


{ ID
id-DSCH-TDD-Information






CRITICALITY reject
TYPE DSCH-TDD-Information




PRESENCE optional }|


{ ID
id-USCH-Information







CRITICALITY reject
TYPE USCH-Information




PRESENCE optional }|


{ ID
id-RL-Information-RL-SetupRqstTDD



CRITICALITY reject
TYPE RL-Information-RL-SetupRqstTDD




PRESENCE mandatory },


...

}

RadioLinkSetupRequestTDD-Extensions NBAP-PROTOCOL-EXTENSION ::= {


{ ID id-HSDSCH-TDD-Information


CRITICALITY reject

EXTENSION HSDSCH-TDD-Information
PRESENCE optional
}|


{ ID id-HSDSCH-RNTI





CRITICALITY reject

EXTENSION HSDSCH-RNTI


PRESENCE conditional
}|


-- The IE shall be present if HS-DSCH Information IE is present


{ ID id-HSPDSCH-RL-ID




CRITICALITY reject

EXTENSION RL-ID




PRESENCE conditional
}|


-- The IE shall be present if HS-DSCH Information IE is present


{ ID id-PDSCH-RL-ID





CRITICALITY ignore

EXTENSION RL-ID




PRESENCE optional }|


{ ID id-E-DCH-Information



CRITICALITY reject

EXTENSION E-DCH-Information

PRESENCE optional
}|


{ ID id-E-DCH-Serving-RL-ID



CRITICALITY reject

EXTENSION RL-ID




PRESENCE optional
}|

{ ID id-E-DCH-768-Information


CRITICALITY reject

EXTENSION E-DCH-768-Information
PRESENCE optional
}|

{ ID id-E-DCH-LCR-Information


CRITICALITY reject

EXTENSION E-DCH-LCR-Information





PRESENCE optional
}|

{ ID id-PowerControlGAP




CRITICALITY ignore

EXTENSION ControlGAP








PRESENCE optional }|


 -- Applicable to 1.28Mcps TDD only

{ ID id-ContinuousPacketConnectivity-DRX-InformationLCR



CRITICALITY reject

EXTENSION ContinuousPacketConnectivity-DRX-InformationLCR


PRESENCE optional }|


{ ID id-HS-DSCH-Semi-PersistentScheduling-Information-LCR


CRITICALITY reject

EXTENSION
HS-DSCH-Semi-PersistentScheduling-Information-LCR

PRESENCE optional }|


{ ID id-E-DCH-Semi-PersistentScheduling-Information-LCR



CRITICALITY reject

EXTENSION
E-DCH-Semi-PersistentScheduling-Information-LCR

PRESENCE optional }|


{ ID id-IdleIntervalInformation


CRITICALITY ignore

EXTENSION

IdleIntervalInformation








PRESENCE optional }|

{ ID id-UE-Selected-MBMS-Service-Information


CRITICALITY ignore

EXTENSION UE-Selected-MBMS-Service-Information





PRESENCE optional
}|


{ ID id-DCH-MeasurementOccasion-Information






CRITICALITY reject

EXTENSION DCH-MeasurementOccasion-Information





PRESENCE optional},


...

}

	< Sections Omitted >


-- **************************************************************

--

-- RADIO LINK ADDITION REQUEST TDD

--

-- **************************************************************

RadioLinkAdditionRequestTDD ::= SEQUENCE {


protocolIEs



ProtocolIE-Container

{{RadioLinkAdditionRequestTDD-IEs}},


protocolExtensions

ProtocolExtensionContainer
{{RadioLinkAdditionRequestTDD-Extensions}}

OPTIONAL,


...

}

RadioLinkAdditionRequestTDD-IEs NBAP-PROTOCOL-IES ::= {


{ ID id-NodeB-CommunicationContextID




CRITICALITY reject
TYPE NodeB-CommunicationContextID





PRESENCE mandatory }|


{ ID id-UL-CCTrCH-InformationList-RL-AdditionRqstTDD
CRITICALITY reject
TYPE UL-CCTrCH-InformationList-RL-AdditionRqstTDD
PRESENCE optional }|


{ ID id-DL-CCTrCH-InformationList-RL-AdditionRqstTDD
CRITICALITY reject
TYPE DL-CCTrCH-InformationList-RL-AdditionRqstTDD
PRESENCE optional }|


{ ID id-RL-Information-RL-AdditionRqstTDD



CRITICALITY reject
TYPE RL-Information-RL-AdditionRqstTDD




PRESENCE mandatory },


...

}

RadioLinkAdditionRequestTDD-Extensions NBAP-PROTOCOL-EXTENSION ::= {


{ ID id-HSDSCH-TDD-Information


CRITICALITY reject

EXTENSION HSDSCH-TDD-Information
PRESENCE optional
}|


{ ID id-HSDSCH-RNTI





CRITICALITY reject

EXTENSION HSDSCH-RNTI


PRESENCE conditional
}|


-- The IE shall be present if HS-PDSCH RL ID IE is present.


{ ID id-HSPDSCH-RL-ID




CRITICALITY reject

EXTENSION RL-ID




PRESENCE optional
}|


{ ID id-E-DCH-Information



CRITICALITY reject

EXTENSION E-DCH-Information

PRESENCE optional
}|


{ ID id-E-DCH-Serving-RL-ID



CRITICALITY reject

EXTENSION RL-ID




PRESENCE optional
}|


{ ID id-E-DCH-768-Information


CRITICALITY reject

EXTENSION E-DCH-768-Information
PRESENCE optional
}|

{ ID id-E-DCH-LCR-Information


CRITICALITY reject

EXTENSION E-DCH-LCR-Information





PRESENCE optional
}|

{ ID id-PowerControlGAP




CRITICALITY ignore

EXTENSION ControlGAP








PRESENCE optional }|


 -- Applicable to 1.28Mcps TDD only

{ ID id-ContinuousPacketConnectivity-DRX-InformationLCR



CRITICALITY reject

EXTENSION ContinuousPacketConnectivity-DRX-InformationLCR


PRESENCE optional }|


{ ID id-HS-DSCH-Semi-PersistentScheduling-Information-LCR


CRITICALITY reject

EXTENSION
HS-DSCH-Semi-PersistentScheduling-Information-LCR

PRESENCE optional }|


{ ID id-E-DCH-Semi-PersistentScheduling-Information-LCR



CRITICALITY reject

EXTENSION
E-DCH-Semi-PersistentScheduling-Information-LCR

PRESENCE optional }|


{ ID id-IdleIntervalInformation


CRITICALITY ignore

EXTENSION

IdleIntervalInformation


PRESENCE optional }|


{ ID id-UE-Selected-MBMS-Service-Information


CRITICALITY ignore

EXTENSION UE-Selected-MBMS-Service-Information





PRESENCE optional
}|


{ ID id-DCH-MeasurementOccasion-Information






CRITICALITY reject

EXTENSION DCH-MeasurementOccasion-Information





PRESENCE optional},


...

}

	< Sections Omitted >


-- **************************************************************

--

-- RADIO LINK RECONFIGURATION PREPARE TDD

--

-- **************************************************************

RadioLinkReconfigurationPrepareTDD ::= SEQUENCE {


protocolIEs



ProtocolIE-Container

{{RadioLinkReconfigurationPrepareTDD-IEs}},


protocolExtensions

ProtocolExtensionContainer
{{RadioLinkReconfigurationPrepareTDD-Extensions}}

OPTIONAL,


...

}

RadioLinkReconfigurationPrepareTDD-IEs NBAP-PROTOCOL-IES ::= {


{ ID id-NodeB-CommunicationContextID





CRITICALITY reject
TYPE NodeB-CommunicationContextID



PRESENCE mandatory }|


{ ID id-UL-CCTrCH-InformationAddList-RL-ReconfPrepTDD

CRITICALITY reject
TYPE UL-CCTrCH-InformationAddList-RL-ReconfPrepTDD


PRESENCE optional }|


{ ID id-UL-CCTrCH-InformationModifyList-RL-ReconfPrepTDD
CRITICALITY reject
TYPE UL-CCTrCH-InformationModifyList-RL-ReconfPrepTDD


PRESENCE optional }|


{ ID id-UL-CCTrCH-InformationDeleteList-RL-ReconfPrepTDD
CRITICALITY reject
TYPE UL-CCTrCH-InformationDeleteList-RL-ReconfPrepTDD


PRESENCE optional }|


{ ID id-DL-CCTrCH-InformationAddList-RL-ReconfPrepTDD

CRITICALITY reject
TYPE DL-CCTrCH-InformationAddList-RL-ReconfPrepTDD


PRESENCE optional }|


{ ID id-DL-CCTrCH-InformationModifyList-RL-ReconfPrepTDD
CRITICALITY reject
TYPE DL-CCTrCH-InformationModifyList-RL-ReconfPrepTDD


PRESENCE optional }|


{ ID id-DL-CCTrCH-InformationDeleteList-RL-ReconfPrepTDD
CRITICALITY reject
TYPE DL-CCTrCH-InformationDeleteList-RL-ReconfPrepTDD


PRESENCE optional }|


{ ID id-TDD-DCHs-to-Modify








CRITICALITY reject
TYPE TDD-DCHs-to-Modify




PRESENCE optional }|


{ ID id-DCHs-to-Add-TDD









CRITICALITY reject
TYPE DCH-TDD-Information




PRESENCE optional }|


{ ID id-DCH-DeleteList-RL-ReconfPrepTDD





CRITICALITY reject
TYPE DCH-DeleteList-RL-ReconfPrepTDD


PRESENCE optional }|


{ ID id-DSCH-Information-ModifyList-RL-ReconfPrepTDD

CRITICALITY reject
TYPE DSCH-Information-ModifyList-RL-ReconfPrepTDD



PRESENCE optional }|


{ ID id-DSCHs-to-Add-TDD








CRITICALITY reject
TYPE DSCH-TDD-Information




PRESENCE optional }|


{ ID id-DSCH-Information-DeleteList-RL-ReconfPrepTDD

CRITICALITY reject
TYPE DSCH-Information-DeleteList-RL-ReconfPrepTDD



PRESENCE optional }|


{ ID id-USCH-Information-ModifyList-RL-ReconfPrepTDD

CRITICALITY reject
TYPE USCH-Information-ModifyList-RL-ReconfPrepTDD



PRESENCE optional }|


{ ID id-USCH-Information-Add







CRITICALITY reject
TYPE USCH-Information




PRESENCE optional }|


{ ID id-USCH-Information-DeleteList-RL-ReconfPrepTDD

CRITICALITY reject
TYPE USCH-Information-DeleteList-RL-ReconfPrepTDD



PRESENCE optional }|


{ ID id-RL-Information-RL-ReconfPrepTDD





CRITICALITY reject
TYPE RL-Information-RL-ReconfPrepTDD


PRESENCE optional },

-- This RL Information is the for the 1st RL IE repetition


...

}

RadioLinkReconfigurationPrepareTDD-Extensions NBAP-PROTOCOL-EXTENSION ::= {


{ ID
id-SignallingBearerRequestIndicator

CRITICALITY reject
EXTENSION SignallingBearerRequestIndicator



PRESENCE optional }|


{ ID
id-HSDSCH-TDD-Information



CRITICALITY reject
EXTENSION HSDSCH-TDD-Information



PRESENCE optional
}|


{ ID
id-HSDSCH-Information-to-Modify


CRITICALITY reject
EXTENSION HSDSCH-Information-to-Modify



PRESENCE optional }|


{ ID
id-HSDSCH-MACdFlows-to-Add



CRITICALITY reject
EXTENSION HSDSCH-MACdFlows-Information



PRESENCE optional }|


{ ID
id-HSDSCH-MACdFlows-to-Delete


CRITICALITY reject
EXTENSION HSDSCH-MACdFlows-to-Delete



PRESENCE optional }|


{ ID
id-HSDSCH-RNTI






CRITICALITY reject
EXTENSION HSDSCH-RNTI




PRESENCE conditional }|


-- The IE shall be present if HS-PDSCH RL ID IE is present.


{ ID
id-HSPDSCH-RL-ID





CRITICALITY reject
EXTENSION RL-ID






PRESENCE optional }|


{ ID
id-PDSCH-RL-ID






CRITICALITY ignore
EXTENSION RL-ID






PRESENCE optional }|


{ ID
id-multiple-RL-Information-RL-ReconfPrepTDD

CRITICALITY reject
EXTENSION MultipleRL-Information-RL-ReconfPrepTDD

PRESENCE optional
}|

-- This RL Information is the for the 2nd and beyond repetition of RL information,


{ ID id-E-DCH-Information-Reconfig



CRITICALITY reject
EXTENSION E-DCH-Information-Reconfig



PRESENCE optional }|


{ ID id-E-DCH-Serving-RL-ID





CRITICALITY reject
EXTENSION RL-ID






PRESENCE optional }|


{ ID id-E-DCH-768-Information-Reconfig


CRITICALITY reject
EXTENSION E-DCH-768-Information-Reconfig



PRESENCE optional }|

{ ID id-E-DCH-LCR-Information-Reconfig


CRITICALITY reject
EXTENSION E-DCH-LCR-Information-Reconfig




PRESENCE optional }|

{ ID id-PowerControlGAP







CRITICALITY ignore
EXTENSION ControlGAP








PRESENCE optional }|


-- Applicable to 1.28Mcps TDD only

{ ID id-CPC-InformationLCR






CRITICALITY reject
EXTENSION CPC-InformationLCR




PRESENCE optional }|


{ ID id-IdleIntervalInformation


CRITICALITY ignore

EXTENSION

IdleIntervalInformation








PRESENCE optional }|


{ ID id-UE-Selected-MBMS-Service-Information


CRITICALITY ignore

EXTENSION UE-Selected-MBMS-Service-Information





PRESENCE optional
}|


{ ID id-DCH-MeasurementOccasion-Information






CRITICALITY reject

EXTENSION DCH-MeasurementOccasion-Information





PRESENCE optional},


...

}

	< Sections Omitted >


-- **************************************************************

--

-- RADIO LINK RECONFIGURATION REQUEST TDD

--

-- **************************************************************

RadioLinkReconfigurationRequestTDD ::= SEQUENCE {


protocolIEs



ProtocolIE-Container

{{RadioLinkReconfigurationRequestTDD-IEs}},


protocolExtensions

ProtocolExtensionContainer
{{RadioLinkReconfigurationRequestTDD-Extensions}}

OPTIONAL,


...

}

RadioLinkReconfigurationRequestTDD-IEs NBAP-PROTOCOL-IES ::= {


{ ID id-NodeB-CommunicationContextID





CRITICALITY reject
TYPE NodeB-CommunicationContextID



PRESENCE mandatory }|


{ ID id-UL-CCTrCH-InformationModifyList-RL-ReconfRqstTDD
CRITICALITY notify
TYPE UL-CCTrCH-InformationModifyList-RL-ReconfRqstTDD

PRESENCE optional } |


{ ID id-UL-CCTrCH-InformationDeleteList-RL-ReconfRqstTDD
CRITICALITY notify
TYPE UL-CCTrCH-InformationDeleteList-RL-ReconfRqstTDD

PRESENCE optional } |


{ ID id-DL-CCTrCH-InformationModifyList-RL-ReconfRqstTDD
CRITICALITY notify
TYPE DL-CCTrCH-InformationModifyList-RL-ReconfRqstTDD

PRESENCE optional } |


{ ID id-DL-CCTrCH-InformationDeleteList-RL-ReconfRqstTDD
CRITICALITY notify
TYPE DL-CCTrCH-InformationDeleteList-RL-ReconfRqstTDD

PRESENCE optional } |


{ ID id-TDD-DCHs-to-Modify








CRITICALITY reject
TYPE TDD-DCHs-to-Modify




PRESENCE optional }|


{ ID
id-DCHs-to-Add-TDD








CRITICALITY reject
TYPE DCH-TDD-Information




PRESENCE optional }|


{ ID id-DCH-DeleteList-RL-ReconfRqstTDD





CRITICALITY reject
TYPE DCH-DeleteList-RL-ReconfRqstTDD


PRESENCE optional }|


{ ID id-RL-Information-RL-ReconfRqstTDD





CRITICALITY reject
TYPE RL-Information-RL-ReconfRqstTDD


PRESENCE optional },

-- This RL-Information-RL-ReconfRqstTDD is the first RL information repetition in the RL-Information List. Repetition 2 and on, should be defined in Multiple-RL-Information-RL-ReconfRqstTDD,


...

}

RadioLinkReconfigurationRequestTDD-Extensions NBAP-PROTOCOL-EXTENSION ::= {


{ ID id-SignallingBearerRequestIndicator


CRITICALITY reject
EXTENSION SignallingBearerRequestIndicator
PRESENCE optional }|


{ ID id-multiple-RL-Information-RL-ReconfRqstTDD



CRITICALITY reject
EXTENSION Multiple-RL-Information-RL-ReconfRqstTDD

PRESENCE optional }|

--Includes the 2nd through the max number of radio link information repetitions.


{ ID id-HSDSCH-TDD-Information





CRITICALITY reject
EXTENSION HSDSCH-TDD-Information


PRESENCE optional }|


{ ID id-HSDSCH-Information-to-Modify-Unsynchronised
CRITICALITY reject
EXTENSION HSDSCH-Information-to-Modify-Unsynchronised

PRESENCE optional }|


{ ID id-HSDSCH-MACdFlows-to-Add





CRITICALITY reject
EXTENSION HSDSCH-MACdFlows-Information


PRESENCE optional }|


{ ID id-HSDSCH-MACdFlows-to-Delete




CRITICALITY reject
EXTENSION HSDSCH-MACdFlows-to-Delete


PRESENCE optional }|


{ ID id-HSDSCH-RNTI








CRITICALITY reject
EXTENSION HSDSCH-RNTI


PRESENCE conditional }|


-- The IE shall be present if HS-PDSCH RL ID IE is present.


{ ID id-HSPDSCH-RL-ID







CRITICALITY reject
EXTENSION RL-ID




PRESENCE optional }|

{ ID id-E-DCH-Information-Reconfig




CRITICALITY reject
EXTENSION E-DCH-Information-Reconfig


PRESENCE optional }|


{ ID id-E-DCH-Serving-RL-ID






CRITICALITY reject
EXTENSION RL-ID




PRESENCE optional }|


{ ID id-E-DCH-768-Information-Reconfig



CRITICALITY reject
EXTENSION E-DCH-768-Information-Reconfig

PRESENCE optional }|

{ ID id-E-DCH-LCR-Information-Reconfig



CRITICALITY reject
EXTENSION E-DCH-LCR-Information-Reconfig

PRESENCE optional }|


{ ID id-PowerControlGAP







CRITICALITY ignore
EXTENSION ControlGAP








PRESENCE optional }|


-- Applicable to 1.28Mcps TDD only

{ ID id-CPC-InformationLCR






CRITICALITY reject
EXTENSION CPC-InformationLCR




PRESENCE optional }|


{ ID id-IdleIntervalInformation


CRITICALITY ignore

EXTENSION

IdleIntervalInformation








PRESENCE optional }|


{ ID id-UE-Selected-MBMS-Service-Information


CRITICALITY ignore

EXTENSION UE-Selected-MBMS-Service-Information





PRESENCE optional
}|


{ ID id-DCH-MeasurementOccasion-Information






CRITICALITY reject

EXTENSION DCH-MeasurementOccasion-Information





PRESENCE optional},


...

}

9.3.4
Information Elements Definitions

--******************************************************************************

--

-- Information Element Definitions

--

--******************************************************************************

NBAP-IEs {

itu-t (0) identified-organization (4) etsi (0) mobileDomain (0) 

umts-Access (20) modules (3) nbap (2) version1 (1) nbap-IEs (2) }
DEFINITIONS AUTOMATIC TAGS ::=

BEGIN

IMPORTS


maxNrOfRLs,

maxNrOfTFCs,


maxNrOfErrors,


maxCTFC,


maxNrOfTFs,


maxTTI-count,


maxRateMatching,


maxHS-PDSCHCodeNrComp-1,


maxHS-SCCHCodeNrComp-1,


maxNrOfCellSyncBursts,


maxNrOfCombEDPDCH,


maxNrOfEDCH-HARQ-PO-QUANTSTEPs,


maxNrOfEDCHHARQProcesses2msEDCH,


maxNrOfBits-MACe-PDU-non-scheduled,


maxNrOfEDPCCH-PO-QUANTSTEPs,


maxNrOfRefETFCI-PO-QUANTSTEPs,

maxNrOfRefETFCIs,


maxNrOfMeasNCell,


maxNrOfMeasNCell-1,

maxNrOfReceptsPerSyncFrame,


maxNrOfSF,


maxTGPS,

maxNrOfUSCHs,


maxNrOfULTSs,


maxNrOfULTSLCRs,


maxNrOfDPCHs,


maxNrOfDPCHLCRs,


maxNrOfDPCHs768,


maxNrOfCodes,


maxNrOfDSCHs,


maxNrOfDLTSs,


maxNrOfDLTSLCRs,


maxNrOfDCHs,


maxNrOfLevels,

maxNoGPSItems,


maxNoSat,


maxNrOfCellPortionsPerCell,


maxNrOfCellPortionsPerCell-1,


maxNrOfHSSCCHs,


maxNrOfHSSCCHCodes,


maxNrOfMACdFlows,


maxNrOfMACdFlows-1,


maxNrOfMACdPDUIndexes,


maxNrOfMACdPDUIndexes-1,


maxNrOfMACdPDUSize,

maxNrOfNIs,


maxNrOfPriorityQueues,


maxNrOfPriorityQueues-1,


maxNrOfHARQProcesses,


maxNrOfSyncDLCodesLCR,


maxNrOfSyncFramesLCR,


maxNrOfContextsOnUeList,


maxNrOfPriorityClasses,


maxNrOfSatAlmanac-maxNoSat,


maxNrOfE-AGCHs,


maxNrOfEDCHMACdFlows,


maxNrOfEDCHMACdFlows-1,


maxNrOfE-RGCHs-E-HICHs,


maxNrofSigSeqRGHI-1,

maxNoOfLogicalChannels,

maxNrOfEAGCHs,


maxNrOfRefBetas,


maxNrOfEAGCHCodes,


maxNrOfHS-DSCH-TBSs,


maxNrOfHS-DSCH-TBSs-HS-SCCHless,

maxNrOfEHICHCodes,

maxNrOfCommonMACFlows,

maxNrOfCommonMACFlows-1,

maxNrOfPagingMACFlow,

maxNrOfPagingMACFlow-1,

maxNrOfcommonMACQueues,


maxNrOfpagingMACQueues,


maxNrOfHS-DSCHTBSsE-PCH,

maxGANSSSat,


maxNoGANSS,

maxSgnType,

maxHSDPAFrequency,


maxHSDPAFrequency-1,


maxGANSSSatAlmanac,


maxGANSSClockMod,


maxNrOfEDCHRLs,

maxCellinNodeB,


maxERNTItoRelease,

maxNrOfCommonEDCH,


maxFrequencyinCell-1,

maxNrOfCommonMACFlowsLCR,

maxNrOfCommonMACFlowsLCR-1,

maxNrOfHSSCCHsLCR,


maxNrOfEDCHMACdFlowsLCR,


maxNrOfEDCHMACdFlowsLCR-1,


maxNrOfEAGCHsLCR,


maxNrOfEHICHsLCR,


maxnrofERUCCHsLCR,


maxNrOfHSPDSCHs,


maxFrequencyinCell,


maxNrOfHSDSCH-1,


maxNrOfHSDSCH,


maxGANSS-1,


maxNoOfTBSs-Mapping-HS-DSCH-SPS,


maxNoOfTBSs-Mapping-HS-DSCH-SPS-1,


maxNoOfHS-DSCH-TBSsLCR,

maxNoOfRepetition-Period-LCR,


maxNoOfRepetitionPeriod-SPS-LCR-1,


maxNoOf-HS-SICH-SPS,


maxNoOf-HS-SICH-SPS-1,


maxNoOfNon-HS-SCCH-Assosiated-HS-SICH,


maxMBMSServiceSelect, 

maxNrOfCellPortionsPerCellLCR,


maxNrOfCellPortionsPerCellLCR-1, 

maxNrOfEDCH-1,

 
maxNoOfCommonH-RNTI, 

maxNrOfCommonMACFlowsLCRExt,


maxNrOfEDCH-1,

maxNrOfDCHMeasurementOccasionPatternSequence,
	< Sections Omitted >


-- ==========================================

--
D

-- ==========================================
DCH-MeasurementOccasion-Information ::= SEQUENCE (SIZE (1.. maxNrOfDCHMeasurementOccasionPatternSequence)) OF DchMeasurementOccasionInformation-Item
DchMeasurementOccasionInformation-Item ::= SEQUENCE {

pattern-Sequence-Identifier




Pattern-Sequence-Identifier,


status-Flag








Status-Flag,

measurement-Occasion-Pattern-Sequence-parameters




Measurement-Occasion-Pattern-Sequence-parameters 


OPTIONAL,


iE-Extensions







ProtocolExtensionContainer { { DCH-MeasurementOccasion-Information-ExtIEs } }


OPTIONAL,

...

}

MeasurementOccasion-Information-ExtIEs NBAP-PROTOCOL-EXTENSION ::= {


...

}

Measurement-Occasion-Pattern-Sequence-parameters ::= SEQUENCE {


measurement-Occasion-Pattern-Sequence-parameters-k




INTEGER(1..9),


measurement-Occasion-Pattern-Sequence-parameters-offset



INTEGER(0..511),


measurement-Occasion-Pattern-Sequence-parameters-M-Length


INTEGER(1..512),

measurement-Occasion-Pattern-Sequence-parameters-Timeslot-Bitmap
BIT STRING (SIZE (7)),

iE-Extensions



ProtocolExtensionContainer { { Measurement-Occasion-Pattern-Sequence-parameters } } OPTIONAL,


...

}

Measurement-Occasion-Pattern-Sequence-parameters NBAP-PROTOCOL-EXTENSION ::= {

...

}
	< Sections Omitted >


-- ==========================================

--
P

-- ==========================================
Pattern-Sequence-Identifier ::= INTEGER (1.. maxNrOfDCHMeasurementOccasionPatternSequence)
	< Sections Omitted >


-- ==========================================

--
S

-- ==========================================
Status-Flag ::= ENUMERATED {

activate,


deactivate
}

	< Sections Omitted >


9.3.6 Constant Definitions
-- **************************************************************

--

-- Constant definitions

--

-- **************************************************************

NBAP-Constants {

itu-t (0) identified-organization (4) etsi (0) mobileDomain (0) 

umts-Access (20) modules (3) nbap (2) version1 (1) nbap-Constants (4)}

DEFINITIONS AUTOMATIC TAGS ::= 

BEGIN

IMPORTS


ProcedureCode,


ProtocolIE-ID

FROM NBAP-CommonDataTypes;

-- **************************************************************

--

-- Elementary Procedures

--

-- **************************************************************

id-audit 











ProcedureCode ::= 0

id-auditRequired 









ProcedureCode ::= 1

id-blockResource 









ProcedureCode ::= 2

id-cellDeletion 









ProcedureCode ::= 3

id-cellReconfiguration 








ProcedureCode ::= 4

id-cellSetup 










ProcedureCode ::= 5

id-cellSynchronisationInitiation





ProcedureCode ::= 45

id-cellSynchronisationReconfiguration




ProcedureCode ::= 46

id-cellSynchronisationReporting






ProcedureCode ::= 47

id-cellSynchronisationTermination





ProcedureCode ::= 48

id-cellSynchronisationFailure






ProcedureCode ::= 49

id-commonMeasurementFailure 






ProcedureCode ::= 6

id-commonMeasurementInitiation 






ProcedureCode ::= 7

id-commonMeasurementReport 







ProcedureCode ::= 8

id-commonMeasurementTermination 





ProcedureCode ::= 9

id-commonTransportChannelDelete 





ProcedureCode ::= 10

id-commonTransportChannelReconfigure 




ProcedureCode ::= 11

id-commonTransportChannelSetup 






ProcedureCode ::= 12

id-compressedModeCommand 







ProcedureCode ::= 14

id-dedicatedMeasurementFailure 






ProcedureCode ::= 16

id-dedicatedMeasurementInitiation 





ProcedureCode ::= 17

id-dedicatedMeasurementReport 






ProcedureCode ::= 18

id-dedicatedMeasurementTermination 





ProcedureCode ::= 19

id-downlinkPowerControl 







ProcedureCode ::= 20

id-downlinkPowerTimeslotControl 





ProcedureCode ::= 38

id-errorIndicationForCommon







ProcedureCode ::= 35

id-errorIndicationForDedicated






ProcedureCode ::= 21

id-informationExchangeFailure






ProcedureCode ::= 40

id-informationExchangeInitiation





ProcedureCode ::= 41

id-informationExchangeTermination





ProcedureCode ::= 42

id-informationReporting








ProcedureCode ::= 43

id-BearerRearrangement








ProcedureCode ::= 50

id-mBMSNotificationUpdate







ProcedureCode ::= 53

id-physicalSharedChannelReconfiguration 



ProcedureCode ::= 37

id-privateMessageForCommon







ProcedureCode ::= 36

id-privateMessageForDedicated






ProcedureCode ::= 22

id-radioLinkAddition 








ProcedureCode ::= 23

id-radioLinkDeletion 








ProcedureCode ::= 24

id-radioLinkFailure 








ProcedureCode ::= 25

id-radioLinkPreemption








ProcedureCode ::= 39
id-radioLinkRestoration 







ProcedureCode ::= 26

id-radioLinkSetup 









ProcedureCode ::= 27

id-reset











ProcedureCode ::= 13

id-resourceStatusIndication 






ProcedureCode ::= 28

id-cellSynchronisationAdjustment





ProcedureCode ::= 44

id-synchronisedRadioLinkReconfigurationCancellation

ProcedureCode ::= 29

id-synchronisedRadioLinkReconfigurationCommit


ProcedureCode ::= 30

id-synchronisedRadioLinkReconfigurationPreparation 

ProcedureCode ::= 31

id-systemInformationUpdate 







ProcedureCode ::= 32

id-unblockResource 









ProcedureCode ::= 33

id-unSynchronisedRadioLinkReconfiguration 



ProcedureCode ::= 34

id-radioLinkActivation








ProcedureCode ::= 51

id-radioLinkParameterUpdate







ProcedureCode ::= 52
id-uEStatusUpdate









ProcedureCode ::= 54

id-secondaryULFrequencyReporting





ProcedureCode ::= 55

id-secondaryULFrequencyUpdate






ProcedureCode ::= 56
-- **************************************************************

--

-- Lists

--

-- **************************************************************

maxNrOfCodes



INTEGER ::= 10

maxNrOfDLTSs



INTEGER ::= 15

maxNrOfDLTSLCRs



INTEGER ::= 6

maxNrOfErrors



INTEGER ::= 256

maxNrOfTFs




INTEGER ::= 32

maxNrOfTFCs




INTEGER ::= 1024

maxNrOfRLs




INTEGER ::= 16

maxNrOfRLs-1



INTEGER ::= 15
-- maxNrOfRLs – 1

maxNrOfRLs-2



INTEGER ::= 14
-- maxNrOfRLs – 2
maxNrOfRLSets



INTEGER ::= maxNrOfRLs

maxNrOfDPCHs



INTEGER ::= 240
maxNrOfDPCHsPerRL-1


INTEGER ::= 239 -- maxNrofCCTrCH*maxNrOfULTSs-1
maxNrOfDPCHLCRs



INTEGER ::= 240
maxNrOfDPCHsLCRPerRL-1

INTEGER ::= 95  -- maxNrofCCTrCH*maxNrOfULTSLCRs-1
maxNrOfDPCHs768



INTEGER ::= 480
maxNrOfDPCHs768PerRL-1

INTEGER ::= 479

maxNrOfSCCPCHs



INTEGER ::= 8

maxNrOfSCCPCHsinExt


INTEGER ::= 232

maxNrOfSCCPCHs768


INTEGER ::= 480

maxNrOfDCHs




INTEGER ::= 128

maxNrOfDSCHs



INTEGER ::= 32

maxNrOfFACHs



INTEGER ::= 8

maxNrOfCCTrCHs



INTEGER ::= 16

maxNrOfPDSCHs



INTEGER ::= 256

maxNrOfHSPDSCHs



INTEGER ::= 16

maxNrOfHSPDSCHs768


INTEGER ::= 32

maxNrOfPUSCHs



INTEGER ::= 256

maxNrOfPUSCHs-1



INTEGER ::= 255

maxNrOfPDSCHSets


INTEGER ::= 256

maxNrOfPRACHLCRs


INTEGER ::= 8

maxNrOfPUSCHSets


INTEGER ::= 256

maxNrOfSCCPCHLCRs


INTEGER ::= 8

maxNrOfSCCPCHsLCRinExt

INTEGER ::= 88

maxNrOfULTSs



INTEGER ::= 15

maxNrOfULTSLCRs



INTEGER ::= 6

maxNrOfUSCHs



INTEGER ::= 32

maxNrOfSlotFormatsPRACH

INTEGER ::= 8

maxCellinNodeB



INTEGER ::= 256

maxCCPinNodeB



INTEGER ::= 256

maxCTFC





INTEGER ::= 16777215

maxLocalCellinNodeB


INTEGER ::= maxCellinNodeB

maxFPACHCell



INTEGER ::= 8

maxRACHCell




INTEGER ::= maxPRACHCell

maxPLCCHCell



INTEGER ::= 16

maxPRACHCell



INTEGER ::= 16

maxSCCPCHCell



INTEGER ::= 32

maxSCCPCHCellinExt


INTEGER ::= 208
-- maxNrOfSCCPCHs + maxNrOfSCCPCHsinExt - maxSCCPCHCell

maxSCCPCHCellinExtLCR

INTEGER ::= 64
-- maxNrOfSCCPCHLCRs + maxNrOfSCCPCHsLCRinExt - maxSCCPCHCell

maxSCCPCHCell768


INTEGER ::= 480

maxSCPICHCell



INTEGER ::= 32

maxTTI-count



INTEGER ::= 4

maxIBSEG




INTEGER ::= 16

maxIB





INTEGER ::= 64

maxFACHCell 



INTEGER ::= 256
-- maxNrOfFACHs * maxSCCPCHCell

maxRateMatching



INTEGER ::= 256

maxHS-PDSCHCodeNrComp-1

INTEGER ::= 15

maxHS-SCCHCodeNrComp-1

INTEGER ::= 127

maxNrOfCellSyncBursts

INTEGER ::= 10

maxNrOfReceptsPerSyncFrame
INTEGER ::= 16

maxNrOfMeasNCell


INTEGER ::= 96

maxNrOfMeasNCell-1


INTEGER ::= 95
-- maxNrOfMeasNCell – 1
maxNrOfSF




INTEGER ::= 8

maxTGPS





INTEGER ::= 6
maxCommunicationContext

INTEGER ::= 1048575

maxNrOfLevels



INTEGER ::= 256

maxNoSat




INTEGER ::= 16

maxNoGPSItems



INTEGER ::= 8

maxNrOfHSSCCHs



INTEGER ::= 32

maxNrOfHSSICHs



INTEGER ::= 4
maxNrOfHSSICHs-1


INTEGER ::= 3

maxNrOfSyncFramesLCR

INTEGER ::= 512

maxNrOfReceptionsperSyncFrameLCR
INTEGER ::=
8

maxNrOfSyncDLCodesLCR

INTEGER ::= 32
maxNrOfHSSCCHCodes



INTEGER ::= 4

maxNrOfMACdFlows



INTEGER ::= 8

maxNrOfMACdFlows-1



INTEGER ::= 7
-- maxNrOfMACdFlows - 1

maxNrOfMACdPDUIndexes


INTEGER ::= 8

maxNrOfMACdPDUIndexes-1


INTEGER ::= 7
-- maxNoOfMACdPDUIndexes – 1

maxNrOfMACdPDUSize



INTEGER ::= 32
maxNrOfNIs





INTEGER ::= 256

maxNrOfPriorityQueues


INTEGER ::= 8

maxNrOfPriorityQueues-1


INTEGER ::= 7
-- maxNoOfPriorityQueues - 1

maxNrOfHARQProcesses


INTEGER ::= 8

maxNrOfContextsOnUeList


INTEGER ::= 16

maxNrOfCellPortionsPerCell

INTEGER ::= 64

maxNrOfCellPortionsPerCell-1
INTEGER ::= 63

maxNrOfPriorityClasses


INTEGER ::= 16

maxNrOfSatAlmanac-maxNoSat

INTEGER ::= 16  -- maxNrofSatAlmanac - maxNoSat

maxNrOfE-AGCHs




INTEGER ::= 32

maxNrOfEDCHMACdFlows


INTEGER ::= 8

maxNrOfEDCHMACdFlows-1


INTEGER ::= 7

maxNrOfE-RGCHs-E-HICHs


INTEGER ::= 32

maxNrOfEDCH-HARQ-PO-QUANTSTEPs
INTEGER ::= 6

maxNrOfEDCHHARQProcesses2msEDCH
INTEGER ::= 8

maxNrOfEDPCCH-PO-QUANTSTEPs

INTEGER ::= 8

maxNrOfBits-MACe-PDU-non-scheduled
INTEGER ::= 19982

maxNrOfRefETFCIs



INTEGER ::= 8

maxNrOfRefETFCI-PO-QUANTSTEPs
INTEGER ::= 29
maxNrofSigSeqRGHI-1



INTEGER ::= 39

maxNoOfLogicalChannels


INTEGER ::= 16 -- only maximum 15 can be used
maxNrOfCombEDPDCH



INTEGER ::= 12

maxE-RUCCHCell




INTEGER ::= 16

maxNrOfEAGCHCodes



INTEGER ::= 4

maxNrOfRefBetas




INTEGER ::= 8

maxNrOfE-PUCHSlots



INTEGER ::= 13

maxNrOfEAGCHs




INTEGER ::= 32

maxNrOfHS-DSCH-TBSs-HS-SCCHless
INTEGER ::= 4

maxNrOfHS-DSCH-TBSs



INTEGER ::= 90
maxNrOfEHICHCodes



INTEGER ::= 4
maxNrOfE-PUCHSlotsLCR


INTEGER ::= 5
maxNrOfEPUCHcodes



INTEGER ::= 16
maxNrOfEHICHs




INTEGER ::= 32
maxNrOfCommonMACFlows


INTEGER ::= 8

maxNrOfCommonMACFlows-1


INTEGER ::= 7

maxNrOfPagingMACFlow


INTEGER ::= 4 

maxNrOfPagingMACFlow-1


INTEGER ::= 3

maxNrOfcommonMACQueues


INTEGER ::= 8
maxNrOfpagingMACQueues


INTEGER ::= 8
maxNrOfHS-DSCHTBSsE-PCH


INTEGER ::= 2

maxGANSSSat





INTEGER ::= 64

maxNoGANSS





INTEGER ::= 8
maxSgnType





INTEGER ::= 8
maxFrequencyinCell



INTEGER ::= 12

maxFrequencyinCell-1


INTEGER ::= 11
maxHSDPAFrequency



INTEGER ::= 8

maxHSDPAFrequency-1



INTEGER ::= 7
maxNrOfHSSCCHsinExt



INTEGER ::= 224

maxGANSSSatAlmanac



INTEGER ::= 36

maxGANSSClockMod



INTEGER ::= 4

maxNrOfEDCHRLs




INTEGER ::= 4

maxERNTItoRelease



INTEGER ::= 256

maxNrOfCommonEDCH



INTEGER ::= 32

maxNrOfCommonMACFlowsLCR

INTEGER ::= 256

maxNrOfCommonMACFlowsLCR-1

INTEGER ::= 255

maxNrOfHSSCCHsLCR



INTEGER ::= 256
maxNrOfEDCHMACdFlowsLCR


INTEGER ::= 256

maxNrOfEDCHMACdFlowsLCR-1

INTEGER ::= 255

maxNrOfEAGCHsLCR



INTEGER ::= 256

maxNrOfEHICHsLCR



INTEGER ::= 256

maxnrofERUCCHsLCR



INTEGER ::= 32
maxNrOfHSDSCH-1




INTEGER ::= 32

maxNrOfHSDSCH




INTEGER ::= 33
maxGANSS-1





INTEGER ::= 7
maxNoOfTBSs-Mapping-HS-DSCH-SPS

INTEGER ::= 4

maxNoOfTBSs-Mapping-HS-DSCH-SPS-1
INTEGER ::= 3

maxNoOfHS-DSCH-TBSsLCR



INTEGER ::= 64
maxNoOfRepetition-Period-LCR

INTEGER ::= 4

maxNoOfRepetitionPeriod-SPS-LCR-1
INTEGER ::= 3

maxNoOf-HS-SICH-SPS




INTEGER ::= 4

maxNoOf-HS-SICH-SPS-1



INTEGER ::= 3

maxNoOfNon-HS-SCCH-Assosiated-HS-SICH
INTEGER ::= 4
maxMBMSServiceSelect


INTEGER ::= 256 
maxNrOfCellPortionsPerCellLCR

INTEGER ::= 256

maxNrOfCellPortionsPerCellLCR-1

INTEGER ::= 255

maxNrOfEDCH-1





INTEGER ::= 32
maxNoOfCommonH-RNTI



INTEGER ::= 256
maxNrOfCommonMACFlowsLCRExt


INTEGER ::= 248 

-- maxNrOfCommonMACFlowsLCR-maxNrOfCommonMACFlows
maxNrOfDCHMeasurementOccasionPatternSequence

INTEGER ::= 6
	< Sections Omitted >


id-DCH-MeasurementOccasion-Information
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