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8.2.18
Physical Shared Channel Reconfiguration

8.2.18.1
General

This procedure is used to assign HS-DSCH related resources to the Node B.

[TDD - This procedure is also used for handling PDSCH Sets and PUSCH Sets in the Node B, i.e.

-
Adding new PDSCH Sets and/or PUSCH Sets,

-
Modifying these, and

-
Deleting them.]

This procedure is also used to assign E-DCH related resources to the Node B.

8.2.18.2
Successful Operation
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Figure 26: Physical Shared Channel Reconfiguration, Successful Operation

The procedure is initiated with a PHYSICAL SHARED CHANNEL RECONFIGURATION REQUEST message sent from the CRNC to the Node B using the Node B Control Port.

Upon reception, the Node B shall activate the new configuration at the head boundary of the SFN according to the parameters given in the message.

If the PHYSICAL SHARED CHANNEL RECONFIGURATION REQUEST message includes an SFN IE, the Node B shall activate the new configuration at the head boundary of that specified SFN. If no SFN IE is included Node B shall activate the new configuration immediately.
	< sections omitted >


[FDD – Enhanced UE DRX Operation]:
[FDD - If the PHYSICAL SHARED CHANNEL RECONFIGURATION REQUEST message includes the Enhanced UE DRX Information IE, then the Node B shall use the information to execute Enhanced UE DRX for the cell.] 

[1.28Mcps DD – Enhanced UE DRX Operation]:
[1.28Mcps TDD - If the PHYSICAL SHARED CHANNEL RECONFIGURATION REQUEST message includes the Enhanced UE DRX Information LCR IE, then the Node B shall use the information to execute Enhanced UE DRX for the cell.] 
[1.28Mcps TDD - Shared physical channels Synchronisation Detection]:

[1.28Mcps TDD - If the PHYSICAL SHARED CHANNEL RECONFIGURATION REQUEST message contains the Out-of-sync Detection Window IE, then the Node B shall use this IE to detect the synchronization status of UE as described in ref [21], subclause 5.3.2A.]
 [1.28Mcps TDD - If the PHYSICAL SHARED CHANNEL RECONFIGURATION REQUEST message includes the Treset Usage Indicator IE, if supported, the Node B shall stop using all configured MAC-ehs Reset Timers for the UEs in enhanced CELL_PCH or CELL_FACH with dedicated H-RNTI according to [32].]
	< sections omitted >


9.1.62
PHYSICAL SHARED CHANNEL RECONFIGURATION REQUEST
	< sections omitted >


9.1.62.2
TDD Message

	IE/Group Name
	Presence
	Range
	IE Type and Reference
	Semantics Description
	Criticality
	Assigned Criticality

	Message Discriminator
	M
	
	9.2.1.45
	
	–
	

	Message Type
	M
	
	9.2.1.46
	
	YES
	reject

	Transaction ID 
	M
	
	9.2.1.62
	
	–
	

	C-ID
	M
	
	9.2.1.9
	
	YES
	reject

	SFN
	O
	
	9.2.1.53A
	
	YES
	reject

	PDSCH Sets To Add
	
	0..<maxnoofPDSCHSets>
	
	
	GLOBAL
	reject

	>PDSCH Set ID
	M
	
	9.2.3.11
	
	–
	

	>PDSCH To Add Information
	
	0..1
	
	Mandatory for 3.84Mcps TDD. Not Applicable to 1.28Mcps TDD or 7.68Mcps TDD.
	YES
	reject

	>>Repetition Period
	M
	
	9.2.3.16
	
	–
	

	>>Repetition Length
	M
	
	9.2.3.15
	
	–
	

	>>TDD Physical Channel Offset
	M
	
	9.2.3.20
	
	–
	

	>>DL Timeslot Information
	
	1..<maxnoofDLts>
	
	
	–
	

	>>>Time Slot
	M
	
	9.2.3.23
	
	–
	

	>>>Midamble Shift And Burst Type
	M
	
	9.2.3.7
	
	–
	

	>>>TFCI Presence
	M
	
	9.2.1.57
	
	–
	

	>>>DL Code Information
	
	1..<maxnoofPDSCHs>
	
	
	–
	

	>>>>PDSCH ID
	M
	
	9.2.3.10
	
	–
	

	>>>>TDD Channelisation Code
	M
	
	9.2.3.19
	
	–
	

	>PDSCH To Add Information LCR
	
	0..1
	
	Mandatory for 1.28Mcps TDD. Not Applicable to 3.84Mcps TDD or 7.68Mcps TDD.
	YES
	reject

	>>Repetition Period
	M
	
	9.2.3.16
	
	–
	

	>>Repetition Length
	M
	
	9.2.3.15
	
	–
	

	>>TDD Physical Channel Offset
	M
	
	9.2.3.20
	
	–
	

	>>DL Timeslot Information LCR
	
	1..<maxnoofDLtsLCR>
	
	
	–
	

	>>>Time Slot LCR
	M
	
	9.2.3.24A
	
	–
	

	>>>Midamble Shift LCR
	M
	
	9.2.3.7A
	
	–
	

	>>>TFCI Presence
	M
	
	9.2.1.57
	
	–
	

	>>>DL Code Information LCR
	
	1..<maxnoofPDSCHs>
	
	
	–
	

	>>>>PDSCH ID
	M
	
	9.2.3.10
	
	–
	

	>>>>TDD Channelisation Code LCR
	M
	
	9.2.3.19a
	
	–
	

	>>>>TDD DL DPCH Time Slot Format LCR
	O
	
	9.2.3.19D
	
	YES
	reject

	>>TSTD Indicator
	O
	
	9.2.1.64
	
	YES
	reject

	>PDSCH To Add Information 7.68Mcps
	
	0..1
	
	Mandatory for 7.68Mcps TDD. Not Applicable to 1.28Mcps TDD or 3.84Mcps TDD.
	YES
	reject

	>>Repetition Period
	M
	
	9.2.3.16
	
	–
	

	>>Repetition Length
	M
	
	9.2.3.15
	
	–
	

	>>TDD Physical Channel Offset
	M
	
	9.2.3.20
	
	–
	

	>>DL Timeslot Information 7.68Mcps 
	
	1..<maxnoofDLts>
	
	
	–
	

	>>>Time Slot
	M
	
	9.2.3.23
	
	–
	

	>>>Midamble Shift And Burst Type 7.68Mcps
	M
	
	9.2.3.35
	
	–
	

	>>>TFCI Presence
	M
	
	9.2.1.57
	
	–
	

	>>>DL Code Information 7.68Mcps
	
	1..<maxnoofPDSCHs>
	
	
	–
	

	>>>>PDSCH ID 7.68Mcps
	M
	
	9.2.3.43
	
	–
	

	>>>>TDD Channelisation Code 7.68Mcps
	M
	
	9.2.3.34
	
	–
	

	PDSCH Sets To Modify
	
	0..<maxnoof PDSCHSets>
	
	
	GLOBAL
	reject

	>PDSCH Set ID
	M
	
	9.2.3.11
	
	–
	

	>CHOICE HCR or LCR or 7.68 Mcps
	M
	
	
	See note 1 below
	–
	

	>>3.84Mcps TDD
	
	
	
	
	–
	

	>>>PDSCH To Modify Information
	
	1
	
	
	YES
	reject

	>>>>Repetition Period
	O
	
	9.2.3.16
	
	–
	

	>>>>Repetition Length
	O
	
	9.2.3.15
	
	–
	

	>>>>TDD Physical Channel Offset
	O
	
	9.2.3.20
	
	–
	

	>>>>DL Timeslot Information
	
	0..<maxnoofDLts>
	
	
	–
	

	>>>>>Time Slot
	M
	
	9.2.3.23
	
	–
	

	>>>>>Midamble Shift And Burst Type
	O
	
	9.2.3.7
	
	–
	

	>>>>>TFCI Presence
	O
	
	9.2.1.57
	
	–
	

	>>>>>DL Code Information
	
	0..<maxnoofPDSCHs>
	
	
	–
	

	>>>>>>PDSCH ID
	M
	
	9.2.3.10
	
	–
	

	>>>>>>TDD Channelisation Code
	M
	
	9.2.3.19
	
	–
	

	>>1.28Mcps TDD
	
	
	
	
	–
	

	>>>PDSCH To Modify Information LCR
	
	1
	
	
	YES
	reject

	>>>>Repetition Period
	O
	
	9.2.3.16
	
	–
	

	>>>>Repetition Length
	O
	
	9.2.3.15
	
	–
	

	>>>>TDD Physical Channel Offset
	O
	
	9.2.3.20
	
	–
	

	>>>>DL Timeslot Information LCR
	
	0..<maxnoofDLtsLCR>
	
	
	–
	

	>>>>>Time Slot LCR
	M
	
	9.2.3.24A
	
	–
	

	>>>>>Midamble Shift LCR
	O
	
	9.2.3.7A
	
	–
	

	>>>>>TFCI Presence
	O
	
	9.2.1.57
	
	–
	

	>>>>>DL Code Information LCR
	
	0..<maxnoofPDSCHs>
	
	
	–
	

	>>>>>>PDSCH ID
	M
	
	9.2.3.10
	
	–
	

	>>>>>>TDD Channelisation Code LCR
	M
	
	9.2.3.19a
	
	–
	

	>>>>>>TDD DL DPCH Time Slot Format LCR
	O
	
	9.2.3.19D
	
	YES
	reject

	>>7.68Mcps TDD
	
	
	
	
	–
	

	>>>PDSCH To Modify Information 7.68Mcps 
	
	1
	
	
	YES
	reject

	>>>>Repetition Period
	O
	
	9.2.3.16
	
	–
	

	>>>>Repetition Length
	O
	
	9.2.3.15
	
	–
	

	>>>>TDD Physical Channel Offset
	O
	
	9.2.3.20
	
	–
	

	>>>>DL Timeslot Information 7.68Mcps
	
	0..<maxnoofDLts>
	
	
	–
	

	>>>>>Time Slot
	M
	
	9.2.3.23
	
	–
	

	>>>>>Midamble Shift And Burst Type 7.68Mcps 
	O
	
	9.2.3.35
	
	–
	

	>>>>>TFCI Presence
	O
	
	9.2.1.57
	
	–
	

	>>>>>DL Code Information 7.68Mcps 
	
	0..<maxnoofPDSCHs>
	
	
	–
	

	>>>>>>PDSCH ID 7.68Mcps
	M
	
	9.2.3.43
	
	–
	

	>>>>>>TDD Channelisation Code 7.68Mcps
	M
	
	9.2.3.34
	
	–
	

	PDSCH Sets To Delete
	
	0..<maxnoof PDSCHSets>
	
	
	GLOBAL
	reject

	>PDSCH Set ID
	M
	
	9.2.3.11
	
	–
	

	PUSCH Sets To Add
	
	0..<maxnoof PUSCHSets>
	
	
	GLOBAL
	reject

	>PUSCH Set ID
	M
	
	9.2.3.13
	
	–
	

	>PUSCH To Add Information
	
	0..1
	
	Mandatory for 3.84Mcps TDD. Not Applicable to 1.28Mcps TDD or 7.68Mcps TDD.
	YES
	reject

	>>Repetition Period
	M
	
	9.2.3.16
	
	–
	

	>>Repetition Length
	M
	
	9.2.3.15
	
	–
	

	>>TDD Physical Channel Offset
	M
	
	9.2.3.20
	
	–
	

	>>UL Timeslot Information
	
	1..<maxnoofULts>
	
	
	–
	

	>>>Time Slot
	M
	
	9.2.3.23
	
	–
	

	>>>Midamble Shift And Burst Type
	M
	
	9.2.3.7
	
	–
	

	>>>TFCI Presence
	M
	
	9.2.1.57
	
	–
	

	>>>UL Code Information
	
	1..<maxnoofPUSCHs>
	
	
	–
	

	>>>>PUSCH ID
	M
	
	9.2.3.12
	
	–
	

	>>>>TDD Channelisation Code
	M
	
	9.2.3.19
	
	–
	

	>PUSCH To Add Information LCR
	
	0..1
	
	Mandatory for 1.28Mcps TDD. Not Applicable to 3.84Mcps TDD or 7.68Mcps TDD.
	YES
	reject

	>>Repetition Period
	M
	
	9.2.3.16
	
	–
	

	>>Repetition Length
	M
	
	9.2.3.15
	
	–
	

	>>TDD Physical Channel Offset
	M
	
	9.2.3.20
	
	–
	

	>>UL Timeslot Information LCR
	
	1..<maxnoofULtsLCR>
	
	
	–
	

	>>>Time Slot LCR
	M
	
	9.2.3.24A
	
	–
	

	>>>Midamble Shift LCR
	M
	
	9.2.3.7A
	
	–
	

	>>>TFCI Presence
	M
	
	9.2.1.57
	
	–
	

	>>>UL Code Information LCR
	
	1..<maxnoofPUSCHs>
	
	
	–
	

	>>>>PUSCH ID
	M
	
	9.2.3.12
	
	–
	

	>>>>TDD Channelisation Code LCR
	M
	
	9.2.3.19a
	
	–
	

	>>>>TDD UL DPCH Time Slot Format LCR
	O
	
	9.2.3.21C
	
	YES
	reject

	>PUSCH To Add Information 7.68Mcps 
	
	0..1
	
	Mandatory for 7.68Mcps TDD. Not Applicable to 1.28Mcps TDD or 3.84 Mcps TDD.
	YES
	reject

	>>Repetition Period
	M
	
	9.2.3.16
	
	–
	

	>>Repetition Length
	M
	
	9.2.3.15
	
	–
	

	>>TDD Physical Channel Offset
	M
	
	9.2.3.20
	
	–
	

	>>UL Timeslot Information 7.68Mcps 
	
	1..<maxnoofULts>
	
	
	–
	

	>>>Time Slot
	M
	
	9.2.3.23
	
	–
	

	>>>Midamble Shift And Burst Type 7.68Mcps
	M
	
	9.2.3.35
	
	–
	

	>>>TFCI Presence
	M
	
	9.2.1.57
	
	–
	

	>>>UL Code Information 7.68Mcps 
	
	1..<maxnoofPUSCHs>
	
	
	–
	

	>>>>PUSCH ID
	M
	
	9.2.3.12
	
	–
	

	>>>>TDD Channelisation Code 7.68Mcps
	M
	
	9.2.3.34
	
	–
	

	PUSCH Sets To Modify
	
	0..<maxnoof PUSCHSets>
	
	
	GLOBAL
	reject

	>PUSCH Set ID
	M
	
	9.2.3.13
	
	–
	

	>CHOICE HCR or LCR or 7.68Mcps
	M
	
	
	See note 1 below
	–
	

	>>3.84Mcps TDD
	
	
	
	
	–
	

	>>>PUSCH To Modify Information
	
	1
	
	
	YES
	reject

	>>>>Repetition Period
	O
	
	9.2.3.16
	
	–
	

	>>>>Repetition Length
	O
	
	9.2.3.15
	
	–
	

	>>>>TDD Physical Channel Offset
	O
	
	9.2.3.20
	
	–
	

	>>>>UL Timeslot Information
	
	0..<maxnoofULts>
	
	
	–
	

	>>>>>Time Slot
	M
	
	9.2.3.23
	
	–
	

	>>>>>Midamble Shift And Burst Type
	O
	
	9.2.3.7
	
	–
	

	>>>>>TFCI Presence
	O
	
	9.2.1.57
	
	–
	

	>>>>>UL Code Information
	
	0..<maxnoofPUSCHs>
	
	
	–
	

	>>>>>>PUSCH ID
	M
	
	9.2.3.12
	
	–
	

	>>>>>>TDD Channelisation Code
	M
	
	9.2.3.19
	
	–
	

	>>1.28Mcps TDD
	
	
	
	
	–
	

	>>>PUSCH To Modify Information LCR 
	
	1
	
	
	YES
	reject

	>>>>Repetition Period
	O
	
	9.2.3.16
	
	–
	

	>>>>Repetition Length
	O
	
	9.2.3.15
	
	–
	

	>>>>TDD Physical Channel Offset
	O
	
	9.2.3.20
	
	–
	

	>>>>UL Timeslot Information LCR
	
	0..<maxnoofULtsLCR>
	
	
	–
	

	>>>>>Time Slot LCR
	M
	
	9.2.3.24A
	
	–
	

	>>>>>Midamble Shift LCR
	O
	
	9.2.3.7A
	
	–
	

	>>>>>TFCI Presence
	O
	
	9.2.1.57
	
	–
	

	>>>>>UL Code Information LCR
	
	0..<maxnoofPUSCHs>
	
	
	–
	

	>>>>>>PUSCH ID
	M
	
	9.2.3.12
	
	–
	

	>>>>>>TDD Channelisation Code LCR
	M
	
	9.2.3.19a
	
	–
	

	>>>>>>TDD UL DPCH Time Slot Format LCR
	O
	
	9.2.3.21C
	
	YES
	reject

	>>7.68Mcps TDD
	
	
	
	
	–
	

	>>>PUSCH To Modify Information 7.68Mcps 
	
	1
	
	
	YES
	reject

	>>>>Repetition Period
	O
	
	9.2.3.16
	
	–
	

	>>>>Repetition Length
	O
	
	9.2.3.15
	
	–
	

	>>>>TDD Physical Channel Offset
	O
	
	9.2.3.20
	
	–
	

	>>>>UL Timeslot Information 7.68Mcps
	
	0..<maxnoofULts>
	
	
	–
	

	>>>>>Time Slot
	M
	
	9.2.3.23
	
	–
	

	>>>>>Midamble Shift And Burst Type 7.68Mcps
	O
	
	9.2.3.35
	
	–
	

	>>>>>TFCI Presence
	O
	
	9.2.1.57
	
	–
	

	>>>>>UL Code Information 7.68Mcps
	
	0..<maxnoofPUSCHs>
	
	
	–
	

	>>>>>>PUSCH ID
	M
	
	9.2.3.12
	
	–
	

	>>>>>>TDD Channelisation Code 7.68Mcps
	M
	
	9.2.3.34
	
	–
	

	PUSCH Sets To Delete
	
	0..<maxnoofPUSCHSets>
	
	
	GLOBAL
	reject

	>PUSCH Set ID
	M
	
	9.2.3.13
	
	–
	

	HS-PDSCH TDD Information
	
	0..1
	
	
	GLOBAL
	reject

	>DL Timeslot and Code Information
	
	0..<maxnoofDLts>
	
	Mandatory for 3.84Mcps TDD. Not Applicable to 1.28Mcps TDD or 7.68Mcps TDD.
	–
	

	>>Time Slot
	M
	
	9.2.3.23
	
	–
	

	>>Midamble Shift And Burst Type
	M
	
	9.2.3.7
	
	–
	

	>>Codes
	
	1..<maxnoofHSPDSCHs>
	
	
	–
	

	>>>TDD Channelisation Code
	M
	
	9.2.3.19
	
	–
	

	>>HS-PDSCH and HS-SCCH Total Power
	O
	
	Maximum Transmission Power

9.2.1.40
	Maximum transmission power to be allowed for HS-PDSCH and HS-SCCH codes in the timeslot
	YES
	reject

	>DL Timeslot and Code Information LCR per UARFCN
	
	0.. <maxFrequencyinCell>
	
	Mandatory for 1.28Mcps TDD 

Not Applicable to 3.84Mcps TDD or 7.68Mcps TDD.
See note 2 below
	EACH
	reject

	>>DL Timeslot and Code Information LCR
	
	0..<maxnoofDLtsLCR>
	
	.
	–
	

	>>>Time Slot LCR
	M
	
	9.2.3.24A
	
	–
	

	>>>Midamble Shift LCR
	M
	
	9.2.3.7A
	
	–
	

	>>>Codes LCR
	
	1..<maxnoofHSPDSCHs>
	
	
	–
	

	>>>>TDD Channelisation Code
	M
	
	9.2.3.19
	
	–
	

	>>>HS-PDSCH and HS-SCCH Total Power
	O
	
	Maximum Transmission Power

9.2.1.40
	Maximum transmission power to be allowed for HS-PDSCH and HS-SCCH codes in the timeslot
	YES
	reject

	>>>HS-PDSCH and HS-SCCH Total Power per CELL PORTION
	
	0..<maxNrOfCellPortionsLCR>
	
	
	EACH
	ignore

	>>>>Cell Portion LCR ID
	M
	
	9.2.3.107
	
	–
	

	>>>> HS-PDSCH and HS-SCCH Total Power Value for CELL PORTION
	M
	
	Maximum Transmission Power

9.2.1.40
	
	–
	

	>>UARFCN
	O
	
	9.2.1.65
	Corresponds to Nt [15]
Mandatory for 1.28Mcps TDD when using multiple frequencies.
	–
	

	>DL Timeslot and Code Information 7.68Mcps
	
	0..<maxnoofDLts>
	
	Mandatory for 7.68Mcps TDD. Not Applicable to 1.28Mcps TDD or 3.84 Mcps TDD.
	GLOBAL
	reject

	>>Time Slot
	M
	
	9.2.3.23
	
	–
	

	>>Midamble Shift And Burst Type 7.68Mcps
	M
	
	9.2.3.35
	
	–
	

	>>Codes 7.68Mcps
	
	1..<maxnoofHSPDSCHs768>
	
	
	–
	

	>>>TDD Channelisation Code 7.68Mcps
	M
	
	9.2.3.34
	
	–
	

	>>HS-PDSCH and HS-SCCH Total Power
	O
	
	Maximum Transmission Power

9.2.1.40
	Maximum transmission power to be allowed for HS-PDSCH and HS-SCCH codes in the timeslot
	–
	–

	Add to HS-SCCH Resource Pool
	
	0..1
	
	
	GLOBAL
	reject

	>HS-SCCH Information
	
	0..<maxnoofHSSCCHs>
	
	Applicable to 3.84Mcps TDD only
	–
	

	>>HS-SCCH ID
	M
	
	9.2.3.5Ga
	
	–
	

	>>Time Slot
	M
	
	9.2.3.23
	
	–
	

	>>Midamble Shift And Burst Type
	M
	
	9.2.3.7
	
	–
	

	>>TDD Channelisation Code
	M
	
	9.2.3.19
	
	–
	

	>>Maximum HS-SCCH Power
	M
	
	DL Power

9.2.1.21
	
	–
	

	>>HS-SICH Information
	
	1
	
	
	–
	

	>>>HS-SICH ID
	M
	
	9.2.3.5Gb
	
	–
	

	>>>Time Slot
	M
	
	9.2.3.23
	
	–
	

	>>>Midamble Shift And Burst Type
	M
	
	9.2.3.7
	
	–
	

	>>>TDD Channelisation Code
	M
	
	9.2.3.19
	
	–
	

	>HS-SCCH Information LCR
	
	0..<maxnoofHSSCCHs>
	
	Applicable to 1.28Mcps TDD only
See note 3 below
	–
	

	>>HS-SCCH ID
	M
	
	9.2.3.5Ga
	If the Extended HS-SCCH ID IE is included in the HS-SCCH Information LCR IE, the HS-SCCH ID IE shall be ignored.
	–
	

	>>Time Slot LCR
	M
	
	9.2.3.24A
	
	–
	

	>>Midamble Shift LCR
	M
	
	9.2.3.7A
	
	–
	

	>>First TDD Channelisation Code
	M
	
	TDD Channelisation Code 9.2.3.19
	
	–
	

	>>Second TDD Channelisation Code
	M
	
	TDD Channelisation Code 9.2.3.19
	
	–
	

	>>Maximum HS-SCCH Power
	M
	
	DL Power

9.2.1.21
	
	–
	

	>>HS-SICH Information LCR
	
	1
	
	
	–
	

	>>>HS-SICH ID
	M
	
	9.2.3.5Gb
	If the Extended HS-SICH ID IE is included in the HS-SICH Information LCR IE, the HS-SICH ID IE shall be ignored.
	–
	

	>>>Time Slot LCR
	M
	
	9.2.3.24A
	
	–
	

	>>>Midamble Shift LCR
	M
	
	9.2.3.7A
	
	–
	

	>>>TDD Channelisation Code
	M
	
	9.2.3.19
	
	–
	

	>>>Extended HS-SICH ID
	O
	
	9.2.3.5K
	The Extended HS-SICH ID IE shall be used if the HS-SICH identity has a value larger than 31.
	YES
	ignore

	>>Extended HS-SCCH ID
	O
	
	9.2.3.5J
	The Extended HS-SCCH ID IE shall be used if the HS-SCCH identity has a value larger than 31.
	YES
	ignore

	>>UARFCN
	O
	
	9.2.1.65
	Corresponds to Nt [15]

Mandatory for 1.28Mcps TDD when using multiple frequencies.
	YES–
	ignore

	>>HS-SICH Reference Signal Information
	O
	
	9.2.3.103
	
	YES
	ignore

	>HS-SCCH Information 7.68Mcps
	
	0..<maxnoofHSSCCHs>
	
	Applicable to 7.68Mcps TDD only
	GLOBAL
	reject

	>>HS-SCCH ID
	M
	
	9.2.3.5Ga
	
	–
	

	>>Time Slot
	M
	
	9.2.3.23
	
	–
	

	>>Midamble Shift And Burst Type 7.68Mcps
	M
	
	9.2.3.35
	
	–
	

	>>TDD Channelisation Code 7.68Mcps
	M
	
	9.2.3.34
	
	–
	

	>>Maximum HS-SCCH Power
	M
	
	DL Power

9.2.1.21
	
	–
	

	>>HS-SICH Information 7.68Mcps
	
	1
	
	
	–
	

	>>>HS-SICH ID
	M
	
	9.2.3.5Gb
	
	–
	

	>>>Time Slot
	M
	
	9.2.3.23
	
	–
	

	>>>Midamble Shift And Burst Type 7.68Mcps
	M
	
	9.2.3.35
	
	–
	

	>>>TDD Channelisation Code 7.68Mcps
	M
	
	9.2.3.34
	
	–
	

	Modify HS-SCCH Resource Pool
	
	0..1
	
	
	GLOBAL
	reject

	>HS-SCCH Information
	
	0..<maxnoofHSSCCHs>
	
	Applicable to 3.84Mcps TDD only
	–
	

	>>HS-SCCH ID
	M
	
	9.2.3.5Ga
	
	–
	

	>>Time Slot
	O
	
	9.2.3.23
	
	–
	

	>>Midamble Shift And Burst Type
	O
	
	9.2.3.7
	
	–
	

	>>TDD Channelisation Code
	O
	
	9.2.3.19
	
	–
	

	>>Maximum HS-SCCH Power
	O
	
	DL Power

9.2.1.21
	
	–
	

	>>HS-SICH Information
	
	0..1
	
	
	–
	

	>>>HS-SICH ID
	M
	
	9.2.3.5Gb
	
	–
	

	>>>Time Slot
	O
	
	9.2.3.23
	
	–
	

	>>>Midamble Shift And Burst Type
	O
	
	9.2.3.7
	
	–
	

	>>>TDD Channelisation Code
	O
	
	9.2.3.19
	
	–
	

	>HS-SCCH Information LCR
	
	0..<maxnoofHSSCCHs>
	
	Applicable to 1.28Mcps TDD only
See note 3 below
	–
	

	>>HS-SCCH ID
	M
	
	9.2.3.5Ga
	If the Extended HS-SCCH ID IE is included in the HS-SCCH Information LCR IE, the HS-SCCH ID IE shall be ignored.
	–
	

	>>Time Slot LCR
	O
	
	9.2.3.24A
	
	–
	

	>>Midamble Shift LCR
	O
	
	9.2.3.7A
	
	–
	

	>>First TDD Channelisation Code
	O
	
	TDD Channelisation Code 9.2.3.19
	
	–
	

	>>Second TDD Channelisation Code
	O
	
	TDD Channelisation Code 9.2.3.19
	
	–
	

	>>Maximum HS-SCCH Power
	O
	
	DL Power

9.2.1.21
	
	–
	

	>>HS-SICH Information LCR
	
	0..1
	
	
	–
	

	>>>HS-SICH ID
	M
	
	9.2.3.5Gb
	If the Extended HS-SICH ID IE is included in the HS-SICH Information LCR IE, the HS-SICH ID IE shall be ignored.
	–
	

	>>>Time Slot LCR
	O
	
	9.2.3.24A
	
	–
	

	>>Midamble Shift LCR
	O
	
	9.2.3.7A
	
	–
	

	>>>TDD Channelisation Code
	O
	
	9.2.3.19
	
	–
	

	>>>Extended HS-SICH ID
	O
	
	9.2.3.5K
	The Extended HS-SICH ID IE shall be used if the HS-SICH identity has a value larger than 31.
	YES
	ignore

	>>Extended HS-SCCH ID
	O
	
	9.2.3.5J
	The Extended HS-SCCH ID IE shall be used if the HS-SCCH identity has a value larger than 31.
	YES
	ignore

	>>UARFCN
	O
	
	9.2.1.65
	Corresponds to Nt [15]

Applicable to 1.28Mcps TDD when using multiple frequencies.
	YES
	ignore

	>>HS-SICH Reference Signal Information Modify 
	
	0..1
	
	
	YES
	reject

	>>>HS-SICH Reference Signal Information
	O
	
	9.2.3.103
	
	–
	

	>HS-SCCH Information 7.68Mcps
	
	0..<maxnoofHSSCCHs>
	
	Applicable to 7.68Mcps TDD only
	GLOBAL
	reject

	>>HS-SCCH ID
	M
	
	9.2.3.5Ga
	
	–
	

	>>Time Slot
	O
	
	9.2.3.23
	
	–
	

	>>Midamble Shift And Burst Type 7.68Mcps
	M
	
	9.2.3.35
	
	–
	

	>>TDD Channelisation Code 7.68Mcps
	M
	
	9.2.3.34
	
	–
	

	>>Maximum HS-SCCH Power
	O
	
	DL Power

9.2.1.21
	
	–
	

	>>HS-SICH Information 7.68Mcps
	
	0..1
	
	
	–
	

	>>>HS-SICH ID
	M
	
	9.2.3.5Gb
	
	–
	

	>>>Time Slot
	O
	
	9.2.3.23
	
	–
	

	>>>Midamble Shift And Burst Type 7.68Mcps
	M
	
	9.2.3.35
	
	–
	

	>>>TDD Channelisation Code 7.68Mcps
	M
	
	9.2.3.34
	
	–
	

	Delete from HS-SCCH Resource Pool
	
	0..<maxnoof HSSCCHs>
	
	For 1.28Mcps TDD ,see note 3 below
	GLOBAL
	reject

	>HS-SCCH ID
	M
	
	9.2.3.5Ga
	For 1.28Mcps TDD, if the Extended HS-SCCH ID IE is included in the Delete from HS-SCCH Resource Pool IE, the HS-SCCH ID IE shall be ignored
	–
	

	>Extended HS-SCCH ID
	O
	
	9.2.3.5J
	Applicable to 1.28Mcps TDD only, the Extended HS-SCCH ID IE shall be used if the HS-SCCH identity has a value larger than 31.
	YES
	ignore

	Configuration Generation ID
	O
	
	9.2.1.16
	
	YES
	reject

	E-PUCH Information
	
	0..1
	
	3.84Mcps TDD only
	GLOBAL
	reject

	>LTGI Presence
	M
	
	9.2.3.58
	
	–
	

	>SNPL Reporting Type
	M
	
	9.2.3.62
	
	–
	

	>Midamble Shift And Burst Type
	M
	
	9.2.3.7
	
	–
	

	>E-PUCH Timeslot Information
	
	1..<maxnoofEPUCHslots>
	
	
	–
	

	>>Time Slot
	M
	
	9.2.3.23
	
	
	

	Add to E-AGCH Resource Pool
	
	0..1
	
	3.84Mcps TDD only
	GLOBAL
	reject

	>E-AGCH Information
	
	0..<maxnoofEAG CHs>
	
	
	–
	

	>>E-AGCH ID TDD
	M
	
	9.2.3.51
	
	–
	

	>>Time Slot
	M
	
	9.2.3.23
	
	–
	

	>>Midamble Shift And Burst Type
	M
	
	9.2.3.7
	
	–
	

	>>TDD Channelisation Code
	M
	
	9.2.3.19
	
	–
	

	>>Maximum E-AGCH Power
	M
	
	DL Power

9.2.1.21
	
	–
	

	Modify E-AGCH Resource Pool
	
	0..1
	
	3.84Mcps TDD only
	GLOBAL
	reject

	>E-AGCH Information
	
	0..<maxnoofEAG CHs>
	
	
	–
	

	>>E-AGCH ID TDD
	M
	
	9.2.3.51
	
	–
	

	>>Time Slot
	O
	
	9.2.3.23
	
	–
	

	>>Midamble Shift And Burst Type
	O
	
	9.2.3.7
	
	–
	

	>>TDD Channelisation Code
	O
	
	9.2.3.19
	
	–
	

	>>Maximum E-AGCH Power
	O
	
	DL Power

9.2.1.21
	
	–
	

	Delete from E-AGCH Resource Pool
	
	0..<maxnoofEAG CHs>
	
	
	GLOBAL
	reject

	>E-AGCH ID TDD
	M
	
	9.2.3.51
	
	–
	

	E-HICH Information
	
	0..1
	
	3.84Mcps TDD only
	GLOBAL
	reject

	>Midamble Shift And Burst Type
	M
	
	9.2.3.7
	
	–
	

	>TDD Channelisation Code
	M
	
	9.2.3.19
	
	–
	

	>Maximum E-HICH Power
	M
	
	DL Power

9.2.1.21
	
	–
	

	Maximum Generated Received Total Wide Band Power in Other Cells
	O
	
	9.2.3.63
	Applicable to 3.84Mcps and 7.68 Mcps TDD only
	YES
	reject

	E-PUCH Information 7.68Mcps
	
	0..1
	
	7.68Mcps TDD only
	GLOBAL
	reject

	>LTGI Presence
	M
	
	9.2.3.58
	
	–
	

	>SNPL Reporting Type
	M
	
	9.2.3.62
	
	–
	

	>Midamble Shift And Burst Type 7.68Mcps
	M
	
	9.2.3.35
	
	–
	

	>E-PUCH Timeslot Information
	
	1..<maxnoofEPUCHslots>
	
	
	–
	

	>>Time Slot
	M
	
	9.2.3.23
	
	–
	

	Add to E-AGCH Resource Pool 7.68Mcps
	
	0..1
	
	7.68Mcps TDD only
	GLOBAL
	reject

	>E-AGCH Information
	
	0..<maxnoofEAG CHs>
	
	
	–
	

	>>E-AGCH ID TDD
	M
	
	9.2.3.51
	
	–
	

	>>Time Slot
	M
	
	9.2.3.23
	
	–
	

	>>Midamble Shift And Burst Type 7.68Mcps
	M
	
	9.2.3.35
	
	–
	

	>>TDD Channelisation Code 7.68Mcps
	M
	
	9.2.3.34
	
	–
	

	>>Maximum E-AGCH Power
	M
	
	DL Power

9.2.1.21
	
	–
	

	Modify E-AGCH Resource Pool 7.68Mcps
	
	0..1
	
	7.68Mcps TDD only
	GLOBAL
	reject

	>E-AGCH Information
	
	0..<maxnoofEAG CHs>
	
	
	–
	

	>>E-AGCH ID TDD
	M
	
	9.2.3.51
	
	–
	

	>>Time Slot
	O
	
	9.2.3.23
	
	–
	

	>>Midamble Shift And Burst Type 7.68Mcps
	O
	
	9.2.3.35
	
	–
	

	>>TDD Channelisation Code 7.68Mcps
	O
	
	9.2.3.34
	
	–
	

	>>Maximum E-AGCH Power
	O
	
	DL Power

9.2.1.21
	
	–
	

	E-HICH Information 7.68Mcps
	
	0..1
	
	7.68Mcps TDD only
	GLOBAL
	reject

	>Midamble Shift And Burst Type 7.68Mcps
	M
	
	9.2.3.35
	
	–
	

	>TDD Channelisation Code 7.68Mcps
	M
	
	9.2.3.34
	
	–
	

	>Maximum E-HICH Power
	M
	
	DL Power

9.2.1.21
	
	–
	

	E-PUCH Information 1.28Mcps
	
	0..1
	
	1.28Mcps TDD only
	GLOBAL
	reject

	>LTGI Presence
	M
	
	9.2.3.58
	
	–
	

	>SNPL Reporting Type
	M
	
	9.2.3.62
	
	–
	

	>E-PUCH Timeslot information 1.28Mcps per UARFCN
	
	0..<maxFrequencyinCell>
	
	See note 2 below
	
	

	>>E-PUCH Timeslot Information 1.28Mcps
	
	0..<maxnoofEPUCHslotsLCR>
	
	
	–
	

	>>>Time Slot LCR
	M
	
	9.2.3.24A
	
	–
	

	>>>Midamble Shift LCR
	M
	
	9.2.3.7A
	
	–
	

	>>>Codes LCR
	
	1..<maxnoofEPUCHcodes>
	
	
	–
	

	>>>>TDD Channelisation Code
	M
	
	9.2.3.19
	
	–
	

	>>UARFCN
	O
	
	9.2.1.65
	Corresponds to Nt [15]

Mandatory for 1.28Mcps TDD when using multiple frequencies.
	YES
	ignore

	Add to E-AGCH Resource Pool 1.28Mcps
	
	0..1
	
	1.28Mcps TDD only
	GLOBAL
	reject

	>E-AGCH Information 1.28Mcps
	
	1..<maxnoofEAG CHs>
	
	
	–
	

	>>E-AGCH ID TDD
	M
	
	9.2.3.51
	
	–
	

	>>Time Slot LCR
	M
	
	9.2.3.24A
	
	–
	

	>>Midamble Shift LCR
	M
	
	9.2.3.7A
	
	–
	

	>>First TDD Channelisation Code
	M
	
	TDD Channelisation Code 9.2.3.19
	
	–
	

	>>Second TDD Channelisation Code
	M
	
	TDD Channelisation Code 9.2.3.19
	
	–
	

	>>Maximum E-AGCH Power
	M
	
	DL Power

9.2.1.21
	
	–
	

	>>UARFCN
	O
	
	9.2.1.65
	Corresponds to Nt [15]

Mandatory for 1.28Mcps TDD when using multiple frequencies.
	YES
	ignore

	Modify E-AGCH Resource Pool 1.28Mcps
	
	0..1
	
	1.28Mcps TDD only
	GLOBAL
	reject

	>E-AGCH Information 1.28Mcps
	
	1..<maxnoofEAG CHs>
	
	
	–
	

	>>E-AGCH ID TDD
	M
	
	9.2.3.51
	
	–
	

	>>Time Slot LCR
	O
	
	9.2.3.24A
	
	–
	

	>>Midamble Shift LCR
	O
	
	9.2.3.7A
	
	–
	

	>>First TDD Channelisation Code
	O
	
	TDD Channelisation Code 9.2.3.19
	
	–
	

	>>Second TDD Channelisation Code
	O
	
	TDD Channelisation Code 9.2.3.19
	
	–
	

	>>Maximum E-AGCH Power
	O
	
	DL Power

9.2.1.21
	
	–
	

	>>UARFCN
	O
	
	9.2.1.65
	Corresponds to Nt [15]

Mandatory for 1.28Mcps TDD when using multiple frequencies.
	YES
	ignore

	Add to E-HICH Resource Pool 1.28Mcps
	
	0..1
	
	1.28Mcps TDD only
	GLOBAL
	reject

	>E-HICH Information 1.28Mcps
	
	1..<maxnoofEHICHs>
	
	
	–
	

	>>E-HICH ID TDD
	M
	
	9.2.3.51a
	If the Extended E-HICH ID TDD IE is included in the E-HICH Information 1.28Mcps IE, the E-HICH ID TDD IE shall be ignored.
	–
	

	>>E-HICH Type
	M
	
	9.2.3.68
	
	–
	

	>>TDD Channelisation Code
	M
	
	9.2.3.19
	
	–
	

	>>Time Slot LCR
	M
	
	9.2.3.24A
	
	–
	

	>>Midamble Shift LCR
	M
	
	9.2.3.7A
	
	–
	

	>>Maximum E-HICH Power
	M
	
	DL Power

9.2.1.21
	
	–
	

	>>Extended E-HICH ID TDD
	O
	
	9.2.3.51b
	Applicable to 1.28Mcps TDD only, the Extended E-HICH ID TDD IE shall be used if the E-HICH identity has a value larger than 31.
	YES
	ignore

	>>UARFCN
	O
	
	9.2.1.65
	Corresponds to Nt[15]

Mandatory for 1.28Mcps TDD when using multiple frequencies.
	YES
	ignore

	Modify E-HICH Resource Pool 1.28Mcps
	
	0..1
	
	1.28Mcps TDD only
	GLOBAL
	reject

	>E-HICH Information 1.28Mcps
	
	1..<maxnoofEHICHs>
	
	
	–
	

	>>E-HICH ID TDD
	M
	
	9.2.3.51a
	If the Extended E-HICH ID TDD IE is included in the E-HICH Information 1.28Mcps IE, the E-HICH ID TDD IE shall be ignored.
	–
	

	>>E-HICH Type
	O
	
	9.2.3.68
	
	–
	

	>>TDD Channelisation Code
	O
	
	9.2.3.19
	
	–
	

	>>Time Slot LCR
	O
	
	9.2.3.24A
	
	–
	

	>>Midamble Shift LCR
	O
	
	9.2.3.7A
	
	–
	

	>>Maximum E-HICH Power
	O
	
	DL Power

9.2.1.21
	
	–
	

	>>Extended E-HICH ID TDD
	O
	
	9.2.3.51b
	Applicable to 1.28Mcps TDD only, the Extended E-HICH ID TDD IE shall be used if the E-HICH identity has a value larger than 31.
	YES
	ignore

	>>UARFCN
	O
	
	9.2.1.65
	Corresponds to Nt [15]

Mandatory for 1.28Mcps TDD when using multiple frequencies.
	YES
	ignore

	Delete from E-HICH Resource Pool 1.28Mcps
	
	0..<maxnoofEHICHs>
	
	1.28Mcps TDD only
	GLOBAL
	reject

	>E-HICH ID TDD
	M
	
	9.2.3.51a
	If the Extended E-HICH ID TDD IE is included in the Delete from E-HICH Resource Pool 1.28Mcps IE, the E-HICH ID TDD IE shall be ignored.
	–
	

	>Extended E-HICH ID TDD
	O
	
	9.2.3.51b
	Applicable to 1.28Mcps TDD only, the Extended E-HICH ID TDD IE shall be used if the E-HICH identity has a value larger than 31.
	YES
	ignore

	SYNC_UL Partition Information
	
	0..1
	
	Applicable to 1.28Mcps TDD to indicate the SYNC_UL partition information for the Primary Frequency. Not Applicable to 3.84Mcps TDD or 7.68Mcps TDD.
	GLOBAL
	reject

	>E-RUCCH SYNC_UL codes bitmap 
	M
	
	BITSTRING(8)
	Each bit indicates availability of a SYNC_UL code, where the SYNC_UL codes are numbered "code 0" to "code 7".

The value 1 of a bit indicates that the corresponding SYNC_UL code can be used.

The value 0 of a bit indicates that the corresponding SYNC_UL code can not be used.
	–
	

	Maximum Target Received Total Wide Band Power LCR
	O
	
	9.2.3.69
	1.28Mcps TDD only
	YES
	reject

	HS-DSCH Common System Information LCR
	O
	
	9.2.3.72
	1.28Mcps TDD only
	YES
	reject

	Common MAC Flows To Delete LCR
	O
	
	9.2.3.78
	1.28Mcps TDD only
	YES
	reject

	HS-DSCH Paging System Information LCR
	O
	
	9.2.3.73
	1.28Mcps TDD only
	YES
	reject

	Paging MAC Flows to Delete LCR
	O
	
	9.2.3.85
	1.28Mcps TDD only
	YES
	reject

	Common E-DCH System Information LCR
	O
	
	9.2.3.79
	1.28Mcps TDD only
	YES
	reject

	Common UL MAC Flows to Delete LCR
	O
	
	Common MAC Flows To Delete LCR

9.2.3.78
	1.28Mcps TDD only
	YES
	reject

	Common E-DCH MAC-d Flows to Delete LCR
	O
	
	9.2.3.86
	1.28Mcps TDD only
	YES
	reject

	Enhanced UE DRX Information LCR
	O
	
	9.2.3.82
	1.28Mcps TDD only
	YES
	reject

	Add to Non-HS-SCCH associated HS-SICH Resource Pool
	
	0..1
	
	1.28Mcps TDD only
	GLOBAL
	reject

	>Non-HS-SCCH associated HS-SICH Information
	
	0..<maxnoofNonHSAHSSICH>
	
	See note 4 below
	–
	

	>>Non-HS-SCCH associated HS-SICH ID
	M
	
	INTEGER (0..255)
	
	–
	

	>>Time Slot LCR
	M
	
	9.2.3.24A
	
	–
	

	>>Midamble Shift LCR
	M
	
	9.2.3.7A
	
	–
	

	>>TDD Channelisation Code
	M
	
	9.2.3.19
	
	–
	

	>>UARFCN
	O
	
	9.2.1.65
	Corresponds to Nt [15]

Mandatory for 1.28Mcps TDD when using multiple frequencies.
	–
	

	Modify Non-HS-SCCH associated HS-SICH Resource Pool
	
	0..1
	
	1.28Mcps TDD only
	GLOBAL
	reject

	>Non-HS-SCCH associated HS-SICH Information
	
	0..<maxnoofNonHSAHSSICH>
	
	See note 4 below
	–
	

	>>Non-HS-SCCH associated HS-SICH ID
	M
	
	INTEGER (0..255)
	
	–
	

	>>Time Slot LCR
	O
	
	9.2.3.24A
	
	–
	

	>>Midamble Shift LCR
	O
	
	9.2.3.7A
	
	–
	

	>>TDD Channelisation Code
	O
	
	9.2.3.19
	
	–
	

	>>UARFCN
	O
	
	9.2.1.65
	Corresponds to Nt [15]

Mandatory for 1.28Mcps TDD when using multiple frequencies.
	–
	

	Delete from Non-HS-SCCH associated HS-SICH Resource Pool
	
	0..<maxnoofNonHSAHSSICH>
	
	1.28Mcps TDD only.

See note 4 below
	GLOBAL
	reject

	>Non-HS-SCCH associated HS-SICH ID
	M
	
	INTEGER (0..255)
	
	–
	

	Power Control GAP for CELL_FACH
	O
	
	INTEGER (1..255)
	Unit: Number of subframes.

Mandatory for 1.28Mcps TDD. Not Applicable to 3.84Mcps TDD or 7.68Mcps TDD.
	YES
	ignore

	Maximum RTWP per UARFCN information LCR
	
	0..< maxFrequencyinCell>
	
	1.28Mcps TDD only
	GLOBAL
	ignore

	>UARFCN
	M
	
	9.2.1.65
	
	–
	

	>Maximum Target Received Total Wide Band Power LCR
	M
	
	9.2.3.69
	
	–
	

	Out-of-sync Detection Window
	O
	
	ENUMERATED (40, 80, 160, 320, 640, 

…)
	Unit: ms

Applicable to 1.28Mcps TDD.
	YES
	reject

	Treset Usage Indicator
	O
	
	NULL
	Applicable to 1.28Mcps TDD only
	YES
	ignore


Note 1: 
This information element is a simplified representation of the ASN.1. The choice is in reality performed through the use of ProtocolIE-Single-Container within the ASN.1.

Note 2: 
This information element is a simplified representation of the ASN.1. Repetition 1 and repetition 2 through maxFrequencyinCell are represented by separate ASN.1 structures with different criticalities.
Note 3: 
This information element is a simplified representation of the ASN.1. Repetitions 1 to 32 and repetitions 33 to maxnoofHSSCCHs are represented by separate ASN.1 structures. 
Note 4: 
This information element is a simplified representation of the ASN.1. Repetitions 1 to 4 and repetitions 5 to maxnoofNonHSAHSSICH are represented by separate ASN.1 structures.
	Range Bound
	Explanation

	maxnoofPDSCHSets
	Maximum number of PDSCH Sets in a cell.

	maxnoofPDSCHs
	Maximum number of PDSCH in a cell.

	maxnoofPUSCHSets
	Maximum number of PUSCH Sets in a cell.

	maxnoofPUSCHs
	Maximum number of PUSCH in a cell.

	maxnoofDLts
	Maximum number of Downlink time slots in a cell for 3.84Mcps TDD.

	maxnoofDLtsLCR
	Maximum number of Downlink time slots in a cell for 1.28Mcps TDD.

	maxnoofULts
	Maximum number of Uplink time slots in a cell for 3.84Mcps TDD.

	maxnoofULtsLCR
	Maximum number of Uplink time slots in a cell for 1.28Mcps TDD

	maxnoofHSSCCHs
	Maximum number of HS-SCCHs in a Cell

	maxnoofHSPDSCHs
	Maximum number of HS-PDSCHs in one time slot of a Cell for 1.28Mcps TDD and 3.84Mcps TDD

	maxnoofHSPDSCHs768
	Maximum number of HS-PDSCHs in one time slot of a Cell for  7.68Mcps TDD

	maxnoofEAGCHs
	Maximum number of E-AGCHs in a Cell

	maxnoofEPUCHslots
	Maximum number of E-PUCH time slots in a Cell for 3.84Mcps TDD and 7.68Mcps TDD

	maxnoofEHICHs
	Maximum number of E-HICHs in a Cell

	maxnoofEPUCHslotsLCR
	Maximum number of E-PUCH time slots in a Carrier for 1.28Mcps  TDD

	maxnoofEPUCHcodes
	Maximum number of E-PUCH codes in one time slot for 1.28Mcps TDD

	maxFrequencyinCell
	Maximum number of Frequencies that can be defined in a Cell

	MaxNrOfCellPortionsLCR
	Maximum number of Cell Portions in a cell for 1.28 Mcps TDD

	maxnoofNonHSAHSSICH
	Maximum number of Non-HS-SCCH associated HS-SICH in a cell for 1.28 Mcps TDD


	< sections omitted >


9.3.3
PDU Definitions

-- **************************************************************

--

-- PDU definitions for NBAP.

--

-- **************************************************************

NBAP-PDU-Contents {

itu-t (0) identified-organization (4) etsi (0) mobileDomain (0) 

umts-Access (20) modules (3) nbap (2) version1 (1) nbap-PDU-Contents (1) }

DEFINITIONS AUTOMATIC TAGS ::= 

BEGIN

-- **************************************************************

--

-- IE parameter types from other modules.

--

-- **************************************************************

IMPORTS


Active-Pattern-Sequence-Information,


AddorDeleteIndicator,


AICH-Power,


AICH-TransmissionTiming,


AllocationRetentionPriority,

AlternativeFormatReportingIndicator,

AvailabilityStatus,


BCCH-ModificationTime,


BindingID,


BlockingPriorityIndicator,


BroadcastReference,


SCTD-Indicator,


Cause,


CCTrCH-ID,


Cell-ERNTI-Status-Information,


CellParameterID,


CellPortionID,


CellSyncBurstCode,


CellSyncBurstCodeShift,


CellSyncBurstRepetitionPeriod,


CellSyncBurstSIR,


CellSyncBurstTiming,


CellSyncBurstTimingThreshold, 

CellPortion-CapabilityLCR,

CFN,


ChipOffset,


C-ID,


Closedlooptimingadjustmentmode,

CommonChannelsCapacityConsumptionLaw,


Compressed-Mode-Deactivation-Flag,


Common-MACFlows-to-DeleteFDD,


CommonMeasurementAccuracy,


CommonMeasurementType,


CommonMeasurementValue,


CommonMeasurementValueInformation,


CommonPhysicalChannelID,


CommonPhysicalChannelID768,

Common-EDCH-Capability,

Common-E-DCH-HSDPCCH-Capability,

Common-EDCH-System-InformationFDD,


Common-EDCH-System-Information-ResponseFDD,

Common-PhysicalChannel-Status-Information,


Common-PhysicalChannel-Status-Information768,


Common-TransportChannel-Status-Information,


CommonTransportChannelID,


CommonTransportChannel-InformationResponse,


CommunicationControlPortID,


ConfigurationGenerationID,


ConstantValue,


ContinuousPacketConnectivityDTX-DRX-Capability,


ContinuousPacketConnectivityDTX-DRX-Information,


ContinuousPacketConnectivityHS-SCCH-less-Capability,


ContinuousPacketConnectivityHS-SCCH-less-Information,


ContinuousPacketConnectivityHS-SCCH-less-Information-Response,


ContinuousPacketConnectivity-DRX-CapabilityLCR,


ContinuousPacketConnectivity-DRX-InformationLCR,


ContinuousPacketConnectivity-DRX-Information-ResponseLCR,


CPC-InformationLCR,


CPC-Information,


CriticalityDiagnostics,


CRNC-CommunicationContextID,


CSBMeasurementID,


CSBTransmissionID,


DCH-FDD-Information,


DCH-Indicator-For-E-DCH-HSDPA-Operation,


DCH-InformationResponse,


DCH-ID,


FDD-DCHs-to-Modify,


TDD-DCHs-to-Modify,


DCH-TDD-Information,


DedicatedChannelsCapacityConsumptionLaw,


DedicatedMeasurementType,


DedicatedMeasurementValue,


DedicatedMeasurementValueInformation,


DelayedActivation,


DelayedActivationUpdate,

DiversityControlField,


DiversityMode,


DL-DPCH-SlotFormat,


DL-DPCH-TimingAdjustment,


DL-or-Global-CapacityCredit,


DL-Power,


DL-PowerBalancing-Information,


DL-PowerBalancing-ActivationIndicator,

DLPowerAveragingWindowSize,


DL-PowerBalancing-UpdatedIndicator,

DL-ScramblingCode,


DL-TimeslotISCP,


DL-Timeslot-Information,


DL-TimeslotLCR-Information,


DL-TimeslotISCPInfo,


DL-TimeslotISCPInfoLCR,


DL-TPC-Pattern01Count,


DPC-Mode,


DPCH-ID,


DPCH-ID768,


DSCH-ID,


DSCH-InformationResponse,


DSCH-TDD-Information,


Dual-Band-Capability-Info,

DwPCH-Power,


E-AGCH-FDD-Code-Information,

E-AI-Capability,


E-DCH-Capability,


E-DCHCapacityConsumptionLaw,


E-DCH-TTI2ms-Capability,


E-DCH-SF-Capability,
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id-E-DCH-TDD-CapacityConsumptionLaw,


id-E-HICH-TimeOffset,


id-Maximum-Generated-ReceivedTotalWideBandPowerInOtherCells,


id-E-DCH-Serving-RL-ID,


id-E-RUCCH-768-InformationList-AuditRsp,


id-E-RUCCH-768-InformationList-ResourceStatusInd,


id-E-RUCCH-768-Information,


id-E-DCH-768-Information,


id-E-DCH-768-Information-Reconfig,


id-E-PUCH-Information-768-PSCH-ReconfRqst,


id-Add-To-E-AGCH-Resource-Pool-768-PSCH-ReconfRqst,


id-Modify-E-AGCH-Resource-Pool-768-PSCH-ReconfRqst,


id-E-HICH-Information-768-PSCH-ReconfRqst,


id-RTWP-ReportingIndicator,


id-RTWP-CellPortion-ReportingIndicator,


id-Received-Scheduled-EDCH-Power-Share-Value,


id-Received-Scheduled-EDCH-Power-Share-For-CellPortion-Value,


id-Received-Scheduled-EDCH-Power-Share,


id-Received-Scheduled-EDCH-Power-Share-For-CellPortion,


id-ueCapability-Info,


id-MAChs-ResetIndicator,


id-SYNC-UL-Partition-LCR,


id-E-DCH-LCR-Information,


id-E-DCH-LCR-Information-Reconfig,


id-E-PUCH-Information-LCR-PSCH-ReconfRqst,


id-Add-To-E-AGCH-Resource-Pool-LCR-PSCH-ReconfRqst,


id-Modify-E-AGCH-Resource-Pool-LCR-PSCH-ReconfRqst,


id-Add-To-E-HICH-Resource-Pool-LCR-PSCH-ReconfRqst,


id-Modify-E-HICH-Resource-Pool-LCR-PSCH-ReconfRqst,

id-Delete-From-E-HICH-Resource-Pool-PSCH-ReconfRqst,

id-E-HICH-TimeOffsetLCR,


id-HSDSCH-MACdPDU-SizeCapability,

id-ModulationPO-MBSFN,


id-Secondary-CCPCH-SlotFormat-Extended,


id-MBSFN-Only-Mode-Indicator-Cell-SetupRqstTDD-LCR,


id-Time-Slot-Parameter-ID,


id-MBSFN-Only-Mode-Capability,


id-MBSFN-Cell-ParameterID-Cell-SetupRqstTDD,


id-MBSFN-Cell-ParameterID-Cell-ReconfRqstTDD,


id-S-CCPCH-Modulation,


id-TimeSlotConfigurationList-LCR-CTCH-SetupRqstTDD,


id-Cell-Frequency-List-Information-LCR-MulFreq-AuditRsp,


id-Cell-Frequency-List-InformationItem-LCR-MulFreq-AuditRsp, 


id-Cell-Frequency-List-LCR-MulFreq-Cell-SetupRqstTDD,


id-UARFCN-Adjustment,


id-Cell-Frequency-List-Information-LCR-MulFreq-ResourceStatusInd,


id-Cell-Frequency-List-InformationItem-LCR-MulFreq-ResourceStatusInd,

id-UPPCHPositionLCR,


id-UPPCH-LCR-Parameters-CTCH-ReconfRqstTDD,


id-UPPCH-LCR-InformationList-AuditRsp,


id-UPPCH-LCR-InformationItem-AuditRsp,


id-UPPCH-LCR-InformationList-ResourceStatusInd,


id-UPPCH-LCR-InformationItem-ResourceStatusInd,

id-multipleFreq-dL-HS-PDSCH-Timeslot-Information-LCR-PSCH-ReconfRqst,


id-multipleFreq-HS-DSCH-Resources-InformationList-AuditRsp,


id-multipleFreq-HS-DSCH-Resources-InformationList-ResourceStatusInd,


id-UARFCNSpecificCauseList,id-Unsuccessful-UARFCNItem-PSCH-ReconfFailureTDD,

id-MultipleFreq-DL-HS-PDSCH-Timeslot-Information-LCRItem-PSCH-ReconfRqst,


id-Extended-HS-SCCH-ID,

id-Extended-HS-SICH-ID,

id-HSSICH-InfoExt-DM-Rqst,

id-Delete-From-HS-SCCH-Resource-PoolExt-PSCH-ReconfRqst,

id-HS-SCCH-InformationExt-LCR-PSCH-ReconfRqst,

id-HS-SCCH-InformationModifyExt-LCR-PSCH-ReconfRqst,


id-PowerControlGAP,

id-PowerControlGAP-For-CellFACHLCR,


id-IdleIntervalInformation,

id-MBSFN-SpecialTimeSlot-LCR,


id-MultipleFreq-E-DCH-Resources-InformationList-AuditRsp,


id-MultipleFreq-E-DCH-Resources-InformationList-ResourceStatusInd,


id-MultipleFreq-E-PUCH-Timeslot-InformationList-LCR-PSCH-ReconfRqst,


id-MultipleFreq-E-PUCH-Timeslot-Information-LCRItem-PSCH-ReconfRqst,


id-Extended-E-HICH-ID-TDD,


id-E-DCH-MACdPDU-SizeCapability,


id-E-HICH-TimeOffset-Extension,

id-MultipleFreq-E-HICH-TimeOffsetLCR,


id-PLCCH-parameters,


id-E-RUCCH-parameters,


id-E-RUCCH-768-parameters,


id-HS-Cause,


id-E-Cause,


id-AdditionalTimeSlotListLCR,


id-AdditionalMeasurementValueList,

id-HSDSCH-Paging-System-InformationLCR,


id-HSDSCH-Paging-System-Information-ResponseLCR,


id-HSDSCH-Common-System-InformationLCR,


id-HSDSCH-Common-System-Information-ResponseLCR,


id-Paging-MACFlows-to-DeleteLCR,


id-Enhanced-UE-DRX-CapabilityLCR,


id-Enhanced-UE-DRX-InformationLCR,


id-Common-EDCH-MACdFlows-to-DeleteLCR,


id-Common-EDCH-System-InformationLCR,


id-Common-EDCH-System-Information-ResponseLCR,


id-Common-MACFlows-to-DeleteLCR,


id-Common-UL-MACFlows-to-DeleteLCR,

id-HSDSCH-PreconfigurationSetup,


id-HSDSCH-PreconfigurationInfo,


id-NoOfTargetCellHS-SCCH-Order,


id-EnhancedHSServingCC-Abort,


id-GANSS-Time-ID,


id-Additional-HS-Cell-Information-RL-Setup,


id-Additional-HS-Cell-Information-Response,


id-Additional-HS-Cell-Information-RL-Addition,


id-Additional-HS-Cell-Change-Information-Response,


id-Additional-HS-Cell-Information-RL-Reconf-Prep,


id-Additional-HS-Cell-Information-RL-Reconf-Req,

id-Additional-HS-Cell-Information-RL-Param-Upd,


id-Multi-Cell-Capability-Info,

id-MinimumReducedE-DPDCH-GainFactor,


id-IMB-Parameters,

id-E-RNTI,

id-E-DCH-Semi-PersistentScheduling-Information-LCR,


id-HS-DSCH-Semi-PersistentScheduling-Information-LCR,


id-Add-To-Non-HS-SCCH-Associated-HS-SICH-Resource-Pool-LCR-PSCH-ReconfRqst,


id-Modify-Non-HS-SCCH-Associated-HS-SICH-Resource-Pool-LCR-PSCH-ReconfRqst,


id-Delete-From-Non-HS-SCCH-Associated-HS-SICH-Resource-Pool-LCR-PSCH-ReconfRqst,

 
id-Delete-From-Non-HS-SCCH-Associated-HS-SICH-Resource-Pool-LCR-PSCH-ReconfRqst-Ext,

id-HS-DSCH-Semi-PersistentScheduling-Information-ResponseLCR,


id-E-DCH-Semi-PersistentScheduling-Information-ResponseLCR,

id-HSSICH-ReferenceSignal-InformationLCR,


id-UE-Selected-MBMS-Service-Information, 


id-HSSICH-ReferenceSignal-InformationModifyLCR,


id-TimeSlotMeasurementValueListLCR,


id-MIMO-Power-Offset-For-S-CPICH-Capability,


id-MIMO-PilotConfigurationExtension,


id-TxDiversityOnDLControlChannelsByMIMOUECapability,

id-UE-AggregateMaximumBitRate,

id-Single-Stream-MIMO-Capability,

id-ActivationInformation, 

id-Cell-Capability-Container, 

id-DormantModeIndicator, 

id-Additional-EDCH-Cell-Information-RL-Setup-Req,

id-Additional-EDCH-Cell-Information-Response,

id-Additional-EDCH-Cell-Information-RL-Add-Req,

id-Additional-EDCH-Cell-Information-Response-RL-Add,

id-Additional-EDCH-Cell-Information-RL-Reconf-Prep,

id-Additional-EDCH-Cell-Information-RL-Reconf-Req,

id-Additional-EDCH-Cell-Information-Bearer-Rearrangement,

id-Additional-EDCH-Cell-Information-RL-Param-Upd,

id-Max-RTWP-perUARFCN-Information-LCR-PSCH-ReconfRqst,

id-E-HICH-TimeOffset-ReconfFailureTDD,

id-Common-System-Information-ResponseLCR,

id-TS0-CapabilityLCR,

id-HSSCCH-TPC-StepSize,

id-Out-of-Sychronization-Window, 

id-DCH-MeasurementOccasion-Information,

id-Additional-EDCH-Cell-Information-ResponseRLReconf, 

id-PrecodingWeightSetRestriction,

id-Treset-Usage-Indicator,
	< sections omitted >


-- **************************************************************

--

-- PHYSICAL SHARED CHANNEL RECONFIGURATION REQUEST TDD

--

-- **************************************************************

PhysicalSharedChannelReconfigurationRequestTDD ::= SEQUENCE {


protocolIEs


ProtocolIE-Container

{{PhysicalSharedChannelReconfigurationRequestTDD-IEs}},


protocolExtensions
ProtocolExtensionContainer
{{PhysicalSharedChannelReconfigurationRequestTDD-Extensions}}
OPTIONAL,


...

}

PhysicalSharedChannelReconfigurationRequestTDD-IEs NBAP-PROTOCOL-IES ::= {


{ ID id-C-ID








CRITICALITY reject
TYPE C-ID





PRESENCE mandatory }|


{ ID id-SFN









CRITICALITY reject
TYPE SFN





PRESENCE optional }|


{ ID id-PDSCHSets-AddList-PSCH-ReconfRqst

CRITICALITY reject
TYPE PDSCHSets-AddList-PSCH-ReconfRqst

PRESENCE optional }|


{ ID id-PDSCHSets-ModifyList-PSCH-ReconfRqst
CRITICALITY reject
TYPE PDSCHSets-ModifyList-PSCH-ReconfRqst

PRESENCE optional }|


{ ID id-PDSCHSets-DeleteList-PSCH-ReconfRqst
CRITICALITY reject
TYPE PDSCHSets-DeleteList-PSCH-ReconfRqst

PRESENCE optional }|


{ ID id-PUSCHSets-AddList-PSCH-ReconfRqst

CRITICALITY reject
TYPE PUSCHSets-AddList-PSCH-ReconfRqst

PRESENCE optional }|


{ ID id-PUSCHSets-ModifyList-PSCH-ReconfRqst
CRITICALITY reject
TYPE PUSCHSets-ModifyList-PSCH-ReconfRqst

PRESENCE optional }|


{ ID id-PUSCHSets-DeleteList-PSCH-ReconfRqst
CRITICALITY reject
TYPE PUSCHSets-DeleteList-PSCH-ReconfRqst

PRESENCE optional },


...

}

PhysicalSharedChannelReconfigurationRequestTDD-Extensions NBAP-PROTOCOL-EXTENSION ::= {


{ ID id-HS-PDSCH-TDD-Information-PSCH-ReconfRqst


CRITICALITY reject
EXTENSION HS-PDSCH-TDD-Information-PSCH-ReconfRqst


PRESENCE optional } |


{ ID id-Add-To-HS-SCCH-Resource-Pool-PSCH-ReconfRqst

CRITICALITY reject
EXTENSION Add-To-HS-SCCH-Resource-Pool-PSCH-ReconfRqst


PRESENCE optional } |


{ ID id-Modify-HS-SCCH-Resource-Pool-PSCH-ReconfRqst

CRITICALITY reject
EXTENSION Modify-HS-SCCH-Resource-Pool-PSCH-ReconfRqst


PRESENCE optional } |


{ ID id-Delete-From-HS-SCCH-Resource-Pool-PSCH-ReconfRqst
CRITICALITY reject
EXTENSION Delete-From-HS-SCCH-Resource-Pool-PSCH-ReconfRqst

PRESENCE optional } |


{ ID id-ConfigurationGenerationID






CRITICALITY reject
EXTENSION ConfigurationGenerationID



PRESENCE optional }|


{ ID id-E-PUCH-Information-PSCH-ReconfRqst







CRITICALITY reject
EXTENSION E-PUCH-Information-PSCH-ReconfRqst













PRESENCE optional }|


{ ID id-Add-To-E-AGCH-Resource-Pool-PSCH-ReconfRqst





CRITICALITY reject
EXTENSION Add-To-E-AGCH-Resource-Pool-PSCH-ReconfRqst




PRESENCE optional } |


{ ID id-Modify-E-AGCH-Resource-Pool-PSCH-ReconfRqst





CRITICALITY reject
EXTENSION Modify-E-AGCH-Resource-Pool-PSCH-ReconfRqst








PRESENCE optional } |


{ ID id-Delete-From-E-AGCH-Resource-Pool-PSCH-ReconfRqst



CRITICALITY reject
EXTENSION Delete-From-E-AGCH-Resource-Pool-PSCH-ReconfRqst








PRESENCE optional } |


{ ID id-E-HICH-Information-PSCH-ReconfRqst







CRITICALITY reject
EXTENSION E-HICH-Information-PSCH-ReconfRqst



PRESENCE optional }|


{ ID id-Maximum-Generated-ReceivedTotalWideBandPowerInOtherCells

CRITICALITY reject
EXTENSION Maximum-Generated-ReceivedTotalWideBandPowerInOtherCells

PRESENCE optional }|-- Applicable to 3.84Mcps TDD or 7.68Mcps TDD.


{ ID id-E-PUCH-Information-768-PSCH-ReconfRqst






CRITICALITY reject
EXTENSION E-PUCH-Information-768-PSCH-ReconfRqst












PRESENCE optional }|


{ ID id-Add-To-E-AGCH-Resource-Pool-768-PSCH-ReconfRqst




CRITICALITY reject
EXTENSION Add-To-E-AGCH-Resource-Pool-768-PSCH-ReconfRqst


PRESENCE optional } |


{ ID id-Modify-E-AGCH-Resource-Pool-768-PSCH-ReconfRqst




CRITICALITY reject
EXTENSION Modify-E-AGCH-Resource-Pool-768-PSCH-ReconfRqst

PRESENCE optional } |


{ ID id-E-HICH-Information-768-PSCH-ReconfRqst






CRITICALITY reject
EXTENSION E-HICH-Information-768-PSCH-ReconfRqst



PRESENCE optional }|


{ ID id-E-PUCH-Information-LCR-PSCH-ReconfRqst






CRITICALITY reject
EXTENSION E-PUCH-Information-LCR-PSCH-ReconfRqst












PRESENCE optional }|


{ ID id-Add-To-E-AGCH-Resource-Pool-LCR-PSCH-ReconfRqst




CRITICALITY reject
EXTENSION Add-To-E-AGCH-Resource-Pool-LCR-PSCH-ReconfRqst


PRESENCE optional }|


{ ID id-Modify-E-AGCH-Resource-Pool-LCR-PSCH-ReconfRqst




CRITICALITY reject
EXTENSION Modify-E-AGCH-Resource-Pool-LCR-PSCH-ReconfRqst








PRESENCE optional }|


{ ID id-Add-To-E-HICH-Resource-Pool-LCR-PSCH-ReconfRqst

CRITICALITY reject
EXTENSION Add-To-E-HICH-Resource-Pool-LCR-PSCH-ReconfRqst



PRESENCE optional }|


{ ID id-Modify-E-HICH-Resource-Pool-LCR-PSCH-ReconfRqst

CRITICALITY reject
EXTENSION Modify-E-HICH-Resource-Pool-LCR-PSCH-ReconfRqst



PRESENCE optional }|

{ ID id-Delete-From-E-HICH-Resource-Pool-PSCH-ReconfRqst
CRITICALITY reject
EXTENSION Delete-From-E-HICH-Resource-Pool-PSCH-ReconfRqst








PRESENCE optional }|


{ ID id-SYNC-UL-Partition-LCR







CRITICALITY reject
EXTENSION SYNC-UL-Partition-LCR














PRESENCE optional }|


 -- Applicable to 1.28Mcps TDD, Not Applicable to 3.84Mcps TDD or 7.68Mcps TDD.


{ ID id-Maximum-Target-ReceivedTotalWideBandPower-LCR

CRITICALITY reject
EXTENSION Maximum-Target-ReceivedTotalWideBandPower-LCR





PRESENCE optional }|

-- Applicable to 1.28Mcps TDD only.


{ ID id-Delete-From-HS-SCCH-Resource-PoolExt-PSCH-ReconfRqst
CRITICALITY reject

EXTENSION Delete-From-HS-SCCH-Resource-PoolExt-PSCH-ReconfRqst

PRESENCE optional }|


-- Applicable to 1.28Mcps TDD only, used when there are more than maxNrOfHSSCCHs HS-SCCHs in the message.

{ ID id-HSDSCH-Common-System-InformationLCR




CRITICALITY reject
EXTENSION HSDSCH-Common-System-InformationLCR
PRESENCE optional }|


{ ID id-Common-MACFlows-to-DeleteLCR





CRITICALITY reject
EXTENSION Common-MACFlows-to-DeleteLCR


PRESENCE optional }|


{ ID id-HSDSCH-Paging-System-InformationLCR




CRITICALITY reject
EXTENSION HSDSCH-Paging-System-InformationLCR
PRESENCE optional }|


{ ID id-Paging-MACFlows-to-DeleteLCR





CRITICALITY reject
EXTENSION Paging-MACFlows-to-DeleteLCR








PRESENCE optional }|


{ ID id-Common-EDCH-System-InformationLCR




CRITICALITY reject
EXTENSION Common-EDCH-System-InformationLCR






PRESENCE optional }|


{ ID id-Common-UL-MACFlows-to-DeleteLCR





CRITICALITY reject
EXTENSION Common-MACFlows-to-DeleteLCR








PRESENCE optional }|


{ ID id-Common-EDCH-MACdFlows-to-DeleteLCR




CRITICALITY reject
EXTENSION E-DCH-MACdFlows-to-DeleteLCR








PRESENCE optional }|


{ ID id-Enhanced-UE-DRX-InformationLCR





CRITICALITY reject
EXTENSION Enhanced-UE-DRX-InformationLCR







PRESENCE optional }|


{ ID id-Add-To-Non-HS-SCCH-Associated-HS-SICH-Resource-Pool-LCR-PSCH-ReconfRqst

CRITICALITY reject
EXTENSION Add-To-Non-HS-SCCH-Associated-HS-SICH-Resource-Pool-LCR-PSCH-ReconfRqst


PRESENCE optional }|


{ ID id-Modify-Non-HS-SCCH-Associated-HS-SICH-Resource-Pool-LCR-PSCH-ReconfRqst

CRITICALITY reject
EXTENSION Modify-Non-HS-SCCH-Associated-HS-SICH-Resource-Pool-LCR-PSCH-ReconfRqst

PRESENCE optional }|

{ ID
id-Delete-From-Non-HS-SCCH-Associated-HS-SICH-Resource-Pool-LCR-PSCH-ReconfRqst

CRITICALITY reject

EXTENSION Delete-From-Non-HS-SCCH-Associated-HS-SICH-Resource-Pool-LCR-PSCH-ReconfRqst

PRESENCE optional }|


{ ID id-PowerControlGAP-For-CellFACHLCR





CRITICALITY ignore
EXTENSION ControlGAP
PRESENCE optional }|


-- Applicable to 1.28Mcps TDD only
{ ID id-Max-RTWP-perUARFCN-Information-LCR-PSCH-ReconfRqst
CRITICALITY ignore
EXTENSION Max-RTWP-perUARFCN-Information-LCR-PSCH-ReconfRqst


PRESENCE optional }|


{ ID id-Delete-From-Non-HS-SCCH-Associated-HS-SICH-Resource-Pool-LCR-PSCH-ReconfRqst-Ext CRITICALITY reject
EXTENSION Delete-From-Non-HS-SCCH-Associated-HS-SICH-Resource-Pool-LCR-PSCH-ReconfRqst-Ext
PRESENCE optional }|


{ ID id-Out-of-Sychronization-Window





CRITICALITY reject

EXTENSION Out-of-Sychronization-Window
PRESENCE optional }|


{ ID
id-Treset-Usage-Indicator


CRITICALITY ingnore

EXTENSION Treset-Usage-Indicator

PRESENCE optional },


...

}

PDSCHSets-AddList-PSCH-ReconfRqst ::= SEQUENCE (SIZE (1..maxNrOfPDSCHSets)) OF PDSCHSets-AddItem-PSCH-ReconfRqst

PDSCHSets-AddItem-PSCH-ReconfRqst
 ::= SEQUENCE {


pDSCHSet-ID








PDSCHSet-ID,


pDSCH-InformationList





PDSCH-Information-AddList-PSCH-ReconfRqst 
OPTIONAL,
-- Mandatory for 3.84Mcps TDD. Not Applicable to 1.28Mcps TDD or 7.68Mcps TDD


iE-Extensions







ProtocolExtensionContainer { {PDSCHSets-AddItem-PSCH-ReconfRqst-ExtIEs} }

OPTIONAL,


...

}

PDSCHSets-AddItem-PSCH-ReconfRqst-ExtIEs  NBAP-PROTOCOL-EXTENSION ::= {


{ID id-PDSCH-AddInformation-LCR-PSCH-ReconfRqst 
CRITICALITY
reject

EXTENSION 
PDSCH-AddInformation-LCR-AddItem-PSCH-ReconfRqst


PRESENCE
optional}| -- Mandatory for 1.28Mcps TDD. Not Applicable to 3.84Mcps TDD or 7.68Mcps TDD.


{ID id-PDSCH-AddInformation-768-PSCH-ReconfRqst 
CRITICALITY
reject

EXTENSION 
PDSCH-AddInformation-768-AddItem-PSCH-ReconfRqst


PRESENCE
optional}, -- Mandatory for 7.68 Mcps TDD. Not Applicable to 3.84Mcps TDD or 1.28 Mcps TDD.


...

}

PDSCH-Information-AddList-PSCH-ReconfRqst ::= ProtocolIE-Single-Container {{ PDSCH-Information-AddListIEs-PSCH-ReconfRqst }}

-- Mandatory for 3.84Mcps TDD, Not Applicable to 1.28Mcps TDD or 7.68Mcps TDD

PDSCH-Information-AddListIEs-PSCH-ReconfRqst
NBAP-PROTOCOL-IES ::= { 


{ID id-PDSCH-Information-AddListIE-PSCH-ReconfRqst 
CRITICALITY
reject

TYPE 
PDSCH-Information-AddItem-PSCH-ReconfRqst


PRESENCE
mandatory}

}

PDSCH-Information-AddItem-PSCH-ReconfRqst ::= SEQUENCE {


repetitionPeriod





RepetitionPeriod,


repetitionLength





RepetitionLength,


tdd-PhysicalChannelOffset



TDD-PhysicalChannelOffset,


dL-Timeslot-InformationAddList-PSCH-ReconfRqst



DL-Timeslot-InformationAddList-PSCH-ReconfRqst,


iE-Extensions






ProtocolExtensionContainer { {PDSCH-Information-AddItem-PSCH-ReconfRqst-ExtIEs} }

OPTIONAL,


...


}

PDSCH-Information-AddItem-PSCH-ReconfRqst-ExtIEs  NBAP-PROTOCOL-EXTENSION ::= {


...

}

DL-Timeslot-InformationAddList-PSCH-ReconfRqst ::= SEQUENCE (SIZE (1.. maxNrOfDLTSs)) OF DL-Timeslot-InformationAddItem-PSCH-ReconfRqst

DL-Timeslot-InformationAddItem-PSCH-ReconfRqst ::= SEQUENCE {


timeSlot







TimeSlot,


midambleShiftAndBurstType



MidambleShiftAndBurstType,


tFCI-Presence






TFCI-Presence,


dL-Code-InformationAddList-PSCH-ReconfRqst



DL-Code-InformationAddList-PSCH-ReconfRqst,


iE-Extensions






ProtocolExtensionContainer { { DL-Timeslot-InformationAddItem-PSCH-ReconfRqst-ExtIEs} }

OPTIONAL,


...

}

DL-Timeslot-InformationAddItem-PSCH-ReconfRqst-ExtIEs NBAP-PROTOCOL-EXTENSION ::= {


...

}

DL-Code-InformationAddList-PSCH-ReconfRqst ::= SEQUENCE (SIZE (1..maxNrOfPDSCHs)) OF DL-Code-InformationAddItem-PSCH-ReconfRqst

DL-Code-InformationAddItem-PSCH-ReconfRqst ::= SEQUENCE {


pDSCH-ID







PDSCH-ID,


tdd-ChannelisationCode




TDD-ChannelisationCode,


iE-Extensions






ProtocolExtensionContainer { { DL-Code-InformationAddItem-PSCH-ReconfRqst-ExtIEs} }

OPTIONAL,


...

}

DL-Code-InformationAddItem-PSCH-ReconfRqst-ExtIEs NBAP-PROTOCOL-EXTENSION ::= {


...

}

PDSCH-AddInformation-LCR-AddItem-PSCH-ReconfRqst ::= SEQUENCE {


repetitionPeriod





RepetitionPeriod,


repetitionLength





RepetitionLength,


tdd-PhysicalChannelOffset



TDD-PhysicalChannelOffset,


dL-Timeslot-InformationAddList-LCR-PSCH-ReconfRqst



DL-Timeslot-InformationAddList-LCR-PSCH-ReconfRqst,


iE-Extensions







ProtocolExtensionContainer { {PDSCH-AddInformation-LCR-AddItem-PSCH-ReconfRqst-ExtIEs} }

OPTIONAL,


...


}

PDSCH-AddInformation-LCR-AddItem-PSCH-ReconfRqst-ExtIEs  NBAP-PROTOCOL-EXTENSION ::= {

{ID
id-Tstd-indicator


CRITICALITY
reject

EXTENSION 
TSTD-Indicator

PRESENCE 
optional
},


-- Applicable to 1.28Mcps TDD only


...

}

DL-Timeslot-InformationAddList-LCR-PSCH-ReconfRqst ::= SEQUENCE (SIZE (1.. maxNrOfDLTSLCRs)) OF DL-Timeslot-InformationAddItem-LCR-PSCH-ReconfRqst

DL-Timeslot-InformationAddItem-LCR-PSCH-ReconfRqst ::= SEQUENCE {


timeSlotLCR







TimeSlotLCR,


midambleShiftLCR





MidambleShiftLCR,


tFCI-Presence






TFCI-Presence,


dL-Code-InformationAddList-LCR-PSCH-ReconfRqst



DL-Code-InformationAddList-LCR-PSCH-ReconfRqst,


iE-Extensions






ProtocolExtensionContainer { { DL-Timeslot-InformationAddItem-LCR-PSCH-ReconfRqst-ExtIEs} }

OPTIONAL,


...

}

DL-Timeslot-InformationAddItem-LCR-PSCH-ReconfRqst-ExtIEs NBAP-PROTOCOL-EXTENSION ::= {


...

}

DL-Code-InformationAddList-LCR-PSCH-ReconfRqst ::= SEQUENCE (SIZE (1..maxNrOfPDSCHs)) OF DL-Code-InformationAddItem-LCR-PSCH-ReconfRqst

DL-Code-InformationAddItem-LCR-PSCH-ReconfRqst ::= SEQUENCE {


pDSCH-ID







PDSCH-ID,


tdd-ChannelisationCodeLCR



TDD-ChannelisationCodeLCR,


iE-Extensions






ProtocolExtensionContainer { { DL-Code-InformationAddItem-LCR-PSCH-ReconfRqst-ExtIEs} }

OPTIONAL,


...

}

DL-Code-InformationAddItem-LCR-PSCH-ReconfRqst-ExtIEs NBAP-PROTOCOL-EXTENSION ::= {


{ID id-PDSCH-Timeslot-Format-PSCH-ReconfRqst-LCR
CRITICALITY reject

EXTENSION TDD-DL-DPCH-TimeSlotFormat-LCR

PRESENCE optional},


...

}

PDSCH-AddInformation-768-AddItem-PSCH-ReconfRqst ::= SEQUENCE {


repetitionPeriod





RepetitionPeriod,


repetitionLength





RepetitionLength,


tdd-PhysicalChannelOffset



TDD-PhysicalChannelOffset,


dL-Timeslot-InformationAddList-768-PSCH-ReconfRqst



DL-Timeslot-InformationAddList-768-PSCH-ReconfRqst,


iE-Extensions







ProtocolExtensionContainer { {PDSCH-AddInformation-768-AddItem-PSCH-ReconfRqst-ExtIEs} }

OPTIONAL,


...


}

PDSCH-AddInformation-768-AddItem-PSCH-ReconfRqst-ExtIEs  NBAP-PROTOCOL-EXTENSION ::= {


...

}

DL-Timeslot-InformationAddList-768-PSCH-ReconfRqst ::= SEQUENCE (SIZE (1.. maxNrOfDLTSs)) OF DL-Timeslot-InformationAddItem-768-PSCH-ReconfRqst

DL-Timeslot-InformationAddItem-768-PSCH-ReconfRqst ::= SEQUENCE {


timeSlot







TimeSlot,


midambleShiftAndBurstType768


MidambleShiftAndBurstType768,


tFCI-Presence






TFCI-Presence,


dL-Code-InformationAddList-768-PSCH-ReconfRqst



DL-Code-InformationAddList-768-PSCH-ReconfRqst,


iE-Extensions






ProtocolExtensionContainer { { DL-Timeslot-InformationAddItem-768-PSCH-ReconfRqst-ExtIEs} }

OPTIONAL,


...

}

DL-Timeslot-InformationAddItem-768-PSCH-ReconfRqst-ExtIEs NBAP-PROTOCOL-EXTENSION ::= {


...

}

DL-Code-InformationAddList-768-PSCH-ReconfRqst ::= SEQUENCE (SIZE (1..maxNrOfPDSCHs)) OF DL-Code-InformationAddItem-768-PSCH-ReconfRqst

DL-Code-InformationAddItem-768-PSCH-ReconfRqst ::= SEQUENCE {


pDSCH-ID768







PDSCH-ID768,


tdd-ChannelisationCode768



TDD-ChannelisationCode768,


iE-Extensions






ProtocolExtensionContainer { { DL-Code-InformationAddItem-768-PSCH-ReconfRqst-ExtIEs} }

OPTIONAL,


...

}

DL-Code-InformationAddItem-768-PSCH-ReconfRqst-ExtIEs NBAP-PROTOCOL-EXTENSION ::= {


...

}

PDSCHSets-ModifyList-PSCH-ReconfRqst ::= SEQUENCE (SIZE (1..maxNrOfPDSCHSets)) OF PDSCHSets-ModifyItem-PSCH-ReconfRqst

PDSCHSets-ModifyItem-PSCH-ReconfRqst
 ::= SEQUENCE {


pDSCHSet-ID








PDSCHSet-ID,


pDSCH-InformationList





PDSCH-Information-ModifyList-PSCH-ReconfRqst,


iE-Extensions







ProtocolExtensionContainer { {PDSCHSets-ModifyItem-PSCH-ReconfRqst-ExtIEs} }

OPTIONAL,


...

}

PDSCHSets-ModifyItem-PSCH-ReconfRqst-ExtIEs  NBAP-PROTOCOL-EXTENSION ::= {


{ID id-PDSCH-ModifyInformation-768-PSCH-ReconfRqst 
CRITICALITY
reject

EXTENSION 
PDSCH-ModifyInformation-768-ModifyItem-PSCH-ReconfRqst


PRESENCE
optional}, -- For 7.68 Mcps TDD. Not Applicable to 3.84Mcps TDD or 1.28 Mcps TDD.


...

}

PDSCH-Information-ModifyList-PSCH-ReconfRqst ::= ProtocolIE-Single-Container {{ PDSCH-Information-ModifyListIEs-PSCH-ReconfRqst }}

PDSCH-Information-ModifyListIEs-PSCH-ReconfRqst NBAP-PROTOCOL-IES ::= {


{ID id-PDSCH-Information-ModifyListIE-PSCH-ReconfRqst
CRITICALITY reject
TYPE PDSCH-Information-ModifyItem-PSCH-ReconfRqst


PRESENCE
optional}|


{ID id-PDSCH-ModifyInformation-LCR-PSCH-ReconfRqst

CRITICALITY reject
TYPE PDSCH-ModifyInformation-LCR-ModifyItem-PSCH-ReconfRqst


PRESENCE
optional}

}

PDSCH-Information-ModifyItem-PSCH-ReconfRqst ::= SEQUENCE {


repetitionPeriod








RepetitionPeriod







OPTIONAL,


repetitionLength








RepetitionLength







OPTIONAL,


tdd-PhysicalChannelOffset






TDD-PhysicalChannelOffset





OPTIONAL,


dL-Timeslot-InformationModifyList-PSCH-ReconfRqst
DL-Timeslot-InformationModifyList-PSCH-ReconfRqst

OPTIONAL,


iE-Extensions







ProtocolExtensionContainer { {PDSCH-Information-ModifyItem-PSCH-ReconfRqst-ExtIEs} }

OPTIONAL,


...

}

PDSCH-Information-ModifyItem-PSCH-ReconfRqst-ExtIEs  NBAP-PROTOCOL-EXTENSION ::= {


...

}

DL-Timeslot-InformationModifyList-PSCH-ReconfRqst ::= SEQUENCE (SIZE (1.. maxNrOfDLTSs)) OF DL-Timeslot-InformationModifyItem-PSCH-ReconfRqst

DL-Timeslot-InformationModifyItem-PSCH-ReconfRqst ::= SEQUENCE {


timeSlot









TimeSlot,


midambleShiftAndBurstType





MidambleShiftAndBurstType






OPTIONAL,


tFCI-Presence








TFCI-Presence









OPTIONAL,


dL-Code-InformationModifyList-PSCH-ReconfRqst



DL-Code-InformationModifyList-PSCH-ReconfRqst

OPTIONAL,


iE-Extensions






ProtocolExtensionContainer { { DL-Timeslot-InformationModifyItem-PSCH-ReconfRqst-ExtIEs} }

OPTIONAL,


...

}

DL-Timeslot-InformationModifyItem-PSCH-ReconfRqst-ExtIEs NBAP-PROTOCOL-EXTENSION ::= {


...

}

DL-Code-InformationModifyList-PSCH-ReconfRqst ::= SEQUENCE (SIZE (1..maxNrOfPDSCHs)) OF DL-Code-InformationModifyItem-PSCH-ReconfRqst

DL-Code-InformationModifyItem-PSCH-ReconfRqst ::= SEQUENCE {


pDSCH-ID







PDSCH-ID,


tdd-ChannelisationCode




TDD-ChannelisationCode,


iE-Extensions






ProtocolExtensionContainer { { DL-Code-InformationModifyItem-PSCH-ReconfRqst-ExtIEs} }

OPTIONAL,


...

}

DL-Code-InformationModifyItem-PSCH-ReconfRqst-ExtIEs NBAP-PROTOCOL-EXTENSION ::= {


...

}

PDSCH-ModifyInformation-LCR-ModifyItem-PSCH-ReconfRqst ::= SEQUENCE {


repetitionPeriod










RepetitionPeriod






OPTIONAL,


repetitionLength










RepetitionLength






OPTIONAL,


tdd-PhysicalChannelOffset








TDD-PhysicalChannelOffset




OPTIONAL,


dL-Timeslot-LCR-InformationModifyList-PSCH-ReconfRqst

DL-Timeslot-LCR-InformationModifyList-PSCH-ReconfRqst

OPTIONAL,


iE-Extensions







ProtocolExtensionContainer { {PDSCH-ModifyInformation-LCR-ModifyListIE-PSCH-ReconfRqst-ExtIEs} }

OPTIONAL,


...

}

PDSCH-ModifyInformation-LCR-ModifyListIE-PSCH-ReconfRqst-ExtIEs NBAP-PROTOCOL-EXTENSION ::= {


...

}

DL-Timeslot-LCR-InformationModifyList-PSCH-ReconfRqst ::= SEQUENCE (SIZE (1.. maxNrOfDLTSLCRs)) OF DL-Timeslot-LCR-InformationModifyItem-PSCH-ReconfRqst

DL-Timeslot-LCR-InformationModifyItem-PSCH-ReconfRqst ::= SEQUENCE {


timeSlotLCR











TimeSlotLCR,


midambleShiftLCR









MidambleShiftLCR






OPTIONAL,


tFCI-Presence










TFCI-Presence







OPTIONAL,


dL-Code-LCR-InformationModifyList-PSCH-ReconfRqst

DL-Code-LCR-InformationModifyList-PSCH-ReconfRqst

OPTIONAL,


iE-Extensions






ProtocolExtensionContainer { { DL-Timeslot-LCR-InformationModifyItem-PSCH-ReconfRqst-ExtIEs} }

OPTIONAL,


...

}

DL-Timeslot-LCR-InformationModifyItem-PSCH-ReconfRqst-ExtIEs NBAP-PROTOCOL-EXTENSION ::= {


...

}

DL-Code-LCR-InformationModifyList-PSCH-ReconfRqst ::= SEQUENCE (SIZE (1..maxNrOfPDSCHs)) OF DL-Code-LCR-InformationModifyItem-PSCH-ReconfRqst

DL-Code-LCR-InformationModifyItem-PSCH-ReconfRqst ::= SEQUENCE {


pDSCH-ID







PDSCH-ID,


tdd-ChannelisationCodeLCR



TDD-ChannelisationCodeLCR,


iE-Extensions






ProtocolExtensionContainer { { DL-Code-LCR-InformationModifyItem-PSCH-ReconfRqst-ExtIEs} }

OPTIONAL,


...

}

DL-Code-LCR-InformationModifyItem-PSCH-ReconfRqst-ExtIEs NBAP-PROTOCOL-EXTENSION ::= {


{ID id-PDSCH-Timeslot-Format-PSCH-ReconfRqst-LCR
CRITICALITY reject

EXTENSION TDD-DL-DPCH-TimeSlotFormat-LCR

PRESENCE optional},


...

}

PDSCH-ModifyInformation-768-ModifyItem-PSCH-ReconfRqst ::= SEQUENCE {


repetitionPeriod










RepetitionPeriod






OPTIONAL,


repetitionLength










RepetitionLength






OPTIONAL,


tdd-PhysicalChannelOffset








TDD-PhysicalChannelOffset




OPTIONAL,


dL-Timeslot-768-InformationModifyList-PSCH-ReconfRqst

DL-Timeslot-768-InformationModifyList-PSCH-ReconfRqst

OPTIONAL,


iE-Extensions







ProtocolExtensionContainer { {PDSCH-ModifyInformation-768-ModifyListIE-PSCH-ReconfRqst-ExtIEs} }

OPTIONAL,


...


}

PDSCH-ModifyInformation-768-ModifyListIE-PSCH-ReconfRqst-ExtIEs NBAP-PROTOCOL-EXTENSION ::= {


...

}

DL-Timeslot-768-InformationModifyList-PSCH-ReconfRqst ::= SEQUENCE (SIZE (1.. maxNrOfDLTSs)) OF DL-Timeslot-768-InformationModifyItem-PSCH-ReconfRqst

DL-Timeslot-768-InformationModifyItem-PSCH-ReconfRqst ::= SEQUENCE {


timeSlot











TimeSlot,


midambleShiftAndBurstType768






MidambleShiftAndBurstType768









OPTIONAL,


tFCI-Presence










TFCI-Presence













OPTIONAL,


dL-Code-768-InformationModifyList-PSCH-ReconfRqst

DL-Code-768-InformationModifyList-PSCH-ReconfRqst






OPTIONAL,


iE-Extensions






ProtocolExtensionContainer { { DL-Timeslot-768-InformationModifyItem-PSCH-ReconfRqst-ExtIEs} }

OPTIONAL,


...

}

DL-Timeslot-768-InformationModifyItem-PSCH-ReconfRqst-ExtIEs NBAP-PROTOCOL-EXTENSION ::= {


...

}

DL-Code-768-InformationModifyList-PSCH-ReconfRqst ::= SEQUENCE (SIZE (1..maxNrOfPDSCHs)) OF DL-Code-768-InformationModifyItem-PSCH-ReconfRqst

DL-Code-768-InformationModifyItem-PSCH-ReconfRqst ::= SEQUENCE {


pDSCH-ID768







PDSCH-ID768,


tdd-ChannelisationCode768



TDD-ChannelisationCode768,


iE-Extensions






ProtocolExtensionContainer { { DL-Code-768-InformationModifyItem-PSCH-ReconfRqst-ExtIEs} }

OPTIONAL,


...

}

DL-Code-768-InformationModifyItem-PSCH-ReconfRqst-ExtIEs NBAP-PROTOCOL-EXTENSION ::= {


...

}

PDSCHSets-DeleteList-PSCH-ReconfRqst ::= SEQUENCE (SIZE (1..maxNrOfPDSCHSets)) OF PDSCHSets-DeleteItem-PSCH-ReconfRqst

PDSCHSets-DeleteItem-PSCH-ReconfRqst
 ::= SEQUENCE {


pDSCHSet-ID








PDSCHSet-ID,


iE-Extensions







ProtocolExtensionContainer { {PDSCHSets-DeleteItem-PSCH-ReconfRqst-ExtIEs} }

OPTIONAL,


...

}

PDSCHSets-DeleteItem-PSCH-ReconfRqst-ExtIEs  NBAP-PROTOCOL-EXTENSION ::= {


...

}

PUSCHSets-AddList-PSCH-ReconfRqst ::= SEQUENCE (SIZE (1..maxNrOfPUSCHSets)) OF PUSCHSets-AddItem-PSCH-ReconfRqst

PUSCHSets-AddItem-PSCH-ReconfRqst
 ::= SEQUENCE {


pUSCHSet-ID








PUSCHSet-ID,


pUSCH-InformationList





PUSCH-Information-AddList-PSCH-ReconfRqst 
OPTIONAL,


-- Mandatory for 3.84Mcps TDD, Not Applicable to 1.28Mcps TDD or 7.68Mcps TDD


iE-Extensions







ProtocolExtensionContainer { {PUSCHSets-AddItem-PSCH-ReconfRqst-ExtIEs} }

OPTIONAL,


...

}

PUSCHSets-AddItem-PSCH-ReconfRqst-ExtIEs  NBAP-PROTOCOL-EXTENSION ::= {


{ ID id-PUSCH-AddInformation-LCR-PSCH-ReconfRqst
CRITICALITY
reject

EXTENSION 
PUSCH-AddInformation-LCR-AddItem-PSCH-ReconfRqst


PRESENCE
optional}|
-- Mandatory for 1.28Mcps TDD, Not Applicable to 3.84Mcps TDD or 7.68Mcps TDD


{ ID id-PUSCH-AddInformation-768-PSCH-ReconfRqst 
CRITICALITY reject

EXTENSION PUSCH-AddInformation-768-AddItem-PSCH-ReconfRqst


PRESENCE optional}, -- Mandatory for 7.68 Mcps TDD. Not Applicable to 3.84Mcps TDD or 1.28 Mcps TDD.


...

}

PUSCH-Information-AddList-PSCH-ReconfRqst ::=  ProtocolIE-Single-Container {{ PUSCH-Information-AddListIEs-PSCH-ReconfRqst }}

PUSCH-Information-AddListIEs-PSCH-ReconfRqst NBAP-PROTOCOL-IES ::= {


{ ID id-PUSCH-Information-AddListIE-PSCH-ReconfRqst
CRITICALITY
reject
TYPE PUSCH-Information-AddItem-PSCH-ReconfRqst

PRESENCE mandatory }

}

PUSCH-Information-AddItem-PSCH-ReconfRqst ::= SEQUENCE {


repetitionPeriod







RepetitionPeriod,


repetitionLength







RepetitionLength,


tdd-PhysicalChannelOffset





TDD-PhysicalChannelOffset,


uL-Timeslot-InformationAddList-PSCH-ReconfRqst
UL-Timeslot-InformationAddList-PSCH-ReconfRqst,


iE-Extensions








ProtocolExtensionContainer { {PUSCH-Information-AddItem-PSCH-ReconfRqst-ExtIEs} }

OPTIONAL,


...

}

PUSCH-Information-AddItem-PSCH-ReconfRqst-ExtIEs  NBAP-PROTOCOL-EXTENSION ::= {


...

}

UL-Timeslot-InformationAddList-PSCH-ReconfRqst ::= SEQUENCE (SIZE (1..maxNrOfULTSs)) OF UL-Timeslot-InformationAddItem-PSCH-ReconfRqst

UL-Timeslot-InformationAddItem-PSCH-ReconfRqst ::= SEQUENCE {


timeSlot








TimeSlot,


midambleShiftAndBurstType




MidambleShiftAndBurstType,


tFCI-Presence







TFCI-Presence,


uL-Code-InformationAddList-PSCH-ReconfRqst
UL-Code-InformationAddList-PSCH-ReconfRqst,


iE-Extensions







ProtocolExtensionContainer { { UL-Timeslot-InformationAddItem-PSCH-ReconfRqst-ExtIEs} }

OPTIONAL,


...

}

UL-Timeslot-InformationAddItem-PSCH-ReconfRqst-ExtIEs NBAP-PROTOCOL-EXTENSION ::= {


...

}

UL-Code-InformationAddList-PSCH-ReconfRqst ::= SEQUENCE (SIZE (1..maxNrOfPUSCHs)) OF UL-Code-InformationAddItem-PSCH-ReconfRqst

UL-Code-InformationAddItem-PSCH-ReconfRqst ::= SEQUENCE {


pUSCH-ID







PUSCH-ID,


tdd-ChannelisationCode




TDD-ChannelisationCode,


iE-Extensions






ProtocolExtensionContainer { { UL-Code-InformationAddItem-PSCH-ReconfRqst-ExtIEs} }

OPTIONAL,


...

}

UL-Code-InformationAddItem-PSCH-ReconfRqst-ExtIEs NBAP-PROTOCOL-EXTENSION ::= {


...

}

PUSCH-AddInformation-LCR-AddItem-PSCH-ReconfRqst ::= SEQUENCE {


repetitionPeriod








RepetitionPeriod,


repetitionLength








RepetitionLength,


tdd-PhysicalChannelOffset






TDD-PhysicalChannelOffset,


uL-Timeslot-InformationAddList-LCR-PSCH-ReconfRqst
UL-Timeslot-InformationAddList-LCR-PSCH-ReconfRqst,


iE-Extensions







ProtocolExtensionContainer { {PUSCH-AddInformation-LCR-AddItem-PSCH-ReconfRqst-ExtIEs} }

OPTIONAL,


...

}

PUSCH-AddInformation-LCR-AddItem-PSCH-ReconfRqst-ExtIEs  NBAP-PROTOCOL-EXTENSION ::= {


...

}

UL-Timeslot-InformationAddList-LCR-PSCH-ReconfRqst ::= SEQUENCE (SIZE (1.. maxNrOfULTSLCRs)) OF UL-Timeslot-InformationAddItem-LCR-PSCH-ReconfRqst

UL-Timeslot-InformationAddItem-LCR-PSCH-ReconfRqst ::= SEQUENCE {


timeSlotLCR









TimeSlotLCR,


midambleShiftLCR







MidambleShiftLCR,


tFCI-Presence








TFCI-Presence,


uL-Code-InformationAddList-LCR-PSCH-ReconfRqst
UL-Code-InformationAddList-LCR-PSCH-ReconfRqst,


iE-Extensions






ProtocolExtensionContainer { { UL-Timeslot-InformationAddItem-LCR-PSCH-ReconfRqst-ExtIEs} }

OPTIONAL,


...

}

UL-Timeslot-InformationAddItem-LCR-PSCH-ReconfRqst-ExtIEs NBAP-PROTOCOL-EXTENSION ::= {


...

}

UL-Code-InformationAddList-LCR-PSCH-ReconfRqst ::= SEQUENCE (SIZE (1..maxNrOfPUSCHs)) OF UL-Code-InformationAddItem-LCR-PSCH-ReconfRqst

UL-Code-InformationAddItem-LCR-PSCH-ReconfRqst ::= SEQUENCE {


pUSCH-ID







PUSCH-ID,


tdd-ChannelisationCodeLCR



TDD-ChannelisationCodeLCR,


iE-Extensions






ProtocolExtensionContainer { { UL-Code-InformationAddItem-LCR-PSCH-ReconfRqst-ExtIEs} }

OPTIONAL,


...

}

UL-Code-InformationAddItem-LCR-PSCH-ReconfRqst-ExtIEs NBAP-PROTOCOL-EXTENSION ::= {


{ID id-PUSCH-Timeslot-Format-PSCH-ReconfRqst-LCR
CRITICALITY reject

EXTENSION TDD-UL-DPCH-TimeSlotFormat-LCR

PRESENCE optional},


...

}

PUSCH-AddInformation-768-AddItem-PSCH-ReconfRqst ::= SEQUENCE {


repetitionPeriod








RepetitionPeriod,


repetitionLength








RepetitionLength,


tdd-PhysicalChannelOffset






TDD-PhysicalChannelOffset,


uL-Timeslot-InformationAddList-768-PSCH-ReconfRqst
UL-Timeslot-InformationAddList-768-PSCH-ReconfRqst,


iE-Extensions







ProtocolExtensionContainer { {PUSCH-AddInformation-768-AddItem-PSCH-ReconfRqst-ExtIEs} }

OPTIONAL,


...

}

PUSCH-AddInformation-768-AddItem-PSCH-ReconfRqst-ExtIEs  NBAP-PROTOCOL-EXTENSION ::= {


...

}

UL-Timeslot-InformationAddList-768-PSCH-ReconfRqst ::= SEQUENCE (SIZE (1.. maxNrOfULTSs)) OF UL-Timeslot-InformationAddItem-768-PSCH-ReconfRqst

UL-Timeslot-InformationAddItem-768-PSCH-ReconfRqst ::= SEQUENCE {


timeSlot









TimeSlot,


midambleShiftAndBurstType768




MidambleShiftAndBurstType768,


tFCI-Presence








TFCI-Presence,


uL-Code-InformationAddList-768-PSCH-ReconfRqst
UL-Code-InformationAddList-768-PSCH-ReconfRqst,


iE-Extensions






ProtocolExtensionContainer { { UL-Timeslot-InformationAddItem-768-PSCH-ReconfRqst-ExtIEs} }

OPTIONAL,


...

}

UL-Timeslot-InformationAddItem-768-PSCH-ReconfRqst-ExtIEs NBAP-PROTOCOL-EXTENSION ::= {


...

}

UL-Code-InformationAddList-768-PSCH-ReconfRqst ::= SEQUENCE (SIZE (1..maxNrOfPUSCHs)) OF UL-Code-InformationAddItem-768-PSCH-ReconfRqst

UL-Code-InformationAddItem-768-PSCH-ReconfRqst ::= SEQUENCE {


pUSCH-ID







PUSCH-ID,


tdd-ChannelisationCode768



TDD-ChannelisationCode768,


iE-Extensions






ProtocolExtensionContainer { { UL-Code-InformationAddItem-768-PSCH-ReconfRqst-ExtIEs} }

OPTIONAL,


...

}

UL-Code-InformationAddItem-768-PSCH-ReconfRqst-ExtIEs NBAP-PROTOCOL-EXTENSION ::= {


...

}

PUSCHSets-ModifyList-PSCH-ReconfRqst ::= SEQUENCE (SIZE (1..maxNrOfPUSCHSets)) OF PUSCHSets-ModifyItem-PSCH-ReconfRqst

PUSCHSets-ModifyItem-PSCH-ReconfRqst
 ::= SEQUENCE {


pUSCHSet-ID








PUSCHSet-ID,


pUSCH-InformationList





PUSCH-Information-ModifyList-PSCH-ReconfRqst,


iE-Extensions







ProtocolExtensionContainer { {PUSCHSets-ModifyItem-PSCH-ReconfRqst-ExtIEs} }

OPTIONAL,


...

}

PUSCHSets-ModifyItem-PSCH-ReconfRqst-ExtIEs  NBAP-PROTOCOL-EXTENSION ::= {


{ID id-PUSCH-ModifyInformation-768-PSCH-ReconfRqst 
CRITICALITY
reject

EXTENSION 
PUSCH-ModifyInformation-768-ModifyItem-PSCH-ReconfRqst


PRESENCE
optional}, -- For 7.68 Mcps TDD. Not Applicable to 3.84Mcps TDD or 1.28 Mcps TDD.


...

}

PUSCH-Information-ModifyList-PSCH-ReconfRqst ::= ProtocolIE-Single-Container {{ PUSCH-Information-ModifyListIEs-PSCH-ReconfRqst }}


PUSCH-Information-ModifyListIEs-PSCH-ReconfRqst NBAP-PROTOCOL-IES ::= {


{ID id-PUSCH-Information-ModifyListIE-PSCH-ReconfRqst
CRITICALITY reject

TYPE PUSCH-Information-ModifyItem-PSCH-ReconfRqst


PRESENCE
optional}|


{ID id-PUSCH-ModifyInformation-LCR-PSCH-ReconfRqst

CRITICALITY reject

TYPE PUSCH-ModifyInformation-LCR-ModifyItem-PSCH-ReconfRqst


PRESENCE
optional}

}

PUSCH-Information-ModifyItem-PSCH-ReconfRqst ::= SEQUENCE {


repetitionPeriod








RepetitionPeriod






OPTIONAL,


repetitionLength








RepetitionLength






OPTIONAL,


tdd-PhysicalChannelOffset






TDD-PhysicalChannelOffset


OPTIONAL,


uL-Timeslot-InformationModifyList-PSCH-ReconfRqst
UL-Timeslot-InformationModifyList-PSCH-ReconfRqst

OPTIONAL,


iE-Extensions







ProtocolExtensionContainer { {PUSCH-Information-ModifyItem-PSCH-ReconfRqst-ExtIEs} }

OPTIONAL,


...

}

PUSCH-Information-ModifyItem-PSCH-ReconfRqst-ExtIEs  NBAP-PROTOCOL-EXTENSION ::= {


...

}

UL-Timeslot-InformationModifyList-PSCH-ReconfRqst ::= SEQUENCE (SIZE (1..maxNrOfULTSs)) OF UL-Timeslot-InformationModifyItem-PSCH-ReconfRqst

UL-Timeslot-InformationModifyItem-PSCH-ReconfRqst ::= SEQUENCE {


timeSlot









TimeSlot,


midambleShiftAndBurstType





MidambleShiftAndBurstType





OPTIONAL,


tFCI-Presence








TFCI-Presence








OPTIONAL,


uL-Code-InformationModifyList-PSCH-ReconfRqst
UL-Code-InformationModifyList-PSCH-ReconfRqst

OPTIONAL,


iE-Extensions






ProtocolExtensionContainer { { UL-Timeslot-InformationModifyItem-PSCH-ReconfRqst-ExtIEs} }

OPTIONAL,


...

}

UL-Timeslot-InformationModifyItem-PSCH-ReconfRqst-ExtIEs NBAP-PROTOCOL-EXTENSION ::= {


...

}

UL-Code-InformationModifyList-PSCH-ReconfRqst ::= SEQUENCE (SIZE (1..maxNrOfPUSCHs)) OF UL-Code-InformationModifyItem-PSCH-ReconfRqst

UL-Code-InformationModifyItem-PSCH-ReconfRqst ::= SEQUENCE {


pUSCH-ID







PUSCH-ID,


tdd-ChannelisationCode




TDD-ChannelisationCode,


iE-Extensions






ProtocolExtensionContainer { { UL-Code-InformationModifyItem-PSCH-ReconfRqst-ExtIEs} }

OPTIONAL,


...

}

UL-Code-InformationModifyItem-PSCH-ReconfRqst-ExtIEs NBAP-PROTOCOL-EXTENSION ::= {


...

}

PUSCH-ModifyInformation-LCR-ModifyItem-PSCH-ReconfRqst ::= SEQUENCE {


repetitionPeriod









RepetitionPeriod





OPTIONAL,


repetitionLength









RepetitionLength





OPTIONAL,


tdd-PhysicalChannelOffset







TDD-PhysicalChannelOffset



OPTIONAL,


uL-Timeslot-InformationModifyList-LCR-PSCH-ReconfRqst
UL-Timeslot-LCR-InformationModifyList-PSCH-ReconfRqst
OPTIONAL,


iE-Extensions







ProtocolExtensionContainer { {PUSCH-ModifyInformation-LCR-ModifyItem-PSCH-ReconfRqst-ExtIEs} }

OPTIONAL,


...

}

PUSCH-ModifyInformation-LCR-ModifyItem-PSCH-ReconfRqst-ExtIEs  NBAP-PROTOCOL-EXTENSION ::= {


...

}

UL-Timeslot-LCR-InformationModifyList-PSCH-ReconfRqst ::= SEQUENCE (SIZE (1..maxNrOfULTSLCRs)) OF UL-Timeslot-LCR-InformationModifyItem-PSCH-ReconfRqst

UL-Timeslot-LCR-InformationModifyItem-PSCH-ReconfRqst ::= SEQUENCE {


timeSlotLCR










TimeSlotLCR,


midambleShiftLCR








MidambleShiftLCR 






OPTIONAL,


tFCI-Presence









TFCI-Presence







OPTIONAL,


uL-Code-LCR-InformationModifyList-PSCH-ReconfRqst
UL-Code-LCR-InformationModifyList-PSCH-ReconfRqst
OPTIONAL,


iE-Extensions






ProtocolExtensionContainer { { UL-Timeslot-LCR-InformationModifyItem-PSCH-ReconfRqst-ExtIEs} }

OPTIONAL,


...

}

UL-Timeslot-LCR-InformationModifyItem-PSCH-ReconfRqst-ExtIEs NBAP-PROTOCOL-EXTENSION ::= {


...

}

UL-Code-LCR-InformationModifyList-PSCH-ReconfRqst ::= SEQUENCE (SIZE (1..maxNrOfPUSCHs)) OF UL-Code-LCR-InformationModifyItem-PSCH-ReconfRqst

UL-Code-LCR-InformationModifyItem-PSCH-ReconfRqst ::= SEQUENCE {


pUSCH-ID







PUSCH-ID,


tdd-ChannelisationCodeLCR



TDD-ChannelisationCodeLCR,


iE-Extensions






ProtocolExtensionContainer { { UL-Code-LCR-InformationModifyItem-PSCH-ReconfRqst-ExtIEs} }

OPTIONAL,


...

}

UL-Code-LCR-InformationModifyItem-PSCH-ReconfRqst-ExtIEs NBAP-PROTOCOL-EXTENSION ::= {


{ ID id-PUSCH-Timeslot-Format-PSCH-ReconfRqst-LCR
CRITICALITY reject

EXTENSION TDD-UL-DPCH-TimeSlotFormat-LCR

PRESENCE optional},


...

}

PUSCH-ModifyInformation-768-ModifyItem-PSCH-ReconfRqst ::= SEQUENCE {


repetitionPeriod









RepetitionPeriod





OPTIONAL,


repetitionLength









RepetitionLength





OPTIONAL,


tdd-PhysicalChannelOffset







TDD-PhysicalChannelOffset



OPTIONAL,


uL-Timeslot-InformationModifyList-768-PSCH-ReconfRqst
UL-Timeslot-768-InformationModifyList-PSCH-ReconfRqst
OPTIONAL,


iE-Extensions







ProtocolExtensionContainer { {PUSCH-ModifyInformation-768-ModifyItem-PSCH-ReconfRqst-ExtIEs} }

OPTIONAL,


...

}

PUSCH-ModifyInformation-768-ModifyItem-PSCH-ReconfRqst-ExtIEs  NBAP-PROTOCOL-EXTENSION ::= {


...

}

UL-Timeslot-768-InformationModifyList-PSCH-ReconfRqst ::= SEQUENCE (SIZE (1..maxNrOfULTSs)) OF UL-Timeslot-768-InformationModifyItem-PSCH-ReconfRqst

UL-Timeslot-768-InformationModifyItem-PSCH-ReconfRqst ::= SEQUENCE {


timeSlot










TimeSlot,


midambleShiftAndBurstType768





MidambleShiftAndBurstType768







OPTIONAL,


tFCI-Presence









TFCI-Presence

















OPTIONAL,


uL-Code-768-InformationModifyList-PSCH-ReconfRqst
UL-Code-768-InformationModifyList-PSCH-ReconfRqst
OPTIONAL,


iE-Extensions






ProtocolExtensionContainer { { UL-Timeslot-768-InformationModifyItem-PSCH-ReconfRqst-ExtIEs} }

OPTIONAL,


...

}

UL-Timeslot-768-InformationModifyItem-PSCH-ReconfRqst-ExtIEs NBAP-PROTOCOL-EXTENSION ::= {


...

}

UL-Code-768-InformationModifyList-PSCH-ReconfRqst ::= SEQUENCE (SIZE (1..maxNrOfPUSCHs)) OF UL-Code-768-InformationModifyItem-PSCH-ReconfRqst

UL-Code-768-InformationModifyItem-PSCH-ReconfRqst ::= SEQUENCE {


pUSCH-ID







PUSCH-ID,


tdd-ChannelisationCode768



TDD-ChannelisationCode768,


iE-Extensions






ProtocolExtensionContainer { { UL-Code-768-InformationModifyItem-PSCH-ReconfRqst-ExtIEs} }

OPTIONAL,


...

}

UL-Code-768-InformationModifyItem-PSCH-ReconfRqst-ExtIEs NBAP-PROTOCOL-EXTENSION ::= {


...

}

PUSCHSets-DeleteList-PSCH-ReconfRqst ::= SEQUENCE (SIZE (1..maxNrOfPUSCHSets)) OF PUSCHSets-DeleteItem-PSCH-ReconfRqst

PUSCHSets-DeleteItem-PSCH-ReconfRqst
 ::= SEQUENCE {


pUSCHSet-ID








PUSCHSet-ID,


iE-Extensions







ProtocolExtensionContainer { {PUSCHSets-DeleteItem-PSCH-ReconfRqst-ExtIEs} }

OPTIONAL,


...

}

PUSCHSets-DeleteItem-PSCH-ReconfRqst-ExtIEs  NBAP-PROTOCOL-EXTENSION ::= {


...

}

HS-PDSCH-TDD-Information-PSCH-ReconfRqst ::= SEQUENCE {


dL-HS-PDSCH-Timeslot-Information-PSCH-ReconfRqst




DL-HS-PDSCH-Timeslot-Information-PSCH-ReconfRqst


OPTIONAL,


dL-HS-PDSCH-Timeslot-Information-LCR-PSCH-ReconfRqst



DL-HS-PDSCH-Timeslot-Information-LCR-PSCH-ReconfRqst

OPTIONAL,

-- This HS-PDSCH Timeslot Information is for the first Frequency repetition, HS-PDSCH Timeslot information for Frequency repetitions 2 and on, should be defined in MultipleFreq-DL-HS-PDSCH-Timeslot-Information-LCR-PSCH-ReconfRqst


iE-Extensions







ProtocolExtensionContainer { { HS-PDSCH-TDD-Information-PSCH-ReconfRqst-ExtIEs} }

OPTIONAL,


...

}

HS-PDSCH-TDD-Information-PSCH-ReconfRqst-ExtIEs  NBAP-PROTOCOL-EXTENSION ::= {


{ ID id-dL-HS-PDSCH-Timeslot-Information-768-PSCH-ReconfRqst 







CRITICALITY reject

EXTENSION  DL-HS-PDSCH-Timeslot-Information-768-PSCH-ReconfRqst


PRESENCE
optional }| -- For 7.68 Mcps TDD. Not Applicable to 3.84Mcps TDD or 1.28 Mcps TDD.


{ ID id-UARFCNforNt


















CRITICALITY ignore

EXTENSION UARFCN

















PRESENCE optional }|


-- This is the UARFCN for the first Frequency repetition. Mandatory for 1.28Mcps TDD when using multiple frequencies.


{ ID id-multipleFreq-dL-HS-PDSCH-Timeslot-Information-LCR-PSCH-ReconfRqst




CRITICALITY reject

EXTENSION MultipleFreq-DL-HS-PDSCH-Timeslot-Information-LCR-PSCH-ReconfRqst

PRESENCE optional },


-- Applicable to 1.28Mcps TDD when using multiple frequencies, This Information is for the 2nd and beyond Frequency repetition

...

}

DL-HS-PDSCH-Timeslot-Information-PSCH-ReconfRqst ::= SEQUENCE (SIZE (1..maxNrOfDLTSs)) OF DL-HS-PDSCH-Timeslot-InformationItem-PSCH-ReconfRqst

DL-HS-PDSCH-Timeslot-InformationItem-PSCH-ReconfRqst::= SEQUENCE {


timeSlot







TimeSlot,


midambleShiftAndBurstType



MidambleShiftAndBurstType,


dl-HS-PDSCH-Codelist-PSCH-ReconfRqst
DL-HS-PDSCH-Codelist-PSCH-ReconfRqst,


maxHSDSCH-HSSCCH-Power




MaximumTransmissionPower



OPTIONAL,


iE-Extensions






ProtocolExtensionContainer { { DL-HS-PDSCH-Timeslot-InformationItem-PSCH-ReconfRqst-ExtIEs} }

OPTIONAL,


...

}

DL-HS-PDSCH-Timeslot-InformationItem-PSCH-ReconfRqst-ExtIEs NBAP-PROTOCOL-EXTENSION ::= {


...

}

DL-HS-PDSCH-Codelist-PSCH-ReconfRqst ::= SEQUENCE (SIZE (1..maxNrOfHSPDSCHs)) OF TDD-ChannelisationCode

DL-HS-PDSCH-Timeslot-Information-768-PSCH-ReconfRqst ::= SEQUENCE (SIZE (1..maxNrOfDLTSs)) OF DL-HS-PDSCH-Timeslot-InformationItem-768-PSCH-ReconfRqst

DL-HS-PDSCH-Timeslot-InformationItem-768-PSCH-ReconfRqst::= SEQUENCE {


timeSlot








TimeSlot,


midambleShiftAndBurstType768



MidambleShiftAndBurstType768,


dl-HS-PDSCH-Codelist-768-PSCH-ReconfRqst
DL-HS-PDSCH-Codelist-768-PSCH-ReconfRqst,


maxHSDSCH-HSSCCH-Power





MaximumTransmissionPower




OPTIONAL,


iE-Extensions






ProtocolExtensionContainer { { DL-HS-PDSCH-Timeslot-InformationItem-768-PSCH-ReconfRqst-ExtIEs} }

OPTIONAL,


...

}

DL-HS-PDSCH-Timeslot-InformationItem-768-PSCH-ReconfRqst-ExtIEs NBAP-PROTOCOL-EXTENSION ::= {


...

}

DL-HS-PDSCH-Codelist-768-PSCH-ReconfRqst ::= SEQUENCE (SIZE (1..maxNrOfHSPDSCHs768)) OF TDD-ChannelisationCode768

MultipleFreq-DL-HS-PDSCH-Timeslot-Information-LCR-PSCH-ReconfRqst ::= SEQUENCE (SIZE (1..maxFrequencyinCell-1)) OF ProtocolIE-Single-Container{{ MultipleFreq-DL-HS-PDSCH-Timeslot-Information-LCRItemIE-PSCH-ReconfRqst}}


-- Includes the 2nd through the max number of frequency repetitions.
MultipleFreq-DL-HS-PDSCH-Timeslot-Information-LCRItemIE-PSCH-ReconfRqst NBAP-PROTOCOL-IES ::= {


{ ID id-MultipleFreq-DL-HS-PDSCH-Timeslot-Information-LCRItem-PSCH-ReconfRqst
CRITICALITY  reject
TYPE
MultipleFreq-DL-HS-PDSCH-Timeslot-Information-LCRItem-PSCH-ReconfRqst PRESENCE optional }

}
MultipleFreq-DL-HS-PDSCH-Timeslot-Information-LCRItem-PSCH-ReconfRqst ::= SEQUENCE {


dL-HS-PDSCH-Timeslot-Information-LCR-PSCH-ReconfRqst
DL-HS-PDSCH-Timeslot-Information-LCR-PSCH-ReconfRqst 
OPTIONAL,

uARFCN












UARFCN,

iE-Extensions










ProtocolExtensionContainer { { MultipleFreq-DL-HS-PDSCH-Timeslot-Information-LCRItem-PSCH-ReconfRqst-ExtIEs} }

OPTIONAL,


...

}

MultipleFreq-DL-HS-PDSCH-Timeslot-Information-LCRItem-PSCH-ReconfRqst-ExtIEs  NBAP-PROTOCOL-EXTENSION ::= {


...

}
Add-To-HS-SCCH-Resource-Pool-PSCH-ReconfRqst::= SEQUENCE {


hS-SCCH-Information-PSCH-ReconfRqst

HS-SCCH-Information-PSCH-ReconfRqst


OPTIONAL,


hS-SCCH-Information-LCR-PSCH-ReconfRqst
HS-SCCH-Information-LCR-PSCH-ReconfRqst

OPTIONAL,


iE-Extensions






ProtocolExtensionContainer { { Add-To-HS-SCCH-Resource-Pool-PSCH-ReconfRqst-ExtIEs} }

OPTIONAL,


...

}

Add-To-HS-SCCH-Resource-Pool-PSCH-ReconfRqst-ExtIEs NBAP-PROTOCOL-EXTENSION ::= {


{ ID id-hS-SCCH-Information-768-PSCH-ReconfRqst CRITICALITY
reject

EXTENSION HS-SCCH-Information-768-PSCH-ReconfRqst


PRESENCE optional }|


-- 7.68 Mcps TDD. Not Applicable to 3.84Mcps TDD or 1.28 Mcps TDD.


{ ID id-HS-SCCH-InformationExt-LCR-PSCH-ReconfRqst
CRITICALITY ignore
EXTENSION HS-SCCH-InformationExt-LCR-PSCH-ReconfRqst

PRESENCE optional },


-- Applicable to 1.28Mcps TDD only, used when there are more than maxNrOfHSSCCHs HS-SCCHs in the message.

...

}

HS-SCCH-Information-PSCH-ReconfRqst::= SEQUENCE (SIZE (1..maxNrOfHSSCCHs)) OF HS-SCCH-InformationItem-PSCH-ReconfRqst

HS-SCCH-InformationItem-PSCH-ReconfRqst
 ::= SEQUENCE {


hS-SCCH-ID







HS-SCCH-ID,


timeSlot







TimeSlot,


midambleShiftAndBurstType



MidambleShiftAndBurstType,


tdd-ChannelisationCode




TDD-ChannelisationCode,


hS-SCCH-MaxPower





DL-Power,


hS-SICH-Information





HS-SICH-Information-PSCH-ReconfRqst,


iE-Extensions






ProtocolExtensionContainer { { HS-SCCH-InformationItem-PSCH-ReconfRqst-ExtIEs} }

OPTIONAL,


...

}

HS-SCCH-InformationItem-PSCH-ReconfRqst-ExtIEs  NBAP-PROTOCOL-EXTENSION ::= {


...

}

HS-SICH-Information-PSCH-ReconfRqst
 ::= SEQUENCE {


hsSICH-ID







HS-SICH-ID,


timeSlot







TimeSlot,


midambleShiftAndBurstType



MidambleShiftAndBurstType,


tdd-ChannelisationCode




TDD-ChannelisationCode,


iE-Extensions






ProtocolExtensionContainer { { HS-SICH-Information-PSCH-ReconfRqst-ExtIEs} }

OPTIONAL,


...

}

HS-SICH-Information-PSCH-ReconfRqst-ExtIEs  NBAP-PROTOCOL-EXTENSION ::= {


...

}

HS-SCCH-Information-LCR-PSCH-ReconfRqst::= SEQUENCE (SIZE (1..maxNrOfHSSCCHs)) OF HS-SCCH-InformationItem-LCR-PSCH-ReconfRqst

HS-SCCH-InformationItem-LCR-PSCH-ReconfRqst
 ::= SEQUENCE {


hS-SCCH-ID







HS-SCCH-ID,


timeSlotLCR







TimeSlotLCR,


midambleShiftLCR





MidambleShiftLCR,


first-TDD-ChannelisationCode


TDD-ChannelisationCode,


second-TDD-ChannelisationCode


TDD-ChannelisationCode,

hS-SCCH-MaxPower





DL-Power,


hS-SICH-Information-LCR




HS-SICH-Information-LCR-PSCH-ReconfRqst,


iE-Extensions






ProtocolExtensionContainer { { HS-SCCH-InformationItem-LCR-PSCH-ReconfRqst-ExtIEs} }

OPTIONAL,


...

}

HS-SCCH-InformationItem-LCR-PSCH-ReconfRqst-ExtIEs  NBAP-PROTOCOL-EXTENSION ::= {

{ ID id-Extended-HS-SCCH-ID






CRITICALITY ignore

EXTENSION Extended-HS-SCCH-ID
PRESENCE optional}|


-- used if the HS-SCCH identity has a value larger than 31


{ ID id-UARFCNforNt







CRITICALITY ignore

EXTENSION UARFCN

PRESENCE optional}|


-- Mandatory for 1.28Mcps TDD when using multiple frequencies


{ ID id-HSSICH-ReferenceSignal-InformationLCR
CRITICALITY ignore

EXTENSION HSSICH-ReferenceSignal-InformationLCR

PRESENCE optional},


...

}

HS-SICH-Information-LCR-PSCH-ReconfRqst
 ::= SEQUENCE {


hsSICH-ID







HS-SICH-ID,


timeSlotLCR







TimeSlotLCR,


midambleShiftLCR





MidambleShiftLCR,


tdd-ChannelisationCode




TDD-ChannelisationCode,


iE-Extensions






ProtocolExtensionContainer { { HS-SICH-Information-LCR-PSCH-ReconfRqst-ExtIEs} }

OPTIONAL,


...

}

HS-SICH-Information-LCR-PSCH-ReconfRqst-ExtIEs  NBAP-PROTOCOL-EXTENSION ::= {

{ ID id-Extended-HS-SICH-ID






CRITICALITY ignore
EXTENSION Extended-HS-SICH-ID
PRESENCE optional},


-- used if the HS-SICH identity has a value larger than 31

...

}

HS-SCCH-Information-768-PSCH-ReconfRqst::= SEQUENCE (SIZE (1..maxNrOfHSSCCHs)) OF HS-SCCH-InformationItem-768-PSCH-ReconfRqst

HS-SCCH-InformationItem-768-PSCH-ReconfRqst
 ::= SEQUENCE {


hS-SCCH-ID







HS-SCCH-ID,


timeSlot







TimeSlot,


midambleShiftAndBurstType768


MidambleShiftAndBurstType768,


tdd-ChannelisationCode768



TDD-ChannelisationCode768,


hS-SCCH-MaxPower





DL-Power,


hS-SICH-Information-768




HS-SICH-Information-768-PSCH-ReconfRqst,


iE-Extensions






ProtocolExtensionContainer { { HS-SCCH-InformationItem-768-PSCH-ReconfRqst-ExtIEs} }

OPTIONAL,


...

}

HS-SCCH-InformationItem-768-PSCH-ReconfRqst-ExtIEs  NBAP-PROTOCOL-EXTENSION ::= {


...

}

HS-SICH-Information-768-PSCH-ReconfRqst
 ::= SEQUENCE {


hsSICH-ID







HS-SICH-ID,


timeSlot







TimeSlot,


midambleShiftAndBurstType768


MidambleShiftAndBurstType768,


tdd-ChannelisationCode768



TDD-ChannelisationCode768,


iE-Extensions






ProtocolExtensionContainer { { HS-SICH-Information-768-PSCH-ReconfRqst-ExtIEs} }

OPTIONAL,


...

}

HS-SICH-Information-768-PSCH-ReconfRqst-ExtIEs  NBAP-PROTOCOL-EXTENSION ::= {


...

}

HS-SCCH-InformationExt-LCR-PSCH-ReconfRqst ::= SEQUENCE (SIZE (1.. maxNrOfHSSCCHsinExt)) OF HS-SCCH-InformationItem-LCR-PSCH-ReconfRqst
Modify-HS-SCCH-Resource-Pool-PSCH-ReconfRqst::= SEQUENCE {


hS-SCCH-InformationModify-PSCH-ReconfRqst

HS-SCCH-InformationModify-PSCH-ReconfRqst

OPTIONAL,


hS-SCCH-InformationModify-LCR-PSCH-ReconfRqst
HS-SCCH-InformationModify-LCR-PSCH-ReconfRqst
OPTIONAL,


iE-Extensions








ProtocolExtensionContainer { { Modify-HS-SCCH-Resource-Pool-PSCH-ReconfRqst-ExtIEs} }

OPTIONAL,


...

}

Modify-HS-SCCH-Resource-Pool-PSCH-ReconfRqst-ExtIEs NBAP-PROTOCOL-EXTENSION ::= {


{ ID id-hS-SCCH-InformationModify-768-PSCH-ReconfRqst

CRITICALITY reject
EXTENSION HS-SCCH-InformationModify-768-PSCH-ReconfRqst 
PRESENCE
optional }|

-- 7.68 Mcps TDD. Not Applicable to 3.84Mcps TDD or 1.28 Mcps TDD.


{ ID id-HS-SCCH-InformationModifyExt-LCR-PSCH-ReconfRqst
CRITICALITY ignore
EXTENSION HS-SCCH-InformationModifyExt-LCR-PSCH-ReconfRqst

PRESENCE optional },


-- Applicable to 1.28Mcps TDD only, used when there are more than maxNrOfHSSCCHs HS-SCCHs in the message.

...

}

HS-SCCH-InformationModifyItem-PSCH-ReconfRqst
 ::= SEQUENCE {


hS-SCCH-ID







HS-SCCH-ID,


timeSlot







TimeSlot 








OPTIONAL,


midambleShiftAndBurstType



MidambleShiftAndBurstType 




OPTIONAL,


tdd-ChannelisationCode




TDD-ChannelisationCode 





OPTIONAL,


hS-SCCH-MaxPower





DL-Power 








OPTIONAL,


hS-SICH-Information





HS-SICH-InformationModify-PSCH-ReconfRqst 
OPTIONAL,


iE-Extensions






ProtocolExtensionContainer { { HS-SCCH-InformationModifyItem-PSCH-ReconfRqst-ExtIEs} }

OPTIONAL,


...

}

HS-SCCH-InformationModifyItem-PSCH-ReconfRqst-ExtIEs  NBAP-PROTOCOL-EXTENSION ::= {


...

}

HS-SICH-InformationModify-PSCH-ReconfRqst
 ::= SEQUENCE {


hsSICH-ID







HS-SICH-ID,


timeSlot







TimeSlot 




OPTIONAL,


midambleShiftAndBurstType



MidambleShiftAndBurstType 
OPTIONAL,


tdd-ChannelisationCode




TDD-ChannelisationCode 

OPTIONAL,


iE-Extensions






ProtocolExtensionContainer { { HS-SICH-InformationModify-PSCH-ReconfRqst-ExtIEs} }

OPTIONAL,


...

}

HS-SICH-InformationModify-PSCH-ReconfRqst-ExtIEs  NBAP-PROTOCOL-EXTENSION ::= {


...

}

HS-SCCH-InformationModify-LCR-PSCH-ReconfRqst::= SEQUENCE (SIZE (1..maxNrOfHSSCCHs)) OF HS-SCCH-InformationModifyItem-LCR-PSCH-ReconfRqst

HS-SCCH-InformationModifyItem-LCR-PSCH-ReconfRqst
 ::= SEQUENCE {


hS-SCCH-ID







HS-SCCH-ID,


timeSlotLCR







TimeSlotLCR 








OPTIONAL,


midambleShiftLCR





MidambleShiftLCR 







OPTIONAL,


first-TDD-ChannelisationCode


TDD-ChannelisationCode






OPTIONAL,


second-TDD-ChannelisationCode


TDD-ChannelisationCode






OPTIONAL,


hS-SCCH-MaxPower





DL-Power









OPTIONAL,


hS-SICH-Information-LCR




HS-SICH-InformationModify-LCR-PSCH-ReconfRqst 
OPTIONAL,


iE-Extensions






ProtocolExtensionContainer { { HS-SCCH-InformationModifyItem-LCR-PSCH-ReconfRqst-ExtIEs} }

OPTIONAL,


...

}

HS-SCCH-InformationModifyItem-LCR-PSCH-ReconfRqst-ExtIEs  NBAP-PROTOCOL-EXTENSION ::= {

{ ID id-Extended-HS-SCCH-ID






CRITICALITY ignore
EXTENSION Extended-HS-SCCH-ID
PRESENCE optional}|


-- used if the HS-SCCH identity has a value larger than 31


{ ID id-UARFCNforNt








CRITICALITY ignore
EXTENSION UARFCN

PRESENCE optional}|

-- Applicable to 1.28Mcps TDD when using multiple frequencies


{ ID id-HSSICH-ReferenceSignal-InformationModifyLCR

CRITICALITY reject

EXTENSION HSSICH-ReferenceSignal-InformationModifyLCR

PRESENCE optional},


...

}

HS-SCCH-InformationModifyExt-LCR-PSCH-ReconfRqst ::= SEQUENCE (SIZE (1.. maxNrOfHSSCCHsinExt)) OF HS-SCCH-InformationModifyItem-LCR-PSCH-ReconfRqst
HS-SICH-InformationModify-LCR-PSCH-ReconfRqst
 ::= SEQUENCE {


hsSICH-ID







HS-SICH-ID,


timeSlotLCR







TimeSlotLCR 


OPTIONAL,


midambleShiftLCR





MidambleShiftLCR 

OPTIONAL,


tdd-ChannelisationCode




TDD-ChannelisationCode
OPTIONAL,


iE-Extensions






ProtocolExtensionContainer { { HS-SICH-InformationModify-LCR-PSCH-ReconfRqst-ExtIEs} }

OPTIONAL,


...

}

HS-SICH-InformationModify-LCR-PSCH-ReconfRqst-ExtIEs  NBAP-PROTOCOL-EXTENSION ::= {

{ ID id-Extended-HS-SICH-ID






CRITICALITY ignore
EXTENSION Extended-HS-SICH-ID
PRESENCE optional },


-- used if the HS-SICH identity has a value larger than 31

...

}

HS-SCCH-InformationModify-768-PSCH-ReconfRqst::= SEQUENCE (SIZE (1..maxNrOfHSSCCHs)) OF HS-SCCH-InformationModifyItem-768-PSCH-ReconfRqst

HS-SCCH-InformationModifyItem-768-PSCH-ReconfRqst
 ::= SEQUENCE {


hS-SCCH-ID







HS-SCCH-ID,


timeSlot







TimeSlot









OPTIONAL,


midambleShiftAndBurstType768


MidambleShiftAndBurstType768,


tdd-ChannelisationCode768



TDD-ChannelisationCode768,


hS-SCCH-MaxPower





DL-Power 


















OPTIONAL,


hS-SICH-Information-768




HS-SICH-InformationModify-768-PSCH-ReconfRqst 
OPTIONAL,


iE-Extensions






ProtocolExtensionContainer { { HS-SCCH-InformationModifyItem-768-PSCH-ReconfRqst-ExtIEs} }

OPTIONAL,


...

}

HS-SCCH-InformationModifyItem-768-PSCH-ReconfRqst-ExtIEs  NBAP-PROTOCOL-EXTENSION ::= {


...

}

HS-SICH-InformationModify-768-PSCH-ReconfRqst
 ::= SEQUENCE {


hsSICH-ID







HS-SICH-ID,


timeSlot







TimeSlot









OPTIONAL,


midambleShiftAndBurstType768


MidambleShiftAndBurstType768,


tdd-ChannelisationCode768



TDD-ChannelisationCode768,


iE-Extensions






ProtocolExtensionContainer { { HS-SICH-InformationModify-768-PSCH-ReconfRqst-ExtIEs} }

OPTIONAL,


...

}

HS-SICH-InformationModify-768-PSCH-ReconfRqst-ExtIEs  NBAP-PROTOCOL-EXTENSION ::= {


...

}

HS-SCCH-InformationModify-PSCH-ReconfRqst::= SEQUENCE (SIZE (1..maxNrOfHSSCCHs)) OF HS-SCCH-InformationModifyItem-PSCH-ReconfRqst

Delete-From-HS-SCCH-Resource-Pool-PSCH-ReconfRqst ::= SEQUENCE (SIZE (1..maxNrOfHSSCCHs)) OF Delete-From-HS-SCCH-Resource-PoolItem-PSCH-ReconfRqst

Delete-From-HS-SCCH-Resource-PoolItem-PSCH-ReconfRqst
 ::= SEQUENCE {


hS-SCCH-ID




HS-SCCH-ID,


iE-Extensions



ProtocolExtensionContainer { { Delete-From-HS-SCCH-Resource-PoolItem-PSCH-ReconfRqst-ExtIEs} }

OPTIONAL,


...

}

Delete-From-HS-SCCH-Resource-PoolItem-PSCH-ReconfRqst-ExtIEs  NBAP-PROTOCOL-EXTENSION ::= {

{ ID id-Extended-HS-SCCH-ID






CRITICALITY ignore
EXTENSION Extended-HS-SCCH-ID
PRESENCE optional },


-- used if the HS-SCCH identity has a value larger than 31


...

}

E-PUCH-Information-PSCH-ReconfRqst ::= SEQUENCE {


lTGI-Presence






LTGI-Presence,


sNPL-Reporting-Type





SNPL-Reporting-Type,


midambleShiftAndBurstType



MidambleShiftAndBurstType,


e-PUCH-Timeslot-Info




E-PUCH-Timeslot-Info,


iE-Extensions






ProtocolExtensionContainer { { E-PUCH-Information-PSCH-ReconfRqst-ExtIEs} }

OPTIONAL,


...

}

E-PUCH-Information-PSCH-ReconfRqst-ExtIEs  NBAP-PROTOCOL-EXTENSION ::= {


...

}

E-PUCH-Timeslot-Info ::= SEQUENCE (SIZE (1..maxNrOfE-PUCHSlots)) OF TimeSlot

Add-To-E-AGCH-Resource-Pool-PSCH-ReconfRqst::= SEQUENCE {


e-AGCH-Information-PSCH-ReconfRqst

E-AGCH-Information-PSCH-ReconfRqst

OPTIONAL,


iE-Extensions






ProtocolExtensionContainer { { Add-To-E-AGCH-Resource-Pool-PSCH-ReconfRqst-ExtIEs} }

OPTIONAL,


...

}

Add-To-E-AGCH-Resource-Pool-PSCH-ReconfRqst-ExtIEs NBAP-PROTOCOL-EXTENSION ::= {


...

}

E-AGCH-Information-PSCH-ReconfRqst::= SEQUENCE (SIZE (1..maxNrOfEAGCHs)) OF E-AGCH-InformationItem-PSCH-ReconfRqst

E-AGCH-InformationItem-PSCH-ReconfRqst
 ::= SEQUENCE {


e-AGCH-ID







E-AGCH-Id,


timeSlot







TimeSlot,


midambleShiftAndBurstType



MidambleShiftAndBurstType,


tdd-ChannelisationCode




TDD-ChannelisationCode,


e-AGCH-MaxPower






DL-Power,


iE-Extensions






ProtocolExtensionContainer { { E-AGCH-InformationItem-PSCH-ReconfRqst-ExtIEs} }

OPTIONAL,


...

}

E-AGCH-InformationItem-PSCH-ReconfRqst-ExtIEs  NBAP-PROTOCOL-EXTENSION ::= {


...

}

Modify-E-AGCH-Resource-Pool-PSCH-ReconfRqst::= SEQUENCE {


e-AGCH-InformationModify-PSCH-ReconfRqst

E-AGCH-InformationModify-PSCH-ReconfRqst
OPTIONAL,


iE-Extensions








ProtocolExtensionContainer { { Modify-E-AGCH-Resource-Pool-PSCH-ReconfRqst-ExtIEs} }

OPTIONAL,


...

}

Modify-E-AGCH-Resource-Pool-PSCH-ReconfRqst-ExtIEs NBAP-PROTOCOL-EXTENSION ::= {


...

}

E-AGCH-InformationModify-PSCH-ReconfRqst::= SEQUENCE (SIZE (1..maxNrOfEAGCHs)) OF E-AGCH-InformationModifyItem-PSCH-ReconfRqst

E-AGCH-InformationModifyItem-PSCH-ReconfRqst
 ::= SEQUENCE {


e-AGCH-ID







E-AGCH-Id,


timeSlot







TimeSlot 




OPTIONAL,


midambleShiftAndBurstType



MidambleShiftAndBurstType 
OPTIONAL,


tdd-ChannelisationCode




TDD-ChannelisationCode 

OPTIONAL,


e-AGCH-MaxPower






DL-Power 




OPTIONAL,


iE-Extensions






ProtocolExtensionContainer { { E-AGCH-InformationModifyItem-PSCH-ReconfRqst-ExtIEs} }

OPTIONAL,


...

}

E-AGCH-InformationModifyItem-PSCH-ReconfRqst-ExtIEs  NBAP-PROTOCOL-EXTENSION ::= {


...

}

Delete-From-E-AGCH-Resource-Pool-PSCH-ReconfRqst ::= SEQUENCE (SIZE (1..maxNrOfEAGCHs)) OF Delete-From-E-AGCH-Resource-PoolItem-PSCH-ReconfRqst

Delete-From-E-AGCH-Resource-PoolItem-PSCH-ReconfRqst
 ::= SEQUENCE {


e-AGCH-ID






E-AGCH-Id,


iE-Extensions





ProtocolExtensionContainer { { Delete-From-E-AGCH-Resource-PoolItem-PSCH-ReconfRqst-ExtIEs} }

OPTIONAL,


...

}

Delete-From-E-AGCH-Resource-PoolItem-PSCH-ReconfRqst-ExtIEs  NBAP-PROTOCOL-EXTENSION ::= {


...

}

E-HICH-Information-PSCH-ReconfRqst
 ::= SEQUENCE {


midambleShiftAndBurstType



MidambleShiftAndBurstType,


tdd-ChannelisationCode




TDD-ChannelisationCode,


e-HICH-MaxPower






DL-Power,


iE-Extensions






ProtocolExtensionContainer { { E-HICH-Information-PSCH-ReconfRqst-ExtIEs} }

OPTIONAL,


...

}

E-HICH-Information-PSCH-ReconfRqst-ExtIEs  NBAP-PROTOCOL-EXTENSION ::= {


...

}

E-PUCH-Information-768-PSCH-ReconfRqst ::= SEQUENCE {


lTGI-Presence






LTGI-Presence,


sNPL-Reporting-Type





SNPL-Reporting-Type,


midambleShiftAndBurstType768


MidambleShiftAndBurstType768,


e-PUCH-Timeslot-Info




E-PUCH-Timeslot-Info,


iE-Extensions






ProtocolExtensionContainer { { E-PUCH-Information-768-PSCH-ReconfRqst-ExtIEs} }

OPTIONAL,


...

}

E-PUCH-Information-768-PSCH-ReconfRqst-ExtIEs  NBAP-PROTOCOL-EXTENSION ::= {


...

}

Add-To-E-AGCH-Resource-Pool-768-PSCH-ReconfRqst::= SEQUENCE {


e-AGCH-Information-768-PSCH-ReconfRqst

E-AGCH-Information-768-PSCH-ReconfRqst

OPTIONAL,


iE-Extensions






ProtocolExtensionContainer { { Add-To-E-AGCH-Resource-Pool-768-PSCH-ReconfRqst-ExtIEs} }

OPTIONAL,


...

}

Add-To-E-AGCH-Resource-Pool-768-PSCH-ReconfRqst-ExtIEs NBAP-PROTOCOL-EXTENSION ::= {


...

}

E-AGCH-Information-768-PSCH-ReconfRqst::= SEQUENCE (SIZE (1..maxNrOfEAGCHs)) OF E-AGCH-InformationItem-768-PSCH-ReconfRqst

E-AGCH-InformationItem-768-PSCH-ReconfRqst
 ::= SEQUENCE {


e-AGCH-ID







E-AGCH-Id,


timeSlot







TimeSlot,


midambleShiftAndBurstType768


MidambleShiftAndBurstType768,


tdd-ChannelisationCode768



TDD-ChannelisationCode768,


e-AGCH-MaxPower






DL-Power,


iE-Extensions






ProtocolExtensionContainer { { E-AGCH-InformationItem-768-PSCH-ReconfRqst-ExtIEs} }

OPTIONAL,


...

}

E-AGCH-InformationItem-768-PSCH-ReconfRqst-ExtIEs  NBAP-PROTOCOL-EXTENSION ::= {


...

}

Modify-E-AGCH-Resource-Pool-768-PSCH-ReconfRqst::= SEQUENCE {


e-AGCH-InformationModify-768-PSCH-ReconfRqst

E-AGCH-InformationModify-768-PSCH-ReconfRqst
OPTIONAL,


iE-Extensions








ProtocolExtensionContainer { { Modify-E-AGCH-Resource-Pool-768-PSCH-ReconfRqst-ExtIEs} }

OPTIONAL,


...

}

Modify-E-AGCH-Resource-Pool-768-PSCH-ReconfRqst-ExtIEs NBAP-PROTOCOL-EXTENSION ::= {


...

}

E-AGCH-InformationModify-768-PSCH-ReconfRqst::= SEQUENCE (SIZE (1..maxNrOfEAGCHs)) OF E-AGCH-InformationModifyItem-768-PSCH-ReconfRqst

E-AGCH-InformationModifyItem-768-PSCH-ReconfRqst
 ::= SEQUENCE {


e-AGCH-ID







E-AGCH-Id,


timeSlot







TimeSlot 





OPTIONAL,


midambleShiftAndBurstType768


MidambleShiftAndBurstType768
OPTIONAL,


tdd-ChannelisationCode768



TDD-ChannelisationCode768

OPTIONAL,


e-AGCH-MaxPower






DL-Power 





OPTIONAL,


iE-Extensions






ProtocolExtensionContainer { { E-AGCH-InformationModifyItem-768-PSCH-ReconfRqst-ExtIEs} }

OPTIONAL,


...

}

E-AGCH-InformationModifyItem-768-PSCH-ReconfRqst-ExtIEs  NBAP-PROTOCOL-EXTENSION ::= {


...

}

E-HICH-Information-768-PSCH-ReconfRqst
 ::= SEQUENCE {


midambleShiftAndBurstType768


MidambleShiftAndBurstType768,


tdd-ChannelisationCode768



TDD-ChannelisationCode768,


e-HICH-MaxPower






DL-Power,


iE-Extensions






ProtocolExtensionContainer { { E-HICH-Information-768-PSCH-ReconfRqst-ExtIEs} }

OPTIONAL,


...

}

E-HICH-Information-768-PSCH-ReconfRqst-ExtIEs  NBAP-PROTOCOL-EXTENSION ::= {


...

}

E-PUCH-Information-LCR-PSCH-ReconfRqst ::= SEQUENCE {


lTGI-Presence






LTGI-Presence,


sNPL-Reporting-Type





SNPL-Reporting-Type,

e-PUCH-Timeslot-InfoLCR




E-PUCH-Timeslot-InfoLCR

OPTIONAL,

-- This E-PUCH Timeslot Information is for the first Frequency repetition, E-PUCH timeslot information for Frequency repetitions 2 and on, should be defined in MultipleFreq-E-PUCH-Timeslot-InformationList-LCR-PSCH-ReconfRqst.

iE-Extensions






ProtocolExtensionContainer { { E-PUCH-Information-LCR-PSCH-ReconfRqst-ExtIEs} }

OPTIONAL,


...

}

E-PUCH-Information-LCR-PSCH-ReconfRqst-ExtIEs  NBAP-PROTOCOL-EXTENSION ::= {


{ ID id-UARFCNforNt














CRITICALITY ignore









EXTENSION UARFCN














PRESENCE optional}|


-- This is the UARFCN for the first Frequency repetition. Mandatory for 1.28Mcps TDD when using multiple frequencies.


{ ID id-MultipleFreq-E-PUCH-Timeslot-InformationList-LCR-PSCH-ReconfRqst
CRITICALITY reject









EXTENSION MultipleFreq-E-PUCH-Timeslot-InformationList-LCR-PSCH-ReconfRqst
PRESENCE optional },


-- Applicable to 1.28Mcps TDD when using multiple frequencies.This E-PUCH Information is for the 2nd and beyond frequencies.

...

}

E-PUCH-Timeslot-InfoLCR ::= SEQUENCE (SIZE (1..maxNrOfE-PUCHSlotsLCR)) OF E-PUCH-Timeslot-Item-InfoLCR

E-PUCH-Timeslot-Item-InfoLCR ::= SEQUENCE {


timeSlot







TimeSlotLCR,


midambleShiftAndBurstType



MidambleShiftLCR,


e-PUCH-Codelist-LCR





E-PUCH-Codelist-LCR,


iE-Extensions






ProtocolExtensionContainer { { E-PUCH-Timeslot-Item-InfoLCR-ExtIEs} }

OPTIONAL,


...

}

E-PUCH-Timeslot-Item-InfoLCR-ExtIEs NBAP-PROTOCOL-EXTENSION ::= {


...

}
E-PUCH-Codelist-LCR ::= SEQUENCE (SIZE (1..maxNrOfEPUCHcodes)) OF TDD-ChannelisationCode
Add-To-E-AGCH-Resource-Pool-LCR-PSCH-ReconfRqst ::= SEQUENCE {


e-AGCH-Information-LCR-PSCH-ReconfRqst
E-AGCH-Information-LCR-PSCH-ReconfRqst,


iE-Extensions






ProtocolExtensionContainer { { Add-To-E-AGCH-Resource-Pool-LCR-PSCH-ReconfRqst-ExtIEs} }

OPTIONAL,


...

}

Add-To-E-AGCH-Resource-Pool-LCR-PSCH-ReconfRqst-ExtIEs NBAP-PROTOCOL-EXTENSION ::= {


...

}

E-AGCH-Information-LCR-PSCH-ReconfRqst::= SEQUENCE (SIZE (1..maxNrOfEAGCHs)) OF E-AGCH-InformationItem-LCR-PSCH-ReconfRqst

E-AGCH-InformationItem-LCR-PSCH-ReconfRqst
 ::= SEQUENCE {


e-AGCH-ID







E-AGCH-Id,


timeSlotLCR







TimeSlotLCR,


midambleShiftLCR





MidambleShiftLCR,


first-TDD-ChannelisationCode


TDD-ChannelisationCode,


second-TDD-ChannelisationCode


TDD-ChannelisationCode,

e-AGCH-MaxPower






DL-Power,


iE-Extensions






ProtocolExtensionContainer { { E-AGCH-InformationItem-LCR-PSCH-ReconfRqst-ExtIEs} }

OPTIONAL,


...

}

E-AGCH-InformationItem-LCR-PSCH-ReconfRqst-ExtIEs  NBAP-PROTOCOL-EXTENSION ::= {


{ ID id-UARFCNforNt





CRITICALITY ignore

EXTENSION UARFCN

PRESENCE optional},

-- Mandatory for 1.28Mcps TDD when using multiple frequencies


...

}

Modify-E-AGCH-Resource-Pool-LCR-PSCH-ReconfRqst::= SEQUENCE {


e-AGCH-InformationModify-LCR-PSCH-ReconfRqst
E-AGCH-InformationModify-LCR-PSCH-ReconfRqst,


iE-Extensions








ProtocolExtensionContainer { { Modify-E-AGCH-Resource-Pool-LCR-PSCH-ReconfRqst-ExtIEs} }

OPTIONAL,


...

}

Modify-E-AGCH-Resource-Pool-LCR-PSCH-ReconfRqst-ExtIEs NBAP-PROTOCOL-EXTENSION ::= {


...

}

E-AGCH-InformationModify-LCR-PSCH-ReconfRqst::= SEQUENCE (SIZE (1..maxNrOfEAGCHs)) OF E-AGCH-InformationModifyItem-LCR-PSCH-ReconfRqst

E-AGCH-InformationModifyItem-LCR-PSCH-ReconfRqst
 ::= SEQUENCE {


e-AGCH-ID







E-AGCH-Id,


timeSlotLCR







TimeSlotLCR



OPTIONAL,


midambleShiftLCR





MidambleShiftLCR

OPTIONAL,


first-TDD-ChannelisationCode


TDD-ChannelisationCode
OPTIONAL,


second-TDD-ChannelisationCode


TDD-ChannelisationCode
OPTIONAL,

e-AGCH-MaxPower






DL-Power



OPTIONAL,


iE-Extensions






ProtocolExtensionContainer { { E-AGCH-InformationModifyItem-LCR-PSCH-ReconfRqst-ExtIEs} }

OPTIONAL,


...

}

E-AGCH-InformationModifyItem-LCR-PSCH-ReconfRqst-ExtIEs  NBAP-PROTOCOL-EXTENSION ::= {


{ ID id-UARFCNforNt





CRITICALITY ignore

EXTENSION UARFCN

PRESENCE optional},

-- Mandatory for 1.28Mcps TDD when using multiple frequencies


...

}

Add-To-E-HICH-Resource-Pool-LCR-PSCH-ReconfRqst ::= SEQUENCE {


e-HICH-Information-LCR-PSCH-ReconfRqst
E-HICH-Information-LCR-PSCH-ReconfRqst,


iE-Extensions






ProtocolExtensionContainer { { Add-To-E-HICH-Resource-Pool-LCR-PSCH-ReconfRqst-ExtIEs} }

OPTIONAL,


...

}

Add-To-E-HICH-Resource-Pool-LCR-PSCH-ReconfRqst-ExtIEs  NBAP-PROTOCOL-EXTENSION ::= {


...

}

E-HICH-Information-LCR-PSCH-ReconfRqst ::= SEQUENCE (SIZE (1..maxNrOfEHICHs)) OF E-HICH-InformationItem-LCR-PSCH-ReconfRqst

E-HICH-InformationItem-LCR-PSCH-ReconfRqst
::= SEQUENCE {


e-HICH-ID-TDD






E-HICH-ID-TDD,

e-HICH-Type







E-HICH-Type,


tdd-ChannelisationCode




TDD-ChannelisationCode,

timeSlotLCR







TimeSlotLCR,


midambleShiftLCR





MidambleShiftLCR,

e-HICH-MaxPower






DL-Power,


iE-Extensions






ProtocolExtensionContainer { { E-HICH-InformationItem-LCR-PSCH-ReconfRqst-ExtIEs} }

OPTIONAL,


...

}

E-HICH-InformationItem-LCR-PSCH-ReconfRqst-ExtIEs  NBAP-PROTOCOL-EXTENSION ::= {


{ ID id-Extended-E-HICH-ID-TDD


CRITICALITY ignore EXTENSION Extended-E-HICH-ID-TDD PRESENCE optional}|


-- Applicable to 1.28Mcps TDD only when the E-HICH identity has a value larger than 31.

{ ID id-UARFCNforNt





CRITICALITY ignore

EXTENSION UARFCN


PRESENCE optional},

-- Mandatory for 1.28Mcps TDD when using multiple frequencies

...

}

Modify-E-HICH-Resource-Pool-LCR-PSCH-ReconfRqst ::= SEQUENCE {


e-HICH-InformationModify-LCR-PSCH-ReconfRqst
E-HICH-InformationModify-LCR-PSCH-ReconfRqst,


iE-Extensions








ProtocolExtensionContainer { { Modify-E-HICH-Resource-Pool-LCR-PSCH-ReconfRqst-ExtIEs} }

OPTIONAL,


...

}

Modify-E-HICH-Resource-Pool-LCR-PSCH-ReconfRqst-ExtIEs  NBAP-PROTOCOL-EXTENSION ::= {


...

}

E-HICH-InformationModify-LCR-PSCH-ReconfRqst ::= SEQUENCE (SIZE (1..maxNrOfEHICHs)) OF E-HICH-InformationModifyItem-LCR-PSCH-ReconfRqst

E-HICH-InformationModifyItem-LCR-PSCH-ReconfRqst ::= SEQUENCE {


e-HICH-ID-TDD






E-HICH-ID-TDD,

e-HICH-Type







E-HICH-Type  


OPTIONAL,

tdd-ChannelisationCode




TDD-ChannelisationCode  OPTIONAL,

timeSlotLCR







TimeSlotLCR   


OPTIONAL,


midambleShiftLCR





MidambleShiftLCR   

OPTIONAL,

e-HICH-MaxPower






DL-Power   



OPTIONAL,


iE-Extensions






ProtocolExtensionContainer { { E-HICH-InformationModifyItem-LCR-PSCH-ReconfRqst-ExtIEs} }

OPTIONAL,


...

}

E-HICH-InformationModifyItem-LCR-PSCH-ReconfRqst-ExtIEs  NBAP-PROTOCOL-EXTENSION ::= {


{ ID id-Extended-E-HICH-ID-TDD


CRITICALITY ignore EXTENSION Extended-E-HICH-ID-TDD PRESENCE optional}|


--Applicable to 1.28Mcps TDD only when the E-HICH identity has a value larger than 31.

{ ID id-UARFCNforNt





CRITICALITY ignore

EXTENSION UARFCN


PRESENCE optional},

-- Mandatory for 1.28Mcps TDD when using multiple frequencies

...

}

Delete-From-E-HICH-Resource-Pool-PSCH-ReconfRqst ::= SEQUENCE (SIZE (1.. maxNrOfEHICHs)) OF Delete-From-E-HICH-Resource-PoolItem-PSCH-ReconfRqst

Delete-From-E-HICH-Resource-PoolItem-PSCH-ReconfRqst
::= SEQUENCE {


e-HICH-ID-TDD








E-HICH-ID-TDD,


iE-Extensions








ProtocolExtensionContainer { { Delete-From-E-HICH-Resource-PoolItem-PSCH-ReconfRqst-ExtIEs} }

OPTIONAL,


...

}

Delete-From-E-HICH-Resource-PoolItem-PSCH-ReconfRqst-ExtIEs  NBAP-PROTOCOL-EXTENSION ::= {


{ ID id-Extended-E-HICH-ID-TDD


CRITICALITY ignore EXTENSION Extended-E-HICH-ID-TDD PRESENCE optional},


-- Applicable to 1.28Mcps TDD only when the E-HICH identity has a value larger than 31.

...

}

SYNC-UL-Partition-LCR ::= SEQUENCE {


eRUCCH-SYNC-UL-codes-bitmap




BIT STRING (SIZE (8)),


iE-Extensions







ProtocolExtensionContainer { { SYNC-UL-Partition-LCR-ExtIEs} }

OPTIONAL,


...

}

SYNC-UL-Partition-LCR-ExtIEs NBAP-PROTOCOL-EXTENSION ::= {


...

}
Delete-From-HS-SCCH-Resource-PoolExt-PSCH-ReconfRqst ::= SEQUENCE (SIZE (1.. maxNrOfHSSCCHsinExt)) OF Delete-From-HS-SCCH-Resource-PoolItem-PSCH-ReconfRqst
MultipleFreq-E-PUCH-Timeslot-InformationList-LCR-PSCH-ReconfRqst ::= SEQUENCE (SIZE (1..maxFrequencyinCell-1)) OF ProtocolIE-Single-Container {{ MultipleFreq-E-PUCH-Timeslot-InformationItemIE-LCR-PSCH-ReconfRqst}} 

--Includes the 2nd through the max number of frequencies information repetitions.
MultipleFreq-E-PUCH-Timeslot-InformationItemIE-LCR-PSCH-ReconfRqst NBAP-PROTOCOL-IES ::= {


{ ID id-MultipleFreq-E-PUCH-Timeslot-Information-LCRItem-PSCH-ReconfRqst
CRITICALITY ignore
TYPE MultipleFreq-E-PUCH-Timeslot-Information-LCRItem-PSCH-ReconfRqst

PRESENCE optional }

}
MultipleFreq-E-PUCH-Timeslot-Information-LCRItem-PSCH-ReconfRqst ::= SEQUENCE {


e-PUCH-Timeslot-InfoLCR




E-PUCH-Timeslot-InfoLCR

OPTIONAL,

uARFCN












UARFCN,

iE-Extensions










ProtocolExtensionContainer { { MultipleFreq-E-PUCH-Timeslot-Information-LCRItem-PSCH-ReconfRqst-ExtIEs} }

OPTIONAL,


...

}

MultipleFreq-E-PUCH-Timeslot-Information-LCRItem-PSCH-ReconfRqst-ExtIEs  NBAP-PROTOCOL-EXTENSION ::= {


...

}

Max-RTWP-perUARFCN-Information-LCR-PSCH-ReconfRqst ::= SEQUENCE (SIZE (1..maxFrequencyinCell)) OF Max-RTWP-perUARFCN-Information-LCR-PSCH-ReconfRqst-Item

Max-RTWP-perUARFCN-Information-LCR-PSCH-ReconfRqst-Item ::= SEQUENCE {


uARFCN











UARFCN,

maximum-Target-ReceivedTotalWideBandPower-LCR

Maximum-Target-ReceivedTotalWideBandPower-LCR,


iE-Extensions




ProtocolExtensionContainer { { Max-RTWP-perUARFCN-Information-LCR-PSCH-ReconfRqst-Item-ExtIEs} }




OPTIONAL,

...

}
Max-RTWP-perUARFCN-Information-LCR-PSCH-ReconfRqst-Item-ExtIEs NBAP-PROTOCOL-EXTENSION ::= {


...

}
	< sections omitted >


9.3.6
Constant Definitions
	< sections omitted >


id-Treset-Usage-Indicator










ProtocolIE-ID ::= xxxx
	< end of change >
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