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9.2.1.18
GBR QoS Information

This IE indicates the maximum and guaranteed bit rates of a GBR bearer for downlink and uplink.

	IE/Group Name
	Presence
	Range
	IE type and reference
	Semantics description

	E-RAB Maximum Bit Rate Downlink
	M
	
	Bit Rate 9.2.1.19
	Desc.: This IE indicates the maximum downlink E-RAB Bit Rate (i.e. from the EPC to E-UTRAN) for this bearer.
The value zero shall not be sent and if received shall lead to a logical error.

	E-RAB Maximum Bit Rate Uplink
	M
	
	Bit Rate 9.2.1.19
	Desc.: This IE indicates the maximum uplink E-RAB Bit Rate (i.e. from the E-UTRAN to the EPC) for this bearer.
The value zero shall not be sent and if received shall lead to a logical error.

	E-RAB Guaranteed Bit Rate Downlink
	M
	
	Bit Rate 9.2.1.19
	Desc.: This IE indicates the downlink guaranteed E-RAB Bit Rate (provided that there is data to deliver) from the EPC to the E-UTRAN for this bearer.

	E-RAB Guaranteed Bit Rate Uplink
	M
	
	Bit Rate 9.2.1.19
	Desc.: This IE indicates the uplink guaranteed E-RAB Bit Rate (provided that there is data to deliver) from the E-UTRAN to the EPC for this bearer


9.2.1.19
Bit Rate

This IE indicates the number of bits delivered by E-UTRAN in UL or to E-UTRAN in DL within a period of time, divided by the duration of the period. It is used, for example, to indicate the maximum or guaranteed bit rate for a GBR bearer, or an aggregated maximum bit rate.
	IE/Group Name
	Presence
	Range
	IE type and reference
	Semantics description

	Bit Rate
	
	
	INTEGER (0..10,000,000,000)
	The unit is: bit/s 


9.2.1.20
UE Aggregate Maximum Bit Rate

The UE Aggregate Maximum Bitrate is applicable for all Non-GBR bearers per UE which is defined for the Downlink and the Uplink direction and provided by the MME to the eNB.

	IE/Group Name
	Presence
	Range
	IE type and reference
	Semantics description

	UE Aggregate Maximum Bit Rate
	
	
	
	Desc.:

Applicable for non-GBR E-RABs

	>UE Aggregate Maximum Bit Rate Downlink
	M
	
	Bit Rate 9.2.1.19
	Desc.: This IE indicates the UE Aggregate Maximum Bit Rate in the downlink direction.
The value zero shall not be sent and if received shall lead to a logical error.

	>UE Aggregate Maximum Bit Rate Uplink
	M
	
	Bit Rate 9.2.1.19
	Desc.: This IE indicates the UE Aggregate Maximum Bit Rate in the uplink direction
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