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8.2.17
Radio Link Setup

8.2.17.1
General

This procedure is used for establishing the necessary resources for a new Node B Communication Context in the Node B.

[FDD - The Radio Link Setup procedure is used to establish one or more radio links. The procedure establishes one or more DCHs on all radio links, and in addition, it can include the establishment of an HS-DSCH on one radio link and it can include the establishment of an E-DCH on one or more radio links.]

[TDD - The Radio Link Setup procedure is used to establish one radio link including one or more transport channels. The transport channels can be a mix of DCHs, DSCHs, and USCHs, or DCHs and an HS-DSCH, or DCHs, an HS-DSCH and an E-DCH, including also combinations where one or more transport channel types are not present.]

8.2.17.2
Successful Operation

#Partially Omitted
[FDD – HS-DSCH Preconfiguration for Enhanced HS Serving Cell Change]

[FDD – If the RADIO LINK SETUP REQUEST message includes the HS-DSCH Preconfiguration Setup IE in the RL Information IE for a Radio Link setup with DCH-only and/or non serving E-DCH the Node B shall if supported preconfigure the indicated cells for Enhanced HS Serving Cell Change acoording to [49]: ]

-
[FDD – The Node B shall preconfigure sets of HS-SCCH codes on the cells preconfigured for HS-DSCH, primary serving HS-DSCH cell, as well as on the secondary serving HS-DSCH cells. The primary serving HS-DSCH cell is designated through the C-ID IE part of the RL Information IE in the RADIO LINK SETUP REQUEST message. The list of secondary serving HS-DSCH cells is designated by the list of C-IDs in the HS-DSCH Preconfiguration Setup IE part of the RL Information IE in the RADIO LINK SETUP REQUEST message. ]

-
[FDD – The number of HS-SCCH codes to preconfigure for each cell may be optionally specified: ]

-
[FDD – - by the Num Primary HS-SCCH Codes IE in the HS-DSCH Preconfiguration Setup IE, for the primary serving HS-DSCH cell]

-
[FDD – - by the Num Secondary HS-SCCH Codes IE in the Secondary Cells IE in the HS-DSCH Preconfiguration Setup IE for each of the secondary serving HS-DSCH cells]

-
[FDD – If Num Primary HS-SCCH Codes IE or Num Secondary HS-SCCH Codes IE is not included in the message the number and distribution of codes on primary and any secondary cells shall be preconfigured to satisfy any limitations in [10]. ]

-
[FDD – The Node B shall return these codes in the Sets of HS-SCCH Codes IE in the HS-DSCH Preconfiguration Info IE in the RL Information Response IE of the RADIO LINK SETUP RESPONSE message or in the Successful RL Information Response IE of the RADIO LINK SETUP FAILURE message. ]

-
[FDD – The Node B shall use the first in the numbered list of the primary serving HS-DSCH cell’s HS-SCCH codes in the HS-SCCH Preconfigured Codes IE sent to the RNC to signal the Target Cell HS-SCCH Order defined in [18]. ]

-
[FDD – The Node B shall include, in the HS-DSCH Preconfiguration Info IE in the RL Information Response IE in the RADIO LINK SETUP RESPONSE message or in the Successful RL Information Response IE of the RADIO LINK SETUP FAILURE message, IEs according to the rules defined for HS-DSCH Setup and: ]

-
[FDD – - if HARQ Preamble Mode IE is included in the HS-DSCH Preconfiguration Setup IE the HARQ Preamble Mode Activation Indicator IE]
-
[FDD – - if MIMO Activation Indicator IE is included in the HS-DSCH Preconfiguration Setup IE the MIMO N/M Ratio IE ]
-
[FDD – - if HS-DSCH MAC-d PDU Size Format IE is included in  the HS-DSCH Preconfiguration Setup IE and set to "Flexible MAC-d PDU Size" and if Sixtyfour QAM will not be used in the preconfigured configuration  the HS-DSCH TB Size Table Indicator IE for each preconfigured cell]
-
[FDD – - if Sixtyfour QAM Usage Allowed Indicator is included in the Secondary Cells IE in the HS-DSCH Preconfiguration Setup IE or in the HS-DSCH Preconfiguration Setup IE the SixtyfourQAM DL Usage Indicator IE for each preconfigured cell]

-
[FDD – - if Continuous Packet Connectivity HS-SCCH less Information IE is included in the HS-DSCH Preconfiguration Setup IE the Continuous Packet Connectivity HS-SCCH less Information Response IE]

-
[FDD – - if the UE with enhanced HS-SCCH support indicator IE is included in the HS-DSCH Preconfiguration Setup IE, then the Node B shall store this information in the preconfigured configuration. ]

-
[FDD – - if the UE Support Indicator Extension IE is included in the HS-DSCH Preconfiguration Setup IE, then the Node B may store this information in the preconfigured configuration. ]


[FDD – The Node B shall include in the HS-DSCH Preconfiguration Info IE in the RL Information Response IE in the RADIO LINK SETUP RESPONSE message or in the Successful RL Information Response IE of the RADIO LINK SETUP FAILURE message the E-DCH FDD DL Control Channel Information containing the preconfigured configuration of the E-DCH serving cell according to the rules defined for Serving E-DCH Radio Link Change as follows:  ]
-
[FDD – - The Node B shall allocate for the preconfigured configuration a primary  E-RNTI identifier or a secondary E-RNTI identifier or both for the new Serving E-DCH Radio Link and include these E-RNTI identifiers along with the channelisation code of the corresponding  E-AGCH in the E-DCH FDD DL Control Channel Information IE. ]

-
[FDD – -The Node B may configure for the preconfigured configuration the Serving Grant Value IE and Primary/Secondary Grant Selector IE for the initial grant for the serving E-DCH RL and include these values in the E-DCH FDD DL Control Channel Information IE.]

[FDD – If the RADIO LINK SETUP REQUEST message includes the Non Serving RL Preconfiguration Setup IE in the RL Information IE and:] 

· [FDD – if the choice of new Serving RL is "New Serving RL in the Node B", the Node B may include the New non-serving E-DCH FDD DL Control Channel Information A IE and/or New non-serving E-DCH FDD DL Control Channel Information B IE in the Non-Serving RL Preconfiguration Info IE for the RL in the RADIO LINK SETUP RESPONSE message.]
· [FDD – if the choice of new Serving RL is "New Serving RL Not in the Node B", the Node B may include the New non-serving E-DCH FDD DL Control Channel Information C IE in the Non-Serving RL Preconfiguration Info IE for the RL in the RADIO LINK SETUP RESPONSE message.]
· [FDD – if the choice of new Serving RL is "New Serving RL in the Node B or New Serving RL Not in the Node B", the Node B may include the New non-serving E-DCH FDD DL Control Channel Information A IE, the New non-serving E-DCH FDD DL Control Channel Information B IE and/or the New non-serving E-DCH FDD DL Control Channel Information C IE for the RL in the Non-Serving RL Preconfiguration Info IE in the RADIO LINK SETUP RESPONSE message.]
General:

If the RADIO LINK SETUP REQUEST message includes the RL Specific DCH Information IE, the Node B may use the transport layer address and the binding identifier received from the CRNC when establishing a transport bearer for the DCH or the set of co-ordinated DCHs.

#Partially Omitted
8.3
NBAP Dedicated Procedures

8.3.1
Radio Link Addition

8.3.1.1
General

This procedure is used for establishing the necessary resources in the Node B for one or more additional RLs towards a UE when there is already a Node B Communication Context for this UE in the Node B.

The Radio Link Addition procedure shall not be initiated if a Prepared Reconfiguration exists, as defined in subclause 3.1.

8.3.1.2
Successful Operation

#Partially Omitted
[FDD – HS-DSCH Preconfiguration for Enhanced HS Serving Cell Change]
[FDD – If the RADIO LINK ADDITION REQUEST message includes the HS-DSCH Preconfiguration Setup IE for a Radio Link to be added  with DCH-only and/or non serving E-DCH in the RL Information IE the Node B shall if supported preconfigure the indicated cells or Enhanced HS Serving Cell Change acoording to [49.]: ]

-
[FDD – The Node B shall preconfigure sets of HS-SCCH codes on the cells preconfigured for HS-DSCH, primary serving HS-DSCH cell, as well as on the secondary serving HS-DSCH cells. The primary serving HS-DSCH cell is designated through the C-ID IE part of the RL Information IE in the RADIO LINK ADDITION REQUEST message. The list of secondary serving HS-DSCH cells is designated by the list of Secondary C-IDs in the HS-DSCH Preconfiguration Setup IE part of the RL Information IE in the RADIO LINK ADDITION REQUEST message. ]

-
[FDD – The number of HS-SCCH codes to preconfigure for each cell may be optionally specified: ]

-
[FDD – - by the Num Primary HS-SCCH Codes IE in the HS-DSCH Preconfiguration Setup IE, for the primary serving HS-DSCH cell]

-
[FDD – - by the Num Secondary HS-SCCH Codes IE in the Secondary Cells IE in the HS-DSCH Preconfiguration Setup IE for each of the secondary serving HS-DSCH cells]

-
[FDD – If Num Primary HS-SCCH Codes IE or Num Secondary HS-SCCH Codes IE is not included in the message the number and distribution of codes on primary and any secondary cells shall be preconfigured to satisfy any limitations in [10]. ]

-
[FDD – The Node B shall return these codes in the Sets of HS-SCCH Codes IE in the HS-DSCH Preconfiguration Info IE in the RL Information Response IE of the RADIO LINK ADDITION RESPONSE message or in the Successful RL Information Response IE of the RADIO LINK ADDITION FAILURE message. ]
-
[FDD – The Node B shall use the first in the numbered list of the primary serving HS-DSCH cell’s HS-SCCH codes in the HS-SCCH Preconfigured Codes IE sent to the RNC to signal the Target Cell HS-SCCH Order defined in [18]. ]

-
[FDD – The Node B shall include, in the HS-DSCH Preconfiguration Info IE in the RL Information Response IE in the RADIO LINK ADDITION RESPONSE message or in the Successful RL Information Response IE of the RADIO LINK ADDITION FAILURE message, IEs according to the rules defined for HS-DSCH Setup at Serving HS-DSCH Radio Link Change and: ]

-
[FDD – - if HARQ Preamble Mode IE is included in the HS-DSCH Preconfiguration Setup IE the HARQ Preamble Mode Activation Indicator IE]
-
[FDD – - if MIMO Activation Indicator IE is included in the HS-DSCH Preconfiguration Setup IE the MIMO N/M Ratio IE ]
-
[FDD – - if HS-DSCH MAC-d PDU Size Format IE is included in the HS-DSCH Preconfiguration Setup IE and set to "Flexible MAC-d PDU Size" and if Sixtyfour QAM will not be used for the cell in the preconfigured configuration the HS-DSCH TB Size Table Indicator IE for each preconfigured cell]
-
[FDD – - if Sixtyfour QAM Usage Allowed Indicator is included in the Secondary Cells IE in the HS-DSCH Preconfiguration Setup IE or in the HS-DSCH Preconfiguration Setup IE the SixtyfourQAM DL Usage Indicator IE for each preconfigured cell]

-
[FDD – - if Continuous Packet Connectivity HS-SCCH less Information IE is included in the HS-DSCH Preconfiguration Setup IE the Continuous Packet Connectivity HS-SCCH less Information Response IE]

-
[FDD – - If the UE with enhanced HS-SCCH support indicator IE is included in the HS-DSCH Preconfiguration Setup IE, then the Node B shall store this information in the preconfigured configuration. ]

-
[FDD – - If the UE Support Indicator Extension IE is included in the HS-DSCH Preconfiguration Setup IE, then the Node B may store this information in the preconfigured configuration. ]

-
[FDD – The Node B shall include in the HS-DSCH Preconfiguration Info IE in the RL Information Response IE in the RADIO LINK ADDITION RESPONSE message or in the Successful RL Information Response IE of the RADIO LINK ADDITION FAILURE message the E-DCH FDD DL Control Channel Information containing the preconfigured configuration of the E-DCH serving cell according to the rules defined for Serving E-DCH Radio Link Change as follows: ]
-
[FDD – The Node B shall allocate for the preconfigured configuration a primary  E-RNTI identifier or a secondary E-RNTI identifier or both for the new Serving E-DCH Radio Link and include these E-RNTI identifiers along with the channelisation code of the corresponding  E-AGCH in the E-DCH FDD DL Control Channel Information IE. ]

-
[FDD –-The Node B may configure for the preconfigured configuration the Serving Grant Value IE and Primary/Secondary Grant Selector IE for the initial grant for the serving E-DCH RL and include these values in the E-DCH FDD DL Control Channel Information IE.]
[FDD – If the RADIO LINK ADDITION REQUEST message includes the Non Serving RL Preconfiguration Setup IE in the RL Information IE and:] 

· [FDD – if the choice of new Serving RL is "New Serving RL in the Node B", the Node B may include the New non-serving E-DCH FDD DL Control Channel Information A IE and/or New non-serving E-DCH FDD DL Control Channel Information B IE in the Non-Serving RL Preconfiguration Info IE for the RL in the RADIO LINK ADDITION RESPONSE message.]
· [FDD – if the choice of new Serving RL is "New Serving RL Not in the Node B", the Node B may include the New non-serving E-DCH FDD DL Control Channel Information C IE in the Non-Serving RL Preconfiguration Info IE for the RL in the RADIO LINK ADDITION RESPONSE message.]
· [FDD – if the choice of new Serving RL is "New Serving RL in the Node B or New Serving RL Not in the Node B", the Node B may include the New non-serving E-DCH FDD DL Control Channel Information A IE, the New non-serving E-DCH FDD DL Control Channel Information B IE and/or the New non-serving E-DCH FDD DL Control Channel Information C for the RL in the Non-Serving RL Preconfiguration Info IE in the RADIO LINK ADDITION RESPONSE message.]
General:

#Partially Omitted
8.3.2
Synchronised Radio Link Reconfiguration Preparation

8.3.2.1
General

The Synchronised Radio Link Reconfiguration Preparation procedure is used to prepare a new configuration of Radio Link(s) related to one Node B Communication Context.

The Synchronised Radio Link Reconfiguration Preparation procedure shall not be initiated if a Prepared Reconfiguration exists, as defined in subclause 3.1.

8.3.2.2
Successful Operation

#Partially Omitted
HS-DSCH MAC-d Flow Addition/Deletion:

If the RADIO LINK RECONFIGURATION PREPARE message includes any HS-DSCH MAC-d Flows To Add or HS-DSCH MAC-d Flows To Delete IEs, then the Node B shall use this information to add/delete the indicated HS-DSCH MAC-d flows. When an HS-DSCH MAC-d flow is deleted, all its associated Priority Queues shall also be removed.

If the RADIO LINK RECONFIGURATION PREPARE message includes an HS-DSCH MAC-d Flows To Delete IE requesting the deletion of all remaining HS-DSCH MAC-d flows for the Node B Communication Context, then the Node B shall delete the HS-DSCH configuration from the Node B Communication Context and release the HS-PDSCH resources.

If the RADIO LINK RECONFIGURATION PREPARE message includes the HS-DSCH MAC-d Flows To Add IE, then:

· The Node B shall include the HS-DSCH Initial Capacity Allocation IE in the RADIO LINK RECONFIGURATION READY message for every HS-DSCH MAC-d flow being added, if the Node B allows the CRNC to start transmission of MAC-d PDUs before the Node B has allocated capacity on user plane as described in [24]. If Node B Communication Context is configured to use the "Flexible MAC-d PDU Size" format for the HS-DSCH, then Node B shall only set in the HS-DSCH Initial Capacity Allocation IE the values for the peer of Scheduling Priority Indicator IE and Maximum MAC-d PDU Size Extended IE to the values of the corresponding peer received in RADIO LINK RECONFIGURATION PREPARE message in the HS-DSCH MAC-d Flows To Add IE for a Priority Queue including  Scheduling Priority Indicator IE and Maximum MAC-d PDU Size Extended IE.

· If the RADIO LINK RECONFIGURATION PREPARE message includes the MAC-hs Guaranteed Bit Rate IE in the HS-DSCH MAC-d Flows To Add IE, the Node B shall use this information to optimise MAC-hs scheduling decisions for the related HSDPA Priority Queue.

· If the RADIO LINK RECONFIGURATION PREPARE message includes the Discard Timer IE for a Priority Queue in the HS-DSCH MAC-d Flows To Add IE, then the Node B shall use this information to discard out-of-date MAC-hs SDUs from the related HSDPA Priority Queue.

· If the RADIO LINK RECONFIGURATION PREPARE message includes the Maximum MAC-d PDU Size Extended IE for a Priority Queue in the HS-DSCH MAC-d Flows To Add IE, then the Node B shall ignore the SID IE and MAC-d PDU Size IE in the MAC-d PDU Size Index IE and use Maximum MAC-d PDU Size Extended IE to optimise capacity allocation for the related HSDPA Priority Queue.

· The Node B may include the HARQ Memory Partitioning IE in the RADIO LINK RECONFIGURATION READY message. [FDD - The HARQ Memory Partitioning IE may contain the HARQ Memory Partitioning Information Extension For MIMO IE.]

· If the TNL QoS IE is included for a MAC-d flow and if ALCAP is not used, the TNL QoS IE may be used by the Node B to determine the transport bearer characteristics to apply in the uplink between the Node B and the CRNC for the related MAC-d flow.

· [1.28Mcps TDD - For a multi-frequency cell, if the Node B allows UE to use HSDPA resources distributed over multiple frequencies, the Node B may include the HARQ Memory Partitioning per UARFCN IE in the RADIO LINK RECONFIGURATION READY message.]

-
If the RADIO LINK RECONFIGURATION PREPARE message includes DL RLC PDU Size Format IE for a Priority Queue in the in the HS-DSCH MAC-d Flows To Add IE, the DL RLC PDU Size Format IE may be used by the Node B to determine the allocated capacity on user plane as described in [24].

[FDD – HS-DSCH Preconfiguration for Enhanced HS Serving Cell Change]

[FDD – If the RADIO LINK RECONFIGURATION PREPARE message includes the HS-DSCH Preconfiguration Setup IE in the RL Information IE the Node B shall if supported preconfigure the indicated cells for Enhanced HS Serving Cell Change acoording to [49]: ]
-
[FDD – The Node B shall preconfigure sets of HS-SCCH codes on the cells preconfigured for HS-DSCH, primary serving HS-DSCH cell, as well as on the secondary serving HS-DSCH cells. The primary serving HS-DSCH cell is designated through the C-ID IE part of the RL Information IE in the RADIO LINK RECONFIGURATION READY message. The list of secondary serving HS-DSCH cells is designated by the list of C-IDs in the HS-DSCH Preconfiguration Setup IE part of the RL Information IE in the RADIO LINK RECONFIGURATION READY message. ]
-
[FDD – The number of HS-SCCH codes to preconfigure for each cell may be optionally specified: ]
-
 [FDD – - by the Num Primary HS-SCCH Codes IE in the HS-DSCH Preconfiguration Setup IE, for the primary serving HS-DSCH cell]
-
 [FDD – - by the Num Secondary HS-SCCH Codes IE in the Secondary Cells IE in the HS-DSCH Preconfiguration Setup IE for each of the secondary serving HS-DSCH cells]
-
 [FDD – If Num Primary HS-SCCH Codes IE or Num Secondary HS-SCCH Codes IE is not included in the message, the number and distribution of codes on primary and any secondary cells shall be preconfigured to satisfy any limitations in [10]. ]
-
 [FDD – The Node B shall return these codes in the Sets of HS-SCCH Codes IE in the HS-DSCH Preconfiguration Info IE in the RL Information Response IE of the RADIO LINK RECONFIGURATION READY message. ]
-
 [FDD – The Node B shall use the first in the numbered list of the primary serving HS-DSCH cell’s HS-SCCH codes in the HS-SCCH Preconfigured Codes IE sent to the RNC to signal the Target Cell HS-SCCH Order defined in [18]. ]
-
 [FDD – The Node B shall include, in the HS-DSCH Preconfiguration Info IE in the RL Information Response IE in the RADIO LINK RECONFIGURATION READY message, IEs according to the rules defined for HS-DSCH Setup and: ]
-
 [FDD – - if HARQ Preamble Mode IE is included in the HS-DSCH Preconfiguration Setup IE the HARQ Preamble Mode Activation Indicator IE]
-
 [FDD – - if MIMO Activation Indicator IE is included in the HS-DSCH Preconfiguration Setup IE or in the Secondary Cells IE in the HS-DSCH Preconfiguration Setup IE the MIMO N/M Ratio IE ]
-
 [FDD – - if HS-DSCH MAC-d PDU Size Format IE is included in  the HS-DSCH Preconfiguration Setup IE and set to "Flexible MAC-d PDU Size" and if Sixtyfour QAM will not be used in the preconfigured configuration  the HS-DSCH TB Size Table Indicator IE for each preconfigured cell]
-
 [FDD – - if Sixtyfour QAM Usage Allowed Indicator is included in the Secondary Cells IE in the HS-DSCH Preconfiguration Setup IE or in the HS-DSCH Preconfiguration Setup IE the SixtyfourQAM DL Usage Indicator IE for each preconfigured cell]
-
 [FDD – - if Continuous Packet Connectivity HS-SCCH less Information IE is included in the HS-DSCH Preconfiguration Setup IE the Continuous Packet Connectivity HS-SCCH less Information Response IE]
-
 [FDD – - if the UE with enhanced HS-SCCH support indicator IE is included in the HS-DSCH Preconfiguration Setup IE, then the Node B shall store this information in the preconfigured configuration. ]
-
 [FDD – - if the UE Support Indicator Extension IE is included in the HS-DSCH Preconfiguration Setup IE, then the Node B may store this information in the preconfigured configuration. ]
-
 [FDD – The Node B shall include in the HS-DSCH Preconfiguration Info IE in the RL Information Response IE in the RADIO LINK RECONFIGURATION READY message the E-DCH FDD DL Control Channel Information containing the preconfigured configuration of the E-DCH serving cell according to the rules defined for Serving E-DCH Radio Link Change as follows:]
-
 [FDD – - The Node B shall allocate for the preconfigured configuration a primary  E-RNTI identifier or a secondary E-RNTI identifier or both for the new Serving E-DCH Radio Link and include these E-RNTI identifiers along with the channelisation code of the corresponding  E-AGCH in the E-DCH FDD DL Control Channel Information IE.]
-
 [FDD – -The Node B may configure for the preconfigured configuration the Serving Grant Value IE and Primary/Secondary Grant Selector IE for the initial grant for the serving E-DCH RL and include these values in the E-DCH FDD DL Control Channel Information IE.]
-
 [FDD – If the HS-DSCH Preconfiguration Setup IE includes the E-DCH Indicator IE for a secondary cell, the Node B shall include in the Additional E-DCH Preconfiguration Information IE in the HS-DSCH Preconfiguration Info IE in the RL Information Response IE in the RADIO LINK RECONFIGURATION READY message the E-DCH FDD DL Control Channel Information containing the preconfigured configuration of the Additional E-DCH serving cell, corresponding to the cell indicated with the E-DCH Indicator IE, according to the rules defined for Serving Additional E-DCH Radio Link Change as follows:]
-
 [FDD – The Node B shall allocate for the preconfigured configuration a primary E-RNTI identifier or a secondary E-RNTI identifier or both for the new Serving Additional E-DCH Radio Link and include these E-RNTI identifiers along with the channelisation code of the corresponding E-AGCH in the E-DCH FDD DL Control Channel Information IE.]
-
 [FDD – The Node B may configure for the preconfigured configuration the Serving Grant Value IE and Primary/Secondary Grant Selector IE for the initial grant for the serving Additional E-DCH RL and include these values in the E-DCH FDD DL Control Channel Information IE.]
[FDD – If the RADIO LINK RECONFIGURATION PREPARE message includes the Non Serving RL Preconfiguration Setup IE in the RL Information IE and:] 

· [FDD – if the choice of new Serving RL is "New Serving RL in the Node B", the Node B may include the New non-serving E-DCH FDD DL Control Channel Information A IE and/or New non-serving E-DCH FDD DL Control Channel Information B IEin the Non-Serving RL Preconfiguration Info IE for the RL in the RADIO LINK RECONFIGURATION READY message.]
· [FDD – if the choice of new Serving RL is "New Serving RL Not in the Node B", the Node B may include the New non-serving E-DCH FDD DL Control Channel Information C IE in the Non-Serving RL Preconfiguration Info IE for the RL in the RADIO LINK RECONFIGURATION READY message.]
· [FDD – if the choice of new Serving RL is "New Serving RL in the Node B or New Serving RL Not in the Node B", the Node B may include the New non-serving E-DCH FDD DL Control Channel Information A IE, the New non-serving E-DCH FDD DL Control Channel Information B IE and/or the New non-serving E-DCH FDD DL Control Channel Information C for the RL in the Non-Serving RL Preconfiguration Info IE in the RADIO LINK RECONFIGURATION READY message.]
[FDD – Enhanced HS Serving Cell Change:]

[FDD - Upon receipt of the RADIO LINK RECONFIGURATION PREPARE message, if the Enhanced HS Serving Cell Change is preconfigured in the Node B for the Node B Communication Context, the Node B may execute the  Enhanced HS Serving Cell Change procedure according to [49]]

[FDD - If the RADIO LINK RECONFIGURATION PREPARE message includes the Enhanced HS Serving CC Abort IE in the HS-DSCH Information To Modify IE or the HS-DSCH FDD Information IE then the Node B shall not execute the synchronized Enhanced HS Serving Cell Change procedure when performing the Intra-Node B Serving HS-DSCH Radio Link Change or, at inter Node B radio link change, the HS-DSCH Setup.]
[FDD - If the RADIO LINK RECONFIGURATION PREPARE message includes the Non-Serving RL Preconfiguration Removal IE, the Node B shall remove the corresponding preconfigured E-DCH DL Control Channel Information according to the information.]
[FDD - E-DCH Setup:]
#Partially Omitted
8.3.5
Unsynchronised Radio Link Reconfiguration

8.3.5.1
General

The Unsynchronised Radio Link Reconfiguration procedure is used to reconfigure Radio Link(s) related to one UE-UTRAN connection within a Node B.

The Unsynchronised Radio Link Reconfiguration procedure is used when there is no need to synchronise the time of the switching from the old to the new configuration in one Node B used for a UE-UTRAN connection with any other Node B also used for the UE–UTRAN connection.

The Unsynchronised Radio Link Reconfiguration procedure shall not be initiated if a Prepared Reconfiguration exists, as defined in subclause 3.1.

8.3.5.2
Successful Operation

#Partially Omitted
HS-DSCH MAC-d Flow Addition/Deletion:

If the RADIO LINK RECONFIGURATION REQUEST message includes any HS-DSCH MAC-d Flows To Add or HS-DSCH MAC-d Flows To Delete IEs and if the Serving HS-DSCH Radio Link is in the Node B, then the Node B shall use this information to add/delete the indicated HS-DSCH MAC-d flows on the Serving HS-DSCH Radio Link. When an HS-DSCH MAC-d flow is deleted, all its associated Priority Queues shall also be removed.

If the RADIO LINK RECONFIGURATION REQUEST message includes an HS-DSCH MAC-d Flows To Delete IE requesting the deletion of all remaining HS-DSCH MAC-d flows for the Node B Communication Context, then the Node B shall delete the HS-DSCH configuration from the Node B Communication Context and release any existing HS-PDSCH resources.

If the RADIO LINK RECONFIGURATION REQUEST message includes the HS-DSCH MAC-d Flows To Add IE and if the Serving HS-DSCH Radio Link is in the Node B, then:

-
The Node B shall include the HS-DSCH Initial Capacity Allocation IE in the RADIO LINK RECONFIGURATION RESPONSE message for every HS-DSCH MAC-d flow being added, if the Node B allows the CRNC to start transmission of MAC-d PDUs before the Node B has allocated capacity on user plane as described in [24]. If Node B Communication Context is configured to use the "Flexible MAC-d PDU Size" format for the HS-DSCH, then Node B shall only set in the HS-DSCH Initial Capacity Allocation IE the values for the peer of  Scheduling Priority Indicator IE and Maximum MAC-d PDU Size Extended IE to the values of the corresponding peer received in RADIO LINK RECONFIGURATION REQUEST message in the HS-DSCH MAC-d Flows To Add IE for a Priority Queue including  Scheduling Priority Indicator IE and Maximum MAC-d PDU Size Extended IE.

-
If the RADIO LINK RECONFIGURATION REQUEST message includes the MAC-hs Guaranteed Bit Rate IE in the HS-DSCH MAC-d Flows To Add IE, the Node B shall use this information to optimise MAC-hs scheduling decisions for the related HSDPA Priority Queue.

-
If the RADIO LINK RECONFIGURATION REQUEST message includes the Discard Timer IE for a Priority Queue in the HS-DSCH MAC-d Flows To Add IE, then the Node B shall use this information to discard out-of-date MAC-hs SDUs from the related HSDPA Priority Queue.

-
If the RADIO LINK RECONFIGURATION REQUEST message includes the Maximum MAC-d PDU Size Extended IE for a Priority Queue in the HS-DSCH MAC-d Flows To Add IE, then the Node B shall ignore the SID IE and MAC-d PDU Size IE in the MAC-d PDU Size Index IE and use Maximum MAC-d PDU Size Extended IE to optimise capacity allocation for the related HSDPA Priority Queue.

-
[FDD - If the TNL QoS IE is included for a MAC-d flow and if ALCAP is not used, the TNL QoS IE may be used by the Node B to determine the transport bearer characteristics to apply in the uplink between the Node B and the CRNC for the related MAC-d flow.]

-
If the RADIO LINK RECONFIGURATION REQUEST message includes DL RLC PDU Size Format IE for a Priority Queue in the in the HS-DSCH MAC-d Flows To Add IE, the DL RLC PDU Size Format IE may be used by the Node B to determine the allocated capacity on user plane as described in [24].

[FDD – HS-DSCH Preconfiguration for Enhanced HS Serving Cell Change]

[FDD – If the RADIO LINK RECONFIGURATION REQUEST message includes the HS-DSCH Preconfiguration Setup IE in the RL Information IE the Node B shall if supported preconfigure the indicated cells for Enhanced HS Serving Cell Change acoording to [49]: ]
-
[FDD – The Node B shall preconfigure sets of HS-SCCH codes on the cells preconfigured for HS-DSCH, primary serving HS-DSCH cell, as well as on the secondary serving HS-DSCH cells. The primary serving HS-DSCH cell is designated through the C-ID IE part of the RL Information IE in the RADIO LINK RECONFIGURATION RESPONSE message. The list of secondary serving HS-DSCH cells is designated by the list of C-IDs in the HS-DSCH Preconfiguration Setup IE part of the RL Information IE in the RADIO LINK RECONFIGURATION RESPONSE message. ]
-
[FDD – The number of HS-SCCH codes to preconfigure for each cell may be optionally specified: ]
-
 [FDD – - by the Num Primary HS-SCCH Codes IE in the HS-DSCH Preconfiguration Setup IE, for the primary serving HS-DSCH cell]
-
 [FDD – - by the Num Secondary HS-SCCH Codes IE in the Secondary Cells IE in the HS-DSCH Preconfiguration Setup IE for each of the secondary serving HS-DSCH cells]
-
 [FDD – If Num Primary HS-SCCH Codes IE or Num Secondary HS-SCCH Codes IE is not included in the message, the number and distribution of codes on primary and any secondary cells shall be preconfigured to satisfy any limitations in [10]. ]
-
 [FDD – The Node B shall return these codes in the Sets of HS-SCCH Codes IE in the HS-DSCH Preconfiguration Info IE in the RL Information Response IE of the RADIO LINK RECONFIGURATION RESPONSE message. ]
-
 [FDD – The Node B shall use the first in the numbered list of the primary serving HS-DSCH cell’s HS-SCCH codes in the HS-SCCH Preconfigured Codes IE sent to the RNC to signal the Target Cell HS-SCCH Order defined in [18]. ]
-
 [FDD – The Node B shall include, in the HS-DSCH Preconfiguration Info IE in the RL Information Response IE in the RADIO LINK RECONFIGURATION RESPONSE message, IEs according to the rules defined for HS-DSCH Setup and: ]
-
 [FDD – - if HARQ Preamble Mode IE is included in the HS-DSCH Preconfiguration Setup IE the HARQ Preamble Mode Activation Indicator IE]
-
 [FDD – - if MIMO Activation Indicator IE is included in the HS-DSCH Preconfiguration Setup IE or in the Secondary Cells IE in the HS-DSCH Preconfiguration Setup IE the MIMO N/M Ratio IE ]
-
 [FDD – - if HS-DSCH MAC-d PDU Size Format IE is included in  the HS-DSCH Preconfiguration Setup IE and set to "Flexible MAC-d PDU Size" and if Sixtyfour QAM will not be used in the preconfigured configuration  the HS-DSCH TB Size Table Indicator IE for each preconfigured cell]
-
 [FDD – - if Sixtyfour QAM Usage Allowed Indicator is included in the Secondary Cells IE in the HS-DSCH Preconfiguration Setup IE or in the HS-DSCH Preconfiguration Setup IE the SixtyfourQAM DL Usage Indicator IE for each preconfigured cell]
-
 [FDD – - if Continuous Packet Connectivity HS-SCCH less Information IE is included in the HS-DSCH Preconfiguration Setup IE the Continuous Packet Connectivity HS-SCCH less Information Response IE]
-
 [FDD – - if the UE with enhanced HS-SCCH support indicator IE is included in the HS-DSCH Preconfiguration Setup IE, then the Node B shall store this information in the preconfigured configuration. ]
-
 [FDD – - if the UE Support Indicator Extension IE is included in the HS-DSCH Preconfiguration Setup IE, then the Node B may store this information in the preconfigured configuration. ]
-
 [FDD – The Node B shall include in the HS-DSCH Preconfiguration Info IE in the RL Information Response IE in the RADIO LINK RECONFIGURATION RESPONSE message the E-DCH FDD DL Control Channel Information containing the preconfigured configuration of the E-DCH serving cell according to the rules defined for Serving E-DCH Radio Link Change as follows:]
-
 [FDD – - The Node B shall allocate for the preconfigured configuration a primary  E-RNTI identifier or a secondary E-RNTI identifier or both for the new Serving E-DCH Radio Link and include these E-RNTI identifiers along with the channelisation code of the corresponding  E-AGCH in the E-DCH FDD DL Control Channel Information IE.]
-
 [FDD – -The Node B may configure for the preconfigured configuration the Serving Grant Value IE and Primary/Secondary Grant Selector IE for the initial grant for the serving E-DCH RL and include these values in the E-DCH FDD DL Control Channel Information IE.]
-
 [FDD – If the HS-DSCH Preconfiguration Setup IE includes the E-DCH Indicator IE for a secondary cell, the Node B shall include in the Additional E-DCH Preconfiguration Information IE in the HS-DSCH Preconfiguration Info IE in the RL Information Response IE in the RADIO LINK RECONFIGURATION RESPONSE message the E-DCH FDD DL Control Channel Information containing the preconfigured configuration of the Additional E-DCH serving cell, corresponding to the cell indicated with the E-DCH Indicator IE, according to the rules defined for Serving Additional E-DCH Radio Link Change as follows:]
-
 [FDD – The Node B shall allocate for the preconfigured configuration a primary E-RNTI identifier or a secondary E-RNTI identifier or both for the new Serving Additional E-DCH Radio Link and include these E-RNTI identifiers along with the channelisation code of the corresponding E-AGCH in the E-DCH FDD DL Control Channel Information IE.]
-
 [FDD – The Node B may configure for the preconfigured configuration the Serving Grant Value IE and Primary/Secondary Grant Selector IE for the initial grant for the serving Additional E-DCH RL and include these values in the E-DCH FDD DL Control Channel Information IE.]
[FDD – If the RADIO LINK RECONFIGURATION REQUEST message includes the Non Serving RL Preconfiguration Setup IE in the RL Information IE and:] 

· [FDD – if the choice of new Serving RL is "New Serving RL in the Node B", the Node B may include the New non-serving E-DCH FDD DL Control Channel Information A IE and/or New non-serving E-DCH FDD DL Control Channel Information B IEin the Non-Serving RL Preconfiguration Info IE for the RL in the RADIO LINK RECONFIGURATION RESPONSE message.]
· [FDD – if the choice of new Serving RL is "New Serving RL Not in the Node B", the Node B may include the New non-serving E-DCH FDD DL Control Channel Information C IE in the Non-Serving RL Preconfiguration Info IE for the RL in the RADIO LINK RECONFIGURATION RESPONSE message.]
· [FDD – if the choice of new Serving RL is "New Serving RL in the Node B or New Serving RL Not in the Node B", the Node B may include the New non-serving E-DCH FDD DL Control Channel Information A IE, the New non-serving E-DCH FDD DL Control Channel Information B IE and/or the New non-serving E-DCH FDD DL Control Channel Information C for the RL in the Non-Serving RL Preconfiguration Info IE in the RADIO LINK RECONFIGURATION RESPONSE message.]
 [FDD – Enhanced HS Serving Cell Change:]

[FDD - Upon receipt of the RADIO LINK RECONFIGURATION REQUEST message, if the Enhanced HS Serving Cell Change is preconfigured in the Node B for the Node B Communication Context, the Node B may execute the  Enhanced HS Serving Cell Change procedure according to [49]]

[FDD - If the RADIO LINK RECONFIGURATION REQUEST message includes the Enhanced HS Serving CC Abort IE in the HS-DSCH Information To Modify Unsynchronised IE or the HS-DSCH FDD Information IE then the Node B shall not execute the unsynchronized Enhanced HS Serving Cell Change procedure when performing the Intra-Node B Serving HS-DSCH Radio Link Change or, at inter Node B radio link change, the HS-DSCH Setup. ]

[FDD - If the RADIO LINK RECONFIGURATION REQUEST message includes the No of Target Cell HS-SCCH Order IE then the Node B shall repeat the Target Cell HS-SCCH Order on the HS-SCCH the number of times defined in the IE. ]
[FDD - If the RADIO LINK RECONFIGURATION REQUEST message includes the Non-Serving RL Preconfiguration Removal IE, the Node B shall remove the corresponding preconfigured E-DCH DL Control Channel Information according to the information.]

[FDD - E-DCH Setup:]

#Partially Omitted
9.1.36
RADIO LINK SETUP REQUEST

9.1.36.1
FDD message

	IE/Group Name
	Presence
	Range
	IE Type and Reference
	Semantics Description
	Criticality
	Assigned Criticality

	Message Discriminator
	M
	
	9.2.1.45
	
	–
	

	Message Type
	M
	
	9.2.1.46
	
	YES
	reject

	Transaction ID
	M
	
	9.2.1.62
	
	–
	

	CRNC Communication Context ID
	M
	
	9.2.1.18
	The reserved value "All CRNCCC" shall not be used.
	YES
	reject

	UL DPCH Information
	
	1
	
	
	YES
	reject

	>UL Scrambling Code
	M
	
	9.2.2.59
	
	–
	

	>Min UL Channelisation Code Length
	M
	
	9.2.2.22
	
	–
	

	>Max Number of UL DPDCHs
	C-CodeLen
	
	9.2.2.21
	
	–
	

	>Puncture Limit
	M
	
	9.2.1.50
	For UL
	–
	

	>TFCS
	M
	
	9.2.1.58
	For UL
	–
	

	>UL DPCCH Slot Format
	M
	
	9.2.2.57
	
	–
	

	>UL SIR Target
	M
	
	UL SIR

9.2.1.67A
	
	–
	

	>Diversity Mode
	M
	
	9.2.2.9
	
	–
	

	>Not Used
	O
	
	NULL
	
	–
	

	>Not Used
	O
	
	NULL
	
	–
	

	>DPC Mode
	O
	
	9.2.2.13C
	
	YES
	reject

	>UL DPDCH Indicator For E-DCH Operation
	O
	
	9.2.2.61
	This IE may be present without the presence of the E-DPCH Information IE
	YES
	reject

	DL DPCH Information
	
	0..1
	
	
	YES
	reject

	>TFCS
	M
	
	9.2.1.58
	For DL
	–
	

	>DL DPCH Slot Format
	M
	
	9.2.2.10
	
	–
	

	>TFCI Signalling Mode
	M
	
	9.2.2.50
	
	–
	

	>TFCI Presence
	C-SlotFormat
	
	9.2.1.57
	
	–
	

	>Multiplexing Position
	M
	
	9.2.2.23
	
	–
	

	>Not Used
	O
	
	NULL
	
	–
	

	>Not Used
	O
	
	NULL
	
	–
	

	>Power Offset Information
	
	1
	
	
	–
	

	>>PO1
	M
	
	Power Offset

9.2.2.29
	Power offset for the TFCI bits
	–
	

	>>PO2
	M
	
	Power Offset

9.2.2.29
	Power offset for the TPC bits
	–
	

	>>PO3
	M
	
	Power Offset

9.2.2.29
	Power offset for the pilot bits
	_
	

	>FDD TPC DL Step Size
	M
	
	9.2.2.16
	
	–
	

	>Limited Power Increase
	M
	
	9.2.2.18A
	
	–
	

	>Inner Loop DL PC Status
	M
	
	9.2.2.18B
	
	–
	

	DCH Information
	M
	
	DCH FDD Information9.2.2.4D
	
	YES
	reject

	RL Information
	
	1..<maxnoofRLs>
	
	
	EACH
	notify

	>RL ID
	M
	
	9.2.1.53
	
	–
	

	>C-ID
	M
	
	9.2.1.9
	
	–
	

	>First RLS Indicator
	M
	
	9.2.2.16A
	
	–
	

	>Frame Offset
	M
	
	9.2.1.31
	
	–
	

	>Chip Offset
	M
	
	9.2.2.2
	
	–
	

	>Propagation Delay
	O
	
	9.2.2.35
	
	–
	

	>Diversity Control Field
	C-NotFirstRL
	
	9.2.1.25
	
	–
	

	>DL Code Information
	M
	
	FDD DL Code Information 9.2.2.14A
	
	–
	

	>Initial DL Transmission Power
	M
	
	DL Power

9.2.1.21
	Initial power on DPCH or on
F-DPCH
	–
	

	>Maximum DL Power
	M
	
	DL Power

9.2.1.21
	Maximum allowed power on DPCH or on F-DPCH
	–
	

	>Minimum DL Power
	M
	
	DL Power

9.2.1.21
	Minimum allowed power on DPCH or on F-DPCH
	–
	

	>Not Used
	O
	
	NULL
	
	–
	

	>Transmit Diversity Indicator
	C-Diversity mode
	
	9.2.2.53
	
	–
	

	>RL Specific DCH Information
	O
	
	9.2.1.53G
	
	YES
	ignore

	>Delayed Activation
	O
	
	9.2.1.24C
	
	YES
	reject

	>Primary CPICH Usage For Channel Estimation
	O
	
	9.2.2.33A
	
	YES
	ignore

	>Secondary CPICH Information
	O
	
	Common Physical Channel ID 9.2.1.13
	
	YES
	ignore

	>E-DCH RL Indication
	O
	
	9.2.2.13De
	
	YES
	reject

	>RL Specific E-DCH Information
	O
	
	9.2.2.39a
	
	YES
	ignore

	>Synchronisation Indicator
	O
	
	9.2.2.48A
	
	YES
	ignore

	>Extended Propagation Delay
	O
	
	9.2.2.35A
	
	YES
	ignore

	>F-DPCH Slot Format
	O
	
	9.2.2.93
	
	YES
	reject

	> HS-DSCH Preconfiguration Setup
	O
	
	9.2.2.112
	
	YES
	ignore

	>E-RNTI
	O
	
	9.2.1.75
	
	YES
	ignore

	>Non-Serving RL Preconfiguration Setup
	O
	
	9.2.2.xx1
	
	YES
	ignore

	Transmission Gap Pattern Sequence Information
	O
	
	9.2.2.53A
	
	YES
	reject

	Active Pattern Sequence Information
	O
	
	9.2.2.A
	
	YES
	reject

	DL Power Balancing Information
	O
	
	9.2.2.12B
	
	YES
	ignore

	HS-DSCH Information
	O
	
	HS-DSCH FDD Information 9.2.2.18D
	
	YES
	reject

	HS-DSCH-RNTI
	C-InfoHSDSCH
	
	9.2.1.31J
	
	YES
	reject

	HS-PDSCH RL ID
	C-InfoHSDSCH
	
	RL ID 9.2.1.53
	
	YES
	reject

	E-DPCH Information
	
	0..1
	
	
	YES
	reject

	>Maximum Set of E-DPDCHs
	M
	
	9.2.2.20C
	
	–
	

	>Puncture Limit
	M
	
	9.2.1.50
	
	–
	

	>E-TFCS Information
	M
	
	9.2.2.13Dh
	
	–
	

	>E-TTI
	M
	
	9.2.2.13Di
	
	–
	

	>E-DPCCH Power Offset
	M
	
	9.2.2.13Dj
	
	–
	

	>E-RGCH 2-Index-Step Threshold
	M
	
	9.2.2.13Ig
	
	–
	

	>E-RGCH 3-Index-Step Threshold
	M
	
	9.2.2.13Ih
	
	–
	

	>HARQ Info for E-DCH
	M
	
	9.2.2.18ba
	
	–
	

	>HS-DSCH Configured Indicator
	M
	
	9.2.2.18Ca
	
	–
	

	>E-RNTI
	O
	
	9.2.1.75
	Shall be ignored if E-RNTI IE is included in the RL Information IE
	YES
	reject

	>Minimum Reduced E-DPDCH Gain Factor
	O
	
	9.2.2.114
	
	YES
	ignore

	E-DCH FDD Information
	C-EDPCHInfo 
	
	9.2.2.13Da
	
	YES
	reject

	Serving E-DCH RL
	O
	
	9.2.2.48B
	
	YES
	reject

	F-DPCH Information
	
	0..1
	
	
	YES
	reject

	>Power Offset Information
	
	1
	
	
	–
	

	>>PO2
	M
	
	Power Offset
9.2.2.29
	This IE shall be ignored by Node B.
	_
	

	>FDD TPC DL Step Size
	M
	
	9.2.2.16
	
	–
	

	>Limited Power Increase
	M
	
	9.2.2.18A
	
	–
	

	>Inner Loop DL PC Status
	M
	
	9.2.2.18B
	
	–
	

	Initial DL DPCH Timing Adjustment Allowed
	O
	
	9.2.2.18K
	
	YES
	ignore

	DCH Indicator For E-DCH-HSDPA Operation
	O
	
	9.2.2.4F
	
	YES
	reject

	Serving Cell Change CFN
	O
	
	CFN

9.2.1.7
	
	YES
	reject

	Continuous Packet Connectivity DTX-DRX Information
	O
	
	9.2.2.66
	
	YES
	reject

	Continuous Packet Connectivity HS-SCCH less Information
	O
	
	9.2.2.68
	
	YES
	reject

	Additional HS Cell Information RL Setup
	
	0..<maxnoofHSDSCH-1>
	
	For secondary serving HS-DSCH cell. Max 1 in this 3GPP release. 
	EACH
	reject

	>HS-PDSCH RL ID
	M
	
	RL ID

9.2.1.53
	
	–
	

	>C-ID
	M
	
	9.2.1.9
	
	–
	

	>HS-DSCH FDD Secondary Serving Information
	M
	
	9.2.2.18Da
	
	–
	


	Condition
	Explanation

	CodeLen
	The IE shall be present if Min UL Channelisation Code Length IE equals to 4.

	NotFirstRL
	The IE shall be present if the RL is not the first one in the RL Information IE.

	SlotFormat
	The IE shall be present if the DL DPCH Slot Format IE is equal to any of the values from 12 to 16.

	Diversity mode
	The IE shall be present if Diversity Mode IE in UL DPCH Information IE is not set to "none".

	InfoHSDSCH
	The IE shall be present if HS-DSCH Information IE is present.

	EDPCHInfo
	This IE shall be present if E-DPCH Information IE is present.


	Range Bound
	Explanation

	maxnoofRLs
	Maximum number of RLs for one UE

	maxnoofHSDSCH-1
	Maximum number of Secondary Serving HS-DSCH cells for one UE


#Partially Omitted
9.1.37
RADIO LINK SETUP RESPONSE

9.1.37.1
FDD message

	IE/Group Name
	Presence
	Range
	IE Type and Reference
	Semantics Description
	Criticality
	Assigned Criticality

	Message Discriminator
	M
	
	9.2.1.45
	
	–
	

	Message Type
	M
	
	9.2.1.46
	
	YES
	reject

	Transaction ID
	M
	
	9.2.1.62
	
	–
	

	CRNC Communication Context ID
	M
	
	9.2.1.18
	The reserved value "All CRNCCC" shall not be used.
	YES
	ignore

	Node B Communication Context ID
	M
	
	9.2.1.48
	The reserved value "All NBCC” shall not be used.
	YES
	ignore

	Communication Control Port ID
	M
	
	9.2.1.15
	
	YES
	ignore

	RL Information Response
	
	1..<maxnoofRLs>
	
	
	EACH
	ignore

	>RL ID
	M
	
	9.2.1.53
	
	–
	

	>RL Set ID
	M
	
	9.2.2.39
	
	–
	

	>Received Total Wide Band Power
	M
	
	9.2.2.39A
	
	–
	

	>CHOICE Diversity Indication
	M
	
	
	
	–
	

	>>Combining
	
	
	
	
	
	

	>>>RL ID
	M
	
	9.2.1.53
	Reference RL ID for the combining
	–
	

	>>Non Combining or First RL
	
	
	
	
	
	

	>>>DCH Information Response
	M
	
	9.2.1.20C
	
	–
	

	>>>E-DCH FDD Information Response
	O
	
	9.2.2.13Db 
	
	YES
	ignore

	>Not Used
	O
	
	NULL
	
	–
	

	>SSDT Support Indicator
	M
	
	9.2.2.46
	
	–
	

	>DL Power Balancing Activation Indicator
	O
	
	9.2.2.12C
	
	YES
	ignore

	>E-DCH RL Set ID
	O
	
	RL Set ID

9.2.2.39
	
	YES
	ignore

	>E-DCH FDD DL Control Channel Information
	O
	
	9.2.2.13Dc
	
	YES
	ignore

	>Initial DL DPCH Timing Adjustment
	O
	
	DL DPCH Timing Adjustment

9.2.2.10A
	
	YES
	ignore

	> HS-DSCH Preconfiguration Info
	O
	
	9.2.2.111
	
	YES
	ignore

	>Non-Serving RL Preconfiguration Info
	O
	
	9.2.2.xx2
	
	YES
	ignore

	Criticality Diagnostics
	O
	
	9.2.1.17
	
	YES
	ignore

	HS-DSCH Information Response
	O
	
	HS-DSCH FDD Information Response 9.2.2.18E
	
	YES
	ignore

	Continuous Packet Connectivity HS-SCCH less Information Response
	O
	
	9.2.2.69
	
	YES
	ignore

	Additional HS Cell Information Response
	
	0..<maxnoofHSDSCH-1>
	
	For secondary serving HS-DSCH cell. Max 1 in this 3GPP release. 
	EACH
	ignore

	>HS-PDSCH RL ID
	M
	
	RL ID 9.2.1.53
	
	–
	

	>HS-DSCH FDD Secondary Serving Information Response
	M
	
	9.2.2.18EA
	
	–
	


	Range Bound
	Explanation

	maxnoofRLs
	Maximum number of RLs for one UE

	maxnoofHSDSCH-1
	Maximum number of Secondary Serving HS-DSCH cells for one UE


#Partially Omitted
9.1.38
RADIO LINK SETUP FAILURE

9.1.38.1
FDD Message

	IE/Group Name
	Presence
	Range
	IE Type and Reference
	Semantics Description
	Criticality
	Assigned Criticality

	Message Discriminator
	M
	
	9.2.1.45
	
	–
	

	Message Type
	M
	
	9.2.1.46
	
	YES
	reject

	Transaction ID
	M
	
	9.2.1.62
	
	–
	

	CRNC Communication Context ID
	M
	
	9.2.1.18
	The reserved value "All CRNCCC" shall not be used.
	YES
	ignore

	Node B Communication Context ID
	C-Success
	
	9.2.1.48
	The reserved value "All NBCC” shall not be used
	YES
	ignore

	Communication Control Port ID
	O
	
	9.2.1.15
	
	YES
	ignore

	CHOICE Cause Level
	M
	
	
	
	YES
	ignore

	>General
	
	
	
	
	
	

	>>Cause
	M
	
	9.2.1.6
	
	–
	

	>RL Specific
	
	
	
	
	
	

	>>Unsuccessful RL Information Response
	
	1..<maxnoofRLs>
	
	
	EACH
	ignore

	>>>RL ID
	M
	
	9.2.1.53
	
	–
	

	>>>Cause
	M
	
	9.2.1.6
	
	–
	

	>>Successful RL Information Response
	
	0..<maxnoofRLs>
	
	Note: There will never be maxnoofRLs repetitions of this sequence.
	EACH
	ignore

	>>>RL ID
	M
	
	9.2.1.53
	
	–
	

	>>>RL Set ID
	M
	
	9.2.2.39
	
	–
	

	>>>Received Total Wide Band Power
	M
	
	9.2.2.39A
	
	–
	

	>>>CHOICE Diversity Indication
	M
	
	
	
	–
	

	>>>>Combining
	
	
	
	
	
	

	>>>>>RL ID
	M
	
	9.2.1.53
	Reference RL ID for the combining
	–
	

	>>>>Non Combining or First RL
	
	
	
	
	
	

	>>>>>DCH Information Response
	M
	
	9.2.1.20C
	
	–
	

	>>>>>E-DCH FDD Information Response
	O
	
	9.2.2.13Db
	
	YES
	ignore

	>>>Not Used
	O
	
	NULL
	
	–
	

	>>>Not Used
	O
	
	NULL
	
	–
	

	>>>SSDT Support Indicator
	M
	
	9.2.2.46
	
	–
	

	>>>DL Power Balancing Activation Indicator
	O
	
	9.2.2.12C
	
	YES
	ignore

	>>>E-DCH RL Set ID
	O
	
	RL Set ID

9.2.2.39
	
	YES
	ignore

	>>>E-DCH FDD DL Control Channel Information
	O
	
	9.2.2.13Dc
	
	YES
	ignore

	>>>Initial DL DPCH Timing Adjustment
	O
	
	DL DPCH Timing Adjustment

9.2.2.10A
	
	YES
	ignore

	>>> HS-DSCH Preconfiguration Info
	O
	
	9.2.2.111
	
	YES
	ignore

	>>>Non-Serving RL Preconfiguration Info
	O
	
	9.2.2.xx2
	
	YES
	ignore

	>>HS-DSCH Information Response
	O
	
	HS-DSCH FDD Information Response

9.2.2.18E
	
	YES
	ignore

	>>Continuous Packet Connectivity HS-SCCH less Information Response
	O
	
	9.2.2.69
	
	YES
	ignore

	>>Additional HS Cell Information Response
	
	0..<maxnoofHSDSCH-1>
	
	For secondary serving HS-DSCH cell. Max 1 in this 3GPP release. 
	EACH
	ignore

	>>>HS-PDSCH RL ID
	M
	
	RL ID 9.2.1.53
	
	–
	

	>>>HS-DSCH FDD Secondary Serving Information Response
	M
	
	9.2.2.18EA
	
	–
	

	Criticality Diagnostics
	O
	
	9.2.1.17
	
	YES
	ignore


	Condition
	Explanation

	Success
	The IE shall be present if at least one of the radio links has been successfully set up.


	Range Bound
	Explanation

	maxnoofRLs
	Maximum number of RLs for one UE

	maxnoofHSDSCH-1
	Maximum number of Secondary Serving HS-DSCH cells for one UE


#Partially Omitted
9.1.39
RADIO LINK ADDITION REQUEST

9.1.39.1
FDD Message

	IE/Group Name
	Presence
	Range
	IE Type and Reference
	Semantics Description
	Criticality
	Assigned Criticality

	Message Discriminator
	M
	
	9.2.1.45
	
	–
	

	Message Type
	M
	
	9.2.1.46
	
	YES
	reject

	Transaction ID
	M
	
	9.2.1.62
	
	–
	

	Node B Communication Context ID
	M
	
	9.2.1.48
	The reserved value "All NBCC” shall not be used.
	YES
	reject

	Compressed Mode Deactivation Flag
	O
	
	9.2.2.3A
	
	YES
	reject

	RL Information 
	
	1..<maxnoofRLs-1>
	
	
	EACH
	notify

	>RL ID
	M
	
	9.2.1.53
	
	–
	

	>C-ID
	M
	
	9.2.1.9
	
	–
	

	>Frame Offset
	M
	
	9.2.1.31
	
	–
	

	>Chip Offset
	M
	
	9.2.2.2
	
	–
	

	>Diversity Control Field
	M
	
	9.2.1.25
	
	–
	

	>DL Code Information
	M
	
	FDD DL  Code Information 9.2.2.14A
	
	–
	

	>Initial DL Transmission Power
	O
	
	DL Power

9.2.1.21
	Initial power on DPCH or on
F-DPCH
	–
	

	>Maximum DL Power
	O
	
	DL Power

9.2.1.21
	Maximum allowed power on DPCH or on F-DPCH
	–
	

	>Minimum DL Power
	O
	
	DL Power

9.2.1.21
	Minimum allowed power on DPCH or on F-DPCH
	–
	

	>Not Used
	O
	
	NULL
	
	–
	

	>Transmit Diversity Indicator
	O
	
	9.2.2.53
	
	–
	

	>DL Reference Power
	O
	
	DL power

9.2.1.21
	Power on DPCH or on
F-DPCH
	YES
	ignore

	>RL Specific DCH Information
	O
	
	9.2.1.53G
	
	YES
	ignore

	>Delayed Activation
	O
	
	9.2.1.24C
	
	YES
	reject

	>E-DCH RL Indication
	O
	
	9.2.2.13De
	
	YES
	reject

	>RL Specific E-DCH Information
	O
	
	9.2.2.39a
	
	YES
	ignore

	>Synchronisation Indicator
	O
	
	9.2.2.48A
	
	YES
	ignore

	>F-DPCH Slot Format
	O
	
	9.2.2.93
	
	YES
	reject

	>HS-DSCH Preconfiguration Setup
	O
	
	9.2.2.112
	
	YES
	ignore

	>Non-Serving RL Preconfiguration Setup
	O
	
	9.2.2.xx1
	
	YES
	Ignore

	Initial DL DPCH Timing Adjustment Allowed
	O
	
	9.2.2.18K
	
	YES
	ignore

	Serving E-DCH RL
	O
	
	9.2.2.48B
	
	YES
	reject

	Serving Cell Change CFN
	O
	
	CFN

9.2.1.7
	
	YES
	reject

	HS-DSCH Serving Cell Change Information
	O
	
	9.2.2.18Eb
	
	YES
	reject

	E-DPCH Information
	
	0..1
	
	
	YES
	reject

	>Maximum Set of E-DPDCHs
	M
	
	9.2.2.20C
	
	–
	

	>Puncture Limit
	M
	
	9.2.1.50
	
	–
	

	>E-TFCS Information
	M
	
	9.2.2.13Dh
	
	–
	

	>E-TTI
	M
	
	9.2.2.13Di
	
	–
	

	>E-DPCCH Power Offset
	M
	
	9.2.2.13Dj
	
	–
	

	>E-RGCH 2-Index-Step Threshold
	M
	
	9.2.2.13Ig
	
	–
	

	>E-RGCH 3-Index-Step Threshold
	M
	
	9.2.2.13Ih
	
	–
	

	>HARQ Info for E-DCH
	M
	
	9.2.2.18ba
	
	–
	

	>HS-DSCH Configured Indicator
	M
	
	9.2.2.18Ca
	
	YES
	reject

	> Minimum Reduced E-DPDCH Gain Factor
	O
	
	9.2.2.114
	
	YES
	ignore

	E-DCH FDD Information
	C-EDPCHInfo 
	
	9.2.2.13Da
	
	YES
	reject

	Additional HS Cell Information RL Addition
	
	0..<maxnoofHSDSCH-1>
	
	For secondary serving HS-DSCH cell. Max 1 in this 3GPP release. 
	EACH
	reject

	>HS-PDSCH RL ID
	M
	
	RL ID

9.2.1.53
	
	–
	

	>C-ID
	M
	
	9.2.1.9
	
	–
	

	>HS-DSCH FDD Secondary Serving Information
	M
	
	9.2.2.18Da
	
	–
	


	Condition
	Explanation

	EDPCHInfo
	This IE shall be present if E-DPCH Information IE is present.


	Range Bound
	Explanation

	maxnoofRLs
	Maximum number of RLs for one UE

	maxnoofHSDSCH-1
	Maximum number of Secondary Serving HS-DSCH cells for one UE


#Partially Omitted
9.1.40
RADIO LINK ADDITION RESPONSE

9.1.40.1
FDD message

	IE/Group Name
	Presence
	Range
	IE Type and Reference
	Semantics Description
	Criticality
	Assigned Criticality

	Message Discriminator
	M
	
	9.2.1.45
	
	–
	

	Message Type
	M
	
	9.2.1.46
	
	YES
	reject

	Transaction ID
	M
	
	9.2.1.62
	
	–
	

	CRNC Communication Context ID
	M
	
	9.2.1.18
	The reserved value "All CRNCCC" shall not be used.
	YES
	ignore

	RL Information Response
	
	1..<maxnoofRLs-1>
	
	
	EACH
	ignore

	>RL ID
	M
	
	9.2.1.53
	
	–
	

	>RL Set ID
	M
	
	9.2.2.39
	
	–
	

	>Received Total Wide Band Power
	M
	
	9.2.2.39A
	
	–
	

	>CHOICE Diversity Indication
	M
	
	
	
	–
	

	>>Combining
	
	
	
	
	
	

	>>>RL ID
	M
	
	9.2.1.53
	Reference RL
	–
	

	>>>E-DCH FDD Information Response
	O
	
	9.2.2.13Db
	
	YES
	ignore

	>>Non Combining
	
	
	
	
	
	

	>>>DCH Information Response
	M
	
	9.2.1.20C
	
	–
	

	>>>E-DCH FDD Information Response
	O
	
	9.2.2.13Db
	
	YES
	ignore

	>SSDT Support Indicator
	M
	
	9.2.2.46
	
	–
	

	>DL Power Balancing Activation Indicator
	O
	
	9.2.2.12C
	
	YES
	ignore

	>E-DCH RL Set ID
	O
	
	RL Set ID

9.2.2.39
	
	YES
	ignore

	>E-DCH FDD DL Control Channel Information
	O
	
	9.2.2.13Dc
	
	YES
	ignore

	>Initial DL DPCH Timing Adjustment
	O
	
	DL DPCH Timing Adjustment

9.2.2.10A
	
	YES
	ignore

	> HS-DSCH Preconfiguration Info
	O
	
	9.2.2.111
	
	YES
	ignore

	>Non-Serving RL Preconfiguration Info
	O
	
	9.2.2.xx2
	
	YES
	ignore

	Criticality Diagnostics
	O
	
	9.2.1.17
	
	YES
	ignore

	HS-DSCH Serving Cell Change Information Response
	O
	
	9.2.2.18Ec
	
	YES
	ignore

	E-DCH Serving Cell Change Information Response
	O
	
	9.2.2.18Ed
	
	YES
	ignore

	MAC-hs Reset Indicator
	O
	
	9.2.1.38Ac
	
	YES
	ignore

	Additional HS Cell Change Information Response
	
	0..<maxnoofHSDSCH-1>
	
	For secondary serving HS-DSCH cell. Max 1 in this 3GPP release. 
	EACH
	ignore

	>HS-PDSCH RL ID
	M
	
	RL ID 9.2.1.53
	
	–
	

	>HS-DSCH Secondary Serving Cell Change Information Response
	M
	
	9.2.2.18Eca
	
	–
	


	Range Bound
	Explanation

	maxnoofRLs
	Maximum number of RLs for one UE

	maxnoofHSDSCH-1
	Maximum number of Secondary Serving HS-DSCH cells for one UE


#Partially Omitted
9.1.41
RADIO LINK ADDITION FAILURE

9.1.41.1
FDD Message

	IE/Group Name
	Presence
	Range
	IE Type and Reference
	Semantics Description
	Criticality
	Assigned Criticality

	Message Discriminator
	M
	
	9.2.1.45
	
	–
	

	Message Type
	M
	
	9.2.1.46
	
	YES
	reject

	Transaction ID
	M
	
	9.2.1.62
	
	–
	

	CRNC Communication Context ID
	M
	
	9.2.1.18
	The reserved value "All CRNCCC" shall not be used.
	YES
	ignore

	CHOICE Cause Level
	M
	
	
	
	YES
	ignore

	>General
	
	
	
	
	
	

	>>Cause
	M
	
	9.2.1.6
	
	–
	

	>RL Specific
	
	
	
	
	
	

	>>Unsuccessful RL Information Response
	
	1..<maxnoofRLs-1>
	
	
	EACH
	ignore

	>>>RL ID
	M
	
	9.2.1.53
	
	–
	

	>>>Cause
	M
	
	9.2.1.6
	
	–
	

	>>Successful RL Information Response
	
	0..<maxnoofRLs-2>
	
	
	EACH
	ignore

	>>>RL ID
	M
	
	9.2.1.53
	
	–
	

	>>>RL Set ID
	M
	
	9.2.2.39
	
	–
	

	>>>Received Total Wide Band Power
	M
	
	9.2.2.39A
	
	–
	

	>>>CHOICE Diversity Indication
	M
	
	
	
	–
	

	>>>>Combining
	
	
	
	
	
	

	>>>>>RL ID
	M
	
	9.2.1.53
	Reference RL
	–
	

	>>>>>E-DCH FDD Information Response
	O
	
	9.2.2.13Db
	
	YES
	ignore

	>>>>Non Combining
	
	
	
	
	
	

	>>>>>DCH Information Response
	M
	
	9.2.1.20C
	
	–
	

	>>>>>E-DCH FDD Information Response
	O
	
	9.2.2.13Db
	
	YES
	ignore

	>>>SSDT Support Indicator
	M
	
	9.2.2.46
	
	–
	

	>>>DL Power Balancing Activation Indicator
	O
	
	9.2.2.12C
	
	YES
	ignore

	>>>E-DCH RL Set ID
	O
	
	RL Set ID

9.2.2.39
	
	YES
	ignore

	>>>E-DCH FDD DL Control Channel Information
	O
	
	9.2.2.13Dc
	
	YES
	ignore

	>>>Initial DL DPCH Timing Adjustment
	O
	
	DL DPCH Timing Adjustment

9.2.2.10A
	
	YES
	ignore

	>>> HS-DSCH Preconfiguration Info
	O
	
	9.2.2.111
	
	YES
	ignore

	>>>Non-Serving RL Preconfiguration Info
	O
	
	9.2.2.xx2
	
	YES
	ignore

	Criticality Diagnostics
	O
	
	9.2.1.17
	
	YES
	ignore

	HS-DSCH Serving Cell Change Information Response
	O
	
	9.2.2.18Ec
	
	YES
	ignore

	E-DCH Serving Cell Change Information Response
	O
	
	9.2.2.18Ed
	
	YES
	ignore

	Additional HS Cell Change Information Response
	
	0..<maxnoofHSDSCH-1>
	
	For secondary serving HS-DSCH cell. Max 1 in this 3GPP release. 
	EACH
	ignore

	>HS-PDSCH RL ID
	M
	
	RL ID 9.2.1.53
	
	–
	

	>HS-DSCH Secondary Serving Cell Change Information Response
	M
	
	9.2.2.18Eca
	
	–
	

	MAC-hs Reset Indicator
	O
	
	9.2.1.38Ac
	
	YES
	ignore


	Range Bound
	Explanation

	maxnoofRLs
	Maximum number of RLs for one UE

	maxnoofHSDSCH-1
	Maximum number of Secondary Serving HS-DSCH cells for one UE


#Partially Omitted
9.1.42
RADIO LINK RECONFIGURATION PREPARE

9.1.42.1
FDD Message

	IE/Group Name
	Presence
	Range
	IE Type and Reference
	Semantics Description
	Criticality
	Assigned Criticality

	Message Discriminator
	M
	
	9.2.1.45
	
	–
	

	Message Type
	M
	
	9.2.1.46
	
	YES
	reject

	Transaction ID
	M
	
	9.2.1.62
	
	–
	

	Node B Communication Context ID
	M
	
	9.2.1.48
	The reserved value "All NBCC” shall not be used.
	YES
	reject

	UL DPCH Information
	
	0..1
	
	
	YES
	reject

	>UL Scrambling Code
	O
	
	9.2.2.59
	
	–
	

	>UL SIR Target
	O
	
	UL SIR

9.2.1.67A
	
	–
	

	>Min UL Channelistion Code Length
	O
	
	9.2.2.22
	
	–
	

	>Max Number of UL DPDCHs
	C-CodeLen
	
	9.2.2.21
	
	–
	

	>Puncture Limit
	O
	
	9.2.1.50
	For UL
	–
	

	>TFCS
	O
	
	9.2.1.58
	
	–
	

	>UL DPCCH Slot Format
	O
	
	9.2.2.57
	
	–
	

	>Diversity Mode
	O
	
	9.2.2.9
	
	–
	

	>Not Used 
	O
	
	NULL
	
	–
	

	>Not Used
	O
	
	NULL
	
	–
	

	>UL DPDCH Indicator For E-DCH Operation
	O
	
	9.2.2.61
	
	YES
	reject

	DL DPCH Information
	
	0..1
	
	
	YES
	reject

	>TFCS
	O
	
	9.2.1.58
	
	–
	

	>DL DPCH Slot Format
	O
	
	9.2.2.10
	
	–
	

	>TFCI Signalling Mode
	O
	
	9.2.2.50
	
	–
	

	>TFCI Presence
	C-SlotFormat
	
	9.2.1.57
	
	–
	

	>Multiplexing Position
	O
	
	9.2.2.23
	
	–
	

	>Not Used
	O
	
	NULL
	
	–
	

	>Not Used
	O
	
	NULL
	
	–
	

	>Limited Power Increase
	O
	
	9.2.2.18A
	
	–
	

	>DL DPCH Power Information
	
	0..1
	
	
	YES
	reject

	>>Power Offset Information
	
	1
	
	
	–
	

	>>>PO1
	M
	
	Power Offset
9.2.2.29
	Power offset for the TFCI bits
	–
	

	>>>PO2
	M
	
	Power Offset
9.2.2.29
	Power offset for the TPC bits
	–
	

	>>>PO3
	M
	
	Power Offset
9.2.2.29
	Power offset for the pilot bits
	_
	

	>>FDD TPC DL Step Size
	M
	
	9.2.2.16
	
	–
	

	>>Inner Loop DL PC Status
	M
	
	9.2.2.18B
	
	–
	

	DCHs To Modify
	O
	
	DCHs FDD To Modify 9.2.2.4E
	
	YES
	reject

	DCHs To Add
	O
	
	DCH FDD Information 9.2.2.4D
	
	YES
	reject

	DCHs To Delete
	
	0..<maxnoofDCHs>
	
	
	GLOBAL
	reject

	>DCH ID
	M
	
	9.2.1.20
	
	–
	

	RL Information
	
	0..<maxnoofRLs>
	
	
	EACH
	reject

	>RL ID
	M
	
	9.2.1.53
	
	–
	

	>DL Code Information
	O
	
	FDD DL Code Information 9.2.2.14A
	
	–
	

	>Maximum DL Power
	O
	
	DL Power

9.2.1.21
	Maximum allowed power on DPCH or on F-DPCH
	–
	

	>Minimum DL Power
	O
	
	DL Power

9.2.1.21
	Minimum allowed power on DPCH or on F-DPCH
	–
	

	>Not Used
	O
	
	NULL
	
	–
	

	>Not Used
	O
	
	NULL
	
	–
	

	>Transmit Diversity Indicator
	C-Diversity mode
	
	9.2.2.53
	
	–
	

	>DL Reference Power
	O
	
	DL Power

9.2.1.21
	Power on DPCH or on
F-DPCH
	YES
	ignore

	>RL Specific DCH Information
	O
	
	9.2.1.53G
	
	YES
	ignore

	>DL DPCH Timing Adjustment
	O
	
	9.2.2.10A
	Required RL Timing Adjustment 
	YES
	reject

	>Primary CPICH Usage For Channel Estimation
	O
	
	9.2.2.33A
	
	YES
	ignore

	>Secondary CPICH Information Change
	O
	
	9.2.2.43A
	
	YES
	ignore

	>E-DCH RL Indication
	O
	
	9.2.2.13De
	
	YES
	reject

	>RL Specific E-DCH Information
	O
	
	9.2.2.39a
	
	YES
	ignore

	>F-DPCH Slot Format
	O
	
	9.2.2.93
	
	YES
	reject

	>HS-DSCH Preconfiguration Setup
	O
	
	9.2.2.112
	
	YES
	ignore

	>Non-Serving RL Preconfiguration Setup
	O
	
	9.2.2.xx1
	
	YES
	ignore

	>Non-Serving RL Preconfiguration Removal
	O
	
	Non-Serving RL Preconfiguration Setup

9.2.2.xx1
	
	YES
	ignore

	Transmission Gap Pattern Sequence Information
	O
	
	9.2.2.53A
	
	YES
	reject

	Signalling Bearer Request Indicator
	O
	
	9.2.1.55A
	
	YES
	reject

	HS-DSCH Information
	O
	
	HS-DSCH FDD Information 9.2.2.18D
	
	YES
	reject

	HS-DSCH Information To Modify
	O
	
	9.2.1.31H
	
	YES
	reject

	HS-DSCH MAC-d Flows To Add
	O
	
	HS-DSCH MAC-d Flows Information9.2.1.31IA
	
	YES
	reject

	HS-DSCH MAC-d Flows To Delete
	O
	
	9.2.1.31IB
	
	YES
	reject

	HS-DSCH-RNTI
	C-HSDSCHRadioLink
	
	9.2.1.31J
	
	YES 
	reject

	HS-PDSCH RL ID
	O
	
	RL ID 9.2.1.53
	
	YES
	reject

	E-DPCH Information
	
	0..1
	
	
	YES
	reject

	>Maximum Set of E-DPDCHs
	O
	
	9.2.2.20C
	
	–
	

	>Puncture Limit
	O
	
	9.2.1.50
	
	–
	

	>E-TFCS Information
	O
	
	9.2.2.13Dh
	
	–
	

	>E-TTI
	O
	
	9.2.2.13Di
	
	–
	

	>E-DPCCH Power Offset
	O
	
	9.2.2.13Dj
	
	–
	

	>E-RGCH 2-Index-Step Threshold
	O
	
	9.2.2.13Ig
	
	–
	

	>E-RGCH 3-Index-Step Threshold
	O
	
	9.2.2.13Ih
	
	–
	

	>HARQ Info for E-DCH
	O
	
	9.2.2.18ba
	
	–
	

	>HS-DSCH Configured Indicator
	O
	
	9.2.2.18Ca
	
	–
	

	> Minimum Reduced E-DPDCH Gain Factor
	O
	
	9.2.2.114
	
	YES
	ignore

	E-DCH FDD Information
	O
	
	E-DCH FDD Information 9.2.2.13Da
	
	YES
	reject

	E-DCH FDD Information To Modify
	O
	
	9.2.2.13Df
	
	YES
	reject

	E-DCH MAC-d Flows To Add
	O
	
	E-DCH MAC-d Flows Information 9.2.2.13M
	
	YES
	reject

	E-DCH MAC-d Flows To Delete
	O
	
	9.2.1.73
	
	YES
	reject

	Serving E-DCH RL
	O
	
	9.2.2.48B
	
	YES
	reject

	F-DPCH Information
	
	0..1
	
	
	YES
	reject

	>Power Offset Information
	
	1
	
	
	–
	

	>>PO2
	M
	
	Power Offset

9.2.2.29
	This IE shall be ignored by Node B.
	_
	

	>FDD TPC DL Step Size
	M
	
	9.2.2.16
	
	–
	

	>Limited Power Increase
	M
	
	9.2.2.18A
	
	–
	

	>Inner Loop DL PC Status
	M
	
	9.2.2.18B
	
	–
	

	Fast Reconfiguration Mode
	O
	
	9.2.2.62
	
	YES
	ignore

	CPC Information
	
	0..1
	
	
	YES
	reject

	>Continuous Packet Connectivity DTX-DRX Information
	O
	
	9.2.2.66
	
	_
	

	>Continuous Packet Connectivity DTX-DRX Information To Modify
	O
	
	9.2.2.67
	
	_
	

	>Continuous Packet Connectivity HS-SCCH less Information
	O
	
	9.2.2.68
	
	_
	

	>Continuous Packet Connectivity HS-SCCH less Deactivate Indicator
	O
	
	9.2.2.69A
	
	YES
	reject

	Additional HS Cell Information RL Reconf Prep
	
	0..<maxnoofHSDSCH-1>
	
	For secondary serving HS-DSCH cell. Max 1 in this 3GPP release. 
	EACH
	reject

	>HS-PDSCH RL ID
	M
	
	RL ID

9.2.1.53
	
	–
	

	>C-ID
	O
	
	9.2.1.9
	
	–
	

	>HS-DSCH FDD Secondary Serving Information
	O
	
	9.2.2.18Da
	
	–
	

	>HS-DSCH FDD Secondary Serving Information To Modify
	O
	
	9.2.2.18EB
	
	–
	

	>HS-DSCH Secondary Serving Remove
	O
	
	NULL
	
	–
	


	Condition
	Explanation

	CodeLen
	The IE shall be present if the Min UL Channelisation Code Length IE is equals to 4.

	SlotFormat
	The IE shall be present if the DL DPCH Slot Format IE is equal to any of the values from 12 to 16.

	Diversity mode
	The IE shall be present if the Diversity Mode IE is present in the UL DPCH Information IEand is not set to "none".

	HSDSCH Radio Link
	The IE shall be present if HS-PDSCH RL ID IE is present.


	Range Bound
	Explanation

	maxnoofDCHs
	Maximum number of DCHs for a UE

	maxnoofRLs
	Maximum number of RLs for a UE

	maxnoofHSDSCH-1
	Maximum number of Secondary Serving HS-DSCH cells for one UE


#Partially Omitted
9.1.43
RADIO LINK RECONFIGURATION READY

	IE/Group Name
	Presence
	Range
	IE Type and Reference
	Semantics Description
	Criticality
	Assigned Criticality

	Message Discriminator
	M
	
	9.2.1.45
	
	–
	

	Message Type
	M
	
	9.2.1.46
	
	YES
	reject

	Transaction ID
	M
	
	9.2.1.62
	
	–
	

	CRNC Communication Context ID
	M
	
	9.2.1.18
	The reserved value "All CRNCCC" shall not be used.
	YES
	ignore

	RL Information Response
	
	0..<maxnoofRLs>
	
	
	EACH
	ignore

	>RL ID
	M
	
	9.2.1.53
	
	–
	

	>DCH Information Response
	O
	
	9.2.1.20C
	
	YES
	ignore

	>DSCH Information Response
	O
	
	9.2.3.5b
	TDD only
	YES
	ignore

	>USCH Information Response
	O
	
	9.2.3.29
	TDD only
	YES
	ignore

	>Not Used
	O
	
	NULL
	
	–
	

	>DL Power Balancing Updated Indicator
	O
	
	9.2.2.12D
	
	YES
	ignore

	>E-DCH RL Set ID
	O
	
	RL Set ID

9.2.2.39
	
	YES
	ignore

	>E-DCH FDD DL Control Channel Information
	O
	
	9.2.2.13Dc
	
	YES
	ignore

	>E-DCH FDD Information Response
	O
	
	9.2.2.13Db
	
	YES
	ignore

	>HS-DSCH Preconfiguration Info
	O
	
	9.2.2.111
	
	YES
	ignore

	>Non-Serving RL Preconfiguration Info
	O
	
	9.2.2.xx2
	
	YES
	ignore

	Criticality Diagnostics
	O
	
	9.2.1.17
	
	YES
	ignore

	Target Communication Control Port ID
	O
	
	Communication Control Port ID 9.2.1.15
	
	YES
	ignore

	HS-DSCH FDD Information Response
	O
	
	9.2.2.18E
	FDD only
	YES
	ignore

	HS-DSCH TDD Information Response
	O
	
	9.2.3.5G
	TDD only
	YES
	ignore

	E-DCH TDD Information Response
	O
	
	E-DCH TDD Information Response 9.2.3.50
	TDD only
	YES
	ignore

	MAC-hs Reset Indicator
	O
	
	9.2.1.38Ac
	
	YES
	ignore

	Fast Reconfiguration Permission
	O
	
	9.2.2.63
	FDD only
	YES
	ignore

	Continuous Packet Connectivity HS-SCCH less Information Response
	O
	
	9.2.2.69
	FDD only
	YES
	ignore

	Additional HS Cell Information Response
	
	0..<maxnoofHSDSCH-1>
	
	For secondary serving HS-DSCH cell. Max 1 in this 3GPP release. 
	EACH
	ignore

	>HS-PDSCH RL ID
	M
	
	RL ID 9.2.1.53
	
	–
	

	>HS-DSCH FDD Secondary Serving Information Response
	M
	
	9.2.2.18EA
	FDD only
	–
	

	Continuous Packet Connectivity DRX Information Response LCR
	O
	
	9.2.3.95
	1.28 Mcps TDD only
	YES
	ignore

	HS-DSCH Semi-Persistent scheduling Information Response LCR
	O
	
	9.2.3.98
	1.28 Mcps TDD only
	YES
	ignore

	E-DCH Semi-Persistent scheduling Information Response LCR
	O
	
	9.2.3.99
	1.28 Mcps TDD only
	YES
	ignore


	Range Bound
	Explanation

	maxnoofRLs
	Maximum number of RLs for a UE

	maxnoofHSDSCH-1
	Maximum number of Secondary Serving HS-DSCH cells for one UE


#Partially Omitted
9.1.47
RADIO LINK RECONFIGURATION REQUEST

9.1.47.1
FDD Message

	IE/Group Name
	Presence
	Range
	IE Type and Reference
	Semantics Description
	Criticality
	Assigned Criticality

	Message Discriminator
	M
	
	9.2.1.45
	
	–
	

	Message Type
	M
	
	9.2.1.46
	
	YES
	reject

	Transaction ID
	M
	
	9.2.1.62
	
	–
	

	Node B Communication Context ID
	M
	
	9.2.1.48
	The reserved value "All NBCC” shall not be used.
	YES
	reject

	UL DPCH Information
	
	0..1
	
	
	YES
	reject

	>TFCS
	O
	
	9.2.1.58
	For the UL.
	–
	

	>UL DPDCH Indicator For E-DCH Operation
	O
	
	9.2.2.61
	
	YES
	reject

	DL DPCH Information
	
	0..1
	
	
	YES
	reject

	>TFCS
	O
	
	9.2.1.58
	For the DL.
	–
	

	>TFCI Signalling Mode
	O
	
	9.2.2.50
	
	–
	

	>Limited Power Increase
	O
	
	9.2.2.18A
	
	–
	

	DCHs To Modify
	O
	
	DCHs FDD To Modify 9.2.2.4E
	
	YES
	reject

	DCHs To Add
	O
	
	DCH FDD Information 9.2.2.4D
	
	YES
	reject

	DCHs To Delete
	
	0..<maxnoofDCHs>
	
	
	GLOBAL
	reject

	>DCH ID
	M
	
	9.2.1.20
	
	–
	

	Radio Link Information
	
	0..<maxnoofRLs>
	
	
	EACH
	reject

	>RL ID
	M
	
	9.2.1.53
	
	–
	

	>Maximum DL Power
	O
	
	DL Power

9.2.1.21
	Maximum allowed power on DPCH or on F-DPCH
	–
	

	>Minimum DL Power
	O
	
	DL Power

9.2.1.21
	Minimum allowed power on DPCH or on F-DPCH
	–
	

	>DL Code Information
	C-SF/2
	
	FDD DL Code Information 9.2.2.14A
	
	–
	

	>DL Reference Power
	O
	
	DL Power

9.2.1.21
	Power on DPCH or on F-DPCH
	YES
	ignore

	>RL Specific DCH Information
	O
	
	9.2.1.53G
	
	YES
	ignore

	>E-DCH RL Indication
	O
	
	9.2.2.13De
	
	YES
	reject

	>RL Specific E-DCH Information
	O
	
	9.2.2.39a
	
	YES
	ignore

	>F-DPCH Slot Format
	O
	
	9.2.2.93
	
	YES
	reject

	>HS-DSCH Preconfiguration Setup
	O
	
	9.2.2.112
	
	YES
	ignore

	>Non-Serving RL Preconfiguration Setup
	O
	
	9.2.2.xx1
	
	YES
	ignore

	>Non-Serving RL Preconfiguration Removal
	O
	
	Non-Serving RL Preconfiguration Setup

9.2.2.xx1
	
	YES
	ignore

	Transmission Gap Pattern Sequence Information
	O
	
	9.2.2.53A
	
	YES
	reject

	Signalling Bearer Request Indicator
	O
	
	9.2.1.55A
	
	YES
	reject

	HS-DSCH Information
	O
	
	HS-DSCH FDD Information 9.2.2.18D
	
	YES
	reject

	HS-DSCH Information To Modify Unsynchronised
	O
	
	9.2.1.31HA
	
	YES
	reject

	HS-DSCH MAC-d Flows To Add
	O
	
	HS-DSCH MAC-d Flows Information 9.2.1.31IA
	
	YES
	reject

	HS-DSCH MAC-d Flows To Delete
	O
	
	9.2.1.31IB
	
	YES
	reject

	HS-DSCH-RNTI
	C-HSDSCHRadioLink
	
	9.2.1.31J
	
	YES
	reject

	HS-PDSCH RL ID
	O
	
	RL ID 9.2.1.53
	
	YES
	reject

	E-DPCH Information
	
	0..1
	
	
	YES
	reject

	>Maximum Set of E-DPDCHs
	O
	
	9.2.2.20C
	
	–
	

	>Puncture Limit
	O
	
	9.2.1.50
	
	–
	

	>E-TFCS Information 
	O
	
	9.2.2.13Dh
	
	–
	

	>E-TTI
	O
	
	9.2.2.13Di
	
	–
	

	>E-DPCCH Power Offset
	O
	
	9.2.2.13Dj
	
	–
	

	>E-RGCH 2-Index-Step Threshold
	O
	
	9.2.2.13Ig
	
	–
	

	>E-RGCH 3-Index-Step Threshold
	O
	
	9.2.2.13Ih
	
	–
	

	>HARQ Info for E-DCH
	O
	
	9.2.2.18ba
	
	–
	

	>HS-DSCH Configured Indicator
	O
	
	9.2.2.18Ca
	
	–
	

	> Minimum Reduced E-DPDCH Gain Factor
	O
	
	9.2.2.114
	
	YES
	ignore

	E-DCH FDD Information
	O
	
	E-DCH FDD Information 9.2.2.13Da
	
	YES
	reject

	E-DCH FDD Information To Modify
	O
	
	9.2.2.13Df
	
	YES
	reject

	E-DCH MAC-d Flows To Add
	O
	
	E-DCH FDD MAC-d Flows Information 9.2.2.13M
	
	YES
	reject

	E-DCH MAC-d Flows To Delete
	O
	
	9.2.1.73
	
	YES
	reject

	Serving E-DCH RL
	O
	
	9.2.2.48B
	
	YES
	reject

	CPC Information
	
	0..1
	
	
	YES
	reject

	>Continuous Packet Connectivity DTX-DRX Information
	O
	
	9.2.2.66
	
	–
	

	>Continuous Packet Connectivity DTX-DRX Information To Modify
	O
	
	9.2.2.67
	
	–
	

	>Continuous Packet Connectivity HS-SCCH less Information
	O
	
	9.2.2.68
	
	–
	

	>Continuous Packet Connectivity HS-SCCH less Deactivate Indicator
	O
	
	9.2.2.69A
	
	YES
	reject

	No of Target Cell HS-SCCH Order  
	O
	
	INTEGER (1..30)
	
	YES
	ignore

	Additional HS Cell Information RL Reconf Req
	
	0..<maxnoofHSDSCH-1>
	
	For secondary serving HS-DSCH cell. Max 1 in this 3GPP release. 
	EACH
	reject

	>HS-PDSCH RL ID
	M
	
	RL ID

9.2.1.53
	
	–
	

	>C-ID
	O
	
	9.2.1.9
	
	–
	

	>HS-DSCH FDD Secondary Serving Information
	O
	
	9.2.2.18Da
	
	–
	

	>HS-DSCH FDD Secondary Serving Information To Modify Unsynchronised
	O
	
	9.2.2.18EC
	
	–
	

	>HS-DSCH Secondary Serving Remove
	O
	
	NULL
	
	–
	


	Range Bound
	Explanation

	maxnoofDCHs
	Maximum number of DCHs for a UE

	maxnoofRLs
	Maximum number of RLs for a UE

	maxnoofHSDSCH-1
	Maximum number of Secondary Serving HS-DSCH cells for one UE


	Condition
	Explanation

	SF/2
	The IE shall be present if the Transmission Gap Pattern Sequence Information IE is included and the indicated Downlink Compressed Mode method for at least one of the included Transmission Gap Pattern Sequence is set to "SF/2".

	HSDSCH Radio Link
	The IE shall be present if HS-PDSCH RL ID IE is present.


#Partially Omitted
9.1.48
RADIO LINK RECONFIGURATION RESPONSE

	IE/Group Name
	Presence
	Range
	IE Type and Reference
	Semantics Description
	Criticality
	Assigned Criticality

	Message Discriminator
	M
	
	9.2.1.45
	
	–
	

	Message Type
	M
	
	9.2.1.46
	
	YES
	reject

	Transaction ID
	M
	
	9.2.1.62
	
	–
	

	CRNC Communication Context ID
	M
	
	9.2.1.18
	The reserved value "All CRNCCC" shall not be used.
	YES
	ignore

	RL Information Response
	
	0..<maxnoofRLs>
	
	
	EACH
	ignore

	>RL ID
	M
	
	9.2.1.53
	
	–
	

	>DCH Information Response
	O
	
	9.2.1.20C
	
	YES
	ignore

	>DL Power Balancing Updated Indicator
	O
	
	9.2.2.12D
	FDD only
	YES
	ignore

	>E-DCH RL Set ID
	O
	
	RL Set ID

9.2.2.39
	
	YES
	ignore

	>E-DCH FDD DL Control Channel Information
	O
	
	9.2.2.13Dc
	
	YES
	ignore

	>E-DCH FDD Information Response
	O
	
	9.2.2.13Db
	
	YES
	ignore

	>HS-DSCH Preconfiguration Info
	O
	
	9.2.2.111
	
	YES
	ignore

	>Non-Serving RL Preconfiguration Info
	O
	
	9.2.2.xx2
	
	YES
	ignore

	Criticality Diagnostics
	O
	
	9.2.1.17
	
	YES
	ignore

	Target Communication Control Port ID
	O
	
	Communication Control Port ID 9.2.1.15
	
	YES
	ignore

	HS-DSCH FDD Information Response
	O
	
	9.2.2.18E
	FDD only
	YES
	ignore

	HS-DSCH TDD Information Response
	O
	
	9.2.3.5G
	TDD only
	YES
	ignore

	E-DCH TDD Information Response
	O
	
	E-DCH TDD Information Response 9.2.3.50
	TDD only
	YES
	ignore

	MAC-hs Reset Indicator
	O
	
	9.2.1.38Ac
	
	YES
	ignore

	Continuous Packet Connectivity HS-SCCH less Information Response
	O
	
	9.2.2.69
	FDD only
	YES
	ignore

	Additional HS Cell Information Response
	
	0..<maxnoofHSDSCH-1>
	
	For secondary serving HS-DSCH cell. Max 1 in this 3GPP release. 
	EACH
	ignore

	>HS-PDSCH RL ID
	M
	
	RL ID 9.2.1.53
	
	–
	

	>HS-DSCH FDD Secondary Serving Information Response
	M
	
	9.2.2.18EA
	FDD only
	–
	

	Continuous Packet Connectivity DRX Information Response LCR
	O
	
	9.2.3.95
	1.28 Mcps TDD only
	YES
	ignore

	HS-DSCH Semi-Persistent scheduling Information Response LCR
	O
	
	9.2.3.98
	1.28 Mcps TDD only
	YES
	ignore

	E-DCH Semi-Persistent scheduling Information Response LCR
	O
	
	9.2.3.99
	1.28 Mcps TDD only
	YES
	ignore


	Range Bound
	Explanation

	maxnoofRLs
	Maximum number of RLs for a UE

	maxnoofHSDSCH-1
	Maximum number of Secondary Serving HS-DSCH cells for one UE


#Partially Omitted
9.2.2.xx1
Non-Serving RL Preconfiguration Setup
The Non-Serving RL Preconfiguration Setup IE indicates that the Node B may preconfigure E-DCH DL Code Information configured for new non-serving RL for Enhanced Service Cell Change and contains the information for the location of new serving RL after the Enhanced Service Cell Change.
	IE/Group Name
	Presence
	Range
	IE Type and Reference
	Semantics Description

	CHOICE new Serving RL
	M
	
	
	

	>New Serving RL in the Node B
	
	
	NULL
	

	>New Serving RL Not in the Node B
	
	
	NULL
	

	>New Serving RL in the Node B or New Serving RL Not in the Node B
	
	
	NULL
	


9.2.2.xx2
Non-Serving RL Preconfiguration Info
The Non-Serving RL  Preconfiguration Info IE provides information for the new non-serving RL after Enhanced Service Cell Change.
	IE/Group Name
	Presence
	Range
	IE Type and Reference
	Semantics Description

	New non-serving RL E-DCH FDD DL Control Channel Information A
	O
	
	9.2.2.13Dc
E-DCH FDD DL Control Channel Information
	E-DCH FDD DL Control Channel Information for non-serving RL in Serving E-DCH RLS  

	New non-serving RL E-DCH FDD DL Control Channel Information B
	O
	
	9.2.2.13Dc
E-DCH FDD DL Control Channel Information
	E-DCH FDD DL Control Channel Information for non-serving RL in non serving E-DCH RLS in case serving RL is in the Node B

	New non-serving RL E-DCH FDD DL Control Channel Information C
	O
	
	9.2.2.13Dc
E-DCH FDD DL Control Channel Information
	E-DCH FDD DL Control Channel Information for non-serving RL in case serving RL is not in the Node B


9.3.3
PDU Definitions

-- **************************************************************

--

-- PDU definitions for NBAP.

--

-- **************************************************************

<unchanged ASN.1 omitted>

TimeSlotMeasurementValueListLCR,

MIMO-PowerOffsetForS-CPICHCapability,


MIMO-PilotConfigurationExtension,


TxDiversityOnDLControlChannelsByMIMOUECapability,


Cell-Capability-Container,


Out-of-Sychronization-Window,


PrecodingWeightSetRestriction,


Non-serving-RL-Preconfig-Setup,


Non-Serving-RL-Preconfig-Info
FROM NBAP-IEs


PrivateIE-Container{},


ProtocolExtensionContainer{},


ProtocolIE-Container{},


ProtocolIE-Single-Container{},


ProtocolIE-ContainerList{},


NBAP-PRIVATE-IES,


NBAP-PROTOCOL-IES,


NBAP-PROTOCOL-EXTENSION

FROM NBAP-Containers

<unchanged ASN.1 omitted>

id-TxDiversityOnDLControlChannelsByMIMOUECapability, 

id-Cell-Capability-Container,

id-E-HICH-TimeOffset-ReconfFailureTDD,

id-Common-System-Information-ResponseLCR,

id-HSSCCH-TPC-StepSize, 

id-Out-of-Sychronization-Window, 

id-PrecodingWeightSetRestriction,

id-Non-Serving-RL-Preconfig-Info,


id-Non-Serving-RL-Preconfig-Setup,


id-Non-Serving-RL-Preconfig-Removal

<unchanged ASN.1 omitted>
-- **************************************************************

--

-- RADIO LINK SETUP REQUEST FDD

--

-- **************************************************************

RadioLinkSetupRequestFDD ::= SEQUENCE {


protocolIEs



ProtocolIE-Container

{{RadioLinkSetupRequestFDD-IEs}},


protocolExtensions

ProtocolExtensionContainer
{{RadioLinkSetupRequestFDD-Extensions}}


OPTIONAL,


...

}

<unchanged ASN.1 omitted>
RL-InformationItem-RL-SetupRqstFDD-ExtIEs NBAP-PROTOCOL-EXTENSION ::= {


{ ID id-RL-Specific-DCH-Info





CRITICALITY ignore
EXTENSION RL-Specific-DCH-Info
PRESENCE optional }|


{ ID id-DelayedActivation






CRITICALITY reject
EXTENSION DelayedActivation
PRESENCE optional }|

{ ID id-Primary-CPICH-Usage-for-Channel-Estimation
CRITICALITY ignore
EXTENSION Primary-CPICH-Usage-for-Channel-Estimation
PRESENCE optional }|


{ ID id-Secondary-CPICH-Information




CRITICALITY ignore
EXTENSION CommonPhysicalChannelID
PRESENCE optional }|


{ ID id-E-DCH-RL-Indication






CRITICALITY reject
EXTENSION E-DCH-RL-Indication
PRESENCE optional }|


{ ID id-RL-Specific-E-DCH-Info





CRITICALITY ignore
EXTENSION RL-Specific-E-DCH-Info
PRESENCE optional }|


{ ID id-SynchronisationIndicator




CRITICALITY ignore
EXTENSION SynchronisationIndicator
PRESENCE optional }|


{ ID id-ExtendedPropagationDelay




CRITICALITY ignore
EXTENSION ExtendedPropagationDelay
PRESENCE optional }|


{ ID id-F-DPCH-SlotFormat






CRITICALITY reject
EXTENSION F-DPCH-SlotFormat




PRESENCE optional }|


{ ID id-HSDSCH-PreconfigurationSetup



CRITICALITY ignore
EXTENSION HSDSCH-PreconfigurationSetup
PRESENCE optional}|


{ ID id-E-RNTI









CRITICALITY ignore
EXTENSION E-RNTI
PRESENCE optional}|


{ID id-Non-Serving-RL-Preconfig-Setup



CRITICALITY ignore
EXTENSION Non-Serving-RL-Preconfig-Setup
PRESENCE optional},


...

}

-- **************************************************************

--

-- RADIO LINK SETUP RESPONSE FDD

--

-- **************************************************************

<unchanged ASN.1 omitted>
RL-InformationResponseItem-RL-SetupRspFDD-ExtIEs NBAP-PROTOCOL-EXTENSION ::= {


{ ID id-DL-PowerBalancing-ActivationIndicator

CRITICALITY ignore
EXTENSION DL-PowerBalancing-ActivationIndicator


PRESENCE optional }|

{ ID id-E-DCH-RL-Set-ID







CRITICALITY ignore
EXTENSION RL-Set-ID






PRESENCE optional }|

{ ID id-E-DCH-FDD-DL-Control-Channel-Information
CRITICALITY ignore
EXTENSION E-DCH-FDD-DL-Control-Channel-Information

PRESENCE optional }|

{ ID id-Initial-DL-DPCH-TimingAdjustment


CRITICALITY ignore
EXTENSION DL-DPCH-TimingAdjustment





PRESENCE optional }|


{ ID id-HSDSCH-PreconfigurationInfo




CRITICALITY ignore
EXTENSION HSDSCH-PreconfigurationInfo




PRESENCE optional}|


{ID id-Non-Serving-RL-Preconfig-Info

CRITICALITY ignore
EXTENSION
Non-Serving-RL-Preconfig-Info
PRESENCE optional},


...

}

-- **************************************************************

--

-- RADIO LINK SETUP FAILURE FDD

--

-- **************************************************************

<unchanged ASN.1 omitted>
Successful-RL-InformationRespItem-RL-SetupFailureFDD-ExtIEs NBAP-PROTOCOL-EXTENSION ::= {


{ ID id-DL-PowerBalancing-ActivationIndicator

CRITICALITY ignore
EXTENSION DL-PowerBalancing-ActivationIndicator


PRESENCE optional }|

{ ID id-E-DCH-RL-Set-ID







CRITICALITY ignore
EXTENSION RL-Set-ID






PRESENCE optional }|

{ ID id-E-DCH-FDD-DL-Control-Channel-Information
CRITICALITY ignore
EXTENSION E-DCH-FDD-DL-Control-Channel-Information

PRESENCE optional }|

{ ID id-Initial-DL-DPCH-TimingAdjustment


CRITICALITY ignore
EXTENSION DL-DPCH-TimingAdjustment





PRESENCE optional }|


{ ID id-HSDSCH-PreconfigurationInfo




CRITICALITY ignore
EXTENSION HSDSCH-PreconfigurationInfo




PRESENCE optional }|


{ID id-Non-Serving-RL-Preconfig-Info

CRITICALITY ignore
EXTENSION
Non-Serving-RL-Preconfig-Info
PRESENCE optional},


...

}

<unchanged ASN.1 omitted>
-- **************************************************************

--

-- RADIO LINK ADDITION REQUEST FDD

--

-- **************************************************************

<unchanged ASN.1 omitted>
RL-InformationItem-RL-AdditionRqstFDD-ExtIEs NBAP-PROTOCOL-EXTENSION ::= {


{ ID id-DLReferencePower






CRITICALITY ignore
EXTENSION DL-Power




PRESENCE optional }|

{ ID id-RL-Specific-DCH-Info





CRITICALITY ignore
EXTENSION RL-Specific-DCH-Info



PRESENCE optional }|


{ ID id-DelayedActivation






CRITICALITY reject
EXTENSION DelayedActivation



PRESENCE optional }|

{ ID id-E-DCH-RL-Indication






CRITICALITY reject
EXTENSION E-DCH-RL-Indication



PRESENCE optional }|


{ ID id-RL-Specific-E-DCH-Info





CRITICALITY ignore
EXTENSION RL-Specific-E-DCH-Info



PRESENCE optional }|


{ ID id-SynchronisationIndicator




CRITICALITY ignore
EXTENSION SynchronisationIndicator



PRESENCE optional }|


{ ID id-F-DPCH-SlotFormat






CRITICALITY reject
EXTENSION F-DPCH-SlotFormat







PRESENCE optional }|


{ ID id-HSDSCH-PreconfigurationSetup



CRITICALITY ignore
EXTENSION HSDSCH-PreconfigurationSetup



PRESENCE optional }|


{ID id-Non-Serving-RL-Preconfig-Setup



CRITICALITY ignore
EXTENSION Non-Serving-RL-Preconfig-Setup
PRESENCE optional},

...

}

<unchanged ASN.1 omitted>
-- **************************************************************

--

-- RADIO LINK ADDITION RESPONSE FDD

--

-- **************************************************************

<unchanged ASN.1 omitted>
RL-InformationResponseItem-RL-AdditionRspFDD-ExtIEs  NBAP-PROTOCOL-EXTENSION ::= {


{ ID id-DL-PowerBalancing-ActivationIndicator

CRITICALITY ignore
EXTENSION DL-PowerBalancing-ActivationIndicator

PRESENCE optional }|

{ ID id-E-DCH-RL-Set-ID







CRITICALITY ignore
EXTENSION RL-Set-ID





PRESENCE optional }|

{ ID id-E-DCH-FDD-DL-Control-Channel-Information
CRITICALITY ignore
EXTENSION E-DCH-FDD-DL-Control-Channel-Information
PRESENCE optional }|


{ ID id-Initial-DL-DPCH-TimingAdjustment


CRITICALITY ignore
EXTENSION DL-DPCH-TimingAdjustment





PRESENCE optional }|


{ ID id-HSDSCH-PreconfigurationInfo




CRITICALITY ignore
EXTENSION HSDSCH-PreconfigurationInfo




PRESENCE optional}|

{ID id-Non-Serving-RL-Preconfig-Info

CRITICALITY ignore
EXTENSION
Non-Serving-RL-Preconfig-Info
PRESENCE optional},


...

}

<unchanged ASN.1 omitted>
-- **************************************************************

--

-- RADIO LINK ADDITION FAILURE FDD

--

-- **************************************************************

<unchanged ASN.1 omitted>
Successful-RL-InformationRespItem-RL-AdditionFailureFDD-ExtIEs  NBAP-PROTOCOL-EXTENSION ::= {


{ ID id-DL-PowerBalancing-ActivationIndicator

CRITICALITY ignore
EXTENSION DL-PowerBalancing-ActivationIndicator

PRESENCE optional }|


{ ID id-E-DCH-RL-Set-ID







CRITICALITY ignore
EXTENSION RL-Set-ID





PRESENCE optional }|

{ ID id-E-DCH-FDD-DL-Control-Channel-Information
CRITICALITY ignore
EXTENSION E-DCH-FDD-DL-Control-Channel-Information
PRESENCE optional }|


{ ID id-Initial-DL-DPCH-TimingAdjustment


CRITICALITY ignore
EXTENSION DL-DPCH-TimingAdjustment





PRESENCE optional }|


{ ID id-HSDSCH-PreconfigurationInfo




CRITICALITY ignore
EXTENSION HSDSCH-PreconfigurationInfo




PRESENCE optional }|


{ID id-Non-Serving-RL-Preconfig-Info

CRITICALITY ignore
EXTENSION
Non-Serving-RL-Preconfig-Info
PRESENCE optional},


...

}

<unchanged ASN.1 omitted>
-- **************************************************************

--

-- RADIO LINK RECONFIGURATION PREPARE FDD

--

-- **************************************************************

<unchanged ASN.1 omitted>
RL-InformationItem-RL-ReconfPrepFDD-ExtIEs  NBAP-PROTOCOL-EXTENSION ::= {


{ ID id-DLReferencePower





CRITICALITY ignore
EXTENSION DL-Power





PRESENCE optional }|

{ ID id-RL-Specific-DCH-Info




CRITICALITY ignore
EXTENSION RL-Specific-DCH-Info



PRESENCE optional }|


{ ID id-DL-DPCH-TimingAdjustment



CRITICALITY reject
EXTENSION DL-DPCH-TimingAdjustment



PRESENCE optional }|

{ ID id-Primary-CPICH-Usage-for-Channel-Estimation

CRITICALITY ignore
EXTENSION Primary-CPICH-Usage-for-Channel-Estimation




PRESENCE optional}|

{ ID id-Secondary-CPICH-Information-Change

CRITICALITY ignore
EXTENSION Secondary-CPICH-Information-Change


PRESENCE optional }|


{ ID id-E-DCH-RL-Indication





CRITICALITY reject
EXTENSION E-DCH-RL-Indication



PRESENCE optional }|


{ ID id-RL-Specific-E-DCH-Info




CRITICALITY ignore
EXTENSION RL-Specific-E-DCH-Info



PRESENCE optional }|

{ ID id-F-DPCH-SlotFormat





CRITICALITY reject
EXTENSION F-DPCH-SlotFormat



PRESENCE optional }|


{ ID id-HSDSCH-PreconfigurationSetup



CRITICALITY ignore
EXTENSION HSDSCH-PreconfigurationSetup



PRESENCE optional }|


{ID id-Non-Serving-RL-Preconfig-Setup



CRITICALITY ignore
EXTENSION Non-Serving-RL-Preconfig-Setup
PRESENCE optional}|


{ID id-Non-Serving-RL-Preconfig-Removal



CRITICALITY ignore
EXTENSION Non-Serving-RL-Preconfig-Setup
PRESENCE optional},

...

}

<unchanged ASN.1 omitted>
-- **************************************************************

--

-- RADIO LINK RECONFIGURATION READY

--

-- **************************************************************

<unchanged ASN.1 omitted>
RL-InformationResponseItem-RL-ReconfReady-ExtIEs  NBAP-PROTOCOL-EXTENSION ::= {


{ ID id-DL-PowerBalancing-UpdatedIndicator


CRITICALITY ignore
EXTENSION DL-PowerBalancing-UpdatedIndicator



PRESENCE optional }|

{ ID id-E-DCH-RL-Set-ID







CRITICALITY ignore
EXTENSION RL-Set-ID






PRESENCE optional }|

{ ID id-E-DCH-FDD-DL-Control-Channel-Information
CRITICALITY ignore
EXTENSION E-DCH-FDD-DL-Control-Channel-Information

PRESENCE optional }|


{ ID id-E-DCH-FDD-Information-Response



CRITICALITY ignore
EXTENSION E-DCH-FDD-Information-Response




PRESENCE optional }|


{ ID id-HSDSCH-PreconfigurationSetup



CRITICALITY ignore
EXTENSION HSDSCH-PreconfigurationSetup



PRESENCE optional }|


{ID id-Non-Serving-RL-Preconfig-Setup



CRITICALITY ignore
EXTENSION Non-Serving-RL-Preconfig-Setup
PRESENCE optional},

...
}

<unchanged ASN.1 omitted>
-- **************************************************************

--

-- RADIO LINK RECONFIGURATION REQUEST FDD

--

-- **************************************************************

<unchanged ASN.1 omitted>
RL-InformationItem-RL-ReconfRqstFDD-ExtIEs  NBAP-PROTOCOL-EXTENSION ::= {


{ ID id-DLReferencePower


CRITICALITY ignore

EXTENSION DL-Power






PRESENCE optional }|

{ ID id-RL-Specific-DCH-Info

CRITICALITY ignore

EXTENSION RL-Specific-DCH-Info



PRESENCE optional }|


{ ID id-E-DCH-RL-Indication


CRITICALITY reject

EXTENSION E-DCH-RL-Indication



PRESENCE optional }|


{ ID id-RL-Specific-E-DCH-Info

CRITICALITY ignore

EXTENSION RL-Specific-E-DCH-Info


PRESENCE optional }|

{ ID id-F-DPCH-SlotFormat


CRITICALITY reject

EXTENSION F-DPCH-SlotFormat




PRESENCE optional }|


{ ID id-HSDSCH-PreconfigurationSetup

CRITICALITY ignore
EXTENSION HSDSCH-PreconfigurationSetup
PRESENCE optional }|


{ID id-Non-Serving-RL-Preconfig-Setup

CRITICALITY ignore
EXTENSION Non-Serving-RL-Preconfig-Setup
PRESENCE optional}|


{ID id-Non-Serving-RL-Preconfig-Removal

CRITICALITY ignore
EXTENSION Non-Serving-RL-Preconfig-Setup
PRESENCE optional},


...

}

<unchanged ASN.1 omitted>
-- **************************************************************

--

-- RADIO LINK RECONFIGURATION RESPONSE

--

-- **************************************************************

<unchanged ASN.1 omitted>
RL-InformationResponseItem-RL-ReconfRsp-ExtIEs  NBAP-PROTOCOL-EXTENSION ::= {


{ ID id-DL-PowerBalancing-UpdatedIndicator


CRITICALITY ignore
EXTENSION DL-PowerBalancing-UpdatedIndicator



PRESENCE optional }|

-- FDD only


{ ID id-E-DCH-RL-Set-ID







CRITICALITY ignore
EXTENSION RL-Set-ID






PRESENCE optional }|

{ ID id-E-DCH-FDD-DL-Control-Channel-Information
CRITICALITY ignore
EXTENSION E-DCH-FDD-DL-Control-Channel-Information

PRESENCE optional }|


{ ID id-E-DCH-FDD-Information-Response



CRITICALITY ignore
EXTENSION E-DCH-FDD-Information-Response




PRESENCE optional }|


{ ID id-HSDSCH-PreconfigurationSetup



CRITICALITY ignore
EXTENSION HSDSCH-PreconfigurationSetup



PRESENCE optional }|


{ID id-Non-Serving-RL-Preconfig-Setup



CRITICALITY ignore
EXTENSION Non-Serving-RL-Preconfig-Setup
PRESENCE optional},


...

}

<unchanged ASN.1 omitted>
9.3.4
Information Elements Definitions

<unchanged ASN.1 omitted>
-- ==========================================

--
N

-- ==========================================

<unchanged ASN.1 omitted>
NI-Information ::= SEQUENCE (SIZE (1..maxNrOfNIs)) OF Notification-Indicator

NonCellSpecificTxDiversity ::= ENUMERATED {


txDiversity,


...

}
Non-serving-RL-Preconfig-Setup
::=
SEQUENCE {


new-non-serving-RL-selection
New-non-serving-RL-setup-selection,


iE-Extensions


ProtocolExtensionContainer {Non-serving-RL-Preconfig-Setup-ExtIEs} } OPTIONAL,


...

}

Non-serving-RL-Preconfig-Setup-ExtIEs
NBAP-PROTOCOL-EXTENSION::=
{

...

}

New-non-serving-RL-setup-selection
::=
CHOICE {


new-Serving-RL-in-NodeB




NULL,


new-Serving-RL-Not-in-NodeB



NULL,


new-Serving-RL-in-or-Not-in-NodeB

NULL,


...

}
Non-Serving-RL-Preconfig-Info
::=
SEQUENCE {


new-non-serving-RL-E-DCH-FDD-DL-Control-Channel-Information-A
E-DCH-FDD-DL-Control-Channel-Information OPTIONAL,


new-non-serving-RL-E-DCH-FDD-DL-Control-Channel-Information-B E-DCH-FDD-DL-Control-Channel-Information OPTIONAL,

new-non-serving-RL-E-DCH-FDD-DL-Control-Channel-Information-C E-DCH-FDD-DL-Control-Channel-Information OPTIONAL,

iE-Extensions


ProtocolExtensionContainer {Non-serving-RL-Preconfig-Info-ExtIEs} } OPTIONAL,


...
}
Non-serving-RL-Preconfig-Info-ExtIEs
NBAP-PROTOCOL-EXTENSION
::=
{

...

}

Notification-Indicator ::= INTEGER (0..65535)

9.3.6
Constant Definitions

-- **************************************************************

--

-- Constant definitions

--

-- **************************************************************

<unchanged ASN.1 omitted>
id-E-HICH-TimeOffset-ReconfFailureTDD







ProtocolIE-ID ::= 1153

id-HSSCCH-TPC-StepSize











ProtocolIE-ID ::= 1154
id-Common-System-Information-ResponseLCR






ProtocolIE-ID ::= 1157

id-Add-To-Non-HS-SCCH-Associated-HS-SICH-Resource-Pool-LCR-PSCH-ReconfRqst-Ext 
ProtocolIE-ID ::= 1161
id-Modify-Non-HS-SCCH-Associated-HS-SICH-Resource-Pool-LCR-PSCH-ReconfRqst-Ext
ProtocolIE-ID ::= 1162
id-Delete-From-Non-HS-SCCH-Associated-HS-SICH-Resource-Pool-LCR-PSCH-ReconfRqst-Ext
ProtocolIE-ID ::= 1163
id-Initial-DL-Transmission-Power








ProtocolIE-ID ::= 1164

id-Maximum-DL-Power












ProtocolIE-ID ::= 1165

id-Minimum-DL-Power












ProtocolIE-ID ::= 1166

id-AssociatedPhsicalChannelID









ProtocolIE-ID ::= 1168

id-PhysicalChannelID-for-CommonERNTI-RequestedIndicator



ProtocolIE-ID ::= 1170
id-PrecodingWeightSetRestriction








ProtocolIE-ID ::= 1171

id-Non-Serving-RL-Preconfig-Info








ProtocolIE-ID ::= 1173
id-Non-Serving-RL-Preconfig-Setup








ProtocolIE-ID ::= 1174
id-Non-Serving-RL-Preconfig-Removal








ProtocolIE-ID ::= 1175
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