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9.1.2.3
X2 SETUP REQUEST

This message is sent by an eNB to a neighbouring eNB to transfer the initialization information for a TNL association.

Direction: eNB1 ( eNB2.

	IE/Group Name
	Presence
	Range
	IE type and reference
	Semantics description
	Criticality
	Assigned Criticality

	Message Type
	M
	
	9.2.13
	
	YES
	reject

	Global eNB ID
	M
	
	9.2.22  
	
	YES
	reject

	Served Cells
	
	1 to maxCellineNB
	
	This is all the eNB cells 
	YES
	reject

	     >Served Cell Information
	M
	
	9.2.8
	
	–
	–

	     >Neighbour Information
	
	0 to maxnoofNeighbours
	
	
	–
	–

	         >>ECGI
	M
	
	ECGI

9.2.14
	E-UTRAN Cell Global Identifier of the neighbour cell
	–
	–

	         >>PCI
	M
	
	INTEGER (0..503, …)
	Physical Cell Identifier of the neighbour cell
	–
	–

	        >>EARFCN
	M
	
	9.2.26
	DL EARFCN for FDD and EARFCN for TDD
	–
	–

	GU Group Id List
	
	0 to maxfPools
	
	This is the pools to which the eNB supports
	GLOBAL
	reject

	     >GU Group Id
	M
	
	9.2.20 
	
	-
	-


	Range bound
	Explanation

	maxCellineNB
	Maximum no. cells that can be served by an eNB. Value is 256.

	maxnoofNeighbours
	Maximum no. of neighbour cells associated to a given served cell. Value is 512.

	maxPools
	Maximum no. of pools an eNB can belong to. Value is 16.


9.1.2.4
X2 SETUP RESPONSE

This message is sent by an eNB to a neighbouring eNB to transfer the initialization information for a TNL association.

Direction: eNB2 ( eNB1.

	IE/Group Name
	Presence
	Range
	IE type and reference
	Semantics description
	Criticality
	Assigned Criticality

	Message Type
	M
	
	9.2.13
	
	YES
	reject

	Global eNB ID
	M
	
	9.2.22
	
	YES
	reject

	Served Cells
	
	1 to maxCellineNB
	
	This is all the eNB cells 
	YES
	reject

	     >Served Cell Information
	M
	
	9.2.8
	
	–
	–

	     >Neighbour Information
	
	0 to maxnoofNeighbours
	
	
	–
	–

	         >>ECGI
	M
	
	ECGI

9.2.14
	E-UTRAN Cell Global Identifier of the neighbour cell
	–
	–

	         >>PCI
	M
	
	INTEGER (0..503, …)
	Physical Cell Identifier of the neighbour cell
	–
	–

	        >>EARFCN
	M
	
	9.2.26
	DL EARFCN for FDD and EARFCN for TDD
	–
	–

	GU Group Id List
	
	0 to maxPools
	
	This is the pools to which the eNB supports
	GLOBAL
	reject

	    >GU Group Id
	M
	
	9.2.20
	
	-
	-

	Criticality Diagnostics
	O
	
	9.2.7
	
	YES
	ignore
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