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START CHANGE
3
Definitions, symbols and abbreviations

3.1
Definitions

For the purposes of the present document, the following terms and definitions apply.

Carrier frequency: center frequency of the cell.

E-RAB: An E-RAB uniquely identifies the concatenation of an S1 Bearer and the corresponding Data Radio Bearer. When an E-RAB exists, there is a one-to-one mapping between this E-RAB and an EPS bearer of the Non Access Stratum as defined in [17].
CSG Cell: A cell broadcasting a CSG indicator and a specific CSG identity.
Hybrid cell: A cell not broadcasting a CSG indicator but broadcasting a specific CSG identity. This cell is accessible as a CSG cell by UEs which are members of the CSG and as a normal cell by all other UEs.

MBMS-dedicated cell: cell dedicated to MBMS transmission. MBMS-dedicated cell is not supported in this release.

Frequency layer: set of cells with the same carrier frequency.

Handover: procedure that changes the serving cell of a UE in RRC_CONNECTED.

MBMS/Unicast-mixed: cell supporting both unicast and MBMS transmissions.

Membership Verification: The process that checks whether a UE is a member or non-member of a hybrid cell 

Access Control: The process that checks whether a UE is allowed to access and to be granted services in a closed cell 

CSG ID Validation: The process that checks whether the CSG ID received via handover messages is the same as the one broadcast by the target E-UTRAN

END OF CHANGE
START CHANGE
4.1
Functional Split

The eNB hosts the following functions: 

-
Functions for Radio Resource Management: Radio Bearer Control, Radio Admission Control, Connection Mobility Control, Dynamic allocation of resources to UEs in both uplink and downlink (scheduling);

-
IP header compression and encryption of user data stream;

-
Selection of an MME at UE attachment when no routing to an MME can be determined from the information provided by the UE;

-
Routing of User Plane data towards Serving Gateway;

-
Scheduling and transmission of paging messages (originated from the MME);

-
Scheduling and transmission of broadcast information (originated from the MME or O&M);

-
Measurement and measurement reporting configuration for mobility and scheduling;

-
Scheduling and transmission of PWS (which includes ETWS and CMAS) messages (originated from the MME);

-
CSG handling.

The MME hosts the following functions (see 3GPP TS 23.401 [17]):


-
NAS signalling; 

-
NAS signalling security; 

-
AS Security control;

-
Inter CN node signalling for mobility between 3GPP access networks;

-
Idle mode UE Reachability (including control and execution of paging retransmission);

-
Tracking Area list management (for UE in idle and active mode);

-
PDN GW and Serving GW selection;

-
MME selection for handovers with MME change;

-
SGSN selection for handovers to 2G or 3G 3GPP access networks;

-
Roaming;

-
Authentication;

-
Bearer management functions including dedicated bearer establishment;

-
Support for PWS (which includes ETWS and CMAS) message transmission.

The Serving Gateway (S-GW) hosts the following functions (see 3GPP TS 23.401 [17]):

-
The local Mobility Anchor point for inter-eNB handover;

-
Mobility anchoring for inter-3GPP mobility;

-
E-UTRAN idle mode downlink packet buffering and initiation of network triggered service request procedure;

-
Lawful Interception;

-
Packet routeing and forwarding;

-
Transport level packet marking in the uplink and the downlink;

-
Accounting on user and QCI granularity for inter-operator charging;

-
UL and DL charging per UE, PDN, and QCI.

The PDN Gateway (P-GW) hosts the following functions (see 3GPP TS 23.401 [17]):

-
Per-user based packet filtering (by e.g. deep packet inspection);

-
Lawful Interception;

-
UE IP address allocation;

-
Transport level packet marking in the downlink;

-
UL and DL service level charging, gating and rate enforcement;

-
DL rate enforcement based on APN-AMBR;

This is summarized on the figure below where yellow boxes depict the logical nodes, white boxes depict the functional entities of the control plane and blue boxes depict the radio protocol layers.

NOTE: 
it is assumed that no other logical E-UTRAN node than the eNB is needed for RRM purposes. Moreover, due to the different usage of inter-cell RRM functionalities, each inter-cell RRM functionality should be considered separately in order to assess whether it should be handled in a centralised manner or in a distributed manner.
NOTE:
An eNB with CSG cells or hybrid cells has only one cell.
NOTE:
MBMS related functions in E-UTRAN are described separately in subclause 15.
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Figure 4.1-1: Functional Split between E-UTRAN and EPC
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