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9.2.15
Cause

Cause IE indicates the reason for a particular error event for the HNBAP protocol.

	IE/Group Name
	Presence
	Range
	IE Type and Reference
	Semantics Description

	CHOICE Cause Group
	
	
	
	

	>Radio Network Layer
	
	
	
	

	>>Radio Network Layer Cause
	M
	
	ENUMERATED
(

overload,

unauthorised-Location,

unauthorised-HNB,

HNB Parameter mismatch,

Invalid UE identity,

UE not allowed on this HNB,

UE unauthorised,

Connection with UE lost,

UE RRC Release,

HNB not registered,

unspecified,

Normal,

UE relocated,

UE Registered in another HNB,
...,

)
	

	>Transport Layer 
	
	
	
	

	>>Transport Layer Cause 
	M
	
	ENUMERATED
(Transport Resource Unavailable,

Unspecified,

...)
	

	>Protocol
	
	
	
	

	>>Protocol Cause 
	M
	
	ENUMERATED
(Transfer Syntax Error,
Abstract Syntax Error (Reject),
Abstract Syntax Error (Ignore and Notify),
Message not Compatible with Receiver State,

Semantic Error,
Unspecified,

Abstract Syntax Error (Falsely Constructed Message),

...)
	

	>Misc
	
	
	
	

	>>Misc Cause 
	M
	
	ENUMERATED
(Processing Overload,
Hardware Failure,
O&M Intervention,
Unspecified,

...)
	


The meaning of the different cause values is described in the following table. Cause values for information ‘not valid’ indicates that the information is not valid in the context that it was received.
	Radio Network Layer cause
	Meaning

	Overload
	The HNB-GW cannot handle the HNB due to overload.

	Unauthorised-Location
	The HNB-GW cannot register the HNB because the location information provided is not valid.

	Unauthorised-HNB
	The HNB-GW cannot register the HNB because its supplied information is not considered valid

	HNB Parameter Mismatch
	The HNB-GW cannot register the HNB because of mismatch in parameters between HNB and HNB-GW

	Invalid UE identity
	The UE ID supplied for UE registration is not valid

	UE not allowed on this HNB
	The UE is identified as not being allowed to use services on this HNB. (temporary rejection)

	UE not authorised
	The UE is identified as not being allowed to use services on a HNB (permanent rejection).

	Connection with UE lost
	The connection to a Registered UE has been lost

	UE RRC release
	The Registered UE’s RRC is released  (e.g. due to IMSI detach NAS procedure)

	HNB not registered
	The HNB is not registered on this gateway

	Unspecified
	Sent when none of the above cause values applies but still the cause is Radio Network layer related.

	UE relocated
	The UE has been relocated to a neighbouring cell

	UE Registered in another HNB
	The UE has already registered in another HNB on same HNB-GW.

	Normal
	No error has occurred


	Transport Network Layer cause
	Meaning

	Transport resource unavailable
	The required transport resources are not available.

	Unspecified
	Sent when none of the above cause values applies but still the cause is Transport Network layer related.


	Protocol cause
	Meaning

	Abstract Syntax Error (Reject)
	The received message included an abstract syntax error and the concerned criticality indicated "reject" (see subclause 10.3).

	Abstract Syntax Error (Ignore and Notify)
	The received message included an abstract syntax error and the concerned criticality indicated "ignore and notify" (see subclause 10.3).

	Abstract syntax error (falsely constructed message)
	The received message contained IEs in wrong order or with too many occurrences (see subclause 10.3).

	Message not Compatible with Receiver State
	The received message was not compatible with the receiver state (see subclause 10.4).

	Semantic Error
	The received message included a semantic error (see subclause 10.4).

	Transfer Syntax Error
	The received message included a transfer syntax error (see subclause 10.2).

	Unspecified
	Sent when none of the above cause values applies but still the cause is protocol related.


	Miscellaneous cause
	Meaning

	Control Processing Overload
	HNB or HNB-GW control processing overload.

	Hardware Failure
	HNB hardware failure.

	Not enough User Plane Processing Resources
	HNB has insufficient user plane processing resources available.

	O&M Intervention
	Operation and Maintenance intervention related to HNB equipment.

	Unspecified
	Sent when none of the above cause values applies and the cause is not related to any of the categories Radio Network Layer, Transport Network Layer or Protocol.
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