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8.3.8
Mobility Settings Change

8.3.8.1
General

This procedure enables an eNB to negotiate the handover trigger and reselection trigger settings with a peer eNB controlling neighbouring cells.

The procedure uses non UE-associated signalling.

8.3.8.2
Successful Operation
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Figure 8.3.8.2-1: Mobility Settings Change, successful operation 

The procedure is initiated with a MOBILITY CHANGE REQUEST message sent from eNB1 to eNB2. 

Upon receipt, eNB2 shall evaluate if the proposed eNB2 handover trigger modification and/or reselection trigger modification may be accepted. If eNB2 is able to successfully complete the request it shall reply with MOBILITY CHANGE ACKNOWLEDGE.

8.3.8.3
Unsuccessful Operation
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Figure 8.3.8.3-1: Mobility Settings Change, unsuccessful operation 

If the requested parameter modification is refused by the eNB2 , or if the eNB2 is not able to complete the procedure, the eNB2 shall send a MOBILITY CHANGE FAILURE message with the Cause IE set to an appropriate value. The eNB2 may include eNB2 Mobility Parameters Modification Range IE in MOBILITY CHANGE FAILURE message, for example in cases when the proposed change is out of permitted range.

8.3.8.4
Abnormal Conditions

Void.
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9.2.6
Cause

The purpose of the cause information element is to indicate the reason for a particular event for the whole protocol.

	IE/Group Name
	Presence
	Range
	IE Type and Reference
	Semantics Description

	CHOICE Cause Group
	M
	
	
	

	>Radio Network Layer
	
	
	
	

	>>Radio Network Layer Cause 
	M
	
	ENUMERATED

(

Handover Desirable for Radio Reasons,

Time Critical Handover,

Resource Optimisation Handover,

Reduce Load in Serving Cell,

Partial Handover,

Unknown New eNB UE X2AP ID, Unknown Old eNB UE X2AP ID, Unknown Pair of UE X2AP ID,

HO Target not Allowed,

TX2RELOCoverall Expiry,

TRELOCprep Expiry,

Cell not Available,

No Radio Resources Available in Target Cell,

Invalid MME Group ID,

Unknown MME Code, Encryption And/Or Integrity Protection Algorithms Not Supported, ReportCharacteristicsEmpty, NoReportPeriodicity, ExistingMeasurementID, Unknown eNB Measurement ID, Measurement Temporarily not Available,

Unspecified, 
...,

Load Balancing, Handover Optimisation, Value out of allowed Handover Trigger range, Multiple E-RAB ID instances, Switch Off Ongoing, Not supported QCI value,

Value out of allowed Reselection Trigger range
)
	


----------------------------------

Skip unchanged text

----------------------------------
	Radio Network Layer cause
	Meaning

	Cell not Available
	The concerned cell is not available.

	Handover Desirable for Radio Reasons
	The reason for requesting handover is radio related.

	Handover Target not Allowed
	Handover to the indicated target cell is not allowed for the UE in question

	Invalid MME Group ID
	The target eNB doesn’t belong to the same pool area of the source eNB i.e. S1 handovers should be attempted instead.

	No Radio Resources Available in Target Cell
	The target cell doesn’t have sufficient radio resources available.

	Partial Handover
	Provides a reason for the handover cancellation. The target eNB did not admit all E-RABs included in the HANDOVER REQUEST and the source eNB estimated service continuity for the UE would be better by not proceeding with handover towards this particular target eNB.

	Reduce Load in Serving Cell
	Load on serving cell needs to be reduced.

	Resource Optimisation Handover
	The reason for requesting handover is to improve the load distribution with the neighbour cells.

	Time Critical Handover
	handover is requested for time critical reason i.e. this cause value is reserved to represent all critical cases where the connection is likely to be dropped if handover is not performed.

	TX2RELOCoverall Expiry
	The reason for the action is expiry of timer TX2RELOCoverall

	TRELOCprep Expiry
	Handover Preparation procedure is cancelled when timer TRELOCprep expires.

	Unknown MME Code
	The target eNB belongs to the same pool area of the source eNB and recognizes the MME Group ID. However, the MME Code is unknown to the target eNB.

	Unknown New eNB UE X2AP ID 
	The action failed because the New eNB UE X2AP ID is unknown

	Unknown Old eNB UE X2AP ID
	The action failed because the Old eNB UE X2AP ID is unknown

	Unknown Pair of UE X2AP ID
	The action failed because the pair of UE X2 AP IDs is unknown

	Encryption And/Or Integrity Protection Algorithms Not Supported
	The target eNB is unable to support any of the encryption and/or integrity protection algorithms supported by the UE.

	ReportCharacteristicsEmpty
	The action failed because there is no characteristic reported.

	NoReportPeriodicity
	The action failed because the periodicity is not defined.

	ExistingMeasurementID
	The action failed because measurement-ID is already used.

	Unknown eNB Measurement ID
	The action failed because some eNB Measurement-ID is unknown.

	Measurement Temporarily not Available
	The eNB can temporarily not provide the requested measurement object.

	Load Balancing
	The reason for mobility settings change is load balancing.

	Handover Optimisation
	The reason for mobility settings change is handover optimisation.

	Value out of allowed Handover Trigger range
	The action failed because the proposed Handover Trigger parameter change in the eNB2 Proposed Mobility Parameters IE is too low or too high.

	Multiple E-RAB ID Instances
	The action failed because multiple instances of the same E-RAB had been provided to the eNB.

	Switch Off Ongoing
	The reason for the action is an ongoing switch off i.e. the concerned cell will be switched off after offloading and not be available. It aides the receiving eNB in taking subsequent actions, e.g. selecting the target cell for subsequent handovers. 

	Not supported QCI value
	The action failed because the requested QCI is not supported

	Value out of allowed Reselection Trigger range
	The action failed because the proposed Reselection Trigger parameter change in the eNB2 Proposed Mobility Parameters IE is too low or too high.

	Unspecified
	Sent when none of the above cause values applies but still the cause is Radio Network Layer related
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9.2.48
Mobility Parameters Information 

The Mobility Parameters Information IE contains the change of the Handover Trigger and Reselection Trigger as compared to its current value. The Handover Trigger corresponds to the threshold at which a cell initialises the handover preparation procedure towards a specific neighbour cell. The Reselection Trigger corresponds to the threshold at which a cell initialises the cell reselection procedure towards a specific neighbour cell. Positive value of the change means the handover/reselection is proposed to take place later.

	IE/Group Name
	Presence
	Range
	IE type and reference
	Semantics description

	Handover Trigger Change
	M
	
	INTEGER (-20..20)
	The actual value is IE value * 0.5 dB.  


	Reselection Trigger Change
	M
	
	INTEGER (-20..20)
	The actual value is IE value * 0.5 dB.  



9.2.49
Mobility Parameters Modification Range 

The Mobility Parameters Modification Range IE contains the range of Handover Trigger Change values and Reselection Trigger Change values permitted by the eNB2 at the moment the MOBILITY CHANGE FAILURE message is sent.

	IE/Group Name
	Presence
	Range
	IE type and reference
	Semantics description

	Handover Trigger Change Lower Limit
	M
	
	INTEGER (-20..20)
	The actual value is IE value * 0.5 dB.  


	Handover Trigger Change Upper Limit
	M
	
	INTEGER (-20..20)
	The actual value is IE value * 0.5 dB.  


	Reselection Trigger Change Lower Limit
	M
	
	INTEGER (-20..20)
	The actual value is IE value * 0.5 dB.  


	Reselection Trigger Change Upper Limit
	M
	
	INTEGER (-20..20)
	The actual value is IE value * 0.5 dB.  
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9.3.5
Information Element definitions

----------------------------------
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-- C

CapacityValue ::= INTEGER (0..100)
CellCapacityClassValue ::= INTEGER (1..100, ...)
Cause ::= CHOICE {


radioNetwork

CauseRadioNetwork,


transport


CauseTransport,


protocol


CauseProtocol,


misc



CauseMisc,


...

}

CauseMisc ::= ENUMERATED {


control-processing-overload,


hardware-failure,


om-intervention,


not-enough-user-plane-processing-resources,


unspecified,


...

}

CauseProtocol ::= ENUMERATED {


transfer-syntax-error,


abstract-syntax-error-reject,


abstract-syntax-error-ignore-and-notify,


message-not-compatible-with-receiver-state,


semantic-error,


unspecified,


abstract-syntax-error-falsely-constructed-message,


...

}

CauseRadioNetwork ::= ENUMERATED {


handover-desirable-for-radio-reasons,


time-critical-handover,


resource-optimisation-handover,


reduce-load-in-serving-cell,


partial-handover,


unknown-new-eNB-UE-X2AP-ID, 


unknown-old-eNB-UE-X2AP-ID, 


unknown-pair-of-UE-X2AP-ID,


ho-target-not-allowed,


tx2relocoverall-expiry,

trelocprep-expiry,


cell-not-available,


no-radio-resources-available-in-target-cell,


invalid-MME-GroupID,


unknown-MME-Code,


encryption-and-or-integrity-protection-algorithms-not-supported,

reportCharacteristicsEmpty,


noReportPeriodicity,


existingMeasurementID,


unknown-eNB-Measurement-ID,


measurement-temporarily-not-available,

unspecified,

...,


load-balancing,


handover-optimisation,


value-out-of-allowed-Handover-Trigger-range,

multiple-E-RAB-ID-instances,


switch-off-ongoing,

    not-supported-QCI-value,

value-out-of-allowed-Reselection-Trigger-range
}
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-- M

MME-Group-ID
::= OCTET STRING (SIZE (2))

MME-Code

::= OCTET STRING (SIZE (1))

Measurement-ID
::= INTEGER (1..4095, ...) 
MBSFN-Subframe-Infolist::= SEQUENCE (SIZE(1.. maxnoofMBSFN)) OF MBSFN-Subframe-Info

MBSFN-Subframe-Info
::= SEQUENCE {


radioframeAllocationPeriod

RadioframeAllocationPeriod,


radioframeAllocationOffset

RadioframeAllocationOffset,

subframeAllocation



SubframeAllocation,

iE-Extensions


ProtocolExtensionContainer { { MBSFN-Subframe-Info-ExtIEs } } 
OPTIONAL,


...

}

MBSFN-Subframe-Info-ExtIEs X2AP-PROTOCOL-EXTENSION ::= {


...

}

MobilityParametersModificationRange ::= SEQUENCE {


handoverTriggerChangeLowerLimit

INTEGER (-20..20),


handoverTriggerChangeUpperLimit

INTEGER (-20..20),

ReselectionTriggerChangeLowerLimit
INTEGER (-20..20),


ReselectionTriggerChangeUpperLimit
INTEGER (-20..20),

...

}

MobilityParametersInformation ::= SEQUENCE {


handoverTriggerChange


INTEGER (-20..20),

ReselectionTriggerChange

INTEGER (-20..20),

...

}
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