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1. Overall Description:

RAN3 would like to ask kindly RAN2 to extend the RLF reporting solution so that the RLF report may be provided from UE also after fresh RRC connection setup. Additionally, in order to enable the needed MRO functionality, RAN3 would like to ask kindly RAN2 to extend the content of the RLF report with following information (optionally, only if the RLF is sent after RRC connection setup):

· PCI and E-CGI of the last cell that served the UE

· PCI and E-CGI of the cell that the first reconnection attempt (RRC connection re-establishment or RRC connection setup) was made at
· C-RNTI in that cell

· shortMAC-I

Furthermore, in order to improve robustness of MRO, it would be beneficial if following information is possible to be included in the RLF report in both cases: after a successful RRC connection re-establishment and after RRC connection setup:

· Time elapsed between last HO and the first re-connection attempt
Additionally, RAN2 may consider importance of a second timer that can be used for estimation of the validity of the reported results or to aid detection of coverage problems:

· Time elapsed between the connection failure and successful connection setup
Details of the considered solution, as a suggestion for RAN2, can be found in the included approved discussion paper [1].
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2. Actions:

To RAN2 group.

ACTION: 

RAN3 kindly asks RAN2 to define necessary functionality and provide a reply describing the final mechanism.
3. Date of Next TSG-RAN WG3 Meetings:

TSG-RAN WG3 Meeting #69-bis 
11th – 15th October 2010
Xi’an, China
TSG-RAN WG3 Meeting #70 
15th – 19th November 2010
Jacksonville, USA
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