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*** Start of change ***
8.3.1

Load Indication

8.3.1.1
General

The purpose of the Load Indication procedure is to transfer load and interference co-ordination information between eNBs controlling intra-frequency neighboring cells.

The procedure uses non UE-associated signalling.

8.3.1.2
Successful Operation
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Figure 8.3.1.2-1: Load Indication, successful operation 

An eNB initiates the procedure by sending LOAD INFORMATION message to eNBs controlling intra-frequency neighbouring cells. 
If the UL Interference Overload Indication IE is received in the LOAD INFORMATION message, it indicates the interference level experienced by the indicated cell on all resource blocks, per PRB. The receiving eNB may take such information into account when setting its scheduling policy and shall consider the received UL Interference Overload Indication IE value valid until reception of a new LOAD INFORMATION message carrying an update of the same IE.

If the UL High Interference Indication IE is received in the LOAD INFORMATION message, it indicates, per PRB, the occurrence of high interference sensitivity, as seen from the sending eNB. The receiving eNB should try to avoid scheduling cell edge UEs in its cells for the concerned PRBs. The Target Cell ID IE received within the UL High Interference Information IE group in the LOAD INFORMATION message indicates the cell for which the corresponding UL High Interference Indication is meant. The receiving eNB shall consider the value of the UL High Interference Information IE group valid until reception of a new LOAD INFORMATION message carrying an update.

If the Relative Narrowband Tx Power (RNTP) IE is received in the LOAD INFORMATION message, it indicates, per PRB, whether downlink transmission power is lower than the value indicated by the RNTP Threshold IE. The receiving eNB may take such information into account when setting its scheduling policy and shall consider the received Relative Narrowband Tx Power (RNTP) IE value valid until reception of a new LOAD INFORMATION message carrying an update.
If the Almost Blank Subframe Allocation IE is received in the LOAD INFORMATION message, it indicates whether downlink subframes are almost blanked at the indicated cell. The receiving eNB may take such information into account when setting its scheduling policy and shall consider the value of the the Almost Blank Subframe Allocation IE valid until reception of a new LOAD INFORMATION message carrying an update.
8.3.1.3
Unsuccessful Operation

Not applicable.

8.3.1.4
Abnormal Conditions

Void.
*** Next change ***
9.1.2.1
LOAD INFORMATION

This message is sent by an eNB to neighbouring eNBs to transfer load and interference co-ordination information. 

Direction: eNB1 ( eNB2.

	IE/Group Name
	Presence
	Range
	IE type and reference
	Semantics description
	Criticality
	Assigned Criticality

	Message Type
	M
	
	9.2.13
	
	YES
	ignore

	Cell Information
	M
	
	
	
	YES
	ignore

	>Cell Information Item
	
	1 to maxCellineNB
	
	
	EACH
	ignore

	>>Cell ID
	M
	
	ECGI

9.2.14
	Id of the source cell
	–
	–

	>>UL Interference Overload Indication
	O
	
	9.2.17
	
	–
	–

	>>UL High Interference Information
	
	0 to maxCellineNB
	
	
	–
	–

	>>>Target Cell ID
	 M
	
	ECGI

9.2.14
	Id of the cell for which the HII is meant
	–
	–

	>>>UL High Interference Indication
	M
	
	9.2.18
	
	–
	–

	>>Relative Narrowband Tx Power (RNTP)
	O
	
	9.2.19
	
	–
	–

	>>Almost Blank Subframe Allocation 
	O
	
	9.2.xx
	
	–
	–


	Range bound
	Explanation

	maxCellineNB
	Maximum no. cells that can be served by an eNB. Value is 256.


*** Next change ***
9.2.51
Subframe Allocation
The Subframe Allocation IE is used to indicate the subframes that are allocated for MBSFN within the radio frame allocation period as defined in [9].

	IE/Group Name
	Presence
	Range
	IE Type and Reference
	Semantics Description

	CHOICE Subframe Allocation
	M
	
	
	

	>Oneframe
	M
	
	BITSTRING (SIZE(6))
	

	>Fourframes
	M
	
	BITSTRING (SIZE(24))
	


9.2.xx
Almost Blank Subframe Allocation
The Almost Blank Subframe Allocation IE is used to indicate the downlink subframes that are almost blanked within the radio frame allocation period.
	IE/Group Name
	Presence
	Range
	IE Type and Reference
	Semantics Description

	Almost Blank Subframe Allocation
	M
	
	BITSTRING (SIZE(40))
	“1” denotes that the corresponding downlink subframe with periodicity of four  frames is almost blanked.

The new period begins when equation SFN mod four = zero is satisfied.
NOTE: This IE can be used when SFN is synchronized among eNBs.


*** Next change ***
9.3.4
PDU Definitions

-- **************************************************************

--

-- PDU definitions for X2AP.

--

-- **************************************************************

X2AP-PDU-Contents {

itu-t (0) identified-organization (4) etsi (0) mobileDomain (0) 

eps-Access (21) modules (3) x2ap (2) version1 (1) x2ap-PDU-Contents (1) }

DEFINITIONS AUTOMATIC TAGS ::= 

BEGIN

-- **************************************************************

--

-- IE parameter types from other modules.

--

-- **************************************************************

IMPORTS


AS-SecurityInformation,


Cause,


CompositeAvailableCapacityGroup,


COUNTvalue,


CriticalityDiagnostics,


CRNTI,

DeactivationIndication,


DL-Forwarding,


ECGI,


E-RAB-ID,


E-RAB-Level-QoS-Parameters,


E-RAB-List,


EUTRANTraceID,


GlobalENB-ID,


GTPtunnelEndpoint,

GUGroupIDList,


GUMMEI,

HandoverReportType,

HandoverRestrictionList,


LocationReportingInformation,


Neighbour-Information,

PCI,

PDCP-SN,


PLMN-Identity,


ReceiveStatusofULPDCPSDUs,


Registration-Request,


RelativeNarrowbandTxPower,


RadioResourceStatus,


UE-RLF-Report-Container,


RRC-Context,

ServedCell-Information,


ServedCells,

ShortMAC-I,

SRVCCOperationPossible,


SubscriberProfileIDforRFP,


TargeteNBtoSource-eNBTransparentContainer,


TimeToWait,


TraceActivation,


TraceDepth,

TransportLayerAddress,


UEAggregateMaximumBitRate,

UE-HistoryInformation,


UE-S1AP-ID,


UESecurityCapabilities,

UE-X2AP-ID,

UL-HighInterferenceIndicationInfo,


UL-InterferenceOverloadIndication,


HWLoadIndicator,


S1TNLLoadIndicator,


Measurement-ID,


ReportCharacteristics,


MobilityParametersInformation,


MobilityParametersModificationRange,

AlmostBlankSubframeAllocation
*** Next change ***
-- **************************************************************

--

-- LOAD INFORMATION

--

-- **************************************************************

LoadInformation ::= SEQUENCE {


protocolIEs                     ProtocolIE-Container       {{LoadInformation-IEs}},


...

}

LoadInformation-IEs X2AP-PROTOCOL-IES ::= {


{ ID id-CellInformation



CRITICALITY ignore
TYPE CellInformation-List

PRESENCE mandatory} ,


...

}

CellInformation-List 

::= SEQUENCE (SIZE (1..maxCellineNB)) OF ProtocolIE-Single-Container { {CellInformation-ItemIEs} }

CellInformation-ItemIEs X2AP-PROTOCOL-IES ::= {


{ ID id-CellInformation-Item
CRITICALITY ignore
TYPE CellInformation-Item 
PRESENCE mandatory
}

}

CellInformation-Item ::= SEQUENCE {


cell-ID






ECGI,


ul-InterferenceOverloadIndication

UL-InterferenceOverloadIndication

OPTIONAL,


ul-HighInterferenceIndicationInfo

UL-HighInterferenceIndicationInfo

OPTIONAL,


relativeNarrowbandTxPower



RelativeNarrowbandTxPower



OPTIONAL,


iE-Extensions






ProtocolExtensionContainer { {CellInformation-Item-ExtIEs} }
OPTIONAL,


...

}

CellInformation-Item-ExtIEs X2AP-PROTOCOL-EXTENSION ::= {

almostBlankSubframeAllocation


AlmostBlankSubframeAllocation









OPTIONAL,


...

}

*** Next change ***
9.3.5
Information Element definitions

-- **************************************************************

--

-- Information Element Definitions

--

-- **************************************************************

*** Next change ***
-- A

AS-SecurityInformation ::= SEQUENCE {


key-eNodeB-star

Key-eNodeB-Star,


nextHopChainingCount


NextHopChainingCount,


iE-Extensions





ProtocolExtensionContainer { { AS-SecurityInformation-ExtIEs} } OPTIONAL,


...

}

AS-SecurityInformation-ExtIEs X2AP-PROTOCOL-EXTENSION ::= {


...

}

AllocationAndRetentionPriority ::= SEQUENCE {


priorityLevel



PriorityLevel,


pre-emptionCapability

Pre-emptionCapability,


pre-emptionVulnerability
Pre-emptionVulnerability,


iE-Extensions



ProtocolExtensionContainer { {AllocationAndRetentionPriority-ExtIEs} } OPTIONAL,


...

}

AllocationAndRetentionPriority-ExtIEs X2AP-PROTOCOL-EXTENSION ::= {


...

}

AlmostBlankSubframeAllocation ::= BIT STRING (SIZE (40))
*** End of change ***
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